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INTRODUCTION. 


All  previous  lists  of  technical  equipment  of  the  S^al  Corps  are  superseded  by  this 
edition  of  the  *' Signal  Corps  Storage  Catalogue." 

This  volume  represents  the  result  of  a  systematic  research  extending  over  several 
months — a  work  originally  taken  up  by  the  Training  Section,  Personnel  Division, 
Office  of  the  Chief  Signal  Officer,  under  authority  of  paragraph  2,  Office  Memorandum 
No.  207,  O.  C.  S.  O.,  which  provides  as  follows: 

"2.  In  addition  to  the  functions  specifically  charged  to  the  Training  and  Instruction 
Section,  Personnel  Division,  under  subparagraph  A,  paragraph  8,  Office  Memorandum 
No.  163,  thia  office,  September  7,  1918,  the  Training  and  Instruction  Section,  Per- 
sonnel Division  is  charged  with, 

(a)  The  assignment  of  type  numbers  for  all  Signal  Corps  apparatus  and  their  parts, 
and 

(6)  The  establishment,  development  and  maintenance  of  a  standard  nomenclature 
for  all  Signal  Corps  material,  apparatus,  and  their  parts.'' 

The  scope  of  the  labor  has  been  wide  and  the  efforts  to  bring  forward  material  have 
been  fairly  exhaustive.  The  list  is  therefore  put  forward  as  a  complete  catalogue 
of  all  special  radio  telegraph,  wire  telegraph,  telephone,  pigeon,  meteorological,  and 
miscellaneous  signal  equipment. 

Compliance  with  supply  circulars  of  the  General  Staff  made  necessary  the  omis- 
sion of  all  so-called  *  *  Standard  articles  of  purchase  "  from  this  list.  The  present  edition 
is  therefore  limited  to  the  cataloging  of  (a)  such  articles  of  equipment  as  have  been 
developed  by  the  Signal  Corps  and  are  covered  by  Signal  Corps  drawings  and  speci- 
fications, (6)  certain  commercial  articles  which  have  been  made  an  indivisible  part  of 
specialized  Signal  Corps  groups  of  apparatus,  and  (c)  commercial  articles  that  have  been 
slightly  altered  or  definitely  standardized  for  Signal  Corps  use.  Any  other  commercial 
apparatus  purchasable  on  the  open  market,  however  widely  used  in  the  S^al  Corps, 
is  not  listed  herein. 

ROUTINE   OP  ASSIGNING   STANDARD   NAMES. 

Certain  hard  and  fast  rules  pertain  to  the  ass^ment  of  standard  names  and  may  be 
summarized  briefly  as  follows: 

No  name  or  number  shall  be  assigned  without  the  approval  of  the  Training  Section, 
Personnel  Division,  Office  of  the  Chief  Signal  Officer. 

No  name  or  number  shall  be  assigned  until  the  Training  Section  is  in  receipt  of 
sufficiently  complete  information  covering  the  article  to  be  named  to  distinguish  it 
without  question  from  all  other  items. 

The  designing  engineer  is  responsible  for  supplying  the  information  in  the  case  of 
an  entirely  new  Signal  Corps  equipment. 

The  purchasing  officer  is  responsible  for  supplying  thia  information  in  case  of  a 
commercial  article  accepted  as  a  Signal  Corps  standard  or  modified  for  Signal  Corps  use. 

The  section  to  which  the  article  pertains  is  responsible  for  supplying  the  information 
in  all  other  cases. 
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6  INTRODUCTION. 

METHOD   OP  DEVELOPING   THE.  STANDARD   NAME. 

Battery,  type  BB-18,  is  a  typical  standard  name  and  comprises  three  parts,  the  dis- 
distinctive  noun  "battery,"  the  word  "type,"  and  a  type  number  consisting  of  two 
letters  in  combination  with  two  figures,  Tfie  same  form  is  used  almost  without  ex- 
ception for  articles  in  this  catalogue.  Sometimes  the  distinctive  noun  is  replaced  by 
several  words,  as  for  instance,  "binding  posts"  or  "cable  reel  jack."  Sometimes  the 
type  number  contains  several  letters  and  figures,  as,  for  instance,  "SCR-67-A,  but 
every  standard  name  follows  the  same  system^    There  is  a  reason  for  this. 

The  word  "battery"  brings  up  the  picture  of  the  apparatus  and  serves  to  classify 
it  with  all  similar  apparatus  of  the  same  name.  Such  terms  as  "cell,"  "dry  cell," 
"dry  battery,"  "accumulator,"  etc.,  being  avoided. 

The  letters  forming  part  of  the  type  number  show  that  the  battery  belongs  to  the 
further  classification  "BB,"  which  indicates  that  it  is  a  "storage"  or  "secondary" 
battery.    The  number  18  is  simply  the  serial  number  of  the  article  in  that  classificaticm. 

The  following  apparent  variations  may  be  noted: 

Battery,  type  BB-18-A,  would  be  the  name  of  a  battery  of  the  storage  class  listed  as 
No.  18  in  that  class  and  a  slight  improvement  over  a  former  battery  known  as  Battery, 
type  BB-18,  which  it  supersedes.  Similarly  type  BB-18-C  would  supersede  Battery, 
type  BB-18;  Battery,  type  BB-18-A;  and  Battery,  type  BB-18-B. 

Receiver,  type  R-3^,  represents  the  usual  form  of  type  number  with  a  manufactur- 
er's number  added.  It  indicates  that  Receiver,  type  R-3-6,  and  another  article 
known  as  Receiver,  type  R-3-5,  are  identical  in  use  and  general  behavior,  but  that 
the  first  is  manufactured  by  the  Stromberg-Carlson  Co.,  and  the  second  by  the  Western 
Electric  Co.    (Se^  Appendix,  p.  737.) 

Receiver,  type  R-3-A-6,  would  refer  to  an  improvement  on  Receiver,  type  R-3-6, 
the  manufacturer's  number  in  such  a  case  always  coming  last. 

In  determining  the  type  numbers  for  various  items  the  classification  listed  below  has 
been  followed  where  practicable.  It  is  in  no  sense  hard  and  fast,  but  is  a  minor  ad- 
vantage of  the  system.    It  will  prove,  however,  of  some  help  in  identifying  items. 

CLASSIFICATI  ON  POLLOWED  WHERE  PRACTICAL  IN  ASSIQNINQ  TYPE  NUMBERS  TO  SIONAL-CORPS  APPABATUB. 

A Antenna  equipment. 

AH Gay  anchors. 

AL Aerial  liaison  panels. 

AN Antenna  aerials.    Made  up  of  a  definite  length  of  antenna  wire  having  the  ends 

prepared  for  attaching  to  masts  or  other  supports. 

AP Aerial  communication  panel  sets. 

AR Lightning  arresters. 

BA Primary  batteries,  wet  and  dry. 

B  B Storage  batteries,  lead  and  Edison. 

BG,  BE r Set  boxes,  apparatus  boxes,  carrying  boxes,  cabinets,  outlet  boxes,  chests,  and 

the  like. 

B  D Power  boards,  switchboards,  and  panels. 

BG Carrying  cases,  tool  rolls,  tool  cases,  tool  kits,  and  oov^. 

BL Connecting  blocks. 

BT Battery  trays. 

BZ Buzzers. 

C,  CU,  ID Induction  colls,  transformers,  linking  and  coupling  coils. 

CA Condensers,  both  variable  and  fixed. 
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CC  (1  to  49) Telephone  switchboard  transmitter  and  ieoelver[ooTds. 

GO  (50  to  99) Telephone  switchboard  connecting  cords. 

GC  (100  to  299) Telephone  cords,  post  and  Artillery  type. 

GG  (300  to  399) Standard  cords  for  field  equipment. 

CD Extension  cords  complete  with  terminals,[al^]dnds  of  complete  connection  cords. 

CN Vibrator  and  interrupter  contacts. 

GO Extension  cords  without  termtaal  connectors. 

CP Counterpoise  made  up  of  definite  lengths  of  wlpe,|wlth  ends  prepared  for  con- 

necting.to  radio  sets. 

GS Cases  and  casings. 

DC Detector  crystals. 

DM Dynamotors  and  boosters . 

DB Drums  and  spools. 

DT Detector  stands. 

DY Dynamometers. 

E Field  glasses  and  telescopes. 

£E Electrical  engineering  sets  and  equipments,  including  telephones,  telegraph 

outfits,  signal  lamp  sets,  etc. 

ET Electrodes  for  spark  gaps,  either  rotary  or  fixed. 

F Pairleads. 

FA Air  fans. 

FL Filters. 

FM Frames,  supjwrting. 

FT Fittings,  clamps,  mountings,  or  other  accessories  adapted  to  fastening  detach- 
able apparatus  to  a  frame,  support,  or  other  apparatus. 

GA : Spark  gaps. 

OC Generator  cranks. 

GD Ground  equipment. 

GE Gasoline  engines. 

ON Generators. 

OP Groimds,  pins,  stakes,  ground  rods,  etc.    (A   device  driven  into  the  ground 

which  serves  as  an  electrical  connection  will  be  termed  a  rod;  others  will  be 
termed  stakes  or  pins.) 

GS Generator  stands.  » 

GY Guys. 

HA Helmets. 

HB Headbands. 

HK Hooks. 

HL Heliograph  parts. 

HM Hammers. 

HS Headsets. 

I Instruments  both  electrical,  as  ammeters,  voltmeters,  etc.,  and  mechanical,  as 

•    clocks,  compasses,  etc. 

IC Insulating  compounds. 

IE *. Instrument  equipments. 

IF Switchboard  instruments,  fiush  type. 

IN Insulators. 

IS Switchboard  instruments,  front  mounted. 

J Transmitting  keys,  wire  and  wireless. 

JTK Jacks. 

JH Jack  mountings  and  outlets. 

K Carts,  wire,  signal,  maintenance,  etc. 

KI Kites,  antenna. 

KN Knives. 

Lie Lamps,  illuminating. 

LP Loops. 

M,  ICC Miscellaneous. 
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MO Motor  generators. 

ML Meteorological  apparatus. 

MO Motors. 

MP Mast  plates  and  caps. 

MR Markers. 

MS Mast  sections. 

MT G  round  mat  s . 

OC Oilcans  and  oil'Can  equipment. 

P Headphones.    See  also  HS. 

PE Power  equipment. 

PF Pole  fittings,  including  all  small  parts  used  in  pole-line  construction. 

PO Pigeon  equipment. 

PH Photographic  equipment. 

PL Plugs. 

PO Poles  and  pike  poles. 

PY Pyrotechnical  equipment. 

R Telephone  receivers.   A  single  receiver  without  heedband  assembly  as  differ* 

entiated  from  head  set  or  head  phone. 

RC Radio  receiving  equipment  for  radio  sets,  including  t.  p.  s.  sets. 

RE Radio  equipment,  both  receiving  and  transmitting,  including  t.  p.  s.  set. 

RL Reels  and  spools. 

R  P Rope  and  cord  or  twine . 

RS Resistances. 

RT Radio  transmitting  equipments. 

SCR Signal  Corps  radio  sets,  complete. 

SE Signal  equipments. 

SO Sockets. 

SS Sections,  flagstaff  and  pike  pole. 

ST Straps,  carry  and  binding. 

SW Switches. 

T Telephone  transmitters.   Single  transmitter  without  assembly  in  breastplate  or 

other  unit. 

TE Tool  equipment. 

TG Telegraph  instruments. 

TL Tools. 

TM Terminals,  terminal  lugs,  connectors,  binding  posts,  etc. 

TN Tents. 

TR Towers. 

T3 Telephone  sets,  including  transmitter,  receiver,  and  appropriate  mounting,  but 

not  including  apparatus  box,  etc. 

TW Twine. 

VA Variometers. 

VT Vacuum  tubes,  3-electrode. 

W Wire. 

WC  (1  to  200) '. Rubber-insulated  submarine  cables. 

WC  (201  to  300) Rubber-insulated  subterrarean  cables. 

WC  (301  to  400) Paper-insulated  armored  cables. 

WC  (401  to  500) Paper-insulated  unarmored  cables. 

WC  (501  to  600) Special  types  of  cables. 

WC  (601  to  700) Power  cables. 

WT Weights  for  antenna  or  for  buszer  vibrators. 
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ACCOUNTS,    REQUISmONINO,    ETC. 

The  following  rules  pertain  to  the  use  of  standard  nomenclature  in  ordering,  supply- 
ing, and  accounting  for  Signal  Corps  equipment: 

It  will  not  be  necessary  to  itemize  the  parts  of  each  set  The  use  of  the  set  name 
indicates  that  all  parts  are  to  be  included.    A  set  is  not  a  set  unless  it  is  complete. 

A  supply  officer  receiving  a  set,  equipment,  or  group  of  parts  to  which  group  a 
standard  name  has  been  assigned,  will  check  the  received  articles  against  the  proper 
parts  list,  and  if  any  parts  are  missing  he  will  immediately  so  report  to  the  shipper 
and  will  take  up  the  apparatus  not  as  a  group  but  as  so  many  individual  parts,  never  as  a 
set  or  equipment  less  certain  parts. 

If  all  parts  are  found  he  will  take  up  the  set  or  equipment  under  the  standard  group 
name. 

Requisitions,  property  returns,  purchase  requests,  etc.,  not  written  in  accord  with 
the  standard  nomenclature  should  be  returned  for  proper  writing. 

In  no  event  will  it  be  permissible  to  order  or  requisition  a  set  or  equipment  less 
certain  parts,  or  a  piece  of  equipment  altered  in  any  way.  The  group  name  must 
refer  only  to  the  complete  group.    A  request  for  parts  must  list  aU  the  parts. 

If  a  special  piece  of  Signal  Corps  apparatus  is  required  and  there  appears  to  be  no 
standard  name  assigned  to  it,  a  diligent  search  having  been  made  for  such  standard 
name,  steps  should  be  taken  immediately  to  have  a  standard  name  assigned. 

HOW  TO   USE   THIS   CATALOGUE. 

As  a  matter  of  convenience,  the  parts  making  up  a  set  are,  in  nearly  every  instance, 
listed  in  the  "Useful  Information  Column '*  following  each  set.  In  looking  up  "Set, 
radio  receiving,  type  SCR-54,"  it  is  found  that  the  set  comprises  "Equipment,  type 
A--2 , ' '  and  *  *  Equipment,  type  RC-1 , ' '  together  with  their  main  parts .  Additional  infor- 
mation regarding  these  main  parts  will  be  found  opposite  their  proper  alphabetical 
order  in  another  section  of  the  book.  Parts  of  these  "Main  Parts"  have  not  been 
listed  in  the  "  Useful  Information  Column.'*  For  instance,  under  "  Equipment,  type 
RC-1 "  will  be  foimd  "  Set  box,  type  BC-14,"  but  no  mention  made  of  the  items  com- 
prising it.  The  complete  contents  of  this  set  box  will  be  foimd  in  the  proper  place 
in  the  catalogue. 

Approved: 

Geoboe  0.  Squieb, 

Major  General,  Signal  Corps^  Chief  Signal  Officer  of  the  Army. 
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NUMERICAL  CODE   OR  NUMBER. 


In  order  to  identify  and  to  facilitate  procurement  by  cable  or  telegraph,  a  numerical 
code  has  been  adopted  for  all  articles  of  Army  issue,  in  which  the  initial  number 
indicates  the  corps. 
Each  corps  is  given  a  numerical  code  or  number,  viz: 
0- 
1- 
2- 
»- 

»- 

7-Ordnance  Department. 

^Signal  Corps. 

»- 
As  is  seen,  the  initial  numeral  or  key  numeral  of  all  Signal  Corps  articles  is  8.  For 
the  sake  of  imiformity  and  as  a  matter  of  convenience  in  cases  in  which  there  are 
more  than  one  volume  or  sections  of  volumes  for  one  corps,  the  numbers  are  carried 
in  hundreds.  Reference  to  page  41  discloses  800-1  Adapter,  type  FT-5,  which  means 
that  this  particular  adapter  is  the  first  complete  article  listed  in  the  Signal  Corps 
Storage  Catalogue.  Similarly  800-1034  means  Equipment,  type  RE-17,  and  can 
mean  nothing  else.  Likewise,  800-1034-1  means  Iron,  soldering,  jeweler's,  No.  1 
which  is  a  part  of  this  Equipment,  type  RE-17. 

It  must  be  borne  in  mind  that  the  numerical  code  or  number  of  the  article  wanted 
miLst  he  affixed  to  each  requisition. 
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SIGNAL  CORPS  STORAGE  CATALOGUE. 


INDEX  No.  1. 
STANDARD  NAMES  OF  SIGNAL  CORPS  EQUIPMENT, 

[Arranged  alphabetically  by  type  numbers.] 


Type  No. 

Standard  name. 

Type  No. 

A-1 

Equipment  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Antenna  type. 

Do. 

Do. 
Equipment  type. 

Do. 
Anchor  type. 
Fmeltype. 

Do. 

Do. 

Do. 

Do. 

Do. 

ATj-I 

Panel  type. 
Do. 

A-l-A 

AlLrS 

A-2 

AL-9 

Do. 

A-«-A 

AL-10 

Do. 

A-^B 

AL-U 

Do. 

A-3.... 

AI/-12 

Do. 

A-3-A 

AL-13 

Do. 

A-4 1... 

AL-M 

Do. 

A-5 

AI/-15 

Do. 

A-6..... 

AL-16 

Do. 

A-7 

AI/-17 

Do. 

A-8 

AL-18 

Do. 

A-9 

AL-19 

Do. 

A-O-A 

AL-20. 

Do. 

A-10 

AL-21 

Do. 

A-IO-A 

AL-22 

Do. 

A-11 

AL-23 

Do. 

A-12 

AL-24 

Do. 

A-13 

AL-25 

Do. 

A-21 

AL-26 

Do. 

A-22 

AL-27 

Do. 

A-23 

AL-28 4... 

Do. 

A-24 

AL-29 

Do. 

A-26 

Ah-iO 

Do. 

A-50 

Alr^l 

Do. 

A-51 

AL-3^ 

Do. 

A-«2 

AIr-33'. 

Do. 

A-71 

AIi-34 

Do. 

A-72 

AL-^5 

Do. 

AH-8 

AL-36 

Do. 

AL-1 

AL-37 

Do. 

AI^2 

Al»-98 

Do. 

AL-« 

AL-89.....  i...w..» 

Do. 

AL-4 

AL-41 

Do. 

AL-« 

AL-42... ,... 

Do. 

AL-« 

AL-43 

Do. 
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STANDARD  NAMES  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Type  No. 


AlrAi. 

AL-45. 
AL-46. 
AL-47. 
AL-48. 
AL-49. 
AL-60. 
AL-61. 
AL-62. 
AL-63. 
AL-54. 
AL^. 
AI/^66. 
AL-67. 
XL-SS. 
AL-59. 
AL-«). 
AL-61. 
AL-«2. 
AL-63. 
AL-64. 
AL-65. 
AI^^. 
AL-67. 
AL-68. 
AL-69. 
AL-TO, 
AL-71. 
AL-72. 
AL-73. 
AL-74. 
AN-1. 
AN-2. 
AN-8. 
AN-4. 
AN-«. 
AN-6. 
AN-7. 
AN-8. 
AliM. 
AN-10 
A^-11 
AP-1.. 

AP-2.. 


Standard  name. 


Panel  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Antenna  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Faoeto,  InfMitry  division  set 

type. 
Panels,  InfMitry  brigade  set 
type. 


Type  No. 


AP-*.. 

AP-4.. 

AP-«.. 

AP-6.. 
AP-7.. 

AP-8.. 

AP-9.. 

AP-10. 

AP-U. 

AP-12. 

AP-13. 

AP-M. 

ARr4.. 

BA-l... 
BA-2.., 
BA-3... 
BA-4... 
BA-5... 
BA-8... 
BA-0.. 
BA-10- 
BA-11. 
BA-12. 
BA-13. 
BA-14. 
BA-15. 
BA-16. 
BA-17. 
BA-18. 
BA-19. 
BA-20. 
BB-1.., 
BB-2.. 
BB-3.. 
BB-4.. 


Standafd  name. 


Panels,   Infantry  regiment 

settjrpe. 
Panel,  Infantry  battalion  set 

type.  > 
Panel,  Infttntry  marlring  set 

type. 
Panel,  Army  corps,  set  type. 
Panel,  heavy  artUleiy  set 

type. 
Panel,  Army  and  corps  ar- 
tillery set  type. 
Panel,  divisional  artillery  set 

type. 
Panel,  Cavalry  division  set 

type. 
Panel,  Cavalry  teigade  wei 

type. 
Panel,  Cavalry  regiment 'set 

type. 
Panel,  Cavalry  sqnadron  sel 

type. 
Panel,    Cavalry    troop    set 

type. 
Arrester  type. 
Battery  type. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
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Type  No. 


BB-5 

BB-« 

BB-7 

BB-8 

BB-9 

BB-11 

BB-U-A.. 

BB-12 

.BB-13 

BB-U 

BB-1« 

BB-16-A.. 

BB-17 

BB-18..... 

BB-20 

BB-21 

BB-23 

BB-24 

BB-24-A.. 

BB-25 

BB-26 

BB-27 

BB-28.... 

BC-1 

BC-2 

BC-8 

BC-4 

BC-6 

BC-7 

BC-« 

BC-10 

BC-IO-A.. 
BC-U-A.. 

BC-12 

BC-13-A.. 

BC-U 

BC-14-A.. 
BC-15-A.. 

BC-W 

BC-17 

BC-18 

BC-iS-A.. 

BC-1» 

BC-19-A.. 
BC-»..... 
BC-n 


Standard  name. 


Battery  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Box  type. 

Do. 

Do. 

Do. 
Chest  type. 
Set  box  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 


Type  No. 


BC-21-A 
BC-23... 
DC-24... 
BC-25... 
BC-25-A 
BC-26... 
BC-30... 
BC-31... 
BC-32... 
BC-32-A 
BC-33... 
flC-35... 
BC-36... 
BC-37... 
BC-38... 
BC-39... 
BC-40... 
BC-41... 
BC-41-A 
BC-42... 
BC-43... 
BC-44... 
BC-44-A 
BC-45-.. 
BC-46... 
BC-47... 
BC-48... 
BC-49... 
BC-«0... 
BC-«2... 
BC-«... 
BC-64... 
BC-^... 
BC-^... 
BC-67... 
BC^8... 
BC-M... 
BC-«>-A 
BC-«0... 
BC-61... 
BC-«2... 
BC-4J2-A, 
BC-83.... 
BC-^.... 
BC-«8.... 
BC-W.... 


Standard  name. 


Setl 


Boxt 


box  type. 

Do. 

Do. 
type. 

Do.  • 
Chest  type. 
Case  type. 

Do. 
Set  box  type. 

Do. 
Box  type. 
Chest  type. 
Set  box  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Chest  type. 
Set  box  type. 
Amplifier  type. 
Set  box  type. 

Do. 

Do. 
Box  type. 
Set  box  type. 

Do. 

Do. 

Do. 
Tool  chest  type. 
Set  box  type. 
Interphone  circuit  type. 
Set,  busier  testing,  type. 
Trunk  type. 
Amplifier  type. 

Do. 
Switch  box  type. 
Box  type. 

Do. 

Do. 
Set  box  type. 
Box  type. 
Set  box  type. 

Do. 
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Type  No. 


Standard  name. 


Type  No. 


Standard  name. 


BC-7(r.... 
BC-71-... 
BC-72.... 
BC-73.:.. 
BC-74..., 
BO-75.... 
BC-76.... 
BC-77.... 
BC-78.... 
BC-79.... 
BC-80..-. 
BC-81.... 
BC-82.... 
BC-83.... 
BC-84.... 
BC-85.-., 
BO-87-.-. 
BC-88... 
BC-89.... 
BC-00-... 
BC-01.... 
BC-92.... 
BC-03.... 
BC-94..-, 
BC-95.... 
BC-9ft..., 
BC-07.--, 
BC-100... 
BC-101... 
BC-102... 
BC-103... 
BC-104... 
BC-105.-. 
BD-1.... 
BD-l-A. 
BDir2.... 
BD-3.... 
BD-4.... 
BD-4-A. 
BD-6.... 
BD-5-A. 
BD-6.... 
BD-7.... 
BD-«.... 
BD-9.... 
BD-10... 


Set  box  type. 
TeI^;>hone  box  type. 
Battery  box  type. 
Switch  box  type. 

Do. 
Tool  chest  type. 

Do. 

Do. 
Set  box  type. 
Chest  type. 

Do. 
Set  box  type. 
Case  type. 
Box  type. 
Set  box  type. 
Box  type. 

Do. 
Tool  chest  type. 

Do. 

Do. 

Do. 
Control  box  type. 
Tool  chest  type. 
Switch  box  type. 

Do. 

Da 
Chest  type. 
Amplifier  type. 

Do. 
Box  type. 
Set  box  type. 

Do. 
Amplifier  type. 
Power  board  type. 

Do. 
Paij^type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Swltobboardtype. 

Do. 


BD-11.. 
BD-12. . 
BD-18.. 
BD-14-6 
BD-14-« 
BD-16.. 
BD-16v. 
BD-17.. 
BD-18.. 
BD-19.. 
BD-20.. 
BD-21.. 
BD-22.. 
BD-23.. 
BD-34.. 
BD-25.. 
BD-26. . 
BD-27.. 
BD-28.. 
BD-29.. 
BD-«1.. 
BD-32.. 
BD-53.. 
BD-34-5. 
BE-1... 
BE-2... 
BE-3... 
BE-4... 
BE-5... 
BE-«... 
BE-7... 
BE-8... 
BE-8-A. 
BE-9... 
BE-10.. 
BErll.. 
BE-12. . 
BE-13... 
BE-14... 
BE-15... 
BE-16... 
BE-17. . 
BE-18.. 
BK-21.. 
BB-22.. 
BB-23.. 


Switchboard  type. 
Panel  type. 
Switchboard  type. 

Do. 

Do. 

Do. 
Panel  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Switchboard  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Panel  type. 

Do. 

Do. 
Switdiboardtype. 
Apparatus  box  type. 

Do. 

Do. 

DO. 

Do. 

Do. 

Do. 

Do. 

Do. 
control  box  type. 
Outlet  box  type. 

Do.* 

Do. 
Houstoi^  type. 
Signal  chest  tsrpe. 

Do. 

Do. 

Do. 
Btotype. 

At>paratn8  box  type. 
Oibinettype. 

Do. 
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IT 


Type  No. 

Standard  name. 

Type  No. 

Standard  name. 

BE-25 

Cabinet  type. 

Do. 
Repair  kit  type. 
Outlet  box  type. 
Ontlet  box  type. 

Do. 
Control  box  type. 
Cabinet  type. 

Do. 

Do. 

Do. 

Do. 

Do. 
Box  type. 

Apparatus  box  type. 
Terminal  box  type. 
Bag  type. 

Do. 

Do. 

Do. 

Do. 
Hood  type. 
Tool  roll  type. 
Bag  type. 

Do. 

Do. 

Da 

Da 

Da 

Da 

Da 
Tool  roll  type. 
Bag  type. 
Cover  type. 

Da 

Da 

Da 

Da 
Tool  case  type. 

Da 
Tool  kit  type. 
Tool  roll  tyx)e. 

Da 

Da 
Bag  type. 

BG-34 

Case  type. 

BE-26                  .... 

BG-35 

Da 

BE-27 

BG-36 ) 

Da 

BE-28 

BG-37 

Tool  roll  type. 

BE-30 

BG-38 

Da 

BE-31      

BG-40 

Case  type. 

BE-^2 

BG-42 

Cover  type. 

BE-33 

BG-43 

CaseJ;ype. 

BE-34      

BG-44 

Bag  type. 

BE-35 

BL-1 

Block  type. 

BE-38 

BL-2 

Da 

BE-37 

BI^3 

Da 

BE-38 

BI^4 

Connecting  block  type. 

BE-^ 

BT-4 

Tray  type. 

BE-41     . 

BU-1 

Bushing  type. 

BE-42 

BU-2 

Da 

BE-44 

BU-3 

Da 

BG-3 

BZ-1 

Buzzer  type. 

BG--5 

BZ-2 

Da 

BG>6 

BZ-3 

Da 

BO-7           .        .  .. 

BZ-4 

Da 

BG-8 

C-1 

Coil  type. 

BG-0 

C-2 ; 

Do. 

BO-10 

C-3 

Da 

BG-11                  .  - 

C-4 

Power  buzzer  t3ri)e. 

BG-12 

C-5 

Coil  type. 

BO-13 

C-6 

Transformer  type. 

BG-14            

C-7 

Da 

BO-15 

C-8 

Da 

BQ-16 

C-9 

Coil  type. 

BO-17. .            

C-10 

Da 

BO-18 

C-11 

Do. 

BO-20 

C-12 

Do. 

BO-21.              

C-13 

Do. 

BO-22 

C-14 

Do. 

BO-23 

C-15 

Do. 

BO-24 

C-17 

Transformer  type. 
Do. 

BO-25 

C-18 

BO-26 

C-19 

Coil  type. 
Transformer  tyi)e. 
Do. 

BO-27     

C-20 

BO-28 

C-21 

BQ-29.                     •. 

C-22 

Do. 

BO-30          

C-23 

Coil  type. 

Power  buzzer  type. 
Coil  type. 
Transformer  tyx)e. 

BO-31 

C-24 

BG-32 

C-25 

BG-33 

C-26 

141645—20 2 
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STANDARD  NAMES  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Type  No. 

Standard  name. 

Type  No. 

Standard  name. 

C-27               

Coiltype. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
•    Do. 

Transformer  type. 
Electromagnet  typt^- 
Transformer  type. 
Coiltype. 

Do. 

Do. 

Do. 
Transformer  type. 

Do. 

Do. 
Condenser  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

CA-28 

Condenser  type. 
Do. 

C-28          

CA-29 

C-29 

CA-31 

Do. 

C-30  

CA-32 

Do. 

C-31 

CA-33 

Do. 

C_31_A 

CA-34 

Do. 

C-32          

CA-36 

Do. 

C-36 

CA-36 -.- 

Do. 

0-37               

CA-37 

Do. 

C-38            

CA-38 

Do. 

O-40 

CA-39 

Do. 

C-41 

CA-40 

Do. 

C-42          

CA-41... 

Do. 

C-43          

CA-42 

Do. 

0-44 

CA-43 

Do. 

C-45 

CA-44 

Do. 

o-4a             

CA-46 

Do. 

C-47     

CA-46 

Do. 

CA-1 

CA-47 

Do. 

CA-2    

CA-48 

Do. 

CA-3    

CA-49 

Do. 

CA-3-A 

CA-50 

Do. 

CA-4 

CA-51 

Do. 

CA-6 

CA-^ 

Do. 

CA-6                  ..  - 

CA-53 

Do. 

C A-7              

CA-54 

Do. 

CA-8    

CA-55 

Do. 

<3A-9 

CA-56 

Do. 

•CA-IO          

CA-57 

Da 

<jj^_ll       

OA-68 

Do 

'CA-12 

CA-59 

Do. 

0^.-13                   

CA-60 

Do. 

<CA-14       

CA-61 

Do. 

CA-15    

CA-62 

Do. 

CA-16 

CA-«3 

Do. 

CA-17               

CA-64...... 

Do. 

CA-18       

CA-65 

Da 

CA-19     

CA-66 

Do. 

'CA-20 

CA-67 

Da 

<3j^»21           

CA-68 

Da 

CA-22             

CA-69 

Do. 

CA-23 

CA-70 

Do. 

■C  A-24                   

CA-71 

Da 

CA-25          

CA-72 

Da 

'CA-26    

CA-73 

Da 

CA-27 

CA-74 

Da 
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Type  No. 

Standard  name. 

•   Type  No. 

Standard  name. 

CA-75 

Condenser  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Cord  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

CC-208 

Cord  type. 
Da 

CA-76 

CC-300.. 

CA-77 

CC-801 

Da 

CA-78 

CC-302 

Do. 

CA-79 

CC-303.. 

Do. 

CA-80 

CC-304..  . 

Do. 

CA-81 

CC-306 

Do. 

CA-82 

CC-306 

Do. 

CA-83 

CC-307 

Do. 

CA-«4... 

CC-308  . 

Do. 

CA-85 

CC-309 

Do. 

CA-86 

CC-310 

Do. 

CA-87 

CD-2 

Do. 

CA-88 

CD-3 

Do. 

CC-1 

CD-6 

Do. 

CC-2 

CD-7 

Da 

CC-3 

CD-9 

Do. 

CC-4 

CD-10... 

Do. 

CC-5 

CD-11 

Do. 

CC-6 

CD-12 

Do. 

CC-7 

CD-13.  . 

Do. 

CC-8 

CD-14... 

Do. 

CC-9 

CD-16... 

•    Do. 

CC-50 

CD-17 

Do. 

CC-51 

CD-18 

Do. 

CC-52 

CD-19 

Do. 

(X>n53 

CD-20 

Do. 

00-54 

CD-21 

Do. 

00-55 

CD-22    . 

Do. 

00-56 

CD-23    .        ... 

Do. 

00-57 

CD-24 

Do. 

00-58 

CD-25 

Do. 

00-100 

CD-26     . 

Do. 

00-101 

CD-27 

'     Do. 

00-102 

CD-28 

Do. 

00-103 

CD-29    . 

Do. 

00-104 

CD-30 

Do. 

00-105 

CD-31 * 

Do. 

00-200 

CD-32 

Do. 

00-201 

CD-33  .. 

Do. 

CO-202 

CD-^ 

Do. 

00-203 

CD-35 

Do. 

CO-204 

CD-36 

Do. 

CC-205 

CD-37 

Do. 

CC-206 

CD-38 : 

Do. 

00-207. 

CD-39 

Do. 
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Type  No. 


CD-40. 
CD-41. 
CD-42. 
CD-43. 
CD-44., 
CD-46. 
CD-46. 
CD-47. 
CD-48. 
CD-49. 
CD-60. 
CD-51. 
CD-6J. 
CD-63. 
CD-64. 
CD-65. 
CD-66. 
CD-57. 
CD-58. 
CD-69. 
CD-^. 
CD-61. 
CD-62. 
CD-«3. 
CD-64. 
CD-65. 
CD-66. 
CD-67. 
CD-^. 
CD-70. 
CD-71. 
CD-72. 
CD-73. 
CD-74. 
CD-75. 
CD-76. 
CD-77. 
CD-78. 
CD-79. 
CD-80. 
CD-81. 
CD-fi2. 
CD-83. 
CD-84. 
CD-85.. 
CD-«6. 


Standard  name. 


Cord  type. 
Do. 
Do. 
Do. 
Do: 
Do. 
Do. 
Do. 
Do. 
Do.' 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
De. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 


Type  No. 


CD-87.. 

CD-88.. 

CD-89.. 

CD-90.. 

CD-91.. 

CD-92.. 

CN-1... 

CN-2... 

CN-3... 

CN-4... 

CN-5... 

CN-8... 

CN-9... 

CN-10., 

CN-U.. 

CN-12. 

CO-2.. 

CO-3.. 

CO-4.. 

CO-6.. 

CO-7.. 

CO^.. 

CO-10. 

CO-11. 

CO-17. 

CO-18. 

CO-19. 

CO-20. 

CO-21. 

CO-22. 

CP-1... 

CP-2... 

CP-3... 

CP-4... 

CP-5... 

CS-1... 
'  CS-2. . . 
'  CS-3... 
!  CS-5... 
I  CS-6... 
I  CS-7... 
;  CS-8... 
'  C8-0... 

CS-10.. 

CS-12.. 

CU-1.. 


Standard  name. 


Cord  type. 

Do. 

Do. 

Do. 

Do. 

Do. 
Contact  type. 

Do. 

Do. 

Do. 
Electrode  type. 
Contact  t3rpe. 

Do. 

Do. 

Do. 

Do. 
Cord  type. 

Do. 

Da 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Counterpoise  type. 

Do. 

Do. 

Do. 

Do. 
Casing  type. 
Case  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Coupler  type. 
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Type  No. 

Standard  name. 

Type  No. 

Standard  name. 

CU-2 

Transformer  type. 
Coupler  type. 
Crystal  type. 

Do. 
Djmamotor  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Booster  type. 

Do. 
Drum  type. 

Do. 

Do. 

Do. 
Spool  type. 
Standard  type. 

Do. 
Equipment  type. 
Standard  type. 
Field-glass  type. 

Do. 
Telescope  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Field-glass  type. 

Do. 

Do. 
Telescope  type. 

Do. 
Field  glass  type. 
Buzzerphonetype. 

Do. 
Switchboard  unit  type. 
Telephone  type. 

Do. 

Do. 

Do. 

EE-6 

Set,  signal  lamp,  tjrpe. 
Do. 

CU-3 

EE-7 

DC-1 

EE-8 

Telephone  type. 

DC-2 

EE-9 

Do. 

DM-1 

EE-10 

Set,  signal  lamp,  type. 
Sounder  type. 

DM-2 

EE-11 

DM-3 

EE-12 

Signal  lemip  outfit  type. 

DM-4 

EE-13 

Telephone  type. 

DM-6 

EE-14 

Set,  buzzer  instruction,  type. 
Set,  buzzer  sending,  type. 
Set,  heliograph,  type. 
Set,  strombos  horn,  type. 
Oil  set  type. 

DM-7 

EE-15 

DM-8 

EE-16 

DM^ 

EE-17 

DM-11 

EE-18 

DM-12 

EE-19 

Soldering  outfit  type. 

DR-1 

EE-20 

DR-2 

EE-21 

Set,  induction  field  telegraph. 

DR-3 

EE-22 

type. 

DR-3-A 

Set.  firine  signal,  type. 

DR-4 

EE-23 

Do. 

DT-1 

EE-24 

Telephone  tjrpe. 

DT-2 

EE-25 

Do. 

DT-3-A 

EE-26 

Do. 

DT-4 

EE-27 

Do. 

E 

EE-28 

Do. 

E-1 

EE-29 

Do. 

E-2 

EE-30 

Do. 

E-3 

EE-31 

Do. 

E-4 

EE-32 

Set,  magneto  testing,  type. 

E-* 

EE-33 

E-« 

EE-34 

Equipment  type. 

E-7 

EE-35 

Telephone  type. 

E-8 

EE-36 

Set.  signal  lamp.  type. 

E-« 

EE-37 

Set,    target   range    buzzer. 

E-10 

EE-45 

tyi)e. 

E-11 

Aerosoqpe  type. 

E-12 

EE-46 

Key  set  type. 

E-13 

EE-47 

Hydrometer  set  type. 

EE 

EE-48 

Telephone  tyi>e. 

EE-1 

EE-49 

Set,    service    telautograph, 

EE-l-A 

EE-50 

type. 

EE-2        .     . 

Telautograph      transmitter 

EE-^ 

EE-61 

type. 

EE-4 

Telautograph  receiver  type. 

EE-4-A            .  .  . 

EE-62 

EE^ 

EE-53 

Do. 
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Type  No. 

Standard  name. 

Type  No. 

Standard'name . 

EE-55 

Set,  cable  testing,  type. 
Time    interval     apparatus 

type. 
Set,  visual  signaling,  type. 
Telephone  type. 

Do. 

Do. 

Do. 

Do. 
Service  buzzer  type. 
Set,     monooord    operator's 

type. 
Set,  test,  universal,  typo. 
Telephone,  balloon  type. 

Do. 
Switch  key  set  type. 
Telephone,  hand  type. 
Telephone,  head  type. 
Telephone,  wall  type. 
Telephone,  Bell,  box  type. 
Telephone,     battery     com- 
mander's tjrpe. 
Telephone,  plotter's  type. 
Telephone,  gun  type. 
Simplex  telegraph  set  type. 
Telephone,  desk  type. 
Electrode  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Fairlead  type. 

Do. 

Do. 

Do. 
Airfan  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do 

Do. 

FA-6-A 

Air/an  type. 
•      Do. 

EE-56 

FA-7 

FA-8 

Do. 

EE-57 

FA-9 

Do. 

EE-68 

FI/-1 

Filter  type. 
Do. 

EE-^9 

FI/-1-A 

EE-60 

FL-2 

Do. 

EE-61 

FM-I 

Frame  type. 
Do. 

EE-62 

FM-2 

EE-e3 

FM-3 

Do. 

EE-64 

FM-4 

Do. 

FM-5 

Do. 

EE-65 

FM-6 

Do. 

EE-66 

FT-1 

Fitting  type. 
Coupler  type. 
Pin  type 
Mounting  type. 
Adapter  type. 
Bracket  type. 
Moimting  type. 
Do. 

EE-«7 

FT-2 

EE-68 

FT-3 

EE-69 

FT-4 

EE-70 

FT-5 

EE-71 

FT-6 • 

EE-72 

FT-7 

EE-73 

FT-8 ,. 

FT-9 

Fastener  type. 
Fixture  type. 
Band  type. 
Clamp  type. 
Holder  type. 
Clamp  type. 
•Do. 

EE-74 

FT-10 

EE-75 

FT-11 

EE-76 

FT-12  .. 

EE-77 

FT-13 

ET-1 

FT-14 

ET-2 

FT-14-A 

ET-3...; 

FT-15 

Adapter  type. 
Frame  type. 
Mounting  type. 
Do. 

ET-4 

FT-16 

ET-^ 

FT-17 

ET-6 

FT-18 

ET-7... 

FT-19 

Do. 

F-l 

FT-20 

Do. 

F-2 

FT-21 

Tumbuckle  type. 

F-3 

FT-22 

Mounting  tyx>e. 
Clip  type. 
Pin  type. 
Sleeving  type, 
do. 

F-« 

FT-24 

FA-1 

FT-25 

FA-2 

FT-45' 

FA-3 

FT-46 

FA-4 

FT-47 

Do. 

FA-4-A 

FT-48 

Do. 

FA-4-B 

FT-49 

Stud  type. 
Clamp  type. 
Adapter  type. 
Do. 

FA-4-C 

FT-50 

FA-5 

FT-53 

FA-6 

FT-64 
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Standard  name. 

Type  No. 

Standard  name. 

FT-56 

Adapter  type. 
Bracket  type. 

Do. 
Mounting  type. 
Spreader  type. 
Bracket  type. 
Telautograph  hanger  type. 
Sleeve  type. 
Mounting  type. 
Adapter  type. 
Fuze  type. 

Do. 

Do. 

Do. 

Do. 

Do. 
Spark  gap  type. 
Gap  type. 
Spark  gap  type. 
Crank  type. 
Equipment  type. 

Do. 

Do. 

Do. 
Engine  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Generator  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

GN-12 

Generator  type. 
Do. 

FT-67 

GN-13 

FT-68 

GN-14 

Do. 

FT-^ 

GN-16-1 

Do. 

FT-60. 

GN-16-2 

Do. 

FT-<1 

GN-16-3 

Do. 

rT-«2. .• 

GN-15-4 

Do. 

FT-4B 

GN-16 

Do. 

FT-64 

GN-17 

Do. 

FT-05 

GN-18 

Do. 

FU-1 

GN-19 

Do. 

FU-2 

GN-20 

Do. 

FU-3 

GN-21 

Do. 

FU-4 

GN-22 

Do. 

FU-5 

GN-23 

Do. 

FU-6 

GN-24 

Do. 

GA-1 

GN-25 

Do. 

OA-2 

GN-26 

Do. 

GA-3 

GN-27 

Do. 

OC-1 

GN-28 

Do. 

GD-1 

GN-29 

Do. 

OD-2 

GP-1 

Stake  type. 
Do. 

GD-3 

GP-2 

GD-3-A 

GP-3 

Do. 

GE-1 

GP-4 

Do. 

GE-3 

GP^ 

Do. 

GE-»-l 

GP-6 

Do. 

GE-&-2 

GP-7 

Do. 

G&-a-3 

GP-8. 

Do. 

GE^3-4 

GP-9 

Pin  type. 
Do. 

GE-4 

GP-10 

GE-6 

GP-11 

Ground  rod  type. 
Stake  type. 
Do. 

GN-1 

GP-13 

GN-l-A 

GP-14 

GN-2 

GP-15 

Ground  rod  type. 

GN-2-A 

GP-16 

Do. 

GN-8 

GP-17 

Do. 

ON-4 ^ 

QP-18 

Do. 

GN-4-A 

GP-19 

Stake  type. 

GIM 

GS-1 

Stand  type. 
Do. 

ON-6 

GS-2 

GN-7  

GS-3 

Do. 

GN-8 

GY-1 

Guy  type. 

GN^ 

GY-2 

Do. 

GN-10 

GY-3 

Do. 

GN-U 

GY-4 

Do. 
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Type  No. 

Type  No. 

Standard  name. 

HA-1 

Helmet  type. 

Helmet  type  (large,  small,  or 

medium). 
Head  band  type. 

Do. 
Hook  type. 

Do. 

Do. 
Mirror  type. 

Do. 
Mirror  bar  type. 
Sighting  rod  type. 
Tripod  type. 
Shutter  type. 
Hammer  type. 

Do. 
Head  set  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Hydrometer  type. 

Do. 
Compass  type. 
Voltmeter  type. 

Do. 
Ammeter  type. 
Voltmeter  type. 

Do. 
Ammeter  tyi)e. 

Do. 

Do. 
Voltmeter  type. 
Ammeter  type. 

Do. 
Voltmeter  type. 
Compass  type. 
Clock  type. 
Indicator  type. 
Voltmeter  type. 

Do. 
Ammeter  type. 

Do. 

1-21. 

Voltmeter  type. 
Ammeter  type. 
Volt-ammeter  type. 
Compass  type. 
Voltmeter  type. 
Da 

HA-2 : 

1-22 

1-23    

HB-1 

1-24. 

HB-2 

1-26 

HK-4 

1-27 

HK-5.. 

1-28 

Polarity  indicatoi  type. 
Ammeter  type. 
Watch  typo. 
Clock  type. 
Do. 

HK-6 

T-29 

HL-1 

1-30 

HL-2 

1-31.     . 

HL-3 

1-32 

HI^ 

T-33 

Stop  watch  type. 
Controller  type. 
Galvanometer  type. 
Ohmmeter  type. 
Compass  type. 
Galvanometer  type. 
Insulating  compound  type. 
Inductance  type. 
Transformer  type. 
Da 

HI^5 

T-34. 

HL-6 

1-35 

HM-1 

1-36 

HM-2 

1-37.-. 

HS-1 

T-38 

HS-2 

lC-1 

HS-3  ... 

ID-1.. 

HS-4 

ID-3 

HS-5 

lD-4 

HS-7 

IE-1 

Equipment  type. 
Ammeter  type. 
Do. 

HS-8.... 

IF-1.   .. 

HS-9 

IF-2 

HY-1 

TF-3 

Da 

HY-2 

IF-4 

Da 

I-l.              .      . 

IF-5 

Do. 

1-2 

IF-6 

Do. 

1-3      

IF-7  .   . 

Do. 

1-4 

IF-8 

Da 

1-5 

TF-9 

Da 

1-6 

IF-10 

Da 

1-7 

IF-11 

Do. 

1-8 

IF-12 

Do. 

1-9 

IF-13 

Do. 

I-IO. 

IF-14 

Da 

I-ll 

IF-15 

Da 

1-12 

IF-16 

Da 

1-13. 

IF-17 

Da 

1-14 

IF-18 

Da 

1-15 

IF-19 

Da 

1-16.                  .  .  . 

IF-20 

Da 

1-17 

IF-21 

Da 

1-18 •. 

IF-22 

Da 

1-19.                      .  . 

IF-23 

Da 

1-20 

IF-24 

Da 
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Type  No. 

Standard  name. 

Type  No. 

Standard  name. 

IF-25 

Ammeter  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Voltmeter  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Ammeter  type. 

Do. 

Do. 

Do. 

Do. 

IF-71 

Ammeter  type. 
Do. 

IF-26 

IF-72 

lF-27 

IF-73 

Do. 

IF-28 

IF-74 

Do. 

IF-29 

IF-75 

Do. 

tF-30 

IF-76 

Do. 

IF-31 

IF-77 

Do. 

IF-32 

IF-78 

Do. 

IF-33 

IF-79 

Do. 

IF-34 

IF-80 

Do. 

IF-35 

IF-81 

Do. 

IF-36 

IF-82 

Do. 

IF-37 

IF-83 

Do. 

lF-38 

IF-84 

Do. 

lF-39 

IF-86 

Do. 

IF-40. 

IF-86 

Do. 

IF-41 

IF-87 

Do. 

lF-42 

IF-88 

Do. 

IF-43 

IF-89 

Do. 

lF-44 

IN-1 

Insulator  type. 

IF-45 

IN-2 

Do. 

lF-46 

IN-3 

Do. 

lF-47 

lN-4 

Do. 

lF-48 

IN-5 

Do. 

lF-49 

IN-6 

Do. 

lF-50 

IN-7 

Do. 

lF-51 

IN-8 

Do. 

IF-52 

IN-9 

Sei)arator  type. 

IF-53 

IN-10 

Insulator  tjrpe. 

IF-54 

IN-11 

Separator  tjrpe. 

lF-55 

IN-13 

Insulating  device  type. 

lF-5« 

IN-53 

Insulator  type. 

IF-57 

IN-54 

Separator  type. 

IF-58 

IN-55 

Insulator  type. 

lF-59 

IN-56 

Do. 

IF-«0 

IN-57 *. 

Do. 

IF-«1.    . 

IN-58 

Do. 

IF-«2 

IN-59 

Do. 

IF-« 

IN-60 

Do. 

IF-<M 

IN-61 

Do. 

IF-415 

IN-62 

Do. 

IF-66 

IN-63 

Do. 

IF-«7 

IP-1 

Interrupter  tyi)e. 

IF-^ 

IP-2 

Do. 

IF-69    

IP-3 

Do. 

IF-70 

IS-1 

Ammeter  type. 
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Type  No. 

Standard  name. 

Type  No. 

Standard  name. 

IS-2 

Ammeter  type.' 
,       Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Voltmeter  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

18-48 

Voltmeter  type. 
Do. 

IS-3 

18-49 

IS-4 

18-50 

Do 

IS-5 

18-51 

Do 

18-6 

IS-52 

Do. 

IS-7 

18-53              ..  . 

Do 

IS-8 

18-64 

Do 

18-0 

18-55 

Do 

18-10 

18-66 

Do. 

18-11 

18-57              

Do 

18-12 

18-68        

Do 

18-13 

IS-69 

Do. 

I8-U 

18-60 

Do. 

18-15 

18-61              

Do 

18-16 

18-62 

Do. 

18-17 

18-68 

Do. 

18-18 

18-64 

Do. 

18-19 

18-65       

Do. 

18-20 

18-66 

Ammeter  typo- 
Do. 

18-21 

18-67 

18-22 

18-68 

Do 

18-23 

18-69 

Do. 

IS-24 

18-70 

Do. 

18-25 

18-71 

Do. 

18-26 

t8-72 

Do. 

18-27 

18-73       

Do. 

18-28 

18-74 

Do. 

18-29 

18-75 

Do. 

18-30 

18-76 

Do. 

18-31 

18-77 

Do. 

18-32 

18-78 

Do. 

18-83 

18-79 

Do. 

18-34 

18-80       

Do. 

18-35 

18-81 

18-82 

I8-«3 

Do. 

18-^ 

Do. 

18-37 

Do. 

18-38 

18-84       

Do. 

18-39 

IS-86 

18-86 

18-87 

18-88 

18-89 

J-1 

J-2 

J-3 

J-4 

Do. 

18-40 

Do. 

18-41 

Do. 

18-42 

Do. 

18-43 

Do. 

18-44 

Key  type. 
Do. 

IS-45 

18-46 

Do. 

18-47 

Do. 
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Type  No. 

Standard  name. 

Type  No. 

Standard  name. 

j-5     

Key  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Junction  box  tjrpe. 
Connecting  box  type. 
Junction  box  type. 

Do. 
Jack  type. 

Do. 

Do. 

Do. 

Do. 
Receptacle  type. 
Jack  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

.JK-15 

Jack  type. 
Mounting  type. 
Do. 

J-6 

jM-i 

J-7 

JM-2 

JM-3 

JM-4 

JM^ 

JM-6 

JM-7 

K-1 

J-10 

Do. 

J-11 

Do. 

J-12 

Do. 

J-14 

Do. 

J-16 

Outlet  type. 

J-16 

Wire  cart  tjrpe. 
Lance  truck  type. 
Wire  cart  type. 
Signal  cart  type. 
Maintenance  track  type. 
Signal  cart  type. 
Wagon  type. 
Kite  type. 

J-17 

K-2 

K-3 

K-4 

K-5 

J-18 

J-19 

J-20 

J_21 1.... 

K-8 

J-22 

K-U 

J-23 !.. 

KI-1 

J-24 

KI-2 

Do. 

J-25 

KI-3 

Do. 

J-26 

KN-1 

Jackknifetype. 
Knife  type. 
Do. 

J-27 

KN-2 

J-28 

KN-3 

J-29 

KN-4 

Jackknifetype. 

J-30 

KN-5 

Battery  knife  type. 
Equipment  type. 
Lamp  type. 
Do. 

J-31 

LE-1 

J-32 

LM-1 ... 

J-33 

LM-2 

J-34 

LM-3 

Do. 

J-35 

LM-4 

Do. 

JB-3 

LM-.5 

Do. 

JB-4 

LM-6 

Do. 

JB-6 

LM-7 

Do. 

JB-6 

LM-8  .        .  . 

Do.  • 

JK-1 

LM-9 

Do. 

JK-2 

LM-10 

Do. 

JK-3 

LM-11 

Do. 

JK-4 « 

LM-12 

Do. 

JK-6 

LM-13 

Do. 

JK-6 

LP-1 

Loop  type. 
Do. 

JK-7 

LP-2 

JK-8 

L^-3 

Do. 

JKr^. 

LP-4 

Do. 

JK-10 , 

L8-1 

EofilDment  type. 

TK-U 

M-1 

M-2. 

Frame  type. 
Bolt  type. 
Plate  type. 
Transformer  section  type. 

JK-12 

JK-13 

M-3 

JK-14 

M-4 
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Standard  name. 


M-5. . . 
M-«... 
M-7.., 
M-8... 
M-9.. 
M-10. 
M-11. 
M-12. 
M-13. 
M-14. 
M-15. 
M-16. 
M-17. 
M-18. 
M-19. 
M-20. 
M-21. 
M-22. 
M-23. 
M-24. 
M-25.. 
M-26. 
M-27. 
M-28. 
M-36.. 
M-38.. 


M-40. 
M-41. 
M-42. 
M-43. 
M-44. 
M-15. 
M-16.. 
M-47. 
M-48., 
M-49. 
M-60.. 
M-^1. 
M^2. 
M-53. 
M-54. 
M-55. 
M-56.. 
M-57.. 
M-58. 


Leg  type. 
Connector  type. 
Speedometer  type. 
Shock  absorber  type. 
Pad  type. 
Rain  shield  type. 
Shelf  type. 
Screw  type. 
Tubing  type. 
Contact  spring  type. 
Roll  type. 
Bracket  type. 

Do. 
Still  type. 

Do. 
Syringe  type. 

Do. 
Brush,  electrode,  type. 
Preservative  type. 

Do. 
Pole  type. 
Flag  kit  type. 

Do. 
Marker  type. 
Fuze  type. 
Magazine  type. 
Tripod  type. 
Message  envelope  type. 
Message  book  type. 
Flag  kit  type. 

Do. 

Do. 

Do. 
Flagstaff  type. 
Projector  type. 
Tank  type. 
Horn  type. 
Hose  type. 
Projector  type. 
Funnel  type. 
Projector  type. 
Bell  type. 
Nipple  type. 
Bell  mechanism  type. 
Gong  type. 
Fuze  type. 


Type  No. 


M-59... 
M-«)... 
M-61... 
M-,62... 
M-63... 
M-64... 
M-65... 
M-66... 
M-67... 
M-68. . . 
M-69... 
M-70... 
M-71... 
M-72... 
M-73... 
M-74... 
M-75... 
M-76... 
M-77... 
M-78... 
M-79... 
M-80... 
M-81... 
M-84... 
M-85. . . 
M-86... 
M-87... 
M-88... 
M-89... 
M-90... 
M-91... 
M-1910.. 
M-1912. 
MC-1.... 
MC-2.... 
MC-^.... 
MC-4.... 
MC-5.... 
MC-6.... 
MC-7.... 
MC-8.... 
MC-9.... 
MC-10... 
MC-11... 
MC-12... 
MC-13... 


Standard  name. 


Gong  type. 

Do. 
Ringer  type. 
Cord-adjdster  type 
Crank  type. 
Megaphone  type. 
Ringer  t3rpe. 
Crank  typ«. 
Receiver  cap  type. 

Do. 
Leg  type. 
Projector  type. 
Flagstaff  type. 

Do. 
Lantern  t33)e. 
Pedestal  type. 
Support  type. 
Cushion  type. 
Digging  bar  type. 
Roller-block  type. 
Burgee  type. 
Cracker  jack  type. 
Stand  type. 
Projector  type. 
Indicating  disk  type. 
Cylinder  type. 

Do. 
Telescope-holder  type. 
Sketching  device  type. 
Tripod  type. 
Tripod-head  type. 
Buzzer  type. 
Telephone  type. 
Wire  pike  type. 

Do. 
Handle  type. 
Stand  t3rpe. 
Vulcanizer  type. 
Engine-base  tyi)e. 
Tank  type. 
Bell  type. 

Do. 

Do. 
Wire  guide  type. 
Compound  tyi)e. 

Do. 


Digitized  by  LjOOQ IC 


SIGNAL  COBPS  STOBAGE  CATALOGUE. 

STANDARD  NAMES  OF  SIGNAL  CORPS  EQUIPMENT— Ck)iitinued. 


20 


Type  "So. 


Standard  name. 


Type  No. 


Standard  name. 


Cable-reel  jack  type. 
Battery-syringe  type 
Cipher  disk  type. 
Battery  brush  type 
Flag  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Flag  kit  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Flagstaff  type. 
Flag  tyi)e. 
Shutter  type. 

Do. 

Do. 
Equipment'type . 
Motor  generator  type. 

Do. 

Do. 
Barometer  tjrpe. 

Do. 
Barograph  tyi)e. 
Thermometer  type. 

Do. 

Do. 

Do. 
Anemometer  type. 


MI/-9.. 
MI^IO. 
ML-11. 
ML-12. 
ML-13. 
ML-14. 
MI^15. 
ML-16. 
ML-17. 
MI^18. 
MI^19. 
MLr-20. 
ML-21. 
ML-22. 
ML-23. 
ML-24. 
MI/-25. 
ML-26. 
ML-27. 
MI^28.. 
MI/-29. 
ML-30. 
ML-31., 
ML-32. 
ML-33. 
ML-34. 
ML-35.. 
ML-36.. 
ML-37.. 
MLr-38.. 
ML-39.. 
ML-40.. 
ML-41., 
ML-42.. 
ML-43. 
MIy-44., 
ML-45. 
ML-46. 
ULr-47.: 

Mly-48.. 

MO-1... 
MO-2.., 
MP-1.. 
MP-2.. 
MP-3.. 
MP-4.. 


Barometer  type. 

Do. 
Wind  van  type. 
Atmosphere  acale  tjrpe. 
Anemometer  type. 
Atmosphere  slide-rule  type. 
Wind  fan  tjrpe. 
Hydrograph  type. 
Gauge  type. 
Thermograph  tjrpe. 
Case  type. 
Recorder  type. 
Scale  type. 
Balloon  type. 

Do. 
Sling  psychrometer  type. 
Plotting-board  type. 
Anemometer  type. 
Register  type. 

Do. 
Support  type. 
Gauge  tjrpe. 
Support  type. 
Drawing  board  type. 
Protractor  type. 
Cross  section  paper  type. 
Triangle  type. 

Do. 
T-square  type. 
Detail  paper  type. 
Scale  type. 
Slide-rule  type. 
Instrument  shelter  type. 
Stand  type. 
Anemoscope  tyi)e. 
Balance  type. 
Set  of  weights  type. 
Wind  vane  type. 
TheodoUte  type. 
Case  type. 
Motor  type. 

Do. 
Plate  type. 

Do. 

Do. 
Mast  cap  type. 
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Type  No. 

Standard  name. 

Type  No. 

Standard  name. 

MP-^ 

Mast  cap  type. 
Marker  type. 
Mast  section  type. 

Da. 

Do. 
Support  type. 

Do. 
Mast  section  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
•  Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Mat  type. 

Do. 

Do. 

Do. 

Do. 
Tray  type. 
Oil  fiUer  type. 
Oil  can  type. 

Do. 
Funnel  type. 
Oil  can  type. 
Waste  can  type. 
Head  set  type. 

Do. 

Do. 
Protective  device  type. 
Equipment  type. 

Do. 

Do. 

Da 

Do. 

Do. 

Do. 

Do. 

Do. 

PE-6 

Equipment  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Bracket  type. 
Cross-arm  type. 

Do. 

Do. 

Do. 

Do. 
Tip  type. 
Rod  type. 
Step  type. 
Support  type. 
Thimble  type. 
Brace  type. 
Cleat  type. 
Bracket  type. 

Do. 
Support  type. 
Pin  type. 
Crossarm  type. 
Support  type. 
Basket  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

MR-1 

PE-7 

MS-1 , 

PE-8 

MS-2 

PE-10 

MS-8 

PE-U 

MS-4 

PE-12 

M8-4-A 

PE-13 

MS-5 

PE-14 

MS-6 

PE-15 

MS-7 

PE-16 

MS-8 

PE-18 

MS-9 

PE-18-A 

MS-10 

PE-19 

MS-11 

PE-19-A 

MS-12.' 

PE-20 

MS-13 

PE-21 

MS-13-\ 

PE-22 

MS-14 

PE-25 

MS-15 

PE-27 

MS-16 

PE-28 

MS-17 

PE-29 

MT-1 

PF-8 

MT-2 

PF-21 

MT-3 

PF-22 

MT-4 '.. 

PF-23 

MT-5 

PF-24 

OC-1 

PF-25 

OC-2 

PF-29 

OC-3 

PF-36 

OC-4 

PF-37 

OC-5 

PF-39 

OC-6 

PF-44 

OC-7 

PF-48 

P-1 

PF-49 

P-2 

PF-50 

P-11 

PF-51 

PD-1.   .  .           

PF-52 

PE-1 

PF-53 

PE-l-A 

PF-54 

PE-2 

PF-55 

PE-2-A 

PG-1 

PE-3 

PG-2 

PE-3-A 

PG-3 

PE-3-B...          .  . 

PG-4 

PE-4 

pa-5 

PE-5 

PG-6 
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TyiwNo. 

Type  No. 

Standard  name. 

pa-7 

Basket  type. 

Do. 

Do. 

Do. 

Do. 

Do. 
Cage  type. 

Maridng  band  type. 

Do. 
Feed  bag  type. 
Message  adapter  type. 
Nest  bowl  type. 
Watering  tray  type. 

Do. 

Do. 
Message  book  type. 

Do. 
Message  pad  type. 

Do. 
Basket  type. 
Feed  box  type. 
Nest  bowl  type. 
Feed  box  type. 
Cover  type. 
Aviary  type. 
Corslet  type. 
Camera  type. 
Lens  set  type. 
Camera  equipment  type. 
Telephoto  camera  type. 
FlashUght  stand  type. 
Plug  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

PL-18 

Plug  type. 
Do. 

PG-8 

PLr-19 

PG-9 

PL-20. 

Do. 

PG-10 

PL-21 

Do. 

PG-11 

PL-22 

Do. 

P'G-12 

PL-23 

Do. 

PG-13 

PL-24 

Do. 

PG-14 

PL-26 

Do. 

PG-15 

PL-28 

Do. 

PG-16 

PL-27 

Do. 

PG-17 

PL-28 

Do. 

PG-18....' 

PL-30 

Do. 

PG-19 

PL-^1 

Do. 

PG-20 

PL-32 

Do. 

PG-21 

PO-1 

Pole  type. 
Lanoe  pole  type. 
Pole  type. 
Receiver  type. 
Do. 

PG-22 

PO-2 

PG-23 

pO-4 

PG-24 

R-1 

PG-25 

R-2 

PG-26 

R-3-5 

Do. 

PG-27       

R-3-6 

Do. 

PG-28 

R-6 

Do. 

PG-29 

R-6 

Do. 

PG-30 

R-7 

Do. 

PG-31 

R-8 

Do. 

PG-32 

RC-1 

Equipment  type. 
Do. 

PG-33 

RC-l-A 

PH-1 

RC-2 

Do. 

PH-2 

RC-^A 

Do. 

PH-3 

RC-3 

Do. 

PH-4  . 

R0-3^B 

Do. 

PH-5 

RC-4 

Do. 

PL-1 

RC-5 

Do. 

PLr-2 

RC-« 

Do. 

PL-5 

RC-7 

Do. 

PL-« 

RC-9 

Do. 

PLr-7  ... 

RC-10...   . 

Do 

PL-8 

RC-U 

Do. 

PIv-9 

RC-ll-A 

Do. 

PL-10 

RE-1...  . 

Do. 

PL-12 

RE-l-A 

Do. 

PL-13 

RE-2 

Do. 

PL-14 

RE-2-A 

Do. 

PL-15 

RE-3  ..      . 

Do. 

pi^ie 

RE-3-A 

Do. 

PL-17. 

RE-4 

Do. 
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Type  No. 

Standard  name. 

Type  No. 

RE-5                  .  . 

Equipment  t3rpe. 

Da 

Da 

Da 

Da 

Da 

Da 

Da 

Da 

Da 

Da 

Da 

Da 

Da 

Da 

Da 

Da 
Reel  type. 

Da 
.    Da 

Da 

Da 

Da 

Da 
Spool  type. 
Reel  type. 
Reel  carrier  type. 
Spool  type. 
Reel  type. 

Da 

Da 

Da 
Reel  cart,  pack,  type. 
Rope  type. 
MarUntype. 
Cord  type. 

Da 

Da 
Cable  type. 
Rope  type. 

Da 

Da 
Resistance  type. 

Da 

RS-3 

Resistance  type. 
Da 

RE-5-A       

RS-4 

RE-6 

RS-5 

Do. 

RE-6-A 

RS-« 

Do. 

RE-7 

RS-7 

Da 

RE-8               

RS-8 

Da 

RE-9 

RS-% 

Do. 

RE_10_A 

RS-10 

Do. 

RE-11       

RS-U 

Da 

RE-11 

RS-12 

Do. 

RE  12 

RS-13 

Do. 

RE-14       

R8-14 

Do. 

RE-17 

RS-15 

Do. 

RE-18 

RS-16 

Do. 

RE-20     . 

RS-17 

Da 

RE  21 

R8-18 

Do. 

RE-22 

RS-19. 

Do. 

RL-1 

RS-2Q 

Do. 

RL-2         

RS-21 

Da 

RL-2-A 

RS-22 

Da 

RL-3 

RS-23 

Do. 

RL-4 

RS-24 

Da 

RL-5     

RS-25... 

Do. 

RL-6     

RS  26 

RS-27. 

Do. 

RL-8 

Da 

RL-9 

RS-28 

Do. 

RL-iO 

RS-29 

Do. 

RL-il 

RS-30 

Da 

RL-12 

RS-31 

Da 

RL-13 

RS-32 

Do. 

RI^14     

RS-33 

Rheostat  type. 

RL-15 

RS-34 

Resistance  type. 

RLr-16 

RS-35 

Do. 

RP-1         .             .   . 

RS-36 

Shunt  type. 

RP-2 

RS-37 

Resistance  tyt>e. 

RP-3 

RS-38 

Da 

RP_5 

RT-1 

Equipment  type. 
Do. 

RP-« 

RT-l-A 

RP-8 

RT-2 

Da 

RP_9 

RT-3 

Do. 

RP-10 

RT-3-A 

Do. 

RP-11 : 

>  RT-4 

Do. 

RS-1 

1  RT-4-A 

Da 

RS-2 

1  RT-5 

Da 
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Type  No. 

Standard  name. 

Type  No. 

Standard  name. 

RT-6 

Equipment  type. 
Set,  3-kw.  station  radio  tele- 
graph type. 
Set,l-kw.  field  wireless  wagon 

type. 
Set,  1-kw.  station  radio  tele- 
graph, type. 
Set,  10-kw.  station  radio  tele- 
graph, type. 
Set,  field  wireless  pack,  type. 
Set,  radio  receis'ing  type. 

Do. 
Set,2-kw.  radio  wagon,  type. 
Set,  radio  telegraph   table, 

type. 
Set,  radio  telegraph    pack, 

type. 
Set,  radio  telegraph  tractor, 

type. 
Set,  radio  receiving,  type. 

Do. 
Set,  vacuum  tube  detector, 

type. 
Set,  vacuum  tube  detector, 

type. 
Set,  airplane  radio  telegraph 

transmitting,  type. 
Set,     airplane    interphone, 
type. 
Do. 
Set,  airplane  radio  receiving, 
type. 
Do. 
Wavemeter  type. 

Do. 
Set,  radio  telegraph,  type. 
Set,  airplane  radio  telegraph 
transmitting,  type. 
Do. 
Set,  radio  telephone,  type. 

Do. 
Set,  airplane  radio  telephone, 
type. 
Do. 

SCR-69 

Set,  u.  w.  radio  telegraph 

transmitting,  type. 
Set,  u.  w.  radio  receiving, 
type. 

SCR-40 

SCR-70 

SCR-41 

SCR-71  

Set,  t.  p.  s.   transmitting, 
type. 

8CH-42.... 

SCR-72 

Set,  t.  p.  s.  receiving,  type. 
Do. 

8CR-43 

SCR-72-B 

SCR-73 

Set,  airplane  radio  telegraph 
transmitting,  type, 

8CR-44 

SCR-73-A 

8CR-45 

Do. 

8CR-46 

SCR-74       

Set,  radio  telegraph   trans- 
mitting, type. 

8CR-47 

SCR-74-A 

8CR-48  . 

Do. 

SCR-75 

Set,  airplane  radio  receiving, 
type. 

8CR-49 

SCR-76  

Set,  two-way,  t.  p.  s.,  type. 
Do. 

8CR-50... 

SCR-7&-A 

SCR-77 

Set,  u.  w.  loop  radio  tele- 
graph, type. 

8CR-54 

SCR-78-A          

8CR-54-A 

Set,  u.  w.  radio  telegraph. 
Set,  u.  w.  radio  telegraph, 
type. 
Do. 

8CR-55 

SCR-78-B    

8CR-55-A 

SCR-79 

SCR-79-A 

Do. 

SCR-56 ,.. 

SCR-80 

Set,  u.  w.  airplane  radio  tele- 
graph, type. 

Set,  field  vacuum  tube  test- 
tog,  type. 

Set,  battery  charging,  type. 
Do. 

8CR-57 

SCR-81 

SCR-57-A 

SCR-82 

8CR-50 

SCR-82-B 

SCR-83 

Set,  direction  finding,  radio 
receiving,  type. 

Set,  airplane  direction  find- 
ing radio  receiving,  type. 

Set,    airplane    radio    main- 
tenance, type. 
Do 

8CR-59-A 

SCR-84 

8CR-60-C 

8CR-61 

SCR-86 

SCIM}2 

SCR-65 

SCR-86-A 

8CR-65-A 

SCR-87 

Decremeter  type. 
Truck,  radio  repair,  type. 
Set,    airplane    Interphone, 

type. 
Set,  airplane  radio  telephone, 

type. 

8CR-67 

SCR-88 

8CE-67-A 

SCR-89 

8CE-(« 

SCR-91 

8CR-«»-A 
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Type  No. 

Standard  name. 

SCR-94 

Set,    power    tube     testing, 

type. 
Wavemeter  type. 
Set,  u.  w.  radio  tractor  tele- 
graph and  telephone,  type. 
Set,  u.  w.  radio  telegraph, 

type. 
Set,  radio  telegraph,  type. 
Truck,  radio  operating,  type. 
Set,  radio  telephone,  type. 
Set,  battery  charging,  type. 
Wavemeter  type. 
Set,   loop   radio   telegraph, 

type. 
Set,  airplane  radio  telegraph, 

type. 
Set,  airplane  radio  receiving, 

type. 
Set,  airplane  radio  telephone, 

type. 
Set,   radio  frequency    wire 

telegraph,  type. 
Set,  battery  charging,  type, 
Set,  low  frequency  amplifier. 

type. 
Set,  detector  and  low  fre- 
quency amplifier,  type. 
Set,  direction  finding  radio 

receiving,  type. 
Truck,  radio  operating,  type. 
Wavemeter,  type 
Set,  loop  radio  telephone, 

type. 
Set,  u.  w.  radio  telegraph 

pack,  type. 
Wavemeter,  type. 

ing,  radio  receiving,  t3rpe. 
Set,  u.  w.  radio  telegraph 

type. 
Do. 
Set,  u.  w.  radio  telegraph 

and  telephone  types. 
Set,  radio  telephone  type. 
Set,  u.  w.  radiotelephone  and 

telegraph  types. 

SCR-95 

SCR-97 

SCB-99 

SCR-105 

SCR-108 

SCR-109      

SCR-110-4 

SCR-111 

SCR-112        

8CB-114 

SCR-115 

SCR-lie 

SCR-118 

SCR-120 

SCR-121 

SCB-121-A 

SCR-122 

SCR-124 

SCR-125 

SCR-126 

9CB-127 

SCR-128 

8CR-129 

SCR-130 

8CR-131 

SCR-132 

SCR-133 

80R-134 

Type  No. 

Standard  name. 

SCR-135 

Set,  u.  w.  radio  telephone 
and  telegraph  types. 
Do. 

SCR-136 

SCR-137 

Wavemeter  type. 
Signal  lamp  outfit. 
Equipment  type. 
Socket  type. 
Do. 

SE-1 

SE-6 

SO-1 

SO-2.: 

SO-3 

Do. 

SO-4 

Do. 

SO-5., 

Do. 

SO-6 

Do. 

SO-7 

Do. 

SO-8 

Do. 

SO-9 

Do. 

SO-10, 

Do. 

SO-U 

Do 

SO-12 

Do 

SS-1 

8S-2 

BS-3 

Section  type. 
Do. 
Do. 

8S-4 

Do. 

SS-5 

Do. 

SS-6 

Do. 

SS-7 

Do. 

SS-8 

Do. 

SS-9 

Do. 

ST-2 

Strap  type. 
Do. 

ST-3 

ST-4 

Do. 

BT-5 

Do. 

ST-^ 

Do. 

ST-7 

Cincha  band  type. 
Strap  type. 
Do. 

ST-8 

ST-9 

ST-10 

Do. 

ST-11 

Do. 

ST-12 

Do. 

ST-13 

Do. 

ST-14 

Belt  type. 
Strap  type. 
Head  harness  type. 
Switch  type. 
Do. 

ST-15 

ST-16 

SW-1 

SW-2 

8W-3 

Do. 

SW-4 

Do. 
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Type  No. 

Standard  name. 

Type  No. 

Standard  name. 

8W-5 

Switch  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do.                                 « 

Do. 

Do. 
Relay  type. 
Switch  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Relay  type. 
Switch  type. 

Do. 

Do. 

Do. 

Do. 

Do. 
Relay  type. 
Switch  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

SW-52 

Relay  type. 

Switch  type. 

Do. 

SW-6 

SW-53 

8W-7       

SW-54 

SW-8  

SW-55 

Circuit  breaker  type. 
Switch  type. 
Do. 

8W-9 

SW-56 

8W-10     

SW-57 

SW-11   

SW-68 

Do. 

8W-12 

SW-59 

Do. 

SW-14 

SW-60 

Do. 

8W-15 

SW-61 

Do. 

8W-16 

SW-62 

Plug  switch  type. 
Switch  type. 
Do. 

8W-17 

8W-63 

8W-18     

SW-64 

8W-19 

SW-65 

Do. 

8W-20 

SW-66 '. 

Do. 

8W-21          .      .  .  . 

SW-67 

Pole  changer  type. 
Plug  switch  typp. 
Switch  type. 

ffVy-22 

aw-68 

8W-23 

SW-69 

BW-24 

SW-70 

Do. 

SW-25                 .  .  - 

8  W-71 

Do. 

8W-26 

SW-72 

Do. 

BW-27 

SW-73 

Do. 

SW-28 

T-1 

Transmitter  type. 
Do. 

8W-29                 .  . 

T-2 

8W-30       

T-3 

Do. 

SW-31 

T-4-5 

Do. 

SW-32 

T-4-6 

Do. 

8  W-33 

T-6 

Do. 

8^-34  

T-7 

Do. 

8W-35 

TB-1 

Tube  type. 

8W-36                 .  . 

TE-1 

Equipment  type. 
Do. 

SW-87 

TE-2 

8W-30 

TE-3 

Do. 

SW-iO             .  . 

TE-4 

Do. 

SW-41 

TE-5 

Do. 

8W-42 

TE-6 

Do. 

8W-43 ;.... 

TE-7 

Do. 

8W-44             ...  . 

TE-8 

Do. 

BW-4S 

TE-9 

Do. 

8W-46 

TE-10 

Do. 

8W-47 

TE-11 

Do. 

8W-47-A 

TE-12 

Do. 

8W-48 

TE-13 

Do.       • 

SW-40 

TE-14 

Do. 

SW-50         

TE-15 

Do. 

8W-61 

TE-16 

Do. 
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TE-17.... 
TE-18.... 
TE-19.... 
TE-20.... 
TE-21.... 

TF-1 

TG-1 

TG-2.... 
TL-1.... 
TI^2.... 

TLr-4.... 

TL-5.... 
TL-6.... 
TI,-7.... 
TL-14... 
TI^IS... 
TL-19... 
TI,-20... 
TI^21... 
TI^24... 
TL-25... 
TL-26... 
TL-27... 
TL-28... 
TL-29 . . . 
TL-30,.. 
TL-«1... 
TI^83... 
TL-84 . . . 
TL-85... 
TI^87... 
TL-88... 
TL-90... 
TL-92... 
TL-94... 
TL-95... 
TL-96... 
TL-98... 
TI/-99... 
TM-1.... 
TM-2.... 
TM-3... 
TM-4.... 
TM-4-A . 
TM-5.... 
TM-6.... 


Standard  name. 


Equipment  type. 

Do. 

Do. 

Do. 
Lineman's  equipment  t  j-pe. 
Transformer  type. 
Sounder  type. 
Relay  type. 
Screw  driver  type. 

Do. 

Do. 
File  type. 
Wrench  type. 
Gauge  type.    , 
Handle  t  j-pe. 
Puller  t:-pe. 
Pliers  type. 

Do. 
Screw  driver  type. 
Pliers  type. 
Screw  driver  type. 
Tape  type. 
Screw  driver  blade  type. 

Do. 
Knife  tyi)e. 
File  type. 
Drift  pin  type. 
Tape  type. 
Wrench  type. 

Do. 
Pliers  type. 
Wrench  type. 
Cable  dresser  type. 
Socket  wrench  type. 
Tape  type. 
Flashlight  t3rpe. 
Tape  and  die  set  tjpe. 
Drift  pin  type. 

Do. 
Terminal  type. 

Do. 

Do. 

Do. 

Do. 
Binding  post  type. 

Do. 


Type  No. 


TM-7 

TM-8 

TM-9 

TM-10.... 

TM-11.... 

TM-12.... 
I  TM-12-A. 
I  TM-13.... 

TM-14.... 

TM-15.... 

TM-28.... 

TM-29.... 

TM-30.... 

•rM-31.... 

TM-32.... 

TM-33.... 

TM-34.... 

TM-35.... 

TM-36.... 

TM-37.... 

TM-38.... 

TM-39.... 

TM-40.... 

TM-42.... 

TM-43.... 

TM-44.... 

TM-45.,.. 

TM-46.... 

TM-47.... 

TM-48.... 

TM-49.... 

TM-50.... 

TM-51.... 

TM-52.... 

TM-53.... 

TM-54.... 

TM-5o.... 

TM-5«.... 

TMt57.... 

TM-68.... 

TM-59.... 

TM-60.... 

TM-61.... 

TM'^2.... 

TM-63.... 

TM-64.... 


Standard  name. 


Binding  post  iype. 

Do. 

Do. 
Terminal  type. 

Do. 

Do. 

Do. 

Do. 

Do. 
Binding  post  type. 
Terminal  type. 

Do. 

Do. 

Do. 
Connector  type. 

Do. 
Binding  post  type. 
Terminal  type. 

Do. 

Do. 

Do. 

Do. 

Do. 
Binding  post  type. 

Do. 

Do. 
Terminal  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Binding  post  type. 
Terminal  strip  type. 
Terminal  box  type. 

Do. 
Connection  block  type. 
Binding  post  type. 
Terminal  block  type. 
Terminal  box  type. 

Do. 
Lug  type. 

Do. 

Da 
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Type  No. 

Type  No. 

TM-65 

Terminal  box  type. 

Do. 
Terminal  strip  type. 

Do. 

Do. 
Terminal  block  type. 
Terminal  box  type. 
Tent  type. 
Tower  type. 

Do. 
Hand  set  type. 
Desk  set  type. 
Head  set  type. 
Hand  set  type. 
Desk  set  type. 
Hand  set  type. 
Variometer  type. 

Do. 

Do. 
Tube  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Wire  type. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Da 

Do. 

Do. 

Do. 

W-15 

Wire  type. 
Do. 

TM-66. 

W-16 

TM-67          

W-17 

Do. 

TM-68 

W-18 

Do. 

TM-69 

W-19 

Do. 

TM-70 

W-20 

Do. 

TM-71 

W-21 

Do. 

TN-1 

W-22 

Do. 

TR-1 

W-23 

Do. 

TR-2 

W-24 

Do. 

TS-1 

W-25 

Do. 

TS-2 

W-26 

Do. 

TS-3 

W-27 

Do. 

TS-4 

W-28 

Do. 

TS-5 

W-29 

Do. 

TS-« 

W-30 

Do. 

VA-3 

W-31 

Do. 

VA-4 

W-32 

Do. 

VA-5     .     .       .. 

W-33 

Do. 

VT-1 

W-34 

Do. 

VT-2 

W-35 

Do. 

VT-3 

W-36 

Do. 

VT-11 

W-37 

Do. 

VT-12 

W-38 

Do. 

VT-13 

W-39 

Do. 

VT-14 

W-41.... 

Do. 

VT-16 

W-42 

Do. 

VT-18 

W-43 

Do. 

VT-20 

W-44 

Do. 

VT-21 

W-45 

Do. 

VT-23     .     . 

W-46 

Do 

W-1 

W-47 

Do. 

W-2 

W--48 

Do. 

W-3            

W-50 

Do. 

W-4 

W-51 

Do. 

W-5 

W-52 

Do. 

W-« 

W-53 

Do. 

W-7 

W-54 

Do. 

W-8 

W-56 

Do. 

W-9 

W-56 

Do. 

W-10 

W-57 

Do. 

W-U 

W-58 

Do. 

W-12 

W-59 

Do. 

W-13 

W-60 

Do. 

W-14 

W«l 

Do. 
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Type  No. 

Standard  name. 

Type  No. 

Standard  name. 

W-62 

Wire  type. 
Cable  type. 

Do. 

Do. 

Do. 

Do. 

Do. 
Do. 

Do. 
Do. 

Do. 
Do. 
Do. 

Do. 

WC-402 

Cable  type. 
Do. 

WC-1  to  WC-10  in- 

WC-403  

clusive. 

WC-404 

Do. 

WC-11   to   WC-21, 

WC-405 

Do. 

Inclusive. 

WC-406 

Do. 

WC-22   to   WC-30 

WC-407 

Do. 

inclu^ve. 

WC-408 

Do. 

WC-31  to  WC-40 

WC-409 

Do. 

inclusive. 
WC-41   to   WC-49, 
inclusive. 

WC-411  to  WC-419, 

inclusive. 
WC-501 

Do. 
Do. 

WC-50  to  WC-56    . 

WC-502 

Do. 

WC-57  to   WC-63, 

inclusive. 
WC-64andWC-66.. 
WC-213  to  WC-218, 

inclusive. 

WC-601  to  WC-614. 
WC-621  to  WC-«34. 
WC-641  to  WC-«54. 
WC-661  to  WC-674. 
WC-675 

Do. 
Do. 
Do. 
Do. 
Do. 

WC-251. 

WC-676 

Do. 

WC-252  

WT-1 

Weight  type 
Do. 

WC-306,      WC-308, 

WT-2 

WC-309,     WC-321, 

WT-3 

Do. 

WC-324  to  WC-327. 

WT-4 

Do. 

■WC-401 

WT-6 

Do 
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INDEX  NO.  2. 
DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT. 

[Arranged  alphabetically  by  standard  names.] 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1 

ADAPTER,  typeFT-6 

For  adapting  Signal  Corps  standard  vacuum 

tubes,  transmitting  and  receiving,  for  ilse  in 

the  vacuum-tube  sockets  of  the  French  Army. 

The  Signal  Corps  tubes  are  fitted  with  bases 

for  insertion  in  sockets,  type  SO-2  and  SO-3. 

The  adapter  consists  of  a  socket  which  is  a 

combination  of  types  SO-2  and  SO-3  and  a 

French  type  plug  mounted  on  opposite  sides 

of  an  insulating  base. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

\.^UUll/  cuspiacciucuv,                 . 

Specification  2007.                               ^ 

Handbook . 

80a-2 

ADAPTER,  type  FT-15 

For  adapting  standard  French  Anny  vacanm 
tubes  for  use  in  Signal  Corps  sockets,  type  SO-2. 

The  French  tubes  are  equipped  with  a  plug 

having  four  pins  asjrmmetrically  grouped,  fit- 

ting intoholes  in  the  French  Army  type  socket. 

The  adapter  consists  of  this  socket  fastened  to 

a  Signal  Corps  vacuum  tube  base  for  insertion 

in  socket,  type  SO-2,  as  per  drawing  RL-A-282. 

Unit  of  measure,  each. 

Packed, . 

\.^UUXl/  UlSpittvCIUOUb,                  • 

Shipping  weight, . 

DpcCUlCoUOU,                    . 

Handbook . 

80O-3 

ADAPTER,  typeFT-53 

Wood;   over-all  length,  10  inches;   2  inches  of 

length  is  2-inch  diameter;  other  8  inches  is  1|- 

inch  diameter;  has  TV-inch  hole  through  the 

large  end  to  receive  adapter,  type  FT-64;  an 

iron  ferrule  protects  the  2-inch  diameter  end; 

41 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 


Useful  information. 


800-3 


ADAPTER,  type  FT-53-Contd. 


800-4 


ADAPTER,  type  FT-54. 


80O-5 


ADAPTER,  type  FT-55.. 


800-6 
800-15 


ADAPTER,  type  FT-65.. 
AIRFAN,  type  FA-1 


used  on  Tent  type,  TN-1,  of  Set,  type  SCIt-49. 
(Description  from  sample.)   Drawing  985. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed . 

Cubic  displacement, . 

Shipping  weight, . 

Specification  611. 

Handbook . 

Wood;  over-all  length,  31}  inches;  4  inches  of 
length  has  diameter  of  1\  inches;  23)  inches  has 
li-inch  diameter;  an  iron  pin,  ^inch  diameter, 
extends  4  inches  beyond  the  end;  a  1-inch  iron 
ferrule  on  the  pin  end  prevents  the  wood  tttrnx 
splitting;  used  on  Tent,  type  TN-1,  of  Set, 
type  SCR-49.  (Description  from  sample.) 
Drawing  985. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification  611. 

Handbook . 

31-inch  length  of  spruce,  2i-inch  diaqieter;  at  one 
end  there  is  a  ^inch  hole  to  receive  adapter, 
type  FT-54;  the  hole  is  protected  by  a  2-inGh 
iron  ferrule  and  its  end  is  plugged;  the  other 
end  is  constructed  to  receive  Mast  Section,  type 
MS-2;  used  on  Tent,  type  Tn-1,  of  Set,  type 
8CR-49.  (Description  from  sample.)  Draw- 
ing 985. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  611. 

Handbook, . 

For  type  VT-5  vacuum  tubes  for  use  in  the  stand- 
ard vacuum  tube  sockets,  type  SO-2. 
Wooden;  solid;  2  blades;  outside  diameter,  15 
inches;  pitch,  0.8  foot;  hub  diameter,  5  inches; 
shaft  diameter,  0.5625  inch;  rated  speed,  3,760 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-15 

AIRFAN,  type  FA-l-Oontlnued. 

r.  p.  m. ;  airplane  speedlimits,40  and  90  m.  p.  h. ; 
power  output,  120  watts. 

UiUt  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight,  — . 

Specification, . 

Handbook, . 

800-16 

AIRFAN,  type  FA-2 

Wooden;  solid;  2  blades;  outside  diameter,  15 

'  inches;  pitch,  1.75  feet;  hub  diameter,  5  inches; 

shaft  diameter,  0.5625  inch;  rated  speed,  3,750 

r.  p.  m.;airplanespeedlimlts,  OOand  130  m.  p.  h.; 

power  output,  120  watts. 

Unit  of  measure,  each. 

Wflirht  nnr  unit 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, ~. 

800  17 

AIRFAN,  type  rA-3 

Wooden;  solid;  2  blades;  outside  diameter,  15 

Inches;  pitch,  2.1  feet;  hub  diameter,  5  inches; 

shaft  diameter,  0.5625  inch;  rated  minimum 

speed,  3,700  r.  p.  m.;  airplane  speed  limits,  70 

and  170  m.  p.  h.;  power  output,  350  watts. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

cAbic  displacement, . 

Shipping  weight, . 

Specification,  2022. 

Handbook, . 

800-18 

AIRFAN,  type  FA-4 

Metal;  regulating;  2  blades;  outside  diameter, 
19J  inches;  pitch,  variable;  hub  diameter,  6J 

inches;  shaft  diameter,  0.501  inch;  rated  speed, 

4,500  r.  p.  m.;  airplane  speed  limits,  50  and  200 

m.  p.  h.;  power  output,  400 -watts. 

Unit  of  measure,  each. 

W^ni cht  nrr  unit 

Packted, . 

Cubic  displacement, . 

Diuppiug  weigui.,              . 

Specification,  2065. 

. 

Handbook, 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-19 

AIRFAN,  type  FA-4-A. 

Same  description  and  performance  as  Airfan, 
type  FA-4. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

v/uuic  aispiacciueiib,             . 

Shipping  weight, . 

Specification,  2041. 

Handbook, . 

800-20 

AIRFAN  tVT)eFA-4-B 

Same  description  and  performance  as  Airfan, 
type  FA-4. 

^&AJk.WA    ^&X^  y     V  J  x'^    ^^    **        *       *^   •    •••••••••••• 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

oDippiug  weigiii,             . 

Dpeciucaiiou,            ■• 

Handbook, . 

800-21 

AIRFAN  tvT>e  FA-4-C       

Same  description  and  performance  as  Airfiin, 
type  FA-4. 

XXAA»  A    X&X^  y     V^  r^             ^^       *               •»••••••••••• 

Unit  of  measure,  each. 

Packed, . 

Cubic  displacement, . 

Specification, . 

Handbook, . 

800-22 

AIRFAN,  type  FA-5 

Wooden;  solid;  outside  diameter,  2  feet;  rated 

speed,  5,000  r.  p.  m.;  airplane  speed,  66  m.  p.h.; 

power  output,  500  vatts;  used  in  Set,  type 

SCR-51. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-23 

AIRFAN  tvoe  FA-6 

Wooden;  solid;  2  blades;  outside  diameter,  20 

XfcXAV  Jl    X&X^  1     V^  J^^'     *    **      \/««   •••••••••••••• 

inches;  pitch,  1.75  feet;  hub  diameter,  6i  inches; 

shaft  diameter,  0.591  inch;  airplane  speed  limits. 

90  and  100  m.  p.  h.;  rated  speed,  4,500  r.  p.  m.; 

power  output,  400  watts. 

Unit  of  measure,  each. 

Packed, . 
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Numerical 
code  or  No. 


Useful  infonjiation. 


800-23 


800-24 


AIRFAN,  type  FA-6— Continued. 


AIRFAN,  type  FA-ft-A  . 


800-25 


AIRFAN,  type  FA-7 . 


800-26 


AIRFAN,  type  FA-S. 


800-27 


AIRFAN,  type  FA-9. 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  2023. 

Handbook, . 

Similar  to  Airfein,  type  FA-6,  except  that  pitch 
is  2  feet  and  airplane  speed  120  m.  p.  h. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2109. 

Handbook, . 

Metal;  regulating;  2  blades;  outside  diameter,  16 
inches;  pitch,  variable;  hub  diameter,  4ff 
inches;  shaft  diameter,  0.5625  inch;  rated  speed 
4,500  r.  p.  m.;  airplane  speed  limits,  50  and  200 
m.  p.  h.;  power  output,  260  watts. 

Unit  of  measure,  each. 

Weight  i)er  unit, . 

Packed, . 


Cubic  displacement. 
Shipping  weight,  — 


Specification,  2024. 

Handbook, . 

Metal;  regulating;  single  blade;  200  watts  4,500 
r.  p.  m.;  hub  diameter,  6i  inches;  shaft  diame- 
ter,  0.591  inch;  airplane  speed  limits,  60  to  200 
m.p.h.;  cast  aluminum  hub;  "T"  metal  blade. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Metal;  regulating;  single  blade;  120  watts;  hub 
diameter,  5  inches;  shaft  diameter,  0.5625  inch; 
4,000  r.  p.  m.;  airplane  speed  limits,  60  and  200 
m.  p.  h.;  cast  aluminum  hub;  "T"  metal 
blade;  supersedes  Airfto,  type  FA-4A. 

Unit  of  measure,  each. 

Weight  per  umt, . 

Packed, . 


Cubic  displacement,  - 
Shipping  weight, 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT-  Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

■ 

800-27 

AIRFAN,  type  FA-9~Continued. 

Specification, -. 

Handbook, . 

800-28 

AMMETER,  type  1-4 

D.  c;  scale,  0  to  5  amp.;  used  in  case  type  BC-30. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook 

800-29 

AMMETER,  type  1-7 

D.  c;  scale,  0  to  0.15  amp.;  portable;  Westing- 
house  type  PW;  3}  by  4|  by  2  inches. 

Unit  of  measure,  each. 

Weight  per  linit, . 

Packed, . 

Cubic  displacement, . 

SriftrtfiryiHftTi  — ^^— 

optsuiiuciuuu,              . 

Handbook, . 

AMMETER,  type  1-8 

D.  c;  scale,  0  to  5  amp.;  portable;  Westing- 
house  type  PW;  3f  by  4|  by  2  Inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

.Packed, 

Cubic  displacement, . 

Specification, . 

Handbook, . 

80O-31 

AMMETER,  type  1-9 

A.  c;  radio  frequency;  scale,  0  to  0.5  amp.;  hot 
wire;  Westinghouse  type  PH;  3|  by  4|  by  2 

inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed. . 

Cubic  displacement, . 

ShinniniT  Trnfrht 

Specification, . 

Handbook, . 

800-32 

AMMETER,  type  I-ll 

A.  c;  scale,  0  to  5  amp.;  Splitdorf  model  No. 
33-A. 

Unit  of  measure,  each. 

Weight  per  unit, .     • 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Nmnerical 
code  or  No. 

Article. 

Useful  information. 

800-33 

AMMETER,  type  1-12 

A.  c;  radio  frequency;  hot  wire;  scale,  0  to  1  amp. 
stationary;  front  of  board  type;  3-inch  diameter 

General  Radio  Co.,  No.  127. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

SOP-34 

AMMETER,  type  1-19 i 

A.  c;  radio  frequency;  with  thermocouple;  Gen- 
eral Electric  Co.,  type  D.  M.;  scale  0  to  0.5. 

* 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

STiflPifify^tinn  — — — 

o^Msi^ixicai/iuu,                • 

Handbook, . 

8O0-35 

AMMETER,  type  1-20.. 

A.  c;  radio  frequency;  with  thermocouple;  Gen- 
eral Electric  Co.,  type  D.  M.;  scale,  0.  to  1. 

Unit  of  measure,  each. 

Wniirht  tjot  unit 

Packed, . 

Specification, . 

Handbook, . 

800-36 

AMMETER,  type  1-22 

rear  connected;  approximate  overall  dimen- 

sions of  case,  1|  by  ^  inches;  used  on  Set  box. 

typeBC-47.    Drawing  R-B-2823. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Specification,  2117. 

Handbook, . 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-37 

AMMETER,  type  1-29 

D.  c;  range,  5-0-5  amp.;  Everready/jNo.   1013.; 

black  finish;  front  of  board  type;  2  inches;  lumi- 

nous dial;  used  in  Set,  signal  lamp,  type  EE-lO. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification,  610. 

.  Handbook, . 

800-38 

AMMETER,  type  IF-1 

D.  c;  range  with  separate  shunt,  0-10  amp.;  f^ont 

of  board  type;  4|  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Olxippillg  weigill/,                  « 

Specification,  2082. 

Handbook, . 

800-39 

AMMETER,  type  IF-2 

D.  c;  range  with  separate  shunt,  0-16  amp.; 
front  of  board  type;  4|  inches. 

Unit  of  measure,  each. 

w  eigxiL  per  uuii.,            ■. 

Packed, . 

Cubic  displacement, . 

Ollipping    Wi^lgllty                                • 

Specification,  2082. 

80O-40 

AMMETER,  typeIF-3 

D.  c;  range  with  separate  shunt,  0-25  amp.; 

front  of  board  type;  4|  inches. 

Unit  of  measure,  each. 

Packfed, . 

Cubic  displacement, . 

Specification,  2082. 

Handbook, . 

800-41 

AMMETER  tvi)eIF-4 

D.  c;  range  with  separate  shunt,  0-50  amp.; 

*fc*«x  jMA  *^  Jfc  *^^w^    fc  J  ir^^  "^^       ■"•••••••••••••• 

front  of  board  type;  4|  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

• 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 
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141645—20 4 


Nimcric&I 
code  or  No. 

Article. 

Useful  information. 

8O0-42 

AMMETER,  type IF-5 ... 

D.  c;  range  with  separate  shunt,  0-7&  amp.; 
front  of  board  type;  4|  inches. 

Unit  of  measure,  each 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, 

Specification,  2082. 

Handbook, . 

800-43 

AMMETER,  type  rF-6 

D.  c;  range  with  separate  shunt,  O-lOO  amp.; 
front  of  board  type;  4i  inches 

Unit  of  measure,  each 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-44 

AMMETER,  type  IF-7 

D.  c;  range,  0-0.15  amp.;  Iront  of  board  typo; 
3J  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement , . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-45 

AMMETER,  type  IF-8 

D.  c;  range,  0-0.5  amp.;  Ironl  of  board  type; 
3i  inches. 

Unit  of  measure,  each. 

Weight  per  unit, 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

90O-4O 

AMMETER,  type  IF-9 

D.  c;  range,  0-0.8  amp.;  front  of  board  type,  3f 

Inches. 

Unit  of  measure,  each 

Weight  per  unit, . 

Tacked, . 

Cubic  displacement,  —  - 

Shipping  weight, , 

Specification,  2082. 
Handbook, . 
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SIGNAL  COBFS  STOBAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT-^ontinued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

80O-47 

AMMETER,  type  IF-10 

D.  c;  range,  0-1  aiiip.;  front  of  board  type;  3) 
inches. 

Unit  of  measure,  each. 

WfiiirVif  nAr  unit 

Packed, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-48 

AMMETER,  type  IF-U. 

D.c;  range,  0-1.6  atop.;  flPbtit  of  board  typo;  3) 
inches. 

Unit  of  measure,  each. 

Weifht  nor  iinif 

Packed, . 

Pilhic  rliTTtlfifH^mnni- 

Shipping  weight, . 

Spedflcation,  2082. 

Handbook, . 

800^-401 

AMMETER,  type  IF-12 

D.  c;  range,  0-2  amp.;  front  of  board  type;  3} 
inches. 

Unit  of  measure,  each. 

Wfiifht  nflr  nnlf 

Packed, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-50. 

AMMETER,  type  rF-13 

D.c;  range,  0-3  amp.;  front  of  board  type;  3) 
inches. 

Unit  of  measure,  each. 

Woirht  nor  unit 

Packed, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-ffl 

AMMETER,  type  I F-14 

D.  c;  range,  0-5  amp.;  tratit  of  board  type;  3| 
inches. 

Unit  of  measure,  each. 

Weirht  ncr  nnit 

Packed, . 

Cubic  displacement, . 

Shinnintr  ureicht              _ 

01U(I]^U1|{  WCigllb,                    ■• 

Specification,  2082. 

Handbook, . 
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Nomerical 
code  or  No. 

Article. 

Useful  information. 

800-62 

AMMETER,  type  IF-15 

D.  c;  range,  0-8  amp.;  front  of  board  type;  3} 
inches. 

Unit  of  measure,  each. 

Wfiicht  nfir  ntiif 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation,  2082. 

Handbook, , 

800-53 

AMMETER,  type  IF-16 

D.  c;  range,  0-10  amp.;  fl-ont  of  board  type;  3i 
inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-54 

AMMETER,  type  I F-17 

D.  c;  range,  0-15  amp.;  front  of  board  type;  ^ 
inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  di'mlflpniTiftTit 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-55 

AMMETER,  type  I F-18 

D.  c;  range,  0-25  amp.;  front  of  board  type;  3^ 
inches. 

Unit  of  measure,  each. 

• 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-56 

AMMETER,  typo  IF-19..., 

D .  c. ;  range  with  separate  shunt,  0-50  amp. ;  front 
of  board  type;  3i  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

ShinninfT  wrirht 

Specification,  2082. 

Handbook, . 
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SIGNAL  GOBFS  STOBAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT-Continued. 


Numerical 
code  or  No. 


800^7 


800-68 


800-59 


80O-60 


800-61 


Article. 


AMMETER,  type  IF-20. 


AMMETER,  type  IF-21. 


AMMETER,  type  lF-22.. 


AMMETER,  type  IF-23. 


Useful  information. 


AMMETER,  type  IF-24. 


D.c;  range  with  separate  shunt,  0-80 amp.;  trmt 
of  board  tyi)e;  3^  inches. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

D.  c;  range,  0-0.15  amp.;  front  of  board  type; 
of  board  type;  2^  inches. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

D.  c:  range,  0-0.5  amp.;  front  of  board  type; 
2^  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification  2082. 

Handbook, . 

D.  c;  range,  0-0.8  amp.;  front  of  hoard  type; 
2ff  inches. 

Unit  of  measure,  each. 

,  Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

D.  c;  range,  0-1  amp.;   front  of  board  type 
I      2i^  inches. 
I  Unit  of  measure,  each. 

Weight  per  imit, . 

I  Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

'            Specification,  2082. 
I  Handbook, . 
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Nnmerical 
code  or  No. 

Article. 

Useful  information. 

800-62 

AMMETER,  type  IF-25 

D  c;  range,  0-1.5  amp.;  front  of  board  type 
2^  inches. 

Unit  of  measure,  each. 

Wniirht  nnr  unit 

AMMETER,  type  IF-26 

Packed, . 

Specification,  2082. 

Handbook, . 

D.  c;  range,  0-2  amp.;  front   of   board  type; 
2A  inches. 

Unit  of  measure,  each. 

AMMETER  type  TF-5?7 

Packed, . 

80(MS4 

Specification,  2082. 

Handbook, . 

D.  c;  range,  0-3  amp.;  front  of  board  type; 
2^  inches. 

Unit  of  measure,  each. 

AMMETER,  type  IF-28 

Packed, . 

Cubic  displacement, -. 

800-66 

Specification,  2082. 

Handbook, . 

D.  c;  range,  0-5  amp.;  front  of  board  type;  2,^ 
inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

AMMETE R,  type  IF-29 

80O-66 

Specification,  2082. 

Handbook, . 

D.  c;  range, 0-8  amp.;  front  of  board  type,  2  ^ 
inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Specification,  2082. 
Handbook, . 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

■ 
Useful  information. 

800-67 

AMMETER,  type  IF-30 

D.  c;  range,  0-10;  amp.;  front  of  board  type;  2  A 
inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

80O-68 

AMMETER,  type  IF-31 

D.  c;  range  with  separate  shunt,  0.15  amp.;  front 
of  board  type;  2  A  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-69 

AMMETER,  type  IF-32 

D.  c;  range  with  separate  shunt.  0-25  amp. 
front  of  board  type:  2^  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

ShiDDinsr  weicht  

k7xu^piU|j  wroigUv,                    ■ 

Specification,  2082. 

Handbook, . 

800-70 

AMMETER,  type  I F-33 

D.  c;  range  with  separate  shunt,  0.5  amp.;  front 
of  board  type,  2  A  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  208?. 

Handbook. 

800-71 

AMMETER,  type  IF-66 

A.  c;  radio  frequency;  range,  0-10  amp.;  ftont 
of  board  type;  4|  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 
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Nnmerical 
code  or  No. 

Article. 

Useful  information. 

» 

800-72 

AMMETER,  type  IF-67 

A.  c;  radio  frequency;  range,  0-15  amp.; 
of  board  type;  41  inches. 

front 

Unit  of  measure,  each. 

Wrirht  nnr  unit 

Packed, . 

Specification,  2082. 

Handtook, . 

800-73 

AMMETER,  type  IF-68 

A.  c;  radio  frequency;  ranges  0-20  amp.; 
of  board  type;  41  inches. 

ftont 

Unit  of  measure,  each.                    ' 

Weight  per  unit, . 

Packed, . 

C1iiT\rt{ner  urAiorlif    

cuippuig  weigni, . 

Specification,  2082. 

Handtook, . 

800^74 

AMMETER,  type  IF-«9 

A.  c;  radio  frequency,  galvanometer  type; 
of  board  type;  Z\  inches. 

front 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Specification,  2082. 

Handtook, . 

80O-75- 

AMMETER,  type  IF-70 

A.  c;  radio  frequency;  range,  0-O.fi  amp^; 
of  board  type;  3i  inches. 

front 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handtook, . 

80O-76 

AMMETER,  type  IF-71 

A.  c;  radio  frequency;  range,  0-0.8  amp.; 
of  board  type;  3i  inches. 

front 

Unit  of  measure,  each. 

Vl''nirht  nrr  unit 

Packed, . 

Specification,  2082. 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  infonnatiOD. 

60O-77 

AKMETER,  type  IF-72 

A.  c;  radio  f  equency;  range,  0-1  amp. 
board  type;  3i  inches. 

front  of 

Unit  of  measure,  each. 

Packted, . 

Cubic  displacement, . 

Speciacation,2082. 

Handbook, . 

€(0O-78 

AMMETER,  type  IF-73 

A.  c;  radio  f 'equency,  range,  0-1.5  amp. 

;  front  of 

board  type;  3i  inches. 

Unit  of  measure,  each. 

Packed, . 

V/UDic  cii>piiu.einciit,             . 

fiVilrtrtinty  urAiflrytf    .^-^^.^— 

oiiippiug  weigiii.,              . 

Specification,  2082. 

Handbook, . 

600-79 

AMMETER,  type  IB -74 

A.  c;  radio  frequency,  range,  0-2  amp. 

front  of 

board  type;  3i  inches. 

Unit  of  measure,  each. 

w  Bigm  per  uuib,             . 

Packed, . 

Vyuuic  dispiacciiivub, 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

«MN>-80 

AMMETER,  type  IF-75 

A.  c;  radio  frequency;  range,  0-3  amp. 

front  of 

board  type,  3i  inches. 

Unit  of  measure,  each. 

WHirlit  Ttrr  unit 

TV  eigiii)  per  uuiv. 

Packed. . 

Cubic  displacement, . 

^hinniTiir  nrritrht 

Oiuppilig  weigui. 

Specification,  2082. 

Handbook, . 

600-81 

AMMETER,  type  IF-76 

A.  c;  radio  frequency;  range,  0-5  amp. 

front  of 

board  type;  3i  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 
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Nnmeiica] 
code  or  No. 


800-82 


«00-^83 


«0O-84 


800-«A 


Article. 


AMMETER,  type  lF-77. . 


AMMETER,  type  IF-78. . 


AMMETER,  type  IF-79. 


AMMETER,  type  IB-80. . 


AMMETER,  type  IF-8]. 


Useful  Information. 


A.  c.;  radio  frequency;  range,  0-8  amp.;  front  of 
board  type;  3i  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  di<;placement, . 

Shipping  weight, .   • 

Speciacation  2062. 

Handbook, . 

A.  c;  radio  frequency;  range,  0-10  amp.;  firont 
of  board  type;  3i  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

A.  c;  radio  frequency;  range,  0-15  amp.;  front 
of  board  type;  3i  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

A,  c;  radio  frequency;  range,  0-20  amp.;  front 
of  board  type;  3^  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, — . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

A.  0.;  radio  frequency;  galvanometer  type;  front 
of  board  type;  2V^  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 
Shipping  weight,  -; — 
Specification,  2062. 
Handbook, . 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-87 

AMMETER,  type  IF-82 

A.  c;  radio  frequency;  range,  0-0.6  amp.;  front 
of  board  tyx>e;  2^^  inches. 

Unit  of  measure,  each. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-88 

AMMETER,  type  IF-83 

A.  c;  radio  frequency;  range,  0-0.8  amp.;  front 

of  board  type;  2,V  inches. 

Unit  of  measure,  each. 

Ttrnirhf  ncir  unit 

Packed, . 

Specification,  2082. 

Handbook, . 

800-89 

AMMETER,  type  IF-84 

A.  c;  radio    frequency;  range,0-lamp.;  front 
of  board  tyi>e;  2yV  inches. 

Unit  of  measure,  each. 

Packed, . 

Cubic  displacement, . 

Specification,  2082. 

Handbook, . 

800-90 

AMMETER,  type  IF-85 

A.  c;  radio  frequency;  range,  1-1.5  amp.;  front 
of  board  type;  2^  inches. 

Unit  of  meastu-e,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification,  2082. 

Handbook, . 

800-91 

AMMETER,  type IF-8<t...  

A.  c;  radio  frequency;  range,  0-2  amp.;  front   of 
board  type;  2tV  inches. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 
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Numerical 
cocle  or  No. 

Article. 

Useful  information. 

800-92 

AMMETER, 

type  IF-87 

A.C.;  radio  frequency;  range,  0-3  amp.;  front  of 
board  type;  2^^  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification,  2082. 

Handbook, . 

800-93 

AMMETER, 

type  ir-88 

A.  c;  radio  frequency;  range,  0-^5  amp.;  front  of 
board  type;  2^  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-94 

AMMETER, 

type  IF-89 

A.  c;  radio  frequency;  range,  0-8  amp.;  front  of 
board  type;  2,^  inches. 

Unit  of  measure,  each. 

Wriirhf  rw^r  unit 

Packed, . 

Cubic  displacement, . 

Specification,  2082. 

Handbook 

800-95 

AMMETER, 

type  IS-1 

D.  c;  range  with  separate  shunt,  0-lOamp.;  flush 
type;  4|  inches. 

Unit  of  measure,  each, 

WHf*ht  Ttnr  iinif 

Packed, . 

Cubic  diTilimpnifnt 

BV>I v%'»i<«#»  ...y«i.>V<4- 

oiuppiug  Wclglll,                  . 

Specification,  2082. 

Handbook, . 

8OO-06 

AMMETER, 

type  IS-2 

D.c;  range  with  separate  shimt,  0-15 amp.;  flush 
type;  4|mches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 
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SIGNAL  COBPS  STOSAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 


Article. 


Useful  information. 


800-07 


AMMETER,  type  IS-^ . 


800-98 


AMMETER,  type  18-4 . 


800-09 


AMMETER,  type  IS-5 . 


800-100 


AMMETER,  type  IS-6. 


800-101 


AMMETER,  type  IS-7 . 


D.  c;  range,  0-25  amp.;  flush  type;  41  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

D.c;  range,  0-50 amp.;  flush  type;  4|  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 


Specification,  2082. 

Handbook, . 

D.  c;  range,  0-75  amp.  or  0-80  amp.;  flush  type; 
4|  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Speciflcation,  2082. 

Handbook, . 

D.  c;  range,  0-100  amp.;  flush  type;  4f  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Speciflcation,  2082. 

Handbook, . 

D.  c;  range,  0-0.5  amp.;  flush  type;  3^  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Speciflcation,  2082. 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  infonnation. 


800-102 


AMMETER,  type  18-8. 


800-103 


AMMETER,  type  IS-9. 


D.c. 


800-104 


AMMETER,  type,  18-10 D.  c. 


D.c;  range,  0-0.15  amp.;  flush  type;  3}  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

;  range,  0-0.8  amp.;  flush  type;  3J  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, .   ' 

;  range,  0-1  amp.;  flush  type;  3 J  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 


Specification,  2082. 

Handbook, . 

800-105     AMMETER,  type  rS-11 |  D.  c;  range,  0-1.5  amp.;  flush  type;  3 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


t  inches. 


800-106 


AMMETER,  type  18-12. 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

D.  c;  range,  0-2  amp.;  flush  type;  3J  inches. 
Unit  of  measure,  each. 

Weight,  per  unit, . 

Packed, . 

Cubic  di<:placement, . 

Shipping  weight, . 

Specification,  2082. 
Handbook, . 
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DESCRIPTION  OP  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-107 

AMMETER,  type  IS-13 

D.  c;  range,  0-3  amp.;  flush  type;  Si  incheB. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-108 

AMMETER,  type  IS-14 

D.  c;  range,  0-5  amp.;  flush  type;  3i  inches. 
Unit  of  measure,  each. 

W^rirht  nrir  unit 

Packed, . 

oiuppiug  weigui,              . 

Specification,  2082. 

Handbook, . 

800-109 

AMMETER,  type,  IS-15 

D.  c;  range,  0-8  amp.;  flush  type;  3i  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

V^UUIC  CllapiaCcIIlcUl,                  . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-110 

AMMETER,  type  IS-16 

D.  c;  range,  0-10  amp.;  flush  type;  3i  inches. 

Unit  of  measure,  each. 

Packed, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-111 

AMMETER,  type  IS-17 

B.C.; range, 0-15 amp.;  flush  type;  3i  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 
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Numerical 
code  orjNo. 

Article. 

Useful  information. 

800-112 

AMMETER,  type  18-18 

D.c;  range,  0-25  amp.;  flush  type;  3i  inches. 
Unit  of  measure,  each. 
Wciffht  n«r  unit 

AMMETER,  type  IS-19 

Packed, . 

800-113 

Speciflcation,  2082. 

Handbook, . 

D.c;  range  with  separate  shunt,  0-50  amp.;  flush 
type;  3i  inches. 

Unit  of  measure,  each. 

Wricht  nnr  unit 

AMMETER,  type  IS-20 

Packed, . 

Speciflcation,  2082. 
Handbook 

80O-114 

D.c;  range  with  separate  shunt,  0-80  amp.;  flush 
t3rpe;  3^  indies. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

AMMETER,  type  18-21 

800-115 

Specification,  2082. 

Handbook, . 

D.c;  range,  0-0.15  amp.;  flush  type;  3 J  inches. 
Unit  of  measure,  each. 

AMMETER,  type  18-22 

Packed, . 

800-116 

Specification,  2082. 

Handbook, . 

D.  c;  range,  0-0.5 amp.;  flush  type;  3}  inches. 
Unit  of  measure,  each. 

Wnitrht  nnr  unit 

Packed, . 

Cubic  displacement, . 

Speciflcation,  2082. 
Handbook, , 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 


Article. 


800-117 


800-118 


800-119 


80O-120 


800-191 


AMMETER,  type  IS-23. 


AMMETER,  type  18-24. 


AMMETER,  type  18-25. 


AMMETER,  type  18-26. 


AMMETER,  type  18-27. 


Useful  information. 


D.  c;  range,  0-0.8 amp.;  flush  type;  3i  inches. 

Unit  of  measure,  each.     . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook. . 

D.  c;  range,  0-1  amp.;  flush  type;  3J  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Speciflcation,  2082. 

Handbook,  — ■ — . 
D.  c;  range,  0-1.5  amp.;  flush  type;  3 J  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Speciflcation,  2082. 

Handbook, . 

D.  c;  range,  0-2  amp.;  flush  type;  2^  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

D.  0.;  range,  0-3  amp.;  flush  t3n;>e;  2-^  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 


Specification,  2082. 
Handbook,  — — . 
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Numerical 
code  or  No. 

Article. 

Useftil  infonaatlon. 

800-122 

AMMETER,  type  IS-28 

D.  c;  range,  0-5  amp.;  flush  type;  2A  inches. 
Unit  of  measure,  each. 

AMMETER,  type  IS-29 

Packed, . 

800-123 

Specification,  2082. 

Handbook, . 

D.  c;  range,  0-8  amp.;  flush  type;  2A  inches. 
Unit  of  measure,  each. 

"Wftlerht  nor  nnit 

AMMETER,  type  IS-30 

Packed, . 

800-124 

Specification,  2082. 

Handbook, . 

D.  c;  range,  0^10  amp.;  flush  type;  2A  inches. 
Unit  of  measure,  each. 

AMMETER  typeIS-31 

Packed, . 

Cubic  displacement, . 

800-125 

Specification,  2082. 

Handbook, . 

D.  c;  range  with  separate  shunt,  0-15  amp.; 
flush  type;  2t^  inches. 
Unit  of  measure,  each. 

AMMETER,  type  IS-32 

Packed, . 

800-126 

Specification,  2082. 

Handbook, . 

D.  c;  range  with  separate  shunt,   0-25  amp.; 
flus^type;  2^  inches. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Specification,  2082. 
Handbook . 

141645—20 5 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT-Contiiiued. 


Numerical 
code  or  No. 

Article. 

Useful  infonnation. 

800-137 

AMMETER,  type  18-33 

D.  c;  range  with  separate  shunt,  0-50 

amp.; 

flush  type;  2^  inches. 

Unit  of  measure,  each. 

Wnirht  Ttrr  unit 

TV  cigui.  per  uxiii,. 

Packed, . 

Specification,  2082. 

Handbook, . 

800-128 

AMMETER,  type  IS-66 

A.  c;  radio  frequency;  range,  0-10  amp.; 
type;  4}  inches. 

flush 

Unit  of  measure,  each. 

'^T^rnirftif  nnr  unit 

Pack;ed, . 

Specification,  2082. 

Handbook, . 

800-120 

AMMETER,  type  IS-67 

A.  c;  radio  frequency;  range,  0-15  amp. 
type;  4f  inches. 

flush 

Unit  of  measure,  each. 

Wnlirht  nrr  unit 

Packed, . 

Cubic  displacement, . 

Specification,  2082. 

TTn.nrl'hftnlr    

80O-130 

AMMETER,  type  IS-68 

A.  c;  radio  frequency;  range,  0-20  amp. 
type;  4|  inches. 

flush 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-131 

AMMETER  tvt)eIS-69...     . 

A.c;  radio  frequency;  galvanometer  type 
type;  3i  Inches. 

flush 

«a>J««.AK&<>-«  A  «-«          f    "^  Sr^^  *                *^  •  •••••••••••• 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082, 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-132 

AMMETER,  type  18-70 '. 

A.  c;  radio  frequency;  range,  0-0.5  amp. 
type;  3i  inches. 

•flush 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cuhir  di'TnlflmmrTit 

Specification,  2082. 

Handbook, . 

800-133 

AMMETER,  type  IS-71 

A.  c;  radio  frequency;  range,  0-0.8  amp. 
type;  3J  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

;  flush 

Specification,  2082. 

Handbook, . 

800-134 

AMMETER,  type  IS-72 

A.  c;  radio  frequency;  range,  0-1  amp.; 
type;  3i  inches. 

flush 

Unit  of  measure,  each. 

Wnirht  nrr  unit 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-13ff 

AMMETER,  type  IS-73 

A.  c;  radio  frequency;  range  0-1.5  amp.; 
type;  3i  inches. 

Unit  of  measure,  each. 

Wnipht  nnr  unit 

flush 

Packed, . 

Cubic  displacement, . 

Specification,  2082. 

Handbook, . 

800-136 

AMMETER,  type  18-74 

A.  c;  radio  frequency;  range,  0-2  amp.; 
type;  ^  inches. 

flush 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 
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SIGNAL  CQBPS  STORAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  informatioa. 

800-137 

AMMETER,  type  IS-75 

A.  c;  radio  frequency;  range,  0-3  amp. 

flash 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-138 

AMMETER,  type  18-76 

A.  c;  radio  frequency;  range,  0-5  amp.: 

flush 

type;  3^  inches. 

Unit  of  measure,  each. 

Weight  per  unit, , 

Packed, , 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-139 

AMMETER,  type  IS-77.... 

A.  c;  radio  frequency;  range,  0-8  amp. 

flush 

¥                                       ^                   V  '                ^*     J                                Mr 

type;  3i  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

SpeciP-cation,  2082. 

Handbook, . 

800-140 

AMMETER.  tvDe  IB-78 

A.  c;  radio  frequency;  range,  O-IO  amp. 

flush 

^fc  *■*  *■*  ■*-*  ■*■  '•^         %       J  Xr^  ■^■"Hi'      w  ^^  9  ••>••••■••■■ 

type]  3*  inches. 

Unit  of  measure,  each. 

Packed, . 

Speci^cation,  2082. 

Handbook, . 

800-141 

AMMETER,  type  IS-79 

A.  c;  radio  frequency;  range,  0-15  amp- 

;  flush 

type;  3i  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

- 

Cubic  displacement, . 

ouippuiK  wei{^i,,             • 

Specification,  2082. 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-142 

AMMETER,  type  IS-80 

A.  c;  radio  frequency;  range,  0-20  amp.; 
type;  3^  inches. 

Unit  of  measure,  each. 

flush 

AMMETER,  type  IS-Sl 

Packed, . 

800-143 

Specification,  2082. 

Handbook, . 

A.c;  radio  frequency;  galvanometer  type 
type;  2A  inches. 

Unit  of  measure,  each. 

flush 

AMMETER,  type  IS-82 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

800-144 

Specification,  2082. 

Handbook, . 

A.c;  radio  frequency;  range,  0-0.6  amp.; 
type;  2^  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

flush 

AMMETER,  type  18-83         

800-145 

Specification,  2082. 

Handbook, . 

A.c;  radio  frequency;  range,  0-0.8  amp.; 
type;  2^  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement,  — — . 

flush 

1 
AMMETER,  type  IS-84 

800-146 

Specification,  2082. 

Handbook, . 

A.  c;  radio  frequency;  range,  0-1  amp.; 
type;  2^  inches. 

Unit  of  measure,  each. 

flush 

Packed, . 

Specification,  2082. 
Handbook, 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-147 


800-148 


800-140 


800-lffO 


AMMETER,  type  IS-85. 


AMMETER,  type  IS-86. 


AMMETER,  type  18-87. 


80O-151 


AMMETER,  type  IS-88. 


AMMETER,  type  18-89. 


A.  c;  radio  frequency;  range,  0-1.5  amp.;  flush 
type;  2^  inches. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement. 
Shipping  weight,  — 


Specification,  2082. 

Handbook, . 

A.  c;  radio  frequency;  range,  0-2  amp.;  flush 
type;  2^  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

A.  c;  radio  frequency;  range,  0-8  amp.;  flush 
type;  2^  inches. 

Unit  of  measure,  each. 

Weight  pre  imit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

A.  0.;  radio  frequency;  range,  0-6  amp.;  flush 
type;  2^^  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

A.  c;  radio  frequency;  range,  0-8  amp.;  flash 
type;  2tV  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 
Handbook, , 
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Nmneiical 
code  or  No. 


Article. 


Useful  information. 


800-153 


AMPLIFIER,  type  BC-44-A. 


800-154 


AMPLIFIER,  tyi>e  BC-59. . 


800-155 


AMPLIFIER,  type  BC-59-A. 


80O-156 


AMPLIFIER,  type  BC-100. , 


Two-stage  vacuum  tube  audio  frequency  cascade 
amplifier  using  iron  core  transformers,  com- 
prising filament  rheostat  and  telephone  jacks; 
sindlar  to  Set  box,  type  BC-44,  except  that  the 
t.  p.  s.inputtap  is  omitted,  making  this  ampli- 
fier suitable  only  forrlBctified  damped  or  modu- 
lated wave  radio  signals. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, .    • 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

For  damped  wave  reception;  wave  length  range, 
3,500  to  5,000  meters;  7  vacuum  tubes  in  use,  3 
as  high  frequency  amplifiers,  1  as  detector,  3  as 
low  frequency  amplifiers;  inclosed  in  wooden 
box,  4|  by  18f  by  lOi  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  30^0. 

Handbook, . 

For  damped  wave  reception;  wave  length  range, 
2,000  to  4,000  meters;  7  vacuum  tubes  in  use, 
.  3  as  radio  frequency  amplifiers,  1  as  a  detector, 
and  3  as  audio  freqmency  amplifiers;  inclosed 
in  a  wooden  box  15^  inches  long  by  4|  inches 
wide  by  8 J  inches  high. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3117. 

Handbook, . 

A  radio  frequency,  vacuum  tube  amplifier  for  use 
in  Set,  direction  finding  radio  receiving,  type 
SCR-122;  it  has  4  stages  of  radio  frequency 
amplification,  2  stages  of  audio  frequency,  and 
1  detector;  wave  length  range,  300to  800  meters; 
equipped  with  a  variable  air  condenser  for 
tuning  the  direction  finder  loop  circuit;  the 
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SIONAL  cobfs  stobage  catalogtje. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT-Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-156 

AMPLIFIER,  type  BC-lOO— Contd. 

control  knobs  are  mounted  on  a  panel  inside 
the  hinged  cover  of  a  wooden  carrying  box 
which  measures,  exclusive  of  the  carrying 
handle,  approximately  20}  inches  long  by  7f 
inches  high  by  6}  inches  wide.    Drawing  RL- 
D-659.    Drawing  RI^D-660. 
Unit  of  measure,  each. 

Wriirhf  nor  unit 

Packted, . 

Cubic  displacement, . 

oiuppiiig  weigiii., . 

Qt\  A^%4  fi  f%Q  ♦  1  fvn     ^^.^-^.^^ 

specmcaiion,  — — — . 

Handbook, . 

800-12 

AMPLIFIER,  type  BC-101 

Detector  and  two-stage  audio  frequency  ampli- 
fier, adapted  to  use  of  either  VT-1  or  VT-3 

tubes  by  suitable  rheostat  arrangement.    A 

connection  is  provided  for  external  tickler  coU 

required    for    undamped    wave    operation. 

Switch  arrangements  are  provided  for  detector 

and  two  stages  audio  frequency  amplification, 

or  two  stages  audio  frequency  amplification 

• 

without  detector.    Amplification  is  controlled 

by  varying  the  filament  current. 

' 

Unit  of  measure,  each. 

Wrichf  nrr  unit 

Packed, . 

CVkSv^v^^w^v    nTA«^vl%4> 

Specification, . 

Handbook, . 

800-13 

AMPLIFIER,  type  BC-105 

For  damped  wave  reception,  wave  length  raiige, 

250  to  600  meters,  7  vacuum  tubes  in  use;  4 

stages  of  radio  frequency  amplification,  1  de- 

tector and  2  of  audio  frequency  amplification. 

Made  especially  for  the  Air  Service. 

Unit  of  measure,  each. 

Packed, . 

^^uuii-  uibpiauenMJiii., 

d«lw^W^2wh^W      «V.^^««wl%^ 

Qrumifi/>of  i/M-i     

speciiicabiou, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-157 

ANCHOR,  type  AH-3 

Comprises  a  12-foot  length  of  l^-inch  mild  steel 
rod  equipped  at  one  end  with  a  welded  eye  in 

which  is  held  an  8-inch  ring  made  of  li-inch 

mild  steel  rod;  at  the  end  opposite  the  ring  the 

rod  is  threaded  for  6  inches  of  its  length  and 

equipped  with  2  hexagonal  lock  nuts  and  a 

large  washer  of  i-inch  malleable  iron,  8  inches 

square;  this  anchor  is  used  in  connection  with 

a  concrete  "log,  *'  8feet  long  by  12  inches  square, 

in  which  are  embedded  2  steel  rails.    Draw- 

ing 457a. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification, . 

Handbook, . 

800-158 

ANEMOMETER,  type  ML-8 

Hand;  portable;  Stanley  type;  not  approved  for 
general  meteorological  use;  used  for  determining 
the  velocity  of  the  wind  prior  to  gas  cloud  at- 
tacks. 

1 

Unit  of  measure,  each. 

'Wriifht  nrr  iinit 

weigui/  per  luut. 

Packed, . 

R  nrvi  fi  mt  i  nn 

Handbook, . 

800  15» 

ANEMOMETER,  type  ML-13 

Indicating;  a  wind  speedometer;  Robinson  pat- 
tern; comprises  4  aluminum  hemispherical  cups 
mounted  on  crossarms  at  right  angles  to  each 
other,  with  the  open  sections  vertical  and  fac- 
ing the  same  way  round  the  circumference; 
the  crossarms  are  on  a  vertical  axis  which 
actuates  an  electrical  contacting  device  closing 
a  circuit  once  every  ^  mile  of  wind,  thus  indi- 
cating the  rate  in  miles  per  hour  by  the  number 
of  contacts  made  in  a  minute;  phosphor  bronze 
contacts;  micarta  insulators;  brass  screws;  ap- 
proximate height,  14|  inches;  sweep  of  cups, 
17J-inch  diameter.    Drawing  1349. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-159 


800-160 


ANEMOMETER,  type  ML-13-Con. 


ANE  M  OMETER,  type  ML-26. 


800-161 


ANEMOSCOPE,  type  ML-43., 


800-162 


ANTENNA,  type  A-50. 


Shipping  weight,  - 

Specification, 

Handbook, 


Recording;  Robinson;  comprises  4  aluminum 
hemispherical  cups  mounted  upon  crossarms  at 
right  angles  to  each  other,  with  the  open  section 
vertical  and  facing  the  same  way  round  the 
circumference;  the  crossarms  are  on  a  vertical 
axis  which  actuates  an  electrical  contacting 
device  controlling  a  wind  velocity  recorder. 
Julian  P.  Friez  &  Sons'  Catalogue  d,  pages 
10  and  11. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Portable;  consists  of  a  wind  vane  of  the  ordinary 
arrow  type,  the  axis  rod  of  which  is  continued 
downward  ,into  a  box  containing  a  recording 
apparatus.  The  axis  rod  terminates  in  a  verti- 
cal cylinder  or  drum  carrying  a  record  sheet, 
the  whole  suitably  pivoted  to  rotate  with  the 
wind  vane  with  minimum  friction;  a  clockwork 
device  allawa  an  inked  pen  to  descend  vertically 
past  the  drum  at  a  constant  rate.  The  pen  in 
its  fall,  therefore,  traces  changes  in  wind  direo- 
tion  as  a  record  on  the  revolving  drum.  The 
instrument  is  used  to  record  minute  changes  of 
wind  direction.  Manufactured  by  the  Draper 
Co.,  N.  Y.  C. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Phantom;  0-40  ohms;  100-500  miorociifd.;  inoloM 
in  a  wooden  box,  10}  by  7i  by  Ginches;  with  am- 
meter on  panel;  used  in  Equipment,  type  IE-1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-162 

ANTENNA 

type  A-fiO— Continued. 

flhitininr  TV'niirht 

Specification,  2005. 

Handbook, . 

800-163 

ANTENNA 

typeA-^1 

Phantom;  5  ohms;  250  micro-mfd. ;  inclosed  in    a 

wooden  box,  7}  by  5|  by  3|  inches;  the  box  b 

also  provided  with  a  21  by  IJ  inch  corrugated 

» 

metal  ventilating  window  in  the  end  of  the  box 
in  which  the  fixed  resistance  is  mounted;  used 
in  Equipment,  type  IE-1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Specification,  2015. 

Handbook, . 

800-164 

ANTENNA, 

typeA-52 

Phantom;  6  ohms;  400  micro-mfd.;  natural  wave 

length,  325  meters;  the  component  elements  are 

connected  in  series  and  mounted  on  a  composi- 

tion mounting;  antennas  of  this  type  were  fur- 

nished the  Signal  Corps,  under  Order  No. 

130365,  by  General  Radio  Co.  at  a  price  of  $16. 

No  dimensions  assigned. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed,* . 

SlhiTiT»lTiflr  usraiaYtf    ^.^.^^— 

Oiuppili]^  wei^lL,               '   • 

Specification,  none. 

Handbook, '—. 

800-ie5 

ANTENNA, 

typeAN-1 

150-foot  length  of  Wire,  type  W-1,  with  thimble 
at  each  end  50-foot  length  of  Wire,  type  W-4, 

connected  to  one  end  and  used  as  lead-in. 

Drawing  RL-A-69. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  Information. 

80O-166 

ANTENNA,  type  AN-2 

150-foot  length  of  Wire,  type  W-29,  soldered  at 
each  end  to  a  galvanized-iron  thimble  by  mak- 

ing use  of  a  small  brass  sleeve;  each  end  of  the 

wire  is  attached  to  two  Insulators,  type  IN -2 

in  series,  with  the  free  end  provided  with  an 

open  wire  hook;  a  20-foot  length  of  Wire,  type 

W-30,  used  as  a  lead-in  wire  is  soldered  into  the 

•  brass  sleeve  at  one  end  of  the  Wire,  type  W-29. 

Drawing  RL-D-125. 

Unit  of  measure,  each. 

w  eignt  per  uiut. 

Packed, . 

Rr\ani(\f*ixflf\n    —^^.^^ 

opeciucotiuu,              • 

Handbook, . 

800-167 

ANTENNA,  type  AN-3 

Four  75-foot  lengths  of  Wire,  type  W-1,  with  Con- 
nector, type  M-6,  at  one  end  and  8  Insulators, 

type  IN-4,  and  a  95-foot  length  of  Cord,  type 

RP-3,  at  the  other  end  of  each;  each  equipped 

with  metal  tent  slide. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

opeciui;a[riujus. 

Handbook, . 

800-168 

ANTENNA  tVDe  AN  4    

Six  75-foot  lengths  of  Wire,  type  W-1,  with  Con- 
nector, type  M-6,  at  one  end  of  each;  3  Insula- 

X&A^   ^  A^A^  *^  4.»^V^  C'^    ^»A^        ^        -•••••••••••• 

tors,  type  IN-55,  and  a  95-foot  length  of  Cord, 

type  RP-3,  at  the  other  end;  eadi  equipped 

with  metal  tent  sUde.    Drawing  98^5.  , 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

flrka/>lfl/to4']/>n    —^^.^^ 

opeuiucubioii, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-169 


ANTENNA,  type  AN-6. 


8OO-170 


ANTENNA,  type  AN-6. 


80O-171 


ANTENNA,  type  AN-7 . 


800-172 


ANTENNA,  type  AN-8. 


115-foot  length  of  Wire,  type  W-1,  with  snap 
hooks  on  both  ends. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3080. 

Handbook, . 

Two  130-foot  lengths  of  Wire,  type  W-16,  iiastened 
to  2  lengths  of  Wire,  type  W-6,  to  which  is  taa- 
tened  a  rubber-covered  lead-in  Wire,  typeW-13. 

Unit  of  measure,  each. 
•  Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2004. 

Handbook, . 

75-foot  length  of  Wire,  type  W-24,  with  Insula- 
tor,  type  IN-10,  at  each  end,  and  a  25-foot 
length  of  Wire,  type  W-4,  at  one  end  as  lead-in; 
the  Insulators  are  equipped  at  each  end  with  a 
galvanized-steel  clevis  and  a  galvanlzed-steel 
harness  hook. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2046. 

Handbook, . 

Two  150-foot  lengths  of  Wire,  type  W-1,  in  V- 
shape,  3  Insulators,  type  IN-10, 1  at  the  end  of 
each  leg  and  1  at  the  point  of  the  V  and  a  25-foot 
length  of  Wire,  type  W-4,  as  lead-in  which  is 
soldered  to  the  Wire,  type  W-1,  at  the  apex  of 
the  V  angle.    Drawing  RL-C-3128. 

Unit  of  measure,  each. 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-173 


ANTENNA,  type  AN-9. 


80O-174 


ANTENNA,  type  AN-10. 


800-179 


ANTBjNNA,  type  AN-11 . 


Umbrella;  12  ribs;  6  guys;  ribs  are  100-foot 
lengths  of  Wire,  type  W-28;  the  border,  780 
feet  in  circumference,  is  made  of  •^inch  galva- 
nized-steel  wire  rope;  the  6  guys  are  265-foot 
lengths  of  iVinch  galvanized-steel  wire  rope; 
1  specially  designated  annular  ring  is  supplied 
for  connection  to  the  ribs  at  the  mast  top;  72 
porcelain  insulators  No.  20  are  used,  12  in  the 
6  guys,  18  in  the  umbrella  border,  and  36  at  the 
connections  of  the  ribs  to  the  annular  ring;  all 
guys  are  equipped  with  Stombaugh  guy  an- 
.  chors.    Drawing  540e. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

A  double  antenna  similar  to  the  L  type,  designed 
for  use  on  the  U.  S.  cable  ship  Joseph  Henry 
and  similar  ships;  comprises  3  spreaders  sepa- 
rating 6  antenna  wires  which  start  from  1 
spreader  at  the  top  of  1  mast  and  are  extended 
to  another  spreader  at  the  top  of  the  second 
mast;  from  which  they  return  to  the  third 
spreader  situated  at  a  lower  point  on  the  first 
mast,  from  which  they  drop,  as  In  the  ordinary 
L-type  anteima,  to  the  lead-in  connection  at 
the  wireless  cabin.    Drawing  771-A. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

A  T  type  aerial  made  up  of  6  lengths  of  phosphor 
bronze,  7-'Strand,  No.  20  B.  &  S.  gauge,  antenna 
wire  attached  to  spreaders  at  either  end  by 
electrose  safety-strain  insulators  No.  7,  corru- 
gated; two  lead-in  wires  drop  from  a  crossarm 
spreader  of  1-inch  by  8-foot  spruce  at  the  middle 
of  the  antenna;  complete  with  hoisting  blocks 
and  rope;  dimensions  subject  to  slight  varia- 
tion according  to  size  of  boat;  used  on  i-kw. 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-175 


800-177 
800-177-1 


800-302 
800-583 
80O-662 


800-178 
800-178-1 


800-302 

80O-583 

800-663 

800-1186 

800-1682 


800-179 
80O-170-1 


80O-3O2 

800-303 

800-583 

80O-663 

80O-1185 

80O-2026 

80O-2O28 


ANTENNA,  type  AN-ll~Contd. 


Ai»PARATUS  BOX,  typeBE-1. 

Comprises: 
Box,  111  by  lOi  by  9|  inches. 


CONTENTS. 


Binding  posts,  type  TM-42  (5). 
CoU,typeC-27(l). 
Condenser,  type  CA-50  (1). 


APPARATUS  BOX,  type  BE-2., 

Comprises: 
Box,  12^  by  1(H  by  8  inches. 

CONTENTS. 

Binding  posts,  type  TM-42  (3). 
CoU,typeC-27(l). 
Condenser,  type  CA-60  (1). 
Generator,  type  GN-24  (1). 
Ringer,  type  M-61  (1). 


APPARATUS  BOX,  type  BE-3.... 

Comprises: 
Box,  6}  inches  high  by  8|  by  20  inches. 

CONTENTS. 

Binding  posts,  type  TM-42  (3). 
Binding  posts,  type  TM-43  (3). 
CoU,typeC-27(l). 
Condenser,  type  CA-60  (1). 
Generator,  type  GN-23  (1). 
Switch,  type  SW-47  (1). 
Switch,  type  SW-48  (1). 


marine  wireless  sets  of  harbor  tugs.    Drawing 
673-1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Wail  telephone;  used  in  Telephone,  type  EE-30. 
Box  is  of  cast  iron;  mounting  lugs  and  hinges 
are  not  included  in  its  measurements.  The 
parts  are  connected  and  mounted  and  type 
numbers  have  been  assigned.    Drawing  963. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, '—. 

Shipping  weight, . 

Specification,  401. 

Handbook, . 

Portable  telephone;  box  is  of  quartered  oak- 
opening  at  the  top  into  a  compartment  contain- 
ing a  tray  switch,  the  line  terminals,  and  stops 
for  a  head  set.  Pftrts  are  cohnected  and  mount- 
ed and  type  numbers  have  been  assigned. 
Drawing  6e9-B-3. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  401. 

Handbdok, . 

Wall  set;  insect-proof;  box  is  of  quarter-sawed 
oak,  with  an  overlapping  base  which  measures 
23^  by  10  inches.  It  contains  a  compartment 
for  2  Batteries,  type  BA-17.  Parts  are  con- 
nected and  mounted  and  t3rpe  numbers  have 
been  assigned. 

Unit  of  meastu«,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification,  401. 
Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-180 

APPARATUS  BOX,  type BE-4.... 

Desk  telephone;  box  is  of  quarter-sawed  oak  and 

Comprises: 

has  a  projecting  base,  13  inches  long  by  9f  inches 

800-180-1 

Box,  8  inches  high. 

wide.    Drawing  376-K-4. 
Unit  of  measure,  each. 

CONTENTS. 

Weight  per  unit, . 

Packed, . 

800-302 

Binding  posts,  type  TM-42  (6). 

Cubic  displacement, . 

800-303 

Binding  posts,  type  TM-43  (3). 

800-583 

Coil,  type  C-27(l). 

Specification,  401. 

800-663 

Condenser,  type  CA-60  (1). 

Handbook, . 

800-1186 

Generator,  type  GN-24  (1). 

800-1682 

Ringer,  type  M-61  (1). 

800-2026 

Switch,  type  SW-47  (1). 

800-2028 

Switch,  type  SW-48  (1). 

800-181 

APPARATUS  BOX,  type  BE-6 . . . . 

WaU  telephone;  used  in  Telephone,  type  EE-26. 

Comprises: 

Box  is  of  quartered  oak  with  a  projecting  base 

800-181-1 

Box,  m  by  9  by  4^  inches 

which  measures  17  by  10  by  1  inch.    Box  is 
furnished  with  a  hinged  door.    Parts  are  con- 

CONTENTS. 

nected  and  mounted  and  type  numbers  have 
been  assigned.    Drawing  376-0-2. 

800-302 

Binding  posts,  type  TM-42  (3). 

Unit  of  measure,  each. 

80O-303 

Binding  posts,  type  TM-43  (2). 

Weight  per  unit, . 

800-583 

Coil,  type  C-27  (1). 

Packed, . 

800-663 

Condenser,  type  CA-60  (1). 

800-2028 

Switch,  type  SW-48  (1). 

Specification  401. 

Handbook , . 

800-182 

APPARATUS  BOX,  type  BE-6.... 

Artillery  telephone;    used  in  Telephone,  type 

Comprises: 

££-24,    Box  is  of  cast  iron  and  contains  a 

800-182-1 

Box,  18i  by  13H  by  lOJ  inches. 

small  wooden  box  in  which  is  located  the  tele- 
phone apparatus.    The  tray  switch  is  specially 

CONTENTS. 

constructed.   Parts  are  connected  and  mounted 
and  type  numbers  have  been  assigned. 

800-302 

Binding  posts,  type  TM-42  (3). 

Unit  of  measure,  each. 

800-303 

Binding  posts,  type  TM-43  (3). 

W^rtipht  nrtr  unit 

800-182-2 

Box,  wooden. 

Packed, . 

800-583 

Coil,  type  C-27  (1). 

800-663 

Condenser,  type  CA-60  (1). 

800-1185 

Generator,  type  GN-23  (1). 

Specification,  401. 

800-1682 

Ringer,  trpe  M-61  (1). 

Handbook, . 

800-182-3 

Switch,  tray. 

80O-2028 

Switch,  type  SW-48  a). 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-183 

APPARATUS  BOX,  type  BE-7.... 

Wall  telephone;  used  in  Telephone,  type  EE-31. 

Comprises: 

Case  is  of  metal.    Parts  are  connected  and 

800-183-1 

Case,  16i  by  Cf  by  4|  inches. 

mounted    and    type    numbers    have   been 
assigned.    Drawing  1022. 

CONTENTS. 

Unit  of  measure,  each. 
Weight  per  unit, . 

80O-305 

Binding  posts,  type  TM-^3  (6). 

Packed, . 

800-685 

Coil,  type  C-29(l). 

Cubicfdisplacement, . 

800-663 

Cond«QSer,  type  CA-€0  (1). 

^hinninc"  tiTicht 

800-1185 

Generator,  type  GN-25  (1). 

Specification  575. 

80O-1683 

Ringer,  type  M-«5(l). 

Handbook, . 

800-20^7 

Switch,  type  SW-47-A  (1). 

800-184 

APPARATUS  BOX,  typeBE-8.... 

Telephone;   portable;   used  in  Telephone,  type 

Comprises: 

EE-4.    Case  is  of  oak;  top  and  bottom  are 

800-184-1 

Case,  4i  by  7  by  10  inches. 

sheet  steel.    Through  one  side  of  the  case  are 
six  |-inch  holes  covered  with  a  close-mesh  brass- 

CONTENTS. 

wire  screen  to  permit  the  ringer  to  be  heard 
distinctly. 

800-184-2 

Battery  case. 

Unit  of  measure,  each. 

800-184-3 

Binding  posts. 

'Vl^'nicht  nrr  unit 

800-184-4 

Hand  generator,  3-bar. 

Cubic  displacement, , 

800-184-5 

Hook  switch  (special). 

800-184-6 

Ringer,  l,000-6hm. 

Specification  577. 

800-184-7 

Telephone  induction  coil. 

Handbook, . 

800-184-8 

Terminal  blocks. 

800-185 

APPARATUS  BOX,  type  BE-8-A. 

Telephone;  portable;  used  in  Telephone,  type 

C<Hnprise3: 

EE-4-A.    Case  is  of  oak;  top  and  bottom  are 

800-185-1 

Case,  4J  by  7  by  10  inches. 

sheet  steel.    Through  one  side  of  the  case  are  6 
holes  covered  with  a  close-mesh  brass-wire 

screen  to  pemut  the  ringer  to  be  heard  dls- 

800-185-2 

Battery  case. 

8,  with  the  exception  of  the  addition  of  Con- 

800-185^ 

Binding  post^. 

denser,  type  CA-61. 

800-O64 

Condenser,  type  CA-61. 

Unit  of  measure,  each. 

800-185-4 

Hand  generator,  3-bar. 

Weight  per  unit, . 

800-185-5 

Hook  switch  (special). 

Packed, . 

800-185-6 

Ringer,  1000-ohin. 

Cubic  displacement, . 

800-185-7 

Telephone  Inductlan  coil. 

800-185-8 

Terminal  blocks. 

Specification,  577. 
Handbook, . 

141645—20 6 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-186 
800-186-1 

APPARATUS  BOX,  type  BE-21... 

Comprises: 
Box,  10  inches  high  by  4  inches  deep 
by  5J  inches  wide. 

CONTENTS. 

Coll,  type  C-31  (iT. 
Condenser,  type  CA-59  (1). 
Ringer,  type  M-^1  (1). 
APPARATUS  BOX,  type  BE-38.. 

Comprises: 
Case,  7i  inches  long  by  6  inches  wide 
by  3  inches  deep. 

CONTENTS. 

Binding  posts  (5). 
Coil,  type  C-31-A  (1). 
Condenser,  type  CA-59  (1). 
APPARATUS  BOX,  type  BE-39.. 

Comprises: 
Case. 

CONTENTS. 

Telephone;  used  with  desk  set.     Box  Is  of  wood. 
Used  in  Telephone,  type   EE-48.    Drawing 
329b. 

Unit  of  measure,  each. 

W^nichf  Ttrtr  unit 

Packed, . 

800-587 

800-662 

800-1682 

800-187 

800-187-1 

Handbook, . 

Used  in  Telephone,  type  EE-59.    Case  is  of 
stamped  steel  hinged  to  a  stamped-steel  base. 
Drawing  962-1. 

Unit  of  measure,  each. 

Wnipht  •nnr  unit    — 

Packed, . 

800-187-2 
800-588 
800-662 
800-188 

800-188-1 

Handbook, 

Used  in  Telephone,  type  EE-^.    Case  is  of  metal. 
Unit  of  measure,  each. 
Wnicrht  nnr  unit 

Packed, . 

Cubic  displacement, . 

800-588 

800-663 

800-1185 

800-1683 

800-190 

800-190-1 


800-588 

800-663 

800-1185 

800-1683 

800-190-2 


I 


Coil,  type  C-^l-A  (1). 
Condenser,  type  CA-60  (1). 
Generator,  type  GN-25  (1). 
Ringer,  type  M-65  (1). 
APPARATUS  BOX,  type  BE-42... 

Comprises: 
Box,  18j  inches  long  by  13^",  inches 
wide  by  11}  inches  deep. 

CONTENTS. 

Coil,  type  C-31-A  (1). 
Condenser,  type  CA-60  (1). 
Generator,  type  GN-25  (1). 
Ringer,  type  M-65  (1). 
Switch  tray  (1). 


Shipping  weight.  - 
Specification, 


Handbook,  S.  C.  Manual  No.  8,  chapter  6, 
page  16. 

Used  in  Telephone,  type  EK-62.  Parts  are  con- 
nected and  mounted.  Drawings  960&,  960b, 
960C-1,  and  960xd. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, 
Shipping  weight,  — 

Specification, . 

Handbook, . 
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1 
Numerical    ,                          ArfiMo 
code  or  No.    ,                         ^'^^^^®- 

Useful  infonnation. 

800-191  '  ARRESTER,  type  AR-4 

A  copper-mica  protective  device  using  two  Cook 
3-amp.  type  A-12  fuzes;  properly  housed  in  a 
metal  container;  formerly  designated  "Camp 
telephone  protector;"  over-all  dimensions,  In- 
cluding mounting  lug,  7f  inches  high  by  3^ 
inches  wide  by  3  inches  deep.    Drawing  1184. 
Unit  of  measure,  each. 
Woicrht  nor  unit  - 

1 

! 

Packed, . 

1 

Shipping  weight, . 

800-193 


A  TM08PHERE 
ML-12. 


SCALE,      type 


800-103 


ATMOSPHERE 
type  ML-14. 


SLIDE     RULE, 


Specification, . 

Handbook, . 

Obsolete.  A  device  for  meteorological  stations  and 
plotting  rooms;  used  in  determining  atmosphere 
reference  numbers;  comprises  a  wooden  base,  10 
inches  by  11\  inches  by  2^  inches,  on  which  is 
mounted  a  revolving  calibrated  disk  protected  by 
plate  glass;  opposite  the  calibrations  of  this  disk, 
but  on  the  base,  is  a  second  series  of  calibrations; 
a  thumbscrew  revolves  the  disk,  and,  when  the  2 
scales  are  properly  related,  the  atmosphere  refer- 
ence number  is  indicated;  superseded  by  Atmos- 
phere slide  rule,  type  ML-U.    Drawing  640-1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shippinn  weight, . 

Specification, .  • 

Handbook, . 

A  device  similar  to  the  conunercial  slide  rule  for 
use  in  meteorological  stations  and  plotting 
rooms;  supersedes  the  obsolete  Atmosphere 
scale,  type  ML-12;  by  placing  a  barometer- 
reading  scale  in  relation  to  a  temperature  scale, 
an  arrow  indicates  a  number  on  an  arbitrary 
scale,  this  number  being  used  at  the  plotting 
board  in  making  corrections  for  temperature; 
by  a  second  slide,  powder  temperature  and 
muzzle  velocity  scales  are  related. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 
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Numerical 

Article. 

Useful  information. 

code  or  No. 

ATMOSPHERE    SLIDE    RULE, 

800-193 

type  ML-14— Contiiiued. 

Handbook,  Signal  Corps  Manual  No.  8, 

chapter  6,  page  9,  figure  &-6. 

800-194 

AVIARY.  tvT)ePG-32 

Pigeon;  formerly  called  "Four-tird  aviary  bas- 

XJfc   T    .M^M.  JkV   ^    J      VJ  X^^^                                       -••-•-•-••-- 

ket;"  comprises  a  collapsible  cage  used  to  ex- 

ercise birds  at  rest  stations  in  transit;  the 

aviary  is  formed  by  opening  out  upon  the 

ground  a  wicker  stockade  made  of  4  sides,  ea(h 

131  by  9i  inches  and  hinged  together,  and  18 

inches  square,  of  J  by  1  inch  mesh  net  ther. 

being  placed  over  the  top  and  secured  by  hoo':5. 

This  aviary  forms  an  integral  part  of  several 

carrying  equipments  known  as  corslet  pigeoi 

baskets.    B.  A.  P.    Drawing  103-57. 

• 

Unit  of  measiu-e,  each. 

'WnifVif  noT  unit 

Packed, . 

* 

OV.  *tt-kv^l V.  ^w  virj^2#«V%^ 

Specification,  40500. 

Handbook, 

800-195 

BAQ  tVDeBG-3 

Carrying;  made  of  2  pieces  of  15-ounce  olive-drab 

J^^^^M  p     V  J  X^*^    *^  ^*       l^ww***.*************"" 

duck;    over-all  dimensions,  21  by  4^  inches; 

used  in  Equipment,  type  GD-2;     drawing 

RL-C-230. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Ctvx%y%-i  fl  n€%  4"  1  i\T\     ^^^^^^^^ 

opecincabion, . 

Handbook, . 

800-197 

BAO.tTDeBQr^ 

Carrying;   canvas;   over-all  dimensions,  16  by 

^^m^^^ p  w^ ^p^  ^^ ^^    ^^  •  •  •••••••••••••••••• 

12i  by  3i  inches,  with  carrying  strap,  7  feet 

6  inches  by  2  inches;  drawing  RL-C-255. 

Unit  of  measure,  each.                 * 

* 

Weight  per  unit,  1  pound  4  ounces. 

Packed, . 

L/UDic  aispiacemciiii,            . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-198 


BAG,  type  BG-6.. 


800-199 


BAG,  type  BG-7.. 


HOO-ZOO 


BAG,  type  BG-16.. 


800-901  !  BAG,  type  BG-17.. 

I 


Carrying;  canvas;  for  antenna  and  counterpoise; 
24  inches  long  by  lOJ  inches  wide  by  13  inches 
high;  has  3  straps  and  buckles  riveted  to  bag; 
also  2  iron  rings  riveted  to  back  of  bag  for  carry- 
ing; used  on  Equipment,  type  A-1.  (De- 
scription from  sample.) 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Carrying;  canvas;  for  accessories;  24  inches  long 
by  2  inches  wide  by  13  inches  high;  has  3  straps 
and  buckles  riveted  to  bag;  also  has  2  iron 
rings  for  carrying  riveted  to  back  of  bag;  used 
on  Equipment,  type  A-1.  (Description  from 
sample.) 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packted, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Carrying;  canvas;  over-all  dimensions,  4  feet  If 
inches  by  6  inches;  with  carrying  strap  2  feet  9 
inches  long. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, • 

Shipping  weight, . 

Specification,  3107. 

Handbook, . 

Carrying;  5  feet  long.  9  inches  in  diameter;  used 
in  Equipment,  type  A-71. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-202     BAG,  type  BG-18. . 


800-203 


BAG,  type  BG-21 


800-204  j  BAG,  type  BG-33.. 


I 


800-205 


BAG,  type  BG-44.. 


Carrying;  for  Loop,  type  LP-2;  used  in  Equip- 
ment, type  RE-16. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Carrying;  for  Set  box,  type  BC-^9;  inside  dimen- 
sions, 7f  by  9i  by  4|  inches.  Drawing  RL-D- 
534. 

Umt  of  measure,  each. 
Weight  per  unit,  — -. — . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

I  Handbook, . 

.  Canvas;  6i  inches  high,  with  a  circulu'  red  fiber 
bottpm,  6i  inches  diameter;  may  be  closed  by 
means  of  a  braided  cord  passing  through  12 
holes,  brass  lined,  punched  in  the  bag  1  inch 
from  upper  edge.  (Described  from  sample.) 
UsedasheadsetbagofSetbQx,t3rpeBC-24.  % 
'  Unit  of  measure,  each. 

i  Weight  per  unit, . 

I  Packed, . 

Cubic  displacement, . 

I  Shipping  weight, . 

Specification,  3119. 

Handbook, . 

.   A  waterproof  canvas  tool  bag  provided  with  a 

I     web  shoulder  strap;  bottom  lined  with  fiber; 

'     over-all  dimensions,  length  approximately  17 

inches,  widMi  approximately  7  inches,  height 

approximately  8  inches.    This  bag  is  intended 

to  take  the  place  of  leather  service  tool  bags 

'     heretofore  used  by  Signal   Corps.    Drawing 

I      5009D1. 

I  Unit  of  measure ,  each . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification, . 

Handbook, . 
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800- 209 


BAG,  type  BG-12., 


— 

--  -          -    — 

-                            . 

Numerical 
code  or  No. 

Article. 

Useful  information. 

800-206 

BALANCE  tvnfl  ML-44 

Weighing;  a  metal  balance  with  supported  flat 

scale  pans;  designed  to  be  accurate  to  i  gram  or 

0.02  ounce;  approximate  dimensions,  18  by  & 

by  6  inches. 

Unit  of  measure,  each. 

AVrifht  rtrr  unit 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification. . 

Handbook. . 

800  207 

BAG 

trpe  BG-8 

Carrying;   over-all   dimensions,   20   by   14    by 

inches;  with  a  7-foot  carr>ing  strap  and   2 

buckles. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  30c0. 

Handbook, . 

800  208 

BAG, 

typcBG-11 

Carrjing;  double  canvas;  over-all  dimensions,  24 

by  14  by  11  inches;  3  straps  with  buckles  riveted 

to  bag. 

Unit  of  measure,  each. 

Weight  per  unit, . 

PackeJ, . 

Shipping  weight, . 

I 


Specification, . 

Handbook, . 

Carrying;  canvas;  over-all  dimensions,  23i  by  14 
by  4  inches;  with  adjustable  carrying  strap,  2 
feet  8  inches  long. 

Unit  of  measure,  each. 

Weight  per  unit, . 

PackeJ, . 

(  ubic  displacement, . 

Shipping  \veig]it, . 

Specification,  30"3. 

Handbook, . 
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Numerical 
code  or  No. 


800-310 


800-211 


800-212 


Article. 


,BAG,t:-peBG-13. 


Useful  information. 


Carrjing;  canvas;  over-all  dimensions,  10  by  ^ 
by  3  inches;  with  adjustable  carrying  strap,  6 
feet  long. 

Unit  of  measure,  each. 
Weight  per  unit,  13  ounces. 

Packed, . 

Cubic  displacement, . 

Shipping  weight,  ■> . 


BAG,  type  BG-14. 


BAG,  type  BG-15. 


800-213     BALLOON,  trpeML-22. 


Specification,  302L 

Handbook, . 

Carr:-ing;  canvas;  over-all  dimensions,  2  feet  7\ 
inches  b;-  6f  inches;  with  adjustable  carrjing 
strap,  3  feet  5  inches  long. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement. 
Shipping  weight,  — 


Specification,  3049. 

Handbook, . 

Carrying;  canvas;  over-all  dimensons,  3  feet  9 
inches  by  9J  inches;  with  carrying  strap  2  feel 
long. 

Unit  (rf  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specilcation,  3077. 

Handbook, . 

9  inches;  made  of  best  quality  natural  color  or 
I      deep^red  rubber,  cured  to  last  6  months;  diam- 
eter (deflated),  approximately  9  by  12  inches; 
the  larger  dimension  is  through  the  neck;  the 
neck  is  approximately  Ij  inches  long  by  U 
I      inches  diameter;  inflates  to  a  diameter  of  36 
I      inches. 
I  Unit  of  measure,  each. 

Weight  per  unit,  17i  to  23  ounces. 

Packed, . 

'  Cubic  displacement, . 

I  Shipping  weight, . 

'  Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-214 


BALLOON,  typo  ML-23. 


800-2ia 


BAND,  type  FT-11. 


«00-216 


BAROGRAPH,  type  ML-3. 


6  inches;  mado  of  best  quality  natural  color  or 
deep-red  rubber,  cured  to  last  6  months;  diam- 
eter (deflated),  approximately  6  by 9 inches; 
the  larger  dimension  is  through  the  neck;  the 
neck  is  approximately  li  inches  long  by  1  inch 
diameter;  inflates  to  a  sphere  27  inches  diam- 
eter. 

Unit  of  measure,  each. 

Weight  per  unit,  7  to  12  ounces. 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specif. cation, .    ^ 

Handbook, . 

Anchor;  for  clamping  Set  box,  type  BC-39,  to 
shelf  in  6-ton  tank;  consists  of  a  44-turn,  close- 
wound  spring  of  No.  13  B.  &  S.  gauge  phosphor- 
bronze  wire;  the  wire  is  looped  on  one  end  fit- 
ting into  a  screweye  on  the  supporting  shelf; 
the  other  end  is  equipped  with  a  double 
hook,  one  prong  of  which  fits  into  a  carrying 
strap  handle;  outside  spring  diameter  J^  inch. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3105. 

Handbook, . 

Recording  aneroid  barometer;  scale  extending 
from  28  to  31  inches;  graduated  in  either  metric 
or  inch  scale;  United  States  Weather  Bureau 
standard;  Henry  J.  Green,  No.  563;  must  con- 
form to  all  barograph  standards  of  the  Uni  ted 
States  Weather  Bureau. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Speci  'cation, . 

Handbook. . 
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Numerical 
code  or  No. 


800-317 


800-318 


Article. 


BAROMETER,  type  ML-1. 


BAROMETER,  type  ML-2. 


Useful  information. 


Mercurial;  consists  of  a  glass  tute  approximately 
35  inches  Tong  with  a  hore  of  25  inches,  incased 
in  a  metal  tube.  The  barometer  scale  is  gradu- 
ated in  millimeters  from  650  mm.  to  850  mxa., 
with  a  vernier  provided  for  reading  to  0.05  mm. 
The  attached  thermometer  is  mounted  on  a 
metal  tute  and  is  graduated  to  centigrade  de- 
grees, graduations  to  0.5  degree.  The  gradu- 
ations and  figures  are  etched  on  the  glass  tube 
of  the  thermometer.  The  barometer  is  not 
fitted  with  a  base  but  is  designed  to  be  used 
with  Case,  type  Ml-19,  or  Case,  ML-48.  Simi- 
lar to  Henry  J.  Oreen  No.  2,  illustrated  on  p^e 
9,  paragraph  2,  Henry  J.  Green  Catalogue,  1918. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Mercurial;  consists  of  a  glass  tute  approximately 
35  inches  long  with  a  bore  of  0.25  inch,  incased 
in  a  metal  tube.  The  barometer  scale  is  gradu- 
ated in  inches  and  twentieths  of  inches  and 
the  vernier  reads  to  0.002  inch.  The  attached 
thermometer  is  mounted  on  a  metal  tube  and 
is  graduated  in  Fahrenheit  degrees,  gradua- 
tions to  0.5  degree.  The  graduations  and  f!g- 
ures  are  etched  on  the  glass  tube  of  the  barom- 
eter. This  barometer  is  not  fitted  with  a  base 
but  is  designed  to  be  used  with  Case,  type 
ML  19,  or  Case,  type  ML-48.  Similar  to  Henry 
J.  Green  No.  2,  illustrated  on  page  9,  paragraph 
2,  Henry  J.  Green  Catalogue,  1918. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-319  ;  BAROMETER,  type  ML-9. 


800-330     BAROMETER,  type  ML-10. 


800-221  I  BASKET  typePG-1. 


800-222     BASKET,  type  PG-2.. 


Aneroid;  open  silvered  metal  dial,  5-inch  diam- 
eter; scale  dowTi  to  25  inches,  divided  into 
fiftieths  of  inches;  Henry  J.  Green  No.  58.  This 
barometer  is  similar  to  Barometer,  type  ML-10,. 
hut  differs  in  scale. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, .. 

Specification, . 

Handbook, . 

Aneroid;  open  silvered  metal  dial,  5-inch  diam- 
eter; metric  scale;  Henry  J.  Green  No.  58.    This 
barometer  is  similar  to  Barometer,  type  ML-9,. 
I      but  differs  in  scale. 
!  Unit  of  measure,  each. 

Weight  per  imit, . 

I  Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  — ; . 

Handbook  . 

Pigeon;  formerly  designated  "Two-bird  assault 
basket";  for  emergency  use  only;  capacity'  2 
birds;  a  willow  wicker  or  rattan  basket  of  in- 
ferior make  which  can  be  thrown  away  when 
necessary;  dimensions,  12  by  8  by  7^  inches; 
hinged  door  at  one  end ;  equipped  with  carrying 
handle. 

Unit  of  measure,  each. 

Weight  per  imit, . 

I  Packed, . 

I  Cubic  displacement, . 

1  Shipping  weight, . 

Specification,  40500. 

Handbook, . 

Pigeon;  formerly  designated  "Two-bird  cavalry 
basket";  used  for  carrying  pigeons  on  back  of 
horseman;  capacity,  2  birds;  a  2-part  wicker  or 
rattan  basket,  15  inches  long  by  5  inches  wide 
'  by  12  inches  high,  with  top,  bottom,  and  sides 
lined  and  padded,  except  at  air  spaces,  and 
I      back  and  cover  waterproofed.    Drawing  103- 
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Numerical 
code  or  No. 


800-222 


800-223 


800-224 


Article. 


BASKET,  type  PG -2— Continued. 


BASKET,  type  PG-3. 


BASKET,  type  PG-4., 


Useful  informati(m. 


following  suitably 


.  59.    Equipped  with  the 
attached  parts: 
2  Corslets,  type  PG-33. 
1  Aviary,  type  PG-32. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  40500,  B.  A.  P. 

Handbook, . 

Pigeon;  formerly  designated  "Four-bird  stock 
basket";  capacity,  4  birds;  a  willow  wicker  or 
rattan  basket,  17  inches  long  by  11  inches  wide 
by  10  i  inches  high,  the  interior  being  lined  with 
muslin  on  bottom  and  lower  half  of  sides;  the 
cover  is  furnished  with  a  trap  door;  equipped 
with  12-ounce  duck  cover  and  with  a  metal 
watering  tray,  4 J  by  Ij  by  2J  inches.  Drawing 
103-66. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, 

Shipping  weight, . 

Specification,  40500,  B.  A.  P. 

Handbook, . 

Pigeon;  formerly  designated  "Eight-bird  stock 
basket";  capacity,  8  birds;  a  willow  wicker  or 
rattan  basket,  27)  inches  long  by  12  inches  wide 
by  15i  inches  long;  divided  into  halves  by  a 
lateral  wicker  partition;  the  bottom  is  lined 
with  muslin;  the  wicker  cover  is  made  double, 
both  parts  being  hinged  and  the  lower  one 
equipped  with  2  trap  doors,  1  over  each  com- 
partment; equipped  with  a  metal  watering 
tray,  10^  by  2,^  by  2}  inches.    Drawing  103-61. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


CuVic  displacement, . 

Shipping  weight, . 

Specification,  40500,  B.  A.  P. 
Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-325 


BASKET,  type  PG-5.. 


800-226 


BASKET,  type  PG-6.. 


800-227 


BASKET,  type  PG-7.. 


Pigeon;  formerly  designated  "Fifteen-tird  stock 
basket";  capacity,  15  birds;  a  willow  wicker 
or  rattan  basket,  27  inches  long  by  19J  inches 
wide  by  11  inches  high,  lined  on  the  bottom  and 
4  inches  up  the  sides  with  muslin;  trap  door  in 
cover;  equipped  with  metal  watering  tray,  1(V, 
by  2t^  by  2f  inches.    Drawing  103-64. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  40500,  B.  A.  P. 

Handbook, . 

Pigeon;  formerly  designated  '^Four-bird  stall 
basket";  capacity,  4  birds;  a  willow  wicker 
or  rattan  basket,  21  i  inches  wide  by  9  inches 
high  by  12J  inches  wide,  divided  by  3  lateral 
partitions  into  4  equal  stalls,  one  end  of  each 
stall  opening  on  hinges;  muslin  lining  on  bot- 
tom and  ends.    Drawing  103-65. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

C  ubic  displacement, . 

Shipping  weight, . 

Specificalion,  40,500,  B.  A.  P. 

Handbook, . 

Pigeon;  formerly  designated  "Two-bird  trian- 
gular basket";  capacity,  2  birds;  a  willow 
wicker  or  rattan  basket,  12  inches  long  by  9i 
inches  wide  by  7J  inches  high,  divided  into  2 
compartments  by  a  diagonal  muslin  partition. 
The  cover  is  divided  into  2  parts,  each  making 
a  hinged  cover  for  the  compartment  beneath 
it;  muslin  lining;  waterproof  covers.  Drawiner 
103-62. 

Unit  of  meas\ire,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 


Specif.cation,  40,500,  B.  A.  P. 
Handbook, . 


Digitized  by  LjOOQ IC 


94 


SIGNAL  COBFS  STORAGE  CATAIX)GXT£. 

DESCRIPTION  O:^  SIGNAL  CORPS  EQUIPMENT-Continued. 


Numerical 
code  or  No- 


Article. 


Useful  information. 


800-228     BASKET,  type  PG-S.. 


Pigeon;  formerly  designated  "Four-bird  trian- 
gular basket";  capacity,  4  birds;  a  willow 
wicker  or  rattan  basket,  22  inches  long  by  Hi 
inches  wide  by  6i  inches  high,  divided  into 
halves  by  a  lateral  muslin  partition  across  its 
width,  each  half  being  again  subdivided  into  2 
compartments  by  a  diagcmal  partition;  the  top 
of  the  basket  consists  of  4  hinged  covers,  1  for 
each  compartment;  muslin  lining;  water- 
proofed.   Drawing  103-63. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 


MOO-229      BASKET,  type  P(;-«>.. 


Speci "cation,  40,cOO,  B.  A.  P. 

Handbook, . 

Pigeon;  formerly  designated  "Six-bird  triangular 
basket";  capacity,  6  birds;  a  willow  wicker  or 
rattan  basket,  22i  inches  long  by  14  inches  wide 
by  6|  inches  high,  divided  into  halves  by  a 
lateral  muslin  partition  and  each  of  these  halves 
redivided  by  2  diagonal  muslin  partitions  into 
3  compartments.  The  cover  is  divided  into  6 
parts,  each  making  a  hinged  cover  for  the  com- 
partment beneath  it;  muslin  lining;  waterproof 
cover.    Drawing  103-60. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, 
Shipping  weight,  — 


800-230     BASKET,  type  PG-10.. 


Specilcation,  40,500,  B.  A.  P. 

Handbook, . 

Pigeon;  formerly  designated  "  Four-bird  infantry 
back  basket";  for  transport  of  pigeons  on  the 
back  of  a  pedestrian;  capacity,  4  birds;  a  2- 
part  rigid  basket  of  willow  wicker  or  rattan ,  15 
inches  long  by  1 1  inches  wide  by  12}  inches  high , 
with  top,  bottom,  and  sides  padded,  except  at 
air  spaces;  waterproofed;  drawing  103-67. 
Equipment  includes: 
1  Feed  bag,  type  PG-17. 
4  Corslets,  type  PG-33. 
1  Aviary,  type  PG-32 
Unit  of  measure,  each. 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-230 


800-231 


BASKET,  type  PG-lO—Continued. 


BASKET,  type  PG-U. 


800-232 


BASKET,  type  PG- 12.. 


80O-233 


BASKET,  type  PG-27.. 


Weight  per  unit, 

Packed, . 

Cubic  displacement,  - 
Shipping  weight, 


Specification,  40,500,  B.  A.  P. 

Handbook, . 

Pigeon;  formerly  designated  "Thirty-bird  col- 
lapsible shipping  crate";  capacity,  30  birds;  a 
collai)sible  wiUow  wicker  or  rattan  basket,  45 
inches  long  by  25  inches  wide  by  1 1 J  inches  high , 
equipped  with  hinged  ends  and  a  trap  door  in 
the  cover;  muslin  lining  on  bottom  and  2  inches 
up  sides;  furnished  with  watering  tray.  31J 
by  2i  by  2J  inches.    Drawing  103-68. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  40,500. 

Handbook, . 

Pigeon;  formerly  designated  "Thirty-bird  rigid 
crate";  used  for  shipping;  capacity,  30  birds; 
a  rigid  willow  wicker  or  rattan  basket,  43f 
inches  long  by  24  inches  wide  by  12J  inches 
high,  with  a  trap  door  in  the  cover  and  a  hinged 
door,  approjjimately  24  by  7J  inches  in  the 
front  side;  muslin  lined  on  bottom  and  about  5 
inches  up  on  sides;  equipped  with  a  metal  wa- 
tering tray,  31i  inches  long  by  2f  inches  wide 
by  2  J  inches  deep.    Drawmg  103-69. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  40,500. 

Handbook, . 

Pigeon;  formerly  designated  "Six-bird  hand  cor- 
slet basket";  capacity,  6  birds;  rigid  2-com- 
partment  willow  wicker  or  rattan  basket,  16J 
inches  long  by  11 J  Inches  wide  by  12 J  inches 
high;  muslin  lined  on  bottom  and  ends,  partly 
padded  and  waterproofed.  Drawing  103-58. 
Equipment  includes: 
6  Corslets,  type  PG-33. 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-233 


BASKET,  type  PG-27— Continued. 


2  Feed  bags,  type  PG-17. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement,  — 
Shipping  weight, . 


800-234 


800-235 


BATTERY,  type  BA-2 . 


800-236 


BATTERY,  type  BA-3  . 


800-237     BATTERY,  type  BA-4  . 


Specification,  40,500,  B.  A.  P. 

Handbook, . 

BATTERY,  type  BA-1 1  Dry;  tungsten;  formerly  Signal  Corps,  type  A; 

2  cylindrical  cells  held  in  a  cardboard  tube; 
dimensions  of  completed  battery,  1^  inchc8  + 
A  inch  diameter  by  6  inches  i  inch  long. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specilcation  70-2. 

Handbook, -. 

Dry;  22  volts;  15  cells  in  waterproof  cardboard 
box;  2A  by  2H  by  3f^  inches.    For  plate  cir- 
cuit of  vacuum  tube  radio  sets.   Drawing- 
RL-SK-1180. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 
Shipping  weight, 


Speci^cations,  70-lA. 

Handbook, . 

Dry;  3  cylindrical  ceUs  held  in  cardboard  tube: 
Vt  ^y  lA  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2029. 

Handbook, . 

Dry;  1  cylindrical  cell;  1.5  volts;  3^  by  1  finches. 
Drawing  RL-A-172. 

Unit  of  measure,  each. 

Weight  per  unit, . 

.     Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2030. 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-238 


BATTERY,  type  BA-5. 


800-241 


BATTKRY,  type  BA-8.. 


80O-242 


BATTERY,  type  B  A-9. . 


800-243 


BATTERY,  type  BA-10. . 


800-244     BATTERY,  type  BA-11.. 


Reserve  type;  similar  to  Battery,  type  BA-2. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Dry;  22  volts;  15  cells,  in  waterproof  cardboard 
box;  3 J  by  6f  by  4t»»  inches. 

Unit  of  measure,  each. 

Weight  per  unit,  3.9  pounds. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2027. 

Handbook, . 

Dry;  Eveready  No.  703;  3  cells;  Z^  inches  high 
by  2|  inches  wide  by  H  inches  thick. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  2040. 

Handbook, . 

Reserve  typej  old  Reserve  No.  6;  single  cell; 
cylindrical;  6^  inches  high  by  2^  inches  dia- 
meter; terminal  voltage,  1.4.   Drawing  11201A 1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 
Shipping  weight, 


Specification,  70-2. 

Handbook, . 

Reserve  No.  4-0;  single  cell;  with  shape  of  oval 
base  cylinder;  4f  by  2\  by  1-,^  inches;  terminal 
voltage,  1.4.    Drawing  11201A1. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification,  70-2. 
Handbook . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-245 


BATTERY,  type  BA-12.. 


800-946 


800-347 


BATTERY,  type  BA-13. 


BATTERY,  type  BA-14. 


Wet;  commonly  known  as  the  gravity  cell; 
comprises  glass  jar,  5  inches  diameter  by  7 
inches  high;  a  copper  positive  pole  is  located 
at  the  bottom  of  the  jar;  the  negative  pole 
is  the  familar  crow  foot,  which  is  supported 
from  the  top  edge  of  the  jar;  the  electrolyte 
used  is  formed  by  dissolving  3  pounds  of 
copper  sulphate  (blue  vitriol)  in  sufficient 
water  to  flU  the  battery  jar;  voltage,  1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  341. 

•    Handbook, . 

Wet;  commonly  known  as  Fuller  cell;  consists  of 
a  jar,  6-inch  diameter,  8  inches  high,  fitted  with 
a  wooden  cover;  the  electrodes  are  a  carbon 
plate  and  a  conical  zinc  casting  standing  in  2 
ounces  of  mercury;  the  electrolyte  is  made  of 
electopoion  solution,  formed  by  adding  1  pound 
of  strong  sulphuric  acid  to  9  poimds  of  distilled 
water  and  stirring  in  3  poimds  of  pulverized  I 
bichormate  of  potash,  of  2J  pounds  of  bichro-  | 
mate  of  sodium;  voltage  2. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, .  j 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  341. 

Handbook, . 

Wet;commonly  known  as  Edison  cell;  cylindrical 
enameled  steel  jar;  Edison  Co.  tjrpe  No.  207; 
old  S.  C.  tjrpe  V;  the  electrolyte  is  caustic  sod» 
dissolved  in  water,  with  paraffin  oil  coverinf 
the  top  of  the  solution;  the  electrodes  are  copper 
oxide  and  zinc  plates;  voltage,  0.67  in  steady 
work. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification,  341. 
Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-248 


BATTERY,  type  BA-lo. 


800-249 


BATTERY,  type  BA-16. 


800-260  1  BATTERY,  type  BA-17. 


Primary;  oval  type  of  standard  dry  cell,  fonneriy 
known  as  Battery  type  4-0;  consists  of  a  zinc 
container  4  inches  high  by  IJ  inches  wide  by  2^ 
inches  long,  the  zinc  being  0.020  inch  thick, 
containing  the  carbon  element,  etc.;  internal 
resistance  of  cell,  0.25  ohms;  voltage,  1.49  ohms 
on  open  circuit;  the  zinc  container  is  inclosed 
in  a  paper  case  0.035  inch  thick;  weight  per  cell, 
Hi  ounces.. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  70-2. 

Handbook, . 

Primary;  cylindrical  type  of  standard  dry  cell, 
formerly  known  as  Battery  type  4 ;  consists  of  a 
zinc  container  4  inches  high  by  1^  inches  diam- 
eter, the  zinc  being  0.020  inch  thick,  containing 
the  carbon  element,  etc.;  internal  resistance  of 
cell,  approximately  0.25  ohms;  voltage,  1.49  on 
open  circuit ;  zinc  container  is  inclosed  in  a  paper 
case  0.035  inch  thick;  weight  per  cell,  Hi  ounces. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 


Specification,  70-2. 

Handbook, . 

Primary;  cylindrical  type  of  standard  dry  cell; 
formerly  known  as  Battery  type  46;  consists 
of  a  zinc  container  6  inches  high  by  2i  inches 
diameter,  the  zinc  being  0.020  inch  thick,  con- 
taining the  carbon  element,  etc.;  internal  re- 
sistance of  cell  is  approximately  0.2  ohms; 
voltage,  1.49  on  open  circuit;  the  zinc  is  inclosed 
in  a  paper  case  0.035  inch  thick;  approximate 
weight  of  cell,  2  pounds. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  70-2. 

Handbook, . 
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Numerical 
code  or  No. 


Useful  information. 


800-251 


BATTERY,  type  BA-18 


800-252 


BATTERY,  typo  HA- 19. 


800-253 


BATTERY,  type  BA-20. 


Post  testing;  36  cells;  50  volts;  the  battery  is  con- 
tained in  a  box  16|  inches  long  by  5^  inches 
wide  by  f  |  inches  high,  equipped  with  hinged 
cover  and  carr;  ing  strap;  the  cells  are  inserted 
in  the  box  in  2  units  of  18  cells  each;  used  only 
in  series  with  at  least  10,000  ohms.  Drawing 
472-3. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Dry;  25.5  volts;  comprises  a  block  of  18  small 
cylindrical  dry  cells  thoroughly  sealed  with 
insulating  compound  in  a  paper  case:  the  cells 
are  interconnected  within  the  compound  and 
the  block  is  equipped  with  two  Fahnestock 
clips  for  connection;  the  symbols  for  *'plus" 
and  "minus"  are  stamped  in  the  insulating 
compound  near  the  clips;  dimensions  of  block, 
71  inches  long  by  3^  inches  high,  exclusive  ot 
clips.    Drawing  472-3. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Service  testing;  100-volt;  100-cell;  the  battery  is 
contained  in  a  wooden  case  with  hinged  top, 
carrying  strap,  and  lock;  7  binding  posts  are 
mounted  upon  a  rubber  strip  inside  the  cover 
providing  taps  at  5, 10, 25,  50,  75,  and  100  volts; 
dimensions,  14^  inches  long  by  9J  inches  high 
by  £f  inches  deep.     Drawing  199b. 

Unit  of  measure,  each. 

Weight  per  unit, . 

.  Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-256 

BATTERY, 

type  BB-1 

Storage;  Edison;  7  cells;  10  volts;  37.5amp.-hr.r 
over-all  dimensions,  15|  inches  long  by  7  inches 

wide  by  lOj  inches  high;  includes  1  Box,  type 

BC-1. 

Unit  of  measure,  each. 

Weight  per  unit,  46  pounds. 

Packed, . 

DXlippillg  WtJlgUli, 

Specification, . 

Handbook, . 

800-257 

BATTERY, 

type  BB-2 

Storage;  Edison;   3  cells;   4  volts;   75  amp.-hr.; 
over-all  dimensions,  10|  inches  long  by  6S 

inches  wide  by  11  inches  high;  includes  1  Box, 

type  BC-2. 

Unit  of  measure,  each. 

Weight  per  unit,  31.5  pounds. 

Packed, . 

V/UDic  cuspiaceniciH',             • 

Dpei/UlCal>lUU,                  • 

Handbook, . 

800-258 

BATTERY, 

type  BB-3 

Storage;  Edison;  8  cells;  10  volts;  25  amp.-hr.; 
,  over-all  dimensions,  lOf  inches  long  by  7  inches 

wide  by  llA  inches  high;   includes  1  Box, 

typeBC-3. 

Unit  of  measure,  each. 

Weight  per  unit,  31  pounds. 

Packed, . 

Cubic  displacement, . 

Specification, . 

Handbook, . 

800-259 

BATTERY, 

typeBB-4 

Storage:  Edison;  3  cells;  3.6  volts;  18.76amp.-hr.; 
over-all  dimensions,  8i  inches  long  by  4  inches 

wide  by  lOf  inches  high;  includes  1  Box,  type 

BC-4. 

Unit  of  measure,  each. 

Weight  per  unit,  11  pounds. 

Packed, . 

Cubic  displacement, . 

Fthinninir  iirnifrhf' 

Duippuig  WOl^IlV,                  • 

Specification,  2060. 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-360 

BATTERY,  type  BB-5 

Storage;  Edison;  6  cells;  7.5  volts;  100  amp.  hr.; 

overall  dimensions,  19  inches  long  by  7  inches 

wide  by  16|  inches  high. 

Unit  of  measure,  each. 

Weight  per  unit,  76  pounds. 

Packed, . 

Specification,  2047. 

Handbook, . 

800-361 

BATTERY,  type  BB-6 

Storage;  Edison;  9  cells,  10.8  volts;  18.75  amp.-hr.; 

contained  in  Tray,  type  BT-4;  Edison  Ir-30; 

none  produced.. 

Unit  of  measure,  each. 

weigjii.  per  unii;,             . 

Packed, . 

vyUDic  cuspiaceniem, . 

Shipping  weight, . 

Handbook, .      , 

800-262 

BATTERY  tvne  BB-7 

Storage;  Edison;  5  cells;  6  volts;  18.75  amp.-hr.; 
over-all  dimensions,  10,?,  inches  long  by  4J 

JJ^^  JL    ^  .A^^w  *.    f     VJ  sf         ^-r -M-r       ■    >    ••■*••>«>••• 

inches  wide  by  11  fj  inches  high. 

• 

Unit  of  measure,  each. 
Weight  per  unit  ,16  pounds. 
Packed, . 

OVh  *w^w^*«^«v    ««va£^v1^^ 

omppmg  weigni. 

Specification,  2061. 

Handbook, .              * 

800-363 

BATTERY,  type  BB-8 

Storage;  Edison;  7  cells;  8.4  volts;  12.5  amp.-hr.; 

over-all  dimensions,  lOf  inches  long  by  4^V 

inches  wide  by  lOfi  inches  high. 

Unit  of  measure,  each 

Weight  per  unit,  16  pounds. 

Packed, . 

Specification, . 

,  Handbook, . 

800-264 

BATTERY,  type  BB-9 

Storage;  Edison;  4  cells;  4.8  volts;  75  amp.-hr.; 

over-all    dimensions,  13J  inches  long  by  7 

inches  wide  by  13f|  inches  high. 

Unit  of  measure,  each. 

Weight  per  unit,  38  pounds. 

Packed, . 
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Numerical 
code  or  No. 


800-264 


800-365 


Article. 


BATTERY,  type  BB-9— Contd. 


BATTERY,  type  BB-11 . 


800-266 


800-267 


800-268 


BATTERY,  type  BB-ll-A . 


BATTERY,  type  BB-12 . 


BATTERY,  type  BB-13 . 


Useful  information . 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  2057. 

Handbook, . 

Storage;  lead;  4  cells;  8  volts;  10  amp.-hr.;  over-all 
dimensions,  6H  inches  long  by  5Ji  inches  wide 
by  lOA  inches  high;  hard-rubber  jars;  nonspill 


Unit  of  measure,  each. 

Weight  i>er  unit,  14  pounds. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2114. 

Handbook, . 

Storage;  lead;  4  cells  in  a  4-compartment,  molded, 
hard-rubber  container;  8  volts;  10  amp.-hr., 
nonspill  design;  mounted  in  a  wooden  case, 
1(>A  by  4|4  by  6,^  inches  over  all,  equipped 
with  hinged  cover  having  2  wing  nut  terminals, 
braided  rubber  handle,  soft-rubber  mat,  and 
ratchet  "hold  down"  plates  for  securing 
battery  in  a  compartment  box  in  the  airplane. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2118. 

Handbook, . 

Storage;  lead;  for  type  BA-2  battery  service; 
dimensions  2^  by  2^  by  Sj^inches;  none  pro- 
duced; definitely  dropped. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Storage;  lead;  160  cells;  300  volts;  0.15  amp.-hr.; 
for  vacuum  tube  plate  potential;  over-all 
dimensions,  14^  inches  long  by  3f  inches  wide 
by  9f  inches  high. 

Unit  of  measure,  each. 

Weight  per  unit,  10  pounds. 
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Numerical 
code  or  No. 

Article. 

Useful  infonnation. 

800-268 

BATTERY,  type  BB-13— Oontd. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-269 

BATTERY,  type  BB-14 

Storage;  lead;  2  cells;  4  volts;  90  amp.-hr.;15 
plates;  over-all  dimensions  of  celluloid  jar  bat- 

tery, 8}  inches  long  by  7|  inches  wide  by  14^ 

inches  high;  over-aU  dimensions  of  rubber  jar 

battery,  8^  inches  long  by  7i  inches  wide  by 

13|  inches  high;  nonspill  design. 

Unit  of  measure,  each. 

Weight  per  unit,  37  pounds. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2000. 

Handbook, . 

800-271 

BATTERY,  type  BB-16 

Storage;  lead;  2  cells;  4  volts;  17  amp.-lir.;  11 
plates;  over-all  dimensions,  5^  inches  long  by 

6A  inches  wide  by  10^  inches  high;  hardrub- 

ber  jars;  nonspill  design. 

Unit  of  measure,  each. 

Weight  per  unit,  13  pounds. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2010. 

Handbook, . 

800-272 

BATTERY,  type  B  B-16-A 

Storage;  lead;  2  cells;  4  volts;  17-amp.-hr.;  non- 
spiU  design;  cells  in  hard-rubber  jars  mounted 

side  by  side  in  wooden  case,  10^  by  4tt  by  ^ 

Inches  over  all,  with  hinged  wooden  cover 

having  wing  nut  terminals,  braided  rubber 

handle,  soft  rubber  pad,  and  ratchet  "hold- 

down"  plates  for  securing  battery  in  airplane. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Speciflcation,2019. 

Handbook, . 
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Numerical 
Code  or  No. 

Article. 

Useful  information. 

800-273 

BATTERY,  type  BB-17 

Storage;  lead;  2  cells;  4  volts;  135  amp.-br.;  25 

plates;  over-all  dimensions,  12}  Inches  long  by 

8i  inches  wide  by  lOf  Inches  high;  hard-rabher 

jars;  nonspill  design. 

Unit  of  measure,  each. 

Weight  per  unit,  55  pounds. 

Packed, . 

ouippuig  weiguti,              . 

Spedflcation,  2035. 

Handbook, . 

80O-274 

BATTERY,  type  BB-18 

Storage;  lead;  3  cells;  6  volts;  90  amp.-to.;  15 

8  inches  wide  by  13|  inches  high;  hard-rabber 

jars;  nonspill  design. 

Unit  of  measure,  each. 

Weight  per  unit,  58  pounds. 

Packed, . 

Shlnnfnir  Trnitrht 

Specification,  2018. 

Handbook, . 

80O-276 

BATTERY,  type  BB-20 

Storage;  lead;  2  cells;  4  volts;  65  amp.-hr.;  plate 
dimensions,  5  H  by  4}  inches;  celluloid  jars; 

nonspill  design. 

Unit  of  measure,  each. 

Weight  per  unit,  30  pounds. 

Packed, . 

RhinniTiP  Tirricht 

Specification,  2011. 

Handbook, . 

800-277 

BATTERY,  type  BB-21 

Storage;  lead;  4  volts;  140 amp.-hr.;  no  dimensions 
specified;  for  tank  service. 

Unit  of  measure,  each. 

Weight  per  unit,  55  pounds. 

Packed, . 

Shipping  weight, . 

Specification,  2012. 

Handbook, . 

80O-279 

BATTERY,  type  BB-23 

Storage;  lead;  5  cells;  10  volts;  17  amp.-hr.;  5  or  11 

4}  inches  wide  by  12^  Inches  high  or  lOH  inches 
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Article. 


Useful  information . 


800-279 


BATTERY,  type  BB-23-Contd. 


800-280 


BATTERY,  type  BB-24. 


800-281 


800-282 


BATTERY,  type  BB-24-A . 


BATTERY,  type  BB-25. 


long  by  iff  inches  wide  by  11 J  inches  high;  hard 
rubber  or  celluloid  jars;  nonspill  design; 

Unit  of  measure,  each. 

Weight  per  unit,  23  pounds. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spesiacation,  2020. 

Handbook, . 

Storage;  lead;  3  cells;  6  volts;  17  amp.-hr.;  11 
plates;  over-all  dimensions,  71  inches  long  by 
5^  inches  wide  by  10/^  inches  high;  non- 
spill  design. 

Unit  of  measure,  each. 

Weight  per  unit,  17  pounds. 

Packed, . 

Cubic  displacement, 

Shipping  weight, . 

Specification, . 

Handbook, . 

Storage;  lead;  3  cells;  6  volts;  17  amp.-hr.; 
spill  design;  cells  mounted  side  by  side  in  a 
wooden  case,  lO^V  by  4^  by  7f  inches  over  all; 
equipped  with  hinged  wooden  cover  having  2 
wing  nut  terminals,  braided  rubbei"  handle, 
soft  rubber  mat,  and  ratchet  "hold-down" 
plates  for  securing  battery  in  a  compartment 
in  the  airplane. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2106. 

Handbook, . 

Storage;  lead;  2  cells;  4  volts;  90 amp.-hr.;  dimen- 
sions of  battery  box,  7A  inches  long  by  7  J  inches 
wide  by  13}  inches  high;  hard  rubber  jars;  no  n 
spill  design. 

Unit  of  measure,  each. 

Weight  per  unit,  37  pounds. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-383 


BATTERY,  type  BB-26.. 


800-284 


BATTERY,  type  BB-27. 


8O0-378 


BATTERY,  type  BB-28. 


800-285 


BATTERY  BOX,  type  BC-72. . 


Storage;  lead;  15  cells;  80  amp.-hr.;  glass  jars,  fur- 
nished with  approved  covers;  former  Tele- 
phone, type  A,  storage  battery.  Manufacturer 
required  to  furnish  with  his  bid,  guaranteed 
rating  and  accurate  dimensional  drawings  of 
this  battery;  similar  to  Battery,  type  BB-27, 
but  different  in  1  dimension  only. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  280. 

Handbook, . 

Storage;  lead;  15  cells;  120  amp.-hr.;  glass  jars 
furnished  with  approved  covers;  former  Tele- 
phone, type  B,  storage  battery.  Manufacturer 
required  to  furnish  with  his  bid  guaranteed 
ratings  and  accurate  dimensional  drawings  of 
this  battery;  similar  to  Battery,  type  BB-26, 
but  different  in  one  dimension  only. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  280. 

Handbook, . 

Storage;  2-cell,  4-volt,  90  ampere-hour,  lead;  hard 
rubber  jars  of  nonspill  desj^.  Dimensions 
approximately  7 J  by  8  by  ICf  inches.  Drawing 
RL-D-3147. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, '—. 

Shipping  weight, . 

Specification,  70-3. 

Handbook, . 

For  holding  2  Batteries,  type  BA-2;  used  in  Set, 
type  SCR-112;  consists  of  an  aluminum  frame, 
41  hy  3H  by  2A  inches,  with  a  handle  lA  by 
1  inch;  equipped  with  a  spring  bronze  strip 
on  one  side,  4i  by  J  inch,  for  holding  batteries  in 
place;  top  of  frame  made  up  of  a  strip  of  insulat- 
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Numerical 
code  or  No. 

Article. 

• 

Useful  information. 

800-285 

• 

BATTERY  BOX,  type  BC-22-Con. 

ing  material  on  which  are  mounted  2  No.  5 
Fahnestock  clips  and  1  No.  9-C  Fahnestock 
clip,  suitably  interconnected;  box  equipped 
with  a  plug  having  2  spring  plug  bodies 
mounted  -H  inch  between  centers,  which  con- 
nects the  batteries  to  the  circuit  of  the  Set  box, 
type  BC-47,  when  the  battery  box  is  placed  in 
the  compartment  provided  therefor.  Drawings 
RC-2897,  RC-2898,  RA-2899,  RA-2900,  RA- 
2901,  RA-2902. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification,  2117. 

Handbook, 

800-286 

BATTERY  BRUSH,  type  MC-17... 

Commercial;  straight  hardwood  back  and  high 
grade  bristles. 

Unit  of  measure,  each. 

^JtT/iftrTif  r\rr  unit 

Packed, . 

onippui)^  wei^ui',             . 

Specification,  341. 

Handbook, . 

800-287 

BATTERY  KNIFE,  type  KN-5.... 

Commercial;  M.  Klein  &  Sons  or  equal. 
Unit  of  measure,  each. 

'VtTiiifl-Vit  rtnr  unit 

t 

Packed, . 

Cubic  displacement, . 

Specification,  341. 

Handbook, . 

800-288 

P  ATTERY  SYRINGE,  type  MC-15. 

Hard  rubber  piston  syringe;  fluid  capacity,  12 
ounces;  piston  packed  with  soft  rubber  ring; 
with  hard  rubber  nozzle. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification,  341. 

Handbook, 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-289 

BELL,  type  MC-8 

Time  interval;  small  size;  comprises  an  electro- 
magnetic mechanism  mounted  on  a  brass  base 

' 

of  3tV  inches  maximum  width  and  5i  inches 

length;  the   gong  is  3  inches  diameter  by  1 

inch  high;  the  magnets  are  wound  with  4,100 

turns  of  No.  32  B.  &  S.  gauge  single  silk-covered 

copper  wire.    Drawing  117b. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

OiiVki/t /licnlonomanf'    

v/tlLm/  UXa^iaCcIIlcUv,                  . 

Specification, . 

Handbook, . 

800-290 

BELL,  type  MC-9 

Telephone  extension;  electromagnetic  bell  used 
as  an  extension  to  the  ringer  of  a  telephone; 

formerly  designated,  "Bell,  extension,  loud 

ringing";  comprises  a  metal  base,  two  6-inch 

gongs  and  polarized  magnets  wound  to  a  re- 

sistance of  2,500  ohms;  a  2  mfd.  telephone  con- 

denser is  mounted  in  the  base  of  the  apparatus; 

weatherproof;  illustrated  on  page  3,  chapter  6, 

Signal  Corps  Manual  No.  8. 

Unit  of  measure,  each. 

Wpicht  rtcr  unit 

Packed, . 

Cubic  dif^nlflprmrTit 

Rhinninf  ^^rirht 

STtfiPifimtinn 

Handbook, . 

800-391 

BELL,  type  MC- 10 

Time  interval;  large  size;  comprises  an  electro- 
magnetic mechanism  mounted  on  a  brass  base 

of  4  inches  maximum  width  and  d|  inches 

length;  the  gong,  mounted  at  one  end  of  this 

base,  is  5}  inches  diameter  by  1|  inches  high; 

the  magnets  are  wound  with  4,200  turns  of 

No.  31  B.  &  S.  gauge,  single  silk-covered  copper 

wire.    Drawing  117a. 

Unit  of  measure,  each. 

WHeht  nrir  unit 

Packed, . 

Cubic  displacement, . 

ShiDniiicr  Tiroicht 

Sped  .^cation, . 

• 

Handbook, . 
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Numerical 
code  or  No. 


Useful  information. 


800-292 


BELL,  type  M-54. 


^00-293 


BELT,  type  ST-14. 


■800-294 


BELL  MECHANISM,  type  M-56. . . 


Zone  signal;  electromagnetic;  single  stroke; 
water-tight;  cast-metal  gong,  3  inches  diam- 
eter; cast-brass  frame,  3  by  3i  by  2J  inches: 
equipped  with  mounting  lugs;  operates  on  110 
volts  d.  c;  assembled  bell  is  furnished  with 
brass  soldering  nipple  which  screws  into  the 
frame,  projects  l|f  inches  and  measures  W 
inch  diameter  at  outer  end;  used  in  Set,  zone 
signal,  type  EE-20. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  302. 

Handbook, . 

Battery;  used  in  Set,  signal  lamp,  type  EE-7, 
to  support  two  Cases,  type  BC-82,  and  Set  box, 
type  BC-81,  about  the  waist  of  the  operator; 
made  of  harness  leather  44i  inches  long  by 
in  inches  wide;  equipped  with  1  back  strap 
lOf  inches  long  and  2  shoulder  straps  each  24} 
inches  long;  a  sewed  conduit  for  battery  con- 
nections 13J  inches  long  extends  along  the  back 
of  the  belt.    Drawings  1380  and  1382. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weiglit, . 

Specification,  600. 

Handbook, . 

Electromagnetic;  comprises  a  metal  box  3  by  3| 
by  IH  inches,  containing  two  coil  magnets  dif- 
ferentially wound  and  equipped  with  contacts, 
armature,  and  clapper  for  striking  gong;  mcnmt- 
ing  holes  are  provided  on  the  front  of  the  box 
for  attachment  of  the  gong;  used  in  Set,  firing 
signal,  tjrpe  EE-22,  and  Set,  firing  signal,  type 
EE-23.     Drawing  483-C. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 
Shipping  weight,  — 
Specification,  409. 
Handbook, . 


Digitized  by  LjOOQ IC 


SIGNAL  CORPS  STOBAQE  CATALOQUE. 

DESCRIPTION  07  SIGNAL  CORPS  EQUIPME NT-Continued. 


Ill 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-296 

BINDING  POST,  type  TM-5 

Brass;  threaded;  knurled  brass  head;  -^inch  di- 
ameter.   Drawing  RL-A-53. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed; . 

r^iihir*  riiQrklA/>omonl'    

V/UUli/  Ulo^lttUciUcIil,  . 

Specification, . 

Handbook, . 

800-296 

BINDING  POST,  type  TM-6 

Similar  to  Binding  post,  t>T)e  TM-5,  but  smaller; 
Western  Electric  Co.'s  No.  32-A. 
Unit  of  measure,  each. 

Wfticrht  ru*r  nnit    

rveigxiv  per  umi', • 

Packed, . 

Cubic  displacement, . 

Shipping  weight, — . 

Specification, . 

Handbook, . 

800-2fl7 

BINDING  POST,  type  TM-7 

Consists  of  a  brass  screw,  190-32  thread,  If  inches 
long,  with  a  round  head,  having  a  cylindrical 
brass  body  H  inch  diameter  by  ^%  inch,  soldered 
to  the  screw  at  mid  length  and  having  ag  roove 
for  the  wire  and  21ocking  pointo;  equipped  with 
2  brass  hexagonal  nuts  ^  inch  thick,  between 
binding  post  head  and  body,  and  1  brass  washer 
and  2  brass  hexagonal  nuts  |  inch  thick  at  open 
end  of  screw;  used  on  Filters,  types  Flr-1  and 
FL-l-A.    Drawing  RL-A-2353. 
Unit  of  measure,  each. 

Writrht  nrr  iinif 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-298 

BINDING  POST,  type  TM-8 

Brass;  threaded;  knurled  brass  bead,  ^  inch 
diameter;  to  be  used  on  countersunk  panel. 
Drawing  RL-A-240. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, , 
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Numerical 
code  or  No. 


Article. 


Useful  Information . 


800-299 


BINDING  POST,  type  TM-9. 


800-300 


BINDING  POST,  t:peTM-15. 


800-301 


BINDING  POST,  type  TM-^4 . 


800-302 


BINDING  POST,  type  TM-42. 


Brass  threaded  pin  1 H  inches  long;  hard  rubber 
head,  with  brass  dip  and  hexagonal  nut. 
Drawing  RL-B-2476. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight,  — . 

Specification, . 

Handbook, . 

Threaded  brass  pin  1^  inches  by  |  inch  diameter, 
with  bakeUte  cap,  bakelite  washer,  and  brass 
hexagonal  nut;  over-all  dimensions  If  inches 
by  }  inch  diameter;  used  in  Set  box,  type 
BC-59.    Drawing  RL-B-613. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Brass;  consists  of  a  brass  sleevein  which  fits  a  brass 
plunger,  both  sleeve  and  plunger  being  slotted 
at  an  angle  of  10  degrees  in  reverse  directions  to 
engage  the  connecting  wire  and  hold  it  fast,  a 
brass  wire  spring  within  the  sleeve  maintaining 
pressure  to  secure  this  wire.  The  binding  post 
projects  like  a  bolt  through  its  mounting  and  is 
secured  on  the  underside  by  a  brass  nut.  Con- 
nection is  made  beneath  the  mounting  by  sol- 
dering the  connecting  wire  to  a  protruding  lip 
on  a  brass  washer.    Drawing  127-Al. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Nickeled  brass;  comprises  a  machine  cutting  fin- 
ished as  a  threaded  rod  ^  inch  diameter  by  H 
inch  long  (No.  12-30  thread)  at  one  end  and  a 
slotted  rod  f  Inch  long  by  i  inch  diameter  at  the 
other  end,  the  latter  projecting  through  the 
panel  or  board  upon  which  the  post  is  mounted; 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-302 


BINDING  POST,  type  TM-42— Con 


80O-303 


BINDING  POST,  type  TM-43. 


800-304 


BINDING  POST,  type  TM-44 . 


141645—20 8 


the  cutting  is  riveted  into  an  oval  mounting 
plate  li  by  i  inch,  with  two  |-inch  screw  holes; 
on  the  threaded  end  are  two  No.  14  B.  &  S. 
gauge  washers  'and  a  wing  nut  li  inches  wide, 
with  wings  i  inch  thick  and  shank  ^  inch  high. 
Drawing  326-1. 

Unit  of  measure,  each. 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  436. 

Handbook, . 

Nickeled  brass;  comprises  a  machine  cutting  fin- 
ished as  a  threaded  rod  -^  inch  diameter  by  H 
inch  long  (No.  12-30  thread)  at  one  end  and  a 
slotted  rod  |  inch  long  by  |  inch  diameter  at  the 
other  end,  the  latter  projecting  through  the 
panel  or  board  upon  which  the  post  is  mounted; 
the  cutting  is  riveted  into  an  oval  mounting 
plate  li  by  i  inch,  with  two  J-inch  screw  holes; 
on  the  threaded  end  are  2  No.  14  B.  &  S.  gauge 
washers  and  2  hexagonal  nuts  i  Inch  thick  and 
H  inch  diameter.    Drawing  326-1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  436. 

Handbook, .  # 

Consists  of  a  bakelite  bushing,  a  brass  terminal 
stud,  a  standard  round-head  brass  screw  and 
washers  and  nuts;  the  stud  is  screwed  to  a  bake- 
lite bushing  through  the  mounting  panel;  the 
bushing  is  1  inch  diameter  by  fi  inch  high; 
the  stud  is  1^  inches  long  with  a  knurled  brass 
ring  about  its  middle  -ft  inch  diameter.  Draw- 
ing RL-B-601. 

Unit  of  measure,  each. 

Weight  per  xmit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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800-305 


800-306 


BINDING  POST,  type  TM-53. 


BINDING  POST,  type  TM-58. 


800-307     BhGfK,  type  BL-1 . 


8OO-308 


BLOCK,  type  BL-2. 


A  special  brass  bolt,  -H  inches  long,  the  head  of 
which  is  f  indi  square  by  ^  inch  wide  and  the 
stem  H  inch  long  and  threaded  with  10-32 
thread;  a  riveted  ear  washer,  2  flat  movable 
washers,  and  a  l^inch  wing  nut  complete  the 
equipment  of  the  binding  post;  the  stem  is  ex- 
panded so  that  the  wing  nut  can  not  come  oS. 
Drawing  1027-6. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Speci^cation,  575. 

Handbook, . 

High  tension;  used  in  sets,  radio  telegraph  table, 
type  SCR-48;  comprises  a  Locke  Insulator  Na 
3940,  in  which  are  embedded  at  opposite  ends 
two  A-hich  screws,  the  lower  one  equipped 
with  a  hexagonal  nut  and  the  upper  one  equip- 
ped with  a  brass  base  nut  and  a  brass  thumb 
nut  and  drilled  to  receive  connecting  wire. 
Drawing  1090. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Distributing;  bakelite  box  with  connection  strips 
and  screws;  5  by  2|  inches;  used  in  Set,  type 
SCR-73.     Drawhig  RL-D-1017. 

Unit  of  measure,  each. 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Connecting;  consists  of  2  cylindrical  insulatinf 
blocks  held  together  by  means  of  4  brass  screws 
and  containing,  interconnected,  7  Jacks  and  1 
connecting  lug;  over-all  dimensions,  2]  inches 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-308 

BLOCK,  type  BL-2— Continued. 

diameter  by  i  inch;  used  on  Cord,  type  CD-81. 
Drawing  1278. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-309 

BLOCK,  tjrpe  BL-3 

Connecting;  at  one  end  of  2U-ioot  lead-in  wire, 
with  connection  jacks  for  Counterpoise,  type 

CP-1.    Drawing  RL-C-138. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Fthinninc  Ttrnlcht 

Spedflcation, . 

Handbook, . 

800-310 

BOLT.  tVDe  M-2 ; 

Machine;  for  Stand,  type  GS-1.   Drawing  970-A. 
Unit  of  measure,  each. 

■*-'  Xi'  *-•  ^  1   ■*  J  X  ^^  ^^     •■••  «  •••••■•■••••••■•• 

WHrht  nnr  tintt 

Packed, . 

Cubic  displacement,  — — . 

flhinnin  tr  mrricht 

Specification, . 

Handbook, . 

800-312 

BOOSTER,  type  DM-11 

105  amp.;  a  motor  and  generator  combination  used 
with  telautograph  storage  batteries;  measures, 

as  assembled  on  base,  67|i  inches  long  by  32| 

inches  high  by  34  inches  wide.    Drawing  430. 

Unit  of  measure,  each. 

'Wrifht  nnr  unit 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

80O-313 

BOOSTER,  type  DM-12 

60  amp.;  a  motor  and  generator  oomblnation  used 

as  assembled  on  base,  64^  inches  long  by  32f 

inches  high  by  34  inches  wide;  obsolete.  Draw- 

ing 430. 

■ 

Unit  of  measure,  each. 

Weight  per  unit, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-313 

BOOSTER,  type  DM-12-Contd. 

Packed, . 

Cubic  di^DlflPPmrnf 

Specification, . 

Handbook, . 

800-314 

BOX,  type  BC-1 

Sheet  metal,  with  binding  posts;  for  Battery, 
type  BB-1. 

Unit  of  measure,  each. 

Weicht  ncr  unit 

Packed, . 

Cubic  di«!nljicoTnr>Tit 

ShiDDinc?  woicht 

Specification, . 

Handbook, . 

80O-315 

BOX,  type  BC-2 

Sheet  metal,  with  binding  posts;  for  Battery, 
type  BB-2. 

Unit  of  measure,  each. 

Wpiirht  nnr  unit 

Packed, . 

Cubic  disnlaf^rmi^Tit 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-316 

BOX.  tvoe  BC-3 

Sheet  metal,  with  binding  [poets;  for  Battery, 
type  BB-3. 

^^  \^  ^^f    V  J  x^^    J^^-'     *^»  ■••••-••-■•    •••••-••• 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-317 

BOX,  type  BC-4 

Sheet  steel,  with  binding  poets;  hinged  lid;  with 
straps;  polarity  marked;  for   Battery,  type 
BB-4. 

Unit  of  measure,  each. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specif-cation,  2060. 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-318 

BOX,  type  BC-25 

Carrying;  aluminum;  equipped  with  fuze  block 

and  60  amp.  fuze  wire;  for  Dynamotor,  type 

DM-1;  over-aU  dimensions,  lOH  by  5i*  by  7| 

inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification, . 

Handbook, . 

800-319 

BOX,  type  BC-25-A 

Similar  to  Box,  type  BC-25;  over-all  dimensions, 

lOH  by  6H  by  8|  inches. 

Unit  of  measure,  each. 

Wniirht  r\t\r  unit 

weigiit  per  uuii'. 

Packed, . 

Specification,  2028. 

Handbook, . 

800-320 

BOX,  type  BC-33 

Carrying;  for  accessories;  fiberoid,  with  metal  re- 
inforcements, 4  comptutments;  hinged  cover; 

carrying  strap;  18  by  12i  by  6  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification,  3102. 

Handbook, . 

800-321 

BOX,  t>T)e  BC-48 

Carrying;  wood,  for  Dynamotor,  type  DM-1. 
Unit  of  measure,  each. 

Wriirht  nrr  unit 

w  mgut  ptjr  luui',              . 

Piihir  f^i^nlll^m^nnt 

Packed, . 

Shipping  weight, . 

SnAoiflnAtinn    

O^MX/lUl/oLlUU,                     . 

Handbook, . 

800-322 

BOX,  type  B C-61 

Carrying;  wood;  with  hinged  cover;  5i  by  151  by 
3t»,  inches.    Drawing  RL-SK-2325. 

.  • 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, .  , 

Specification.  3027. 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  infonnation. 

800-323 

BOX,  tjrpe  BC-62 

Carrying;  wood;  7H  by  3A  by  13J  inches;  with 
mounting  lugs  and  2  Binding  posts,  t^pe  TM- 

15;  for  dry  batteries. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Speci^cation,  3028. 

Handbook, . 

800-324 

BOX,  type  BC-62-A 

Battery;  for  holding  3  Batteries,  type  BA-2; 
made  of  J-inch  basswood;  over-all  dimensions, 

8H  inches  long  by  4)  inches  wide  by  3^  inches 

high;  equipped  with  2  attachment  ears  and  2 

Binding  posts,  type  TM-15.    Drawing  RlrSK- 

2714. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Specification,  3123. 

Handbook, . 

800-325 

BOX,  type  BC-60 

Battery;  for  24  Batteries,  type  BA-1;  made  of  f 
inch  basswood;  18^  by  7^  by  4i  inches;  used 

in  Set,  type  SCR-84;  development  work  aban- 

doned; none  produced. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

cuDii;  aiopiacvmeni, . 

Shipping  weight, . 

Specification,  2110. 

Handbook, . 

800-326 

BOX,  type  BC-83 

Carrying;  wood;  21§  by  lOJby  llj  Inches;  equipped 
with  a  hinged  top,  hasps,  lock  and  wooden 

cleat  reinforcement;  used  for  packing  transpor- 

tation all  parts  of  Set,  signal  lamp,  type  EE-7. 

Unit  of  measure,  each. 

'Wriirht  rtriT  unit 

Packed, . 

Shipping  weight, . 

Specification,  600. 

Handbook, . 
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Nomerical 
code  or  No. 

Article. 

Useful  information. 

800-327 

BOX,  type  pC-85 

CatrTing;  wood;  22J  by  12i  by  11§  inches;  provided 
with  hinged  top,  hasps  and  small  padlock;  used 

• 

in  Signal  lamp  outSt,  type  SE-1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Rhinninr  Trricht 

Specilcation,  600. 

Handbook, . 

800^28 

BOX,  type  BC-87 

Oak;  with  brass  hasp,  handles  and  comer  pieces; 
inside  dimensions,  lOJ  by  7J  by  9J  inches;  used 

in   Soldering  outfit,  type  EE-19.     Drawmg 

45005CI. 

Unit  of  measure,  each. 

Packed, . 

Shinninc  iirrlrht 

Specification,  531. 

Handbook, . 

800-339 

BOX,  type  BE-18 

A  housing  for  an  electromagnetic  bell;  comprises 
a  wooden  box  13}  inches  high  by  9}  inches  wide 
by  5|  inches  deep,  with  a  sloping  roof;  an  iron 
screen  is  inserted  in  the  front  to  permit  the  bell 
to  be  heard;  equipped  with  angle-iron  brackets 
for  attaching  to  wall;  used  in  time  interval  bell 
systems.    Drawing  355a-l. 

Unit  of  measiu^,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-330 

BOX  type  BC-lie 

Carrying;  for  batteries  and  accessories  made  of 
hard  maple  and  covered  with  Standard  Oil- 

cloth Co.'s  Meritas  composite  cloth,  8|  by  14 J 

by  23A  inches;  used  in  Equipment,  type  RE-21 

or  SCR-127.    Drawings,  RL-D-754  and  RL- 

D-755. 

Weight  per  unit, . 

Packed, . 

1 

Cubic  displacement, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-330 


80O-333 


BOX,  type  BC -102— Continued. 


BOX,  type  BE-41. 


800-334 


BRACE,  type  PF-48. 


800-335 


BRACKET,  type  FT-6. 


800-336 


BRACKET,  type'FT-57. 


Shipping  weight,  - 

Specification, 

Handbook, 


A  metal  box  for  mounting  Bell,  tjrpe  MC-10, 
whenever  it  is  used  out  of  doors;  the  base  and 
back  of  the  box  are  of  cast  iron,  galvanized,  and 
the  front,  top,  and  sides  are  in  the  form  of  a 
cover  constructed  of  No.  18  gauge,  sheet-metal, 
galvanized;  two  openings,  one  on  either  side 
in  the  bottom,  are  covered  with  a  fine  brass  wire 
mesh  in  order  that  the  bell  may  be  heard  dis- 
tinctly; illustrated  on  page  6,  chapter  6,  Signal 
Corps  Manual  No.  8. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, .  i 

Crossarm;  designed  especially  for  the  A.  £.  F.;  I 
consists  of  wrought  iron  |  inch  thick,  17^  inches 
long,  and  li  inches  wide;  drilled  with  a  -^inch 
hole  f  inch  from  each  end. 

Unit  of  measure,  each.  j 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  615.  I 

Handbook, . 

Mounting;  rectangular  metal  frame  to  which 
Set  box,  type  BC-11  or  BC-12,  may  be  attached 
by  means  of  bolts;  over-all  dimensions  20^ 
inches  by  19^  mches;  Drawing  RL-D-231. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

An  iron  skeleton  bracket  shaped  tot  attadiins  | 
Gong,  type  M-67,  or  Gong,  type  M-59,  to  Bell 
mechanism,  type  M-56;  interchangeable  with 
Bracket,  type  FT-^,  used  to  attach  another 
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Numerical 
code  or  No. 


Article. 


Useful  infonnation. 


800-336 


BRACKET,  type  FT-57— Cojitd. 


800-337 


BRACKET,  type  FT-58. 


800-338 


BRACKET,  trpe  FT-61. 


gong;  the  skeleton  base  measures  3^  inches  by 
1^  inches;  extension  1|  inches;  height  of  bell 
post,  4tV  inches.    Drawing  483C. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  409. 

Handbook, . 

An  iron  bracket  shaped  for  attaching  Gong,  type 
M-^,  to  Bell  mechanism,  type  M-56;  inter- 
changeable with  Bracket,  type  FT-57,  used  to 
attach  another  gong;  base  measures  3}  by  1^ 
inches;  extension  1^  inches.    Drawing  483-C. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, .. 

Shipping  weight, . 


Specification,  409. 
Handbook,  No.  — 


800-330 


Iron;  a  triangular  bracket  used  as  a  support 
for  Telautc^raph  transmitter,  type  EE^O; 
equipped  with  bent  spring  shock  absorber  for 
holding  the  instrument;  measures,  length  of 
base  leg,  14  inches;  length  of  wall  leg,  15  inches; 
length  of  diagonal  leg,  15  inches.  Drawing  180. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed. . 

Cubic  displacement, . 

Shipping  weight, . 

!  Specilcation, . 

I  Handbook, . 

BRACKET,  trpe  M-16 Main  guide  pullej;  steel;  for  mounting  2  pullers, 

,      2i   inches  diameter;  over-all   dimensions,  2J 
inches  by  5i  inches  by  2J  inches;  used  with  Set, 
typeSCR-84.    Drawing  RL-SK-2305. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight,  -^ . 

Speci  "cation, . 

Handbook, . 
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80O-340 


800-341 


HOO-342 


BRACKET,  tj-po  M-17. 


BRACKET,  type  PF-8.. 


BRACKE'P,  typo  l*K  60., 


Auxiliary    guide  puller;   steel;    for  mounting 
pullers  2^inch  diameter;  over-all  dimensions,. 
2tV  by  5  by  1  inches;  usei  in  Set,  type  SCR-84. 
Drawing  RL-SK-2306. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Field;  small;  without  insulators;  used  like  an  in- 
I     sulator  pin  on  a  wood  crossarm;  bolted  to  the 
'     side  of  the  crossarm;  made  from  galvanized 
I     strap  iron,  1^  by  i  inches,  one  end  being  drawn 
out  round  to  ^inch  diameter,  and  notched  for 
sealing  insulator  when  sulphur  plaster  is  used; 
the  other  end  has  a  |-inch  shoulder  bent  to  pre- 
vent turnings  provided  with  a  i-inch  hold,  H 
inches  from  the  shoulder;  over-all  length,  7 
inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Iron  field;  a  J -shaped,  rounded,  galvanized 
channel  iron  bracket,  5  inches  long  by  finch 
diameter,  riveted  to  a  plate  of  channel  iron,  4^ 
inches  long  by  IJ  inches  wide  by  J  inch  deep; 
the  bracket  is  wound  with  No.  9  iron  wire  ia 
lieu  of  external  threads  for  mounting  pony  insu- 
lator and  has  internal  threads  to  fit  the  pigtail 
and  clamp  insulators.    Drawing  1308. 

Unit  of  measure,  each. 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Speci'ication, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  infonnatioD. 


800-343 


BRACKET^  trpe  PF-51. 


800-344 


BRUSH  ELECTRODE,  type  M-22. 


800-345 


BURGEE,  type  M-79.. 


800-346 


BUSHING,  type  BL-1. 


A  deyioe  whereby  a  wooden  crossarm  may  be 
attached  to  an  iron  pole;  comprises  2  semicir- 
cular iron  clamps  fitting  as  a  collar  around  the 
pole  and  held  together  by  long  bolts  which  also 
I>ass  through  the  crossarm  and  bolt  it  to  the 
bracket;  the  crossarm  rests  upon  a  shelf  which 
forms  part  of  1  clamp;  dimensions,  4^  inches 
high;  designed  for  2|  inch  poles.  Drawing 
40003B4. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  226F. 

Handbook, . 

Carbon;  the  bearing  end  is  \  inch  long  by  |  inch 
wide;  copper  plated;  Scinches  of  -jV-l^ch  copper 
braided  wire  is  attached;  held  by  a  spring  con- 
sisting of  7  turns  of  0. 016-inch  steel  wire  of  ex- 
panded length,  I  inch. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Wool  bunting;  dimensions,  18  feet  long  by  7)  feet 
wide  at  base  and  3  feet  wide  at  the  end  across  a 
returning  angle;  has  webbing  reinforcement  and 
brass  erelets.    Drawing  288. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, .   . 

Insulating;  high  tension;  lead-in;  with  metal 
sleeve  inside  of  bushing;  length,  f  inch  on  one 
side  of  the  mounting  base  and  1  inch  on  the 
other  side;  over-all  dimensions,  2H  by  1-^  by 
2^  inches.    Drawing  RL-SK-1015. 

Unit  of  measure,  each. 

Weight  per  unit, . 
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Numerical 
code  or  No. 

Article. 

Useful  infonnation. 

i 
800-346  !  BUSHING,  type  BU-1— Continued. 

Packed, . 

/~~««Vkj^k  ^{av^1tf\^%Awi  A*%^ 

Specification, . 

Handbook, . 

800-347 

BUSHING,  t.-pe  BU-2 

Insulating;  molded  bakelite;  for  use  on  DH-4 

airplane  in  carrying  high-tension  lead  through 

fuselage;  same  as  Bushing,  tvpe  BU-3,  except 

that  lower  shank  is  3  inches  long. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

oxuppuij;  weifsub. 

Specilcation, . 

Handbook, 

800-348 

BUSHING.  tvDe  BU-3 

Insulating,  molded  bakelite;  for  use  on  JN-4  air- 
plane in  carrying  high  tension  lead  through 

A^  \i^  »m/a.aa^^  v.«  1    vj  Xr^    ^"^  ^^     **•••••■•••■•••• 

fuselage.    Drawing  RL-A-1006. 

Unit  of  measure,  each. 

' 

Packed, . 

• 

Cubic  displacement, . 

ouippillg  yfvLffLXJif                . 

Specification, . 

Handbook, . 

800-350 

BUZZER,  type  BZ-1 

Century,  type  CAC-168;  operated  on  1  Battery, 
type  BA-4;  adjustable  musical  note;  inclosed 

in  a  small  circular  sheet-metal  cover.    Drawing 

968-1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

V^UUIC  vU9pjlH;iUIUMll>,                     . 

Shipping  weight, . 

opeciucabiou,             . 

Handbook, . 

£00-350 

BUZZER,  type  B2 -2 

Electromagnetic  buzzer  located  in  the  bead  of  a 
cylindrical  vulcanized  fiber  case  8  inches  by  If 
inches  diameter;  spring-steel  armature  with 
platinum  contact;  magnet  core  of  soft  iron; 
wound  with  345  turns  of  single  cotton-covered 
enameled  wire  11  mils  in  diameter;  energized  by 
Eveready  primary  cell  No.  777. 

Unit  of  measure,  each. 

Weight  per  unit, . 
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Numerical 
code  or  No. 


Article. 


Useful  Information. 


800-350 


800-351 


BOZZER,  type  BZ-2— Continued. 


BUZZER,  type  BZ-3. 


800-352 


BUZZER,  type  BZ-4. 


800-353 


BIZZERPHONE,  type  EE-1. 


Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

150  ohm;  Faraday;  approximate  dimensions  4^ 
by  4  by  2^  inches;  fitted  with  platinum  con- 
tacts and  supplied  with  slit-adjusting  binding 
posts;  designed  to  oi>erate  most  efficiently  on  a 
normal  voltage  of  30  volts;  windings  water- 
proofed; used  in  target^ange  signaling  sytems. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, 

Specification  496. 

Handbook,  -^ . 

Alternating  current;  general  use  is  in  series  with  a 
hand  generator  in  field  telephones;  test  sets  and 
switchboards  to  indicate  to  calling  party  the 
continuity  of  the  line.  Resistence  approxi- 
mately 80  ohms.    Drawing  IIIOICI. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

ObsoUU;  superseded  by  type  EE-1- A.  Wire  tele- 
phone  and  telegraph  set;  telegraph  messages  can 
not  he  overheard  by  indriction  or  earth  conduction; 
the  apparatus  is  inclosed  in  a  wooden  box  5|  by 
81  by  6  incites;  weight,  11  pounds;  a  telephone 
hand  set  is  carried  separately  in  a  canvas  bag; 
weight,  Impound. 

Unit  of  measure,  each. 

Weight  per  unit, . 

•  Packed, . 


Cubic  displacement, 
Shipping  weight,  — 

Specification, 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  informatioii. 


800-354     BUZZERPHONE,  type  EE-l-A... 


800-355 


800-356 


80O-357 


CABINET,  type  BE-22.. 


CABINET,  type  BE-23.. 


CABINET,  type  BE-25.. 


Wire  telegraph  set;  the  message  can  not  be  over- 
heard by  induction  or  earth  conduction;  pro- 
vided with  a  telegraph  sending  key  and  a  single 
telephone  receiver  head  set;  self-contained  and 
inclosed  in  a  wooden  box,  6}  by  6^  by  6|  inches. 
Drawings  115-D-l  to  115-D-38. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight,  13  pounds. 

Specification, . 

Handbook, . 

An  oak  box  with  a  hinged  door;  designed  for 
mounting  and  protecting  26  Mason  arrestors; 
dimensions,  41f  inches  high  by  19f  inches  wide 
by  4^  inches  deep.    Drawing  84^1. 

Unit  of  measure,  each. 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, 

SpeciScatioD, . 

Handbook, . 

Used  as  a  supply  cabinet;  comprises  a  chest  of 
drawers  3  feet  6  inches  high  by  3  feet  wide  by 
28  inches  deep,  on  top  of  which  is  mounted  a 
3-sheU  cabinet,  3  feet  high  by  3  feet  wide  by  18 
inches  deep.  The  chest  has  3  large  and  2  small 
drawers,  and  the  cabinet  has  2  glass  doors. 
Drawing  228-1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

SpedQcation, . 

Handbook, . 

A  wooden  cabinet,  approximately  29  inches  high 
by  35  inches  wide  by  16  inches  deep,  divided 
into  30  pigeonholes,  5  by  5  inches,  for  inter- 
national code  flags;  fitted  neith  2  doors  with 
brass  hinges  and  brass  clasps.    Drawing  1073. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-357 

CABINET,  type  BE-25-Continued. 

Cubic  displacement, . 

ouippiig  weigub, . 

Specification, . 

Handbook, . 

HOO-358 

CABINET,  type  BE-26 

A  container  for  telephone  storage  batteries;  di- 
mensions, 32j  inches  high  by  39i  inches  wide 

by  12i  inches  deep,  equipped  with  doors  having 

double-thick  glass  panes,  10  by  12  inches. 

Drawing  620. 

Unit  of  measure,  each. 

Wniirht  nrr  unit 

Packed, . 

/^■i-iVx{/«  <41an1ni>A*viAn4- 

SpeciCcation, . 

ShlTiniTip  Turicht 

Handbook, . 

SO 0-359 

CABINET,  type  BE-33 

A  housing  for  Panel,  type  BD-21;  made  of  wood 
lined  with  copper;  inside  dimensions,  23^  inches 

%^^^\^        %Mn^*W 

wide  by  30J  inches  long  by  7  inches  deep;  num- 

ber of  floor  flanges,  6.    Drawing,  377i-l. 

Unit  of  measure,  each. 

Wf^lfrht  nnr  unit 

Packed, . 

Cubic  dlsnlaofiTnAnt  

vuLFii/  ma^mvP J  uci  H; ,               • 

Rhinninr  Ttri^irht 

Specification, . 

Handbook, . 

8O0-360 

CABINET,  type  BE-34 

A  housing  for  Panel,  type  BD-19;  made  of  wood 
lined  with  copper;  inside  dimensions,  31 J  inches 

wide  by  30^  inches  long  by  7  inches  deep;  num- 

. 

ber  of  floor  flanges,  7.    Drawing  377i-l. 

Unit  of  measure,  each. 

Wclrht  nnr  unit 

Packed, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information . 

800-361 

CABINET,  type  BE-35 

A  housing  for  Panel,  type  BD-31;  made  of  wood 
lined  with  copper;  inside  dimensions,  39i  inches 

wide  by  31 1  inches  long  by  7  inches  deep;  num- 

ber of  floor  flanges,  9.    Drawing  377i-l. 

Unit  of  measure,  each. 

Wnirhf  nrr  unit 

Packed, . 

QVitvV'n'i'nn   ^tTt\t  rrlr%4- 

Specification, . 

Handbook, . 

800-362 

CABINET,  type  BE-36 

A  housing  for  Panel,  type  BD-32;  made  of  wood 
lined  with  copper;  inside  dimensions,  47J inches 

wide  by  31|  inches  long  by  7  inches  deep;  num- 

ber of  floor  flanges,  10.    Drawing  377i-l. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

QVifrk'rtincr  ^iroiorVii-    

oxuppLug  weigiit, . 

Specification, . 

HjiTidbnnlr 

800-363 

CABINET,  type  BE-37 

A  housing  for  Panel,  type  BE-20;  made  of  wood 
lined  with  copper;  inside  dimensions,  27J  inches 

wide  by  30i  inches  long  by  7  inches  deep;  num- 

ber of  floor  flanges,  6.    Drawing  377i-l. 

Unit  of  measure,  eacn. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook 

800-364 

CABLE,  tj'pe  RP-8 

Stranded;  galvanized  steel;  composed  of  6  wires 
twisted  together;  approximate  weight  per  1,000 

feet,  400  pounds;  used  in  Set,  signal  lamp,  type 

EE-36,  to  support  the  4  Lanterns,  type  M-73, 

one  above  the  other.    Drawing  936a. 

Unit  of  measure,  each. 

Wricht  nrr  unit 

Packed, . 

oiuppuig  weiguii,              . 

Specification, . 

Handbook, . 
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Numffical 
code  or  No. 


Article. 


Useful  information . 


800-365 
800-366 
80&-367 
800-388 


800-37O 
800-371 
80O-372 
800-373 
800-374 


CABLE,  types  WC-1  to  WC-10,  in- 
clasive. 


Type  No. 


«  WC-l. 
1  WC-2.. 
«WC-3.. 

»WC-4.. 
WC-5... 
WC-6... 
WC-7... 
WC-8... 
WC-9... 
WC-10.. 


Designation. 


14164^20 0 


Submarine;  rubber  insulated;  armored;  single 
and  multiple  conductor;  not  approved  for  fu- 
ture purchase. 


Deep-sea 

Shore-end 

Deep-sea 

Experimental. 

3-conductor 

1-pair,  3  strand 
3-pair,  3-strand 
3-pair.  3-strand. 
4-pQir,  3-strand 
5-pair,  3-8trand 


Con- 
ductor 
strand. 


Strand 
diameter. 


Mil8. 
28.5 
20.1 
28.5 
20.1 
28.5 
28.5 
28.5 
28.5 
28.5 
28.5 


Over 
insula- 
tion 
diame- 
ter. 


Inch. 
A 
A 

A 
A 
A 
A 
A 
A 
A 


Armor 
wire 

diame- 
ter. 


Mils. 
81 
162 
102 
51 
182 
144 
182 
204 
229 
229 


Unit  of  measure, 

Weight  per  unit, 

Packed, . 

Cubic  displacement,  - 

Shipping  weight, 

Specification, . 

Handbook, . 


«  WC-1,  WC-2,  WC-3,  and  WC-4  are  1-conductor. 


Specifi- 
cation 
No. 


10 

7 
8 
T 

T 

T 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-376 
800-376 
800-377 
800-378 
800-379 
800-380 
800-381 
800-382 
800-383 
800-384 
800-385 


CABLE,  typffi  WC-11  to  WC-21,  in- 
clusive 


Submarine;  rubber  insulated;  armored;  single 
and  multiple  conductm*;  not  approved  fcM" 
future  purchase. 


Type  No. 


WC-U. 
WC-12. 
WC-13. 
WC-14. 
WC-15. 
WC-16. 
Wr-17. 
WC-18. 
WC-19. 
WC-20. 
WC-21 . 


Designation. 


7-pair,  3-strand 

l-conductor 

3-conductor 

4-conductor 

2-conduetor 

l-conductor 

l-conductor,  intermediate. 
2-conductor,  intermediate, 

l-conductor,  rock 

l-conductor,  shore  end 

l-conductor,  deep-sea 


Con- 
ductor 
strand. 


7 

7 

7 
7 

1,9 
1,9 
1,9 
1,9 
1,9 


Strand 
diameter. 


insula-     Aj^f     Specifi- 
tion       ^T^^®       cation 
diame-1  ^^^^^   i    No. 


Mils. 
28.5 
28.5  I 
28.5  I 
28.5 
28.5  , 
28.5  t 
51,22.6  I 
51,22.6 
51,22.6  I 
51,22.6  , 
51,22.6  I 


Inch. 
A 

A 
A 
A 
A 
A 
A 
A 
A 
A 


Mils.     I 
229 
128  ! 

114,229  ' 
144 
144  , 
102  ' 
162  ' 
162  I 

162,325  I 

162,258  ' 
91  1 


Unit  of  measure, 

Weight  per  unit, 

Packed, . 

Cubic  displacement,  - 

Shipping  weight, 

Specification, . 

Handbook, . 
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Numerical . 
code  or  No. 


Article. 


Useful  information. 


CABLE,  type  WC-22  to  WC-30,  in- 
clusive. 


Submarine;  rubber-insulated;  armored;  single 
and  multiple  conductor;  not  approved  for 
future  purchase. 


Type  No. 


800-386 
800-387 
800-388 
800-389 
8OO-390 
800-391 
800-399 
800-393 
800-394 


WC-22. 
WC-23. 
WC-24. 
WC-25. 
WC-26. 
WC-27. 
WC-28. 
WC-29. 
WC-30. 


Designation. 


F.  C,  4-pair 

F.  C,  4-pair,  4-strand. 
F.  C,  2-pair,  4-strand. 
F.  C,  3-pair,  3-strand. 

4-pair,  3-strand 

4-pair,  3-strand 

2-pair 

1-conductor,  F.  C 

2-pair,F.C 


Con- 
ductor 
strand. 


Strand 
diameter. 


Mil8. 
28.5 
28.5 
28.5 
28.5 
28.5 
28.5 
2&5 
28.5 
28.5 


Over 
insula- 
tion 
diame- 
ter. 


Inch. 


Armor 
wire 

diame- 
ter. 


Mils. 
162 
204 
144 
162 
204 
204 
120 
120 
120 


Specifi- 
cation 
No. 


338 
338 


Unit  of  measure, 

Weight  per  unit, 

Packed, . 

Cubic  displacement,  - 

Shipping  weight, 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-395 
800-396 
800-397 
800-398 
800-399 
80O-4O0 
800-401 
800-402 
80O-403 
800-404 


CABLE,  type  WC-31  to  WC-40,  in- 
clusive. 


Submarine;  rubber-insulated;  armored;  single 
and  multiple  conductor;  not  approved  lor 
future  purchase. 


Type  No. 


WC-31.. 
WC-32.. 
WC-33.. 
WC-34. . 
WC-35.. 
WC-36.. 
WC-37. . 
WC-38.. 
WC-39.. 
WC-40.. 


Designation. 


3-pair,  F.  C 

4-pair,  F.  C 

5-pair,F.C 

6-pair,  F.  C 

l-conductor,  deep-sea . . 

do 

l-conductor,  shore-end. 
l-conductor,  deep-sea. . 
1-  conductor,  shore-end 
l-conductor,  special — 


Con- 
ductor 
strand. 


7 

7 

1,9 

1,9 

1,9 

7 

7 

7 


Strand 
diameter. 


Mils. 

20.1 

20.1 

20.1 

20.1 

51,22.6 

51,22.6 

51,22.6 

28.5 

28.5 

20.1 


Over 
insula- 
tion 
diame- 
ter. 


Inch. 

A 
A 
A 
A 
A 


Armor 
wire 

diame- 
ter. 


Specifi- 
cation 
No. 


Mils. 
144 
162 
204 
204 
91 
162 

162,258 
128 

128,204 
51 


338 
338 
338 
330 
331 
332 
333 
333 
334 


Unit  of  measure,  — 

.  Weight  per  unit, 

Packed, . 

Cubic  displacement. 
Shipping  weight,  — 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


800-405 
800-406 
800-407 
800-408 
800-409 
80O-410 
800-411 


Article. 


CABLE,  type  WC-41  to  WC-49,  in- 
clusive. 


Useful  information. 


Submarine;   rubber-insulated;   armored;   single 
and  multiple  conductor. 


Type  No. 


WC-41. 
WC-42. 
WC-43. 
WC-44V 
WC-45V 
WC-46. 
WC-47. 


Designation. 


2-conductor,  F.  C 

3-pair,  special 

do 

1-conductor,  intermediate. 

1-conductor,  deep-sea 

1-conductor 

l-conductor,  Philippines.. 


Con- 
ductor 
strand. 


Strand 
diameter. 


MUs. 

20.1 

28.5 

28.5 

32 

32 

32 

32 


Over 
insula- 
tion 
diame- 
ter. 


Inch. 

A 
A 
A 
A 
A 


Armm* 
wire 

diame- 
ter. 


MiU. 

120 

144 
144,229 

162 

91 

91,162 

128 


Specifi- 
cation 
No. 


338 
374 
375 
419 
419 
421 
424 


Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, 

Shipping  weight, 

Specification, . 

Handbook, . 

»  WC-44,  WC-45  approved;  others  not  approved  for  future  purchases. 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

CABLE, 

type  WC-50  to  WC-56,  in- 

Submarine;   rubber-insulated;    single  and  mnl- 

elusive. 

tiple  conductor;  armored. 

Type  No. 

Num- 

berof 
con- 
duc- 
tors. 

Twist- 
ed 
pairs. 

Num- 
ber of 
strands. 

Diam- 
eter of 
each 
strand. 

Diam- 
eter 
over 

insula- 
tion. 

Armor  j  „,^'^, 

diam-|»"J?^ 

eter.  |  ^e 

than— 

1 

Capac- 
ity 
not 
more 

than — 

Re- 
sist- 
ance 
of cop- 
per. 

Length 
on  reel 
unless 
other- 
wise 

Mils. 

Inch. 

Mils.   Inches. 

M  F. 

Ohms. 

Feet. 

800-412 

WC-50.. 

1 

0  ;          7 

28.5 

if 

144          12 

0.5 

9.7 

10,560 

800-413 

WC-.51.. 

2 

1             7 

28.5 

il 

144          12 

.5 

9.7 

10,560 

800-414 

WC-52.. 

4 

2  1           7 

28.5 

H 

162  1        14 

.5 

9.7 

10,560 

80O-415 

WC-53.. 

6 

3  '           7 

28.5 

*l 

204          16 

.5 

9.7  ; 

5,280 

800-416 

WC^54.. 

8 

4  '            7 

28.5 

H 

204  1        16 

.5 

9.7  ' 

5,280 

800-417 

WC-55.. 

10 

5  ;            7 

■     28.5 

il 

229          18 

.5 

9.7  1 

2,640 

800-418 

WC-56-- 

12 

6              7 

1 

28.5 

il 

229          IS 

.5 

-1 

2,640 

TTnif  »f  ■>v,'v»«<->«'v 

unii 
Weig 

Packed, — 

Cubic  displacement, 

Ship 

^uig  wt;x{$xi(<, 

Specification,  431  and  554. 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

CABLE,  type  WC-57  to  WC-63,  in- 
clusive. 

Submarine;   rubber-insulated;   single  and  mul- 
tiple conductor;  double  armored. 

Type  No. 

Same  as— 

Diam- 
eter of 
other 
armor, 
in  mils. 

Length  on  reel. 

800-419 
8O0-490 
800-491 
800-422 
80O-423 
800-424 
80O-425 

Wa.57.. 

wa.58.. 

WC-59.. 
WC-60.. 
WC^l.. 
WC-62.. 
WC-63.. 

WC-50,  with  an  additional  or  second  armor . 
WC-51,  with  an  additional  or  second  armor . 
WC-52,  with  an  additional  or  second  armor . 
WC-53,  with  an  additional  or  second  armor . 
WC-54,  with  an  additional  or  second  armor . 
WC-55,  with  an  additional  or  second  armor . 
WC-56,  with  an  additional  or  second  armor . 

229 
229 
229 
229 

289 
289 
289 

As  specified  In  order. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 

Unit  of  me 
Weight  pe 
Packed,  - 
Cubic  disp 
Shipping  \i 
Specificati 
Handbook 

a^urc, 

lacement, 

troitrhf 

• 

on,  431  and  554. 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 


Article. 


Useful  information. 


CABLE,  type  WC-64  and  WC-66. . , 


Submarine;  rubber  insulated;  armored;  single 
and  multiple  conductor. 


Type  No. 


800-496 
800-497 


WC-64.. 
1WC-66-- 


Designation. 


Con- 
ductor 
strand. 


1 

1-conductor,  small •..  7 

1-conductor,  shore-end,double- 
armor 7 


Strand 
diameter. 


Mils. 
28.5 


32.0 


Over 
insu- 
lation 
diam- 
eter. 


Inch. 


Armor 
wire  di- 
ameter. 


Ipeci- 

fica- 

tionNo 


Mils. 
51 

162,263 


47S 
410 


CABLE,  type  WC-213  to  WC-218,  in- 
clusive. 


Unit  of  measure, . 

Weight  per  unit, r. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Subterranean;  rubber  insulated;  multiple  con- 
ductors of  1,  3,  6,  and  12  pairs,  respectively; 
lead  sheath;  Jute  serving.  Cables,  types  WC- 
217  and  WC-218,  are  armored. 


Type  No. 


800-438 
800-439 
800-430 
800-431 
800-433 
800-433 


WC-213. 
WC-214. 
WC-216. 
WC-216. 
WC-217. 
WC-218. 


Niunber 
of  con- 
ductors. 


Conductor. 


Number 

of 
strands. 


Diameter 
of each 
strand. 


Mils. 
28.5 
28.5 
28.5 
28.5 
28.5 
28.5 


Minimiun 

thickness 

of  wall. 


iTich. 


Thickness 
of  lead 
sheath. 


Inch. 


Armor, 
diameter. 


Mils. 


134 
148 


Length  on 
reel. 


Fed. 
2,640 
2,640 
1,000 
1,000 
1,000 
1.000 


Unit  of  measure, 

Weight  per  unit, 

Packed, . 

Cubic  displacement,  • 

Shipping  weight, 

Specification,  429. 
Handbook, . 


I  WC-66  is  approved. 
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Numerical 
code  or  No. 


Useful  information. 


800-434     CABLE,  type  WC-251 . 


800-331     CABLE,  type  WC-252. 


800-435 
800-436 
800-437. 
80O-438 
800-439 
800-440 
80O-441 
80O-442 


CABLE,  type  WC-306,  WC-308, 
WC-309,  WC-321,  WC-324  to  WC- 
327,  inclusive. 


Subterranean;  1  pair;  rubber  insulated;  lead 
sheathed;  galvanized  flexible  steel  armor;  lead 
wall,  ^  inch  thick;  armor  0.03  inch  thick;  com- 
pleted  cable  f  inch  in  diameter;  usuallength  on 
reel  1,000  feet. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation,  546. 

Handbook, . 

Subterranean,  3-conductor,  rubber  insulated, 
lead  sheathed,  galvanized  steel  armored;  lead 
wall,  ^  inch  thick,  armor,  0.03  inch  thick. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  71-4. 

Handbook, . 

Submarine;  paper  insulated;  the  core  comprises 
a  number  of  twisted  pairs,  paper  insulated, 
with  color  scheme;  lead  sheath;  jute  roving; 
armored. 


Type  No. 


WC-306 
WC-308 
WC-309 
WC-321 
WC-324 
WC-326 
WC-326 
WC-327 


Minimiun 
number  of 
good  pairs. 


Diameter  of 
conductor. 


Mils. 


Diameter  of 
armor. 


Mils. 


120 
120 
120 
207 
225 
225 
225 
225 


Thickness  of 
sheath. 


Inch. 


Length  on  each 
reel  delivered, 
unless  other- 
wise specified. 


Feet. 


5,280 
5,280 
5,280 
3,000 
3,000 
3,000 
3,000 
3,000 


Unit  of  measure,  — 
Weight  per  unit,  — 

Packed, . 

Cubic  displacement, 
Shipping  weight,  — 
Specification,  427. 
Handbook, . 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-443  1  CABLE 

type  WC-401 

Consists  of  10  pairs  of  No.  19  B.  &  S.  gauge  copper 
wire  with  single  paper  insulation,  the  insulated 
conductors  being  in  color  groups  and  the  whole 
contained  in  a  lead  antimony  sheath  ^  inch 
thick.    (Old  type  401.) 
Unit  of  measure, . 

CABLE 

type  WC-402 

Packed, . 

800-444 

Specification,  197. 

Handbook, . 

Consists  of  15  pairs  of  No.  19  B.  &  S.  gauge  copper 
wire,  with  single  paper  insulation,  the  insulated 
conductors  being  in  color  groups  and  the  whole 
contained  in  a  lead  antimony  sheath  -^  inch 
thick  and  ||  inch  in  diameter;  approximate 
weight  98  pounds  per  foot.    (Old  type  402.) 

Unit  of  measure, . 

type  WC- 403 

Packed, . 

1 

800-445 

CABLE, 

cabIe, 

Specification,  197. 

Handbook, . 

Consists  of  20  pairs  of  No.  19  B.  <t  S.  gauge  copper 
wire  with  single  paper  insulation,  the  insulated 
conductors  being  in  color  groups  and  the  wh(de 
contained  in  a  lead  antimony  sheath,  ^  inch 
thick.    (Old  type  403.) 

tjT)e  WC-404 

Writrht  nnr  unit 

Packed, . 

800-446 

Speci  "cation,  197. 

Handbook, ; 

Consists  of  25  pairs  of  No.  19  B.  &  S.  gauge  copper 
wire  with  single  paper  insulation,  the  insulated 
conductors  being  in  color  groups  and  the  whole 
contained  in  a  lead  antimony  sheath,  ^  inch 
thick   and    }f   inch   diameter,   approximate 
weight,  1.23  pounds  per  foot.    (Old  type  404.) 

Wniirht  nor  unit 

Packed, . 
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Numerical 
code  (M-  No. 


•  Article. 


Useful  information. 


SOO-446 


CABLE,  type  WC-404— Continued. 


800-447  ,  CABLE,  type  WC-405. 


800-448 


CABLE,  type  WC-406. 


800-449     CABLE,  type  WC-407. 


800-4ft0 


CABLE,  type  WC-408. 


Cubic  displacement, . 

Shipping  weight, . 

Specilcation,  197. 

Handbook, . 

Consists  of  30  pairs  of  No.  19  B.  &  S.  gauge  copper 
wire  with  single  paper  insulation,  the  insulated 
conductors  being  in  color  groups  and  the  whole 
contained  in  a  lead  antimony  sheath,  ^  inch 
thick.    (Old  tyop  405.) 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

SpeciCcation,  197. 

Handbook, . 

Consists  of  40  pairs  of  No.  19  B.  &  S.  gauge  copper 
wire  with  single  paper  insulation,  the  insulated 
conductors  being  in  color  groups  and  tbe  whole 
contained  in  a  lead  antimony  sheath,  ^  inch 
thick.    (Old  type  406.) 

Unit  of  measure, . 

Weight  per  imit, . 

Packed, .  , 

Cubic  displacement, . 

Shipping  weight, . 

SpeciCcation,  197, 

Handbook. 

Consists  of  50  pairs  of  No.  19  B.  &  S.  gauge  copper 
wire  with  single  paper  insulation,  the  insulated 
conductors  being  in  color  groups  and  the  whole 
contained  in  a  lead  antimony  sheath,  ^  inch 
thick  and  1^  inches  diameter;  approximate 
weight,  2.01  pounds  per  foot.    (Old  type  407.) 

Unit  of  measure, . 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  197. 

Handbook, . 

Consists  of  75  pairs  of  No.  19  B.  <t  S.  gauge  copper 
wire,  with  single  pax)er  insulation,  the  insulated 
conductors  being  in  color  groups  and  the  whole 
contained  in  a  lead  antimony  sheath,  ^-inch 
thick.    (Old  type  408.) 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-450 

CABLE,  type  WC-408— Continued. 

Unitofmea 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, 

Shipping  weight, . 

Specification,  197. 

Handbook, .             • 

800-451 

CABLE,  type  WC-409 

Consists  of  100  pairs  of  No.  19  B.  <&  S.  gauge  copper 
wire,  with  single  paper  insulation,  the  insulated 

* 

conductors  leing  in  color  groups  and  the  whole 

contained  in  a  lead  antimony  sheath,  ^-inch 

thick  and  lf|-inches  diameter;  approximate 

weight,  3.98  pounds  per  foot. 

(Old  type  409.) 

I            Unit  of  measure , . 

Weight  per 

unit 

Packed, . 

Cubic  displacement, 

Shipping  weight, . 

Specification,  197. 

Handbook, . 

CABLE,  type  WC-411  to  WC-419, 

;   lead  covered 

inclusive. 

unarmored;  not  approved  for  future  purchase 

, 

1,000  feet  of  cable  on  reel. 

Type  No. 

Pairs. 

Conductor 
diameter. 

Thickness  of 
lead. 

Diameter. 

Weight  per 
mile. 

JMIi*. 

Inch. 

Mils. 

Pounds. 

800-452 

WC-411 

10 

25.3 

3/32 

0.607 

4,229 

800-453 

WC-412 

15 

25.3 

3/32 

.682 

4,937 

800-454 

WC-413 

20 

25.3 

3/32 

.737 

5,549 

800-455 

WC-414 

25 

25.3 

3/32 

.787 

6,088 

800-456 

WC-415 

30 

25.3 

3/32 

.827 

6,520 

800-457 

WC-416 

40 

25.3 

7/64 

.943 

8,664 

800-458 

WC-417 

50 

25.3 

7/64 

1.023 

9,646 

800-459 

WC-418 

75 

25.3 

7/64 

1.193 

11,890 

800-460 

WC-419 

100 

25.3 

7/64 

L353 

14,050 

Unit  of  measure, . 

Weight  per  unit, . 

Packed. . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-«61 


CABLE,  type  WC-601. 


800-462 


CABLE,  type  WC-502. 


10-<x)nductor;  navy  tjrpe;  formerly  known  as 
"Interior  communication  cable,  leaded  and 
armored";  each  conductor  consists  of  7  strands 
of  copper  wire,  each  0.020  inch  diameter,  6  of 
the  wires  lying  around  the  seventh;  each  con- 
ductor thus  made  up  is  insulated  with  a  wrap- 
ping of  cotton  thread,  a  layer  of  rubber  com- 
pound, and  a  cotton  braid;  the  complete  cable 
is  made  of  10  such  conductors  grouped  together, 
jute  filled,  wrapped  with  tape  and  another 
layer  of  rubber  and  then  covered  successively 
with  a  lead  sheath,  a  layer  of  acid-free  com- 
pound, a  layer  of  rubber-filled  tape,  another 
layer  of  compound,  another  layer  of  tape,  and 
an  armor  consisting  of  galvanized  soft^teel 
wires;  completed  diameter,  1.112  inches. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, — . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  576. 

Handbook, . 

3-conductor;  Navy  type;  formerly  known  as 
"Interior  communication  cable,  armored"; 
each  conductor  consists  of  7  strands  of  copper 
wire,  each  0.020  inch  in  diameter;  6  of  the  wires 
lying  around  the  seventh;  each  conductor 
thus  made  up  is  insulated  with  a  wrapping  of 
cotton  thread,  a  layer  of  rubber  compound, 
and  a  cotton  braid;  the  complete  cable  is  made 
up  of  3  such  conductors  grouped  together,  jute 
filled,  wrapped  with  tape  and  another  layer  of 
rubber  and  then  covered  with  an  armor  con- 
sisting of  braided  galvanized  soft-steel  wire; 
completed  diameter,  0.644  inch. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification,  576. 
Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

CABLE,  type  WC-601  to  WC-614, 

Power:    Rubber  insulated;    single  conductor: 

inclusive. 

braided. 

Type  No. 

Area. 

Number 

of  strands 

per 

Diameter 
ofsinele 

Resistan^'C 

of  conductor 

per  1,000 

Thickness 
of  wall 
of  rubber 

Length  on 
reel;  single 
braided  and 

conductor. 

feet,  68°  F. 

insulation. 

single  L.  C. 

Circular 

Unit  of 

miU. 

Mils. 

quantity. 

Inch, 

Feet. 

800^63 

WC-601 

4,107 

64.08 

2.521 

A 

2,000 

800-464 

WC-602 

6,530 

80.81 

1.586 

^\ 

2,000 

800-465 

WC-603 

10,380 

102.0 

.9972 

A 

1,500 

800-466 

WC-604 

16,510 

48.6 

.6271 

A 

1,500 

800-467 

WC-605 

26,250 

61.2 

.3944 

iV 

1,500 

800-468 

WC-606 

33,100 

68.8 

.3128 

A 

1,500 

800-469 

WC-607 

41,740 

77.2 

.2480 

W 

1,500 

800-470 

WC-608 

52,630 

19 

52.6 

.1967 

A 

1,500 

800-471 

WC-609 

66,370 

19 

59.1 

.1560 

i\ 

1,000 

80(^^78 

WC-610..... 

83,690 

19 

66.4 

.1237 

V^ 

1,000 

800-473 

WC-611 

105,500 

19 

74.5 

.09811 

s\ 

1,000 

800-474 

WC-612 

133,100 

19 

83.7 

.07780 

A 

1,000 

800-476 

WC^613 

167,800 

19 

94.0 

.06170 

A 

1,000 

800-476 

WC-614 

211,600 

19 

105.5 

.04893 

A 

1,000 

Unit  of  measure,  - 

Weight  per  unit,  - 

Packed, . 

Cubic  displacemeE 

It, . 

Shipping  weight; - 

, 

Specification,  432. 

Han 

ibook, 
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Numerical 
code  or  No. 

Article.                         j 

1 

Useful  information. 

CABLE,  type  WC-621  to  WC-634, 

Power:  Rubber  insulated; 

single  conductor;  lead 

inclusive. 

covered. 

Type  No. 

Area. 

Number 
of  strands 
per  con- 
ductor. 

Diameter 

of  single 

wires. 

Resist- 
ance of 
conductor 
or  per  1,000 
feet,  68°  F. 

Thick- 
ness of 
wall  of 
rubber 
insula- 
tion. 

Length  on 

reel,  single 

l'.  C. 

Thick- 
ness of 
lead. 

CircvJar 

Mils. 

Mils. 

iTich. 

Feet. 

Inch. 

800-477 

WC-«21... 

4,107 

64.08 

2.521 

A 

2,000 

A 

800-478 

WC-622... 

6,530 

80.81 

L586 

A 

2,000 

A 

800-479 

WC-623... 

10,380 

102.0 

.9972 

A 

1,500 

800-480 

WC-624... 

16,510 

48.6 

.6271 

A 

1,500 

800-481 

WC-«25... 

26,250 

61.2 

.394* 

A 

1,500 

800-482 

WC-626... 

33,100 

68.8 

.3128 

A 

1,500 

800-483 

WC-627-.. 

41,740 

77.2 

.2480 

A 

1,500 

800-484 

WC-628... 

52,630 

52.6 

.1967 

A 

1,500 

800-485 

WC-«29... 

66,370 

59.1 

.1560 

A 

1,000 

800-486 

WC-630... 

83,690 

66.4 

.1237 

A 

1,000 

800-487 

WC-631... 

105,500 

74.5 

.09811 

A 

1,000 

800-488 

WC-632... 

133,100 

83.7 

.07780 

A 

1,000 

800-489 

WC-633... 

167,800 

94.0 

.06170 

A 

1,000 

8OO-490 

WC-634... 

211,600 

105.5 

.04893 

A 

1,000 

TTrit*'  nt  moaottra     

unit  oi  mr 
Weight  pe 

JaUKALSif  

r  unit,  — 

Packed, . 

Cubic  displacement. 

Shipping  ^ 

veignx!,  — 

Specification,  432. 

Handbool 

^ ' — • 

Digitized  by  LjOOQ IC 


144  SIGNAL  CORPS  STORAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

1 

Article. 

Useful  information. 

Cable,  trpe  WC-641  to  654,  inclusive.. 

duplex;  lead  covered 

Type  No. 

Area. 
Circular 

Number 
of  strands 
per  con- 
ductor. 

Diameter 

of  single 

wires. 

Resist- 
ance of 
conductor 
per  1,000 
feet,68T. 

Thick- 
ness of 
wall  of 
rubber 
insula- 
tion. 

Length  on 
reels, 
duplex 

l:c. 

Thick- 
nessof 
lead. 

miUs. 

Mils. 

Inch. 

Feet. 

Inch. 

800-491 

WC-641... 

4,107 

1 

64.08 

2.521 

A 

1,000 

A 

800-492 

WC-642... 

6,530 

1 

80.81 

1.586 

A 

1,000 

A 

800-493 

WC-643... 

10,380 

1 

102.0 

.9972 

A 

1,000 

800-494 

WC-644... 

16,510 

7 

48.6 

.6271 

A 

1,000 

800-495 

WC-645... 

26,260 

7 

61.2 

.3944 

A 

1,000 

800-496 

WC-646... 

33,100 

7 

68.8 

.3128 

A 

1,000 

800-497 

WC-647... 

41,740 

7 

77.2 

.2480 

A 

1,000 

800-498 

WC-648... 

52,630 

19 

52.6 

.1967 

A 

1,000 

800-499 

WC-649... 

66,370 

19 

59.1 

.1560 

A 

1,000 

800-600 

WC-650... 

83,690 

19 

66.4 

.1237 

A 

1,000 

800-501 

WC-651... 

105,500 

19 

74.5 

.09811 

A 

1,000 

800-502 

WC-652... 

133,100 

19 

83.7 

.07780 

A 

1,000 

80O-503 

WC-653... 

167,800 

19 

94.0 

.06170 

A 

1,000 

80O-504 

WC-654... 

211,600 

19 

105.5 

.04893 

A 

1,000 



Unit  of  measure, 

, 

weight  pel 

.A 

univ, 

Packed, . 

Cubic  displacement,  - 

• 

Shipping  \R 

rtkitrht   

reiguv, 

Specification,  432. 

Handbook 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

CABLE 

type  WC-661  to  WC-674, 

Power;  rubber  insulated;  duplex;  lead  sheath; 

inclusive. 

i 
1 

armor. 

Type  No. 

Area. 

Num- 
ber of 
strands 
per  con- 
ductor. 

Piame- 
ter  of 
sinele 
wires. 

Resin- 
ance  of 
conduc- 
tor per 
1,000  feet 
68"  F. 

Thick- 
ness of 
wall  of 
rubber 
insula- 
tion. 

Length 
on  reel, 
duplex 
L.C.and 
armored. 

Thick- 
ness of 
lead. 

Diame- 
ter of 
armor 
wires. 

Circular 

mils. 

Mils. 

Inch. 

Feet. 

Inch. 

Mils, 

800-506. 

WC-661.. 

4,107 

64.08 

2. 521 

A 

1,000 

A 

114 

800-506. 

WC-662.. 

6,530 

80.81 

1.586 

A 

1,000 

A 

114 

800-507 . 

WC-663. . 

10,380 

102.0 

.9972 

A 

1,000 

114 

800-508. 

WC-664. . 

16,510 

48.6 

.6271 

A 

1,000 

114 

800-509. 

WC-665. . 

26,250 

61.2 

.3944 

A 

1,000 

144 

800-510. 

WC-666.. 

33,100 

68.8 

.3128 

A 

1,000 

144 

800-611. 

WC-667. . 

41,740 

77.2 

.2480 

A 

1,000 

162 

800-612. 

WC-668.. 

52,630 

52.6 

.1967 

A 

1,000 

162 

800-613. 

WC-669.. 

66,370 

59.1 

.1560 

A 

1,000 

162 

800-614. 

WC^70. . 

83,690 

66.4 

.1237 

A 

1,000 

162 

800-516. 

WC-671. . 

105,500 

74.5 

.09811 

A 

1,000 

162 

800-616. 

WC-«72. . 

133,100 

83.7 

.07780 

A 

1,000 

162 

800-517. 

WC-673. . 

167,800 

94.0 

.  06170 

A 

1,000 

162 

800-618. 

WC-674. . 

211,600 

105.5 

.04893 

A 

1,000               i 

162 

Unit  of  tnGflsu'''*   • 

Weight  per  ui 
Packed, 

■^if 

Cubic  displace 
Shipping  weij 
Specification, 
Handbook,  — 

„^ 

^meni, 

rhf 

• 

lax, 
432. 

800-619 

CABLE, 

typeWC-< 

175 

Power;  duplex;  comprises  2  parallel  conductors' 
of  9,000  circular  mils  area  each,  the  conductors 
being  insulated  with  a  thickness  of  rubber  and 

a  winding  of  tape,  and  then,  being  grouped 
together,  covered  with  a  smooth  braid,  an  0.045 
inch  thickness  of  lead,  and  a  steel  armor;  diam- 

eter over  steel,  0.799  inch;  used  in  Set,  signal 

lamp,  type  EE-36.     Drawing  936a. 
Unit  of  measure, . 

Weight  per  ui 
Packed, 

lit 

14ie45->20 


-10 
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146  SIGNAL  COBPS  STOBAGE  CATAIiOGXTE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT-Continued. 


Numerical 
code  or  No. 


800-519 


800-520 


800^521 


«00-522 


Article. 


CABLE,  type  WC-«75— Continued. 


CABLE,  type  WC-676. 


CABLE  DRESSER,  type  TL-90.. 


CABLE  REEL  JACK,  type  MC-14 


Useful  information. 


Cubic  displacement, . 

Shipping  weight,  — : — . 

Specification,  576. 

Handbook, . 

Obsolete;  a  flexible  8-conductor  cable,  each  conductor 
rubber  insulated  and  braided  and  the  grouped  con- 
ductors similarly  insulated  and  braided;  used  in 
Set,  service  telautograph,  type  EE-49.  Drawivg 
S79a. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, .  I 

Cubic  displacement, .  I 

Shipping  weight, . 

Specification, . 

Handbook, . 

Comprises  a  solid  piece  of  dogwood  turned  to  a 
handle liinchesdiameterand 6  inches  long  and 
to  an  8-indi  extension  Ij  inches  wide  and  if 
Inches  high,  with  beveled  end;  used  to  shape 
completed  splices  in  cable.     Drawing  401. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  — . 

Handbook, . 

A  temporary  device  designed  to  be  buUt  by  car- 
penters In  emergencies;  comprises  2  joists  2 
inches  wide  by  8  inches  high  by  12  feet  long, 
which  are  supported  at  one  end  by  wooden  legs 
of  sawhorse  type  to  form  2 rails  upon  whlcli  the 
cable  reel  is  rolled  on  its  axis;  2  iron  pins  are 
provided  for  insertion  in  holes  In  the  rails  to 
bold  the  reeel  in  Its  elevated  position.  I>raw- 
ing  776. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 

Specification, . 

Handbook, 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-523 

CAGE,  type  PG-13 , 

Pigeon;  formerly  designated,   *'Cage,  rat-proof 

for  pigeons,"  a  light  wire  frame,  34  inches  by 

24  inches  by  17  inches,  covered  on  sides  by  ^ 

inch  wire  netting;  entire  top  opening  on  hinges. 

and  equipped  with  small  padlock,  clasp,  and 

staple. 

Unit  of  measure,  each. 

Weight  per  unit,  25i  pounds. 

Packed, . 

Shipping  weight, . 

fl-rvonlfl/Mif  Inn     

opeciucauon, . 

Handbook, . 

800-524 

CAMERA,  type  PH-1 

Motion-picture;  for  field  use;  in  metal  case  of 

waterproof  construction;  complete  with  case. 

mechanism,  fittings  for  attachment  of  shoulder 

straps  and  for  attachment  of  tripod,  footage 

• 

indicator,  and  suitable  brackets   to   permit 

quick  and  correct  mounting  of  view  finder; 

used  in  Camera  equipment,  type  PH-3. 

Unit  of  measure,  each. 

Weight  per  unit,  30  pounds,  approx. 

Packed, . 

oiuppiijg  weigiii;. 

Specification,  602. 

Handbook, . 

800-625 

CAMERA     EQUIPMENT,      type 

Motion  picture;  for  field  use.    The  equipment 

PH-3. 

includes  specially  designed  but  unnumbered 

Comprises: 

parts  and  spares. 

800-624 

Camera,  type  PH-1  (1). 

Unit  of  measure,  each. 

80O-535-1 

Kit,  repair  (1): 

Weight  per  unit, . 

80O-535-2 

Cases»,  carrying  (2). 

Packed, . 

80O-625-3 

Cranks,  (2)  spare. 

80O-62&-4 

Shipping  weight, . 

800-525-6 

Finder  (1)  spare. 

Specification,  602. 

80O-525-6 
80O-525-7 

Lens  set,  type  PH-2  (1). 
Magazines,  type  M-38  (6). 

Handbook 

XACTElv*  KfVSMMI^f                             • 

80O-625-8 

Pads,  velvet  light  (6). 

800-625-0 

PUers  (1  pair). 

80O-526-10 

Screwdrivers  (2). 

800-2222 

Tripod,  type  M-39  (1). 

1  One  for  camera;  1  for  supplies. 


Digitized  by  LjOOQ IC 


148  SIGNAL  COBFS  STOBAQE  CATALOGTTE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIP  ME  NT-Continued. 


800-526 


CASE,  type  BC-30. . 


800-527 


800-528 


800-529 


CASE,  type  BC-31. 


CASE,  type  BC-82.. 


CASE,  type  BG-34., 


Instrument;  leather;  to  contain  1  Voltmeter 
type  1-3,  and  1  Ammeter,  type  1-4;  for  testing 
dry  batteries. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight,  —■ . 

Specification, . 

Handbook, . 

Carrying;  black  leather;  5\  by  5}  by  12  inches; 
for  carrying  in  a  group  Voltmeters,  types  1-5 
and  1-6,  and  Anmieters,  types  1-7, 1-8,  and  1-9. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Battery;  used  in  Set,  signal  lamp,  type  EE-7,  to 
contain  4  Batteries,  type  B  A-15;  consists  of  a 
leather  box  5i  by  6  by  2i  inches,  equipped  with 
2  belt  loops. 

Unit  of  measure,  each. 

Weight  per  imit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  600. 

Handbook, . 

Carrying;  a  small  sole-leather  case,  with  nickeled 
brass  fittings,  sUding  by  means  of  2  loops  upoo 
the  carrying  strap  of  Case,  ty  pe  B  G-35;  Dimen- 
sions, 13  by  2i  by  H  inches;  used  to  contain 
mirror  bar,  type  HI^  in  Set,  heliograph, 
typeEE-16.    Drawing.32501C6. 

Unit  of  measure,  each. 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  246. 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-530 


CASE,  type  BG-35.. 


800-531 


CASE,  type  BG-36. 


800-534 


CASE,  type  30-40.. 


Carrying;  sole-leather,  with  nickeled-brass  fit- 
tings and  carrying  strap;  dimensions  approx- 
imately 8i  by  8 J  by  4 1  inches;  used  to  contain 
mirror  box  in  Set,  heliograph,  type  EE-16. 
Drawing  32501C6. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  246. 

Handbook, . 

Carrying;  skeleton;  sole  leather  with  nickeled 
brass  fittings;  used  in  Set,  heliograph,  type 
EE-16,  to  contain  2  Tripods,  type  HL-S;  com- 
prises 2  caps,  each  5  inches  long  and  3}  inch 
diameter,  which  fit  over  the  ends  of  the  tri- 
pods; two  1-inch  leather  straps  are  supplied, 
one  of  which  runs  longitudinally  around  the 
caps  and  tripods  and  when  buckled  forms  a 
earning  strap;  the  other  passes  around  the  mid- 
dle of  the  folded  tripods  and  includes  the  lon- 
gitudinal strap;  containing  folded  tripods; 
carrier  is  3  feet  7h  inches  long.  Drawing 
32501C6. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, -. 

Shipping  weight, . 

Specification,  246. 

Handbook, -. 

Obsolete;  field  glass;  for  use  on  signal  officer's 
baldric;  approximate  dimensions,  7|  inches  long 
by  t  inches  high  by  1^  inches  deep;  equipped 
with  loops  for  carrying  straps  and  beU;  Drawing 
656. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 


Article. 


Useful  information. 


800-536 


CASE,  type  BG-43. 


800-537 


CASE,  type  C5-2. 


80O-538 


CASE,  type  CS-3. 


800-530 


CASE,  type  CS-5. 


A  canvas  roU,  18}  inches  long  by  10|  inches  wide 
when  extended,  which  contains  pockets  for  the 
tools  of  Equipment,  type  TE-20,  and  is  sup- 
plied with  2  tie  tapes:  formerly  stencUed  with 
the  words  "Inspector's  Marking  Kit,"  the 
Signal  Corps  insignia,  and  the  words  "Signal 
Corps,  United  States  Army."    Drawing  1390. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Carrying;  wood;  with  4  compartments,  hinged 
front  cover  and  carrying  strap;  over-all  dimen- 
sions, 1  foot  4  inches  by  7i  inches  by  llf  inches; 
used  for  carrying  Set,  box,  type  BC-17  spare 
batteries,  message  blanks,  etc.  Western  Elec- 
tric Co.    drawing  A-116728. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook . 

Battery;  consists  of  wooden  block  12  by  1}  inches 
with  2  spring  clamps,  for  holding  Battery,  type 
BA-3;  used  in  Set,  type  SCR-73.  Drawing 
RL-SK-1018. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Carrying;  fiber;  9  by  5  by  10}  Inches;  for  Switch- 
board, type  BD-9.    Drawing  lOl-C-5. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification, . 

Handbook,  - 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

8OO-540 

CASE,  t3rpe  CS-6 

Carrying;  fiber;  18  by  6  by  lOJ  inches;  for  Switch- 
board,  type  BD-10. 

Unit  of  measure,  each. 

Wm'irht  ntw  iintt 

TVci{^t  per  unit, 

Packed, . 

QnnrlftrfLfinTi 

Handbook, . 

800-541 

CASE,  typeCS-7 

Carrying;  fiber;  27  by  5  by  lOi  inches;  for  Switch- 
board, type  BD-11.    Drawing  lOl-D-15. 
Unit  of  measure,  each. 

Packed, . 

Cubic  displacement, . 

fthinninr  Trnfcht 

Specification, . 

Battery;  carrying;  white  pine,  with  brass  fittings,, 
formerly  known  as  "Battery  case,  Field  Ar- 

SOO-649 

CASE,  type  C8-8 

tillery  type";  over-all  dimensions  3H  by  6i 

by  6}  inches;  Drawing  50303B1. 

Unit  of  measure,  each. 

Wcirht  Ttcr  unit 

Packed, . 

Cubic  displacement, . 

Specification,  595A. 

Handbook, . 

900-64S 

CASE,  type  CS-0 

Carrying;  for  maps;  a  waterproof  folding  duck 
case,  approximately  11  by  5i  by  IJ  inches; 

opens  to  3  times  its  closed  width,  presenting  a 

celluloid  covered  interior  in  which  maps  are 

laid  under  the  celluloid;  fitted  with  beUows, 

pockets  for  notes  and  pencil  pockets;  supplied 

with  shoulder  carrying  strap  making  a  loop  2 

feet  long  when  attached. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification,  604. 

Handbook, . 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800^44 

CASE,  type  CS-10 

Reagent;  for  testing  electrolyte;  case  may  be  of 
oak  or  cherry.    Each  of  the  5  reagent  tubes  is 

Comprises: 

■800-544-  1 

Case,  8tV  by  8i  by  2|  inches 

5  inches  long  by  finch  in  diameter  and  provided 
with  acid-proof  stoppers.  The  dimensions  of  the 

CONTENTS. 

4  testing  tubes  are,  respectively,  6  by  }  inches; 

, 

5  by  1  inches;  4  by  i  inches;  3  by  f  inches. 

«00-644-  2 

Aqua  ammonia,  8  ounces. 

Unit  of  measure,  each. 

800-644-  3 

Bottles,  glass  stopper  (2). 

Weight  per  unit, . 

800-544-  4 

Dipheny  lamine,  i  ounce. 

Packed, . 

800-544-  5 

Iodide  of  potassium,  \  ounce. 

800-544-   6 

Reagent  tubes  of  test  glass,  (5). 

800-544-  7 

Red  prussiate  of  potash,  J  ounce. 

Specification,  315. 

800-544-  8 

Silver  nitrate,  \  ounce. 

Handbook, . 

800-544-  9 

Test-tube  holder,  pine  (1). 

80O-544-10 

Testing  tubes  (4). 

800-^44-11 

Yellow  prussiate  of  potash,  J  ounce. 

800-545 

CASE,  type  CS-12 

Electrical  instrument;  an  oak  box  with  a  hinged 

# 

cover  and  reinforced  comers,  measuring  35J 

inches  long  by  29i  inches  wide  by  12f  inches 

deep,  and  containing  compartments  and  fasten- 

ing straps  for  the  parts  of  Equipment,  type 

EE-63.    Drawings  166a  and  166b. 

Unit  of  measure,  each. 

Wr^irht  nnr  unit 

Packed, . 

Cubic  dianlftCTTTifint 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-546 

CASE,  type  ML-19 

Barometer;  glass;  designed  to  contain  2  barom- 

ters,  observatory  mountain  t3-pe;  lighted  front 

and  sides;  frame  of  polished  mahogany  with 

suspension  hook  and  cistern  steadying  crew; 

Henry  J.  Green  Catalogue,  page  9,  paragraph 
4a. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800  547 

CASE,  type  ML-48 

Barometer;  mahogany  base  with  lock  and  key; 

.  provified  with  iron  mounting  brackets;  it  is  of 

.such  dimensions  as  to  hold  a  single  mercurial 

barometer;  opal  glass  plates  in  the  back  form  a 
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Numtfical 
code  or  Na 


800-547 


800-548 


800-549 


80O-54&-1 


80O-54&-2 
800-548-3 
800-549-4 
80O-549-5 
800-549-6 
800-54&-7 


800-550 


Article. 


CASE,  type  ML-48— Continued. 


CASING,  type  CS-1. 


CAVALRY  BUZZER,  M1910. 
Comprises: 


CONTENTS. 

Batteries. 

Buzzer  and  key  condensers. 

Condensers. 

Induction  coil. 

Receiver. 

Transmitter. 


CHEST,  type  BC-5. 


Useful  information. 


translucent  background;  the  front  and  sides 
turn  back  on  hinges  disclosing  the  Jjarometer 
ready  for  use.  Henry  J.  Green  Catalogue,  page 
9,  paragraph  4,  1918. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, , 

Handbook, . 

Streamline;  micarta;  for  housing  radio  appara- 
tus of  Set,  type  SCR-73;  16  by  6  J  inches.  Draw- 
ing  RL-D-1045. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

An  instrument  suitable  for  operation  either  as- 
a  local  battery  telephone  or  as  a  complete  tele- 
graph instrmnent.  Case  is  of  hard  red  fiber 
and  leather  covered.  Parts  are  connected  and 
mounted.  No  longer  in  use;  not  to  be  mistaken 
for  service  buzzer,  type  EE-63,  by  which  it  is 
superseded. 

Unit  of  measure,  each . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

For  general  use;  wood  and  fiber,  reinforced  with 
iron;  29  by  18  by  14H  inches;  cloth  lined  and 
equipped  with  leather  handle  and  lock. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  614. 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-551 

CHEST,  type  BC-26 

Carrying;  wooden;  with  wooden  hinged  cover  and 
metal  carrying  handles;  for  carrying  Set,  type 

SCR-54-A;  compartment  for  set  box  equipped 

with  Shock  absorber,  type  M-8;  over-all  dimen- 

sions, 3  feet  81  inches  by  14i  inches  by  10^ 

inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3043. 

Handbook, . 

800-552 

CHEST,  type  BC-35 

Carrying;  wooden;  with  hinged  wooden  cover  H- 
inch  thick;  outside  dimensions,  24^  by  11  inches 

by  5  feet  6  inches;  inside  dimensions,  22J  by  9^ 

inches  by  5  feet  2f  inches;  strip  inside  of  box,  2 

by  i  inch,  along  front  and  sides,  is  flush  with 

with  the  back  and  projects  f  inch  above  the 

tr aat  and  sides;  hinged  cover;  used  for  packing 

antenna  material  of  Equipment,  type  A-6. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

CHEST,  type  BC-43 

Carrjrlng;  for  Set,  type  SCR-79;  wooden,  12}  by 

26i  by  19  inches;  with  wooden  hinged  panel;  4 

compartments  and  1  drawer;  equipped  with 

carrying  handles.    Drawing  RL-E-2455. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Speclflcation, '■. 

Handbook  

800-554 

CHEST,  type  BC-79 

Pine;  internal  diminsions  approximately  10  by  6^ 

by  24  inches;  thickness  of  wood  |  hich;  used  in 

Tanks,  type  M-48. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 
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Numerica 
code  or  No. 

Article. 

Useful  inXormation. 

80O-554 

CHEST,  type  BC-79-Continued. 

Shipping  weight, . 

Specification,  588. 
Handbook, . 

800-555 

CHEST,  type  BC-80 

Pine;  inside  dimensions  12J  by  lOJ  by  25  inchesr 
wood,  f  inch  thick;  cover  provided  with  2 

wrought-steel  hinges  2  inches  wide  and  secured 

with  a  hinge  box  clasp;  the  bottom  and  top  are 

braced  with  battens;  used  to  contain  Set,  strom> 

bos  horn,  type  EE-17. 

Unit  of  measure,  each. 

Wrirht  nnr  unit 

weigni  per  uiui. 

Packed, . 

Cubic  displacement, . 

Specification,  588. 

Handbook, . 

800-556 

CHEST,  type  BC-97 

Basswood;    used  in  Equipment,  type  EE-54; 
comprises  a  metal -bound  box  with  handles,. 

hinges,   catches,,  etc.,   having  the  following 

inside  dimensions:    16^  inches  wide  by  21 J 

inches  long  by  12^  inches  deep;    contains  10 

trays  or  compartment^  drawing  1352. 

Unit  of  measure,  each. 

Weight  per  unit, . ' 

Packed, . 

Specification  587. 

Handbook . 

800-557 

CINCHA  BAND,  type  ST-7 

With  iron  ring  at  each  end;  21^  inches  long,  S 
inches  wide;  used  in  Set,  type  SCR-49;  draw- 
ing  1034. 

Unit  of  measure,  each. 

Wrirht  nnr  unit 

.  Cubic  displacement, . 

Specification . 

Handbook . 

800-558 

CIPHER  DISK,  type  MC-16 

Celluloid;  consists  of  celluloid  disk  revolving 
upon  a  celluloid  card;  an  alphabet  reading 
from  right  to  left  is  printed  in  upper-case  let- 
ters on  the  card  and  an  alphabet  reading  from 
left  to  right  is  printed  on  the  circle. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 
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Numerical 
code  or  No. 


Article. 


Useful  informacion. 


800-558 


800-559 


CIPHER  DISK,  type  MC-16— Con. 


CIRCUIT  BREAKER,  type  SW-55. 


800-560 


CLAMP,  type  FT-12. 


800-561 


CLAMP,  type  FT-14. 


800-562 


CLAMP,  type  FT-14- A. 


Shipping  weight, . 

Specification . 

Handbook,  Signal  Book,  U.S.  Army,  1916. 
Electromagnetic  circuit-breaking  device  having 
a  soft-iron  armature  and  equipped  with  a  sole- 
noid wound  with  No.  11  single  cotton-covered 
copper  wire;  inclosed  in  a  cast-iron  case  with 
suitable  mounting  lugs  and  binding  posts: 
first  used  with  Control  box,  type  BE-32; 
drawing  499h-l. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, .• 

Cubic  displacement, . 

Shipping  weight, . 

Specification . 

Handbook . 

Mast;  for  use  in  6-ton  tank;  2  pieces  of  metal 
supported  on  three  insulators;  1  hinged  block 
equipped  with  locking  device;  for  holding 
antenna  mast  in  vertical  position  and  provid- 
ing electrical  contact. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification  3106. 

Handbook . 

Mast:  made  from  f-inch  strip  steel:  jaws  of  clamp 
3  inches  long  by  IJ  inches  wide:  fitted  with  i  by 
2}  inch  carriage  bolt  and  -j^-inch  wing  nut:  used 
in  Mast  section,  type  MS-13.  Drawing  RL- 
SK-1178. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Mast:  comprised  a  bolt,  wing  nut,  and  2  metal 
strips  for  holding  together  2  mast  sections:  3|  by 
IJ  inches.    Drawing  RL-A-1318. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Digitized  by 


Google 


SIGNAL  COBPS  STOBAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


167 


80O-563 


800-563 


800-564 


800-565 


800-^66 


CLAMP,  type  FT-14-A— Continued. 


CLAMP,  type  FT-60. 


CLEAT,  type  PF-49.. 


CLIP,  type  FT-24. 


CLOCK,  type  1-15. 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Mounting:  for  Ammeter,  type  1-22:  collar  of 
aluminum  casting,  for  mounting  this  ammeter 
in  Set  box,  type  BC-47.    Drawing  RB-2824. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, —. 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2117. 

Handbook, . 

Crossarm:  hard  maple,  g  by  i  by  21  inches:  drilled 
for  No.  8  flush-head  screw,    r rawing  600-2. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Si)ecification,  — - — . 

Handbook, . 

Galvanized-steel  clip  for  wire  rope:  drop  forged: 
Crosby  pattern:  for  g-inch  wire  rope:  consists 
of  a  U-shaped  bolt  with  nuts  on  each  end  and  a 
clamp  bar  that  fits  over  both  ends  and  is  forced, 
by  tightening  the  nuts,  to  grip  tightly  the  wires 
held  in  the  curve  of  the  bolt.    Drawing  600-2. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Si)ecification, . 

Handbook, . 

Automobile  flush  type:  Waltham  model  F:  15- 
jewels:  8-day. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3094. 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


800-667 


800-568 


CLOCK,  typo  1-31. 


CLOCK,  type  1-32. 


800-569     COIL,  type  C-1. 


80O-570 


COIL,  type  C-2. 


Useful  information. 


Time  interval;  spring  actuated;  capable  of  oper- 
ating the  bells  of  a  battery  command  at  inter- 
vals of  15  and  20  seconds;  provided  with  a  sec- 
ond hand  sweeping  over  the  whole  face  of  the 
clock  while  the  hour  and  minute  hands  an 
mounted  on  a  small  secondary  dial  described 
upon  the  large  dial;  provided  also  with  a  suit- 
ably connected  starting  and  stopping  button, 
a  Relay,  type  SW-52  and  a  Condenser,  type 
CA-62.    Drawing  355c. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Master  clock  of  time-interval  bell  system;  for- 
merly installed  at  each  fort  of  an  artillery  dis- 
trict; electrically  operated  and  self-winding; 
manufactured  by  Foote,  Pierson  &.  Co.;  defi- 
nitely dropped  and  replaced  by  Clock,  type 
1-31.    Drawing  3. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Telephone  induction;  Western  Electric  Co.  No. 
45;  primary  resistance  1.8  to  2.2  ohms;  second- 
ary resistance,  1,386  to  1,694  ohms;  primary 
winding,  360  turns;  secondary  winding,  8,200 
turns:  approximate  over-all  dimensions,  Z\  by 
1  by  lA  inches;  used  in  Set,  type  SCR-57. 
Drawing  RL^B-1268. 

Uuit  of  measure,  each. 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Choke;  iron  core;  consists  of  15,000  turns  of  No.  37 
B.  &  S.  gauge  black-enameled  copper  wire 
wouni  on  an  insulating  spool,  and  inclosed  in 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


8O0-570 


800-571 


800-572 


COIL,  type  C-2— Continued. 


COIL,  type  C-3. 


COIL,  type  C-6. 


800-578    COIL,  type  C-9. 


a  cylindrical  metal  case;  inductance  at  90) 
cycles,  12  henries,  d.  c.  resistance,  1,700  to  1,900 
ohms:  over-all  dimensions  of  case  2^1  by  U 
inches  diameter;  equipped  with  soldering  ter- 
minals; Western  Electric  Co.,  No.  65-A;  used 
in  Set  boxes,  type  BC-12  and  BC-ll-A.  Draw- 
ing RL-B-1807. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Induction;  inclosed  in  a  wooden  box,4iby2Hhy 
2H  inches;  the  vibrator  is  mounted  outside  of 
the  box;  used  in  Set,  box,  type  BC-15.  Draw- 
ing RUC- 187. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, , 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Choke;  iron  core;  500  turns;  d.  c.  resistance,  3.6  to 
4.4  ohms;  inductance,  0.12  henry  at  900  cycles; 
3|  by  2^  by  2«  inches,  drawing  RL-B-2309. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Choke;  iron  core;  consists  of  4,700  turns  of  No.  27 
B.  &  S.  gauge  black-enameled  copper  wire 
wound  on  an  Insulating  spool,  and  inclosed  in 
a  cylindrical  metal  case;  Inductance  at  900 
cycles,  1.3  henries;  d.  c.  resistance,  85  ohms; 
over  all  dimensions  of  case,  3i|  by  1 J  inches  di- 
ameter; equipped  with  soldering  terminals; 
Western  Electric  Co.,  No.  6&-A;  used  on  Set 
box,  type  BC-ll-A.    Drawing,  RL-B-2770. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-573 

COIL 

type  C-9— Continued. 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-574 

COIL 

type  C-IO 

Choke;   high  frequency;  Western   Eectric  Co., 

No.  67-A;  550  turns  of  No.  28  B.  &  8.  gauge; 

insulated  copper  wire  wound  on  a  wooden 

sjwol;  d.  c.  resistance,  6.7  ohms;  inductance, 

0.003  henry  at  900  cycles;  i  by  1 J  inches  diam- 

eter.   Drawing  RL-B-2551. 

Unit  of  measure,  each. 

Weight  per  unit, • 

Packed, . 

Shipping  weight, • 

Specification, . 

Handbook, . 

800-575 

:oiL, 

type  C-11 

Choke;  iron  core;  Western  Electric  Co.,  No.  64-B; 

1,876  turns;  d.  c.  resistance,  13  ohms;  induc- 

tance, 0.85  henry;  in  metal  case,  4  by  4  by  2 

inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

ojuippuig  weigiii, 

Handbook, . 

800-576 

COIL, 

typeC-12 

Choke ;  iron  core;  Western  Electric  Co.,  No.  70-B; 

200  turns;  d.  c.  resistance,  0.13  ohm;  inclosed 

in  metal  case,  !§  by  If  by  4^  inches. 

Unit  of  measure,  each. 

'Wrirrht  nrr  unit 

w  tugii  1/ per  uuii, 

Packed, . 

Shipping  weight, . 

Handbook, . 

800-577 

COIL, 

typeC-13 

Inductance;  0.052  mh.;  winding  to  consist  of  10 

turns  of  stranded  copper  wire  having  an  ap- 

proved insulation;  wound  on  a  wooden  frame 

of  7-inch  outside  diameter;   Western  Electric 

Co.,  No.  100-A. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 
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141645—20 11 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-677 

COIL,  type  C-13— Continued. 

Shipping  weight, . 

Specification,  2003. 
Handbook, . 

800-678 

COIL,  type  C-14 

Inductance;  0.319  mh.;  winding  to  consist  0/29 
turns  of  stranded  copper  wire  having  an  ap- 

proved insulation;  wound  on  a  wooden  fhune 

of  7-inch  outside  diameter;  Western  Electric 

Co.,  No.  100-B. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

ouipping  wmgiiii,     ■    ■     . 

Specification,  3003. 

Handbook, . 

800-579 

COIL,  type  C-15 

Inductance;  1.716  mh.;  winding  to  consist  of  80 
turns  of  stranded  copper  wire  having  an  ap* 

proved  insulation;  wound  on  a  wooden  frame 

of  7-inch  outside  diameter;  Western  Electric 

Co.,  No.  100-C. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification,  2003. 

• 

Handbook, . 

800-580 

COIL,  type  C-19 

Coupling;  primary  coil  mounted  on  panel  of  Set 
box,  type  BC-32-A;  secondary  and  tickler  coils 

telescoped  and  mounted  coaxially.    Drawing 

RL-D-2570. 

Unit  of  measure,  each. 

"Wnfrhf  nrtr  iinff 

Packed, . 

Cubic  displacement, . 

snipping  weigni, . 

QrvAniflnatinn    __-^.^ 

Dpoi/UlOallUU, . 

Handbook, . 

80O-581 

COIL,  type  C-23 

Coupling;  primary  coil  mounted  on  panel  of  Set 
box,  type  BC-45;   secondary  and  tickler  coils 

telescoped  and  mounted  coaxially.    Drawing 

RL-D-2646. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-581 


800-689 


COIL,  type  C-23— Continued. 


COIL,  type  C-25. 


800-583 


COIL,  type  C-27. 


800-584 


COIL,  type  C-28. 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook. . 

Radio  frequency  choke;  winding  consists  of  ap 
proximately  120  feet  of  No.  26  B.  &  S.  gang! 
double  cotton-covered  copper  wire  wound  oa 
a  bakelite  pool  IJ  inches  diameter  by  J  ind 
wide;  diameter  of  winding  surface  }  inch: 
when  fully  woimd  wire  has  diameter  of  )| 
inches;  fitted  with  2  brass  terminals  -^  inch 
diameter;  inductance,  3.2  mh.;  d.  c.  resistance, 
5  ohms;  natural  wave  length,  380  meters. 
Drawing  RL-B-565. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Induction:  consists  of  3  windings  on  a  core;  ^ 
inches  long  by  ^  inch  diameter,  made  of  No. 
24  B.  &  S.  gauge  soft-iron  wire.  The  primary 
(inside)  winding  consists  of  400  turns  of  smfk 
silk-covered  No.  25  copper  wire.  The  tertiary 
(middle)  winding  consists  of  1,400  turns  of 
single  silk-covered  No.  30  copper  wire.  Th« 
secondary  (outside)  winding  consists  of  1,700 
turns  of  single  silk-covered  No.  26  copper  wire. 
The  coil  is  mounted  between  micarta  flanges 
to  which  are  fitted  mounting  lugs.  Drawing 
373b-3. 

Unit  of  measure,  each. 

Weight    per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  401. 

Handbook, . 

Retardation;  resistance  38-42  ohms;  consists  d 
3,600  turns  of  single  cotton-insulated  copper 
wire  of  15.9  ndls  diameter  wound  upon  a  9|  by 
§  inch  diameter  core  of  annealed  15.9  mils  iroo 
wire;  the  winding  is  careftUly  insulated  Inns 
the  core;  the  whole  is  enclosed  in  a  length  d 
steel  tubing  9|  by  1.685  inches  diameter,  which 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-584 


COIL,  type  C-28— Continued. 


800-585     COIL,  type  C-29 . 


800-586 


800-«87 


COIL,  type  C-30. 


COIL,  type  0-31. 


is  mounted  upon  a  slate  base  15}  by  2  by  J 
inches.    Drawing,  10221D1. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  401. 

Handbook, . 

Induction;  comprises  a  soft-iron  wire  core  made 
up  of  strands  of  No.  26  B.  &  S.  gauge  wire,  over 
which  is  wound  a  primary  of  400  turns  of  No. 
26  B.  <fe  S.  gauge  wire  and  a  secondary. of  3,500 
turns  of  No.  28  B.  &.  S  gauge  wire;  the  coil  is 
held  between  hard  rubber  heads  and  is  pro- 
tected by  a  fiber  tube  pinned  and  glued  on; 
equipped  with  mounting  lugs;  used  with  local 
battery  telephone.  Drawing  467. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Repeating;  comprises  a  core,  10  Inches  long  by  i 
inch  diameter,  made  of  many  strands  of  No. 
26  B.  &  S.  gauge  Swedish  iron  wire;  wound 
with  2  adjacent  coils  of  fine  copper  wire  not 
superimi)osed;  equipped  with  5  binding  posts, 
2  at  one  end  and  3  at  the  other;  makes  a  finished 
ooil  about  12^  inches  long  (includtag  mounting 
lugs)  by  2i  inches  diameter.  Drawing  167. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, , 

Specification, . 

Handbook, . 

Induction;  used  on  common  battery  telephone 
dimensions,  4J  inches  long  by  1|  inches  wide  by 
1}  inches  high;  the  core  is  made  up  of  No.  24 
soft-iron  wire  to  a  diameter  of  2  inches  and  is 
wound,  first,  with  a  secondary  of  1,400  turns  of 
No.  31  single  silk-covered  copper  wire  and, 
second,  with  a  primary  of  1,700  tu^ms  of  Ngl  26 
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Numerical 
code  or  No. 


Useful  information. 


800-587 


COIL,  type  C-31— Continued. 


800-588 


COIL,  type  C-31-A. 


800-589 


COIL,  type  C-32. 


800-592 


COIL,  type  C-36. 


single  silk-oovered  copper  wire;  the  oofl  is 
held  between  2  mounting  blocks  |  indi 
thick  by  1}  inches  square.    Drawing  324. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation, . 

Handbook, . 

Induction;  comprises  a  soft-iron  wire  core,  4) 
inches  long  hy^tach.  diameter;  held  between 
hard  rubber  heads  and  wound  with  a  primary 
of  1,400  turns  of  No.  30  single  silk-oovered  cop- 
per wire  and  with  a  secondary  of  1,700  turns  of 
No.  26  single  silk-oovered  copper  wire;  a  new 
design  of  Coil,  type  C-31,  which  it  8Ui)ersede8. 
Drawing  1028-E. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  575. 

Handbook, . 

Linking;  spiral;  comprises  a  winding  of  heavy 
wire  inset  in  the  surface  of  an  insulating  base  12 
inches  square  by  1  inch  thick  on  which  are 
mounted  20  binding  posts  connected  to  taps 
taken  off  the  winding  at  various  points;  fiist 
used  in  the  obsolete  Set,  field  wireless  pack, 
typeSCR-44.    Drawing  642-1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, , 

Specification, . 

Handbook, . 

Choke;  6  ohms;  comprises  an  oval  core  on  oppo* 
site  sides  of  which  are  2  coils  wound  In  the  same 
direction,  the  outside  end  of  one  coil  and  the 
inside  end  of  the  other  connected  to  binding 
posts  at  the  same  end ;  the  coil  is  mounted  upoo 
a  hardwood  base,  3|  by  5}  by  i  Inches;  hei^t 
of  coil  above  base,  1^  inches.    Drawing  157. 
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Numerical 
code  or  Na 


Article. 


Useful  information. 


800-59S 


COIL,  type  C-35— Continued. 


80O-594 


COIL,  type  C-41. 


800-595 


COIL,  type  C-iS. 


800-596 


COIL,  type  0-49. 


Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Linking  coil;  used  in  3  kw.  station  wireless  sets; 
comprises  14  turns  of  light  copper  tubing,  i  inch 
outside  diameter;  the  turns  are  kept  separate 
by  hard  rubberclamps,  and  the  coills  supported 
at  each  end  by  a  hard  rubber  arm  with  mounting 
plate  which  may  be  attached  to  a  wall  or  panel; 
approximate  length  of  arm,  12H  inches;  diame- 
ter of  mounting  plate,  4^  inches;  approximate 
length  of  coilv  25  inches;  approximate  diameter 
of  turns,  12  inches.    Drawing  525-1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Obsolete;  reactance;  designed  for  use  with  Set,  S  kw, 
station  radio  telegraph,  type  SCB-40;  over-all 
dimensions,  11  by  m  by  7^  inches.   Drawing  616. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shippirm  weight, . 

Specification, . 

Handbook, . 

Obsolete;  variable  reactance;  designed  for  use  in 
station  wireless  sets;  over-all  dimerisions,  10^ 
by  HI  by  8i  inches  as  mounted  in  case  but  exclusive 
of  switch  key.    Drawing  6S0. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-597 

COIL,  type  C-i4 

Induction;  for  looal  battery  use;  3i  by  1  by  1 
inch;    W.  E.  Co.'s   No.  P-17634,  or   equal 

Used  in  telephone,  type  EE-8,  and  telei>hane. 

typeEE-5.    Drawing  10201A1. 

Unit  of  measure,  each. 

'Wnirht  nnr  unit 

YY  Olglll  per  UXUb,                 ■. 

Packed, . 

OlUppiUg  WclgUIi,                   . 

Specification, . 

Handbook, . 

800-598 

COMPASS,  type  I-l 

Luminous  dial;  small  watch  type,  A  by  If  incbes 
diameter. 

Unit  of  measure,  each. 

Packed, . 

1 

Specification,  2105. 

Handbook, . 

800-599 

COMPASS,  type  1-14 

Floating  dial;  3H  inches  diameter. 

Unit  of  measure,  each. 

w cigxjib  per  linn.,             . 

Packed, . 

Shipping  weight, . 

Handbook, . 

800-600 

COMPASS,  type  1-24 

Prismatic;  brass  case;  disk  dial  on  jeweled  bear- 
ings; degree  scale  0-350  and  0-360;  degree  table 

on  side  of  case;  gem  sight  and  hinged  glass  lid 

with  vertical  hair  line  for  sighting;  top  and  bot- 

tom enameled  black;  all  contained  in  leather 

case  with  belt  loop;  compass  dimensions,  2|  by 

1  by  2i  inches;  case  dimensions,  3|  by  2i  by  IJ 

inches. 

Unit  of  measure,  each. 

"Wrifht  Ttcr  imft 

Packed,  — — . 

Cubic  displacement, . 

Shipping  weight, . 

SpecificaUon, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-601 


COMPASS,  type  1-37. 


800-602 


COMPOUND,  type  MC-12.. 


800-603 


COMPOUND,  type  MC-13.. 


Open  face;  made  of  brass,  drawn  or  machined  to 
shape;  arranged  for  mounting  on  a  binocular 
carrying  case  by  a  mounting  ring  and  4  brass 
screws;  the  case  has  a  knurled  ring  for  the  lock- 
ing needle  bar  lifting  device;  aluminum  dial; 
needle  mounted  on  a  glass  bead;  north  end  of 
needle  is  finisbed  blue;  south  end,  silver. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  609. 

Handbook, . 

Rubber  consists  of  30  per  cent  by  weight  of  un- 
recovered  "upriver"  fine  Para  rubber,  smoked 
to  avoid  sponginess;  the  other  70  per  cent  is  made 
up  of  sulphur,  inorganic  mineral  matter,  and 
not  to  exceed  2  per  cent  of  refined  solid  paraffin 
or  oercsin;  tensile  strength,  1,100  pounds  per 
inch;  used  for  wire  insulation. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, .. 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  430. 

Handbook, . 

Rubber;  contains  40  per  cent  by  weight  of  imre- 
covered  "upriver"  fine  Para  rubber,  smoked 
to  avoid  sponginess;  the  other  60  per  cent  is 
made  up  of  sulphur,  inorganic  mineral  matter, 
and  not  to  exceed  2  per  cent  of  refined  solid 
paraffin  or  ceresin;  specific  gravity,  1.65;  ten- 
sile strength,  1,500  pounds;  used  for  wire 
insulation. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification,  583. 
Handbook, . 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-604 

CONDENSER,  type  CA-1 

Variable;  air;   12  stationary  plates;   13  rotary 

capacity,  600  micro-mfd.    Drawing  RL-D-141 
Unit  of  measure,  each. 

CONDENSER,  type  CA-2 

Packed, . 

800-605 

Specification, . 

Handbook, . 

Fixed;  9,000    to    13,000    micro-mfd.;  condenser 

CONDENSER,  type  CA-3 

paper  and  tin-foil  winding,  sealed  in  compoand 
in  metal  can,  2A  by  H  by  «  inch;  with  2 
mounting  clips;  Wetem  Electric  Co.,  No.  42-D. 
Drawing  RL-D-462. 

Unit  of  measure,  each. 

Packed, . 

Cubic  displacement, . 

800-606 

Specification, . 

Handbook, . 

Fixftd;  TTiioft;  0.004  mfd.;  monntiHl  nn  ^n  Ahnni-6 

CONDENSER,  type  CA-3-A 

CONDENSER,  type  CA-4 

niun  plate  and  insulating  panel;  over-all  di- 
mensions, 4A  by  4A  by  2  inches. 
Unit  of  measure;  each. 

Wcipht  •nor  iinif-   - 

Packed, . 

Cubic  displacement, . 

800-607 

Handbook, . 

Similar  to  Condenser,  type  CA-5,  with  ImiwoTe- 
ments  in  details;  mica;  0.004  mfd. 
Unit  of  measure,  each. 

Packed, . 

Specification,  2066. 

800-608 

Fixed;  mica  and  copper  foil;  0.002 mfd.;  mocmted 

between  a  phenol  fiber  panel  and  a  brass  mount- 
ing panel;  over-all  dimensions,  2|  by  U  inches. 
Drawing  RL-C-ISO. 

Unit  of  measure,  each. 

Weight  per  unit, . 
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Numerical 
code  or  Na 

Article. 

Useful  infonnation. 

800-608 

CONDENSER,  type  CA-4-Contd. 

Packed, . 

Shipping  weight, . 

optX/iiii;auuu,              . 

Handbook, . 

800-609 

CONDENSER,  type  CA-6 

Consists  of  2  Condensers,  type  CA-2,  mounted 

on  a  common  insulating  base;  Western  Elec- 

tric Co.,  No.  63-D.    Drawing  RL-B-1090. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Handbook, . 

800-610 

CONDENSER,  type  CA-6 

Variable;  air;  30   to    760   micro-mM.;  Western 

Electric  Co.;  No.  4d-A;  General  Radio  Co., 

No.  124-A;  12  fixed  plates,  12  rotary  plates. 

Drawing  RL— D— 1320. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-611 

CONDENSER,  type  CA-7 

Fixed;   paper  insulated;   0.016  mfd.;   ovet^all 

dimensions,  H  by  1^  by  2^  Inches.    Western 

Electric  Co.,  No.  53-A.    Drawing  RL-B-1404. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-612 

CONDENSER,  type  CA-8 

Consists  of  1  Condenser,  type  CA-11,  and  a 

moimting  for  same  and  for  a  grid  leak  resistance; 

Western  Electric  Co.,  No.  63-B;  dimensions 

2ibylbyllnch.    Drawing  RL-C-1409. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

SpedficaUon, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-613 

CONDENSER,  type  CA-9 

Consists  of  1  Condenser,  type  CA-12,  and  a 
mounting  for  same  and  for  a  grid  leak  resistance; 

Western  Electric  Co.,  No.  53-C;  dimenidon», 

2Abylbyllnch.    Drawing  RL-<3-1416. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-614 

CONDENSER,  type  CA-10 

Fixed;  condenser  paper  and  tin-foil;  15,000  micro- 
mfd.;  Western  Electric  Co.,  No.  42-A;  dimen- 

sions, 2A  by  H  by  H  inch.    Drawing  RL-O- 

1356. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification, . 

Handbook, . 

800-615 

CONDENSER,  type  CA-11 

Fixed;    condenser   paper   and   tin-foil;   15,000 

micro-mfd.  ;with  tap  at  600  micro-mfd.; Western 

Electric  Co.,  No.  42-B;  inclosed  in  a  metal  box- 

2 A  by  H  by  H  inch.    Drawing  RL-C-1410. 

Unit  of  measure,  each. 

- 

'Wrirht  nrr  nnif 

Packed, . 

Specification, . 

Handbook, . 

800-616 

CONDENSER,  type  CA-12 

Fixed;  condenser  paper  and  tin-foil   winding; 

sealed  in  an  insulating  compound  within  a 

brass  case,  2A  by  H  by  H  inches;  150  micro- 

mfd.;  Western  Electric  Co.,No.42-C;  used  in 

Condenser,  type  CA-8.    Drawing  RLr-D-4e2. 

Unit  of  measure,  each. 

Packed, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-617 


CONDENSER,  type  CA-13.. 


800-618 


CONDENSER,  typeCA-14.. 


800-619 


80O-620 


CONDENSER,  type  CA-15 . 


CONDENSER,  type  CA-16., 


Fixed;  made  of  15  she  ets  of  brass  placed  alternate- 
ly between  16  sheets  of  mica;  inclosed  in  a  fiber 
case  3|  by  2  by  If  infches;  2,400  micro-mfd. 
Drawing  RL-D-194. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight . 

SpeciQcation, . 

Handboolc, . 

Fixed;  condenser  paper  and  tinfoil;  6to8  mfd.; 
inclosed  in  a  metal  box,  4  H  by  2}  by  If  inches; 
with  mounting  clips;  condenser  terminal  wires 
equipped  with  spade  clips;  Western  Electric 
Co. ,  No.  45-A .    Drawing  RLr-D-283. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Fixed;  condenser  paper  and  tin  foil;  in  a  tin  case 
m  by  IH  by  IH  mches;  capacity,  0.85  to  1.16 
mfd.;  consists  of  2  condensers  connected  in  par- 
allel; Western  Electric  Co.,  No.  21-A.;  used  in 
Set  box,  type  BC-28.    Drawing  RLr-C-2342. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

SpeciScation, . 

Handbook, . 

Fixed;  condenser  paper  and  tin  foil  in  a  tin  case 
4^bylfJbyHinches;lto  1.35  mfd.;  Tninimnin 
insulation  resistance,  500  megohms;  Western 
Electric  Co.,  No.  21-K.    Drawing  RL-C-2340. 

Unit  of  measure,  each. 

Weight  per  unit, , 

Packed, . 


Cubic  displacement,  - 
Shipping  weight,  — 

Specification, . 

Handbook, . 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  Na 

Article. 

Useful  information. 

800-621 

CONDENSER,  type  CA-17 

Fixed;  mica  and  copper  foil;  consists  of  a  750  and 
a  500  micro-mfd.  imit  which  may  be  connected 
in  series  or  in  parallel;  mutual  capacitance 
between    imits,    20    micro-mfd.    maximnin. 
Drawing  RL-C-1976. 

Unit  of  measure, . 

\HTnitrhf  r\nr  iinif 

PacKed, . 

Cubic  displacement, . 

Shipping  weight, . 

800-622 

CONDENSER,  type  CA-18 

Motor  driven;  consists  of  small  10-volt  series 

motor  on  the  shaft  of  which  are  mounted  alu- 

minum blades  which  rotate  between  fixed  slot- 

ted aluminum  plates;  the  motor  and  the  con- 

denser are  contained  in  a  molded  case  with 

aluminum  mounting  frame;  made  by  General 

Electric  Co.;  developed  for  use  in  connection 

with  Set,  type  SCR-77,butafterward8dropped; 

its  purpose  is  to  detime  at  audio  frequency  the 

receiving  circuit  of  a  radio  set  to  make  possible 

the  reception  of  undamped  waves. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed. . 

L>UDic  oi'spiaconieui,            . 

omppiiig  weigiii,             . 

Specification, . 

Handbook, . 

800-623 

CONDENSER,  type  CA-19 

Fixed;  mica;  comprises  two  0.002  mfd.  units; 

over-all  dimensions,  3  by  li  inches.    Drawing 

RLr-C-199. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

v/UDic  aispiacemeni,  — — . 

Shipping  weight, . 

opeciucaiiou,            . 

Handbook, . 

800-624 

CONDENSER,  type  CA-20 

Mica  and  copper  foil,  with  taps  for  250, 500, 1,000, 
2,000,  and  5,000  micro-mfd.;  clamped  between 

1 

phenol  fiber  panels,  and  equipped  with  mount- 

ing, lugs;  over-all  dimensions,  2f  by  1^  by  il 

Inches;  Western  Electric  Co.,  No.  54-B. 

1 

Unit  of  measure, . 
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Nomerical 
code  or  No. 

Article. 

Useful  information. 

800-624 

CONDENSER,  type  CA-20-Con. 
CONDENSER,  type  CA-21 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

800-625 

Specification, . 

Handbook, . 

Variable;  air;  25  to  225  micro-mM.;  7  fixed,  7 

CONDENSER,  type  CA-22 

rotary  plates;  2A  inches  by4J  inches  diameter; 
Western  Electric  Co.,  No.  47-A. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

80O-626 

Specification, . 

Handbook,. . 

Fixed;  mica;  0.5  mfd.;  4f  by  IH  by  1^  inohes; 

CONDENSER,  type  CA-23 

Western  Electric  Co.,  No.  21-AK. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, -. 

Cubic  displacement, . 

80O-627 

Specification, . 

Handbook, . 

Fixed;  mica;  0.5  mfd.;  4i  by  If  by  H  inches;  Wes- 

CONDENSER, type  CA-34 

tern  Electric  Co.,  No.  21-AG. 

Weight  per  unit, . 

Packed, . 

nhli-ki-klncr  •arni&hf 

80O-628 

Specification, , 

Handbook, . 

Fixed;  mica;  150  micro-mfd.;  2i  by  H  by  Ify 

inches;  Western  Electric  Co.,  No.  5a-E. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-6S9 

CONDENSER,  type  CA-25 

Fixed;  consists  of  2  brass  plates  separated  by  two 
0.050-inch  hard  rubber  washers;  10  micro-mfd.; 

Western  Electric  Co.,  No  52-A;  plate  dimen- 

sions, 2  by  i  inches. 

Packed, . 

VfUuil/  uispiacciueiiif, 

Shipping  weight, . 

opeciucsiion,             . 

Handbook, . 

800-630 

CONDENSER,  type  CA-26 

Variable;  air;  maximum  capacitance,  1,200  micro- 
mfd.;  6  by  6|  inches  diameter;  Western  Electric 

Co.,  No.  51-A.' 

u  nit  oi  nieasuro,  ■  ■  ■       ■. 
Weight  per  unit, . 

Packed, . 

oiuppillg  WcigXlt, . 

flrkArtiflAafinn    —^.^-^ 

oxiecincaiion, . 

Handbook, . 

800-631 

CONDENSER,  type  CA-27 

Fixed;  paper  insulated;  capacity,  750  micro-mfd.; 

micro-mfd.);  2A  by  |  by  }  inches.    Western 

Electric  Co.,  No.  42-H.    Drawing  RL-D-462. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook 

80O-632 

CONDENSER,  type  CA-28 

Fixed;  mica  and  copper  or  brass  foil;  1,500  to 
1,750  micro  mfd.;  Western  Electric  Co.,  No. 

5g-A;  dimensions  2^  by  li  by  li  inches. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

fiHIrtninflr  xtraierhf    ——^-^ 

oiuppuig  weigiit,              • 

Rnppi  fi  oat  i  on   

O^CCllil/CkllUU,                      . 

Handbook, . 
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Nmnerical 
code  or  Na 

Article. 

'   Useful  infonnation. 

800-633 

CONDENSER,  type  CA-29 

Fixed;  mica;  inclosed  in  a  zinc  case,  4^  by  1}  by 

2J  inches;  terminal  wires  equipped  with  Ter- 

minals, type  TM-13;  case  equipped  with  4 

mounting  lugs.    Drawing  RL-D  432. 

TT»»i+    r\t  TnnntniVA 

Wrifhf  nrr  nnif 

Packed, . 

Piihif*  disnlflrcmriTit 

Specif  cation, . 

Handbook, . 

800-634 

CONDENSER,  type  CA -31 

Variable;  air;  6  stationary  and  6  rotary  plates; 

20  to  400  micro-mfd.;  3f  by  4  inches  diameter. 
Drawing  RL-D-468. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Puhip  di*i'nlarcmoTif 

Specification, . 

Handbook, . 

800-635 

CONDENSER,  type  CA-32 

Variable;  air;  9stationaryand  9  rotary  plates;  20 
to  700  micro-mfd.;  3}  by  4  inches  diameter. 

Drawing  RI^D-469. 

Unit  of  measure, . 

\'irriif>hf  nciT  unit 

Packed, . 

■^ 

ShinniTic  in'richt 

Specification, . 

Handbook, . 

800-636 

CONDENSER,  type  CA-33 

Variable;  air;  4  stationary  and  4  rotary  plates; 
micrometer  adjustment;  20  to  300  micro-mfd.; 

31  by  4  inches  diameter.    Drawing  RL-D-470. 

TTnit  nf  mrjifnirr 

Wolrht  nnr  imit 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Digitized  by  LjOOQ IC 


176 


SIGNAL  GOBPS  STOBAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT--CQntiiiued. 


Numerical 
code  or  No. 

Artick. 

Usefol  information. 

800-637 

CONDENSER,  type  CA-34 

Fixed;  mica  and  copper  foil  clamped  between 
f-inch  micarta  panels;  0.003  mfd.;  over-all  di- 

mensions 1^  b7  3^  inches;  flexible  terminal 

wires.    Drawing  RL-C-461. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Handbook, . 

800-638 

CONDENSER,  type  CA-35 

Fixed;  mica  and  copper  foil  mounted  between 
i-tnch  mica  art  panels;  0.006  mfd.;  over-all 

dimensions,  1^  by  3i  inches;  flexible  terminal 

wires.    Drawing  RL-O-466. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

RnAPifinAtirm   — ^— 

OpOLlllvCll>iUll|                    . 

• 

Handbook, . 

800-639 

CONDENSER,  type  CA-a6 

Variable;  air  and  empire  cloth  dielectric:  9  sta- 
tionary and  9  rotary  plates;    800  micro-mfd.; 

2i  inches  diameter  by  3  inches  high.    Drawing 

RL-SK-2285. 

Unit  of  measure, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Handbook, . 

800-640 

CONDENSER,  type  CA-37 

Variable;  air  and  empire  cloth  dielectric;  6  sta- 
tionary and  6  rotary  plates;    500  micro-mfd.; 

2i  inches  diameter  by  3  inches  high.    Drawing 

RI/-SK-2285. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Ony*!/*  /Hartla/Mkmon^    

V^U  UlC  CUSpiiUKIUcIlb,  . 

Fthlnninr  mmirhf 

oiuppuig  WclJ^b, 

Specification, . 

Handbook, . 
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Numerical 
eode  or  No. 


800-641 


Article. 


CONDENSER,  type  CA-38.. 


800-642     CONDENSER,  type  CA-31 


80O-643 


CONDENSER,  type  CA-40.. 


800-644 


CONDENSER,  type  CA-41 . 


141646->20 12 


Useful  information. 


Fixed;  circular  mica  and  copper  foil;  consists  of 
two  300  micro-mfd.  sections;  equipped  with 
brass  mounting  lug;  outside  diameter,  IJ 
inches;  diameter  of  plate,  if  inches;  }  inch 
high.  Drawing  RL-SK-2290. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Fixed;  mica  and  copper  foil;  consists  of  6  sections 
of  400  micro-mfd.  each;  mounted  on  a  bakeiite 
base,  2i  by  2J  by  J  Inches,  and  an  aluminum 
plate  2f  by  IJ  by  i  inches;  6  terminals  and  4 
mounting  lugs  provided;  over-all  dimensions, 
2i  by  2J  by  f  Inches.    Drawing  RL-SK-2301. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Fixed;  mica  and  copper  foil;  5,000  piicro-mfd.r 
clamped  between  dllecto  panels;  over-all 
dimensions,  IJ  by  2f  by  H  inches;  flexible^ 
termhial  wires;  Drawing  RL-SK-2155. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Fixed;  mica  and  copper  foil;  10,000  micro-mfd.; 
clamped    between    dllecto    panels;    over-all 
dimensions,  1^  by  2f  by  H  inches;  flexible 
terminal  wires.    Drawing  RL-SK-2155. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, -. 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


800-645 


800-646 


800-647 


SOO-648 


Article. 


CONDENSER,  tfpe  CA-42. 


CONDENSER,  typeCA-43.. 


CONDENSER,  type  CA-44.. 


CONDENSER,  type  CA-4f. 


Useful  information. 


Fixed;  paper  and  tin-CaU  winding,  in  metal  cue, 
dimensions,  2^  by  If  l>y  li  imdies;  05  micro- 
mfd.;  Drawing  RLr-D-402. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weic^t, . 

Specification, . 

Handbook, ^. 

Variable;  air;  25  to  750  micro-mfd.;  2|  by  4  inefae 
diameter;  aluminum  plates,  12  stationary  and 
12  rotary;  used  in  Set  box,  type  B&45;  Draw* 
Ing  RL-D-2453. 

Unit  of  measure,  each. 

•Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weic^t, . 

Specification, . 

Handbook, • 

Variable;  air;  15  to  145  mlcro-mfd.;  ahmiinaffl 
plates,  4  stationary  and  4  rotary;  over-all  di- 
mensions, 3-^  by  4  H  inches  diameter;  used  oo 
Set  box,  type  BC-45.    Drawhig  RI/-D-atfl. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weic^t, . 

Si)ecification, . 

Handbook, . 

,  .Fixed;  tin  foil  and  oondenaer  paper;  in  tin  cis 
IH  hy  li^  inches  diameter;  0.297  mfd.;  used  in 
Set  box,  type  BC-32-A.    Drawfaig  RL-GMM. 

Unit  of  measure, . 

Weight  per  unnit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 


Si)ecification,  - 
Handbook,  — 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-649 

CONDENSER,  type  CA-46 

Fixed;  tin-foil  and  paper;  O.OSmfd.;  2*  by  IH  by 

CONDENSER,  type  CA-47 

li  inches.    Drawing  RL-B-2500. 

Weight  per  unit, . 

Packed, . 

800-6fi0 

Specification, . 

Handbook, . 

Fixed;  copper  foil  and  mica;  427.5  to  472.5  micro- 

CONDENSER,  type  CA-48. 

mfd.;  similar  to  Condenser,  type  CA-28;  2i  by 
IH  by  Itt  inches.    Drawing  RL-C-2509. 

W^nltrht  TtAi*  iinif 

Packed, . 

Handbook, . 

^ixed;  condenser  paper  and  tin-foil;  15,000  micro- 

CONDENSER,  type  CA-49 

mfd.;  similar  to  Condenser,  type  CA-10,  except 
that  a  terminal  is  brought  out  at  each  end,  the 
terminals  of  Condenser,  type  CA-10,  being 
brought  out  at  one  end  only;  2^  by  H  by  H 
inch.    Drawing  RI^D-462. 

Weight,  per  unit, . 

Packed, . 

Shipping  weight, . 

800-QMS2 

Handbook, . 

Fixed;  condenser  paper  and  tin-foil;  15,000  micro- 

• 

mfd.;  similar  to  Condenser,  type  CA-48,  but 
mounted  upon  a  phenol  fiber  base  with  nickel- 
silver  supports;  2«  by  lA  by  {  inch.    Draw- 
ing RI^C-2719. 

Weight  per  unit, . 

Packed, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-653 

CONDENSER,  type  CA-50 

Variable;  oil  dielectric;  maximum  capacitaiioe, 
0.0004  mfd.;  12  stationary  and  12  rotary  pteto; 

inclosed  in  a  cylindrical  case  3^  inches  diameter 

•  by  2f  inches  high;  provided  with  tute  where 

oil  may  expand;  uses  "Actol  '  oil,  from  the 

Standard  Oil  Co.;  condenser  will  withstand 

4,400  volts;  used  on  Set  box,  type  BC-47.    Draw. 

Ings    R-2839,    R-2840,    R-2841,    R-2843,    and 

R-2849  to  R-2870. 

Unit  of  measure, . 

Wrifrht  nrtr  unit 

, 

Packed, . 

Ciibie  dl'tnlftccTTM^iit 

Specification,  2117. 

Handbook, . 

800-654 

CONDENSER,  typo  CA-51 

Variable;  air;  maximum  capacitance,  0.0006 mf<L; 
inclosed  in  a  cylindrical  case  with  mounting 

base;  approximate  over-all  size,   2.412  by  4 

inches;  used  in  Set  box,  type  BC-47.    Drtw^ 

ings  R-1800,  R-2801  to  R-2819. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification,  2117. 

1 

Handbook, . 

800-655 

CONDENSER,  type  CA-52. 

Consists  of  a  6-sectlon  mica  condenser,  used  for 
changing  the  wave  length  transmitted  by  Set 

box,  type  BC-47;  3  sections  are  In  the  primary 

circuit  and  3  In  the  secondary;  primary  and 

by  means  of  switch  mounted  on  the  condenser 

panel  which  connects  the  successive  primary 

and  secondary  sections  In  parallel;  OTer-all 

dimensions,  3  by  4 1  by  4)  Inches.    Drawtop 

R-2903toR-2917. 

Weight  per  unit, . 

Packed, . 

• 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation,  2117. 
Handbook. . 
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Nuinerioal 
code  or  No. 


Useful  information. 


soo-ese 


CONDENSER,  type  CA-63.. 


sao-esi 


CONDENSER,  type  CA^54.. 


800-658 


CONDENSER,  type  CA-55.. 


80O-6ff0 


CONDENSER,  type  CA-56.. 


Fixed;  paper  dielectric;  capadtanoe,  0.0004  mfd. 
mounted  on  a  mlcanlte  sheet  base  1  by  2^ 
inches  and  equipped  with  2  metal  dips  for 
holding  grid  lead  Resistance,  type  RS-1;  used 
in  Set  box,  type  BC-47.  Drawings  R-A-2821, 
R-A-2822. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation,  2117. 

Handbook, , 

2  mfd.;  flat  tjrpe.;  tin-foil  and  paralBned  paper, 
indosed  in  a  sealed  japanned  tin  case,  i  by  4f 
by  8}  inches;  Western  Electric  Co.,  No.  6-A. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation,  436. 

Handbook, . 

8  mfd.;  panel  and  bus  bar;  a  composite  condenser 
for  use  with  switdiboards  and  terminal  cabi- 
nets;  consists  of  a  white-pine  box,  lOi  by  9i  by 
2  inches,  containing  4  Condensers,  tjrpe  CA-n54, 
and  equipped  with  2  Binding  posts,  type 
TM-43. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation,  435. 

Handbook, . 

Fixed;  tin-foil  paper;  paper,  2J  inches  wide;  tin- 
foil, 2 inches  wide;  capadtance, 0.05 mfd.; over- 
all dimensions,  3|  by  1}  by  |  indi;  has  angle 
irons  for  attaching  to  a  base;  wrapping  of  paper 
and  tin-foil  inclosed  in  brass  can;  fitted  with  2 
brass  terminals.    Drawing  RL-C-612. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-659 

CONDENSER,  type  CA-50-Oontd. 

flhinnfnir  nmlfrht 

ouippxug  WCl)$Ill>,                 . 

Specification, . 

Handbook, . 

800-660 

CONDENSER,  tTpe  CA-57 

Fixed;  5,000  micro-mfd.,   condenser  paper  and 
tin-foil  winding;  sealed  in  compound  in  metal 

can,  2A  by  H  by  H  inches;  with  2  mounting 

clips.    Drawing  RI^D-462. 

Unit  of  measure,  each. 

^^fiipht  nrr  unit 

Packed, . 

Cubic  displacement, . 

ouippuig  woij$ui>, 

ST%A/>{fl/Maf  irm  

DpeCluCHblOu . 

Handbook . 

80O-661 

CONDENSER,  type  CA-58 

Consists  of  1  condenser,  type  CA-2,and  a  phenol 
fiber  mounting  base  3  by  H  by  t>»  inches;  the 

base  is  drilled  on  2i-inch  centers  for  two  0.112- 

iiich,  48  by  i  inches  long,  F.  H.  machine scrtws, 

with  nuts  and  washers  for  mounting  to  panel; 

condenser  is  riveted  to  base  by  means  of 

2  R.  H.  rivets;  equipped  with  two  Terminals, 

type  TM-3,  riveted  to  base;  used  on  Set  box, 

type  BC-IO-A.    Drawing  RL-B-1311. 

Unit  of  measme,  each. 

^P^nifht  TM^r  unit   * 

Packed, . 

v/uuic  cuopiaceiueni, . 

Specification . 

Handbook . 

80O-662 

CONDENSER,  type  CA-59 

2  mfd.;    insulating  paper  and  tin-foil  winding 
sealed  with  paraffin  and  insulating  compound 

in  a  metal  case  4^  by  lA  by  1 A  inches.   Draw- 

ing 374-C. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification  401. 

Handbook . 
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Nmncrica] 
code  or  Na 

Article. 

Useful  Information. 

800-663 

CONDENSER,  t:-pe  CA-60 

3  mfd.;  insulating  paper  and  tin-foil  winding 
sealed  with  paraffin  and  insulating  compound 

in  a  metal  case  4iV  by  2J  by  2J  inches.    Draw- 

ing 374-C-3. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

OViivx «%{*««»  wr^\{tf«Vi^ 

Speci'cation  401. 

Handbook . 

800-664 

CONDENSER,  type  CA-61 

1  mfd.;  a  paper  and  tin-foil  condenser  inclosed  in 
a  tinned  sheet-iron  case  31  by  2 J  by  }  inches; 

used  in  telephone  apparatus  boxes.    Drawing 

1299. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Specif-cation  577. 

Handbook . 

80(^-66ff 

CONDENSER,  type  CA-62 

0.02  mfd.;  used  in  Clock,  type  1-31;  contained  in 

a  water-tight  tin  case. 

Unit  of  measure,  each. 

V*  ci^ui  per  uiui, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, r. 

Specification, . 

Handbook, . 

800-666 

CONDENSER,  type  CA-63 

Fixed;  0.2  mfd.;  paraffin  insulated;  inclosed  in  a 
japanned-tin  case,  4{  inches  long  by  2|  inches 

wide  by  J  inch  thick;  equipped  with  2  mount- 

ing lugs  and  2  binding  posts.    First  used  In 

3-kw.  station  wireless  sets.    Drawing  528. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

' 

Specification,  — ;— . 

Handbook, 
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Numerical 
code  or  No. 

Article. 

Useful  informAtion. 

800-667 

CONDENSER,  type  CA-64 

Fixed;  10  mfd.;  designed  fOT  use  as  panel  nd 

bus-bar  condenser;  inclosed  in  a  tin  case;  ap- 
proximate dimensions,  Hi  inches  long  hf  16| 
inches  wide  by  3  mches  deep.    Drawmg  638-1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

fiVifnrkivtcr  tiraioVti'    _^_^_- 

OnippUJIS  W6igu1i| . 

Qrukrtl  fl/ia'H  An 

speciucation, . 

Handbook, . 

800-668 

CONDENSER,  type  CA-65 

Fixed;  0.2   mfd.;  formerly   designated^    "Dcaa 

common  battery  condenser'';  inclosed  in  a  tte 

case;  approximate  dimensions,  4f  by  3  by  | 

inch.    Drawing  038-1. 

Unit  of  measure,  each. 

w  eigiii>  per  uui V             . 

Packed, . 

Shipping  weight, . 

O^MTUUUaUUU,                  . 

' 

Handbook,  — ^ — . 

800-669 

CONDE NSER,  type  CA-66 

Fixed;  0.2  mfd.;  designed  for  use  with  aerosoopa 

and  telautograph;  inclosed  in  a  tin  case;  ap- 

proximate dimensions,  4}  inches  long  by  ^ 

^ 

inches  wide  by  i  inch  thick.    Drawing  638-1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

V  uuic  uispjaL/ciuoiii,             . 

Specification, . 

Handbook, . 

800-670 

CONDENSER,  type  CA-67 

Fixed;  2  mfd.;  designed  lot  use  with  guntela- 

phone;  inclosed  in  a  tin  case;  approximate  di- 

mensions, 3}  by  1^  inches  square.    Drawing 

fi38-l. 

Unit  of  measure,  each. 

Packed, . 

v^UDic  oispiaccuioui.,             . 

. 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  inlbrmation. 

800-671 

CONDENSER,  type  CA-68 

Fixed;  2  mfd.;  designed  for  use  with  hand  set 
switch  and  plotters  set  telephones;  inclosed  in 

a  tin  case,  approximate  dimensions,  3^  by  If 

inches  square,    r  rawing  638-1. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

SOO-B72 

CONDENSER,  type  CA-69 

Fixed;  3  mfd.;  designed  for  use  with  composite 
artillery  type  telephone;  inclosed  in  a  tin  case, 

3i  inches  long  by  2i  inches  square.    Drawing 

638-1. 

Unit  of  mcft/'iim 

• 

Wr^icrht  nor  unif 

Packed, . 

Cubic  displacement, . 

RhinTiiiir  TiPripht 

Specification, . 

Handbook, . 

:80O-a73 

C ONDENSr:R,  type  CA-70 

Fixed;  i  mfd.;  mica  insulated;  inclosed  in  a  J a- 
panned-tin  case,  4  inches  high  by  2}  inches 

wide  by  {  inch  thick,  surmounted  by  2  bind- 

ing posts;  first  used  in  3-kw.  station  wh-eless 

sets.    Drawing  528. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

r^ 

Handbook, . 

'           400-674 

CONDENSER,  type  CA-71 

Fixed;  0.2  mfd.;  designed  for  use  with  inter- 
rupter or  time-interval  apparatus;  inclosed  in  a 

[< 

tin  case;  approximate  dimensions,  3^  inches 

long  by  1|  inches  wide  by  i  inch  thick.    Draw- 

ing 638-1. 

Weight  per  unit, . 

Packed, . 

; 

Cubic  displacement, , 

1 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-675 

CONDENSER,  type  CA-72 

Adjustable;   mica  and    tin  foil;  'comprises  s 

wooden  box,  3i  inches  high  by  2^  inches  vride 

by  4V  inches  long,  containing  6  groups  of  plates, 

each  group  separated  from  the  adjacent  groups 

by  cardboard  strips;  one  side  of  each  group  is 

connected  to  a  common  binding  post,  while 

leads  from  the  other  sides  of  the  groups  are  con- 

nected to  individual  binding  posts;  the  assem- 

bled plates,  dielectrics,  and  group  separators 

are  sealed  into  the  containing  box  with  oroVer- 

ite.    Drawing  561-1. 

Packed, . 

Cubic  displacement, . 

Specification, . 

Handbook, . 

800-676 

CONDENSER,  type  CA-73 

0.0035  mfd.;  a  copper  plate  mica  condenser  of 

fixed  capacity  inclosed  in  a  wooden  case,  2 

inches  high  by  7i  inches  long  by  4^  inches  wide, 

equipped  with  2  binding  posts;  used  hi  Set, 

radio  telegraph  table,   type  SCR-48.    Draw- 

ing  1191-1. 

umi/  oi  lucciourc, 
Weight  per  unit, . 

Packed, . 

v/uDic  ciispjiaceiiieiii,            ■. 

oiuppuig  Wclgllt, 

Specification, . 

Handbook, . 

800-677 

CONDENSER,  type  CA-74 

Adjustable;  i  mfd.;  mica  dielectric;  [equipped 
with  key,  binding  posts,  and  plug;  used  in  Set, 

cable  testhig,  type  EE-55.    Drawing  178a. 

unit  OI  lueasuic,             . 
Weight  per  unit, . 

Packed, . 

Shipptog  weight, . 

OpvCUlUal/lUU,                  a 

Handbook, . 

80O-678 

CONDENSER,  type  CA-75 

Fixed;  0.2  mfd.;  designed    for  useTwith  time 

interval  clock  or  apparatus;  inclosed  in  a  tin 

case;  approximate  dimensions,  4J  inches  loo? 

by  2  inches  wide  by  i  inch  thick.    Drawing 

63&-1. 
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Numerical 
code  or  Na 

Article. 

Useful  information. 

8O0-678 

CONDENSER,  type  CA-75— Con. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Rfiirtninr  nmitrVif 

Speoiflcaiion, . 

Handbook, . 

8O0-670 

CONDENSER,  type  CA-7fl 

Fixed;  4  taps;  formerly  designated  "Audion 
C(mdenser  ";  copper  plates  and  mica  dielectric; 

contained  in   a  hard-rubber  case,   approxi- 

mately 2{  inches  long  by  l^V  inches  wide  by 

}  inch  thick.    Drawing  1270. 

Weight  per  unit, . 

Packed, . 

Rhln-nlnrr  nrriifhf 

Specification, . 

Handbook, . 

8OO-680 

CONDENSER,  type  CA-77 

Fixed;  oil  insulated;  comprises  a  frame  of  well- 
seasoned  oak  holding  a  tank  of  No.  20  B.  W.  G. 

galvanized  sheet  iron,  14  inches  wide  by  14 

haches  deep  by  21J  inches  long,    containing  3ft 

separated  glass  plates,  ^  inch  thick  by  12  by  12 

inches,  covered  on  both  sides  with  tin  foil  0.005 

kich  thick  by  9|  by  10  inches;  first  used  in  Set, 

1-kw.  station  radio  telegraph,  type,  SCR-42. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

f^iKi/>  rliomlonomATif    

vyuuic  uispiaceiutsiiL,              . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-681 

CONDENSER,  type  CA-78.. 

Fixed;  two-thirds  mfd.;  paraflin  insulated  in- 
closed in  a  japanned-tin  case,  4|  inches  long  by 

2|  inches  wide  by  }  inch  thick,  equipped  with 

2  mounUng  lugs  and  3  binding  posts;  formerly 

designated  '*  Condenser  for  aeroscopes  and  tel- 

autographs.'' 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Spedflcation, . 

Handbook, . 
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Numerical 
code  or  No. 


SOO-682 


800-683 


800-684 


800-685 


Article. 


CONDENSER,  type  CA-79.. 


CONDENSER,  type  CA-80. 


CONDENSER,  type  CA-81. 


CONDENSER,  type  CA-82. 


Useful  information. 


Consists  of  26  Leydon  Jars  covered  witU  copper 
foil,  each  of  a  capacity  of  0.002  mfd.;  immersed 
in  oil  to  reduce  the  brush  discharge;  first  used 
in  Set,  10-kw.  station  radio  telegraph,  type 
SCR-43. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook,  Radio  Telegraphy,  page  87. 
Fixed;  mica,  copper  foil,  0.05  mfd. ;  covered  with 
paraffin  and  contained  between  2  alomintun 
plates  li  by  2|  inches.    Drawing  RL-C-028. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Fixed;  mica,  copper  foil,  1,775  m.  m.  f.;  covered 
with  paraflin  and  contained  between  2  alumi- 
num  plates  li  by  2|  inches.  Drawing  RL-C- 
628. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Fixed;  mica,  copper  foil,  18,000  m.  m.  f.;  covered 
with  paraffin  and  contained  between  2  alomi* 
num  plates  IJ  by  2|  inches.  Drawing  RL-C- 
628. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-686 


CONDENSER,  type  CA-83. 


800-687 


CONDENSER,  type  CA-84.. 


800-688 


CONDENSER,  type  CA-85.. 


800-689 


CONDENSER,  type  CA-86.. 


Fixed;  mica,  copper,  and  lead  foil;  laminations 
arranged  similar  to  method  of  the  Dubilier 
Condenser  Co.;  320  m.  m.  f.;  covered  with 
paraflfin;  contained  between  2  aluminum 
plates,  over-all  dimensions,  2^  by  2^  Inches. 
Drawing  RL-D-667. 

Unit  of  measure,  each. 

Weight  per  unit, , 

Picked, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Fixed;  mica,  copper,  and  lead  foil;  laminations 
arranged  sinilar  to  method  of  the  Dubilier 
Condenser  Co.;  500  m.  m.  f.;  covered  with 
paraffin;  contained  between  2  aluminum 
plates;  over-all  dimensions,  2tV  by  2,^  inches. 
Drawing  RL-D-667. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Fixed;  mica,  copper,  and  lead  foil;  laminations 
arranged  similar  to  method  of  the  Dubilier 
Condenser  Co.;  700  m.  m.  f.j  covered  with 
paraffin;  contained  between  2  aluminum 
plates;  over-all  dimensions,  2,^  by  2^  inches. 
Drawing  RI^D-667. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Fixed;  mica,  copper  and  lead  foil;  laminations 
arranged  similar  to  method  of  the  Dubilier 
Condenser  Co.;  1,000  m.  m.  f.;  covered  with 
paraffin;  contained  between  2  aluminum 
plates;  over-all  dimensions,  2T>f  by  2,^  inches. 
Drawing  RL-D-667. 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


80O-689 


CONDENSER,  type  CA-86— Contd. 


800-690 


CONDENSE  R,  type  CA-87. . 


800^91 


800-69S 


CONDENSER,  type  CA-88.. 


CONNECTING  BLOCK,  tvpe  BL-4 


Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement. 

Shipping  weight, . 

Spedflcation, . 

Handbook, . 

Fixed;  mica,  copper,  and  lead  fofl;  laminations 
arranged  similar  to  method  of  the  Dubilier 
Condenser  Co.;  2,100  m.  m.  f.;  covered  with 
paraffin;  contained  between  2  aluminum 
plates;  over-all  dimensions  2^^  by  2^  Inches. 
Drawing  RL-D-667. 

Unit  of  measure,  each. 

Weight  per  unit,  — ; — . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Can  type;  4|  by  li  by  i  Inches  W.  E.  Go's.  No. 
21  A.  C,  or  equal;  used  in  Telephone,  type 
EE~8,  and  Telephone,  type  EE-5.  Drawing 
10301A1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Co^iprises  2  hard  rubber  disks,  each  f-inch  thick 
by  2f  inches  diameter,  which  bolted  together 
form  a  circular  box  in  which  are  located  3 
terminals;  inlets  for  3  cords  are  provided,  2  on 
one  side  close  together  and  1  directly  opposite; 
used  on  Head  sets,  types  TS^  and  HS-8. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  401. 

Handbook, , 
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Numerical 
code  or  No. 

Article. 

Useful  Information. 

800-693 

CONNECTING  BOX,  type  J3-4. . . . 

A  composition  box  measuring  approximately  8g 
inches  long  by  4^  inches  wide  by  3f  inches 
high  exclusive  of  hinges,  mounting  lugs,  and 
cables;  contains  a  terminal  strip  of  ebony 
asbestos  wood,  7  by  if  by  i  inches,  fitted 
with  12  binding  posts  providing  24  terminals; 
the  box  also  has  nipples,  for  the  entrance  of 
power  cables;  used  at  the  bottom  of  the 
lant^n  chain  in  Set,  signal  lamp,  type  EE-36. 
Drawing  937-B. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

ShipplDg  weight, . 

Specification, . 

Handbook, . 

800^94 

CONNECTION  BLOCK, type  TM-57 

A  black  fiber  block,  4  by  i  by  A  inches,  on  which 
are  mounted  2  binding  posts  consisting  of  | 
inch  No.  8  brass  screws  with  washers  and  nuts; 
used  in  target  range  buzzer  systems.  Draw- 
ing 625D-2. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-695 

CONNECTOR,  type  M-6 

Brass;  ball;  head,  H  hich  diameter;  neck,  if  inch 
diameter;  base,  A  inch  diameter;  fitting  sockets 

on  Mast  cap,  type  Mp-4,  used  with  Antenna, 

types  AN-3  and  AN-4,  and  Cord,  type  CD-82. 

Drawing  1279-1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification, . 

Handbook, . 

800-696 

CONNECTOR,  type  TM-32 

Service  buMer;  old  standard  "Type  A";  a 
Williams  nickeled-steel  test  clamp  with  black 

oxidized  finish  so  constructed  that,  to  attach  to 

the  line,  it  is  merely  necessary  to  compress  the 

2  principal  parts,  releasing  them  when  the  line 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-696 


CONNECTOR,  type  TM-3a-Contd. 


800-697 


CONNECTOR,  type  TM-33. 


800-698 


CONTACT,  type  CN-1. 


has  been  inserted  in  the  space  provided;  com- 
posed of  2  bent  interlocking  spring  bands  |  inch 
wide,  so  arranged  that  they  form  jaws,  in  one  of 
which  is  held  a  Stud,  type  FT-49,  with  19  steel 
needle  x>oints;  the  wire  with  which  connectioQ 
is  to  be  made  rests  in  a  groove  in  one  jaw  while 
the  spring  forces  the  needle  points  on  the  other 
through  the  insulation  making  contact  with  the 
conductor.    Drawing  838-g-4. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displaoemenf, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Wire,  shell  fire;  a  locking  spring  clamp  made  of 
0.0312-inch  sheet  brass,  H  inch  wide,  hard,  and 
well  tinned;  its  shape  is  generally  rectangular 
and,  in  opposite  sides,  with  their  x>oints  inter- 
spaced, are  mounted  80  carbon  steel  pins  of 
O.TO-mch  to  0.80-inch  stock;  the  pins  are  held 
together  when  the  open  end  of  the  clamp  is 
locked  shut  by  a  tongue-and-groove  arrange- 
ment.   Drawing  129A1. 

Unit  of  measure,  each. 

Weight  per  imit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Upper;  for  use  on  Power  buzzer,  type  C-4;  con- 
sists of  a  iV-inch  platinum  disk  welded  to  the 
end  of  the  interrupter  contact  screw. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement. 
Shipping  weight,  — 
Specification,  3017. 
Handbook, 
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Numerical 
eode  or  No. 


Article. 


Useful  information. 


800-690 


CONTACT,  type  CN-2. 


S0O-7OO 


CONTACT,  type  CN-3. 


800-701 


CONTACT,  type  CN-4. 


800-709 


CONTACT,  type  CN-8. 


141645—20 18 


Lower;  for  use  on  Power  buzzer,  type  C-4;  con- 
sists of  a  platinum  disk  mounted  on  a  flat  plate^ 
to  bo  attached  to  the  vibrator. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3018. 

Handbook, . 

Consists  of  a  brass  screw,  f  inch  long,  with  a 
knurled  brass  head,  -^  tuch  diameter,  and  a 
platinum  contact  point;  screw  head  marked 
"A";  used  on  Coil,  type  C-3.  Drawing  RL-D- 
188,  part  16. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

.Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Consists  of  a  No.  23  B.  &  S.  gauge  spring  bronze 
strip,  Ij  by  |  inch,  with  a  mounting  hole 
0.196  by  0.228  inch  at  one  end,  and  a  riveted 
platinum  contact  point  at  other  end;  used  on 
Coil,  type  C-3.    Drawing  RL-D-188,  part  19.. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Platinum;  moving;  used  on  the  vibratory  trans- 
former in  Set  box,  type  BC-53,  to  oscillate  be- 
tween 2  fixed  Contacts,  type  CN-9;  manufac- 
tured from  Marconi  Co.'s.  sample  and  from 
sx>ecification  2044.  Construction  details  not 
available. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article.' 

Useful  information. 

800-703 

CONTACT,  type  CN-9 

Platinum;  fixed;  used  on  the  vibratory  trans- 
former in  Set  box,  type  BC-63,  to  make  contact 

with  the  moving  Contact,  type  CN-8;  manu- 

liEu^ured  from  Marconi  Co.'s  sample  and  from 

specification   No.   2044.    Construction  details 

■ 

not  available. 

Woicht  "nor  unit 

Packed, -. 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-704 

CONTACT,  type  CN-10 

Vibrator;  moving;  platinum;  0.04  by  0.08  inch 
diameter;  welded  to  nickel  stem  |  by  ^  inch 
diameter,  riveted  into  vibrator  spring;  used  in 

,  Set  box,  type  BC-18-A;  made  by  American 
Radio  &  Research  Corporation;  Manufacturers 
drawing  No.  1327-A. 
Unit  of  moflfTiim 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shintiinc  wrtifflit 

• 

Specification, . 

Handbook, . 

800-705 

CONTACT,  type  CN-11 

Vibrator;  stationary;  platinum;  t"^  by  0.08  inch 
diameter;  welded  to  nickel  stem,  J  by  A  inch 

diameter;  for  end  of  adjusting  screw;  made  bv 

American    Radio    &    Research    CorporaUon; 

manufecturer's  drawing  No.  1327-A. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

oiupyui^  weigiii/,             . 

Specification, . 

Handbook, . 

800-706 

CONTACT,  type  CN-12 

Stationary;  for  Power  buaer,  type  C-24;  consists 
of  a  iV-inch  hexagonal  screw;  thickness  of  screw 

head,  ^  inch;  length  of  thread  body,  A  toch: 

welded  at  end  of  screw.    Drawing  R-A-173& 

Weight  per  unit, 
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Xumerical 
code  or.No. 


80O-706 


800-707 


Article. 


CONTACT,  type  CN-12— Continued. 


CONTACT  SPRING,  type  M-14.... 


800-708 
800-708-1 

800-708-2 
800-llAO 

800-708-3 
800-1923 


800-709 


Useful  information. 


Packed, . 

Cubic  displacement, 
Shipping  weight,  — 


Specification,  2117. 

Handbook, . 

Consists  of  4  loops  of  No.  24  B.  &  S.  gauge  bare 
brass  wire,  with  ends  parallel  to  axis  of  coil; 
total  length,  ^  inch;  diameter,  I  inch,  used  on 
Stand,  type  DT-l,  to  make  point  contact  with 
detector  crystal  surface. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


CONTROL  BOX,  type  BC-92.. 

Comprises: 
Box,  8|  by  7  by  8  inches 

CONTENTS. 

Bus  bars,  panel  of. 
FuTO,  type  M-68  (2). 
Jack  (12). 
Socket,  type  SO-10  (1). 


CONTROL  BOX,  type  BE-9. 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  3037. 

Handbook, . 

Signal;  used  in  Set,  zone  signal,  type  EE-20.  Box 
is  of  water-tight  cast  iron.  The  dimensions 
include  clamps  and  hinge  for  fastening  the 
cover.  Parts  are  connected  and  mounted  and 
t3rx)e  numbers  have  been  assigned. 

Unit  of  measure,  each. 

Weight  per  unit, — . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  302. 

Handbook, . 

Ardois  signal  lamp;  comprises  a  metal  box  and 
contents;  the  box  has  a  hinged,  rounded-top 
cover,  15  inches  long  by  lOJ  inches  wide  by  12 
inches  high,  exclusive  of  irregularities;  equipped 
with  wing-bolt  fasteners;  the  contents  com- 
prise a  suitably  connected  and  mounted  signal 
keyboard,  14  inches  long  by  9^  inches  wide, 
with  31  control  buttons,  a  pilot  lamp,  terminal 
strips,  etc.    Drawing  935. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification, . 

Handbook, ^. 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


80O-710 


800-711 


CONTROL  BOX,  type  BE-32. 


CONTROLLER,  type  1-34. 


800-712 


CORD,  type  CC-1. 


A  wooden  box  with  both  front  and  back  doors  and 
a  metal  carrying  handle;  it  contains  an  insu- 
lating panel  on  which  are  suitably  mounted  an 
ammeter,  a  voltmeter,  2  pilot  lamps,  2 15-amp. 
fuzes,  a  generator  field  rheostat  and  a  Circuit 
breaker,  type  SW-55;  on  the  back  of  this  panel 
are  carried  in  suitable  clamps  a  roll  of  splicing 
tape,  2  spare  spark  plugs,  2  switch  plugs,  a 
monkey  wrench,  a  file,  a  screw  driver,  a  pair  of 
pliers,  a  funnel,  a  Stilson  wrench,  and  an  m\ 
can;  dimensions,  15|  inches  wide  by  13}  inches 
high  by  8|  inches  deep;  first  used  in  the  Set, 
field  wireless  pack,  type  SCR-44.  Drawing 
499C-1. 

Unit  of  measure,  each. 

Weight  i)er  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

An  electrical  device  for  starting  and  stopping  t 
stop  watdi;  comprises  a  slate  base,  8  inchee  long 
by  4  inches  wide  by  ^  inch  thick,  on  whidi  is 
mounted  a  solenoid  magnet  with  sliding  soft- 
iron  core  which  is  drawn  into  the  solenoid  when 
the  signal  circuit  Is  closed  and  pushed  out  by 
a  spring  when  the  circuit  is  broken;  this  core  is 
connected  to  a  lever  which  presses  or  releases  the 
control  button  of  the  Stop  watch,  type  1-33, 
used  with  the  device;  height  of  device  above 
base,  2J  inches.  Drawing  70. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

A  72-inch  cord  composed  of  1  length  of  Wire,  type 
W-56,  equipped  at  each  end  with  a  Terminal, 
type  TM-39;  used  on  suspended  switdiboard 
transmitter.    Drawing  1014-2. 
Unit  of  measure,  each. 
Weight  i)er  unit, . 
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Numerical 

Article. 

Useful  information. 

code  or.No. 

800-712 

CORD,  type  CC-1— Continued. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  586. 
Handbook, . 

800-713 

C  O  R  D .  t  vne  CC-2 

A  72-inch  cord  composed  of  1  length  of  Wire,  type 

•%^\^  A*  A>^  y     *^  X'^'     ^^^^      «•»••••••••••••■----- 

W-o6,  equipped  at  one  end  with  a  Terminal, 

type  TM-35;  used  on  common  battery  switch- 

board transmitter.    Drawing  1014-2. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Si)eciflcation,  586. 

800-714 

CORD  tvtieCC-3           

A  60-inch  cord,  composed  of  2  lengths  of  Wire, 

\j\JX^±/f  l(Jr  ffv  \^\.r-v  .....•.••••••-••-•• 

type  W-56,  covered  with  a  common  braid,  tied 

at  each  end  with  a  lO-inch  stay  cord,  and 

equipped  at  each  end  with  2  Terminals,  type 

TM-39;  used  on  switchboard  receiver.    Draw- 

ing 1014-2. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  586. 

Handbook, . 

80O-715 

CORD,  type  CC-4 

A  72-inch  cord  composed  of  2  lengths  of  Wue, 

type  W-n56,  covered  with  a  common  braid,  tied 

at  one  end  with  a  6-inch  stay  cord  and  equipped 

at  the  same  end  with  2  Terminals,  type  TM-39, 

and  at  the  other  end  with  2  Terminals,  type 

TM-50,  the  insulated  conductors  being  tied 

together  at  this  end;  used  on  operator's  head 

set.    Drawing  1014-2. 

UDib  oi  moosurey 

Weight  per  umt, . 

Packed, . 

i^UDic  aispiaoexQeuii,  "      *  • 

flTilrLnln  (T  uralirhf 

isnippmg  weignt, 

Specification,  586. 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-716 


CORD,  type  CC-5. 


800-717 


CORD,  type  CC-6. 


800-718     CORD,  type  CC-7. 


800-719 


CORD,  type  CC-8. 


A  72-inch  cord  composed  of  2  lengths  of  Wire^ 
type  W-56,  covered  with  a  common  braid, 
equipped  at  one  end  with  2  Terminals,  type 
TM-47,  and  a  3i-inch  stay  cord,  and  at  the 
other  end  with  2  Terminals,  type  TM-38,  and 
an  8-inch  stay  cord.    Drawing  1014-2. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  586. 

Handbook, . 

A  9-inch  cord  composed  of  a  twisted  pair  of  Wires, 
type  W-56,  without  an  outer  braid,  equipped 
at  one  end  with  Terminals,  type  TM-40,  and 
at  the  other  end  with  Terminals,  type  TM-4T: 
the  ends  of  the  cord  are  reinforced  by  a  winding 
of  cotton  thread;  for  switchboard  transmitter 
arm.    Drawing  1014-2. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  586. 

Handbook, . 

A  54-inch  cord  composed  of  2  lengths  of  Wire, 
type  W-56,  covered  with  a  common  taaid. 
equipped  at  one  end  with  2  Terminals,  type 
TM-39,  and  an  8-lnch  stay  cord,  and  at  the 
other  end  with  1  Terminal,  type  TM-50,  and  1 
bared  conductor;  used  on  local  battery  switch- 
board receiver.    Drawing  1014-2. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  586. 

Handbook, . 

A  72-inch  cord  composed  of  2  lengths  of  Wire 
type  W-56,  covered  with  a  oommoo  braid, 
equipped  at  one  end  with  2  Terminals,  type 
TM-39,  and  an  8-inch  stay  cord,  and  at  th« 
other  end  with  a  Terminal,  type  Tll-49,  and 
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Numerical 
code  or  No. 


800-719 


8OO-720 


800-721 


Article. 


CORD,  type  CC-8— Continued. 


CORD,  type  CC-9. 


CORD,  type  CC  60. 


Useful  inlbrmation. 


a  bared  conductor;  used  on  switchboard  re- 
ceiver.   Drawing  1014-2. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  586. 

Handbook, . 

A  36-inch  cord  composed  of  4  lengths  of  Wire, 
type  W-56,  covered  with  a  common  braid, 
equipped  at  one  end  with  4  Terminals,  type 
TM-49,and  an  ^inch  stay  cord  and  at  the  other 
end  with  an  8-inch  stay  cord  and  a  36-inch 
extension  composed  of  2  conductors  inclosed 
in  a  common  braid  equipped  with  2  Terminals, 
type  TM-39,  and  a  3-inch  extension  of  the  other 
2  conductors,  covered  with  a  common  braid, 
ending  in  2  Terminals,  type  TM-36;  used  for 
transmitter  and  receiver  of  common  battery 
switchboard.    Drawing  1014-2. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  586. 

Handbook, . 

A  27-inch  cord  composed  of  2  lengths  of  Wire, 
type  W-57,  covered  with  a  common  braid, 
equipped  at  one  end  with  2  Terminals,  type 
TM-28,  and  a  stay  cord  equipped  with  Termi- 
nal, type  TM-46,  and  at  the  other  end  with  1 
Terminal,  type  TM-50,  and  1  bared  conductor. 
Drawing  1015-2. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  586. 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Usefal  information. 


800-722 


CORD,  type  CC-51. 


MOO  723 


CORD,  type  CC-52. 


800-724 


CORD,  type  CC-53.. 


800  725 


CORD,  type  a V  54. 


A  60-inch  cord  composed  of  2  lengths  of  Wire, 
type  W-57,  covered  with  a  common  braid, 
equipped  at  one  end  with  2  Terminals,  type 
TM-48,  and  a  stay  cord  equipped  with  1  Termi- 
nal, type  TM-46,  and  at  other  end  with  one 
Terminal,  tsrpe  TM^SO,  and  1  bared  conductor. 
Drawing  1016-2. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Si)eciflcation,  586. 

Handbook, . 

A  66-inch  cord  composed  of  2  lengths  of  Wire,  type 
W-57,  covered  with  a  common  braid,  equipped 
at  one  end  with  2  Terminals;  type  TM~48,  and 
a  stay  cord  equipi)ed  with  Terminal,  type  TM- 
46,  and  at  the  other  end  with  2  Terminak,  type 
TM-SO.    Drawing  1015-2. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation,  588. 

Handbook, . 

A  68-inch  cord  composed  of  21engths  of  Wire,  type 
W-57,  covered  with  a  common  braid,  equipped 
at  one  end  with  2  Terminals,  type  Tlff-48,  and 
a  stay  cord  equipi)ed  with  1  Terminal,  type 
TM-46,  and  at  the  other  end,  with  2  Terminals, 
typeTM:-50.    Drawing  1015-2. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  586. 

Handbook, . 

A  68-inch  cord  composed  of  2  lengths  of  Wire,  type 
W-57,  covered  with  a  conunon  braid,  equipped 
at  one  end  with  2  Terminals,  type  TM-4S,  and 
one  stay  cord  equipi)ed  with  Terminal,  type 
TM-46,  and  at  the  other  end  with  a  Terminal, 
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800-725 


800-726 


CORD,  type  CC-^54— Continued. 


CORD,  type  CC-55.. 


«00-727 


800-728 


CORD,  type  CC-56.. 


CORD,  type  CC-57. 


type  TM-50,  and  a  bared  conductor.    Drawing 
1015-2. 

Unit  of  measure,  — ^ — ". 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  586. 

Handbook, . 

A  66-Inch  cord  composed  of  2  lengths  of  Wire,  type 
W-57,  covered  with  a  common  braid,  and 
equipped  at  one  end  with  2  Terminals,  type 
TM-48,  and  1  stay  cord  equipi)ed  with  a  Ter- 
minal, type  TM-46,  and  at  the  other  end  with 
2  Terminals,  type  TM-50.    Drawing  1015-2. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  586. 

Handbook, . 

A  48-Inch  cord  composed  of  3  lengths  of  Wire,  type 
W-57,  covered  with  a  conunon  braid,  and 
equipped  at  one  end  with  3  Terminals,  type 
TM-48,  and  a  stay  cord  equipped  with  Termi- 
nal, type  TM-46,  and  at  the  other  end  with  1 
Terminals,  type  TM-50,  and  one  bared  conduo- 
tor.    Drawing  1015-2. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, r. 

Si)eciflcation,  586. 

Handbook, . 

A  72-inch  cord  composed  of  3  lengths  of  Wire 
type  W-57,  covered  with  a  common  braid, 
equipped  at  one  end  with  3  Terminals,  type 
TM-48,  and  a  stray  cord  looped  and  fastened 
under  the  common  braid,  and  at  the  other  end 
with  2  Terminals,  type  TM-49,  and  a  bared 
conductor.    Drawing  1015-2. 

Unit  of  measure, . 

Weight  per  imit, . 

Packed, . 


Digitized  by  VjOOQ IC 


202  SIGNAL  COBPS  STOBAGE  CATAIiOGUE. 

DESCRIPTION  O?  SIGNAL  CORPS  EQUIPMBNT-Continued. 


Numerical 
code  or  No. 


Article. 


Useful  information. 


80O-728 


800-729 


CORD,  type  CC-58— Continued. 


CORD,  type  CC -58. 


800-730 


CORD,  type  CC-100.. 


800-731 


CORD,  type  CC-1 01. 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  586. 

Handbook, . 

A  66-inch  cord  composed  of  3  lengths  of  Wire, 
type  W-57,  covered  with  a  common  braid,  and 
equipped  at  one  end  with  3  Terminals,  type 
TM-48,  and  1  stay  cord  equipped  with  1  Ter- 
minal, type  TM-46,  and  at  the  other  end  with 
1  Terminal,  type  TM-50,  and  2  bared  conduc- 
tors.   Drawing  1015-2. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  586. 

Handbook, . 

An  82-lnch  cord  composed  of  2  lengths  of  Wire, 
tjrpe  W-56,  covered  with  a  common  braid  ex- 
cept for  a  4-inch  length  located  16  inches  from 
one  end  of  the  cord;  here  the  2  wires  are  sep- 
arated and  bared  of  insulation  for  a  distance  of 
-^  inch,  each  conductor  being  again  divided 
and  the  halves  wound  with  fine  copper  wire; 
equipped  at  the  end  nearest  this  sei)aratioa 
with  2  Terminals,  type  TM-40,and  at  the  other 
end  with  2  Terminals,  type  TM-39,  and  a  7-incfa 
stay  cord;  used  on  double  head  receivers. 
Drawing  1016-2. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  586. 

Handbook, . 

A  65-inch  cord  made  up  of  2  lengths  of  Wire,  type 
W-56,  covered  with  a  common  braid,  equipped 
at  one  end  with  2  Terminals,  type  TM-39,  and 
a  6-inch  stay  cord,  and  at  the  other  end  with  2 
Terminals,  type  TM-29,  and  a  6-inch  stay  cord. 
Drawing  1016-2. 

Unit  of  measure, . 

Weight  per  unit, . 
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Numerical 
code  dr  No. 

Article. 

Useful  information. 

800-731 

CORD,  type  CC-101-Contlnued. 

Packed, . 

Cubic  displacement,  — . 

Specification,  586. 

Handbook, . 

800-732 

CORD,  type  CC-102 

A  60-inch  cord  made  up  of  3  lengths  of  Wire,  type 
W-56,  covered  with  a  common  braid,  equipped 

at  each  end  with  3  Terminals,  type  TM-39,  and 

a  7-inch  stay  cord .    Drawing  1016-2. 

Unit  of  measure,  each. 

Wrifht  •nrr  unit 

Packed, . 

QVk jv^v^lvk^v   «Tr^«i#v%«^ 

Specification,  586. 

Handbook, . 

800-733 

CORD,  type  CC-103 

A  64-inch  cord  composed  of  4  lengths  of  Wire,  type 
W-56,  covered  with  a  common  braid,  equipped 

at  each  end  with  4  Terminals,  type  TM-39,  and 

a  6-inch  stay  cord.    Drawiug  1016-2. 

Unit  of  measure. 

Weight  per  unit, . 

Packed, . 

. 

Specification,  586. 

Handbook, . 

800-734 

CORD,  type  CC- 104 

A  60-inch  cord  composed  of  3  lengths  of  Wire, 

type  W-56  covered  with  a  common  braid, 

equipped  at  each  end  with  3  Terminals,  type 

TM-36,  and  a  Tfinch  stay  cord.  Drawing  1016-2. 

Unit  ofmeasm-e, 

Wrirht  ncr  iinft 

Packed, . 

Pnhio  diinljiCfiTTif^Tit 

Specification,  586. 

Handbook, . 

800-735 

CORD,  type  CC-105 

A  36-inch  cord  composed  of  2  lengths  of  Wire,  type 
W-56,  covered  with  a  common  braid,  equipped 

at  one  end  with  2  Terminals,  type  TM-30,'and 

a  6-inch  stay  cord  and  at  the  other  end  with  2 

Terminals,  type  TM-40,  and  a  6-Inch'stay  cord. 

. 

Drawing  1016-2. 

Unit  of  measure, 

Weight  per  unit, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-735 

CORD, 

type  CC-105— Continued. 

Packed, . 

Shipping  weight, . 

Specification,  586. 

Handbook, . 

800-736 

CORD, 

tvne  CC-200     

A  12J-inch  cord  composed  of  2  lengths  of  Wire, 

vjf  ^/v  v/xy     «tf\r\^*  •■•■••■••  ••■•••«• 

type  W-69,  covered  with  a  common  braid, 

equipped  at  each  end  with  2  Terminals,  type 

TM-36,  and  a  5-inch  stay  cord.    Drawing  1016-2 

Unit  of  measure. 

Weight  per  imit, . 

Packed, . 

L/UDIC  aiSpiaUoIIxvIll>,                  . 

onippuig  weiijiit,             . 

Specification,  586. 

Handbook, . 

800-737 

CORD 

typcCC-2tn 

A  60-inch  cord  composed  of  3  lengths  of  Wire, 

type  W-59,  covered  with  a  common  braid, 

equipped  at  one  end  with  3  Terminals,  type 

TM-45,  and  an  8-incb  stay  cord  and  at  the  other 

end  with  3  Terminals,  type  TM-36,  and  a  5- 

inch  stay  cord.    Drawing  1016-2. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  586. 

Handbook, . 

800-73H 

CORD, 

typeCC-202 

An  84-inch  cord  composed  of  2  lengths  of  Wire, 

type  W-59,  covered  with  a  common  braid. 

equipped  at  one  end  with  3  Terminals,  type 

TM-45,  and  an  8-hich  stay  cord,  and  at  the 

other  end  with  3  Terminals,  type  TM-36,  and 

a  6-inch  stay  cord.    Drawing  1016-2. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

omppmg  weigm. 

Specification,  586. 

Handbook, . 

800-739 

CORD 

typeCC-2a3 

A  62-inch  cord  composed  of  4  lengths  of  Wire, 

type  W-59,  covered  with  a  common  braid, 

equipped  at  one  end  with  4  Terminals,  type 

TM-46,  and  an  8-inch  stay  cord,  and  at  the 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

80O-739 

CORD,  type  CC-203— Continue i. 

other  end  with  4  Terminals,  type  TM-30,  and 
an  8-inch  stay  cord.    Drawing  1016-2. 
Unit  of  measiu-e, . 

Weicht  nrr  iinit 

Packed, . 

r^.iiViiA  Hierklo/'omon'f    

v/UUll/  UlspiavOIUcni,                  . 

Shinninc  TH'Ciiclit 

Specification,  686. 

Handbook, . 

800-740 

CORD,  type  CC-204 

A  7i-inch  cord  composed  of  1  length  of  Wirie,  type 
W-61,  covered  with  braid  and  equipped  at 

each  end  with  a  Terminal,  type  TM-3a?  Draw- 

ing 374r-I-9. 

TTnif  f\f  mtxaaiirtx    

u  uii  oi  nicasurc,  — — — , 
Wpicht  rtnr  iinif 

Packed, . 

Cubic  di'tnln.fCTnmt 

Specification,  401. 

Handbook, . 

800-741 

CORD,  type  CC-205 

A  48-inch  cord  composed  of  2  lengths  of  Wire, 
type  W-58,  covered  with  a  common  braid. 

equipped  at  one  end  with  2  Terminals,  type 

TM-39,  and  a  3i-inch  stay  cord,  and  at  the 

other  end  with  2  Terminals,  type  TM-29,  and 

a  3i-inch  stay  cord.    Drawing  374r-I-9. 

"Wnirht  nrr  unit 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  401. 

Handbook, . 

8O0-742 

CORD.  t7DeCC-206 

A  7-foot  cord  composed  of  2  lengths  of  Wire, 
type  W-61,  covered  with  a  common  braid. 

^^  ^^  »w^^^   v^  r  ^^  ^r^^    ^i^/^^  «•  ••••■••••••••■. 

equipped  at  one  end  with  2  Terminals,  type 

TM-36,  and  a  3  J-inch  stay  cord,  and  at  the  other 

end  with  2  Terminals,   type   TU-45,  and  a 

6-inch  stay  cord.    Drawing  374-1-9. 

Packed, . 

v^uuji/  uinpiauexiieiit,             . 

filiinniTiflr  ■nroicrh't-    _— 

Diuppuig  weigiiv, . 

Specification,  401. 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


80O-743 


CORD,  type  CC-207.. 


800-744 


CORD,  type  CC-208.. 


800- 745     CORD,  type  CC-300 . 


80O-74<'> 


CORD,  type  CC-301. 


A  30-inch  cord  composed  of  2  lengths  of  Wire, 
type  W-58,  covered  with  a  common  braid, 
equipped  at  one  end  with  2  Terminals,  type 
TM-52,  and  a  3i-inch  stay  cord,  and  at  the  other 
end  with  2  Terminals,  type  TM-29,  and  a  3J- 
inch  stay  cord.    Drawing  374-1-9. 

Unit  of  measure, . 

Weight  per  unit, . 

Paclted, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  401. 

Handbook, . 

An  S-foot  cord  composed  of  2  lengths  of  Wire, 
type  W-61,  covered  with  a  common  braid  and 
equipped  at  one  end  with  2  Terminals,  type 
TM-36,  and  a  3^inch  stay  cord,  and  at  the 
other  end  with  2  Terminals,  type  TM-45,  and 
a  3i-inch  stay  cord.    Drawing  374-1-9. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  401. 

Handbook, . 

A  5-inch  cord  composed  of  1  length  of  Wire,  type 
W-60,  with  the  conductor  bared  |  inch  at  each 
end;  used    as    battery    connector.    Drawing 
1017-5. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  586. 

Handbook, . 

A  24-inch  cord  composed  of  1  length  of  Wire,  type 
W-58,  equipped  at  one  end  with  a  Terminal 
tjrpe  TM-29,  and  a  6-inch  stay  cord,  and  at  the 
other  end  with  a  Terminal,  type  TM-45;  used 
for  connection  to  ground  rod.    Drawing  1017-5. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


8O0-746 


800-747 


CORD,  type  CC-301— Continued. 


CORD,  type  CC-302 . 


S4M>  748 


HUO-74SI 


CORD,  type  CC-303. 


CORD,  type  CC-304. 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  586. 

Handbook, . 

A  25-foot  cord  composed  of  2  lengths  of  Wire,  tjrpe 
W-58,  covered  with  a  common  braid,  the  indi- 
vidual wires  extending  12  inches  at  each  end  of 
the  cord  and  being  equipped  with  Tenninals, 
type  TM-45,  and  small  support  hooks  attached 
to  the  ends  of  the  common  outer  braid;  used  for 
target  range  telephones.    Drawing  1017-5. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  586. 

Handbook, . 

A  6(X-inch  cord  composed  of  2  lengths  of  Wire, 
tjrpe  W-58,  twisted  and  equipped  at  both  ends 
with  2  Terminals,  type  TM-38;  used  with  tele- 
phone, field  artillery,  M1912.    Drawing  1017-6. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  586. 

Handbook, -. 

A  36-inch  cord  composed  of  a  twisted  pair  of 
Wires,  type  W-58,  equipped  at  one  end  with 
2  Terminals,  type  TM-29,  and  a  stay  cord 
equipped  with  1  Terminal,  type  TM-28,  and 
at  the  other  end  with  2  Terminals,  type 
TM-^8.    Drawing  1017-5. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification,  586. 
Handbook, . 
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Numerical 
code  (M*  No. 


Article. 


Useful  information. 


800-750 


CORD,  type  CC-305. 


800-751 


CORD,  type  CC-306 . 


80O-752 


CORD,  type  CC-337. 


80O-753 


CORD,  type  CC-«)8. 


A  3d-izich  cord  composed  of  2  lengths  of  "Wire,  type 
W^  twisted  together  and  equipped  at  one 
end  with  2  Terminals,  type  TM-^,  and  at  the 
other  end  with  2  bared  conductors.  Drawing 
1017-5. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  586. 

Handbook, . 

A  60-inch  cord  composed  of  3  lengths  of  Wire,jtypc 
W-58,  covered  with  a  common  braid  and 
equipped  at  one  end  with  3  Terminals,  type 
TM-45,  and  a  6-inch  stay  cord,  and  at  the  other 
end  with  3  Terminals,  type  TM-^8,  and  a 
5i-inch  stay  cord.    Drawing  1017-5. 

Unit  of  measure, . 

Weight  per  unit, 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedfication,  586. 

Handbodc, . 

A  54r-inch  cord  composed  of  2  lengths  of  Wire, 
type  W-56,  with  a  common  outer  braid,  equip- 
ped at  one  end  with  2  Terminals,  type  TM-39, 
and  a  6-inch  stay  cord  and  Y  connected  at  the 
other  end  by  means  of  an  additional  length  of 
Wire,  type  W-56,  the  2  legs  of  the  Y  being  12 
inches  long  and  each  equipped  with  2  Termi- 
nals, type  TM-39.    Drawing  1017-5. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, 

Shipping  weight, . 

Speciacation,  586. 

Handbook, . 

A  56-inch  cord  composed  of  2  lengths  of  Wire,  type 
W-56,  covered  with  a  conunon  braid,  equipped 
at  one  end  with  2  Terminals,  type  TM-9,  and  a 
6-inch  stay  cord  and  Y  connected  at  the  other 
end  by  means  of  an  additional  length  of  Wire, 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-753 

CORD,  type  CC-308— Continued. 

type  W-56,  the  2  legs  of  the  Y  being  9i  inches 
long  and  each  equipped  with  2  Terminals,  type 
TM-40.    Drawing  1017-^. 

Unit  of  measure,  — : — . 

Weight  per  unit, . 

Packed, . 

Specification,  586. 

Handbook, . 

80(^754 

CORD  tVDeCC-509 

A  36-inch  cord  composed  of  2  lengths  of  Wire, 

•\^  Vr  JLm  -M^  p    vj  tr^   ^^^>^     ^^-SfV  •    •   ••••••••••••••• 

type  W-56,  covered  with  a  common  braid  and 

equipped  at  one  end  with  3  Terminals,  type 

TM-38,  and  a  5^inch  stay  cord  and  at  the 

other  end  with  3  Terminals,  type  TM-29,  and  a 

6-inch  stay  cord.    Drawing  1017-6. 

Unit  of  measure, . 

Packed, . 

V/UOWy  UlbpUICVIUcXlL,                   • 

^hfrtnlnp  nrricht 

Specification,  586. 

TTftTidlioolc  .^— — . 

800-755 

CORD,  type  CC-310 

•CXUllUUUl/A.,                     . 

A  36-inch  cord  composed  of  2  lengths  of  Wire, 
type  W-58,  twisted  and  equipped  at  one  end 

with  Terminals,  type  TM-30,  and  at  the  other 

end  with  Terminals,  type  TM-61.    Drawing. 

1017-5. 

Weight  per  unit, . 

Packed, . 

RhiTininc  Trcfrht 

Specification,  686. 

Handbook, . 

800-756 

For  connection  to  spiral  inductance  on  Set,  type* 
SCR-65-A;  11|   Inches   long;  consists    of   19 

•%^-\^  JkW^^^^   wj  Jr^  ^^*^     ^••••••••••••••••#»» 

strands  Of  No.  27  B.  &  S.  gauge  tinned  copper 

wire,  rubber  insulated  and  cotton  covered; 

. 

connecting  clip  on  one  end  and  the  other  end 

skinned  over  a  length  of  |  Inch.    Drawing. 

RI/-D-lfl2. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

80O-756 

CORD,  type  CD-2— Continued. 

OiiMo  dlinlnrrMTinTif 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-757 

CORD,  type  CD-3 

For  connection  to  spiral  inductance  on  Set,  type 
SCR-65-A;  6|  inches  long;  same  description 

as  Cord,  type  CD-2,  except  that  free  end  is 

skinned  over  a  length  of  |  inch.    Drawing 

RL-D-m. 

WnlrVit  TkCr  unit 

Packed, . 

RhinniTir  TirmVht 

OUippUIg  WolgJK,                   . 

Specification,  — . 

Handbook, . 

800-758 

CORD,  type  CD-6. 

Extension;  12-foot  length  of  4-oanduotor  cord, 
eachconductor  consisting  of  10  strands  of  No.  30, 
B.  &  S.  gauge  tinned  copper  wire,  rubber  insu- 
lated; with  Mounting,  type  JM-1,  on  one  end 
and  Plug,  type  PLr-9,  on  the  other  end . 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

9h1nn1nir  Timitrht 

Specification,  2085. 

Handbook, . 

800-759 

CORD,  t3rpeCD-7 

Extension;  made  up  of  Cord,  type  CO-7,  with  a 
Plug,  type  PLr-8,  on  one  end  and  Switch,  type 

SW-4,  on  the  other  end. 

Weight  per  unit, . 

Packed, . 

RViinrtinfr  TLnffrht 

Specification,  2096. 

Handbook, . 

8OO-700 

CORD,  tyi)e  CD-9 

Extension;  made  up  of  Cord,  type  CO-9,  with  a 
Plug,  type  PIy-7,  on-each  end. 

UUlb  Ol  UlcoaUlV,                   . 

•Packed, . 

V/UUIO  UlSpioWIUQIlb,  ■                 . 

Shipping  weight, . 

Spedflcation  3069. 

Handbook, . 
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N'umerical 
code  or  No. 

Article. 

Useful  information. 

80O-761 

CORD, 

typeCD-10 : 

Extension;  made  up  of  Cord,  type  CO-10,  with  a 
Plug,  type  PI^12,  on  one  end. 

Wei4,ht  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3067. 

Handbook, . 

80O-762 

CORD, 

typeCD-11 

Extension;  made  up  of  Cord,  type  CO-11,  with  a 
Plug;  type  PL-12,  on  one  end. 

u  uii  oi  measure,             . 
Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3068. 

Handbook, . 

800-763 

CORD 

typeCD-12 

Extension;  made  up  of  Cord,  type  CO-18,  with  a 

Plug,  type  Pl-13,  on  one  end  and  lug  termi- 

nals on  the  other  end.    Drawhig  RL-C-1446. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Specification, . 

Handbook, . 

800-764 

CORD 

typeCD-13 

Extension;  2-conductor;  used  on  Equipment, 

type  PE-2,  for  connecting  storage  battery  to 

power  board. 

unib  oi  measure. 
Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification,  None. 
Handbook, . 

800-765 

CORD, 

typeCD-14 

Extension;  made  up  of  a  6-foot  length  of  Wire, 

type  W-8,  with  two  Plugs,  type  PL-14,  Y  con- 

nected on  one  end  with  the  2  plugs  in  series,  and 

2  Terminals,  type  TM-10,  on  the  other  end. 

Unit  of  measure, . 

W^niirlil-  Ttrr  unit 

Packed, . 

Cubic  displacement, . 
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Numerical 
code  or  Na 


Article. 


Useful  information. 


800-765 


800-766 


CORD,  type  CD-14— Continued. 


CORD,  type  CD-15. 


800-767 


800-768 


800-769 


CORD,  type  CD -17. 


CORD,  type  CD-18 . 


CORD,  type  CD-19. 


Shipping  weight, . 

Specification, . 

Handbook, . 

Extension;  made  up  of  a  5-foot  6-inch  length  d 
Wire,  type  W-8,  with  2  Terminals,  type  TM-10, 
on  both  ends. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3080. 

Handbook, . 

Extension;  made  up  of  Cord,  type  CO-17,  with 
a  Plug,  type  PL-10,  on  one  end. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification,  3072. 
Handbook, . 


I 


Extension;  made  up  of  Cord,  typo  CO-9,  with  a  j 
Plug,  type  PL-6,  on  each  end. 

Unit  of  measure, .  | 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  3090. 

Handbook, . 

Extension;  made  up  of  an  .8-footj4-inch  length  of 
SK^onductor  cord,  each  conductor  consisting*of 
26  strands  of  No.  30  B .  <&  S.  gauge  tinned  copper 
¥dre,  rubber  and  cotton  covered;  ends  skinned 
and  solder  dipped;  conductors  have  braids  of 
diflerent  colors. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3065. 

Handbook, . 
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Nomerical 
code  or  No. 

Article. 

Usefol  information. 

800-770 

CORD, 

typeCD-20 

Extension;  made  up  of  a  6-foot  length  of  Wire, 

type  W-11,  with  a  Plug,  type  PL-14,  on  one 

end  and  spade  cUps  at  the  other  end. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

aOO-771 

CORD 

tyi>eCD-21 

Extension;  single  conductor;  rubber  Insulated; 

4  feet  long ;  used  in  Equipment,  type  RT-3. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed. . 

Shipping  weight, . 

Specification,  None. 

Handbook. . 

800-772 

CORD, 

tjpeCD-22 

Extension;    ZKMmductor  twisted  pair;   No.  16 

B.  &  S.  gauge;  rubber  and  cotton  covered;  lug 

terminals  at  one  end;  other  ends  solder  dipped. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Handbook, . 

800-773 

CORD, 

typeCD-23 

Extension;  5-conductor;  2  conductors  of  No.  18 

B.&S.  gauge  stranded  tinned  copper  wire; 

other  3  conductors  of  No.  14  B.  &  S.  gauge  wire; 

cott<m  covered;  free  ends  of  all  conductors 

skinned  and  solder  dipped. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 


Article. 


Useful  information. 


800-774 


CORD,  type  CD-24. 


800-776 


CORD,  type  CD-25. 


800-776 


800-777 


800-778 


Extension;  30  feet  of  6-conductor  cord,  with 
Plug,  type  PL-5,  at  one  end  and  Plug,  type 
PL-15,  and  Mounting,  type  JM-4,  at  the  other 
end. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Extension;  2-conductor,  with  2-point  plug  on 
one  end  and  push-button  switch  on  ot  her  end 
not  definitely  specified. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


CORD,  type  CD-26. 


CORD,  type'CD-27. 


CORD,  type  CD-28. 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Extension;  single-conductor;  used  to  connect  Bet 
box,  type  BC-13,  to  Antenna,  type  An-3;  not 
definitely  specified. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Extension;  singlen^onductor;  15  feet,  0  indM 
long;  armored;  used  to  connect  Set  box,  type 
BC-15,  to  ground.    Not  definitely  specified. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Extension;  single-conductor;  used  to  connect ,8et 
box,  type  BC-15,  to  fair-lead.  Not  definitely 
specified. 

Unit  of  measure,  each. 

Weight  per  unit, . 
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Numerical 
code  or  No. 

Article. 

Useful  infonnation. 

800-778 

CORD,  type  CD-28— Continued. 

Packed, . 

v^uuu/  uiapmuciutsuii, 

RhiTknintf  TJirniirlit 

Speciflcation, . 

. 

Handbook, . 

80O-779 

CORD,  type  CD-29 

Extension;  used  to  connect  battery  to  Set  box^ 

in  Equipment,  type  RT-1.    Not  definitely 

specified. 

Unit  of  measure,  each. 

W^fiirht  Ttcr  unit 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Handbook, . 

80O-780 

CORD,  type  CD-30 

Extension;  used  to  connect  battery  and  set  box 

to  observfer's  key  and  switch,  in  Equipment, 

type  RT-1.    Not  definitely  specified. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Handbook, . 

800-781 

CORD,  typeCD-31 

Extension;  used  to  connect  observer's  key  to 

switch  in  Equipment,  type  RT-1.    Not  defi- 

nitely specified. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

V.alOU<  UlSpiaUcIXltSIlti  ■         "    '. 

firxA/tifl/tof  i/vn     

opecincabiou, . 

Handbook, . 

800-782 

CORD,  type  CD-32 

Extension;  used  to  connect  observer's  key  to 
pilot's  key  in  Equipment,  type  RT-1.    Not 

definitely  specified. 

Unit  of  measure,  eacn. 

Weight  per  unit,  — : — . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

SjDecification  ,.• 

Handbook, 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

S  "0-783 

CORD,  typeCD-33 

Extension;  special;  7  feet  long;  consists  of  4 
lengths  of  single-conductor  lamp  cord  twisted 

and  braided;  2  plugs  IJ  by  IJ  by  }  inches,  Man- 

hattan Electric  Supply  Co.,  No.  653;  1  plug 

. 

special,  4  terminals;  used  in  Set,  type  SCR-^, 

chest  to  generator. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

STiA/*iflr»n.tinTi    ——— 

OpcCUlUcllilUIl,                    . 

Handbook, . 

800-784 

CORD,  type  CD-34 

Extension;  used  on  Equipment,  type  RE-4,  for 
connecting  Cord,  type  CD-82,  to  Set  box,  type 

Comprises: 

800-848 

Cord,  type  CO-22  (1). 

BC-24. 

800- 

Plug,  type  PL-22  (1). 

Unit  of  measure,  each. 

1576 

Weight  per  unit, . 

800- 
784-1 

[Universal  test  clip,  10  amp.  (1). 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-785 

CORD,  type  CD-35 

Extension;  flexible;  a  9-inch  length  of  braided 
tinned  copper  cable  soldered  to  nickeled-eteel 

connection  plug  ^  inch  diameter,  within  haid- 

rubber  mount ;  }  inch  from  end,  plug  is  tapered 

to  A  inch  by  ^  inch,  and  has  a  saw  cut  A  inch 

wide  extending  i  inch  into  plug  to  receive  cop- 

Unit  of  measure,  each. 

Wrfrhf  nnr  tinff 

Packed, . 

Specification, . 

Handbook, . 

800-786 

CORD,  typeCD-36 

Extension;  armored;  15  feet  6  inches  long;  used 

to  connect  panel  to  generator  in  Equipment, 

typeRT-6.    Not  definitely  specified. 

Unit  of  measure,  each. 

'^Ttrnirhf  rtrir  iinlf 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Niiin«rfcal 
code  or  No. 

Article. 

Useful  information. 

800-787 

CORD,  type  CD-37 

Extension;  single^^mdactor;  hlgh-tensian;  12 
feet  8  inches  long;  used  to  connect  panel  to  fair- 

lead  in  Equipment,  type  RT-i5.    Not  dflflnftely 

specified. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, , 

Handbook, . 

80O-788 

CORD,  typeCD-38 , 

Extension;  a  1-foot  length  of  Wire,  type  W-11, 
with  a  Terminal,  type  TM-12,  on  each  end. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Spedflcation,  3046. 

Handbook, . 

800-780 

CORD,  type  CD-39 

Extension;  an  8-foot  length  of  Wire,  type  W-5; 
bare,  with  plug  on  end;  made  from  approved 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-790 

CORD,  type  CD-40 

Extension;  a  6-foot  length  of  Wire,  type  W-8, 
with  2  Plugs,  type  PI>-14,  on  one  end  and  2 

Terminals,  type  TM-10,  on  the  other  end. 

Unit  of  measure,  each. 

WciitrYit  nnr  unit 

Packed, . 

Shipping  weight, . 

Specification,  3056. 

Handbook, . 

800-791 

CORD,  type  CIMl 

Extension;  a  3-foot  6-incii  length  of  Wire,  type 
W-10,  with  Terminals,  type  TM-10,  on  both 

ends. 

Unit  of  measure,  each. 

Weight  per  unit, . 
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Numerical 
code  or  No. 

Article. 

Useful  Information. 

800-791 

CORD,  type  CD-41— Continued. 

Packed, . 

Shipping  weight, 

Specification,  3092. 

Handbook, . 

80O-79;3 

CORD,  type  CD-42 

Extension;  a  .3-foot  length  of  Wire,  type  W-8, 

with  Terminals,  type  TM-10,  on  t)oth  ends. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 

Specification,  3096. 

Handbook, . 

80O-793 

CORD,  type  CD-43 

Extension;  an  Moot  6-lnch  length  of  2-conductor, 

No.lO  B.&S.  gauge  lamp  cord,with  2  Terminals, 

type  TM-10,  and  6  Terminals,  type  TM-11 

Drawing:  RL-C-260. 

Unit  of  measure,  each. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

80O-794 

CORD.  tvDe  CD-44 

Extension;  a  1-foot  6-inch  length  of  Wire,  type 

XX  x^  ^w^^  f   V  J  x'V    ^1^*1^     ^^  ••••>■•■••••■■•«•• 

W-3,  with  a  Terminal,  type  TM-10,  ononeend; 

the  other  end  Is  skinned  over  alength  off  iocb. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification,  3096. 

Handbook, . 

800-795 

CORD,  type  CD-45 

Extension;  a  1-foot  length  of  No.  16  B.-  &'S.|gaa9e 

single-conductor  lamp  cwd,  with  a  Termlnftli 

type  TM-10,  on  one  end,  and  a  Terminal, type 

TM-11,  on  the  other  end. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification,  3097. 

Handbook, 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-796 


CORD,  type  CD^6. 


800-797 


CORD,  type  CD-47. 


800-798 


CORD,  type  CD-48. 


800-799 


CORD,  type  CD-49. 


800-800 


CORD,  type  CD-50. 


Extension;  a  2-foot  6-inch  length  of  Wire,  type 
W-8,with  2  Terminals,  t3rpe  TM-10,  on  one  end; 
other  end  skinned. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3098. 

Handbook, . 

Extension;  a  5-foot  6-inch  length  of  Wire,  type 
W-11,  with  2  Terminals,  type  TM-10,  on  both 
ends;  polarity  marked. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3088. 

Handbook, . 

Extension;  a  6-foot  length  of  Wire,  type  W-11, 
with  2  Terminals,  type  TM-10,  on  one  end,  and 
2  Terminals,  type  TM-12,  on  the  other  end; 
braids  of  different  colors. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3048. 

Handbook, . 

Extension;  a  1-foot  6-inch  length  of  Wire,  type 
W-8,  with  2  Terminals,  type  TM-10,  on  both 
ends. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 


Specification,  3087. 

Handbook, . 

Extension;  a  6-foot  length  of  Wire, "type  W-8,. 
with  2  Terminals,  type  TM-10,  on  one  end,  and 
2  Terminals,  type  TM-12,  on  the  other  end; 
flexible  rubber  sleeve  on  ends  equipped  with 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT-Continued. 


Numerical 
code  or  No. 

Article. 

Useful  infonnation. 

800-800 

CORD,  type  CD-50— Continued. 

Terminals,  type  TM-12;  polarity  marked  on 
Terminals,  type  TM-12.    Drawing  RL-B-318. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

TTfinHVtnnlr 

^00-801 

CORD,  type  CD-51 

Extension;  7-foot  9-inch  length  of  No.  10  B.  &  8. 
gauge  2-c<?nductor  lamp  cord,  with  one  Hubbell 

polarity  receptacle  and  6  Terminals,  type 

TM-12,  connected  3  pair  in  parallel.   Drawing 

RL-C-276. 

Unit  of  measure,  each. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3099. 

Handbook, . 

^800-8013 

CORD,  type  CD-52 

Extension;  1  foot,  9  inches  length  of  Wire,  type, 
W-10,  with  2  Terminate,  type,  TM-10,  on  one 

end  and  HubbeU  polarity  plug  on  the  other 

end;  polarity  marked  at  both  ends. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification,  3100. 

Handbook, . 

■800-803 

CORD,  type  CD-53 

Extension;  2-foot  length  of  4-coindtictor  lamp 

cord,  with  a  4-point  plug  at  one  end  andspide 

clips  at  other  end. 

Unit  of  measure,  each. 

Wcigxii'  per  uiui>. 

Packed, . 

flVitrtrtiniy  WAftfytt     ^.^.^_ 

Dnipping  weigiii,             . 

AruvHRnfttinn    ^— ^— 

opvutmuiiiuxi,              . 

• 

Handbook, . 
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Numerical 
code  or  Na 

Article. 

Useful  information. 

800-804 

CORD,  type  CD-54 

Extension;  2-foot  length  of  No.  12  B.  &  S.  gauge 
2-cQnductor  lamp  cord  with  spade  clips  at  one 

end  and  the  other  end  skinned  and  solder 

dipped. 

.  Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

flhtrknintr  vtraxohf    

Doipping  weigiii*, . 

SrkAAiP/xti'lnn    ..^__ 

Dpecinsiiiua, . 

Handbook, . 

800-805 

CORD,  type  CD-55 

Extension;  2-foot  length  of  No.  12  B.  <&  S.  gauge 
single-conductor  lamp  cord,  with  a  spade  clip 

at  one  end  and  the  other  end  skinned  and 

solder  dipped. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

^hinninc  Tirriitrht 

ooippuig  weigub. 

Specification, . 

Handbook, . 

800-806 

CORD,  type  CD-56 

Extension;  made  up  of  a  3-foot  length  of  Wire,, 
type  W-15,  with  a  Plug,,  type  PL-5,  at  one  end 

and  2  spade  clips  at  the  other  end;  outside 

diameter  of  spade  clip  terminal  connector  is  ^ 

inch;  width  of  spade  clip  opening,  A  inch; 

over-all  length  of  spade  clip  terminal,  H  inch. 

Drawing  RL-B-1901. 

Unit  of  measure,  each. 

'Wrilirht  Tkt\T  unit 

Packed, . 

nViinrtlnn*  Tirriifht 

Specification,  3120. 

Handbook, . 

800-807 

CORD.  tVBe  CD-57    

Test;  made  up  of  a  length  of  2-conductor  tele- 
phone cord  with  2  spade  clips  at  one  end  and  a 

^^^^  ^fWJk^  p    9^  gf^^    ■Xi^*-^       Vfl    •••••••••••••••••• 

plug,  Western  Electric  Co.,  No.  47,  at  the  other 

end;  Western  Electric  Co.,  No.  8-D.    Thls^ 

cord  is  used  for  testing  space  and  grid  current 

of  Set  box,  types  BC-11  and  BC-ll-A,  fitted 

with  Equipment,  type  IE-1.    Made  from  ap- 

proved sample;  no  drawing  available. 

Unit  of  measure,  each. 

Weight  per  unit, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-807 

CORD,  type  CD-57— Continued. 

Packed, . 

Shipping  weight, . 

STwv»lfiftftf  Inn  *            * 

O^MX/llivaUvUl,                   . 

Handbook, . 

800-808 

CORD,  type  CD-58 '. 

Extension;  made  up  of  a  2  foot  6  inch  length  of 
Wire,  type  W-15;  Plug,  type  PL-16,  at  one 

end,  2  spade  clips  at  the  other  end;  outside 

width  of  spade  clip  terminal  connector,  A  inch; 

width  of  spade  clip  opening,  ^  inch. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

oiuppiiig  WdgllV,                . 

Specification,  3073. 

Handbook, . 

800-809 

CORD,  type  CD-59 

Extension;  a  6-foot  length  of  Wire,  type  W-8, 
with  spade  clips  on  one  end  and  the  other  end 

skimied  and  solder  dipped;  braid  of  dlllerent 

colors.    Drawing  RL-B-401. 

Unit  of  measure,  each. 

Wftirht  TtCiT  unit 

Packed, . 

Specification,  3025. 

Handbook, . 

800-810 

CORD,  type  CD-60 , 

Extension;  2  feet  6  inches  in  length  of  3-oonductor 
cord,  with  plug  on  one  end  and  spade  clips  at 

other  end.    Drawing  RL-B-402. 

Unit  of  measure,  each. 

T'tT'rirhf  nrr  unit 

Packed, . 

Shipping  weight, . 

Handbook, . 

800-811 

CORD  tvDeCD-61 

Extension;  made  up  of  a  4  foot  6-inch  length  o/ 
Wire,  type  W-8,  with  one  Plug,  type  PL-H, 

XX  V^  A.*A^y     V^  Jl*^'     XX*^       \^A  ••••••••••■••••••■ 

on  one  end  and  special  spade  clips  at  the  other 

end.    Spade  clips  are  bent  at  nght  angles  with 

respect  to  the  wire;  outside  diameter  of  spade 

clip  terminal  conductor,  f  inch;  width  of  spade 

clip  openmg,  A  inch. 

Unit  of  measure,  each. 
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Numerical 
code  or  Na 

Article. 

Useful  infonnation. 

800-811 

CORD,  type  CD-61— Cantinued. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Spedfication,  3062. 
Handbook. . 

800-812 

CORD,  type  CD-62 

Extension;  Cord,  type  CD-19,  with  Plug,  type 
PL-9,  at  one  end  and  Mounting,  type  JM-^,  at 

the  other  end. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2097 

Handbook, . 

800-813 

CORD,  type  CD-«3 

Extension;  a  3-foot  length  of  Wire,  type  W-16, 
equipped  at  one  end  with  a  Plug,  type  PL-6, 

TM-45;  usedforconnectingSet,typeSCR-72-B 

to  Set,  type  SCR-54-A. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, 

Specification, . 

Handbook, . 

800-814 

CORD,  type  CD-64 

Extension;  a  4-goot  length  of  Wire,  type  W-8, 
with  Plug,  type  PL-14,  at  one  end  and  2  Term- 

■ 

inals,  type  TM-10,  at  the  other  end. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weighi, . 

Specification,  2062. 

Handbook, 

800-815 

CORD,  type  CD-OS 

Obsolete,  never  fully  developed;  extension;  4-con^ 
ductor;  formerly  used  in  Equipment,  type  R  C-10, 

for  connecting  storage  and  dry  batteries  to  ampli- 

fier; supersededby  Cords, type  CD-71and  CD-7». 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-815 

CORD,  type  CD-«5— Continued. 
CORD,  type  CD-66 

Cubic  displacement, . 

800-816 

Specification, . 

Handbook, . 

Extension;  a  &-inch  length  of  2-coiidactor  cord 

CORD,  type  CD-67 

with  Plug,  type  PI^5,  on  one  end  and  a  Jack 
for  Plug,  type  PLr-7,  on  the  other  end;  type  of 
wire  not  speclfled. 

Unit  of  measure,  each. 

Packed, . 

800-817 

Specification, . 

Handbook, . 

Extension;    14-foot  length  of  Wire,  type  W-3, 
with  Belden  "exploit''  hook  terminal  at  eadi 
end. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

CORD,  type  CD-68 

800-818 

Specification,  3083. 

Handbook, . 

Extension;  Moot  length  of  Wire,  type  W-3,  with 
Belden  "exploit"  hook  terminal  at' each  end. 
Unit  of  measure,  each. 

CORD.  tvDe  CD-70 

Packed, . 

80O-819 

Specification,  3084. 

Handbook, . 

Extension;  5-foot  length  of  Wire,  type  W-8,  with 
copper  spade  clips  0.023  by  «  by  ^  inch  on 
both  ends. 

Unit  of  measure,  each. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3075. 
.     Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-820 

CORD,  type  CD-71 

Extension;  6-foot  length  of  Wire,  type  W-8,  with 
Belden  ''exploit"  terminal  on  each  end. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Puhir  diinlnmmcnt 

Specification,  3085. 

Handbook, . 

800-821 

CORD,  type  CD-72 

Extension;  5-foot  length  of  Wire,  type  W-11, 
with  Terminals,  type  TM-12,  on  one  end  and 

Belden  "FEE''  hook  terminals  at  the  other 

end. 

Unit  of  measure,  each. 

Weight  per  unit,  — —. 

Packed, . 

Specification,  3086. 

Handbook, . 

800-822 

CORD,  type  CD-73 

A  3-foot,  8-inch  cord  composed  of  2  lengths  of 
Wire,  type  W-52,  with  conductors  bared  at  one 

end,  then  looped  and  bound  together  with  a 

stout    winding    of   cotton    thread    (drawing 

1013-5  No.  4),  the  conductors  at  the  other  end 

equipped  with  2  Terminals,  type  TM-29;  stay 

cord  between  the  Terminals,  type  TM-29,  is 

equipped  with  Terminal,  type  TM-28.    Draw- 

ing 1017-5. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-823 

CORD,  type  CD-74 

Extension;  Cord,  type  CC-306,  with  Plug,  type 
PL-1,  at  one  end  and  2  Terminals,  type  TM-31, 

at  the  other  end;  old  "  Standard  cord.  No.  305. " 

Drawing  1017-^. 

Unit  of  measure,  each. 

W^nifht  nnr  unit 

Packed, . 

oxuppiug  yvvi^Uftf            '  . 

Specification,  555. 

Handbook, . 

141645—20 16 
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SIGNAL  COBPS  STORAGE  CATALOGUB. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT-Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-894 

CORD,  type  CD-75 

Extension;  2  feet  of  No.  18  B.  &  S.  gauge,  new 

code,  waterproof  lamp  cord,  with  side  opening, 

Belden  ''Evoke"  terminals  at  one  end  and 

Plug,  type  PL-19,  at  the  other  end.    Drawings 

RB-2928,  RB-2929,  and  RA-2830. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2117. 

Handbook, . 

800-895 

CORD,  type  CD-76 

Extension;  3^  feet  of  No.  12  B.  &  S.  gauge,  2  con- 

ductor, twisted,  fle;cible,  weather-proof  cord 

with  10-amp.  universal  spring  clips  and  red  and 

black  rubber  sleeves  on  the  positive  and  negar 

Plug,  type  PL-17,  at  the  other  end.    Drawings 

RB-2928,  RB-2929,  and  RA-2930. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2117. 

Handbook, . 

800-826 

CORD,  type  CD-77 

Extension;  same  as  Cwd,  type  CD-76,  except 
that  Plug,  type  PI^IS,  is  used  instead  of  PL-17. 

Drawings  RB-2928,  RB-2929,  and  RA-293a 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification,  2117. 

Handbook    -   — 

800-827 

CORD,  type  CD— 78 

A  40-foot  length  of  Wire,  type  W-53,  fitted  at  ooe 

end  with  Plug,  type  PL-29,  and  with  10  Jacks, 

type  JK-13,  on  4-foot  centers,  wired  in  multiple. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, 

, 

Shipping  weight, . 

Specification,  607. 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-828 

CORD,  tjrpe  CD-79 

A  S-foot  length  of  Wire,  type  W-64,  one  end  Y 
connected,  so  that  the  arms  of  the  Y,  each  18 

Inches  long,  are  formed  of  1  conductor  of  the 

Wire,  type  W-54,  and  1  leg  of  a  third  conductor, 

equipped  at  Y  ends  with  standard  commercial 

pin  tips  and  at  opposite  ends  with  Plug,  type 

PL-21. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

8OO-820 

CORD,  type  CD-80 

A  36-inch  length  of  wire,  type  W-53,  with  a  Plug, 
type  PL-29,  on  one  end  and  each  conductor  at 

the  other  end  fitted  with  a  standard  battery 

clip. 

Unit  of  measure,  each. 

W^rirht  ncr  unit 

Packed, . 

Ciibif  diflnl&nAmATtt   — — — 

v/UUiU  UiB^iJiWOIIiPHv,                     . 

ftrwiPnitinn 

Handbook, . 

800-830 

CORD,  type  CD-81 .., 

Lead-in;  used  for  connecting  counterpoise  wire  to 
Set  box,  type  BC-24;  used  on  Equipments, 

Comprises: 

800-308 

Block,  typeBL-2(l) 

types  A-1  and  A-4.    (Described  from  the  sam- 
ple.) 

Unit  of  measure,  each. 

'WHirht  nnr  unit 

800-846 

Cord,  type  CO-20  (1) 

800-1576 

Plue.  tvoe  PL-22  (1) 

*  ***0»       J  f^    *  A^— «»•   V''/*  ••--•-•••••••••. 

weigub  per  uuii<,             . 

Packed, . 

Cubic  displacement, . 

Speciflcatiott, . 

Handbook, . 

800-831 

CORD,  type  CD-82 

Antenna  lead-in;  used  on  Equipments,  types 
A-1  and  A-4;  to  be  permanently  attached  to 

Comprises: 

800-69ff 

Connector,  type  M-6  (1) 

Mast  cap,  type  MP-4. 
Unit  of  measure,  each. 

80O-847 

Cord,  type  CO-21  (1) 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  infonnation. 

800-8313 

CORD.  tVDe  CD-83 

Connecting;  a  25-foot  length  of  Wire,  type  W-8, 
with  Plug,  type  PL-23,  on  one  end  and  Sodcet, 

•\^-s-^  ^.W^^  0    V  J  gf^^   x^*^      %/%*  ••■•■*■•••••••■•■• 

type  SO-9,  on  the  other  end;  used  in  Set,  signal 

lamp,  type  EE-10.    Drawing  1479. 

Unit  of  measure,  each. 

Weight  per  imit, . 

Packed, . 

Specflication,  610. 

Handbook, . 

80O-833 

CORD,  type  CD-84 

Extension;  c<nisists  of  a  6i-foot  length  of  Wire, 
type  W-8,  fitted  at  one  end  with  Plug,  type 

PL-23,  and  at  the  other  end  with  Socket,  type 

SO-9. 

Unit  of  measure,  each. 

Weight  per  imit, . 

Packed, . 

Shipping  weight, . 

Specflication,  600. 

Handbook, . 

800-834 

CORD,  type  CD-85 

An  11-inch  length  of  No.  12  B.  &  S.  gauge  lamp 
cord,  single-conductor,  consisting  of  65  strands 

of  No.  30  B .  &  S.  gauge  tinned  copper  wire  with 

both  ends  soldered  to  standard  terminal  eyes. 

Drawing  RL-B-700. 

Unit  of  measure, . 

Packed, . 

Cubic  displacement, . 

Phinninrr  TirHrrhf 

Specification, . 

Handbook, . 

800-2420 

CORD,  type  CD-86 

An  8-foot,  2-conductor  cord,  8-volt  leads,  gen- 

erator to  set  box  of  Equipment,  type  RB-Sl, 

made  of  Wire,  type  W-8,  with  one  plug  indi- 

cated on  drawing  RL-B-782,and  one  recep- 

tacle indicated  on  drawing  RL-C-7ao.  Diawing 

RLr-B-785. 

! 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 

Specification, , 

Handbook, 
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Numerical 
code  or  No. 

Article. 

Useful  infonnation. 

800-2421 

CORD,  type  CD-87 

A  6-foot,  2-conductor  cord,  350-volt  leads,  gen- 

erator to  set  box  of  Equipment,  type  REp21, 

with  one  plug  indicated  on  drawing  RL-B-782, 

RL-C-721.    Drawing  RI^B-786. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-2422 

CORD,  type  CD-88 

A  6-foot,  3-conductor  cord,  set  box  to  dry  bat- 
teries of  Equipment,  type  RE-21,  made  of 

wire,  type  W-62,  with  one  receptacle  indicated 

on  drawing  RL-C-718.    Drawing  RL-B-787. 

"nrrlfrhf  rtrir  iinif- 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-2423 

CORD,  type  CD-«9 

A  lO-foot  single  conductor  cord,  set  box  to  coun- 
terpoise of  Equipment,  type  A-l-A,  made  of 

Wire,  type  W-6,  with  one  block,  type  BL-2, 

.and   one   receptacle  indicated   on   drawing 

RLr-B-717.    Drawing  RLr-B-788. 

Packed, . 

Specification, . 

Handbook, 

80O-2424 

CORD,  type  CD-90 

Two-conductor,  No.  12  B.  &  S.  lamp  cord,  6  feet 
long,  12-yolt  leads,  set  box  to  storage  batteries; 

receptacle  marked  "12  V"  on  one  end  and 

"lead  covered  copper  lugs"  on  other  end .  Draw- 

ing RI^B-847. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification, . 

Handbook, 
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SIGNAL  COBPS  STOBAGB  CATALOGTTE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT-Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2425 

CORD,  type  CD-91 

Two-conductor,  No.  16  B.  &  8.  lamp  cord,  6  feet 
long,  receptacle  marked  ''350-volt  lead"  oo 

dynamotor  to  set  box.    Drawing  RIr-B-848. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

flr\af>H\notiivn    

Dpci/incauou, , 

Handbook, . 

800-2426 

CORD,  type  CD-02 

Two-conductor,  No.  12  B.  &  S.  lamp  cord,  6  feet 

long,  12-volt  leads,  dynamotor  to  set  bnx, 

receptacle  marked  "Dyn."  on  one  end  and 

''Tinned  copper  terminals"  on  other.  Drawing 

RI^B-849. 

Packed, . 

Cubic  displacement, . 

Specification, . 

Handbook. 

800-835 

CORD.  tvDG  CO-2 

d-(oot  length  of  2K;Qnductor  cotton«covered  cord; 

Vi' v^^v^^y    V^  gf^f    X^X.'       ^»   ••••••••••«••••••• 

2  terminals  at  one  end  fitted  for  Plug,  type 

PL-7;  4  terminals  at  the  other  end  adapted  for 

connection  to  Receivers,  t3rpe  R-1;  used  on 

Head  set,  type  HS-2.    Drawing  RL-C-1013. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Speci^cation,  586. 

Handbook, . 

80O-836 

CORD,  type  CO-3 

6-foot  length  of  2*conductor  cord,  with  termtiials 

for  Plug,  type  PLr-6,  and  Transmitter,  type 

T-lorT-3.    Drawing  RL-C-1014. 

Unit  of  measure,  each. 

Packed, . 

Shipping  weight, . 

Specification,  686. 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-837 

CORD,  type  CO-4 

4-foot,  9-inch  length  of  2-conductor  cord,  fitted  for 

plug  and  telephone  receivers.    Drawing  RL- 

C-155. 

Unit  of  measure,  each. 

Weight,  per  unit, . 

Packed, . 

^hlirnliifF  wfilchf 

SpecificaUon,  586. 

Handbook, . 

800-838 

CORD,  type  CO-6 

12-foot  length  of  cord  consisting  of  4  conductors 

twisted  about  each  other,  each  the  equivalent 

of-  No.  20  B.  <&  S.  gauge  and  consisting  of  10 

strands  of  No.  30  B.  &  S.  gauge  tinned  copper 

wire  insulated  with  ^  inch  N.  C.  rubber  cotton 

covered.    Braiding,  black,  red,  yellow,  and 

red-green;   common  oitside  braiding  of  black 

glazed  cotton,  except  at  ends  where  conductors 

PL-9,  and  one  Mounting,  type  JM-1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 

Specification,  2095. 

Handbook, . 

80O-839 

CORD,  type  CO-7 

2-foot  length  of  Wire,  type  W-15,  with  one  end 
fitted  for  Plug,  type  PI^. 

Unit  of  measure,  each. 

W^nfrht  nnr  unit 

VY  OlgUt  |l«r  UlUb,                    • 

Packed, . 

filiirtrtfner  nrAJorVif    _^^_ 

Diuppuig  weigui/,             • 

Specification, . 

Handbook, . 

800-840 

CORD,  type  CO-9 

5-foot,  6-inch  length  of  Wire,  type  W-16;  finished 
at  each  end  for  Plug,  type  PI^6  or  PL-7. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Specification,  3090. 

Handbook, . 
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Numerloftl 
code  or  No. 

Article. 

Useful  i^fonnation. 

800-841 

CORD,  type  CO-10 

3.foot  length  of  Wire,  type  W-13;  Western  Elee- 
trie  Co.,  No.  601. 

Unit  of  measure,  each. 

IVAicht  nnr  unit 

Packed, -. 

RWirnini*  Timlphf 

Specification,  3066. 

Handbook, . 

80O-842 

CORD,  type  CO-11 

8-foot  length  of  Wire,  type  W-13;  bared  for  finch 
at  one  end  and  dipped  in  solder;  Western 

Electric  Co.  No.  615. 

Unit  of  measure,  eadi. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation,  3066. 

Handbook, . 

80O-843 

CORD,  type  CO-17 

4-conductor;  5  feet  6  inches  long;  aU  terminate  at 
each  end  fitted  for  Plug,  type  PL-IO;  composed 

of  26  strands  of  No.  30  B.  <b  S.  gauge  tinned 

copper  wire,  insulated  with  ^"r-inch  National 

Electrical  Code  rubber,  cotton  covered;  braid- 

ing, black,  red,  white,  and  yellow;  used  on 

Cord,  type  CD-17;  Western  Electric  Co.,  No. 
602. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Handbook, . 

800-844 

CORD,  type  CO-18 

10-foot  length  of  No.  14  B.  &  S.  gauge  Natiooal 
Electrical  Code  tinned  ^conductor  twisted-pair 

lamp  cord,  cotton  covered;  common  outside 

black  glazed  cotton  covering,  except  at  the  ends 

where  the  conductors  are  untwisted  over  4 

Inches,  and  2J  Inches,  respectively,  and  finished 

for  1  Plug,  type  PI/-13,  and  2  battery  logs; 

oonductors   are  covered,  respectively,  with 

black,  and  black  and  red  cotton. 

Unit  of  measure,  each. 

Weight  per  unit, ; 

Packed, . 
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Ntunerical 
code  or  No. 

Article. 

Useful  infonnatlon. 

CORD,  type  CO-18-Contlnued. 

Cubic  displacement, . 

Shipping  weight, . 

QivMiflnotfmi'   — ^^.— 

OptX/lUUttUUIl,                    • 

Handbook, . 

800-845 

CORD  tvDeCO-19-   .'. 

4-foot  length  of  iKJonductor  cord.  No.  20  B.  &  S. 
gauge;  consists  of  10  strands  of  No.  30  B.  &  S. 

^^  \^  ^9-»^  ^    vj  gf^^  v^^^      A«r«  •  •••  ••••••••••••• 

gauge  tinned  copper  wire,  insulated  with  ^ 

inch  National  Electrical  Code  rubber,  cotton 

covered;  braid,  black,  red,  yellow,  and  green. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, '-. 

800-846 

CORD,  type  CO-20 

A  17-inch  length  of  Wire,  type  W-30,  with  one 
end  skinned  over  a  length  of  f-inch;  the  other 

end  is  soldered  to  a  double  terminal  tip  fitted 

for  Plug,  type  PL-22;  used  on  Cord,  type 

CD-81.    (Description  from  sample.) 

Unit  of  measure,  each. 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-847 

CORD,  type  CO-21 

A  50-foot  length  of  Wire,  type  W-30,  skinned  at 
one  end  over  a  length  o  \  1  inch  for  connecting 

to  a  Connector,  type  M-6,  and  looped  and  taped 

at  the  other  end,  with  insulation  removed 

above  the  loop  over  a  length  of  1  Inch,  for  con- 

nection to  Cord,  type  CD-34,  used  on  Cord, 

type  CD-82. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  infonnatioii. 


800-848 


CORD,  type  CO-22. 


800-849 


CORD,  type  RP-3. . 


80O-850 


CORD,  type  RP-5. . 


800-851 


CORD,  type  RP-6.. 


800-852 


A  5-foot,  0-inch  length  of  Wire,  type  W-«,  skinned 
at  one  end  for  soldering  to  a  10-amp.  universal 
test  clip,  and  equipped  with  a  double  tvminal 
tip  to  fit  a  Plug,  type  PL-22;  used  on  Cord, 
type  CD-34. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Sash;  No.  5;  olive-drab;  braided  cotton.    No.  12 
yarn;  ^  inch  diameter  to  ^  inch  diameter. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3042. 

Handbook, . 

Sash;  No.  6;  olive-drab  color. 
'   Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 


CORD  ADJUSTER,  type  M— 62. . . 


Specification,  3078. 

Handbook, . 

No.  36  braided  linen  cord,  impregnated  with  tar 
and  condensite;  breaking  strength,  60  to  80 
pounds;  used  for  attaching  and  insulating  air- 
plane trailing  antenna. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, , 

Specification,  2034. 

Handbook, . 

A  polished  hard  rubber  slide,  \\  by  If  by  f  inches, 
with  2  longitudinal  holes,  each  |}  indh  diameter, 
through  which  2  connecting  cords  pass;  usedto 
shift  the  point  at  which  2  head  set  cords  sep- 
arate to  be  attached  to  receivers  on  opposite 
side  of  the  head.    Drawing  374-S. 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

80O-852 

CORD  ADJUSTER,  typo  M-«a- 
Gontinued. 

TT«<14'     ^t   «MAA<nmA 

uzuv  oi  uMttisure,  —■— — . 
TpAiirht  nnr  imif 

Packed, . 

DXUppUlg  WtUgllL,                   . 

Specification,  401 

Handbook, . 

800-853 

CORSLET,  type  PG-33 

Pigeon;  a  cloth  sling  with  2  elastic  bands  attached 
to  each  end;  the  sling  fits  tightly  around  the 

body  of  the  pigeon,  being  laced  and  tied;  the 

elastic  bands  are  attached  to  the  sides  of  the 

« 

baslcet  to  support  the  pigeon  as  in  a  hanmiock; 

the  pigeon  from  injury  by  jarring;  manufac- 
tured according  to  sample. 

YXT/tl<vV>4-  w/to  •<.«i44' 

Packed, . 

Rhinnlnp  Troiirht           ■ 

Specification,  40500. 

Handbook, . 

800-854 

COUNTERPOISE,  type  CP-1 

Two  150-foot  lengths  of  Wire,  type  W-30,  with 
terminal  plugs  at  one  end;  each  plug  is  brass 
If  by  A  inches  diameter;  tapered  hole  ^  inch 
diameter  to  A  inch  diameter,  extending  to  full 
length  to  receive  counterpoise  wire;  f  inch  from 
terminal  hole,  plug  is  grooved  to  make  connec- 
tion,   lirawing  RL-A-137. 

\'7Hpht  Ttnr  unit 

Packed, . 

fiTWV»iflr»atinTi   

# 

D^WCiXmoUULl,                   • 

Handbook, . 

800-855 

COUNTERPOISE,  type  CP-2 

Six  90-foot  lengths  of  Wire,  type  W-30. 

Weight  per  unit, . 

Packed, , 

Cubic  displacement, . 

Shipping  weight, . 

Specification, , 

Handbook, . 

Digitized  by  LjOOQ IC 


236 


SIGNAL  COBPS  STOBAOE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

y 

Useful  information. 

800-856 

COUNTERPOISE,  type  CP-^ 

Six  flO-foot  lengths  of  Wire,  type  W-6. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, -. 

800-857 

COUNTERPOISE,  typeCP«4 

Two  ISQ-foot  lengths  of  Wire,  type  W-30,  and  cne 
40.foot  lead-in  of  Wire,  type  W-30,  joined  to- 
gether  at  one  end. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, , 

Spedflcation, . 

Handbook, . 

800-858 

COUNTERPOISE,  typo  CP-5 

One  75-foot  length  of  Wire,  type  W-e,  looped  and 
taped  at  one  end,  and  with  a  Terminal,  type 
TM-10,  on  the  other  end. 

Unit  of  measure, , 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification,  2063. 
Handbook  

800-859 

COUPLER,  type  FT-2 

Cast  iron;  made  of  2  semidrcular  interiocUng 
steel  straps  fastened  together  with  a  bdt  and 

wing  nut  to  form  a  damp;  for  holding  mast 

sections  together. 

Unit  of  measure, , 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, , 

Specification,  3009. 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-860 

COUPLER,  type  CU-1 

primary  and  secondary;  diameters,  2^  and  8| 

inches,  respectively;  the  secondary  coil  may  be 

rotated  inside  the  primary  coil,  to  vary  the 

degree  of  coupling;  used  in  Set  box,  types 

BC-14  and  BC-14^A.    Drawing  RL-D-143. 

Weight  per  unit, . 

Pnrlrnd 

X'SUkOU, 

Cubic  displacement, 

TTfindhnnlr 

xaAuUDOOK, 

800-861 

COUPLER,  type  CU-3 

Oscillation  transformer  for  Set  box,  type  BC-47; 
primary  coil  is  a  rectangular  4-tum  flat  spiral 

wound  with  78  inches  of  8  by  24  by  No.  38  cop- 

per braid  conductor  having  cotton  braid  and 

rubber  insulation,  sewn  in  place  on  a  A-inoh 

dilecto  sheet,  Cf  by  41  inches,  and  equipped 

with  1  Belden  "difluse"  and  1  Belden  '"deni- 

zen" terminal;  secondary  coil  is  a  IHum  flat 

winding  of  32  inches  of  a  conductor  made  up  of 

four  No.  18  rubber-covered,  cotton-braided, 

single-conductor  lamp  cords  twisted  together 

and  parallel  connected,  sewn  in  place  on  a 

A-inch  dilecto  sheet,  e|  by  4i  inches,  and 

equipped  with  1  Belden  "exhaust"  and  1  Bel- 

den "dictum"  terminal;  primary  and  secon- 

dary coil  are  permanently  clamped  parallel  to 

each  other  and  coaxially,  at  a  distance  apart 

giving  suitable  degree  of  coupling.    Drawings 

R-2931toR-2938. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Spedflcation,  2117. 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-862 

COVER,  type  BG-22 

Booster:  white  cotton  rlimlr  No    A:  rlimAnninnfl 

COVER,  type  BG-23 

approximately  65  by  32i  by  29J  inches. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

800-863 

Specification,  442. 

Handbook, . 

Booster:  white  cotton  duck  No    6*  dim.eiisiona 

COVER,  type  BG-24 

approximately  61  by  31}  by  28  inches. 

Weight  per  unit, . 

Packed, . 

800-864 

Specification,  442. 

Handbook, . 

Booster:  white  cotton  duck  No    6:  dimenaiona 

COVER,  type  BG-25 

approximately  62  by  32J  by  29J  inches. 

Weight  per  unit, . 

Packed, . 

800-865 

Specification,  442. 

Handbook, . 

i-kw.  generator;  white  cotton  duck  No.  6;  ap- 
proximately 30  by  10}  by  11}  Inches. 

COVER,  type  BG-26 

Wnifrht  nor  nnit 

Packed, . 

800-866 

Specification,  442. 

Handbook, . 

1-kw.  generator;  white  cotton  duck  No.  5;  ap- 
proximately 35i  by  13  by  14  inches. 

Weight  per  unit, . 

Packed, . 

Cnbic  displacement, . 

Specification,  442. 
Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-867 


COVER,  type  B€f-4S.. 


800-868 


COVER,  t3rpePG-31. 


800-^69 


CRACKER  JACK,  type  M-80. , 


Obsolete.  A  white  cotton-duch  cover  for  the  gen- 
erator  of  the  Set,  field  wireless  pack,  type  8  CR-44; 
dimensions,  21  inches  wide  by  S8  inches  long  at  the 
bottom,  19  inches  wide  by  96  inches  long  at  the  top, 
height,  SO  inches.    Drawing  499J. 

Unit  of  measure, 

Weight  per  unit, . 

Packed, .  » 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Pigeon  basket;  comprises  an  oilcloth  sack  made 
of  light  oiled  canvas  and  used  as  a  cover  for 
pigeon  baskets  for  protection  against  gas  and 
bad  weather;  equipped  with  a  draw  string; 
approximate  dimensions,  2i  by  2i  by  5  feet. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

An  alarm  device  comprising  a  wooden  paddle 
which  is  caused  to  slap  the  sides  of  its  mounting 
when  actuated  by  an  8-pointed  wood  ratchet. 
•  The  device  is  operated  by  being  swung  around 
a  handle  held  in  the  hand  of  the  operator. 
Over-all  dimensions,  exclusive  of  handle,  11 
by  4i  inches;  octagonal  handle  is  4|  inches  long 
by  If  inches  diameter.    Drawing  lS-7. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 


Handbook,  - 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-870 


CRANK,  type  OC-1. 


800-871 


CRANK,  type  M-63. 


800-872 


CRANK,  type  M-66. 


800-873 


CROSSARM,  type  PF-21. 


Bent  iron  pipe  with  coupling  socket  and  wooden 
handle;  for  Generator,  t3rpe  GN-8. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, 

Handbook, . 

Hand  generator;  brass;  hard  rubber  knob,  } 
by  1^  inches;  radius  of  sweep.  If  inches;  shaft 
1^  inches  long  with  free  end  drilled  and  tapped 
with  No.  1&-24  threads  to  fit  ends  of  shaft  of 
Generators,  types  GN-23  and  GN-24;  com- 
prises also  a  brass  mounting  disk  with  casing 
and  felt  packing  measuring,  in  assembled  fonn, 
iV  inch  thick  by  l^f  inches  diameter.  Drawing 
37ft-C-3. 

Unit  of  measure, .  ' 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  401. 

Handbook, 

Generators,  used  on  hand  generators;  comprises 
a  shaft,  arm,  and  hard-rubber  handle;  the 
handle  is  l^  inches  long  by  ^inch  diameter;  the 
arm  is  2  inches  long,  and  the  shaft  1|  inches 
long  by  i-inch  diameter;  drilled  and  tapi)ed  for 
depth  of  1  inch  with  i-inch  24  threads.  Draw- 
ing 1017. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  575. 

Handbook, . 

Wood,  standard,  Norway  pine  or  toathem  plot; 
4-pin;  4  feet  by  3i  by  4i  inches;  bored  for  11- 
inch  pins,  one  f-inch  machine  bolt,  and  two 
i-inch  brace  bolts.    Drawing  206. 

Unit  of  measure, . 


Digitized  by  LjOOQ IC 


SIGNAL  COBPS  STORAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


241 


Nmnerical 
code  or  No. 

Article. 

Useful  infonnation. 

800-873 

CR0S8ARM,  type  PF-21— Contd. 

Weight  per  unit,  18  pounds  (approximate). 

Packed, . 

Cubic  uisplacement, . 

Rhinninr  iirricht 

Specification,  177. 

Handbook, . 

800>874 

CROSSARM,  type  PF-22 

Wood,  standard,  Norway  pine  or  southern  pine; 
•    2-pln;  3  feet  by  3i  by  4i  inches,  bored  for  IJ- 

inch  pins,  for  one  f-inch  machine  bolt,  and  for 

two  |-inch  brace  bolts.    Drawing  205. 

Unit  of  measure, . 

Weight  per  unit,  13  pounds  (approximate). 
Packed, . 

aVklvkv.tvxv   n.A<t<*V>4- 

Specification,  177. 

Handbook  

SOOS76 

CROSSARM,  type  PF-23 

Wood,  standard,  Norway  pine  or  southern  pine; 
6-pin  American  standard;  6  feet  by  3i  by  4J 

inches;  bored  for  li-inch  pins,  for  one  j-inch 

machine  bolt,  and  two  f-inch  brace  bolts. 

Drawing  205. 

Weight  per  unit,  27  pounds  (approximate). 

Packed, . 

Cubic  displacement, . 

Q Viirkrtin or  iirAi ohi'    

ouippiug  weigiit, . 

Specification,  177. 

Handbook  

800-876 

CROSSARM,  type  PF-24 

1   fc«Wl  IV*  K^XJXJJ^^                                    m 

Wood,  standard,  Norway  pine  or  southern  pine; 
8-pin;  8  feet  by  3i  by  4i  inches;  bored  for  IJ- 

t wo  |-inch  brace  bolts .    Drawing  205. 

• 

Unit  of  measure, . 

Weight  per  unit,3  5  pounds  (approximate). 

Packed, . 

Cubic  displacement, . 

RViiTkT\{T»<T  vroforhf    ^—^^ 

ouippuig  WeigUb,                . 

Specification,  177. 

Handbook, . 

141646—20 


-16 
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Numerical 
code  or  No. 


800-877 


800-878 


800-879 


800-880 


CROSS  ARM,  type  PF-25. 


CROSSARM,  type  PF-.'W.. 


CROSS  SECTION   PAPER, 
ML-34. 


type 


Useful  inf onnation . 


CRYSTAL,  type  DC-1. 


Wood;  Norway  pine  or  Southern  pine;  UKpin 
American  standud;  10  feet  by  3}  inches  by  4} 
inches;  bored  for  l^i-inch  pins,  for  one  l-indi 
machine  bolt  and  for  two  |-ineh  brace  botts. 
Drawing  205. 

Unit  of  measure, . 

Weight  per  unit,  46  pounds  (approziiiMto). 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  177. 

•  Handbook, . 

Steel;  2-piece;  for  use  with  iron  i>ole;  comp 
a  length  of  channel  iron  curved  in  the  middlt 
to  fit  the  pole  and  bent  upward  at  each  cod, 
these  ends  threaded  for  attachment  of  Insnli- 
tors;  the  arm  is  attached  to  the  pole  by  mam 
of  a  semicircular  iron  clamp  which  is  bolted  to 
the  arm  proper  on  either  side  of  the  p<de.  Diaw- 
ing40003CL 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 

Specification,  226-F. 

Handbook, . 

Green;  engraving  50  cm.  wide;  graduated  In 
millimeters;  Keuflel  &  Esser  Co.'s  No.  303-O 
or  equal. 

Unit  of  measure, . 

Weight  i)er  imit, . 

Packed, . 


Cubic  disijlacement,  - 
Shipping  weight, 


Specification, . 

Handbook, ,^ 

Detector;  disk  of  low  melting  point  alloy  in  which 
a  galena  crystal  is  embedded;  i  inch  diameUr, 
J  inch  high. 

Unit  of  measure,  ^ 

Weight  per  unit,        — w 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 

Sx>eciflcation,  3004. 
Handbook, • 
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Numerical 
code  or  No. 

Article. 

Useful  Information . 

80O-881 

CRYSTAL.  tVDe  DO-2 

Detector;  mounted  in  alloy  and  circular  metal 

x^  A«  ^  9^  ^  A^^^p    wj  Mr^*   ^^            mmm  m  •  ••••••••••• 

cup  at  the  bottom  of  which  is  fastened  a  mount- 

ing stud.    Drawing  RL-D-38. 

Unit  of  measure, . 

Weight  per  unit, , 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation, . 

Handbook, . 

80O-88I3 

CUSHION,  type  M-76 

A  cushion  for  the  seats  of  instrument  and  main- 

V/ *^  ^'-^tm  «  v^         %    "J  Wt^   ^^      •^^•••••••••»  ■•••• 

tenance  wagons^  made  of  oUve<lrab  cotton 
webbing  with  curled-hair  stuifing;  dimensions, 
54  inches  long  by  16  inches  wide  by  3  inches 
thick.    Drawing  768b. 

Weight  per  unit, , 

Packed, . 

Shipping  weight, . 

Spedflcation, , 

Handbook, . 

800-883 

CYLINDER  tYDe  M-8S 

A  cylindrical  tank  of  cold-drawn  seamless  steel; 

^^   i    A^**^  ^^  ^^JUWp     WJ  gf^     *■*      *^«^«  •••••••••••• 

formerly  designated  "Gas  cylinder,  short  pat- 

tern;" dimensions,  48  inches  long  by  81  inches 

diameter;  weight,  100  pounds;  used  for  trans- 

porting hydrogen  gas  under  pressure.    Draw- 

ing 598b. 

weigiit  per  uiui>,              . 

Packed, . 

Shipping  weight, , 

Spedflcation, . 

Handbook, . 

800-884 

CYLINDER,  type  M-87 

A  cylindrical  tank  of  cold-drawn  seamless  steel; 

\/  ^   ms  a  *  ^  «-^  •«      *f    "^  *         ^^             ••••••••••••» 

formerly  designated  ''Oas  oyUnder,  long  pat- 

tern;" dimensions,  7  feet  3}  inches  long  by  5| 

inches  diameter;  withstands  pressure  of  5,000 

pounds;   used  for  transporting  hydrogen  gas 

under  pressure.    Drawing  598ar-2. 

Unit  of  measure, , 

Weight  per  unit, » 

Packed, . 

Cubic  displacement, , 
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Numerical 
code  or  No. 


Useful  information. 


800-884 


800-887 


CYLINDER,  type  M-87--Contd. 


DECREMETER,  type  SCR-87., 


800-888 


DESK  SET,  type  TS-2., 


800-889 


DESK  SET,  type  TS-6. 


Shipping  weight, , 

Specification, . 

Handbook, . 

Combination  wavemeter  and  decremeter,  abo 
known  as  "  Kolster  decremeter,  type  D  '*;  meas- 
ures  wave  lengths  from  70  to  3,000  meters,  and 
decrement  from  0  to  0.3;  equipped  with  4  coib, 
1  buzzer,  battery,  hot-wire  current  squared 
meter  with  shunt,  telephone  receivers,  and 
radio  apparatus  suitably  connected;  inclosed 
in  a  tan-leather  case;  approximate  weight,  20 
pounds;  no  specifications  or  drawing  available, 
designed  by  Bureau  of  Standards;  made  by 
Wireless  Improvement  Co. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, -. 

Handbook, ■, 

Telephone;  a  compact  form  of  desk  telephone  in- 
strument, with  transmitter  and  receiver  cod- 
sidered  as  permanently  attached;  comprises  a 
brass  stand  finished  in  black  enamel,  a  Re- 
ceiver, type  R-6,  a  granular  carbon,  soUd-back 
transmitter  with  aluminum  diaphragm,  and  1 
each  of  Cords,  types  CC-207  and  CC-203;  dimen- 
sions assembled,  height,  12}  inches;  diameter 
of  base,  5}  inches;  projection  of  receiver  hook, 
about  3  inches;  diameter  of  transmitter  case, 
3i  inches. 

Unit  of  measure, , 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  401. 

Handbook, . 

Common  battery;  used  in  Telephone,  type  BB- 
48;  comprises  a  metal  stand  with  a  hard-mbber 
cover,  a  hook  switch,  a  commercial  transmitter, 
and  a  Receiver,  type  R-6;  the  set  is  equipped 
with  appropriate  cords;  individual  sets  of  this 
kind  may  differ  in  unimportant  detaib  of  de- 
sign but  are  identical  for  all  intents  and  pur* 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-889 

D£SK  SET,  typeTS-5-Contiiii]6d. 

poses;  the  dimensions  of  tlds  set  are  approxi- 
mately, 12  inches  high  by  7  Inches  wide  over 
all,  the  base  of  the  stand  being  5  inches  diameter. 
Drawing  32ga. 

Unit  of  measure, , 

Weight  per  unit, , 

Packed, 

Cubic  displacement, , 

Shipping  weight, . 

Spedflcation, , 

Handbook, , 

800-890 

DETAIL  PAPER,  type  ML-«8. 

Manila;  light  weight;  26  Inches  wide;  EeulKel  A 
Esser  Co.'s  No.  4»-L,  or  equal. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-891 

DIGGING  BAR,  type  M-77 

An  octagonal  bar  of  tool  steel,  7  feet  long  by  1| 

inches  diameter;  finished  at  one  end  to  a  4-inch 

point  and  at  the  other  end  to  a  4-inoh  spade, 

21  inches  wide.    Drawing  1224. 

Unit  of  measure, . 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-893 

DRAWING  BOARD,  type  ML-32. . 

A  thoroughly  seasoned  board  made  of  narrow 
strips  of  white  pine  treated  with  a  light  coat  of 
shellac;  end  ledges  of  pine;  dimensions,  20  by  26 
inches;  similar  to  Keuflel  &  Esser  Co. 'a  No. 
2507. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

80O-893 

DRIFT  PIN,  type  TL-81 

Cable  splicer's;  consists  of  a  hard-maple  rod  22} 
inches  long  and  1}  inches  diameter, with  a  3-inch 

point  at  one  end  and  a  brass  ferrule  1  inch  wide 

and  i  inch  thick  at  the  other  end.    Drawing 

401. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed,  — '—. 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook. 

800-894 

DRIFT  PIN,  type  TLr98 

Cable  splicer's;  consists  of  a  hard-maple  rod^22§ 
inches  long  and  2  inches  diameter,  with  a  3-inch 

point  at  one  end  and  a  brass  ferrule  1  inch  wide 

and  1  inch  thick  at  the  other  end.    Drawing 

401. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-895 

DRIFT  PIN,  type  TLr99 

Cable  splicer's;  consists  of  a  hard-maple  rod*22 
inches  long  and  1}  inches  diameter,  with  a 

3-inch  point  at  one  end  and  a  brass  ferrule  1 

inch  wide  and  ^  inch  thick  at  the  other  end. 

Drawing  401. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-896 

DRUM,typeDB-l 

Obsolete.  ArUenna  reel:  adapted  for  use  on  RuU, 
typfs  RL-l  and  RL-S  superteded^byJ>Tum, 

type  DR-i. 

Unit  of  measure, , 

Weight  per  unit, . 

Packed, 

Cubic  displaeemerU, . 

Shipping  weight, . 

Handbook, 
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Numflrical 
code  or  No. 


Article. 


Useful  information. 


800-897 


DRUM,  type  DR-2. 


800-898 


DRUM,  type  DR-3. 


800^99 


DRUM,  type  DR-a-A. 


800-900 


DYNAMOTOR,  type  DM-1. 


Antenna  reel;  outside  diameter,  7  inches;  inside 
diameter,  4H  inches;  for  use  on  Reels,  type 
RL-l  and  RL.-2.    Drawing  RL.-C-371. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Cylindrical;, with  2  flanges  and  shaft;  fits  in  Reel, 
type,  RL-6;  8  by  8i  inches. 

Unit  of  measure, . 

Weight  i)er  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3058. 

Handbook, . 

Wire-carrying;  galvanlzed-metal  spool,r3  inches 
diameter;  6i  inches  long  with  2  flanges  8}  inches 
diameter;  over-all  length,  8J  inches;  equipped 
with  steel  shaft  sockets  for  mounting  in  Reel, 
type  RL-6.    Drawing  RL-SK-2074. 

Unit  of  measure, . 

Weight  per  unit, 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

D.c.  to  d.c;  10  to  300  volts  or  12  to  360  volts;  0.167 
amp.  at  300  volts;  50  watts  output;  2,550 r.p.m.; 
weight,  14  pounds;  dimensions,  4H  by  4^  by 
8|  inches;  Westinghouse;  used  with  ground  u.w. 
radio  telegraph  and  telephone  sets  for  supplying 
power  to  the  transmitting  vacuum  tube. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

'  Specification,  2021. 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-901 

DYNAMOTOR,  type  DM-2 

Same  as  Dynamotor,  type  DM-1,  except  that  it 
has  high  brush  tension. 

Unit  of  rnwiriim 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Handbook, . 

800-902 

DYNAMOTOR,  type  DM-3 

D.  c.  to  d.  c;  10  to  300  volts;  0.05  amp.  at  M 
volts;  15  watts  output;  2,500  r.  p.  m.;  wdsht, 
14  pounds;  Crocker-Wheeler;  same  use  at  Dy- 
namotor, type  DM-1. 

Unit  of  measure, , 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, 

Handbook. 

800-903 

DyNAM0T0R.typeDM'-4 

ObsoUU  combimtion.  OomprUes  Ocue,  tf/pt 
B  C-S5,  and  Dynamotor,  type  D  M-U  iMf  tm 
number  no  lorwer  used. 

Unit  of  measure^ . 

Weight  per  unit, . 

Packed, . 

Oubic  dvtnlat^tnsnt  — — 

\yU,-Ul\f  UUfjnUCClitCJH',                       . 

Shipping  weight, . 

Specification, . 

• 

XTntn.lK^^'L 

800-904 

DYNAMOTOR.  ty|ie  DM  (> 

D.c.tod.c;  12 to 25 and 350  volts;  2.6anq».at» 
volts  and  0.1  amp.  at  350  volts;  65  and  35  watii 

Set,  type  SCR-68;  used  instead  of  wind-dWrw 
generator  when  set  is  used  elsewhere  than  ob 
an  airplane. 

Weight  per  unit, . 

Packed, . 

OfiVwIrt  HtarklonAmATil'    

V'Uuii'  majpmuc in bii t,             « 

fihinnin^  WAicht  — — 

oiuppui^  wtu^iit,  — — , 

Specification, . 

Handbook, -. 
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Nomfiical 
codt  or  No. 


Article. 


Useful  information . 


800-905 


DYNAMOTOR,  type  DM-7. 


€00-906 


DYNAMOTOR,  type  DM-8. 


D.  c.  to  d.  c;  21.5  to  465  volts;  0.4  amp.  at  466 
volts;  186  watts  output;  weight,  not  over  36 
pounds;  Western  Electric  Co.,  No.  100-A. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

D.  c.  to  a.  c;  900  cycles;  12  to  120  volts;  0.83  amp. 
at  120  volts;  100  watts  output;  4,500  r.  p.  m.; 
weight,  14  pounds;  dimensions,  6}  by  6}  by  9 
inches;  Westinghouse;  for  Set,  type  SCR-62. 

Unit  of  measure, . 

Weight  i)er  unit, . 

Packed, . 


«00-907 


DYNAMOTOR,  type  DM-9. 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  2048. 

Handbook, »— . 

D.  c.  to  d.  c. ;  10  to  300  volts;  0.1  amp.  at  300  volts; 
30  watts  output;  2,000  r.  p.  m.;  weight,  15^ 
pounds;  dimensions,  4  J  by  4i  by  10  inches;  Dy- 
neto  Electric  Corporation;  same  use  as  Dyna- 
motor,  type  DM-1. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


«oa.9i6 


ELECTRODE,  type  CN-5. 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Spark  gap;  zinc;  with  threaded  screw  base  and 
cooling  flanges;  used  on  Spark  gap,  type  GA-1. 
•  Drawing  RL-C-193. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, ^. 

Shipping  weight. . 

SneHfication. . 

Handbook   
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Numerical 
cod9  or  No. 

Article. 

Usefulinformation. 

800-917 

ELECTRODE,  type  ET-1 

Spark  gap;  24-tooth  brass  disk;  outside  diameter, 
if  inches;  used  with  Set,  type  SCR-73.    Draw- 

ing RL-D-1058. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-918 

ELECTRODE,  type  ET-2 

Spark  gap;  17-tooth  brass  disk;  outside  diameter, 
4i  inches;  used  with  Set,  type  SCIU73;   Draw- 

ing RL-D-1058. 

Weight  per  unit, . 

Packed, . 

t 

Shipping  weight, . 

Specification, . 

Handbook, . 

800^919 

ELECTRODE,  type  ET-3 

Spark  gap;  12-tooth  brass  disk;  outside  diameter, 
41  inches;  used  with  Set,  type  SCR-73;   Draw- 

ing RL-D-1058. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  difTDlfuyiinnnt 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-920 

ELECTRODE,  type  ET-4 

Spark  gap;  8-tooth  brass  disk;  outside  diameter, 
H  inches;  used  with  Set,  type  SCR-73.   Draw- 

ing RL-D-1058. 

Unit  of  measure, 

Weight  per  unit, . 

Packed, . 

Cubic  di^nlftAMTiAnt  — — ^ 

V^UUlv  UiiS^ICHVlllCUl^,                      m 

Shipping  weight, . 

Specification, . 

Handbook, . 

80O-921 

ELECTRODE,  type  ET-5 

Spark  gap;  6-tooth  brass  disk;  outside  diameter, 
if  inches;  used  with  Set,  type  SCR-73.    Draw- 

ing RL-D-1068. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 
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Numerical 
coc^B  or  No. 

Article. 

Useful  information. 

800-9S1 

ELECTRODE,  type  ET-.6— Contd. 

Cubic  displaoement, . 

Specification, . 

Handbook, . 

800-922 

ELECTRODE,  type  ET-6 

Spark  gap;  stationary;  a  tungsten  stud  mounted 

on  an  insulating  support  and  held  in  place  by 
an  aluminum  yoke;  used  with  Set,  type  SCR- 
73.    Drawing  RL-B-1049. 
Unit  of  measure, . 

"Wnfrlif  rtnr  iinff 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-933 

ELECTRODE.  tVDe.  ET-7 

Spark  gap;  designed  for  use  with  the  Set,  2  kw. 
radio  wagon,  type  SCR-47;  comprises  a  cir- 

^^^^^^•^0 ^  ^WK^  M^  ^^f     W^  gf^*f     ^^  ^         •••••••••• 

cular  disk  of  best  electrolytic  copper,  3.35 

inches  diameter  by  0.189  inches  thick,  to  which 

is  welded  a  grooved  ring  of  pure  silver.    Draw- 

ing, 1068B. 

'     . 

Weight  per  unit, . 

Packed, . 

Cubic  displaoement, . 

CKfir\T\inof  tcotorVi^  

DllippiXlg  WUlgUE, . 

SpeciflcatioQ, 

Handbook, . 

800-924 

ELECTROMAGNET,  typeC-38.... 

Comprises  a  soft-iron  core,  2  inches  diameter, 
over  which  is  fitted  a  split  tube  of  brass  about 
/i  inches  thick;  this  is  covered  with  14  layers 
of  No.  10  B.  &  S.  gauge  double  cotton-covered 
magnet  wire;  the  core  is  drilled  and  threaded 
at  the  other  end  for  attachment  to  the  soft- 
iron  connecting  yoke  or  extensions,  and  the 
windings  are  protected  by  flanges  of  i-inch 
fiber;  formerly  designated  "Large  electro-mag- 
net."   Drawing  411a. 

Packed, . 

Cubic  displacement, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


Useftil  information. 


800-835 


ENGINE,  type  GE-1. 


SOO-036 


ENGINE,  type  OE-2.. 


800-027 


ENGINE,  type  GE-3-1. 


800-928 


ENGINE,  type  GE-3-2.. 


Gascdine;  "New-way;"  4  h.p.;  4  cycle;  vwtical;  800 
r.  p.  m.;  4^  by  4^  Inches. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation, . 

Handbook, . 

GasQUne;  4-oycle;  air-cooled;  1,200  r.  p.  m.;  com- 
plete with  coupling,  gasoline  tank  moiBer,  pip- 
ing, etc.,  mounted  as  a  unit,  with  Generatoo, 
typed  GN-0,  GN-16,  and  GN-17,  on  Sets 
SCR-82,  SCR-S2A,  SCR-82-B,  respectlTely. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation,  2070. 

Handbook, . 

Gasoline;  2-cylinder  opposed;  2-cyoIe;  air-cooled; 
1,300  r.  p.  m.;  made  by  Aero-thrust  Engine  Co.; 
assembled  with  Generator,  type  GN-15-1,  by 
the  Copley  Manufacturing  Co.,  Newark,  N.  J^ 
to  form  Set,  type  SCR-110-1. 

Unit  of  meadure, . 

Weight  per  unit, . 

Packed, ^. 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2070  (covers  general  require- 
ments only). 

Handbook, . 

Gasoline;  4-cylinder  opposed;  4-cycle;  airKMxded; 
1,700  r.p.m.;  made  by  Excelsior  Motor  and 
Supply  Co.,  Chicago;  assembled  with  Geoect- 
tor,  type  GN-15-2,  by  the  Mayhew  Co.,  Mil- 
waukee, to  form  Set,  type  SCR-lia-2. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

SpecificatloD,  3079  (covers  general  requtr*> 
ments  only). 

Handbook, . 
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NiuD^cal 
code  ar  No. 


Article. 


Usflful  inJonnatlcQ. 


80O-929 


ENGINE,  type  GE-3-3.. 


800-930 


ENGINE,  type  GE-3-4.. 


800-931 


ENGINE,  type  GE-4.. 


BIM)-9313 


ENGINE ,  type  OE-5, 


I 


Gasoline;  2K;ylinder  opposed;  4-cycle;  air-cooled; 
1,500  r.p.m.;  made  by  Domestic  Engineering 
Co.,  Dayton,  Ohio;  assembled  by  s^me  com- 
pany with  Generator,  type  GN>15-3,  to  form 
Set,  type  SCR-110-3. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement,  — ^ — . 

Shipping  weight, . 

Specification,  2079  (covers  general  require- 
ments  only). 

Handbook, . 

Gasoline;  2-cylinder  opposed;  4-cycIe;  air-cooled; 
1,800  r.p.m.;  made  by  J.  L.  Yarian,  Syracuse, 
and  assembled  by  same  manufacturer  with 
Generator,  type  GN-16-4,  to  form  Set,  tjrpe 
SCR-110-4. 

Unit  of  measure, , 

Weight  per  unit, . 

backed, . 

Cubic  displacement, , 

Shipping  weight, . 


Specification,  2079  (covers  general  require- 
ments only). 

Handbook, . 

Gasoline;  4-cylinder;  4-cycle;  1,200  r.  p.  m.; 
mounted  as  a  unit  with  Generator,  type  GN-20; 
complete  with  coupling,  radiator,  gasoline 
tank,  etc.;  used  with  Set,  type  SCR-88. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  2051-A. 

Handbook, . 

Gasoline;  single-cylinder;  4-cycle;  1,300  r.  p.  m.; 
3-inoh  bore  by  5-inch  stroke;  mounted  as  a  unit 
with  Generator,  type  GN-21  forming  part  of 
li-kw.  Set,  tjrpe  SCR-123;  Domestic  Engineer- 
ing Co.;  weight  of  engine  and  generator  com- 
plete, 400  pounds. 

Unit  of  measure,  . 

lYeight  per  imit,  — . 

1  acked, , 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-932 

ENGINE,  type  QE-5-Coiitiiiued. 

Shipping  weight, . 

• 

Speciflcatlon, . 

Handbook, . 

SOO-933 

ENGINE  BASE,  type  MC-6 

A  cast-iron  base  for  a  gasoline  engine  used  in 
Equipment,  type  PE-27,  of  the  Set,  1-kw.  field 

all,  18i  inches  wide  by  8  inches  long  by  9}  inches 

• 

high.    Drawing  628b. 

^?P"nlcht  TiCiT  unit 

Packed, . 

Cubic  displacement, . 

ShinTjIniT  Tirnirht 

Specification, . 

Handbook, . 

S00-e34 

EQUIPMENT,  type  A-1 

Antenna;  used  in  Set,  type  SCR-49. 
Unit  of  measure,  each. 

'Wrirlit  T»f>r  unit 

Packed, . 

Cubic  displcaement, . 

Shipping  weight, . 

Specifications, . 

Handbook, . 

Comprises: 

:800-          3 

Adapter,  type  FT-63  (1) 

For  tent. 

SOO-         4 

Adapter,  type  FT-64  (2) 

Do. 

800-         5 

Adapter,  type  FT-5S  (1) 

Do. 

800-     168 

Antemia,  type  AN-4  (1). 

800-     198 

Bag,  type  BG-6  (1) 

Carrying;  for  antenna  and  counterpoise. 
Carrying;  for  accessories. 
Ball;  spares,  for  antenna. 
Counterpoise  lead-in. 
Antenna  lead-in. 

300-     199 

Bag,  type  BG-7  (1) 

800-     693 

Comiector,  type  M-6  (2) 

800-     830 

Cord,  1 3?pe  CD-81  ( 1 ) 

80O-     831 

Cord,  type  CD-82  (1) 

«0O-     855 

Comiterpoise,  type  CP-2  (1). 

80O-  1204 

Hammer,  type  HM-1  (2). 

SOO-  1249 

Insulator,  type  IN-4  (1). 

800-  1361 

Mast  cap,  type  MF-4  (1). 

800-  1363 

Mast  section,  tjrpe  MS-1  (1) 

Top. 

Intermediate;  8  in  ifie,  1  spare  for  mast,  3  spare 
for  tent. 

800-  1364 

Mast  section,  type  MS-2  (12) 

800-  1365 

Mast  section,  type  MS-3  (1) 

Bottom. 

800-  1623 

Reel,  type  RI/-3  (13) 

6  for  antenna,  6  for  counterpoise,  1  for  antenntt 
lead-in  wire. 

«0O- 1939 

Stake,  type  GP-2  (6) 

1  for  each  antenna. 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-    935 

EQUIP  MEN  T,  type  A-l 

Antenna;  obsolete;  used  in  Set,  typeSCR-64. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

CwnprUes: 
AnUnna,typeAN-l(l). 
Bag,  type  BG-l  (4) 

800-     165 
800-935-1 

Specification, . 

Handbook, . 

For  masts;  obsolete;  none  produced. 
Obsolete;  none  produced. 

800-935-2 

Baa,  type  BO-t  (1) 

800-     963 

Equipment f  type  OD-1  (f ) 

1  in  use,  1  spare. 

For  locating  direction  of  ground  pins  from  masts. 

1  for  each  mast. 

800-  1200 
800-  1201 
800-  1204 
800-  1357 

Guy,typeGY-l(6). 
Ouy,typeGY-B(S). 
Hammer,  type  H  M-1  (1). 
Marker,type  MR-l  (1) 

800-  1363 
800-  1364 
80a-  1551 
800-  1552 

Mast  sectUm,  type  MS-1  (t). 

Mast  section,  type  MS-i  («). 

Plate,  type  MP-1  (t). 

Plate,  type  MP-g  (2) 

800-  1553 

Plate,  type  MPS  (i) 

For  29-foot  mast. 

80O-  1625 

Reel,  tvve  RL-S  (i) 

1  for  antenna  and  lead-in  wire  and  1  for  each  set  (tf 

5  guys. 
For  measuring  distance  of  guy  pins  from  masts. 
S  in  use  for  each  mast. 

For  tent. 

80O-  1689 

Rope,  type  RP-10  (1) 

800-  1938 

Stake,  type  OP-t  (6) 

800-  2427 
800-2427-1 

EQUIPMENT,  type  A-l-A. 

Comprises: 
Adapter,  set  of  (4  pieces) 

800-      168 

Antenna,  tyi>e  an-4 

Six  75-foot  lengths  of  antenna  cord,  complete  with 

Set  box  to  counterpoise,  block  type,  BLr-2  on  one 

end. 
Six  90-foot  lengths  counterpoise  wire. 

Complete  with  60  feet  of  antenna  lead-in  wire. 

8  for  mast,  3  for  tent,  1  spare. 

6  for  antenna,  6  for  counterpoise,  1  for  antenna 
lead-in. 

800-      198 
800-      199 
800-      695 

Bag,  type  BO-6  (2). 
Bag,  type  BG-7(1). 
Connects,  type  M-6  (2) 

800-  2423 

Cord,  tjrpe  CD-89  (1 ) 

800-      856 

Counterooise.  tvBe  CP-3 

800-2427-2 
800-  1249 
800-  1361 

Hammer,  2-fiace,  3-pound  (2). 
Insulator,  type  IN-4,  electrose  (1). 
Mast  cap,  type  MP-4 

800-  1363 
800-  1364 

Mast  section,  type  MS-1  (1). 

Mast  section,  type  MS-2  (12) 

800-  1365 
800-  1623 

Mast  section,  type  MS-3  (1). 

Reel,  type  RL-3  (13) 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2496 

EQUIPMENT,  type  A-1-A-Contd. 

800-1939 

Stake,  type  GP-2  (6). 

Unit  of  measure,  each. 
Weiflrht  oer  unit 

Packed, . 

• 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-  936 

EQUIPMENT,  type  A-2-A 

Antemia;  used  in  Set,  type  SCR  54- A. 

Comprises: 

Unit  of  measure,  each. 

800-  849 

Cord,  type  RP-3  (200  feet). 

Weight  per  unit, . 

800-  859 

Coupler,  type  FT-2  (6). 

Packed, . 

800-1204 

Hammer,  type  HM-1  (1). 

Cubic  displacement, . 

800-1250 

Insulator,  type  IN-6  (8). 

Shipping  weight, . 

800-1252 

Insulator,  type  IN-7  (6). 

Specifications, . 

Handbook, . 

800-1360 

Marlin,  type  RP-2  (2  coils) 

42-foot  lengths. 

80O-1366 

Mast  section,  type  MS-6  (6). 

80O-1381 

Mat,  type  MT-2  (1). 

80O-1555 

Pliers,  type  TI^20  (1  pair). 

800-1623 

Reel,typeRL-3(4). 

80O-1941 

Stake,  type  GP-3  (14). 

80O-2079 

Tape,  type  TL-83  (J  pound). 

80O-2350 

Wire,  type  W-1  (750  feet). 

800-2351 

Wire,  type  W-2  (2  pounds). 

800-2353 

Wire,  type  W-4  (75  feet). 

80O-  937 

EQUIPMENT,  type  A-2-B 

Antenna;  used  in  Set,  type  SCR-       -• 

Unit  of  measure,  each. 

Weight  per  unit, . 

Comprises: 

Packed, . 

80O-  849 

Cord,  type  RP-3  (200  feet). 

Cubic  displacement, 

80O-  859 

Coupler,  type  FT-2  (6). 

Shipping  weight, 

80O-1204 

Hammer,  type  HM-1  (1). 

Specifications, . 

800-1250 

Insulator,  type  IN-5  (8). 

Handbook, . 

80O-1252 

Insulator,  t3T)e  IN-7  (6) 

3  in  use,  3  spare. 

800-1360 

Marlin,  type  RP-2  (J  pound) 

To  be  wound  in  2  coils. 

800-1366 

Mast  section,  type  MS-6  (6). 

80O-1381 

Mat,  type  MT-2  (1). 

&00-1555 

PUers,  type  TI^20  (1  pair). 

80O-1623 

Reel,  type  RL-3  (4). 

80O-1941 

Stake,  type  GP-3  (14). 

800-2079 

Tape,  type  TL-83  (J  pound). 

80O-235O 

Wire,  type  W-1  (750  feet). 

800-2351 

Wire,  type  W-2  (2  pounds). 

800-2353 

Wire,  type  W-4  (75  feet). 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-  038 

EQUIPMENT,  type  A-3 

Antenna;  used  in  Set,  t3ri)e  SCR-74. 

800-   166 
800-  207 
80O-  309 
80O-   854 
800-1204 
80O-1623 
800-1939 
MOO-1979 
800-939 

Comprises: 
Antemia,  type  AN-2  (1). 
Bag,  type  BG-8  (I). 
Block,  type  BL-3  (1). 
Counterpoise,  type  CP-1  (1). 
Hammer,  type  HM-1  (2). 
Reel,  type  RLr-3  (3). 
Stake,  type  GP-2  (4). 
Support,  type  MS-4  (2>. 
EQUIPMENT,  type  A-3-A 

Unit  of  measure,  each. 

Packed, . 

Shipping  weight, . 

Specifications, . 

Antenna;  used  in  Set,  type  SCR-74-  A. 
Unit  of  measure,  each. 

Comprises: 
Antemia,  type  AN-5  (1). 
Bag,  type  BG-15(1). 
Hammer,  type  HM-1  (1). 
Mat,  type  MT-3(1). 
Pliers,  type  TI^19  (1  pair). 
Reel,  type  RLr^  (1). 
Stake,  type  GP-6  (1). 
Support,  type  MS-i-A  (2). 
Tape,  type  TLr-83  (i  pound). 
EQUIPMENT,  type  A-4 

80O-269 

Packed. , 

800-212 
800-1204 
800-1382 
800-1554 
800-1623 
800-1944 
800-1980 
800-2078 

800-940 

Shipping  weight, . 

Specifications, . 

Handbook, . 

Antenna;  used  in  Set,  type  SCR-67;  obsolete. 
Unit  of  measure,  each. 

Packed, . 

Specifications. . 

800-167 

800-935 

800-198 

80O-199 

800-776 

80O-830 

800-831 

80O-12O4 

800-1249 

800-1361 

800-1363 

800-1364 

800-1365 

800-1623 

800-1938 


Comprises: 
Antenna,  type  AN-3  (1). 

Bag,  type  BG-1(2) 

Bag,  type  BG-6  (1) 

Bag,  type  BG-7(1) 

Cord,  type  CD-26  (1). ....... 

Cord,  type  CD-81(1) 

Cord,  type  CD-82  (1). 

Hammer,  type  HM-1  (2). 
Insulator,  type  IN-4  (1)! 
Mast  cap,  type  MP-4(1). 
Mast  section,  type  MS-1  (1). 
Mast  section,  type  MS-2  (8). 
Mast  section,  tjrpe  MS-3  (1). 
Reel,  type  RL-3  (9). 
Stake,  type  GP-1  (4). 


Handbook, . 

1  for  5  mast  sections  (none  produced). 
Antenna  and  counterpoises. 
Carrying;  for  accessories. 
Set  box  to  antenna. 
Coimterpoise  lead-in. 
Antenna  lead-in. 


141645—20 


-17 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-940 

EQUIPMENT,  type  A-4— Contd. 

800-2355 

Wire,  type  W-«  (360  leet) 

For  4  90-foot  couaterpoises. 

800-941 

EQUIPMENT,  type  A-5 

Antenna;  used  in  Set,  type  SCR-78. 
Unit  of  measure,  each. 

Packed, . 

Cubic  displacement, . 

OUiPpiUg    YfVlj^itf                             m 

Specifications, . 

Handbook, . 

Comprises: 

800-207 

Bae  tvpeBG-8(l) 

For  accessories. 

800-211 

Bae.  type  BG-14  (1) 

For  ground  stakes. 

.800-849 

Cord,  type  RP-3  (300  feet). 

80O-869 

Coupler,  type  FT-2  (4). 

800-1204 

Hammer,  type  HM-1  (1). 

80O-1250 

Insulator,  type  IN-5  (6). 

800-1251 

Insulator,  type  IN-6  (4). 

80O-1360 

Marlin,  type  RP-2  (1  coil). 

800-1366 

Mast  section,  type  MS-5  (4). 

800-1382 

Mat,  type  MT-^  (2). 

800-1544 

Pin,  type  FT-3  (2). 

800-1554 

PUers,  type  TI^19  (1  pair). 

SOO-1623 

Reel,  type  RL-3  (2). 

800-1941 

Stake,  type  GP-3  (6). 

800-2078 

Tape,  type  TI^83  (i  pound). 

80O-2350 

Wire,  type  W-1  (400  feet). 

800-2354 

Wire,  type,  W-5  (50  feet) 

Lead-in. 

800-2355 

Wire,  type  W-6  (160  feet) 

Counterpoise,  to  be  carried  on  Reel,  tyi)e  RL-3. 

800-942 

EQUIPMENT,  type  A-6 

Antenna;  used  in  Set,  type  SCR-69. 
Unit  of  measure,  each. 

Wnifrht  rtrr  unit 

Packed, . 

Shipping  weight, . 

Specifications, . 

Handbook, . 

Comprises: 

800-169 

Antenna,  type  AN-5  (1) 

Carrie^  on  3  Reels,  type  RL-3. 
Used  for  packing  antenna  equipment  for  trans- 
portation. 

800-552 

Chest,  tjTpe  BC-35  (1) 

800-849 

Cord,  type  RP-3  (3) 

3  feet  each. 

800-852 

Counterpoise,  type  CP-4  (1) 

Carried  on  3  Reels,  type  RL-3. 

3  guys  carried  on  1  Reel,  type  RL-3. 

800-1202 

Guy,  type  G Y-3  (9) 

800-1204 

9f  9        •rX^                            ■■^^■— /•-------•--•••••-- 

800-1246 

Insulator,  type  IN-1  (3). 
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Numerical 
code  or  No. 


Article. 


80O-942 
800-1369 
800-1363 
800-1364 
800-1623 
800-1939 

800-943 


800-1367 

800-1368 

800-944 


Useful  information. 


800-200 
80O-560 
800-1369 
800-1370 
80O-1371 
80O-1379 
800-1373 
80O-945 


800-2O7 

800-211 

800-849 

800-869 

800-1204 

800-1250 

800-1252 

800-1360 

800-1366 

80O-1382 


EQXJIPMENT,  type  A-6— Contd. 
Mast  cap,  type  MP-5  (3). 
Mast  section,  type  MS-1  (3). 
Mast  section,  type  MS-2  (12). 
Reel,  type  RI>-3  (9). 
Stake,  type  GP-2  (9). 
EQUIPMENT,  type  A-7 


Comprises: 
Mast  section,  type  MS-6  (3) 
Mast  section,  tyx)e  MS-7  (3) 
EQUIPMENT,  type  A-8. . 


Comprises: 
Bag,  type  BG-16(1). 
Clamp,  type  FT-12  (1). 
Mast  section,  type  MS-8  (7) . 
Mast  section,  type  MS-9  (7) . 
Mast  section,  type  MS-IO  (7) . 
Mast  section,  type  MS-ll  (7) 
Mast  section,  type  MS-12  (7) 
EQUIPMENT,  type  A-9 . . . 

Comprises: 
Bag,  type  BG-8(1). 
Bag,  type  BG-14  (2). 
Cord,  type  RP-3  (300  feet). 
Coupler,  type  FT-2  (6). 
Hammer,  type  HM-l  (1). 
Insulator,  type  IN-5  (6). 
Insulator,  type  IN-7  (6). 
Marlln,  type  RP-2  (i  pound) 
Mast  section,  type  MS-5  (6). 
Mat,typeMT-3(3). 


Antenna;  umbrella;  used  in  Set,  type  SCR-78; 
for  use  on  d-ton  tank. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specifications, . 

Handbook, . 

1  in  use,  2  spare. 
1  in  use,  2  spare. 

Antenna;  used  in  Set,  type  SCR-78;  for  use  in 
tank. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specifications, . 

Handbook, . 

1  in  use,  6  spare. 
1  in  use,  6  spare. 
1  in  use,  6  spare. 
1  in  use,  6  spare. 
1  in  use,  6  spare. 

Antenna;  used   in    Sets,    types    SCR-79   and 
SCR-67. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specifications, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-  945 

EQUIPMENT,  type  A-9-Contd. 

800-1623 

Reel,  type  RI>-3  (2). 

80O-1940 

Stake,  type  GP-3  (12). 

800-9350 

Wire,  type  W-1  (750  feet). 

800-2353 

Wire,  type  W-4  (50  feet). 

800-2355 

Wire,  type  W-6  (300  feet) 

80O-  946 

EQUIPMENT,  type  A-9- A 

Antenna;  used  on  Sets,  types  SCR-67--\,  ^Q'R- 
79-A,  and  SCR-99. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Diuppiiig  weigui. 

Specifications, . 

Handbook, . 

Comprises: 

800-   172 

Antemia,  type  AN-8  (2) 

To  be  wound  on  2  Reels,  type  RL-3;  1  in  iise. 
1  spare. 

80O-   209 

Bag,  type  BG-12  (2) 

Carrying. 

Sash,  No.  5;  olive  drab. 

80O-  849 

Cord,  type  RP-3  (300  feet) 

800-1203 

Guy,  t3me,  GY-4  (8) 

Complete;  to  be  carried  on  4  Reels,  type  RL-3; 
6  in  use,  2  spare. 

v^  "J  I     J  ir^l   ^^  -V     »  \'^f  ................. 

80O-1204 

Hammer,  type  HM-1  (1). 

800-1254 

Insulator,  tjrpe  IN-10  (4) 

Spare. 

Wood;  9  in  use,  3  spare. 

800-1376 

Mast  section,  type  MS-14  (12) 

800-1384 

Mat,  type  MT-5  (3) 

Ground. 

800-1554 

Pliers,  type  TL-19  (1  pair). 

800-1623 

Reel,  type  RL-3  (8) 

Hand;  2  for  counterpoise,  4  for  gurS,  2  for  an- 
tenna. 

80O-1685 

Roll,  type  M-15  (1) 

Carrying. 

Ground;  6  in  use,  6  spare  or  alternatives  for 
ground  mats. 

80O-1945 

Stake,  type  GP-8  (12) 

80O-2078 

Tape,  type  TL-83  (i  poimd) 

Friction. 

800-2353 

Wire,  type  W-4  (50  feet) 

Lead-in;  wound  in  coil  having  mean  diameter  of 
8  inches. 

80O-2356 

Wire,  t3rpe  W-6  (300  feet) 

Counterpoise;  to  be  carried  on  2  Reels,  type  BL-3. 
Antenna;  to  be  woimd  on  a  spool  of  6  inches  out- 
side diameter,  maximum  width  5^  inches. 

800-2373 

Wire,  type  W-24  (750  feet) 

80O-  947 

EQUIPMENT,  type  A-10 

Antenna;  used  in  Set,  type  SCR-105. 
Unit  of  measure,  each. 

Comprises: 

Weight  per  unit, . 

80O-   171 

Antenna,  tjT)e  AN-7  (4). 

Packed, . 

80O-  209 

Bag,  type  BG-12  (1). 

fiiVkif*  #1iar>1a/>ATnAvit    __^_^_ 

V  UUll/  UlspittCcIUGXlw,                    . 

80O-  598 

Compass,  type  I-l  (1). 

Shipping  weight, . 

800-  858 

Counterpoise,  type  CP-5  (2). 

80O-  859 

Coupler,  type  FT-2  (8). 

Handbook, . 
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Namerical 
code  or  No. 

Article. 

Useful  information. 

800-  947 

EQUIPMENT,  type  A-lO-Contd. 

800-1203 

Guy,  type  GY-4  (6). 

80O-12O4 

Hammer,  type  HM-1  (1). 

80O-1366 

Mast  section,  tj-pe  MS-5  (4). 

80O-1381 

Mat,  type  MT-2  (2). 

80O-1554 

PUers,  t^-pe  TL-19  (1  pair). 

80O-1623 

Reel,  t3rpe  RLr-3  (9) 

4  for  antenna,  3  for  gu:-s  and  2  for  counterpoises. 

80O-1685 

RoU,  type  M-15  (1). 

80O-1693 

Screw,  tj-pe  M-12  (4). 

80O-1930 

Stake,  type  GP-2  (6). 

800-2353 

Wire,  type  W-4  (25  feet). 

4 

800-  948 

EQUIPMENT,  type  A-IO-A 

Antenna;  used  on  Set,  type  SCR-105, 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

tsiiippuig  weigut,             . 

Specification, . 

Handbook, . 

Comprises: 

800-   171 

Antemia,  type  AN-7  (2) 

Wound  on  1  Reel,  type  RL-3;  1  in  use,  1  spare. 
Carrying. 

To  be  wound  on  Reel,  type  RL-3. 
Consisting  of  75  feet  of  Wire,  type  W-6;  to  be 
wound  on  Reel,  type  RL-3. 

800-   209 

Bag.  tvDC  BG-12  (1) 

800-   849 

Cord,  type  RP-3  (150  feet) 

800-   858 

Counterpoise,  type  CP-5  (1) 

Guy.  tyne  GY-4  (6) 

Complete;  to  be  carried  on  3  Reels,  type  RL-3; 
4  in  use,  2  spare. 

^iM  «*^  ^     ^J  ST^     -"^^    ^         —    yv^/»  ••■•••«•••>••••.. 

8OO-1204 

Hammer,  type  HM-1  (1). 

800-1254 

Insulator,  type  IN-10  (4) 

Spares. 

Wood;  6  in  use,  6  spare. 

800-1376 

Mast  section,  type  MS-14  (12) 

800-1384 

Mat.  tvne  MT-5  (1) 

Ground. 

800-1554 

iMM.f»Vj    Wjr  ^r\3   iMM.  A— v»    \i.l  .................. 

PUers,  type  TL-19  (1  pair) 

Combination. 

800-1623 

Reel,  type  RL-3  (7) 

Hand;  1  for  antenna,  3  for  guys,  1  for  counter- 
poise, 1  for  rope,  and  1  for  antenna  wire. 

800-1685 

Roll,  type  M-15  (1) 

Carrying. 

Ground;  4  in  use,  2  spare. 

Friction. 

800-1945 

Stake,  tjTJe  GP-8  (6) 

800-2078 

Tape,  type  TL-83  (i  pound) 

800-2353 

Wire,  type  W-4  (25  feet) 

Lead-in;  spare. 

Antenna;  to  be  wound  on  Reel,  type  RL-3. 
This  antenna  equipment  is  used  with  Set,  type 
SCR-99. 

800-2373 

Wire,  type  W-24  (500  feet) 

800-  949 

EQUIPMENT,  type  A-11 

Unit  of  measure, . 

Weight  per  unit/ . 

Packed, . 

Cubic  displacement, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-  949 

EQUIPMENT,  type  A-ll-Contd. 

Comprises: 
Bae.  tvDe  BG-12  (4) 

Shipping  weight, . 

80O-  909 

Handbook, . 

Carrying  specification  3063. 

Sash  No.  5;  oUve-drab;  specification  3042. 

Specification  3009. 

Complete,  to  be  carried  on  6  Hand  reels,  type 

RL-3;  9  in  use,  3  spare  specification  2101. 
Specification  3001. 
4  in  use,  2  spare;  specification  2107. 
Wood;  20  in  use,  4  spare;  specification  2099. 
Ground.    Drawing  RLr-03127. 

800-  849 

Cord,  Type  R  P-3  (600  feet) 

800-  859 

Coupler,  type  FT-2  (3) 

800-1203 

Guv.  tvDe  GY-4  (12) 

800-1204 

HfiTpmer,  iypA  HM-I  (Q) 

800-1254 

Insulator,  type  IN-10  (6) 

80O-1376 
80O-1384 

Mast  section,  type  MS-14  (24) 

Mat,  type  MT-5  (3) 

800-1584 

Pliers,  type  TL-19  (1) 

Specification  3014. 

Hand ;  6  for  counterpoise,  6  for  guys,  3  for  antenna; 

specification  3012. 
Carrying;  specification  2100. 
Ground;  12  in  use,  6  spare  or  alternatives  for 

ground  mats.    Drawing  RL-C-1874. 

Friction;  specification  569. 

800-1623 

Reel,  type  RL-3  (15) 

80O-1685 

Roll,  type  M-15  (2) 

800-1046 

Stake,  type  GP-8  (18) 

800-2078 

Tape,  type  TL-83  (1  roll) 

800-2353 

Wire,  type  W-4  (50  feet) 

Lead-in;  wound  in  coil  having  mean  diameter  of 

800-2356 

Wire,  type  W-6  (900  feet) 

8  inches;  specification  3040. 
Counterpoise,  to  be  carried  on  6  Hand  reels,  type 

800-2373 

Wire,  type  W-24  (1,500  feet) 

RL-3;  specification  3055. 

Antenna,  to  be  wound  on  spool,  1-6  inches  outside 
diameter;  maTJmum  width,  5i  inches;  750  feet 
per  spool;  specification  2092. 

This  antenna  equipment  is  intended  as  a  substi- 
tute for  Equipment,  type  A-9. 

SOO-  950 

EQUIPMENT,  type  A-12 

Comprises: 
Chest,  type  BC-26  (1) 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

80O-  551 

Handbook, . 

Carrying. 
Pole. 

800-  859 

Coupler,  type  FT-2  (6) 

800-1204 
800- 1250 

Hammer,  type  HM-I  (1). 
Insulator,  type  IN^  (6) 

Hard  rubber. 

800-1251 

Insulator,  type  IN-6  (6) 

Mast  top:  3  in  use,  3  spare. 
Bamboo. 

800-1360 
800-1366 

Marlin,  type  RP-2  (i  pound). 

Mast  section,  tvoe  MS-5  (6) 

800-1544 

Pin,  type  FT-3  (3). 
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Numerical 
code  or  No. 


8OO-950 
800-960-1 
800-1623 
800-1687 
800-1940 
8OO-2350 

800-2353 

800-2379 
800-2438 

800-209-1 

800-  849 

800-2428-1 

800-  859 
800-1077 
800-1204 
80O-1250 
800-1251 
8OO-1360 
800-1366 
800-1381 
800-1555 
800-1544 
800-1623 

800-1685 
80O-1940 
8OO-2078 
800-2350 
800-2353 


Article. 


EQUIPMENT,  type  A-13-Coiitd. 
Radio  pamphlet  No.  2  (1). 

Reels,  type  RLr-3  (4) 

Rope,  type  RP-1  (300  feet) 

Stake,  type  GP-3  (12) 

Wire,  type  W-1  (760  feet) 

Wire,  type  W-4  (60  feet) 

Wire,  type  W-30  (500  feet) 

EQUIPMENT,!  type  A-13,  antenna. 
Comprises: 

Bag,  type  BG-12  (1) 

Cord,  type  RP-3  (250  feet). 
Counterpoise  (2) 

Coupler,  type  FT-2  (8) 

Fastener,  type  FT-9  (6). 
Hammer,  type  HM-1  (1). 

Insulator,  type  IN-5  (6) 

Insulator,  type  IN-6  (4) 

Marlin  cord,  type  RP-2  (3  coils) 

Mast  section,  type  MS-6  (8) 

Mat,  type  MT-2  (2). 
Pliers,  type  TL-20(1). 

Pin,  insultftor,  type  FT-3  (4) 

Reel,  type  RLr-3  (7) 

Roll,  type  M-15  (1) 

Stake,  type  GP-3  (8) 

Tape,  type  TIr-83  (1  roll). 

Wire,  type  W-1  (250  feet) 

Wire,  type  W-4  (50  feet) 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

>  This  parts  list  is  intended  for  a  substitute  for  Equipment,  type  A-lOA,  antenna. 


Useful  information. 


Hand. 

Manila. 

Ground. 

Antenna,  wound  on  spool  6  inches  outside  dlame* 

ter;  maximum  width,  5}  inches. 
Lead-in,  wound  in  coil  having  a  mean  diameter 

of  8  inches. 
Counterpoise,  to  be  carried  on  4  hand  reels. 


Carrjing. 

Consists  of  75  feet  each  of  t:-pe  W-30  wire,  to  be 

wound  on  2  hand  reels. 
6  in  use,  2  spare. 


4  in  use,  2  spare. 
3  in  use,  1  spare. 
42-foot  lengths. 
Bamboo,  6  in  use,  2  spare. 


3  in  use,  1  spare. 

2  for  counterpoise,  1  for  antenna  wire,  3  for  guj'S, 

1  for  rope. 
Carrying. 
6  in  use,  2  spare. 

Antenna,  to  be  wound  on  Reel,  type  RL-3. 
Lead-in  spare. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 
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Numerical 
code  or  No. 

Article. 

Useftd  information. 

80O-  951 

EQUIPMENT,  type  A-21 

Antenna;  airpland;  used  in  Sets,  types  SCR-08^ 
SCR-66,  SCR^9,  SCR-73,  and  6CR-75. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Comprises: 
Drum,  type  DR-2  (2). 
Fairlead,i  type  F-1  (2) 

800-  897 
80O-1072 

"Shipping  weight, . 

Specification, . 

Handbook, . 

1  in  use,  1  spare. 

80O-1621 
800-1690 

Reel,  type  RL-2(1). 
RoDe  tvne  RP-11  f20feet). 

Approximately  2  feet  in  use. 
1  in  use,  9  spare. 

800-2342 

Weieht.  tvoe  WT-1  (10) 

800-2354 
800-  952 

Wire,  type  W-5  (3,000  feet). 
EQUIPMIENT,  type  A-22 

Antenna;  airplane;  used  in  Set,  type  SCR-51. 

800-1074 
80O-1230 
800-1248 
800-1623 
800-2345 
800-2373 
800-  953 

Comprises: 
Fairlead,  type  F-3  (1). 
Hook,  type  HK-4  (1). 
Insulator,  type  IN-3  (10). 
Reel,  type  RL-3  (1). 
Weight,  type  WT-4  (1). 
Wire,  type  W-24  (500  feet). 
EQUIPMENT,  type  A-23 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Handbook, . 

Antenna;  airplane;  used  in  Sets,  types  SCR-50 

Comprises: 
Antenna,  type  AN-6  (1). 
Cord,  type  RP-6  (40  feet) 

and  SCR-68;  spedflcation  2004-A. 
Unit  of  measure,  each. 

TVnitrht  nnr  nnft    ■ 

Packed, . 

800-  170 
800-  851 

Specification, . 

Handbook, . 

In  two  20-foot  lengths. 

800-1253 
80O-2078 
800-2365 

Insulator,  type  IN-8  (4). 

Tape,  type  TI^83  (J  pound). 

Wire,  tjrpe  W-16  (780  feet) 

In  six  130-foot  lengths  wound  on  6  spools;  sparer 

800-  954 

EQUIPMENT,  type  A-24 

Antenna;  used  in  Set,  type  SCR-73. 

Unit  of  measure,  each. 

Packed . 

Cubic  displacement, . 

>  Type  F-2  when  F-1  is  not  available. 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

8O0-954 

EQUIPMENT,  type  A-24— Contd. 
Comprises: 

Shipping  weight, . 

Specification, . 

Handbook, . 

8oa-  8«1 

Cord,  type  RP-6  (20  feet). 

. 

800-  897 

Drum,  type  DR-2  (2). 

80O-1076 

Fairlead,  type  F-5  (2). 

80O-1621 

Reel,  type  RL-2  (1). 

800-2346 

Weight,  type  WT-5  (50). 

800-2354 

Wire,  type  W-5  (3,000  feet). 

800-   955 

EQUIPMENT,  type  A-25 

Fixed  antenna  for  airplane;  intended  for  use 

instead  of  trailing  antenna  with  Set,  type 

SCR-113;  development    dropi)ed;    none   pro* 

duced. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

f.iihip  rlicnlapAtTiAnt'    —^.^—^ 

vyuuiv/  ma^/ictv/Oiimiit,                • 

QVtt'Tk'ni'nm  nrAt<*k'<- 

Specification, . 

Handbook, . 

800-956 

EQUIPMENT,  t>TeA-71 

Antenna;  used  in  Set,  type  SCR-83. 

Unit  of  measure,  each. 

Comprises: 

^^fiirht  nnr  unit 

800-201 

Bag,  type  BG-17  (1). 

Packed, . 

800-599 

Compass,  type  1-14  (1). 

800-1228 

Holder,  type  FT-13  (1). 

^hinninf  Tfclrht 

800-1347 

Loop,  type  LP-1  (1). 

Specification, . 

Handbook, . 

800-957 

EQUIPMENT,  type  A-72 

Antenna;  used  in  Set,  type  SCR-84. 

Unit  of  measure,  each. 

T^nirTit  nnr  unit 

Packed, . 

Shipping  weight, . 

Specification, . 

HandbooiJ . 

Comprises: 

800-1349 

Loop,  type  LP-3  (1). 

800-2370 

Wire,  type  W-21  (200  feet) 

150  feet  in  use,  50  feet  spare. 
Lead-in;  100  feet  in  use,  50  feet  spare. 

800-2371 

Wire,  type  W-22  (150  feet) 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

8oa-o«o 

EQUIPMENT,  type  DT-3-A 

Vacuum  tube  detector. 

Unit  of  measure,  each. 

W^nirht  nrr  unit 

Packed, . 

. 

f  iiKI/»  HierklaoamAnt    

V/Uuic  uispiacemenii, . 

^hinninf  Trrirht 

ouippuj{{  weigiii,              . 

Specification, . 

Handbook, . 

Comprises:  . 

800-235 

Battery,  type  B A-2  (2) 

1  in  use,  1  spare. 

800-2A7 

Battery,!  type  BB-2  (2) 

Do. 

800-790 

Cord,  type  CD-40  (2) 

Do. 

800-1855 

Set  Box,  type  BC-19-A  (1). 

800-1966 

Strap,  type  ST-6(1). 

800-2231 

Tube,  type  VT-1  (2) 

Do. 

800-980 

EQUIPMENT,  type  EE-34 

pairing  telephone  and  telegraph  apparatus  as- 

signed to  Signal  Ck)rps  companies. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Comprises: 

80O-556 

1  Chest,nype  BC-97,  equipped  as  per 
specifications  587,  with  the  follow- 
ing: 

In  container  No.  I,  parts  for  Tele- 
phones, types  EE32  and  32-A,  as 
follows: 

80O-060-1 

Bushing,  hook  switch  (24) 

Drawing  1299-2. 

800-960^2 

Cap,  receiver  (6) 

Drawing  1296-2. 

800-960^3 

Coil,  for  ringer  (4) 

W.  E.    Drawing  D-29949. 

800-960^4 

Coil,  induction  (1) 

W.  E.    Drawing  D-29948. 

80O-664 

Condenser^ype  CA-61  (2). 

800-754 

Cord,  type  CC-309  (10). 

800-960-5 

Crank,  hand  generator  (2) 

Drawing  1298-2. 

80O-960-6 

Diaphragm,  receiver  (10) 

Drawing  1296-2. 

800-960-7 

Generator,  hand  (1) 

W.  E.,  No.  60- A. 

» Or  Battery,  type  BB-14. 

*  It  will  be  noted  that  the  items  in  several  of  the  containers  of  the  chest  of  this  equipment  are  not  listed. 
This  is  due  to  the  fact  that  the  apparatus  for  which  these  items  were  parts  is  obsolete,  and  to  eliminate  t))e 
necessity  of  designing  a  new  chest  the  same  one  is  furnished  with  several  oontaJjiers  empty. 
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Numerical 
code  or  No. 


Article. 


Useful  infonnation. 


800-960 

800-1209 

800-9eO-8 

8OO-9eO-0 

800-9eO-10 

800-9eO-ll 
800-9eO-12 
80O-960-13 
80O-960-14 
800-060-15 
800-060-16 
800-96O-17 
800-960-18 


8OO-960-10  I 
8OO-96O-20  ' 
800-960-2^  j 
8OO-960-22  ! 
800-960-28  I 
800-1149      I 
800-960-24  : 
80O-960-25  i 
800-960-26  > 
80O-960-27 
800-960-28 
80O-960-29 
800-960-30 
800-960-31 
800-960-32 
800-960-33 
800-960-34 
800-960-35 
800-960-36 
800-960-37 


80O-000-38 

800-960-39 

80O-960-40 

800-960-41 

(MIO  OvO 

800-749- 

800-75O- 


EQUIPMENT,  type  EE-34-Contd. 
In  container  No.  I,  etc.— Contd. 

Hand  set,  type  T8-4,  with  Cords, 
type  CC-309  (5). 

Insulator,  hook  switch  (24) 

Lever,  hook  switch  (4) 

Nut,  and  screws,  machine,  brass 
(25). 

Plate,  hook  switch  clamping  (2). . 

Post,  binding  (5) 

Ringer  (2) 

Screw,  terminal  (25) 

Screw,  transmitter  cap  (50) 

Switch,  generator  (1) 

.     Switch,  hook  (2) 

Terminal  (6) 

In  container  No.  3,  parts  of  Switch- 
board unit,  type  EE-2,'  as  follows: 

Armature,  line  signal  (3) 

Bushing,  jack  spring  (20). 

Cord,  connecting  (10) 

"  Coil,  line  signal  (3) 

Disk,  lightning  tooth  (4) 

Fuse,  type  M-36  (100). 

Insulator,  jack  spring  (10) 

Nut,  No.  &-40  (20) 

Plug,  connecting  cord  (2) 

Retainer,  signal  (2) 

Screw,  set  of  (4) 

Screw,  plug  shell  (24) 

Screw,  terminal  (24) 

Shell,  connecting  cord  plug  (5). 

Shutter,  line  signal  (2) 

Spool,  No.  3  linen  thread  (2). 

Spring,  auxHi  :ry  signal  contact  (5) 

Spring,  line  fuse  clip  (2). 

Spring,  ring  jack  (2) 

Spring,  tip  jack  (2) 

In  container  No.  4,  parts  of  service 
buuer,  model  1914,  as  follows: 

Band,  head  recover  (4) \ 

Block,  condenser  (1).  i 

CoU,  induction  (1).  | 

Condenser  (3) j 

Connector,  type,  TM-32  (4).  | 

Cord,  type  CC-304  (8) ' 

Cord,  type  CC-305  (2).  I 


Drawing  1299-2. 
Drawing  1298-2. 
No.  6-32. 

Drawing  1299-2. 

Do. 
W.  E.    Drawing  D-29949. 
Drawing  1299-2. 
Drawing  1290-2. 
Drawing  1299-2. 

Da 

Da 


Drawing  1305-B. 

W.  E.    Drawing  D-14282. 
Drawing  1305-B. 
Da 


Da 

Da 

Da 

Da 

Da 
W.  E.    Drawing  P- 
W.  E.    Drawing  P- 

Drawing  1305-B. 

Da 
Do. 
Da 
Da 


For  Receiver,  type  R-8-6. 

0.25  mfd. 

4  fortrans.,  4  for  receiver. 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-960 

80O-980-42 

800-080-43 

800-1559- 

80O-1611- 

800-980-44 

800-960-45 

800-968-46 

800- 

800- 

800-960-47 

800-960-48 

800-1975- 

800-960-49 

800-960-60 

80O-960-51 

80O-2216- 

80O-960-62 

800- 


800-960-53 
800-960-54 
80O-9  30-55 
800-980-56 
800-980-57 
800-980-58 
800-980-59 
800-980-60 
800-980-61 
800-980-63 
800-980-63 
800-980-64 
800-960-65 
800-960-66 
800-960-67 
80O-96O-68 
80O-980-69 
80O-960-70 
800-960-71 
800-960-72 
800-960-73 
8OO-960-74 
800-960-75 
800-960-76 


EQUIPMENT,  type  EE-34— Contd. 
In  container  No.  4,  etc.— Contd. 

Diaphragm,  receiver  (6) , 

Key  (2). 

Plug,  type  PL-l(l). 

Receiver,  type  R-3-6  (1). 

Receiver,  contact  (2) 

Screw,  plug,  sleeve  (20) 

Screw,  set  of  (4) 

Screwdriver,  type  TL-27  (2). 

Screwdriver,  type  TL-28  (2). 

Sleeve,  plug,  (2) 

Spring,  tension  (2) 

Stud,typeFT-49(4). 

Stud,  lower  contact  (2) 

Switch,  condenser  (1). 

Switch,  transfer  (1). 

Transmitter,  type  T-t-6  (1). 

Vibrator  (2). 

Wrench,  type  TL-92  (2). 
In  container  No.  7,  parts  of  Switch- 
board, type  BD-14-5,  as  follows: 

Block,  carby)n  protector  (100) 

Do 

Cap(4) 

Clip,  Fahnestock(lO) 

Coil,  line  signal  (10) 

Cord,  connecting,  white  (20) , 

Cord,  receiver  (4) 

Cord,  transmitter  (8) 

Crank,  hand  generator  (2) , 

Fuse,line,  3-amp.  600  volt  (100). 

G  enerator,  hand  (1) 

Jack,line(2) 

Key,  ringing  and  listening  (1) 

Plug,  connecting  cord  (2) 

Mouthpiece,  transmitter  (6) 

Receiver  (2) 

Screw,  plug  shell  (24) 

Screw,  plug  terminal  (24) 

Screw,  transmitter  (24) 

Separator,  mica  (400). 

Shell,  fiber  plug  (10) 

Shutter,  line  signal  (2) 

Transmitter  (2) 

Weight,  cord  (2) 


For  Receiver,  type  R-3-6. 


Drawing  1288-3,  Detail  67  and  8. 
For  Plug,  type  PL-1. 
As  per  Drawing  1294-1. 


For  Plug,  type  PLr-1. 
Drawing  1283-3,  detail  72. 

Drawing  1 288-3,  Detail  67  and  75. 


Bottom. 

Top. 

For  head  receiver,  W.  E.  No.  539. 

For  line  fuzes. 

W.E. 

W.  E.  D-12982. 

W.E.,  539. 

W.  E.  D-12240. 

W.E.,  No.  12238,  detain. 

W.  E.D-12238. 

W.E. 

W.E. 

W.  E.,  47-A. 

For  above  transmitter. 

W.  E.,  No.  539. 

For  W.  E.,  No.  47-A  plug. 

Do. 
For  W.  E.,  No.  D-12293  transmitter. 

For  W.  E.,  No.  47-A  plug. 
W.E.  D-12982. 
W.  E.  D-12293. 
W.  E.,  No.  116. 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-960 


800-960-77 
800-960-78 
80O-960-79 
800-960-80 
800-960-81 
800-96O-82 
800-96O-83 
80O-20A5 

80O-96O-84 
800-960-85 
800-960-86 

800-96O-87 
800-960-88 
800-960-89 
800-960-90 
800-960-01 
800-961 


800-1642 

800-961-1 

800-961-2 

800-961-3 

80O-961-4 

800-962 


EQUIPMENT,  type  EE-34— Contd. 
In  container  No.  9,  parts  of  lightning 
arresters,  as  follows: 

Arrester,  lightning  (2) 

Block, protector  (200) 

Do 

Cap,  protection  (5) 

Fuze  (100) 

Fuze,  Signal  Corps  No.  7(100) 

Mica,  protector  (500) 

In  container  No.  10,  parts  of  Switch- 
board, type  BD-14-6,  as  follows: 

Coil(lO) 

Drop,  No.  4-B,  complete  (2). 

Key,  ringing  and  listening,  com- 
plete (1). 

Parts,  complete,  sets  of  (2) , 

Plug,No.42-R(2). 

Screw,  plug  shell  (24) 

Shell,  plug  (10) 

Screw,  plug  terminal  (24) 

EQUIPMENT,  type  EE-n52 


Comprises: 
Repair  kit,  type  BE-27  (1). 
Screwdriver,  niokled  (1). 

Suspension,  lower  (3) 

Suspension,  upper  (4) 

Tweezers,  nickeled  (2  pairs). 
EQUIPMENT,  type  EE-53. 


W.E.,No.58-A. 

W.E.,No.l. 

W.E.,No.2. 

For  lighting  arresters  W.  E.,  No.  58-A. 

W.  E.,  No.  11-C. 

For  Mason  arresters. 

W.E.,No.3. 


For  Stromberg  Carlson  No.  4-B  drop. 

Stromberg  Carlson. 

For  line  jack  No.  114. 

For  42-R  plug. 
ForNo.42-Rplug. 

Do. 
Instrument. 

Unit  of  measure,  each. 

Weiglit  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification, . 

Handbook, . 


For  galvanometer,  type  1-35. 
Do. 

Electrical  instrument;  used  for  cable  testing. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-962 

EQUIPMENT,  typo  EE-53~Coiitd. 

Comprises: 

800-A4A 

Case,  type  CS-12  (1) 

Specification,  145. 

80O-962-1 

80O-062-2 

Chamois,  piece  of  (1). 

800-962-3 

Coil  and  mirror  (1) 

For  galvanometer,  type  1-35. 

800-962-4 

Cord,  battery  (6  feet). 

800-961 

Equipment,  type  EE-62  (1). 

800-962-5 

Felt,  piece  of  (1). 

800-962-6 

Oil,  typewriter,  bottle  of  (1) 

800-962-7 

Scale,  paper  (4). 

800-962-8 

Screw,  for  glass  (4). 

80^-962-9 

Screw,  milled-head  (2). 

800-962-10 

Screw,  round-head  (4). 

800- 

Set,  cable-testing,  type  EE-65 
^1^ 

800-962-11 

Solder  (8  ounces). 

800-962-12 

Suspension,  lower  (6). 

800-962-13 

Suspension,  upper  (6). 

800-962-14 

Vaseline,  bottle  of  (1). 

800-962-15 

Window,  glass  (1). 

800-962-16 

Wire,  No.  22  bare  copper 
feet). 

(100 

80O-962-17 

Wire,  No.  22  mangamin  (25  feet). 

800-962-18 

Wire,  No.  28  mangamin  (60  feet). 

800-962-19 

Wire,   No.   34   mangamin 
feet). 

(150 

800-962-20 

Wire,   No.   40  mangamin 
feet). 

(300 

800-962-21 

Wire,  advance.  No.  28  (100  feet). 

80O-962-22 

Wire,  okonite  (10  feet). 

800-963 

EQUIPMENT,  type  GD-1 

Ground;  used  in  Equipment,  tj^pe  A-3, 
Unit  of  measures,  each. 

Comprises: 

800-1380 

Mat,  type  MT-l(l). 

Weight  per  unit, . 

800-2120 

Terminal,  type  TM-1  (1). 

Packed, . 

800-2121 

Terminal,  type  TM-2  (1). 

^uuic  oispiiiceiiiBui,            . 

800-2352 

Wire,  type  W-3  (20  feet). 

01>«Sw^w^fw.  <v    w««^«l^vV.^ 

onippmg  weigni. 

Q'TvA/tiflnoti/M^     

opeciucaiion, . 

Handbook, . 

800-964 

EQUIPMENT,  type  GD-2 

Ground;  used  In  Set,  type  SCR-71. 

Comprises: 

Unit  of  measure,  each. 

800-195 

Bag,  type  BG-^  (1). 

Weight  per  unit, . 

800-197 

Bag,ty^eBG-5(l). 

Packed, . 

800-1623 

Reel,  type  RL-3  (3). 

800-1941 

Stake,  type  GP-4  (12). 

Shipping  weight, . 

800-2353 

Wire,  type  W-4  (450  feet). 

flnnrifirjitinn    .        ■  — 

80O-2354 

Wire,  type  W-5  (60  feet). 

Handbook, . 
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x^umerical 
code  or  No. 

Article. 

Useful  information. 

800-  965 

EQUIPMENT,  type  GD-3 

Ground;  used  in  Sets,  types  SCR-71,  SCR-72, 

Comprisesr 

SCR-72-A,  SCR-72-B,  and  SCR-76. 

800-   195 

Bag,  type  BG-^  (1). 

Unit  of  measure,  each. 

800-  898 

Drum,  type  DR-3  (2). 

Weight  per  unit, «-. 

800-1204 

Hammer,  type  HM-1  (1). 

Packed, . 

800-1626 

Reel,  type  RL-6  (1). 

800-1941 

Stake,i  type  GP-4  (12). 

Shipping  weight, . 

fUHl—^HRH 

Wire,  type  W-4  (1,000  feet). 

Qr\Ar»lfi/Miti/in    

OV^^^*«JOO 

opoCinUaUOQ,  . 

800-2354 

Wire,  type  W-5  (60  feet). 

Handbook, . 

800-  966 

EQUIPMENT,  type  GD-3-A 

Ground;  used  in  Set,  type  SCR-72-B. 

Comprises: 

Unit  of  measure,  each. 

800-  307 

Bag,  type  BG-;8(1). 

Wniirht  nnr  unit 

800-  898 

Drum,  type  DR-3  (2). 

Packed, . 

80O-1204 

Hammer,  type  HM-1  (1). 

80€¥-1A2A 

Reel  type  RL-6  (1). 

OV\^^X*>/CO 

oxuppiug  W vigil  I,                 . 

800-1943 

Stake,  type  GP-6  (12). 

Specification, . 

80O-2353 

Wire,  type  W-4  (1,000  feet). 

Handbook, . 

80O-2354 

Wire,  type  W-5  (60  feet). 

80O-967 

EQUIPMENT,  type  IE-1 

Radio  instrument;  used  in  Set,  type  SCR-86. 

Comprises: 

Unit  of  measure,  each. 

80O-    162 

Antenna,  type  A-5C  (1). 

Weight  per  unit, . 

800-    163 

Antenna,  type  A-51  (1). 

Packed, . 

80O-   807 

Cord,  type  CD-57(1). 

80O-   970 

Equipment,  type  ME-1  (1). 

800-1223 

Head  set,  type  P-2  (1). 

Specification, . 

80O-1624 

Reel,  type  RL-4  (1). 

Handbook, . 

800-1714 

Set,  buiier  testing,  type  BC-57  (1). 

80O-2228 

Trunk,  type  BC-58  (1). 

800-2336 

Wavemeter,  type  SCR-60-C  (1). 

800-968 

EQUIPMENT,  type  LE-1 

Shelter;  used  to  protect  apparatus  of  Set,  radio* 

Comprises: 

telegraph  pack,  tjrpe  SCR-49. 

80O-1245 

Insulating  device,  type  IN-13  (1). 

Unit  of  measure,  each. 

80O-1688 

Rope,  type  RP-9  (2). 

'Wrifht  nnr  unit 

80O-1545 

Pin,  type  FT-25  (14). 

Packed, . 

80O-2119 

Tent,  type  TN-1  (1). 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-969 

EQUIPMENT,  type  LS-1 

Airplane    interphone;  4-station;  no    additional 
information. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Packed, . 

i  Or  Stake,  type  GP-6  or  GP-14. 


Digitized  by  LjOOQ IC 


272  SIGNAL  COBPS  STORAGE  CATALOGUE. 

DESCRIPTION  OJ'  SIGNAL  CORPS  EQUIPMENT— Continued. 


800-969 


800-970 

800-29 

800-30 

800-31 

800-527 

80O-22A3 

80O-2254 

800-971 


80O-17 

800-769 

800-1090 

80O-1157 

800-2230 

80O-972 


800-2« 

800-769 

80O-1091 

800-1158 

800-2230 


EQUIPMENT,  type  LS-1— Contd. 


EQUIPMENT,  type  ME-1. 

Comprise: 
Ammeter,  type  1-7  (1). 
Ammeter,  type  1-8  (1). 
Ammeter,  type  1-9  (1). 
Case,  type  BC-31  (1). 
Voltmeter,  type  1-5  (1). 
Voltmeter,  type  1-6(1). 
EQUIPMENT,  type  PE-1.. 


Cubic  displacement, 
Shipping  weight,  — 

Specification, . 

Handbook, . 


Meter. 


Unit  of  measure,  each. 

Weight  per  unit; 

Packed, . 

Cubic  displacement,  — 
Shipping  weight, 


Comprises: 

Airfan,  type  FA-3  (2) 

Cord,  type  CD-19  (1). 
Filter,  type  FL-1  (1). 
Generator,!  type  GN-1  (1). 

Tube,  type  TB-1  (5) 

EQUIPMENT,  type  PE-l-A 


Comprises: 
Airfon,*  type  FA-7  (2). 
Cord,  type  CD-19  (1). 
FUter,  type  FL-l-A  (1). 
Generator,'  type  GN-l-A  (1). 
Tube,  type  TB-1  (5). 


Specification  2033. 

Handbook, . 

Power;  used  in  Set,  type  SCR-68. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specifications, . 

Handbook, . 

1  in  use,  1  spare. 


1  in  use,  4  spare. 

Power;  used  in  Sets,  types  SCR-08-A,  8CR-80, 
and  SCR-114. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, •• 

Shipping  weight, . 

Specifications, . 

Handbook, , 


1  Or  gaoentor,  type  GN-2.     >  If  not  available,  use  aktan,  type  FA-3.    *  Or  generator,  type  GN-2-A. 
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Numerical 
code  or  No. 


Useful  information. 


800-973 


800-360 
800-772 
800-1593 
800-974 


800-  269 
800-  788 
800-  798 
800-1594 
80O-  975 


80O-  18 
80O-  236 
80O-  538 
80O-1162 
80O-1986 


EQUIPMENT,  type  PE-2.. 


Comprises: 

Battery,  type  BB-5  (4) 

Cord,  type  CD-22  (1). 
Powerboard,  type  BD-1  (1). 
EQUIPliCENT,  type  PE-2-A. 


Comprises: 

Battery,!  type  BB-14  (9) 

Cord,  type  CD-38  (2) 

Cord,  type  CD-48  (1). 
Powerboard,  type  BD-l-A  (1). 
EQUIPMENT,  type  PE-3 


Comprises: 

Airfan,  type  PA-4  (2) 

Battery,  type  BA-3  (6).... 
Case,  type  CS-3  (1). 
Generator,  type  QN-4  (1) . 
flwltch,»type  SW-3  (1). 


Power;  used  in  Set,  type  SCR-67. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specifications, . 

Handbook, . 

2  in  use,  2  spare. 


Power;  used  in  Set,  type  SCR-67-A. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specifications, . 

Handbook, . 

3  in  use,  6  spare;  specification  2009-B. 
1  in  use,  1  spare. 


Power;  used  in  Set,  type  SCR-73. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, , 

Shipping  weight,  — ^ — , 

Specifications, . 

Handbook, , 

1  in  use,  1  spare. 
1  in  use,  5  spare. 

Including  1  set  of  spare  brushes. 


»  Or  battery,  type  BB-n5  (6);  2  in  use,  4  spare;  specification  2047. 
«  Or  Switch,  type  SW-12. 

141645—20 18 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-  976 

EQUIPMENT,  type  PE-3-A 

Comprises: 

Power;  used  in  Set,  type  SCR-73-A. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specifications, . 

Handbook, . 

800-      19 

Airfan,!  type  FA-4-A  (2). 

SOO-1163 

Generator,  type  GN-4-A  (1) 

Including  1  set  of  spare  brushes. 

800-1986 

Switch,  type  SW-3  (1). 

800-  977 

EQUIPMENT,  type  PE-3-B 

Power;  used  in  Set,  type  SCR-73-A. 
Unit  of  measure,  each. 

'Wnirhf  nnr  unit 

w  oigiJi/  yer  uiut, 

Packed, . 

Shipping  weight, . 

Specifications, , 

Handbook, . 

Comprises: 

800-      19 

Airfan.a  type  FA-4-A  (2) 

1  in  use,  1  spare. 
Both  spare. 

800-      24 

Airfan.  type  FA-d-A  (2) 

80O-1163 

Generator,  type  GN-4-A  (1) 

Including  1  set  of  spare  brushes. 

800-1986 

Switch,  type  SW-3  (1). 

800-  978 

EQUIPMENT,  type  PE-4 

Power;  used  In  Set,  type  SCR-61. 
Unit  of  measure,  each. 

Comprises: 

800-      22 

Airfan,  type  FA-5  (1). 

l?irnlfrhf  Tier  iinlf 

800-1169 

Generator,  type  GN-10  (1). 

Packed, . 

800-1604 

Protective  Device,  type  PD-1  (1). 

Cubic  displacement, . 

Shipping  weight, . 

Handbook. . 

800-  979 

EQUIPMENT,  type  PE-5 

Power;  used  in  Set,  type  8CRr49. 
Unit  of  measure,  each. 

Comprises: 

800-  310 

Bolt,  type  M-2  (4). 

Weight  per  unit, . 

800-  870 

Crank,  type  GC-1  (2). 

Packed, . 

800-1167 

Generator,  type  GN-8  (1). 

Cubic  displacement, , 

800-1229 

Hood,  type  BG-9(1). 

Shipping  weight, . 

800-1A49 

Plate,  type  M-3  (2). 

opocuii/a  blocs,              • 

80O-1933 

Speedometer,  type  M-7  (1). 

800-19A2 

Stand,  type  GS-1  (1). 

1  If  not  available,  use  Airtan,  type  FA-4. 


« Or  Airiian,  type  FA-i 


Digitized  by  VjOOQ IC 


SIGNAL  COBPS  STOBAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


275 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-  980 

EQUIPMENT,  type  PE-6 

Power;  for  French  E-10  sets. 

Comprises: 

Unit  of  measure,  each. 

800-  319 

Box,  type  BC-25-A  (1). 

TVMt*ht  rtnr  iinft 

800-  900 

Dynamotor,  type  DM-1  (1). 

Packed, . 

80O-1908 

Switch,  type  SW-16(1). 

CKtvki>>1«*<v  nrAt<vl.4- 

Specification, . 

Handbook, . 

800-  981 

EQUIPMENT,  type  PE-7 

Power;  used  in  Set,  type  SCR-79-A. 
Unit  of  measure,  each. 

T^ricrht  ncr  unit 

weigiJii  per  uiui,  ■  -    ■    . 

Packed, . 

Cubic  displacement, . 

ouippuig  weigui,             . 

Specification, . 

Handbook, . 

Comprises: 

80O-  269 

Battery,  type  BB-14  (9) 

3  in  use,  6  spare. 

800-  318 

Box,itypeBC-25(l). 

800-  900 

Dynamotor,  type  DM-1  (1). 

80O-  982 

EQUIPMENT,  type  PE-8 

Power;  used  in  Set,  type  SCR-69. 

Unit  of  measure,  each. 

TV  tJigut  por  uzui,         '     . 

Packed, . 

• 

Cubic  displacement, . 

Specification, . 

^ 

Handbook,  -. . 

Comprises: 

800-  256 

Battery,  type  BB-1  (2) ■. 

1  in  use,  1  spare. 

800-  257 

Battery,  type  BB-2  (2) 

Do. 

800-  900 

Dynamotor,  type  DM-1  (1). 

800-  983 

EQUIPMENT,  type  PE-10 

Power;  used  in  Sets,  types  SCR-72-B,  SCR-77, 

and  SCR-121. 

Unit  of  measure,  each. 

w  eigub  per  uuib,             . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 

Specifications, . 

Handbook, . 

Comprises: 

800-  269 

Battery,  type  BB-14  (3) 

1  in  use,  2  spare. 

1  Or  Box,  type  BC-25-A. 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-984 

E  QUIPMENT,  type  PE-11 

Power;  used  ia  Sets,  types  SCR-74-A,  8CB-76> 
SCR-7ft-A,  and  SCR-106. 

Unit  of  measure,  each. 

WAiffht  nnr  unit  .-^— 

ff  01|^Ilb  ^Of  lUUw,                   • 

Packed, . 

* 

Cubic  displacement, . 

Specification, , 

Handbook, 

Comprises:' 

800-279 

Battery,  type  BB-23  (3) 

1  In  use,  2  spare. 

Power;  used  In  Sets,  type    SCB-70,  8CB-72, 
SCR-72-A,  and  SCR-83. 

800-98A 

EQUIPMENT,  type  PE-12 

Unit  of  measure,  each. 

• 

Packed, . 

Cubic  displacement, . 

^VilTknlnfr  nmtirhf 

Handbook, . 

Comprises: 

800-257 

Battery  type  BB-2  (2) 

1  in  use,  1  spare. 

Power;  used  in  Sets,  types  SCR-71,  SCE-76,  and 

800-986 

EQUIPMENT,  type  PB-13 

SCR-76-A. 

Unit  of  measure,  each. 

/ 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification, . 

Handbook, . 

Comprises: 

800-258 

Battery.  tVDeBB-3f2) 

1  in  use,  1  spare. 

Power;  used  in  Sets,  types  SCR-60-A  and  SCE- 
116. 

800-987 

EQUIPMENT,  type  PE-14 

Comprises: 

Unit  of  measure',  each. 

800-259 

Battery,  type  BB-4  (3). 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-  088 

EQUIPMENT,  type  PE-16 

Power;  used  in  Set,  type  SCR-81. 
Unit  of  measure,  each. 

Comprises: 

80O-274 

Battery,  type  BB-18  (3). 

Packed, . 

Handbook, . 

80O-  080 

EQUIPMENT,  type  PE-16 

Power;  used  in  airplane  service. 

Comprises: 

Unit  of  measure,  each. 

80O-  271 

Battery,  type  BB-16  (3). 

Wnirhf  nnr  nnft 

weigiii  per  uiut,             . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

80O-  000 

EQUIPMENT,  type  PE-I8 

Power;  used  in  Set,  types  SCR-86;  speciflcation- 
20i2. 

Comprises: 

Unit  of  measure,  each. 

800-260 

Battery,  type  BB-5  (6). 

Weight  per  unit, . 

800-1308 

Motor,  type  MD-1  (1). 

Packed, . 

80O-2258 

Voltmeter,  type  1-18  (i). 

Cubic  displacement, ;. 

Shipping  weight, . 

OpvUUlVUiUVlX,                  . 

Handbook, . 

80O-  001 

EQUIPMENT,  type  PE-18-A 

Power;  used  in  Set  type  SCR-8&-A. 

Comprises: 

Unit  of  measure,  each. 

800-1300 

Motor,  type  MO-2  (2). 

Weight  per  unit, . 

800-1053 

Stand,  type  GS-2,(1). 

Packed, . 

800-1054 

Stand,  type  G8-3  (1). 

Cubic  displacement, . 

Specification, . 

Handbook, . 

800-  002 

EQUIPMENT,  type  PE-19 

Power;  used  in  Set,  type  SCR-84. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, 

Compriaea: 

Handbook, . 

800-  241 

Battery,  tvue  BA-8  (9) 

3  in  use,  6  sp&.e. 

800-  260 

Battery,!  type  BB-14  (3). 

800-  323 

Box,  type  BC-62(1). 

1  As  &n  alternative,  but  not  for  overseas  use,  3  Batteries,  tyx>e  BB-9. 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-  993 

EQUIPMENT,  type  PE-l^-A 

Power;  used  in  Set,  type  SCR-84. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

SpeciScation, . 

Handbook, . 

Comprises: 

800-  235 

Battery,  type  BA-2  (12) 

3  in  use,  9  spare. 
1  in  use,  2  spare. 
For  dry  batteries. 
Power;  used  in  Set,  type  SCR-116. 
Unit  of  measure,  each. 

800-  269 

Battery,  type  BB-14  (3) 

800-  324 

Box,  type  BC-62-A  (1) 

800-  994 

EQUIPMENT,  type  PE-20 

Comprises: 

800-     25 

Airfan,!  type  FA-7  (2). 

IVnirht  rtnr  unit 

800-  280 

Battery,*  type  BB-24  (3). 

Packed, . 

800-  769 

Cord,  type  CD-19  (1). 

Cubic  displacement, . 

800-1091 

Filter,  type  FL-l-A  (1). 

800-1158 

Generator,nype  GN-l-A  (1). 

Specification, . 

800-2230 

Tube,  type  TB-1  (5). 

Handbook, . 

800-  995 

EQUIPMENT,  type  PE-21 

Power;  used  in  Set,  type  SCR-65-A. 
Unit  of  measure,  each. 

Comprises: 

800-  265 

Battery,  type  BB-11  (2). 

Wnirht  nnr  unit 

wtjijjiib  ptjr  uiui'. 

Packed, . 

Cubic  displacement, . 

oiuppuig  weigut,              . 

Specification, . 

Handbook, . 

80O-  996 

EQUIPMENT,  type  PE-22. 

Power;  used  in  Set,  type  SCR-78. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Comprises: 

80O-  273 

Battery,  type  BB-17(12). 

6  in  use,  6  spare. 

800-318 

Box,nypeBC-25(l). 

800-900 

Dynamotor,  type  DM-l  (1). 

1  If  not  available,  use  Airfan,  type  FA-3. 

>  As  an  alternative,  but  not  for  overseas  use*  3  Batteries,  type  BB-7. 

» Or  Generator,  type  GN-2-A. 

*  Or  Box,  type  BC-25-A. 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-907 

EQUIPMENT,  type  PB-26. 

Power;  used  in  Set,  type  SCR-112. 

Unit  of  measure,  each. 

Weight  per  unit,  — — . 

Packed, . 

Shipping  weight, . 

S^ciflcation, . 

Handbook, . 

Comprises: 

80O-260 

Battery,  type  BB-14  (3) 

1  in  use,  2  spare;  speciflcation-2CI09-B.               ^ 

800-270 

Battery,!  type  BB-23  (3) 

1  in  use,  2  spare;  speciflcation-2020-B. 

80O-999 

EQUIPMENT,  type  PE-27 

Power;  a  direct-coupled  gasoline  engine  generat- 
ing set;  used  with  Set,  1  kw.,  field  wireless 

wagon,  t3rpe  SCR-41. 

Unit  of  measure,  each. 

Packed, 

Shipping  weight, . 

Handbook, . 

Compriaes: 

800-999-1 

Frame,  all-steel  angle  iron  momited 
on^oak  skids,  in  which  are  suitably 
mounted  and  connected  the  follow- 
ing: 

80O-999-2 

Box,  battery  (1). 

80O-999-3 

Engine,  2-cylinder  gasoline  (1). 

800-999-4 

Fan,  cooling  (1). 

800-999-5 

Muflfler(l) 

12-inch;  Cutler  Hammer. 

800-999-6 

Rheostat  (1) 

Do. 

800-2075 

Tank,  type  MG-7  (1). 

800-1000 

EQUIPMENT,  type  PE-28.. 

Power,  used  in  Set,  type  SCR-127. 
Unit  of  measure,  eaeh. 

Comprises: 

Bolt  type  M-2  (4). 

Weight  per  unit, . 

Crank,  type  GC-1  (2). 

Packed, . 

800-1191 

Generator,  type  GN-29  (1). 
Hood,  type  BO-9(l). 

v^uuic  uiapiaceuieni'. 

Plate,  type  M-3  (2). 

oiuppuig  weigiii/. 

800-1952 

Stand,  type  GS-1  (1). 

Handbook, . 

1  If  not  available,  use  3  Batteries,  type  BB-l;  1  in  use,  2  spare. 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2429 

EQUIPMENT,  type  PE-29 

3  batteries,  type  BB-28. 

Radio-receiving  used  In  Set,  type  SCR-54. 
Unit  of  measure,  each. 

Wftiffht  TMr  iinit- 

800-1001 

Comprises: 
EQUIPMENT,  type  RC-1 

Comprises: 
Battery,  type  BA-4  (2) 

Packed, . 

800-237 

Shipping  weight, . 

Specification, . 

Handbook, — . 

1  in  use,  1  spare. 

1  in  use,  3  spare. 

Spare. 

Radio  receiving  used  in  Set,  type  SCR-54-A. 
Unit  of  measure,  each. 

800-707 
800-880 

Contract  spring,  type  M-14  (3). 
Crystal.  tvDe  DC-1  (i) 

800-1224 
80O-1695 
800-1846 
800-1965 
800-2369 

Head  set,  type  P-11  (2). 

Screwdriver,  type  TL-2  (1). 

Set  box,  type  BC-14  (1). 

Strap,  type  ST-5  (1). 

Wire,  type  W-20  (30  feet) 

80O-1002 

EQUIPMENT,  type  RC-l-A 

Comprises: 
Battery,  type  BA-4  (2) 

Packed, . 

80O-237 

Specification, . 

Handbook, . 

1  in  use,  1  spare. 
Spare. 
Do. 

800-707 
800-880 

Contact  spring,  type  M-14  (2) 

Crystal,  tyi)e  DC-1  (6) 

80O-1224 
800-1695 
800-1847 
800-1965 
80O-2369 
800-1003 

Head  set,  type  P-11  (2). 
Screwdriver,  type  TLr-2  (1). 
Set  box,  type  BC-14-A  (1). 
Strap,  type  ST-5  (1). 
Wire,  type  W-20  (30  feet). 
EQUIPMENT,  type  R02 

Radio  receiving,  used  in  Set,  type  8CR-W. 
Unit  of  measure,  each. 

Packed, . 

Cubic  displacement,  — . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1003 

EQUIPMENT,  type  RC-2-Contd. 
Comprises: 

800-  235 

Battery,  type  B  A-2  (8) 

2  in  use,  6  spare. 

800-  236 

Battery.  tvDe  BA-3  f20) 

2  in  use,  18  spare. 

800-  768 

Cord,  type  CD-6  (1) 

800-  759 

Cord,  tvpe  CD-7  (1) 

For  connecting  BC-lOto  pilot's  cut-in  switch. 

80O-  700 

Cord.  tvDe  CD-9  a^ 

For  connectinff  BC-12  to  BC-10. 

800-  761 

Cord,  type  CD-10  (1) 

For  connecting  BC-12  to  ground. 

80O-  762 

Cord,  type  CD-11  (1) 

For  connecting  BG-12  to  Ibirlead. 

800-  763 

Cord,  tvre  CD-12  (I) 

For  ooTinectinfir  'RC-12  tn  battAry- 

800-1214 

Head  set,  type  HS-1  (2). 

800-1839 

Set  box,  type  BC-10 

800-1843 

Set  box,  type  BC-12  (1). 

800-2211 

Transmitter,  type  T-1  (2). 

800-2231 

Tube,  type  VT- 1  (8) 

3  In  ose,  5  spare- 

800-1004 

EQUIPMENT,  type  RC-2-A 

Comprises: 

Radio-receiving,  used  in  Set,  type  SCR-59-A. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-  236 

Battery,  type  BA-2  (8) 

2  in  use,  6  spare. 

800-  236 

Battery.  tvDe  BA-3  f20) 

2  in  use,  18  spare. 

For  coiinentlng  nn-iA-A  to  pHot's  Jack. 

80O-  758 

C»d,  type  CD-6  (1) 

800-  759 

Cord,  type  CD-7  (1) 

For  connecting  cut-in  switch  to  pilot's  Jack. 

80O-  760 

Cord.  tyBe  CD-9  (1) 

For  connecting  BC-12  to  DC^IO-A. 

800-  761 

Cord,  type  CD-10  (1) 

For  connecting  BC-12  to  groimd. 

80O-  762 

Cord,  type  CD-11  fl) 

For  connecting  BC-12  to  antenna. 

80O-  763 

Cord,  type  CD-12  (1) , 

For  connecting  BC-12  to  battery. 

800-  812 

Cord,  tyre  CD-«2  (1) 

For  connecting  TlC-KV-A  to  obseryer's  Jack. 

800-1215 

Head  set,  type  HS-2  (2). 

800-1840 

Set  box,  type  BC-IO-A  (1). 

800-1843 

Set  box,  type  BG-12  (1). 

800-2213 

Transmitter,  type  T-3  (2). 

800-2231 

Tube,  type  VT-1(8) 

3  in  use,  5  spare - 

800-1005 

EQUIPMENT,  type  RC-3 

Radio-receiving,  used  in  Set,  type  SCR-72. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1005 

EQUIPMENT,  type  RC-a-Contd. 
Comprises: 

80O-  235 

Battery,  tjTW  BA-2  (4) 

2  in  use,  2  spare. 

800-  637 

Case,  type  CS-2(1). 

800-  772 

Cord,  type  CD-22  (1). 

800-1224 

Head  set,  type  P-11  (2). 

80O-1851 

Set  box,  type  BC-17  (1). 

80O-2231 

Tube.  tvi>e  VT-1  (4) 

2  in  use,  2  spare. 

Radio-receiving,  used  in  Set,  type  SCR-72-B. 

800-1006 

EQUIPMENT,  type  RC-3-B 

Unit  of  measure,  each. 

Weight  per  unit . 

Packed, . 

Cubic  displacement, , 

Shipping  wei^it, . 

Specification, . 

Handbook, . 

Comprises: 

800-  210 

Bag,  type  BG-13  (1). 

80O-  236 

Battery,  type  B  A-2  (4) 

2  in  use,  2  spare. 

800-1006-1 

Cloth,  emery  (1  sheet). 

800-  698 

Compass,  type  I-l  (1). 

800-  790 

Cord,  type  CD-40  (2) 

1  in  use,  1  spare. 

800-  806 

Coi;4,  type  CD-56  (1). 

800-1224 

Head  set,  type  P-11  (2). 

800-1664 

PUers,  type  TL-19  (1  pair). 

800-1696 

Screwdriver,  type  TLr-2  (1). 

800-1873 

Set  box,  type  BC-44  (1). 

800-2079 

Tape,  type  TL-83  (i  pound). 

80O-2231 

Tube,  type  VT-1  (4) 

2  in  use,  2  spare. 

800-2266 

Voltmeter,  type  I-IO  (1). 

800-1007 

EQUIPMENT.  tvDe  RC-4 

Radio-receiving,  used  in  Set,  type  SCR-76. 
Unit  of  measure,  each. 

^^^^  ^^   *  *    *K&*rf  AY    ^  ^     W^  C'^'     ^^^^         ■••••    •«•••■ 

Wniirht  nrr  unit 

Packed, . 

Cubic  displacement, . 

Hhlnninn' mrnlffht    ■   ■■■   — 

fi*\A/»tfi/ta4^/\n    ^^^_^_ 

Dpeciucauou,            • 

Handbook, . 

Comprises: 

80O-  236 

Battery.  tvDe  BA-2  f8) 

2  in  use,  6  spare. 
2  in  use,  18  spare. 

800-  236 

Battery,  type  BA-3(20) 

800-  768 

Cord,  type  CD-«(1). 

800-  769 

Cord,  type  CD-7  (1). 

800-  760 

Cord,  type  CD-9  (1). 

800-  761 

Cord,  type  CD-10  (1). 

800-  762 

Cord,  type  CD-ll(l). 

* 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

80O-1007 
800-  763 
800-1214 
800-1839 
800-1856 
800-2211 
800-2231 

EQUIPMENT,  type  RC-4-Contd. 

Cord,  type  CD-12  (1). 

Head  set,  type  HS-1  (2). 

Set  box,  type  BC-10  (1). 

Set  box,  type  BC-20  (1). 

Transmitter,  type  T-1  (2). 

Tube,  type  VT-1  (8) 

3  in  use,  5  spare. 

8OO-10O8 

EQUIPMENT,  type  RC-5 

Radio-receiving,  used  in  Set,  type  SCR-72-A. 

Comprises: 
Battery,  type  B  A-2  (4) 

Unit  of  measure,  each. 

Packed, . 

Cubic  displacement, . 

800-  235 

Handbook, . 

2  in  use,  2  spare. 

800-1224 
800-1859 
800-2231 

Head  set,  type  P-11  (2). 
Set  box,  type  BC-22  (1). 
Tube,  type  VT-1  (4) 

2  in  use,  2  spare. 

800-1009 

EQUIPMENT,  type  RC-6 

Radio-receiving,  used  in  Set,  type  SCR-70. 

800-  235 
800-  790 
800-1224 
800-1860 
800-2231 

800-1010 

Comprises: 
Battery,  type  BA-2  (2). 
Cord,  type  CD-40  (1). 
Head  set,  type  P-11  (2). 
Set  box,  type  BC-23  (1). 
Tube,  type  VT-1  (2). 

EQUIPMENT,  type  RC-7 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, —. 

Handbook, . 

Radio-receiving,  used  in  Set,  type  SCR-83. 

800-  235 
800-  766 
800-1224 
800-1872 
800-2231 

800-1011 

Comprises: 
Battery,  type  BA-2  (1). 
Cord,  type  CD-16(1). 
Head  set,  type  P-11  (2). 
Set  box,  type  BC-42  (1). 
Tube,  type  VT-1  (1). 

EQUIPMENT,  type  RC-9 

Umt  of  measure,  each. 

Packed, . 

Specification, . 

Handbook, . 

Radio-receiving,  used  in  Set,  type  SCR-116. 

800-  235' 
80O-  761 
80O-  762 
80O-  763 
800-1215 
800-1843 
800-2231 

Comprises: 
Battery,  type  BA-2  (8). 
Cord,  type  CD-lO(l). 
Cord,  type  CD-11  (1). 
Cord,  type  CD-12  (1). 
Head  set,  type  HS-2  (1). 
Set  box,  type  BC-12  (1). 
Tube,  type  VT-1  (8). 

Unit  of  measure,  each. 

Packed, . 

Handbook, . 

Digitized  by  LjOOQ IC 


284 


SIGNAL  COBPS  STOBAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  BQXnPMBNT— Conttnufid. 


Numerical 
code  or  No. 

Article. 

Useful  inlormation. 

800-1012 

EQUIPMENT,  type  RC-10 

Unit  of  measure,  each. 

Comprises: 

800-  154 

Amplifier,  type  BC-59  (1). 

Weight  per  unit, . 

800-  322 

Box,  type,  BC-61  (1). 

Packed, .  . 

800-  817 

Cord,  type  CD-67  (4). 

Cubic  displacement, . 

800-  818 

Cord,  type  CD-68  (2). 

Shipping  weight, . 

800-  820 

Cord,  type  CD-71  (1). 

Specification, , 

800-  821 

Cord,  type  CD-72  (1). 

Handbook, . 

800-1139 

Frame,  type  FT-16  (1). 

80O-1215 

Head  set,  type  HS-2(1), 

800-1556 

PUers,  type  TL-24  (1  pair). 

800-1695 

Screwdriver,  type  TL-2  (1). 

800-1698 

Screwdriver,  type  TL-25  (1). 

800-2067 

Switch  box,  type  BC-60  (1). 

800-2231 

Tube,  tvne  VT-1  (21) 

7  in  use,  14  spare. 

800-2357 

Wire,  type  W-8  (20  feet). 

800-1013 

EQUIPMENT,  type  RC-11 

Amplifier;  used  in  Set,  type  SCR-121. 
Unit  of  measure,  each. 

Packed, . 

Cubic  displacement, . 

Specification, , 

Comprises: 

Handbook, 

800-  153 

Amplifier,  type  BC-44-A  (1). 

800-  235 

Battery,  typeBA-2(4) 

2  in  use,  2  spare. 
1  in  use,  1  spare. 

800-  790 

Cord,  type  CD-40  (2) 

80O-  806 

CJord,  type  CD-56  (1). 

800-1224 

Head  set,  type  P-11  (2) 

1  in  use,  1  spare. 

800-2231 

Tube,  tjrpe  VT-1  (4) 

2  in  use,  2  spare. 

Receiving;  used  in  Set,  type  SCR-121-A. 

800-1014 

EQUIPMENT,  type  ROll-A 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Handbook, . 

Comprises: 

800-  203 

Bag,  type  BO-21  (1^ 

Carrying;  for  set  box. 
2  in  use,  2  spare. 

800-  235 

Battery,  type  BA-2  (4) 

800-  790 

Cord,  type  CD-40  (2) 

1  in  use,  1  spare. 

800-  806 

Cord,  type  CD-56  (1). 

800-1224 

Head  set,  type  P-11  (2). 

800-1884 

Set  box,  type  BC-«9  (1). 

800-2232 

Tube,  type  VT-1  (4) 

2  in  use,  2  spare. 
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Nmnerical 
code  or  No. 

Article. 

Useful  information. 

8OO-101ff 

EQUIPMENT,  type  RE-1 

Radio;  used  in  Set,  type  SCR-68. 
Unit  of  measure,  each. 

vy^^^F    ^^1^^*^ 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, ^ 

ftTiinTtfnf*  umiirht 

ouippiug  woiKiiii,              . 

Spedflcation,          . 

Handbook, , 

Comprises: 

800-  235 

Battery.  tvDeBA-2a2) 

3  in  use,  9  spare. 
2  in  use,  18  spare. 

800-  236 

Battery.  tyneBA-S  (20) 

800-  758 

Cord,  type  CD-6  (1). 

800-  759 

Cord,  type  CD-7(1). 

800-  760 

Cord,  type  CD-9  (1). 

800-   761 

Cord,  type  CD-10  (1). 

800-  762 

Cord,  type  CD-11  (1). 

800-  767 

Cord,  type  CD-17  (1). 

800-  768 

Cord,  type  CD-18(1). 

80O-1214 

Head  set,  type  HS-1  (2). 

80O-1327 

Lamp,  type  LM-1  (3) 

1  in  use,  2  spare. 

800-1839 

Set  box,  type  BC-lO(l). 

800-1841 

Set  box,  type  BC-ll(l). 

800-2212 

Transmitter,  type  T-1  (2). 

800-2231 

Tube,  type  VT-1  (8) 

3  in  use,  5  spare. 
2  in  use,  6  spare. 
Radio;  used  in  Set,  type  SpR-68-A. 

800-2232 

Tube.  tvT>e  VT-2  f 8) 

80O-1016 

EQUIPMENT,  type  RE-l-A 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement,  — . 

Specification, . 

Handbook, . 

Comprises: 

800-  235 

Battery,  tyne  BA-2  fl2) 

3  in  use,  9  spare. 
2  ia  use,  18  spare. 

800-  236 

Battery.  tvDe  BA-3  f20) 

800-  758 

Cord,  type  CD-«  (1). 

800-  759 

Cord,  type  CD-7(1). 

80O-  760 

Cord,  type  CD-»(1). 

800-  761 

Cord,  type  CD-10  (1). 

800-  762 

Cord,  type  CD-ll(l). 

800-  767 

Cord,  type  CD-17  (1). 

800-  768 

Cord,  type  CD-18(1). 

800-  812 

Cord,  type  CD-«2(1). 

800-1215 

Head  set,  type  HS-2  (2). 

800-1827 

Lamp,  type  LM-1  (3) 

1  in  use,.  2  spare. 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

80O-1016 
800-1840 
800-1842 
800-2213 
800-2231 

EQUIPMENT,  typo  RE-l-A— Con. 

Set  box,  type  BC-lO-A(l). 

Set  box,  type  BC-ll-A  (1). 

Transmitter,  type  T-3  (2). 

Tube,  type  VT-1  (8) 

3  in  use,  5  spare. 
2  in  use,  6  spare. 
Radio;  used  in  Set,  type  SCR-67. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

800-2232 

Tube .  t VDe  VT-2  (S) 

800-1017 

EQUIPMENT,  type  RE-2 

•  Comprises: 
Batterv.  tvoe  B A-2  (8) 

Shipping  weight, . 

FlnMHHmtion 

800-  235 

Handbook, . 

2  in  use,  6  spare. 
Powerboard  to  set  box. 

800-  773 

Cord,  type  CD-23  (1) 

800-  774 
800-  775 
800-1224 

Cord,  type  CD-24(l). 
Cord,  type  CD-25  (1). 
Headset,  tyoe  P-11  (2) 

1  in  use,  1  spare. 

1  in  use,  1  spare. 
3  in  use,  13  spare. 

2  in  use,  14  spa^e. 

Radio,  used  in  Set,  type  SCR-67-A. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

800-1844 
800-2212 

Set  box,  type  BC-13  (1). 
Transmitter,  type  T-1  (2) 

800-2231 

Tube,  tvoe  VT-1  (IQ) 

800-2232 

Tube,  type  VT-2  (16) 

800-1018 

EQUIPMENT,  type  RB-2-A 

Ccnnprises: 
Batterv.  tvue  BA-2  (8) 

800-235 

Specification, . 

Handbook, . 

2  in  use,  6  spare. 

80O-773 

Cord.tyue  CD-23(1) 

Powerboard  to  set  box. 

80O-774 

Cord,  type  CD-24  (1) 

Set  box  to  opwatOT's  Jack. 

80O-775 

Cord,  type  CD-26  (1) 

Set  box  to  operator's  cut-in  switch. 

80O-1224 

Head  set,  type  P-11  (2) 

1  in  use,  1  si>are. 

80O-1845 
80O-2213 

Set  box,  type  BC-13-A(1). 
Transmitter,  tvoe  T-3  f 2) 

1  in  use,  1  spare. 
3  in  use,  13  spare. 

2  in  use,  14  spare. 

80O-2231 

Tube,  tvoe  VT-1  (16) 

800-2232 

Tube,  type  VT-2  (16) 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

80O-101O 

EQXnPMENT,  type  RE^ 

T.  p.  s.,  used  in  Set,  type  SCR-76. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

-  TTAnd'hnAV 

Comprises: 

800-  210 

Bag,  type  BG-13  (1). 

800-   235 

Battery,  type  BA-2  (4) 

2  in  use,  2  sjMue. 

80O-1O19-1 

Cloth,  emery  (1  sheet). 

80O-  598 

Compass,  type  I-l  (1). 

80O-  689 

Contact,  type  CN-1  (2) 

For  vibrator,  spare. 

80O-  699 

Contact,  tyi)e  GN-2  (2) 

Do. 

80O-1O88 

File,  type  TL-6(1). 

80O-1154 

Gauge,  type  TLr-7  (1). 

800-1224 

Head  set,  type  P-11  (2). 

800-1554 

Pliers,  type  Tl>-19  (1  pair). 

80O-1695 

Screwdriver,  type  TL-2  (1). 

800-1857 

Set  box,  type  BO-21  (1). 

800-1999 

Switch,  type  SW-16  (1). 

80O-2078 

Tape,  type  TL-83  (i  pound). 

80O-2231 

Tube,  type  VT-1  (4) 

2  In  use,  2  spare. 

80O-2256 

Voltmeter,  type  1-10(1). 

80O-2343 

Weight,  type  WT-2(1). 

800-2344 

Weight,  type  WT-3  (2).    . 

80O-2416 

Wrench,  type  TL-6  (1). 

800-1020 

EQUIPMENT,  type  RE-3-A 

T.  p.  s.,  used  in  Set,  type  SCR-76-A. 
Unit  of  measure,  each. 

Wriirht  nnr  unit 

Packed, . 

Cubic  displacement, . 

ShinniTitr  nrriirht 

oiuppiug  wcignfc,              . 

ClrkAAlA/ta^Inn     

specincauon,            . 

Comprises: 

Handbook, . 

80O-  210 

Bag,  type  BG-13  (1). 

80O-  235 

Battery,  type  BA-2  (4) 

2  in  use,  2  spare. 

800-1020-1 

Cloth,  emery  (1  sheet). 

80O-  598 

Compass,  type  I-l  (1). 

80O-  698 

C<Hitact,  type  CN-1  (2) 

Spare. 
Do. 

80a-  699 

Contact,  type  CN-3  (2) 

800-  811 

Cord,  type  CD-61  (1) 

Set  box  to  battery. 

«M)O-1088 

File,  type  TL-^(l). 

80O-1154 

Gauge,  type  TL-7  (1) 

For  vibrator. 
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Numerical 
code  or  No. 

Article. 

Useful  infonnation. 

800-1020 

EQUIPMENT,  type  RE-8-A-Con. 

800- 1224 

Head  set,  type  P-11  (2). 

800-1332 

Tflmp,  type  LM-6  (3) 

1  in  use,  2  spare. 

800-1554 

Pliers,  type  TL-19(1  pair). 

800-1695 

.  Screwdriver,  type  TL-2  (1). 

800-1858 

Set  Box,  type  BC-21-A  (1). 

80O-2000 

Switch,  type  SW-16(1). 

800-2079 

Tape,  type  TLr-83  (i  pound). 

800-2187 

Tool  Roll,  type  BQ-20  (1). 

800-2232 

Tube,  type  VT-1  (4) 

2  in  use,  2  spare. 

800-2255 

Voltmeter,  type  1-10(1). 

800-2343 

Weight,  type  WT-2  (1). 

800-2344 

Weight,  type  WT-3  (2). 

800-2416 

Wrench.  tvDe  TL-6  Q'i 

For  changing  vibrator  weights. 
Radio,  used  in  Set,  type  SCR-49. 
Unit  of  measure,  each. 

800-1021  • 

EQUIPMENT,  type  RE-4 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Comprises: 

800-  234 

Battery,  type  BA- (1) 

For  buzser. 

800-1021-1 

Book,  "Radiotelegraph"  (1). 

800-  349 

Buzzer,  type  BZ-2  (1). 

800-  783 

Cord,  type  CD-33  (1) 

Set  b«x  to  generator. 
Set  box  to  antenna. 

800-  784 

Cord.  tvDe  CD-34  (I) 

800-  785 

Cord.  tvDe  CD-35  (1) 

For  connecting  antenna  inductances . 

800-  881 

Crystal,  type  DC-2  (2) 

Mounted,  1  in  use,  1  spare. 

800-1058 

Equipment,  type  TE-7  (1). 

800-1222 

Head  Set,  type  P-l(l). 

800-1343 

Lee.  tvDe  M-5  (4) 

For  set  box. 

800-1021-2 

Screws,  spare,  miscellaneous. 

800-1861 

Set  Box,  type  BC-24  (1). 

800-2210 

Transformer  Section,  type  M-4  (1).... 

Spare. 

8O-1022 

EQUIPMENT,  type  RE-5 

Radio,  used  in  Set,  type  SCR.79. 
Unit  of  measure,  each. 

Comprises: 

800-  235 

Battery,  type  BA-2  (4). 

Weight  per  unit, 

800-  237 

Battery,  type  BA-4  (4). 

Packed, . 

800-  553 

Chest,  type  BC-43(1). 

800-  566 

aock,  type  1-15(1). 

Shipping  weight, 

800-  766 

Cord,typeCD-16(3). 

800-  788 

Cord,  type  CD-38  (6) 

Handbook, . 

800-  797 

Cord,typeCD-47(2). 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1022 

EQUIPMENT,  type  RE-5-Contd. 

800-  798 

Cord,  type  CD-48  (2). 

800-   799 

Coi-d,  type  CD-49  (2). 

800-1224 

Head  set,  type  P-11  (2). 

800-1299 

Key,  type  J-12(l). 

80O-1330 

lamp,  type  LM-4  (4). 

800-1554 

PUers,  type  TL-19(1  pair). 

800-1697 

Screwdriver,  type  TL-21  (1). 

800-1862 

Set  box,  type  BC-32(l). 

800-1869 

Set  box,  type  BC-40(1). 

800-2078 

Tape,  type  TL-83  (i  pound). 

80O-2231 

Tube,typeVT-l(6).      . 

800-2232 

Tube,typeVT-2(4). 

80O-2255 

Voltmeter,  type  I-IO  (1). 

80O-2356 

Wire,  type  W-7  (2  pounds). 

800-1023 

EQUIPMENT,  type  RE-5-A 

Radio,  used  in  Set,  type  SCR-79-A. 
Unit  of  measure,  each. 
Wnieht  nnr  unit 

Packed, . 

Cubic  disnlacrnifint 

Specification, . 

Handbook, . 

Comprises: 

80O-  236 

Battery,  type  BA-2  (4). 

800-  237 

Battery,  type  BA-4  (4) 

1  in  use,  3  spare. 

80O-  563 

Chest,  type  BC-43(1). 

800-   666 

Clock,  type  1-15  (1), 

800-  766 

Cord,  type  CD-16  (3). 

80O-  788 

Cord,  type  CD-38  (5). 

80O-  797 

Cord,  type  CD-47  (2). 

80O-  798 

Cord,  type  CD-48  (2). 

800-  799 

Cord,  type  CD-49  (2). 

80O-1224 

Head  set,  type  P-U  (2). 

800-1299 

Key,  type  J-12(l). 

8O0-1330 

Lamp,  type  LM-4  (4) 

1  in  use,  3  spare. 

80O-1664 

PUers,  type  TL-19  (1  pair). 

800-1697 

Screw  driver,  type  TL-21  (1). 

800-1863 

Set  box,  type  BC-32-A  (1). 

800-1869 

Set  box,  type  BC-40  (1). 

800-2078 

Tape,  typo  TL-83  (i  pound). 

800-2231 

TTibe,typeVT-l(6). 

80O-2232 

Tube,typeVT-2(4). 

80O-2266 

Voltmeter,  type  I-IO  (1). 

80O-2366 

Wire,  type  W-7  (2  pounds). 

141645—20 19 
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Numerical 
code  or  No. 


Article. 


800-1024 


800-  215 
800-  235 
800-  237 
800-  320 
800-1024-1 
800-  701 
800-  792 
800-  793 
800-  794 
800-  795 
800-  796 
800-  801 
800-  802 
800-1094 
800-1224 
800-1299 
800-1330 
800-1331 
800-1435 
800-1554 
800-1607 
800-1024-2 

800-1024-3 
800-1024-4 

800-1868 
800-1860 
800-2078 
80O-2231 
800-2232 
80O-2255 
800-2356 


EQUIPMENT,  type  RE-«. 


Useful  information. 


Comprises: 

Band,  type  FT-11  (4) 

Battery,  tjrpe  BA-2  (4) 

Battery,  type  B  A-4  (3) 

Box,  type  BC-33  (1). 

Ctoth,  emery.  No.  1  (5  sheets). 

Cord,  type  CD-41  (2) 

Cord,  type  CrM2  (3) 

Cord,  type  CIM3  (2) 

Cord,  type  CD-44  (2) 

Cord,  type  CD-45  (2) 

Cord,  type  CD-46  (2) 

Cord,  type  CI>^1(3) 

Cord,  type  CD-52  (3) 

Fixture,  type  FT-10  (1). 
Head  set,  type  P-11  (2). 

Key,  type  J-12  (2) 

Lamp,  type  LM-4  (4) 

Lamp,  type  LM-6(4) 

Pad,  typeM-9(6).... 

PUers,  type  TL19  (1). 

Rain  shield,  type  M-10  (4) 

Screw,  wood,  and  washer,  steel,  round 
head,  No.  6  (6) 

Screw  eye,  brass  No.  10(4) 

Screwdriver,  7  inches  long,  ^inch 
tip  (1). 

Set  box,  type  BC-39  (1). 

Set  box,  type  BC-40  (1). 

Tape,  type  TL-83  (J  pound). 

Tube,  type  VT-1  (6) 

Tulje  typeVT-2(7) 

Voltmeter,  type  I-IO  (1). 

Wire,  type  W-7  (2  pounds) 


Radio;  used  in  Set,  type  SCR-78. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

2  in  use,  2  spare. 

Do. 
1  in  use,  2  spare. 


1  in  use,  1  spare. 

2  in  use,  1  spare. 

1  in  use,  1. spare. 

Do. 
Do. 
Do. 

2  mounted  permanently,  1  spare. 

Do. 


1  in  use,  1  spare. 
1  in  use,  3  spare. 

Do. 
4  in  use,  2  st)are. 

1  In  use,  3  spare. 

4  in  use,  2  spare. 

2  in  use,  2  spare. 


3  in  use,  3  spare. 

4  in  use,  3  spare. 

Wound  in  a  6-lnch  coil. 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1025 

80O-  215 

80O-  235 

800-  237 

80O-  320 

80O-1O25-1 

80O-  791 

800-  792 

800-  794 

800-  795 

800-  706 

800-  801 

800-  802 

800-1094 

800-1224 

800-1299 

800-1330 

800-1331 

800-1435 

800-1554 

800-1607 

800-1025-2 

800-1025-3 

800-1697 

800-1868 

800-1869 

800-2079 

800-2231 

800-2232 

800-2255 

80O-2356 

800-1026 

800-  235 
80O-  237 
800-  553 
800-  566 
800-  766 
80O-  788 
80O-  797 
800-  798 
800-  799 
800-1224 
800-1299 
800-1330 


EQUIPMENT,  type  RE-ft-A. 

Compiises: 
Band,  type  FT-11  (4). 
Battery,  type  BA-2  (4). 
Battery,  type  BA-4  (3). 
Box,  type  BC-^  (1). 
Cloth,  emery  (6  sheets). 
Cord,  type  CIMl  (2). 
Cord,  type  CIM2  (3). 
Cord,  type  CIM4  (2). 
Cord,  type  CD-45  (2). 
Cord,  type  CD-46  (42). 
Cord,  type  CD^l  (3). 
Cord,  type  CD-62  (3). 
Fixture,  type  PT-10  (1). 
Head  set,  type  P-11  (2). 
Key,  type  J-12  (2). 
Lamp,  tyjpe  LM-4  (4), 
LaniP»  type  LM-6  (4). 
Pad,  type  M-9  (6). 
Pliers,  type  TL-19  (1). 
Rain  shield,  type  M-10  (4). 
Screw  and  washer  (6). 
Screw  eye  (4). 

Screwdriver,  type  TL-21  (1). 
Set  box,  type  BC-39  (1). 
Set  box,  type  BC-40  (1). 
Tape,  type  TL-83  (J  pound). 
Tube,  type  VT-1  (6). 
Tube,  type  VT-2  (7). 
Voltmeter,  type  I-IO  (1). 
Wire,  type  W-7  (2  pounds). 
EQUIPMENT,  type  RE-7. . . , 

Comprises:  2 
Battery,  type  BA-(4). 
Battery,  type  BA-4  (4). 
Chest,  tyl)e  BC-43  (1). 
Clock,  type  1-15  (1). 
Cord,  type  CD-15  (3). 
Cord,  type  CD-38  (5). 
Cord,  type  CD-47  (2). 
Cord,  type  CD-48  (2). 
Cord,  type  CD-49  (2). 
Head  set,  type  P-11  (2). 
Key,  type  J-l^(l). 
Lamp,  type  LM-4  (4). 


Radio  used  in  Set,  type  SCR-78-A. 
Unit  of  measiu«,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification, . 

Handbook, . 


Radio;  used  in  Set,  typeSCR-99. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Si>eciflcation, . 

Handbook, . 
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800-t026 
800-1554 
800-1697 
800-1874 
800-1877 
800-2078 
800-2231 
800-2232 
80O-2255 
800-2356 
800-1027 

800-  235 
80O-1224 
800-1326 
800-1348 
800-1867 
800-2231 
80O-1028 

800-  235 
80O-  760 
800-  761 
80O-  762 
80O-  767 
80O-  808 
800-  819 
800-1294 
800-1327 
80O-1879 
800-2231 
800-2232 
80O-1030 

80O-  2 
800-  235 
80O-  800 
800-  810 
80O-1224 
800-1647 
800-1871 
800-2231 
800-2257 


EQUIPMENT,  type  RE-7— Contd. 
PUers,  type  TL-19  (1). 
Screwdriver,  tjrpe  TL-21  (1). 
Set  box,  type  BC-45  (1). 
Set  box,  type  BC-49(1). 
Tape,  tjHpe  TL-83  (J  pound). 
Tube,  tyj)e  VT-1  (6). 
Tube,typeVT-2(4). 
Voltmeter,  type  I-IO  (1). 
Wire,  type  W-7  (2  pounds), 

EQUIPMENT,  type  RE-8 

Comprises: 
Battery,  type  BA-2  (5). 
Head  set,  type  P-11  (2). 
Knife,  type  TL-29  (1). 
Loop,  type  LP-2  (1). 
Set  box,  type  BC-38  (1). 
Tube,  type  VT-1  (3). 

EQUIPMI:NT,  type  RE-9 

Comprises: 
Battery,  type  BA-2  (8). 
Cord,  type  CD-9  (1). 
Cord,  type  CD-10  (1). 
Cord,  type  CD-11  (1). 
Cord,  type  CD-17(1). 
Cord,  type  CD-58  (1). 
Cord,  type  CD-70  (1). 
Key,  type  J-5  (2). 
Lamp,  type  LM-1  (3). 
Set  box,  type  BC-52  (1). 
Tube,  type  VT-1  (6). 
Tube,  type  VT-2  (6). 
EQUIPMENT,  type  RE-IO-A. . . . 

Comprises: 
Adapter,  type  FT-15  (1). 
Battery,  type  BA-2  (4). 
Cord,  type  CD-50  (1). 
Cord,  type  CD-60  (1). 
Head  set  type  P-11  (1). 
Resistance,  type  RS-3  (2). 
Set  box,  type  BC-41-A  (1). 
Tube,  type  VT-1  (3). 
Voltmeter,  type  T-17  (1). 


Radio;  used  in  Set,  type  SCR-77. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Radio;  used  in  Set,  type  SCR-80. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 


Radio;  used  in  Set,  type  SCR-81. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement,. 

Shipping  weight, 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1031 

EQUIPMENT,  type  RE-11. 

Radio;  used  in  Set,  type  SCR-114. 

Comprises: 

Unit  of  measure,  each. 

800-235 

Battery,  type  BA-J^  (12). 

TT^rrirhf-  nnr  iinff 

800-761 

Cord,  type  CD-lO(l). 

Packed, . 

800-762 

Cord,  type  CD-11  (1). 

800-767 

Cord,  type  CD-17  (1). 

Shipping  weight, . 

800-1215 

Head  set,  type  HS-2  (1). 

800-1327 

lATnp,  type  LM-1  (3). 

Handbook, . 

800-1842 

Set  box,  type  BC-ll-A  (1). 

800-2214 

Transmitter,  type  T-3  (1). 

800-2231 

Tube,  type  VT-1  (8). 

800-2232 

Tube,  type  VT-2  (8). 

8OO-1032 

EQUIPMENT,  type  RE-12 

Radio;  used  in  Set,  type  SCR-105. 
Unit  of  measure,  each. 

Comprises: 

8OO-702 

Contact,  type  CN-8  (1). 

"Wricht  nnr  unit 

8OO-703 

Contact,  type  CN-9  (2). 

Packed, . 

800-814 

Cord,typeCD-64(2). 

80O-880 

Crystal,  type  DC-1  (4). 

80O-1088 

File,  type  TL-5  (1). 

Specification, . 

800-1224 

Head  set,  type  P-11  (2). 

Handbook, . 

80O-1330 

Lamp,  type  LM-4  (4). 

800-1695 

Screwdriver,  type  TL-2  (1). 

8OO-1710 

Separator,  type  IN-9  (6). 

8OO-1880 

Set  box,  type  BC-63(1). 

8OO-1033 

EQUIPMENT,  tvne  RE-14      

Radio;  used  in  Set,  type  SCR-116. 
Unit  of  measure,  each. 

Comprises: 

800-  235 

Battery,  type  BA-2  (12). 

800-  760 

Cord,  type  CD-fl  (1). 

Packed, . 

800-  761 

Cord,  type  CD-10  (1). 

800-  762 

Cord,  type  CD-11  (1). 

QV%Svw\Sv%f9   nT.%2#vTk4- 

800-  767 

Cord,  type  CD-17  (1). 

Opd/lXlUaLlOU, 

800-  768 

Cord,  typo  CD-18  (1). 

Handbook, . 

8O0-1215 

Head  set,  type  HS-2  (5). 

8O0-1268 

Interphone  circuit,  type  BC-56  (1). 

800-1327 

Lamp,  type  LM-1  (3). 

800-1842 

Set  box,  type  BC-ll-A  (1). 

800-2214 

Transmitter,  type  T-3  (5). 

800-2231 

Tube,  type  VT-1  (8). 

800-2232 

Tube,  type  VT-2  (8). 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1034 

EQUIPMENT,  type  RE-17 

Radio  equipment  of  Set,  type  SCR-94  for  testing 
high  power  vacuum  tubes. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

800-1034-1 
800-1034-2 

800-1554 

800-1697 

800-1698 

800-1883 

800-2078 

800-1034-3 

800-2356 

800-1035 

Comprises: 
Iron,  soldering,  jeweler's.  No.  1  (1). 
Pliers,  long  nose,  side  cutting,  6-inch 

(1). 
PUers,typeTL-19(l). 
Screwdriver,  type  TL-21  (1). 
Screwdriver,  type  TL-25  (1). 
Set  box,  type  BC-68  (1). 
Tape,  type  TLr-83  (J  pound). 
Tweezers,  4-inch  (1). 
Wire,  type  W-7  (i  pound). 
EQUIPMENT,  type  RE-18 

Handbook, . 

Radio;  used  in  Set,  type  SCR-112. 
Unit  of  measure,  each. 

Comprises: 
Battery,  type  BA-2  (8)          

Packed, . 

800^  235 

Handbook, . 

2  in  use,  6  spare. 

For  holding  2  batteries,  type  BA-2. 

800-  285 

Battery  box,  type  BC-72  (1) 

800-1035-1 
800-  598 
800-  706 

Cloth,  emery  (2  sheets). 

Compass,  type  1-1(1). 

Contact,  type  CN-12  (2) 

Spare. 

Extension,  amplifier. 

Extension,  4-volt  battery. 

800-  824 

Cord,  type  CD-75  (1) 

800-  825 

Cord,  type  CD-76  (1) 

800-  826 

Cord,  type  CD-77  ( 1 ) 

Extension,  10-volt  battery. 
Bottom. 

800-1088 
800-1216 
800-1377 

File,  type  TL-5  (1). 

Head  Set,  type  HS-3  (1). 

Mast  section,  type  MS-15  (1) 

800-1378 

Mast  section,  type  MS-16  (1) 

Side. 

800-1379 

Mast  section,  type  MS-17  (1) 

Top  and  side. 

1  in  use,  2  spare. 

Spare. 

1  in  use,  2  spare. 

800-1557 
800-1645 

PUers,  type  TL-87  (1). 

Resistance,  type  RS-1  (3) 

800-1695 
800-1711 

Screwdriver,  type  TL-2  (1). 
Separator,  type  IN-11  (3) 

800-1876 
800-2231 

Set  box,  type  BC-47  (1). 

Tube,  type  VT-1  (3) 

800-2417 
800-2418 
800-2419 

Wrench,  type  TL-84  (1). 
Wrench,  type  TL-SS  (1). 
Wrench,  type  TL-88  (1). 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1036 

EQUIPMENT,  type  RE-20 

A  statically  coupled  receiving  equipment  similar 

EQUIPMENT,  type  RE-21 

to  that  in  the  field  radio  pack  chest  but  of  larger 
size  for  use  with  longer  wave  lengths  and  pro- 
vided with  both  tuned  and  untuned  secondary 
circuits;  both  galena  and  audion  detectors  are 
used;  used  in  Set,  10-kw.  station  radio  tele- 
graph, type  SCR-43. 

Unit  of  measure,  each. 

Packed, . 

800-1037 

Specification, . 

Handbook,  Radio  Telegraphy,  page  87. 
Radio;  used  in  Set,  type  SCR-127. 
Unit  of  measure,  each. 

800-1037-1 

Comprises: 
Set  box,  type  BC  (l),and  accessory 
articles  of  tubes,  headsets,  cords, 
etc. 

EQUIPMENT,  type  RE-22 

Packed, . 

8O0-2430 

Handbook, . 

^adio;  used  in  Set,  type  SCR-130. 

800-1836 

Comprises: 
Set  box,  type  BC-7. 

CONTENTS. 

800-2430-1 
800-2231 

Legs  (4)  for  Set  box,  type  BC-7. 
Tube,  type  VT-1  (3) 

Or  VT-3  or  VT-5. 

80O-2232 
800-  330 

Tube,typeVT-2(4). 
Box,  type  BC-102. 

CONTENTS. 

800-  241 

Battery,  type  BA-8  (4) 

2  spare. 

Connecting  storage  batteries  in  series.    1  spare. 

800-  788 

Cord,  tvoe  CD-38  r3) 

800-2422 

Cord,  type  CD-88  (1) 

3-conductor,  set  box  to  dry  batteries. 
12-volt  leads,  set  box  to  storage  batteries. 

800-2424 

Cord,  type  CD-90  (1) 

80O-2425 

Cord,  tvne  CD-91  ri) 

350-volt  leads,  dynamotor  to  set  box. 
Or  VT-3  or  VT-5. 

80O-1224 
80O-2231 

Head  set,  type  P-11  (2). 

Tube,  type  VT-1  (4) 

80O-2232 

Tube,  type  VT-2  (5) 

Spare. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Handbook, . 
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Numerical 
code  or  No. 


800-1038 


800-  700 
800-  701 
800-  777 
800-  778 
800-  779 
800-  780 
800-  781 
800-  7858 
800-  916 
800-1296 
800-1329 
800-1696 
800-1848 
800-1038-1 

800-1992 
800-1039 

800-  700 
800-  701 
800-  756 
800-  757 
800-  916 
800-1296 
800-1329 
800-1696 
800-1039-1 

800-1849 
800-1039-2 

800-1997 
800-2357 
800-2358 


Article. 


EQUIPMENT,  type  RT-1 . 


Comprises: 

Contact,  type  CN-3  (3) 

Contact,  type  CN-4  (3) 

Cord,  type  CD-27  (1). 
Cord,  type  CD-28  (1). 
Cord,  type  CD-29  (1). 
Cord,  type  CD-30  (1). 
Cord,  type  CD-31  (1). 
Cord,  type  CD-32  (1). 
Electrode,  type  CN-5  (2). 

Key,  type  J-7  (2) 

Lamp,  type  LM-3  (6). 

Screwdriver,  type  TL-4  (1). 

Set  box,  type  BC-15  (1). 

Stone,  carborundum,  medium  India, 

No.  53  (1). 
Switch,  type  SW-9  (1). 

EQUIPMENT,  type  RT-l-A 

Comprises: 
Contact,  type  CN-3  (3). 
Contact,  type  CN-4  (3). 
Cord,  type  CD-2  (1) 
Cord,  type  CD-3  (1). 
Electrode,  type  CN-5  (2) 
Key,  type  J-7  (2). 
Lamp,  type  LM-3  (6). 
Screwdriver,  type  TL-4  (1). 
Screwdriver,  4  inches  long,  5/32-inch 

tip  (1). 
Set  box,  type  BC-15-A  (1). 
Stone,  carborundum,  medium  India, 

No.  53  (1). 
Switch,  type  SW-14  (1). 
Wire,  type  W-8  (30  feet). 
Wire,  type  W-9  (15  feet). 


Useful  information. 


Radio-transmitting;  used  in  Set,  type  SCR-65. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Speciflcation, . 

Handbook, . 

Spare. 
Do. 


Do. 


Radio-transmitting;  used  in  Set,  type  SCR-65-A. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1040 

800-  698 
800-  699 
800-  790 
80O-1088 
800-1154 
8OO-1850 
800-1964 
800-S343 
800-2344 
800-S416 
800-1041 

800-  196 
800-  770 
800-  771 
800-1088 
80O-1695 
80O-1852 
800-1042 

8O0-  704 
8O0-  705 
8OO-1089 
8O0-1853 


80O-1043 

800-  307 
800-  346 
800-  548 
80O-  606 
800-  917 
800-  918 
800-  919 
.800-  920 
80O-  921 
80O-  922 
80O-1296 
80O-1328 
800-104a-l 
80O-21S3 
80O-22O7 
800-2209 
800-2245 


EQUIPMENT,  type  RT-2. . . 

Comprises: 
Contact,  type  CN-1  (2). 
Contact,  type  CN-2  (2). 
Cord,  type  CD-40  (1). 
File,  type  TL-5  (1). 
Gauge,  type  TL-7  (1). 
Set  Box,  type  BC-16  (1). 
Strap,  type  ST-4  (1). 
Weight,  type  WT-2  (1). 
Weight,  type  WT-3  (2). 
Wrench,  type  TL-6  (1). 
EQUIPMENT,  type  RT-3.... 

Comprises: 
Bag,  type  BG-4  (1). 
Cord,  type  CD-20  (1). 
Cord,  type  CD-21  (2). 
File,  type  TL-5  (1). 
Screw  driver,  type  TL-2  (1). 
Set  box,  type  BC-18  (1). 
EQUIPMENT,  type  RT-3-A . 

Comprises: 
Contract,  type  CN-10  (1). 
Contract,  type  CN-11  (1). 
File,  type  TL-30  (1). 
Set  box,  type  BC-18-A. 


EQUIPMENT,  type  RT-4.. 

Comprises: 
Block,  type  BL-1  (1). 
BusUng,  type  BU-1  (1). 
Casing,  type  CS-1  (1). 
Condenser,  type  CA-3  (1). 
Electrode,  type  ET-1  (1). 
Electrode,  type  ET-2  (1). 
Electrode,  typeET-3  (1). 
Electrode,  typeET-4  (1). 
Electrode,  type  ET-5  (1). 
Electrode,  typeET-6  (1). 
Key,  type  J-7  (3). 
Lamp,  type  LM-2  (9). 
Set  leadi^,  connecting  (1). 
Terminal,  type  TM-4  (2). 
Transformer,  type  ID-3  (1). 
Transformer,  type  TF-1  (1). 
Variometer,  type  VA-1  (1). 


T.  p.  s.  transmittmg;  used  in  Set,  type  SCR-71. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 


Radio-transmitting;  used  in  Set,  type  SCR-74. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Radio-transmitting;  used  in  Set,  type  SCR-74-A. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Radio-transmitting;  used  in  Set,  type  SCR-73. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1044 

E QUIPMENT,  type  RT-4-A 

Radio-transmitting;  used  in  Set,  type  SCR-73-A . 

Comprises: 

Unit  of  measure,  each. 

800-  307 

Block,  type  BL-1  (1). 

80O-  348 

Bushing,  type  BU-3  (1). 

Packed, . 

800-  548 

Casing,  type  SC-l(l). 

Cubic  displacement, . 

800-  607 

Condenser,  type  CA-3-A  (1). 

Shipping  weight, . 

800-  917 

Electrode,  type  ET-1  (1). 

Specification, . 

800-  918 

Electrode,  type  ET-2  (1). 

Handbook, . 

800-  919 

Electrode,  type  ET-3  (1). 

800-  920 

Electrode,  type  ET-4  (1). 

800-  921 

Electrode,  type  ET-5(1). 

800-  922 

Electrode,  type  ET-6  (1). 

800-1296 

Key,typeJ-7(3). 

800-1328 

Lamp,  type  LM-2  (9). 

800-1406 

Mounting,  type  FT-17  (1). 

800-2124 

Terminal,  type  TM-4-A  (2). 

80O-2208 

Transformer,  type  ID-4  (1). 

800-2209 

Transformer,  type  TF-1  (1). 

800-2243 

Tutbing,  type  M-13  (3  feet). 

800-2247 

Variometer,  type  VA-3  (1). 

80O-2358 

Wire,  type  W-9  (12  feet). 

800-2360 

Wire,  type  W-11  (25  feet). 

80O-2367 

Wire,  type  W-18  (12  feet). 

800-2368 

Wire,  type  W-19  (50  feet). 

800-1045 

EQUIPMENT,  type  RT-5 

Radio-transmitting:  used  in  Set,  type  SCR-51. 
Unit  of  measure,  each. 

Comprise* 

80O-  777 

Cord,  type  CD-27  (2). 

"Wrirhf  nrr  unit 

800-  778 

Cord,  type  CD-28(1). 

Packed, . 

80O-1523 

Panel,  type  BD-2(1). 

Srwv»ifinii.tlnTi   

OptX/lUvclLlUIl, . 

Handbook, -. 

800-1046 

EQUIPMENT,  type  RT-6     

Radio-transmitting;  used  in  Set,  type  SCR-69. 
Umt  of  measure,  each. 

W^nirht  nnr  unit 

Packed, . 

Cubic  displacement, . 

Rhlnninr  urriirht 

Diuppuig  weigut,              . 

Specification, . 

Handbook, . 

Comprises: 

800-1864 

Set  box,  type  BC-34  (1). 

800-2235 

Tube,  type  VT-12  (5) 

1  in  use,  4  spare. 
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Numerical 
code  or  Na 

Article. 

Useful  information. 

800-1051 

EQUIPMENT,  type  SE-6 

An  arbitrary  grouping  of  signaling  equipment 
furnished  with  Signal  cart,  type  KS.  and  com- 

pletely filling  the  various  compartments  of  this 

cart. 

Comprises: 

Unit  of  measure,  each. 

800-1900 

Signal  cart,  type  KS. 

Weight  per  unit, . 

CONTENTS. 

Packed, . 

800-1051-  1 

Ax,  band,  lineman's  (2). 

800-  234 

Battery,  type  BA-1  (8). 

800-1051-  2 

Bucket,  water,  canvas  (2). 

Specification, . 

800-1051-  3 

Candle,  lantern  (25). 

Handbook, . 

800-1051-  4 

Cartridge,  star,  Very,  Mark  1, 25  mm. 

(60) 

1  green  star. 

800-1051-  5 

Cartridge,  star.  Very,  Mark  1, 25  mm. 

(60) , 

1  red  star. 

800-1051-  6 

Cartridge,  star,  Very,  Mark  1, 25  mm. 

(60) 

1  white  star. 

800-  543 

Case,  type  CS-9  (2). 

800-105&-  2 

Charge,  carbide  (16) 

For  Signal  lamp  set,  type  EE-33. 

800-  558 

Cipher,  disk,  type  MC-16  (4). 

800-  598 

Compass,  type  I-l  (4). 

800-1056 

Equipment,  type  TE^5  (2). 

800-1051-  7 

Eraser,  rubber  (8). 

800-1087 

Field  glass,  type  EE-  (6). 

800-1112 

Flag  kit,  type  M-44  (4). 

80O-1126 

Flag  kit,  type  MC-44  (4). 

800-1131 

Flashlight,  type  TL-95  (4). 

800-1051-  8 

Lantern,  folding  candle  (4). 

800-1051-  0 

Matches,  wind,  box  (24). 

800-1387 

Message  book,  type  M-41  (18). 

80O-1390 

Message  envelope,  type  M-40  (200). 

800-1051-10 

Pencil,  lead  (24). 

80O-1O51-11 

Pistol,  Very,  Mark  IV,  25  mm,  (4). 

80O-1O51-12 

Rocket,  type  PY-1  (12). 

80O-1O51-13 

Rocket,  type  PY-2  (12). 

800-1720 

Set,  heUograph,  type  EE-16  (4). 

800-1727 

Set,  signal  lamp,  type  EE-^  (4). 

80O-1O51-14 

Spectacles,  smoked  (4). 
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Numerical 
cod6  or  No. 

Article. 

Useful  information. 

800-1052 

EQUIPMENT,  type  TE-1 

Radio  maintenance  tool  equipment. 

Comprises: 

Unit  of  inc5iriirft 

800-2176 

Tool  chest,  type  BC-54 

Weight  per  unit,  155  pounds. 

Packed, . 

CONTENTS. 

Cover: 

ShlTiniTiC'  WRicht 

800-1053-  1 

Calipers,  double,  6-inch  (1). 

Specification,  2043. 

800-1052-  2 

Frame,  hack  saw  (1). 

Handbook, . 

800-1052-  3 

Indicator,  speed  (1). 

800-1052-  4 

Jackknife  (1). 

800-1606 

Puller,  type  TI^18(1). 

800-1052-  5 

Rule  (1). 

800-1052-  6 

Saw,  hand,  10  point,  25-inch  (1). 

800-1052-  7 

Square,  combination,  bevel  and 
level,  12-inch. 
Top  of  chest: 

80O-1052-  8 

Blade,  hack  saw,  10-inch,  coarse 
(24). 

800-1052-  9 

Blade,  hack  saw,  10-inch,  fine  (12). 

800-1052-10 

Brace,  bit,  10-inch  (1). 

800-1052-11 

CJan,  oil,  with  protected  cap  for 
spout  (1). 

800-1052-12 

Chisel,  finch  socket  (1). 

800-1052-13 

Chisel,  L-inch  socket  (1). 

800-1052-14 

Chisel,  cold,  finch  (1). 

800-1052-15 

Chisel,  cold,  finch  (1). 

800-1052-16 

Hammer,  ballpeen,  12-ounce  (1). 

800-1052-17 

Hammer,  claw,  l-poimd  (1). 

800-1052-18 

Iron,  soldering,  Ifpound. 

800-1052-19 

Iron,  soldering,  jeweler's.  No.  1(1). 

800-1052-20 

Pimch,  center,  4-inch  (2). 

800-1052-21 

Screwdriver,  4-inch  (3). 

800-1052-23 

Screwdriver,  6-inch  (1). 

800-1052-24 

Screwdriver,  8-inch  (1). 

800-1052-22 

Screwdriver,  cabinet,  4-inch  (1). 

800-1052-25 

Screwdriver,  cabinet,  8-inch  (1). 

' 

800-1052-26 

Tape,  measuring,  100-foot. 

800-1052-27 

Vise,  2-inch  jaw  (1). 

800-1052-28 

Wrench,  14-inch,  wood  handle  (1). 

800-1052-29 

Wrench,  crescent,  4-inch  (1). 

800-1052-30 

Wrench,  cyesoent,  6-inch  (1). 

800-1052-31 

Wrench,  crescent,  8-inch  (1). 

800-1052-32 

Wrench,    monkey,    pocket,    6- 
inch  (1). 
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Numerical 
(code  or  No. 


800-1052 
800-2176 


800-1052-33 
800-1052-34 
800-1052-35 
800-1052-36 
800-1052-37 
800-1052-38 
800-1052-39 
800-1052-40 
80O-1O52-41 

800-1O52-42 

80O-1O52-43 

800-1237 

800-1238 

80O-1O52-44 

80O-1O52-45 

800-1052-46 

800-1052-47 

800-1052-48 

800-1052-49 
800-1052-50 
800-1052-51 
800-1052-52 

80O-1052-53 

80O-1052-54 
800-1052-55 

800-1052-56 

800-1052-57 

800-1052-58 
800-1052-59 
800-1052-60 
800-1052-61 
800-1052-62 
800-1052-63 
800-1052-64 
800-1052-65 


EQUIPMENT,  type  TE-1— Contd. 
Tool  chest,  type  ^C-64— Continued. 

CONTENTS— continued. 

Upper  drawer: 

Bit,  auger,  i-inch  (1). 

Bit,  auger,  |-inch  (1). 

Bit,  auger,  J-inch  (1). 

Bit,  auger,  |-inch  (1). 

Bit,  auger,  2-inch  (1). 

Bit,  auger,  j-inch  (1). 

Bit,  expansion,  i  to  3  inches  (1). 

Cloth,  emery,  assorted  (12  sheets). , 

Cotters,   steel   spring,   Vr   iiich 

diameter,  f  inch  long  (24). 
File,  triangular,  4-inch. 
Flashlight,  Eveready  (1). 
Hydrometer,  type  HY-1  (1). 
Hydrometer,  type  HY-2  (1). 
Plane,  adjustable  block,  6-inch(l). 
Pliers,  combination,  8-inch  (1). 
Pliers,  diagonal,  3 J-inch  (1). 
Pliers,  diagonal  cutting,  6-inch(3). 
Pliers,    long-nose,    side-cutting, 

6-inch  (2). 
Pliers,  side-cutting,  6-inch  (3). 
Rawhide  (1  sheet). 

Roll,  tool,  canvas  (1) 

Screw,  hexagonal  head,  with  cas- 
tellated nuts,  1  inch  long  (24). 
Screw,  hexagonal  head,  with  cas- 
tellated nuts,  2  inches  long  (24) . 
Screw,  machine,  |  inch  long  (24). 
Screw,  machine,  and  nuts,  8-32, 

li  inches  long  (24). 
Screw,  machine,  and  nuts,  10-32, 

li  inches  long  (24). 
Screw,  machine,  and  nuts,  12-32, 

li  inches  long  (24). 
Screw,  wood,  assorted  (144). 
Set,  cap  and  die— 

Stock,  die  (1). 

Tap,  2-56  (2). 

Tap,  3-48  (2). 

Tap,  4^36  (2). 

Tap,  5-36  (2). 

Tap,  6^  (2). 


Useful  information. 


To  contain  expansion  and  auger  bits  and  iile 


Digitized  by 


Google 


302 
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DESCRIPTION  07  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No.   . 

Article. 

Useful  Information. 

800-1052 

EQUIPMENT,  type  TE-1-Contd. 

800-2176 

Tool  chest,  type  BC-54— Continued. 

CONTENTS— continued. 
Upper  drawer— Continued. 

800-1052-59 

Set,  cap  and  die— Continued. 

800-1052-66 

Tap,&-32(2). 

800-1052-67 

Tap,  10-24  (2). 

800-1052-68 

Tap,  12-24  (2). 

800-1052-69 

Tap,  14-20  (2). 

800-1052-70 

Tap,  lft-18  (2). 

800-1052-71 

Wrench,  tap  (1). 

800-1052-72 

Snips,  tlnner'-s  (1). 

800-1052-73 

Terminal,  Sherman  No.  3  (12). 

- 

80O-1052-74 

Washer,  lock,  for  No.  10 screw  (24). 

800-1052-75 

Washer,  lock,  for  No.  12  screw  (24). 

, 

809-1052-76 

Wire,  type  W  12  (50  feet). 
Lower  drawer: 

SOO-1052-77 

Brush,  camel  hair,  i  Inch  wide  (1). 

SOO-1052-78 

CHp,test(12). 

800-1052-79 

Drill,  hand  (2). 

800-1059 

Equipment,  type  TE-8— 

800-1059-1 

File,  bastard,  lO-inch  (1). 

800-1059-2 

File,  flat,  bastard,  8-inch  (1). 

800-1059-3 

FUe,  half  round,  bastard  8- 
Inch  (1). 

SOO-1059-4 

FUe,  hall  round,  8-inch  (1). 

800-1059-5 

File,  round,  6-lnch  (1). 

800-1059-6 

File,  saw,  6-lnch  (2). 

800-1059-7 

File,  square,  bastard,  8-lnch 
(1). 

800-1059-8 

Holder,  file,  Steams  No.  5  (1). 

800-2188 

Tool,  roU,  type  BG-30  (1). 

800-1060 

Equipment,  type  TE-9— 

800-2189 

Tool,  roU,  type  B0-31(l). 

800-1060-1 

Wrench,  open-end,  thin,  J.  P. 
Williams  No.  30(1). 

SOO-1060-2 

Wrench,  open-end,  thin,  Ran- 
som i-inch  to  H-inch  (4). 

800-1061 

Equipment,  type  TE-IO— 

800-1061-1 

Drill,  i-inch(l). 

800-1061-2 

Drill,  A-inch(l). 

SOO-1061-3 

Drill,  ^inch  (1). 

800-1061-4 

Reamer,  taper  bit  stock,  )- 
Inch,  Wiley  Russell  "Light- 
ning" (1). 
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Nmnerical 
code  or  No. 

Article. 

Useful  information. 

800-1052 

EQUIPMENT,  type  TE-1-Contd. 

8O0-2176 

Tool  chest,  type  BC-5i— Continued. 

Lower  drawer— Continued. 
EQUIPMENT,  typeTE-1-Contd. 

800-1061-5 

Reamer,  taper  bit  stock,  tV- 
inch,  Wiley  RusseD  "Light- 
ning" (1). 

80O-1061-6 

Reamer,  taper,  f-inch,  Wiley 
RusseU  "Lightning"  (1). 

80O-1061-7 

Set,    drill,    straight-shank, 
Morse  Nos.  1  to  45,  incl.  (1). 

80O-2190 

Tool,  ron,  type  BG-32  (1). 

80O-10A2-80 

Shellac  (J  pint). 

800-10A2-81 

Tape,  friction,  f  inch  wide  (3 
pounds). 

800-1052-82 

Torch,  gasoline,  flat  (1). 

800^1052-83 

Twine,  lockstitch  (J  pound). 

800^1052-84 

Wire,  resin  core  solder  (1  pound). 

800^1052-85 

Wire,  tinned  copper,  bare,  No.  22. 
B.  &  S.  gauge  (1  pound). 

800-1052-86 

Wire,  type  W-7  (1  pound). 

800-1053 

EQUIPMENT,  type  TE-2 

Tool  equipment;  installed  or  carried  in  the  Truck, 

Comprises: 

radio-repair,  type  SCR-68,  and  is  intended  for 

800-1053-1 

Chuck,  4-inch,  tmiversal  (1). 

the  repair  of  radio  equipment. 

800-1053-2 

Dog,  lathe,  bent  tailed,  i-inch  capac- 
ity, with  wrench  (1). 

Unit  of  measure, . 

800-1053-3 

Dog,  lathe,  bent-tailed,  1-inch  capac- 

Packed,  . 

ity,  with  wrench  (1). 

Cubic  displacement, . 

800-1053-4 

Dog,  latbe,  bent-taUed,  li-inch  capac- 

Shipping weight, . 

ity,  with  wrench  (1). 

Specification,  2053. 

800-1053^ 

Grinder,  tool,  carborundum,  5-inch 
wheel  (1). 

Handbook, . 

800-1053-6 

Lathe,  metal-working  (1). 

800-1053-7 

Stone,  carborundum,  6  by  2  by  1 
inche  (1). 

800-1053-8 

Tool,  boring,  tool-holder  with  12 
pieces  of  tool  steel  and  wrench. 

800-1053-9 

Tool,  cutting  off  and  side  tool  with  1 
piece  of  tool  steel  and  wrench. 

800-1053-10 

Tort,  turning  tool  holder  with  12 

pieces  of  tool  st(5el  and  wrench. 

800-1053-11 

Vise,  swivel  base,  H-inch  jaws. 
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TESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

80O-1054 

EQUIPMENT,  type  TE -3 

Pipe  fitters'  tool  equipment;    formerly  called 
"  Pipe  fitter's  tool  chest." 

Comprises: 

800-2178 

Tool  chest,  type  BC-76. 

Unit  of  measure, . 

Weight  per  unit, . 

CONTENTS. 

Packed, . 

80O-1054- 

1 

Can,  oil,  malleable  iron,  5-ounce  (1). 

Cubic  displacement, . 

80O-1054- 

2 

Cutter,  pipe,  "Trimo"  No.  2,  i-inch 

Shipping  weight, . 

or  2-inch  with  2  extra  cutter  wheels. 

Specification,  276. 

80O-1054- 

3 

File,    half-round,    bastard,    6-inch, 
Nicholson  (1). 

Handbook, . 

80O-1054- 

4 

File,  hand,  smooth,  10-inch,  Nichol- 
son (1). 

80O-1054- 

5 

Former,   pipe,    |-inch    to    li-inch, 
Vanderman  No.  1  (1). 

800-1Q54- 

6 

Rasp,  smooth,  10-inch,  Nicholson  (1). 

80O-1054- 

7 

Reamer,  burring,  for  brace,  "Light- 
ning," U-inch  (1). 

80O-1054- 

8 

Set,  die,  i-inch  to  2-inch  (1). 

800-1054- 

9 

Stock,  die,  Oster  No.  4,  i-inch  or  2- 
inch  adjustable  (1). 

'80O-1054-10 

Vise,  pipe,  combination,  swivel  base, 

Prentiss,  3J-inch  reversible  jaws. 

80O-1054-11 

Wrench,  pipe,  "Trimo,"  18-inch  (2). 

80O-1055 

E  QUIPMENT,  type  TE-4 

Tool  equipment. 

Comprises: 
Tool  bag,  type  BG-44. 

800-2175 

Weight  per  unit, . 

Packed, . 

CONTENTS. 

80O-1055- 

1 

Brace,  ratchet,  8-inch  sweep,  Millers 

Shipping  weight, . 

FaUs  No.  33  (1). 

Specification,  312. 

S00-105S- 

2 

Chisel,  cold,  i-inch  (1). 

Handbook, . 

80O-1055- 

3 

Chisel,  wood,  J-inch  socket  blade, 
iron,  ring-topped  handle  (1). 

80O-1070 

Equipment,  type  TE-19— 

800-1070- 

2 

Bit,  auger,  ^inch  (1). 

80O-107O- 

3 

Bit,  auger,  |-inch  (1). 

80O-107O- 

4 

Bit,  auger,  ynch  (1). 

80O-107O- 

5 

Bit,  auger,  f-inch  (1). 

80O-107O- 

6 

Bit,  auger,  1-inch  (1). 

80O-107O- 

1 

Roll,  canvas  (1). 

800-105/^ 

4 

Hammer,  claw,  16-ounce  (1). 

80O-1055- 

5 

Holder,  tooi,  MiUers  Falls  No.  5  (1). 

800-1055- 

6 

Knife,  Empire  Kmfe  Co.  No.  1013  (1). 

800-1055- 

7 

Level,  spirit,  pocket,  3-inch  (1). 

800-1055- 

8 

Plane,  block,  Wnch  (1). 

800-1055- 

9 

Pbers,  side-cutting,  6-lnch  (1). 
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Numerical 
code  or  No. 

Article. 

Useful  Information. 

800-1055 

EQUIPMENT,  type  TE-4-Contd. 

800-2175 

Tool  bag,  type  BG-44— Continued. 
CONTENTS— continued. 

800-1055-10 

Pliers,  side^utting,  8-lncli  (1). 

800-1588 

Polarity  indicator,  type  1-28  (1). 

800-1055- 

1 

Rule,  folding,  boxwood,  4-foot,  8 
parts  (1). 

• 

8€M>-i055- 

2 

Saw,  back,  iWnch  (1). 

800-105/^ 

3 

Screwdriver,  6-inch. 

800-105^ 

4 

Screwdriver,  10-inch. 

8OO-1055- 

5 

Solder,  resin  core  (1  pound). 

800-1055- 

6 

Square,  try,  steel,  4-mch  blade  (1). 

800-105&- 

7 

Wrench,  screw,  6-inch  (1). 

800-1055- 

8 

Wrench,  socket,  4-inch  (1). 

800-1056 

EQUIPMENT,  type  TE-5 

Inspector's  pocket  tools.  .  Drawing  45012B1. 

Comprises: 
Tool  kit,  type  BG-29. 

800-2185 

WniffVif  -nrr  iinif* 

Packed, . 

CONTENTS. 

Cubic  displacement, . 

flhinninr  Trnfcht 

800-1056- 

1 

File,   half-round,    bastard,    8-lnch, 

Specification,  186H. 

with  handle,  Nicholson  (1). 

Handbook, . 

800-1056- 

2 

PUers,  side-cutting,  5-inch,  nickeled, 
U.  D.  F.  &  T.  Co.  No.  250,  or  P.  S. 
&  W.  No.  1240  (1). 

800-1056- 

3 

Rule,  boxwood,  2-foot,  4-fold,  brass- 
bound,  narrow,  Stanley  Rule  and 
LevelCo.No.62i(l). 

800-1056- 

4 

Scissors,  electrician's,  5-inch,  nickeled, 
J.  Wiss  &  Sons,  Claus>  or  Compton 
(1). 

Screwdriver,  2-inch,  Tuck's  ''pocket" 
(1). 

Screwdriver  and  skinning  knife  com- 

80O-1056- 

5 

800-1050- 

6 

bined,  with  safety  spring.  Empire 

No.  372  (1). 

800-1050- 

7 

Tweezers,  4i-inch,  nickeled,  Bullock 
Manufteturing  Co.  No.  20-4  (1). 

80O-1O57 

EQUIPMENT,  type  TE-6 

Mechanic's    tool    equipment;   formerly   called 
"Mechanic's  Tool  Chest  No.  1." 

Comprises: 

80O-2179 

Tool  chest,  type  BC-77. 

Unit  of  measure, . 

'^'^rlrht  nnr  unit 

CONTENTS. 

Packed, : 

Lid: 

800-1057- 

1 

Frame,  hack-saw.  Star  No.  10  (1). 

Shipping  weight, . 

141645—20 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1057 

EQUIPMENT,  type  TE-6-Contd. 

800-2179 

Tool  chest,  type  BC-77— Continued. 
CONTENTS— continued. 

Top  of  chest: 

Specification,  562. 

800-1057-   2 

Can,  oil,  with  curved  spout  and 
screw  cap  (1). 

Handbook, . 

800-1057-  3 

Drill,  hand,  Goodell  Pratt?  Co.  No. 
6i(l). 

800-1067-  4 

File,  "Reliance"  Noo.  10  (1). 

800-1067-  6 

Hammer,  riveting,  4-ounce  (1). 

800-1057-  6 

PUers,  diagonal,  6-inch  (1). 

800-1067-  7 

Pliers,  long  nose,  5|-inch  (1). 

800-1057-  8 

Pliers,  side-cutting,  6-inch  (1). 

800-1057-  9 

Set,  drill,  twist,  Morse  Nos.  1  to 
.60(1). 

800-1057-10 

Set,  screwdriver,  Yankee  No.  100 
(1). 

800-1057-11 

Vise,  adjustable  jaw,  swivel  base 
(1). 
End  of  chest: 

800-1057-12 

Grinder,  hand,  American  No.2  (1). 

800-1057-13 

Torch,  gasoline,  Clayton  &  Lam- 
bert No.  2  (1). 
Drawer  No.  1: 

800-1057-14 

Chisel,  cold,  §-i°ch  wide,  6  inches 
long(l). 

800-1057-15 

File,  round,  4-inch  (4). 

80O-1057-16 

File,  round,  6-inch  (6). 

800-1057-17 

File,  square,  4-inch  (4). 

800-1057-18 

Handle,  file.  Stream's  No.  5  (1). 

800-1057-19 

Iron,  soldering,  J-pound  (1). 

800-1057-20 

Iron,  soldering,  l§-pound  (1). 

800-1057-21 

Oilstone,  soft,  8-inch  (1). 

800-1067-22 

Punch,  center,  straight  shank, 
Syracuse  No.  16  (2). 

800-1057-23 

Screwdriver,  machinist's,  swivel 
head  (1). 

800-1057-24 

Set,  screw-plate,  Uttle  Giant  No. 
AA-4  (1). 

800-1057-25 

Square,  combination,  Athol  No. 
500-B. 
Drawer  No.  2: 

800-1057-26 

Blade,  hack-saw,  Disston's  (24). 

800-1057-27 

Cleaner,  file.  Phoenix  No.  2  (1). 

800-1057-28 

File,  flat,  bastard,  8-inch  (6). 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1058 

EQUIPMENT,  type  TE-7 

Comprises: 

800-58186 

Tool  roll,  type  BG-10. 

Woitrfif  rtrr  nnif 

• 

Packed, . 

CONTEilTS. 

O^j  v^V^«  V.  tfW    «WAttfwl«^ 

800-105»-l 

File,  bastard,  4-incli(l). 

opvciucaidun,             . 

800-105»-2 

File,  hand,  6-inch  (1). 

Handbook, . 

80O-1058-3 

Handle,  file,  wooden  (1). 

80O-1058-4 

Jackknife,  Empire  No.  1013  (1). 

80O-1058-5 

Pliers,  long-nose,  1  side  cutting,  Utica 

No.  6  (2). 

• 

800-1058-6 

Screwdriver,  5  inches  long,  i-inch  tip 

(1). 

s 

800-1058-^7 

Screwdriver,  Si  inches  long,  i-inch  tip 
(1). 

800-1058-8 

Wire,  copper,  white  silk-covered,  26- 
foot  lengths  of  No.  20,  24,  and  28 
gauge  B.  &  S.  gauge  (1  spool). 

800-1058-9 

Wrench,  double-end,  9  inches  long, 
|-inch  opening  (1). 

800-1058-10 

Wrench,  single-end,  4  inches  long, 
^inch  opening. 

800-1059 

EQUIPMENT,  type  TE-8 

Comprises: 

TTaM^^      «.#    W«  ^..^M.««.^ 

800-2188 

Tool  roU,  type  BG-30. 

CONTENTS. 

Weight  per  unit, . 

Packed, . 

□!•{•« •v'Svxv  ••v^j.vV.* 

800-1059^1 

File,  bastard,  lO-inch  (1). 

Specification,  2043. 

80O-1059-2 

File,  flat,  bastard,  8-inch  (1). 

Handbook, . 

800-1059-3 

File,  half-round,  bastard,  8-inch  (1). 

800-1059-4 

File,  half-round,  S-inch  (2). 

800-1059-5 

File,  round,  6-inch  (1). 

800-1059-« 

File,  saw,  6-inch  (2). 

800-1050-7 

File,  square,  bastard,  8-inch  (1). 

800-1059^ 

Holder,  file,  Steams  No.  6  (1). 

. 

80O-106O 

EQUIPMENT,  type  TE-9 

Comprises. 

Unit  of  measure, . 

800-2189 

Tool  roll,  type  BG-31. 

Wrifhf  nnr  unit 

Packed, . 

CONTENTS. 

Cubic  displacement, . 

800-1060-  1 

Wrench,  open-end,  thin,  J.  P.  Wil- 

Specification, 2043. 

liams  No.  30  (1). 

Handbook, . 

800-1060.  8 

Wrench,  open-end,  thin.  Ransom  J- 
inchtoH-inch(4). 

•— > 

I 
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Numerical 
code  or  No. 

Article. 

Useful  Information. 

800-1061 

EQUIPMENT,  type  TE-10 

Comprises: 

Unit  of  measure, . 

800-2190 

Tool  roll,  type  BG-32. 

Weight  per  unit, . 

Packed, , 

CONTENTS. 

Cubid  displacement, . 

Shlii  Diner  wriurht 

800-1061-  1 

Drill,  J-inchd). 

Specification,  2043. 

800-1061-  2 

Drill,  -^inch  (1). 

Handbook 

800-1061-  3 

DrUl,  1-inch  (1). 

800-1061-  4 

Reamer,  taper,  f-inch,  Wiley  Russell 
"Lightning"  (1). 

800-1061-  5 

Reamer,  taper  bit  stock,  J-inch  Wiley 
Russell  "Lightning"  (1). 

800-1061-  6 

Reamer,taper  bit  stock,  A-^noh  Wiley 
Russell  "Lightning"  (1). 

800-1061-  7 

Set,  drill,  straight-shank,  Morse  Nos. 
1  to  45  incl.  (1  set). 

80O-1062 

EQUIPMENT,  type  TE-11 

ic's  tool  chest  No.  2." 

Comprises: 

800-2180 

Tool  chest,  type  BC-88. 

Unit  of  measure, . 

Wnifrht  Ttnr  nnff 

CONTENTS. 

Packed, . 

Cover: 

Cubic  displacement, . 

800-1062-  1 

Rule,  Stanley,  No.  104  (1). 

Shipping  weight, . 

800-1062-  2 

Saw,    hand,    10-point,    26-inch, 

Specification,  562. 

Disston'sNo.7(l). 

Handbook, . 

800-1062-  3 

Saw,  rip,  6-point,  28-inch,  Diss- 
ton's  No.  7  (1). 

800-1082-  4 

Square,  24-inch,  Rossel  &  Erwin 
No.  14  (1). 
Top  of  chest: 

800-1082-  5 

Brace,  lO-inch,  Millers  FaUs  No. 
32(1). 

800-1062-  6 

Calipers,  4-inch  (1). 

800-1062-  7 

Dividers,  wing,  6-inch  (1). 

800-1082-  8 

Hammer,  claw,  Maydole  No.  llj 

(1). 
Hammer,  riveting,  8-ounoe  (1). 

80O-1062-  9 

80O-1062-10 

Knife,  draw,  8-inch  (1). 

800-1062-11 

Puller,  nail  (1). 

80O-1062-12 

Screwdriver,  5-inch  (1). 

800-1082-13 

Screwdriver,  7-tnch  (1). 

800-1062-14 

Set,  chisel,  Jennings  No.  7  (1). 

800-1062-15 

Tape,  steel,  100-foot  (1). 

800-1062-16 

Wrench,  14-inch,  Stillson  (1). 

800-1062-17 

Wrench,  monkey,  6-inch  (1). 

800-1082-18 

Wrench,  monkey,  15-inch  (1). 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1062 

EQUIPMENT,  type  TB-U-Contd. 

800-2180 

Tool  chest,  type  BC-88 — Continued. 

CONTENTS— continued. 
Lower  drawer: 

800-1062-10 

Hatchet,  half,  with  handle  (1). 

800-1062-20 

Oilstone,  soft,  5-inch,  mounted(l). 

800-1062-21 

Plane,  block,  If-inch  bit  (1). 

800-1062-22 

Plane,  jack,  2-inch  bit  (1). 

800-1062-23 

Set,  saw,  Morrill's  No.  11  (1). 

800-106;^24 

Set,  screw  plate,  Conant  &.  Donel- 
son  Co.'s  «  Reliable"  No.  35  (1). 
Upper  drawer: 

800-1062-25 

Cleaner,  file.  Phoenix  No.  2  (1). 

800-1059 

Equipment,  type  TE-8— 

800-1059-   1 

File,  bastard,  10-inch  (1). 

800-1059-  2 

FUe,  flat,  bastard,  8-inch  (1). 

800-1059-  3 

File,  half-round,  bastard,  8- 
inch  (1). 

800-1059-  4 

File  half-round,  8-inch  (2). 

800-1059-  5 

File,  round,  6-inch  (1). 

800-1059-  6 

File,  saw,  6-inch  (2). 

800-1059-  7 

File,  square,  bastard,  8-inch 

(1). 
Holder,  file.  Steams  No.  5(1). 

800-1050^  8 

800-2188 

Tool  roll,  type  BG-30  (1). 

800-1064 

Equipment,  type  TE-13— 

800-1064-  1 

Bit,  twist  stock,  iV-inch  (3). 

800-1064-  2 

Bit,  twist  stock,  iV-inch  (3). 

800-1064-  3 

Bit,  twist  stock,  i-inch  (3). 

800-2191 

Tool  roll,  type  BG-37  (1). 

800-1068 

Equipment,  type  TE-17— 

800-1068-   1 

FUe,  flat,  bastard,  8-inch  (2). 

806-1068-  2 

File,  half-roimd,  bastard,  8- 
inch  (3). 

800-1068-  3 

File,  half-roimd,  smooth,  8- 
inch  (3). 

800-1068-  4 

File,  saw,  6-inch  (6). 

800-2192 

Tool  roll,  type  BG-38  (1). 

800-1062-26 

Holder,  file,  Stearns  No.  5  (1). 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1063 

EQUIPMENT,  type  TE-12 

Airplane  tool  equipment. 

Unit  of  measure, . 

Comprises: 

800-2181 

Tool  chest,  type  BC-89. 

W^f^irht  nnr  unit 

Packed, . 

CONTENTS. 

Cubic  displacement, . 

Cover: 

Specification, . 

800-1063-   1 

Dividers,  6-inch  (1). 

Handbook  1, 

800-1063-  2 

Frame,  hack-saw.  Millers  Falls 
No.  6  (1). 

800-1063-  3 

Hammer,  riveting,  8-ounce,  May- 
dole  No.  43  (1). 

800-1063-  4 

Rule,  Stanley  No.  104  (1). 

800-1063-  5 

Saw,    hand,    10-point,    26-inch, 
Disston's  No.  7  (1). 

800-1063-  6 
» 

Square,  combination,  Athol  No. 
500-F. 
Top  of  chest: 

800-1063-  7 

Blade,  hack-saw.  Star,  10-inch, 
coarse  (24). 

800-1063-  8 

Blade,  hack-saw,  Star,  10-inch, 
fine  (12). 

800-1063-  9 

Brace,  10-inch,  Millers  FaUs  No. 
32  (1). 

800-1063-10 

Chisel,  cold,  i-inch  (1). 

800-1063-11 

Chisel,  cold,  §-inch  (1). 

800-1063-12 

Clippers,  double,  6-inch  (1). 

800-1063-13 

(1). 

800-1063  14 

Hammer,  tinsmith's,  1-pound  (1). 

800-1063-15 

Iron,  soldering.  Impound  (1). 

800-1063-16 

Iron,  soldering,  jeweler's,  No.  1. 

800-1063-17 

Knife,  draw,  8-inch  (1). 

800-1063-18 

Puller,  nail,  "Rex"  (1). 

800-1063-19 

Punch,  center,  4-inch  (2). 

800-1063-20 

Screwdriver,  5-Inch  (1). 

800-1063-21 

Screwdriver,  7-inch  (1). 

800-1063-22 

Screwdriver,  8-inch  (1). 

800-1063-23 

Tape,  steel,  100-foot  (1). 

800-1063-24 

Wrench,  14-inch,  StUlson  (1). 

800-1063-25 

Wrench,  monkey,  6-inch  (1). 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

80O-1063 

EQUIPMENT,  type  TE-12-Contd. 

800-2181 

CONTENTS— continued. 
Upper  drawer: 

800-106a-S6 

Bit,  expansion,  |  to  3  inches  (1). 

800-1063-27 

Cleaner,  file.  Phoenix  No.  2  (1). 

800-1059 

Equipment,  type  TE-8. 

800-105»-   1 

File,  bastard,  10-inch  (1). 

800-105»-  2 

File,  flat,  bastard,  8-inch  (1). 

800-105»-  3 

File,  half-round,  bastard,  8- 
inch  (1). 

800-105»-  4 

File,  half-round,  8-inch  (2). 

800-105»-  5 

File,  round,  6-inch  (1). 

800-105»-  6 

File,  saw,  6-inch  (2). 

800-105»-  7 

File,  square,  bastard,  8-inch 
(1). 

800-105»-  8 

Holder,  file.  Steams  No.  5  (1). 

800-2188 

Tool  roll,  type  BG-30(1). 

800-1063-28 

Flax,  Irish,  Barbours  No.  3    (1 
ball). 

800-1063-29 

Needle,  4-inch,  \  curved  (6). 

800-1063-30 

Needle,  saihnaker's  3§-inch  (2). 

800-1063-31 

Nipper-cut,  Starrett  No.  1  (1). 

800-1063-32 

Palm,  sewing  (1). 

800-1063-33 

PUers,  adjustable,  6-inch  (1). 

800-1063-34 

PUers,  adjustable,  8-inch  (1). 

800-1063-35 

Pliers,  auto,  «-inch  (1). 

800-1063-36 

Pliers,  auto,  8-inch  (1). 

800-1063-37 

Pliers,  comiKmnd,  side  cutting, 
8-Inch  (1). 

800-1063-38 

Pliers,  diagonal,  6-inch  (2). 

800-1063-39 

Pliers,  round  nose,  6-inch  (1). 

800-1063-40 

PUers,  side  cutting,  8-inch  (1). 

800-1063-41 

Pliers,  snipe  nose,  4-inch  (1). 

800-1063-42 

Screw  driver,  4-inch  (1). 

800-1063-43 

Shave,  spoke,  3-inch,  Sargen  t  Na 
80(1). 

800-1063-44 

Wax  (1  ball). 

800-1063-45 

Wrench,  bicycle,  5-inch  (2). 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1063 

EQUIPMENT,  type  TE-12-Contd. 

800-2181 

Tool  chest,  type  BG-8^-Continued. 

CONTENTS— continued. 
Lower  drawer: 

80O-1063-16 

Drill,  hand,  Yankee  No.  1415. 

80O-1060- 

Equipmeni;,  type  TE-9— 

800-818^ 

Tool  roll,  type  BG-31  (1). 

800-1060-   1 

Wrench,  open-end,  thin,  J.  P. 
Williams  No.  30  (1). 

800-1060-  2 

Wrench,  open-end,  thin.  Ran- 
som J-inch  to  H-inch  (4). 

800-1061- 

Equipment,  type  TE-10— 

80O-1061-  1 

Drill,  J-inch  (1). 

800-1061-  2 

Drill,  iVhich  (1). 

800-1061-  3 

Drill,  f-hich  (1). 

800-1061-  4 

Reamer,  taper,  finch,  Wiley 
Russell  "Lightning"  (1). 

800-1061-  5 

Reamer,  taper  bit  stock,  ^ 
inch.  Wiley  Russell  "Light- 
ning" (1). 

800-1061-  6 

Reamer,    taper    bit    stock, 
A-inch,     Wiley     Russell 
"Lightning"  (1). 

800-2190- 

Tool  roll,  type  BG-32  (1). 

800-1061-  7 

Set,    drill,   straight   shank, 
Morse  Nos.  1  to  45  incl.  (1). 

800-1063-17 

Hatchet,  half,  Germantown  No. 
316  (1). 

800-1063-48 

Plane,  block,  If-inch  (1). 

800-1063-49 

Snips,  tinner's,  Reliance  No.  10 
(1). 

80O-1063-50 

Stone,  carbonmdimi,  5-inch,  in 
wood  case. 

800-106a-51 

Torch,  gasoline,  Clayton  &  Lam- 
bert Co.  No.  48  (1). 

80O-1063-52 

Wrench,     7-inch,     Billings     & 
Spencer  No.  E-7  (1). 

80O-1064- 

EQUIPMENT,  type  TE-13 

Drill  equipment. 

Comprises: 
Tool  roll,  tj-pe  BG-37. 

800-2191- 

Weight  per  unit, . 

Packed, . 

*                  CONTENTS. 

Cubic  displacement, w 

800-1064-  1 

Bit,  twist^tock,  A-inch  (3). 

Shipping  weight, . 

800-1064-  2 

Bit,  twist^ock,  TV-inch  (3). 

Specification,  562. 

8^>0-1064-  3 

Bit,  twist-stock,  finch  (3). 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

SOO-1065- 

EQUIPMENT,  type  TE-14 

Tool  equipment;   formerly  called   "Post 
chest." 

tool 

Comprises: 

800-3182- 

Tool  chest,  type  BC-90. 

Unit  of  measure, . 

CONTENTS. 

Weight  per  unit, . 

Packed, 

Bit,  Hnch  (1). 
Bit,  ^inch  (1). 
Bit,  finch  (1). 
Brace,  ratchet,  ball-bearing,  8-inch 

800-1065-   1 

800-1065-  2 
800-1065-  3 
800-1065-  4 

Specification,  350. 
Handbook, . 

sweep  (1). 

800-1065-  5 

Chisel,  cold,  finch. 

800-1065-  6 

Chisel,  socket,  beveled-edge,  finch. 

800-1065-   7 

File,  hand,  bastard,  clear-edge,  8-inch 

(1). 
File,  round,  bastard,  6-inch  (1). 

800-1065-  8 

800-1065-  9 

File,  saw,  8-inch  D.E. 

800-1065-10 

Hammer,  claw,  "Atha"  No.  41§  (I). 

800-1065-Xl 

Hatchet,  claw,  H-inch  blade  (1). 

800-1065-12 

Holder,  tool,  Millers  Falls  No.  6  (1). 

800-1065-13 

Knife,  draw,  14.inch  blade  (1). 

800-1065-14 

Oilstone,  soft,  S-inch,  mounted  (1). 

800-1065-15 

Plane,  iron,  "Keen  Kutter"  No.  4C 

(1). 
Pliers,  side-cutting,  6-inch  (1). 

800-1065-16 

800-1065-17 

Rule,  2-fi)ot  4-fold,  brass-bound  (1). 

800-1065-18 

Saw,  crosscut,  8-polnt,  24-inch  (1). 

800-1065-19 

Saw.  crosscut,  d-polnt,  20-inch  (1). 

800-1065-20 

Screwdriver,  6-inch  (1). 

800-1065-21 

Square,  graduated,  9-inch  (1). 

800-1065-22 

Tape,  metallic,  50-f6ot  (1). 

800-1065-23 

Wrench,  screw,  lo-inch  (1). 

800-1066 

EQUIPMENT,  type  TE-15 

Construction   tool   equipment;  formerly 

called 

Comprises: 

"Construction  tool  chest." 

800-2177 

Tool  chest,  type  BC-75. 

Unit  of  measure, . 

Wriirht  rtnr  tinlt 

CONTENTS. 

Packed, . 

Cubic  displacement, . 

800-1066-1 

Ax,  hand,  4i-inch  (2). 

fthlnninf  Trriirht 

800-1066-2 

Bit,  bellhanger's,  24  by  f-inch  (1). 

Specification,  400. 

800-1066-3 

Bit,  Irwin,  quarters  (2  sets).' 

Handbook, . 

800-1066-4 

Blade,  hacksaw,  10-inch  (36). 

80O-1066-5 

Box,  miter  (1). 

80O-1066-6 

Brace,  Millers  Falls  No.  33  (2). 

800-1066-7 

Chisel,  wood,  1-inch  (2). 

800-1066-8 

Drill,  breast,  Millers  Falls  No.  18  (1). 

Digitized  by  LjOOQ IC 


814  SIGNAL  COBPS  STOBAOE  CATALOGTTE. 

DESCRIPTION  OP  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1066 

EQUIPMENT,  type  TE-15— Contd. 

800-3177 

Tool  chest,  type  BC-75— Continued. 
CONTENTS— continued. 

800-1066-9 

Drill,  rock,  A  by  8  inches  (12). 

800-1066-10 

Drill,  rock,  |  by  8  inches  (12). 

800-1066-11 

Drill,  twist,  straight-shank,  |-inch  (1). 

800-1066-18 

Drill,  twist,st^aigh^shank,  A-inch(l). 

800-1066-13 

Drill,  twist,  straigh^shank,  finch  (1). 

800-1066-14 

Drill,  twist,  straight-shank,  ^inch  (1). 

800-1066-15 

Drill,  twist,  stralgh^shank,  |-inch  (1). 

800-1066-16 

Drill,  twist,  straigh^shank,  TV-inch(l). 

800-1066-17 

Drill,  twist ,  straight-shank,  i-inch  (1). 

800-1056 

Equipment,  type  TE-5: 

800-1056-1 

File,  half-round,  bastard,  3-inch, 
with  handle,  Nicholson  (1). 

800-2185 

Tool  kit,  type  BG-29(1). 

800-1056-2 

Pliers,  side-cutting,  5-inch,  nick- 
eled, U.  D.  F.  &  T.  Co.  No.  250, 
orP.S.&W.No.l240(I). 

SOO-1056-3 

Rule,   boxwood,   2-foot,   4-fold, 
brass-bound,  narrow,  Stanley 
Rule  &  Level  Co.  No.  62i  (1). 

800-1056-4 

ScissDrs,     electrician's,     5-iiich, 
nickeled,  J.  Wiss  &  Sons,  Claus, 
or  Compton  (1). 

800-1056-5 

Screwdriver,     2  -  inch,     Tuck's 
"pocket  '  (1). 

800-1056-6 

Screwdriver  and  skinning  knife 
combined,  with  safety  spring. 
Empire  No.  372  (1). 

800-1056-7 

Tweezers,  4Huch,  nickeled,  Bullock 
Manufacturing  Co.  No.  20-4  (1). 

800-1066-18 

File,  half-round,  bastard,  10-inch  (2). 

800-1066-19 

File,  hand,  safe-edge,  6-inch  (2). 

800-1066-20 

File,  round,  6-inch  (1). 

800-1066-21 

File,  saw,  slim-taper,  5J-lnch  (2). 

800-1066-22 

Frame,  hack-saw.  Star  No.  10  (2). 

800-1066-23 

Gouge,  i-inch  (2). 

800-1066-24 

Grip,  Buflfala,  Western  Electric  No.  1 

(1). 
Grip,  Buflala,  Western  Electric  No.  2 

(1). 
Hammer,  claw,  15K)unce  (6). 

• 

800-1066-25 

800-1066-26 

800-1066-27 

Holder,  tDol,  Millers  Falls  No.  5  (6). 

800-1066-28 

Iron,  soldering,  2i-pound  (2). 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1066 
800-2177 


80O-1066-29 

80O-1066-3O 

880-1066-31 

80O-1066-32 

800-1588 

800-1066-33 

800-1066-34 

800-1066-35 

800-1066-36 

800-1066-37 

800-1066-38 

800-1066-39 

800-1066-40 

800-1066-41 

800-1066-42 

800-1066-43 

800-1066-44 

800-1066-45 

80O-1O66-46 

80O-1O66-47 

800-1066-48 

80O-1066-49 

800-1066-50 

800-1066-51 

800-1066-52 

800-1066-53 

800-2175 

800-1066-54 

800-1066-55 

800-1066-56 


EQUIPMENT,  type  TE-16— Contd. 
Tool  chest,  type  BC-75— Continued. 

CONTENTS— continued. 

Iron,  soldering,  jeweler's  No.  1  (1). 

Knife,  cable,  sheath,  4J-inch  blade  (1(. 

Knife,  Empire  No.  1013  (6). 

Oilstone,  soft,  5-inch,  mounted  (1). 

Polarity  indicator,  type  1-28  (1). 

Plane,  block,  Ifinch  blade  (1). 

Plane,  fore,  2i-inch  blade  (1). 

Plane,  jack,  2-inch  blade  (1). 

Pliers,  diagonal,  6-inch  (2). 

Pliers,  gas,  8-inch  (1). 

Pliers,  long-nose,  5i-inch  (2). 

Pliers,  side-cutting,  6-inch  (2). 

Pliers,  side-cutting,  8-inch  (2). 

Punch,  center,  Syracuse  No.  16  (1). 

Rasp,  cabinet,  10-inch  (1>. 

Saw,  back,  10-inch  (2). 

Saw,  compass,  124nch  (1). 

Saw,  crosscut,  9-point,  20-inch,  car- 
penter's (1). 

Saw,  rip,  6-point,  22-inch,  carpenter's 
(1). 

Screwdriver,  12-inch  (2). 

Set,  marking  dies,  i-inch  figures  (1). 

Set,  marking  dies,  J-inch  letters  (1). 

Shears,  straight-trimming,  8-inch  (1). 

Snips,  Compton  No.  10  (1). 

Square,  try,  6-inch,  Stanley  No.  12  (1). 

Tape,  medicated  (50  feet). 

Tool  case,  type  BG-28  (1). 

Torch,  gasoline  (2). 

Wrench,  14-inch,  Stillson  (1). 

Wrench,  screw,  12-inch  (1). 
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DESCRIPTION  O?  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1067 

EQUIPMENT,  type  TE-16 

Cable  splicer's  tool  equipment. 

Comprises: 
Tool  chest,  type  BC-91. 

800-2183 

Weight  per  unit, . 

Packed, . 

CONTENTS. 

Cubic  displacement, . 

Shipping  weight, . 

80O-1067-1 

Blade,  hack-saw,   18-point,   10-inch 

Specification  318. 

(12). 

Handbook . 

800-1067-2 

Blade,  hack-saw,  24-point,  10-lnch 
(12). 

80O-521 

Cable  dresser,  type  TL-90  (1). 

800-1067-3 

3-inch  square  (2). 

800-1067-4 

Cloth,  wiping,  herring-bone  ticking, 
5-inch  square  (2).^ 

800-1067-6 

Cloth,  wiping,  herring-bone  ticking, 
6-inch  square  (2). 

80O-893 

Drift  pin,  type  TI^81. 

800-894 

Drift  pin,  type  TL-98. 

. 

800-895 

Drift  pin,  type  TL-99. 

800-1056 

Equipment,  type  TE-5  (1): 

800-1056-1 

File,  half-round,  bastard,  3-inch, 
with  handle,  Nicholson  (1). 

800-1056-2 

Pliers,  side-cutting,  5-inch,  nick- 
eled, U.  D.  F.  &  T.  Co.  No.  250, 
or  P.  S.  &  W.  No.  1240  (1). 

800-1056-3 

Rule,   boxwood,   2-foot,   4-fold, 
brass-bound,  narrow,  Stanley 
Rule  &  Level  Co.  No.  62i(l). 

800-1056-4 

Scissors,     electrician's,     5-inch, 
nickled,  J.  Wiss  &  Sons,  Claus, 
or  Compton  (1). 

800-1056-5 

Screwdriver,    2-inch,     Tuck's 
"pocket"  (1). 

800-1056-6 

Screwdriver  and  skinning  knife 
combined  with  safety  spring. 
Empire  No.  372  (1). 

800-2185- 

Tool  kit,  type  BG-29  (1). 

800-1056-7 

Tweezers,  4f-inGh,  nickled,  Bul- 
lock  Manufacturing  Co.   No. 
20-4(1). 

800-1067-6 

FUe,  half-round,  bastard,  6-inch  (1). 

80O- 1067-7 

Frame,  hack-saw,  adjustable  (1). 

80O-1067-8 

Furnace,  plumber's,  C.  &  L.  Mfg.  Co. 
No.  10(1). 

800-1067-9 

Uamraer,  Haw.  "Atha"  No.  4H  (1). 
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Numerical 
code  or  No. 

Article. 

Useful  iuformation. 

80O-1067 

EQXnPMENT,  typeTE-16-Contd. 

800-2183 

Tool  chest,  type  BC-91— Continued. 
CONTENTS— continued. 

800>lO67-lO 

Hammer,  riveting,  18-oimce,  "Atha" 
No.  236(1). 

800-1067-11 

Iron,  soldering,  2i-pound  (1). 

80O-1O67-12 

Iron,  soldering,  4-pound  (1). 

80O-1O67-13 

Kettle,  plumber's,  5-lnch  (1). 

80D-1O67-14 

Knife,  cable,  sheath,  4Hnoh  blade  (1). 

800-1067-15 

Ladle,  double  lipped,  3-inch  (1). 

80O-1O67-16 

Paper,  gummed,  1|  inches  wide  (1 
pound). 

80O-1O67-17 

PUers,  8-inch  (1). 

800-1O67-18 

Rasp,  12-inch  (1). 

800-1067-19 

Rule,  folding,  2-foot,  brass-bound  (1). 

800-1067-20 

Saw,  plumber's,  14-inch  (1). 

800-1067-21 

Shave,  hook,  WUcox-Crtttendon  Co. 
No.  619. 

800-1067-22 

Sleeve,  paper,  A  by  3  inches  (260). 

800-1067-23 

Snips,  Compton  No.  10  (1). 

800-1067-24 

Stearine  (i-pound  can). 

800-1067-25 

Tape,  cotton,  J  inch  wide  (2  rolls). 

800-1067-26 

Torch,  gasoline,  Clayton  &  Lambert 
No.  22  (1). 

800-1068 

EQUIPMENT,  type  TE-17 

File  equipment. 

Comprises: 

800-2192 

Tool  roll,  type  BG-38. 

Weight  per  unit, . 

Packed, . 

CONTENTS. 

Cubic  displacement. 
Shipping  weight, •. 

800-1068-  1 

FUe,  flat,  bastard,  8-inch  (2). 

Specification,  662. 

800-1068-  2 

File,  half-round,  bastard,  8-inch  (3). 

Handbook, . 

800-1068-  3 

File,  half-round,  smooth,  8-inch  (3). 

800-1068-  4 

FUe,  sa^,  6-inch  (6). 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1069 

EQUIPMENT,  type  TE-18 

Tool  equipment;  formerly  called  • 
gineer  tool  chest." 

'Kleotricaleo* 

Comprises: 

800-2184 

Tool  chest,  type  BC-93. 

Wnirht  nnr  unit 

CONTENTS. 

Packed, . 

Cover: 

Cubic  displacement, . 

800-1069-  1 

Frame,  hack-saw.  Star  No.  10  (1). 

Sliipping  weight, . 

800-1069-  2 

Rule,  4-foot,  8-fold  (1). 

Specification,  192. 

800-1069-  3 

Saw,  back,  10-lnch  Disston's  No. 
1(1). 

Handbook, . 

800-1069-  4 

Saw,  crosscut,  9-point,  20-inch  (1). 

80O-1069-  5 

Saw,  rip,  6-point,  22-inch  (1). 

800-1069-  6 

Tape,  metallic  (50  feet). 
First  tray: 

800-1069-  7 

Chisel,  cold,  J-inch  blade,  6  inches 
long  (1). 

800-1069-  8 

Chisel,  socket,  i-inch  (1). 

800-106O-  9 

Chisel,  socket,  1-inch  (1). 

800-1069-10 

FUe,  flat,  bastard,  8-inch  (2). 

800-1069-11 

FUe,  hand,  bastard,  clear-edge,  8- 

inch  (1). 

• 

800-1069-lS 

Hammer,  claw,  1-pound  (1). 

800-1069-13 

Hammer,  riveting,  15-ounce  (1). 

800-1069-14 

Holder,  tool.  Millers  Falls  No.  5  (1) 

800-1069-15 

Jackknife,  Empire  No.  1013  (1). 

800-1069-16 

Level,  spirit,  pocket,  3-inch  (1). 

80O-1588 

Polarity  indicator,  type  1-28  (1). 

80O-106O-17 

Screwdriver,  2-inch  (1). 

800-1069-18 

Screwdriver,  2i-inch  (1). 

800-1069-19 

Screwdriver,  5-inch  (1). 

80O-1069-20 

Screwdriver,  10-inch  (1). 

800-1069-21 

Wrench,   6-inch,   "Athol"   No. 
641-A. 
Second  tray: 

800-1069-22 

Brace,    ratchet,    8-inch    sweep, 
MiUers  Falls  No.  33  (1). 

800-1069-23 

Dividers,  6-inch  (1). 

800-1069-24 

Grip,  Buffalo,  Western  Electric 
No.  1  (1). 

800-1069-25 

Grip,  Buffalo,  Western  Electric 
No.  2  (1). 

800-1069-26 

Head,  center,  12-inch,  "Athol" 
No.500-E(l). 

80O-106O-27 

Iron,  soldering,  1-pound  (1). 

800-1060-28 

Iron,  soldering,  electric,  with  Edi- 
son attachment  plug  (1). 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1069 

EQUIPMENT,  type  TE-18— Contd. 

' 

800-8184 

Tool  chest,  type  BC-93— Continued. 

CONTENTS— continued. 
Second  tray— Continued. 

800-1069-29 

Iron,  soldering,  jeweler's.  No.  2. 

80O-1O69-3O 

Plane,  block,  Stanley  No.  130  (1). 

800-1O69-31 

Scales,    12-inch,    "Athol"    No. 
500-E(lset). 

800-1069-32 

Shears,  Compton  No.  10  (1). 

800-1069-33 

Square  and  bevel,  combination, 
12-inch,  "Athol"  No.SOO-E  (1). 

80O-1O69-34 

Vise,   hand,    li-inch,    "Athol" 
No.  549-B. 
Third  tray: 

800-1069-35 

Clamp,    splicing,    combination, 
Klein  No.  309  (2). 

800-1069-36 

Ladle,  3-inch  (1). 

800-1069-37 

Oilstone,  soft,  5-inch,  mounted  (1). 

800-1069-38 

Pliers,  diagonal,  6-inch  (1). 

80O-1O69-39 

Pliers,  long-nose,  side-cutting,  Si- 
inch  (1). 

80O-1O60-4O 

Pliers,  side-cutting,  6-inch  (1). 

800-1069-41 

Pliers,  side-cutting,  8-inch  (1). 

800-1069-42 

Puller,  nail  (I). 

800-1069-43 

Wrench,  14-inch,  Stillson  (1). 

800-1069-44 

Wrench,  monkey,  12.inch  (1). 
Fourth  tray: 

800-1069-45 

Bit,  expansion  (1). 

800-1069-46 

Blade,  hack-saw,  10-inch  (12). 

800-1069-47 

Countersink,  wood  (1). 

800-1069-48 

Cutter,  1  by  3  inches,  Jennings 
No.  1  (2). 

800-1069-49 

DriU,  breast,  Millers  Falls  No.  18 
(1). 

800-1069-50 

Drill,  twist,  steel,  J-inch  (1). 

800-1069-51 

DriU,  twist,  steel,  A-inch  (1). 

800-1069-52 

DriU,  twist,  steel,  |-inch  (1). 

800-1069-53 

DriU,  twist,  steel,  A-inch  a). 

800-1069-54 

DrUl,  twist,  steel,  i-inch  (1). 

800-1069-55 

DriU,  twist,  steel,  No.  2  (1). 

800-1069-56 

DriU,  twist,  steel,  No.  12(1). 

800-1069-57 

DriU,  twist,  steel.  No.  22  (1). 

800-1069-58 

DriU,  twist,  steel.  No.  30  (1). 

800-1069-59 

Furnace,   Clayton   &    Lambert 
No.  10  (1). 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1009 

EQXnPMENT,  type  TE-18-Contd. 

800-2184 

Tool  chest,  type  BC-93-Continued. 

CONTENTS— continued. 
Fourth  tray— Continued. 

800-1069-60 

Kettle,  plumber's,  5-inch  (1). 

800-1069-61 

Knife,    sheath,    cable,    4i-inch 
blade  (1). 

800-1069-62 

Plane,  i-inch,  rabbet  (1). 

800-1069-63 

Pimch,  center,  Syracuse  No.  16 

(i). 
Set,  auger  bit,  Irwin,  with  4-inch 

800-1069-64 

triangular  file: 

800-1069-65 

Bit,  auger,  A-inch  (1). 

800-1069-66 

Bit,  auger,  J-inch  (1). 

800-1069-67 

Bit,  auger,  iV-mch  (1). 

800-1069-68 

Bit,  auger,  |-inch  (1). 

800-1069-69 

Bit,  auger,^inch  (1). 

800-1069-70 

Bit,  auge-,  i  inch  (1). 

800-1069-71 

Bit,  auger,  A-inch  (I). 

800-1069-72 

Bit,  auger,  1-inch  (1). 

800-1069-73 

Bit,  auger,  H-lnch  (1). 

800-1069-74 

Bit,  auger,  }-inch  (1). 

800-1069-75 

Bit,  auger,  H-inch(l). 

800-1069-76 

Bit,  auger,  i-inch  (1). 

800-1069-77 

Bit,  auger,  H-lnch  (1). 

800-1069-78 

Bit,  auger,  1-inch  (1). 

800-1069-79 

FUe,  triangular,  4-inch  (1). 

800-1069-80 

Set,  punch,  J-inch  figures  (1). 

800-1069-81 

Set,  punch,  J-inch  long  (1). 

800-1069-82 

Set,  magneto  testing,  lineman's 
(1). 

800-1069-83 

Shield,  for  fire  pot  (2). 

800-1070 

EQUIPMENT,  type  TE-19 

Set  of  bits;  canvas  roll,  especially  designed  f<r 
containing  5  auger  bits;  used  with  Equipment, 

\^^^^^     ^x^  m  ^f 

Comprises: 

800-1070-1 

*Roll,  canvas. 

type  TE-4. 

CONTENTS. 

Weight  per  unit, . 

Packed, . 

800-1070-2 

Bit,  auger,  f-inch  (1). 

800-1070-3 

Bit,  auger,  |-inch  (1). 

Shipping  weight, . 

800-1070-4 

Bit,  auger,  i-Inch  (1). 

Specification,  312. 

800-1070-5 

Bit,  auger,  f-inch  (1). 

Handbook, . 

800-1070-6 

Bit,  auger,  1-inch  (1). 
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Numerical 
cxKle  or  No. 

Article. 

Useful  information. 

80O-1071 

ROUIPMENT  tvDeTE-20 

Inspector's  marking  tools.    Drawings  1390,  1391, 

Comprises: 

1392, 1393,  and  1394. 

800-  536 

Case,  type,  BG-43. 

Unit  of  measure, . 

Weight  per  unit, . 

CONTENTS. 

Packed, . 

Cubic  displacement, . 

800-1071-1 

Die,  steel  (6). 

Shipping  weight, . 

80O-1205 

Hammer,  type  HM-2(1). 

Specification, . 

80O-1071-2 

Press,  seal,  hand,  E.  J.  Brooks. 

Handbook, . 

80O-1071-3 

Stamp,  niblwr  (4). 

800-1072 

PAIKLEAD,  type  P-1 

Airplane  antenna;   bakelite;   lined  with  metal 

jfc    ^m^JkW^mm  m^^^^  ^    w^  MT^                •••••••••••■••• 

pipe,  i  inch  inside  diameter;  over-all  dimen- 

sions, 91  by  2tV  inches.    Drawing  RL-C-37.J 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1078 

FAIRLEAD.  tme  F-2 

Airplane  antenna;  similar  to  Fairlead,  type  F-1.. 

•A  AsjaAVA*^k«A^^b^^  w^ ^^^0  ^     ^•••••••••••••» 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, 

800-1074 

FAIRLEAD  tvoe  F-S 

Airplane  antenna;   short  length  of  1-cm.  brass- 

A  ••^^•^^^■••■•^fc'  p   ^J  Wr^             «*•••••••••••••• 

tubing  with  dilecto  trapesoidal-shaped  mount- 

ing Insulator;  used  with  Set,  type  8CIU51. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1076 

FAIRLBAD.  type  F-^ 

Airplane  antenna;  pressed  paper  tabe  impreg- 

*• •^^^•^'^"•••^^^       ^«r^'             ^•••♦•••••••••w 

nated;    2  feet  long;   equipped  with  molded 

mounting  column,  4i  inches  diameter;  lined 

with  metal  pipe,  f  inch  inside  diameter;  used 

with  high-voltage  radio  apparatus. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1076 

FAIRI.EAD,  type  F-6— Continued. 
FASTENER,  type  FT-9 

Cubic  displacement, . 

ShiirniTicr  Tmiclit  - 

Specification,  2068. 
Handbook 

800^1077 

Cast-iron;  tent  slide  for  guy  rope;  |  by  3  inches. 
Drawing  RL-A-238. 

Unit  of  measure,  each. 

Wnio'ht  nnr  unit 

FEED  BAG,  type  PG-17 

Packed, . 

^00-1078 

Shipping  weight, . 

Specification, . 

Handbook, . 

Canvas;  11}  by  9  inches;  opening  at  one  end;  with 

FEED  BOX,  type  PG-28 

draw  string  and  webbed  binding  string;  nsed 
for  carrying  feed  for  pigeons. 
Unit  of  measure,  each. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook 

900-1079 

Pigeons;  high;  a  light  tin  box  used  as  a  container 

FEED  BOX,  t3rpe  PG-30 

for  grain;  8i  by  6}  by  31  inches. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

SOO-1080 

Spedflcatlon, . 

Handbook, . 

Pigeon;  low;  a  light  tin  box  used  as  a  container 

for  grain;  Si  by  5}  by  3  inches. 
Unit  of  measure,  each. 

Packed, , 

Cubic  displacement, . 

Shipping  weight, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1082 

FIELD  GLASS, typeE 

Binocular,  6  by  30;  same  as  Field  glasd,  type  EE, 

except  for  omission  of  the  mil  and  range  scale; 

the  light  transmitted  by  each  barrel  is  49  per 

cent  of  the  light  incident. 

Unit  of  measure,  each. 

Packed, . 

Shipping  weight, . 

Specification,  625. 

Handbook, . 

800-1083 

FIELD  GLASS,  type  E-1 

Binocular;  Galilean;  4}  inches  diameter  magnifica- 

tion; object  lens  If  inches;  interpupillary  ad- 

justment; tan-leather  covered;  leather  carrying 

case  furnished  with  compass  at  top;  formerly 

designated  "Signal  Corps  type  B." 

Unit  of  measure,  each. 

Weight  per  unit,  31  oimces. 

Packed, . 

QVi  I  r\T^i  T»  CT  xiToicTri^    ^^^^^.^^^ 

oiupping  wexgnt, . 

Specification,  263. 

Handbook, . 

8O0-1084 

FIELD  GLASS,  type  E-9 

Binocular;  Galilean;  magnification  approximate- 
ly 3 J  and  5}  diameters;  object  lens  IJ  inches; 

interpupiUary  adjustment;  tan-leather  finish, 

» 

equipped  with  tan-leather  carrying  case  and 
compass;  designed  for  use  by  Coast  ArtiUery, 
Infantry,  PhiUppine  Scouts,  and  troops  of  Cav- 
alry; formerly  designated  "type  A  1910." 

Unit  of  measure,  each. 

Weight  per  unit,  28  ounces,  including  case, 
cord,  and  strap. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  263. 
Handbook,-: . 

800-1085 

FIELD  GLASS,  type  E-10 

Binocular;  prismatic;  "Terlux"  10-power;  ob- 
ject lens,  IJ  inches;  interpupillary  adjustment; 

common  focus  for  both  barrels,  and  one  barrel 

equipped  with  independent  focusing  device; 

tan-leather  finish;  sunshade;  equipped  with 

tan-leather  carrying  case;  designed  for  use  by 

commanding  ofllcer  with  machine-gun  com- 
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Numerical 
code  or  No. 


Article. 


Useful  Information. 


800-1085 


FIELD  GLASS,  type  E-10— Contd. 


800-1086 


FII  LD  GLASS,  type  E-U. 


800-1087 


FIELD  GLASS,  type  ££. 


panics  and  troops;  formerly  designated  "Signal 
CoriwtypeC." 

Unit  of  measure,  each. 

Weight  per  unit,  48  ounces,  including  case 
Cord,  and  strap. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  263. 

Handbook, . 

Binocular;  prismatic;  Busch  8-power  "Stellux"; 
object  lens,  j-inch;  interpupillary  adjustment; 
common  focus  for  both  barrels  and  one  barrel 
equipped  with  independent  focusing  device; 
tan-leather  finish;  tan-leather  carrying  case; 
designed  for  use  by  field  companies  of  the  Signal 
Corps  and  by  officers;  formerly  designated 
"Signal  Corps  type  D." 

Unit  of  measure,  each. 

Weight  per  unit,  21  ounces,  including  case, 
cord,  and  strap. 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Binocular,  6  by  30;  object  lense,  l-^-inch;  Inter 
pupillary  adjustment;  each  barrel  eqnippod 
with  an  independent  focusing  devloe;  one  bar 
rel  equipped  with  mil  and  range  scale;  tan- 
leather  finish;  sunshade;  tanrleather  carrying 
case  with  compass;  length  of  glass  closed,  iH 
inches;  at  a  distance  of  1,000  yards  the  field 
of  view  has  a  diameter  of  140  yards. . 

Unit  of  measure,  each. 

Weight  per  unit,  41  ounces,  including  case, 
cord,  and  strap. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  263. 

Handbook, , 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1088 

FILE,  type  TLr-5 

Smooth;  single-cut;  flat  needle;  with  2  safe  edges; 
90  cuts  per  inch;  3i  by  A  by  A  Inches. 

Uni^  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shinninr  Turnlcht 

Spedflcation,  3061. 

Handbook, . 

800-1089 

FILE  tvDeTL-30 

Similar  to  File,  type  TL-5,  except  that  it  has  a 
longer  handle  bent  at  right  angles. 

^    ■  »m*M^    WJ  Mr^           ^     *#%Fe  •••••■••••••■••••• 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

flhinnfnf  Trrifrhf 

Specification, . 

Handbook, . 

800-1090 

FILTER,  type  FL-1 

Regulating;  for  smoothing  out  irregularities  of 
volgate  output  of  the  direct-current  source  In 

vacuum-tube  circuits  of  air-plane  sets;  consists 

of  a  phenol  fiber  panel  on  which  are  mounted 

Resistances,  types  RS-10  and  RS-6,  Condens- 

ers, types  CA-15  and  CA-16,  and  Coil,  type  C-«; 

overall  dimensions  of  wooden  box,  8|  by  «  by 

3}  Inches;  height  of  binding  posts  above  box. 

1  inch;  superseded  by  FUter,  type  FL-l-A. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Handbook, . 

8O0-1001 

FILTER,  type  FL-1- A 

Regulating;  for  smoothing  out  Irregularities  of 
the  voltage  output  of  the  direct-current  source 

In  vacuum-tube  circuits  of  airplane  sets;  con- 

sists of  a  phenol  fiber  panel  on  which   are 

mounted  Resistances,  types  RS-10  and  RS-6, 

Condensers,  types  CA-15  and  CA-16,  and  Coll, 

type,  C-^,  with  appropriate  fittings;  contained 

in  wooden  box  6  by  Sf  by  Si  Inches;  used  in 

Equipment,  type  PE-l-A,  Drawing  RL-D- 

2311. 

Unit  of  measure,  each. 

Weight  per  unit, . 
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DESCRIPTION  07  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1091 

FILTER,  type  FL-l-A— Continued. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1092 

FILTER,  type  FL-2 

Comprises  an  induction  coil  made  of  20  turns  of 

No.  30  B.  &  S.  gauge  sUk-oovered  copper  wire, 

2i  inches  outside  diameter,  shunted  by  two 

20-mlcro-mfd.  mica  condensers  in  series,  at  the 

Junction  pcant  of  which  is  connected  a30^nic^o- 

mfd.  mica  condenser;   clamped  between  in- 

sulating panels;   approximate  dimensions,  3} 

Drawing  RL-SK-^,?? 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1093 

FITTING,  type  FT-1 

Comprises  wooden  key  battens  and  sliding  shelf 

for  mounting  keys,  set  box,  and  battery  of  Set, 

type  SCR-«5,  In  Curtiss,  type  JN,  airplanes. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1004 

FIXTURE,  type  FT-10 

Lamp;  comprises  portable  desk  lamp  with  clan4> 

and  candelabra  key  socket;  Western  Electric 

Co.  Socket  No.  434,  desk  lamp  No.  88S,  damp 

No.  97;  no  leads  furnished;  for  ose  In  6-too 

tank. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shippi^jg  weight, . 

Specification,  3101. 

Handbook, . 
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PESCRIPTION  07  SIGNAL  CORPS  EQUIPMENT-Continued. 


S2r 


Numerical 
code  or  No. 


Article. 


Useful  information. 


80O-1095 


FLAG,  type  MC-18. 


800-1096 


FLAG,  type  MC-19. 


800-1097 


FLAG,  type  MC-20.. 


80O-1O98 


800-1099 


FLAG,  type  MC-21. 


FLAG,  type  MC-22. 


Formerly  designated  "Infantry  flag,  Co.  A"; 
comprises  a  red  flag,  2  feet  square  with  a  10-lncb 
square  white  center.    Drawing  340-C-2. 
Unit  of  rueasure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight. . 

Specification,  283. 

Handbook, . 

Formerly  designated  **Inliantry  flag,  Co.  B"r 
comprises  a  red  flag,  2  feet  square  with  a  10-incb 
square  blue  center.   Drawing  340-C-2. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation,  283. 

Handbook, . 

Formerly  designated  "Infantry  flag,  Co.  C"r 
comprises  a  red  flag,  2  feet  square  with  2  white- 
diagonals,  4  inches  wide.    Drawing  340-C-2. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, , 

Spedflcation,  283. 

Handbook, . 

Formerly  designated  "Infantry  flag,  Co.  D"; 
comprises  a  red  flag,  2  feet  square,  with  2  blue 
diag  )nals,  4  inches  wide.    Drawing  340-C-2.^ 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Speciflcatim,  283, 

HandbDok, . 

Formerly  designated  "Infantry   flag,  Co.   E'^ 
CDmprises  a  white  flag,  2  feet  square,  with  a  lO- 
inch  square  red  center.    Drawing  340-C-2.  *  ^ 
Unit  of  measure,  each. 
Weight  per  imit, . 
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SIGNAL  COBPS  STOaAGE  CATAIiOGUE. 

DESCRIPTION  07  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1099 

FLAG 
FLAG, 

FLAG, 

FLAG, 

FI^A(J, 

type  MC-22~Continued. 
type  MC-23 

Packed, . 

ShfnnfnCT  urmlvht 

SOO-1100 

Spedfication,  283. 

Handbook, 

Formerly  designated  "  Infantry  flag,  Co.  F"; 

type  MC-24 

comprises  a  white  flag,  2  feet  square,  with  a  10- 
inch  square  blue  center.    Drawing  340^2. 
Unit  of  measure,  each. 

Packed, . 

Cubic  displacement, . 

800-1101 

Spedflcation,  283.  ' 

Handbook, . 

Formerly  designated  "Infantry  flag,  Co.  G"; 

typeMC-25 

comprises  a  white  flag,  2  feet  square,  with  2itA 
diag3nals,  4  inches  wide.    Drawing  340-C-2. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, , 

.800-1102 

Shipping  weight, . 

Spedflcation,  283. 

Handbook, . 

Formerly  designated  "Infantry  flag,  Co.  H"; 

typeMC-26 

comprises  a  white  flag,  2  feet  square,  with  2  blue 
diagonals,  4  inches  wide.    Drawing  340-C-2. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

800-1103 

Shipping  weight,  — *— . 

Spedflcation,  283. 

Handbook, . 

Formerly  designated  "Infantry  flag,  Co.  I"; 
comprises  a  blue  flag,  2  feet  square,  with  a  10- 
indi  square  red  center.    Drawing  340-C-2. 

Unit  of  measure,  each. 

mTAtfflif  nAi>  unit' 

Packed, . 

Shipping  weight, . 

RriAnl  flra  f  {  nn 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1104 

FLAG, 

type  MC-27 

Formerly  designated  "Infantry  flag,  Co.    K"; 

comprises  a  blue  flag,  2  feet  square,  with  a  10- 

•  inch  square  white  center.    Drawing  340-C-2. 

• 

Unit  of  measure,  each. 

Tvt3igxii>  per  UXUI>, 

Packed, . 

Specification,  283. 

Handbook, . 

800-1105 

FLAG 

tyi>eMC-28 

Formerly  designated  "Infantry  flag,  Co.  L'*; 

comprises  a  blue  flag,  2  feet  square,  with  2  red 

diagonals,  4  inches  wide.    Drawing  340-C-2. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification,  283. 

Handbook, . 

800-1106 

FLAG 

typeMC-29 

Formerly  designated  "Inftotry  flag,  Co.  M"; 

comprises  a  blue  flag,  2  feet  square,  with  2  diag- 

onals, 4  inches  wide.    Drawing  340-0-2. 

Unit  of  measure,  each. 

TT  015x1b  pvi  UlllV,                    ". 

Packed, . 

Cubic  displacement, . 

Speciflcation,  283. 

Handbook, . 

800-1107 

FLAG 

typeMO-44 

Semaphore;  comprises  an  18-inch  square  of  gala- 
tea  divided  diagonally  and  colored  turkey  red 

on  one  half  and  white  on  the  other  half;  provi- 

ded with  1  loop  and  2  tie-strings  and  equipped 

with  a  Flagstaff ,  type  MC-43.    Drawing  1030-1. 

• 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  283. 

Handbook, . 
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SIGNAL  COBPS  STORAGE  CATALOGUE. 

DESCRIPTION  07  SIGNAL  CORPS  EQUIPME NT-Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1108 

FLAG  KIT,  type  M-26 

International  code  alphabet;  consists  of  27  f&ags 
of  various  shapes  and  colors,  indicating  28  let- 

ters of  alphabet,  and  1  general  flag;  each  flag 

provided  with  metal  rings  and  1  metal  hook; 

flags  reenforoed  with  cotton  tape. 

Unit  of  measure,  each. 

Packed, . 

Cubic  displacement, . 

oiuppiiig  WtJlgUI.,                . 

Specification,  622. 

Handbook, . 

80O-1109 

FLAG  KIT,  type  M-27 

Comprises  8  flags  and  staffs;  2  red  apd  white,  2 

blue,  2  red,  and  2  yellow. 

Unit  of  measure,  each. 

w  eigut  per  uuiif,             . 

Packed, . 

iyUDic  cuspiaoeniciii,             . 

Shipping  weight,- . 

Specification,  624. 

Handbook, . 

800-1110 

FLAG  KIT,  type  M-42 

Formerly  designated  ''Combination  flag  kit"; 

Comprises: 

case  is  of  light-weight  olive-drab  cotton  web- 

80O-1110-1 

Case,  26  by  5  by  2  Inches. 

bing;  one  2-foot  flag  is  white  with  an  84Dch 
square  red  center;  the  other  is  red  with  an  8- 

CONTENTS. 

inch  square  white  center. 
Unit  of  measure,  each. 

800-1110-2 

Flag,  2-foot,  red. 

Weight  of  measure . 

800-1110-3 

Flag,  2-foot,  white. 

Packed, . 

80O-1107 

Flag,  type  MC-44  (2). 

VyUUiV  VUspialXIUCIllr,                   w 

80O-1128 

Flagstaff,  type  M-71(l^ 

Shipping  weight, . 

Specification,  283. 
Handbook, . 

800-1111 

FLAG  KIT  tVT)eM-43          

Signal  fiags  for  infantry  companies;  consists  of  12 
flags  of  different  design,  each  2^feet  square. 

Comprises: 

800-1095 

Flag,  type  MC-18. 

Drawing  340-C^2. 

800-1096 

Flag,  type  MC-19. 

Unit  of  measure,  each. 

800-1097 

Flag,  type  MC-20. 

'^rnfrhf  nrr  unit 

800-1098 

Flag,  type  MC-21. 

Packed, . 

80O-1099 

Flag,  type  MC-22. 

Cubic  displacement, . 

800-1100 

Flag,  type  MC-23. 

800-1101 

Flag,  type  MC-24. 

Specification,  283. 

80O-1102 

Flag,  type  MC-25. 

Handbook, . 

800-1103 

Flag,  type  MC-26. 

800-1104 

Flag,  type  MC-27. 

800-1105 

Flag,  type  MC-28. 

800-1106 

Flag,  type  MC-29. 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


8O0-1112 
8O0-1 112-1 


800-1 112-2 
800-1 112-3 
800-1129 


800-1113 
80O-1 113-1 


800-1113-2 


800-1114 
800-1 114r-l 


800-1110 
80O-1O95 
80O-11O7 
800-1128 


FLAG  KIT,  type  M-44. 

Comprises: 
Case,  37  by  5  by  2  inches. 

CONTENTS. 

Flag,  4-foot,  red  (1). 
Flag,  4-foot,  white  (1). 
Flagstaff,  type  M-72. 


FLAG  KIT,  type  M-45... 

Comprises: 
Case,  26  by  5  by  2  inches. 

CONTENTS. 

Device,  cloth  signaling  (1). 


FLAG  KIT,  type  MC-^0. 

Comprises: 
Case,  26  by  5  by  2  inches. 

CONTENTS. 

Flag,  2-foot,  white  (1). 
Flag,  type  MC-18(1). 
Flag,  type  MC-44  (2). 
Flagstaff,  type  M-71  (1). 


Formerly  designated  "Four-foot  flag  kit;"  case 
of  light-weight  olive-drab  cotton  webbing;  one 
flag  is  white,  3  feet  9  inches  square,  with  a  16- 
inch  square  red  center;  the  other  is  red,  3  feet 
9  inches  square,  with  a  16-inch  square  white 
center. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  283. 

Handbook, . 

Artillery  signaling;  case  is  of  light-weight  olive- 
drab  cotton  webbing.  It  contains  the  cloth 
signaling  device,  which  is  attached  to  a  wire 
frame  mounted  on  a  staff.  The  device  consists 
of  a  27-inch  khaki  square,  a  white  square  of  the 
same  size,  and  a  red  square,  with  a2i-inch  white 
border  so  stitched  together  that  3  signals  may 
be  sent  with  the  device.  In  prescribed  portions 
of  the  device  are  printed  the  following  words, 

"We  are  ABOUT  TO  RETIRE,"  "  WE  ARE  ABOUT 

TO  ADVANCE,"  and  "Our  Artillery  fire  is 

CAUSING  us  LOSSES." 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed . 

Cubic  displacement, . 

Shipping  weight, -. 

Specification,  283. 

Handbook, . 

Formerly  designated  "Combination  flag  kit,  In- 
fantry, Co.  A;"  case  is  of  light-weight  olive- 
drab  cotton  webbing.  The  2-foot  flag  is  white, 
with  an  8-inch  square  red  center. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification,  283. 
Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

aOO-1115 

FLAG  KIT,  type  MC-31 

Formerly  designated  "Combination  flag  kit,  In- 
fantry,  Co.  B;"  case  is  of  light-weight  olive- 

Comprises: 

^00-1115-1 

Case,  26  by  5  by  2  inches. 

drab  cotton  webbing;  the  2-foot  flag  is  white, 
with  an  8-inch  square  red  center. 

CONTENTS. 

Unit  of  measure,  each. 
Weight  per  unit, . 

^00-1110-3 

Flag,  2.foot,  white  (1). 

Packed, — . 

dOO-1096 

Flag,  type  MC-19  (1). 

Cubic  displacement, . 

JJOO-1107 

Flag,  type  MC-44  (2). 

Shipping  weight, . 

800-1128 

Flagstaff,  type  M-71  (1). 

Specification, . 

Handbook, . 

^800-1116 

FLAG  KIT,  type  MC-32 

Formerly  designated  "Combination  flag  kit.  In- 
fantry, Co.  C;"  case  is  of  light-weight  oUve- 

Comprises: 

^800-1116-1 

Case,  26  by  5  by  2  inches. 

drab  cotton  webbing;  the  2-foot  flag  is  white, 
with  an  8-inch  square  red  center. 

CONTENTS. 

Unit  of  measure,  each. 
Weight  per  unit, . 

800-lli0-3 

Flag,  2-foot,  white  (1). 

Packed, . 

^00-1097 

Flag,  type  MC-20  (1). 

^00-1107 

Flag,  type  MC-44  (2). 

Shipping  weight, . 

^00-1128 

Flagstaff,  type  M-71  (1). 

Specification,  283. 
Handbook, . 

■800-1117 

FLAG  KIT,  type  MC-33 

Formerly  designated  "Combination  flag  kit,  In- 
fantry, Co.  D;"  case  is  of  light-weight  oUve- 

Comprises: 

^00-1117-1 

Case,  26  by  5  by  2  inches. 

drab  cotton  webbing;  the  2-foot  flag  is  white, 
with  an  8-inch  square  red  center. 

CONTENTS. 

Unit  of  measure,  each. 
Weight  per  unit, . 

^00-1110-3 

Flag,  2-foot,  white  (1). 

Packed, . 

800-1098 

Flag,  type  MC-21  (1). 

Cubic  displacement, . 

.800-1107 

Flag,  type  MC-44  (2). 

Shipping  weight, . 

^00-1128 

Flagstaff,  type  M-71  (1). 

Specification,  283. 
Handbook, . 

^00-1118 

FLAG  KIT,  type  MC-34 

Formerly  designated  "Combination  flag  kit.  In- 
fantry, Co.  E;"  case  is  of  light-weight  oUve- 

Comprises: 

^00-1118-1 

Case,  26  by  5  by  2  inches. 

drab  cotton  webbing;  the  2-foot  flag  is  white, 
with  an  8-inch  square  red  center. 

CONTENTS. 

Unit  of  measure,  each. 
Weight  per  unit, . 

«00-l  110-3 

Flag,  2-foot,  white  (1). 

Packed, . 

.800-1099 

Flag,ti-peMC-22(l). 

f  1ll^^/»  /liarkla/wkmant'     -^_____ 

Vvuuiu  ai9pjuoeuicni>,             . 

.800-1107 

Flag,  type  MC-44  (2). 

Shipping  weight, . 

.800-1128 

Flagstaff,  type  M-71  (1). 

Specification,  283. 
Handbook, . 
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Nnmerical 
code  or  No. 

Article. 

Useful  infonnation. 

80O-1119 

FLAG  KIT,  type  MC-35 

Formerlr  designated  "Combination  flag  kit,  In- 
fantry, Co.  F;"  case  is  of  light-weight  olive- 

Comprises: 

800-lll»-l 

Case,  26  by  5  by  2  inches. 

drab  cotton  webbing;  the  2-foot  flag  is  whlte^ 
with  an  8-inch  square  red  center. 

CONTENTS. 

Unit  of  measure,  each. 
Weight  per  unit, . 

800-1 110-3 

Flag,  2-foot,  white  (1). 

Packed, . 

800-1100 

Flag,  type  MC-23  (1). 

Cubic  displacement, . 

800-1107 

Flag,  type  MC-44  (2). 

Shipping  weight, . 

80&-1128 

Flagstaff,  type  M-71  (1). 

Specif  cation,  283. 
Handbook, . 

800^1120 

FLAG  KIT,  type  MC-36 

Formerly  designated  "Combination  flag  kit.  In- 
fantry, Co.  G;"  case  is  of  light-weight  olive- 

Comprises: 

800-1120-1 

Case,  26  by  5  by  2  inches. 

drab  cotton  webbing;  the  2-foot  flag  is  white,, 
with  an  8-inch  square  red  center. 

CONTENTS. 

Unit  of  measure,  each. 
Weight  per  unit, .   ' 

80O.111O-3 

Flag,  2-foot,  white  (1). 

Packed, . 

800-11O1 

Flag,  type  M(^24(l). 

800-1107 

Flag,  type  MC-44  (2). 

Shipping  weight, . 

80O-1128 

Flagstaff,  type  M-71  (1). 

Specification,  283. 
Handbook, , 

80O-11S1 

FLAG  KIT,  type  MC-37 

Formerly  designated  "Combination  flag  kit,  In-^ 
fantry,  Co.  H;"  case  is  of  light-weight  olive- 

Comprises: 

80O-1121-1 

Case  26  by  5  by  2  inches. 

drab  cotton  webbing;  the  2-foot  flag  is  white,, 
with  an  8-inch  square  red  center. 

CONTENTS. 

Unit  of  measure,  each. 
Woieht  Der  unit  ^ 

80O-1111-3 

Flag,  2-foot,  White  (1). 

Packed, , 

80O-11O2 

Flag,  type  MO-26(l). 

Cubic  displacement. . 

80O-11O7 

Flag,  type  MC-44  (2). 

Shipping  weight, . 

80O-1128 

Flagstaff,  type  M.71  (1). 

Specification,  283. 
Handbook, . 

80O-1122 

FLAG  KIT,  type  MC-88L 

Formfirly  designated  "Combination  flag  kit.  In- 
ftotry,  Co.  I;"  case  is  of  light-weight  oUve- 

Ccmprises: 

80O-1122-1 

Case,  26  by  5  by  2  inches. 

drab  cotton  webbing;  the  2-ft>ot  flag  is  white,, 
with  an  8-inch  square  red  center. 

Unit  of  measure,  each. 
•     Weight  per  unit, . 

800-1110-8 

Flag,  2-foot,  white  (1). 

Packed, . 

800-1108 

Flag,  type  Ma-26a). 

Cubic  displacement, . 

800-1107 

Flag,  type  MC-44  (2). 

Shipping  weight, . 

800-1128 

Flagstaff,  type  M.71(l). 

Specification,  283. 
Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1123 

FLAG  KIT,  type  M:C-39 

Formerly  designated  "Combination  flag  kit.  In- 
fantry, Co.  K;"  case  is  of  light-weight  olive- 

Comprises: 

800-1123-1 

Case,  26  by  5  by  2  inches. 

drab  cotton  webbing;  the  2-foot  flag  is  white, 
with  an  S-inch  square  red  center. 

CONTENTS. 

Unit  of  measure,  each. 
Weight  per  unit, . 

800-1110-3 

Flag,  2-foot,  white  (1). 

Packed, . 

800-1104 

Flag,  type  MC-27(1). 

Cubic  displacement, . 

800-1107 

Flag,  type  MC-44  (2). 

Shipping  weight, . 

800-1128 

Flagstaff,  type  M-71  (1). 

Specification,  283. 
Handbook, . 

800-1124 

FLAG  KIT,  type  MC-40 

Formerly  designated  "Combination  flag  kit.  In- 
fantry, Co.  L;"  case  is  of  light-weight  ollve- 

Comprises: 

800-1124-1 

Case,  26  by  5  by  2  inches. 

drab  cotton  webbing;  the  2-foot  flag  is  white, 
with  an  S-inch  square  red  center. 

CONTENTS. 

Unit  of  measure,  each. 

Weieht  nrr  unit 

-800-1110-3 

Flag,  2-foot,  white  (1). 

Packed, . 

800-1105 

Flag,  type  MC-28  (1). 

Cubic  displacement, . 

800-1107 

Flag,  type  MC-44  (2). 

Shipping  weight, . 

800-1128 

Flagstaff,  type  M-71  (1). 

Specification, . 

Handbook, . 

^00-1125 

FLAG  KIT,  type  MC-41 

Formerly  designated  "Combination   flag  Wt, 
Inftotry,  Co.  M;"  case  is  of  light-weight  olive- 

Comprises: 

800-1125-1 

Case,  26  by  5  by  2  inches. 

drab  cotton  webbing;  the  2-foot  flag  Is  white, 
with  an  8-inch  square  red  center. 

CONTENTS. 

Unit  of  measure,  each. 
Weight  per  unit, . 

800-1110-3 

Flag,  2-foot,  white  (1). 

Packed, . 

800-1106 

Flag,  type  MC-29  (1). 

Cubic  displacement, . 

800-1107 

Flag,  type  MC-44  (2). 
Flagstaff,  type  M-71  (1). 

800-1128 

Specification,  283. 

Handbook, . 

.800-1126 

FLAG  KIT,  type  MC-42 

Formerly  designated  "Combination  flag  Ut;" 
similar  to  Flag  kit,  type  M-42,  but  equipped 

Comprises: 

«00-1126-l 

Case,  26  by  5  by  2  Inches. 

with  a  steel  shaft;  case  is  of  light-weight  oHve- 
drab  cotton  webbing.    One  2-foot  flag  is  whit«, 

CONTENTS. 

Mth  an  8-inch  square  red  center;  the  other  Is 

* 

red,  with  an  8-inch  square  white  center. 

800-1110-2 

Flag,  2-foot,  red  (1). 

Unit  of  measure,  each. 

800-1110-3 

Flag,  2-foot,  white  (1). 
Flag,  type  MC-44  (2). 

Wnifrhf  nnr  unit 

^00-1107 

Packed, . 

^00-1128 

Flagstaff,  type  M-46(l). 

Cubic  displacement, . 

Specification,  283. 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

80O-1127 

FLAGSTAFF,  type  M-46     

. 
Steel,  2  feet,  made  of  tool  steel,  with  butt  section 
cylindrical,  and  other  2  sections  tapered;  butt 
section  is  20tt  inches  long  and  0.656  Inch  diam- 
eter; middle  section  Is  19  inches  long  and  tip 
•  section  is  19J  Inches  long,  tapering  to  0.375 
inch  diameter. 

Unit  of  measure,  each. 

800-1 127-1 
800-1127-2 
800- 1127-3 

Comprises: 
Butt  section  (1). 
Middle  section  (1). 
Tip  section  (1). 

FLAGSTAFF,  type  M-71 

Packed, . 

80O-1128 

Specification,  599. 

Handbook, . 

Wooden;  for  2-foot  flag;  made  of  selected  hickory, 
with  hard  brass  fittings.    Drawing  979a. 

8OO-1701 

Comprises: 
Section,  type  SS-1  (1). 
Section,  type  SS-2(1). 
Section,  type  SS-3(1). 

FLAGSTAFF,  type  M-72 

8OO-1702 

8OO-1703 

Packed, . 

Specification, . 

TTftTiHhnnlr  "Nn         ■     - 

80O-1129 

Wooden;  for  4-foot  flag;  made  of  selected  hickory, 
with  hard-brass  fittings.    Drawing  980a. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

80O-1704 
800-1705 
800-1706 

Comprises: 
Section,  type  SS-4. 
Section,  type  SS-5. 
Section,  type  SS-6. 

FLAGSTAFF,  type  MC-43 

80O-113O 

Handbook, . 

Semaphore;  comprises  a  rod  of  greenheart,  cak, 
or  hickory;  24  inches  long,  and  tapered  from 
i-inch  diameter  at  butt  to  J-inch  diameter  at 
tip;  grooved  to  prevent  flag  tie  strings  from 
slipping.    Drawing  1C30-1. 

Unit  of  measure,  each. 

Packed, . 

Specification,  283. 
Handbook, . 
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Numerical 
code  or  No. 


Useful  informatioii. 


800-1131 


FLASHLIGHT,  type  TL-95. 


800-1132 


FLASHLIGHT     STAND,     type 
PH-6. 


800-1133 


FRAME,  type  FM-1.. 


800-1184 


FRAME,  type  FM-2. 


Electric;  hand;  8i  inches  by  1^  inches  diameter; 
fiberold  case;  operates  on  Battery,  type  BA-1. 
Drawing  897-1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, .  i 

Handbook, . 

Photographic;  a  \focden  stand  supporting  a  pv-i 
ramidalreflector lined  with  tradnglinenandtin^ 
into  which  reflector  enters  a  special  ignitor  (o^ 
spark-gap  device);  on  the  stand  are  momited  a 
strap  key;  a  small  commercial  spark  coil,  aod 
4  Batteries,  type  BA-17;  the  flashli^t  cart^ 
ridge  is  fitted  over  the  spark  gap  and  pressor^ 
of  the  key  causes  a  spark  to  jump  in  the  gapj 
setting  oft  the  glare,  which  is  focused  by  ibi 
reflector.    Drawing  490. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Wood;  for  moimting  4  Switchboard  units,  type 
EE-2,  in  a  group  to  form  Switchboard,  type 
BD-9.    Drawings  101-A-l,  A-2,  A-3,  A-4. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcatlon, . 

Handbook, , 

Wood;  for  mounting  8  Switohboanl  units,  type 
EE-2,  in  a  group  to  form  Switdhboaid,  type 
BD-10.  Drawings  lOl-B-6,  B-7,  B-fit,  B-i, 
A-10. 

Unit  of  measure,  each. 

Weight  per  unit, 

Packed, . 


Cubic  displacement,  - 
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Numencal 
oode  or  No. 

Article. 

Useful  information. 

800-1134 

FRAME,  type  FM-Z— Continued. 

fl'nA/i{fi/<o'fir>n     

opeciUCallju, . 

Handbook, . 

800>1135 

FRAME,  type  FM-3 

Wood;  for  mounting  12  Switchboard  units,  type 
EE-2,  in  a  group  to  form  Switchboard,  type 

BD-11.    Drawing  lOl-C-12,  B-13,  B-14. 

Unit  of  measure,  each. 

Packed, . 

iyUDlL  UISpiCKWIIlcIlIf,                ■  ■. 

OVk««>^«^«  V.#W     «WA««wl^^ 

Handbook, . 

800-1136 

FRAME ,  type  FM-4 

Distributing;  cable«splicing;  this  frame  is  made 

of  red  fiber,  6^  by  4^  by  iV  iuich,  and  contains 

60  holes  each,  -j^-inch  diameter,  arranged  to 

f(MTn  2  sets  of  30  each;  approximate  distance 

from  center  to  center  of  holes  in  the  same  set,. 

1  inch;  used  to  facilitate  cable  splicing  by  keep- 

ing the  different  strands  of  cable  correctly  sepa- 

rated from  each  other. 

Unit  of  measure,  each. 

Weight  per  unit,  3J  ounces. 

Packed, . 

flrtA/tifinaflrkn    — ^_ 

Oj^MX^lUl/UltlOIl,                  . 

Handbook, . 

800-1137 

FRAME,  type  FM-6 

Disbributing;  dimensions,  83  by  26}  inches;  oon- 
sists  of  vertical  angle  irons  securely  fastened  to 

Comprises: 

80O-1137 

Bolt. 

horizontal  irons  to  which  the  apparatus  is  fas- 

800-1137 

Brace. 

tened  by  bolts  and  screws,  also  insulating 

800-584 

Coil,  type  C-28  (40). 

joints,  distributing  rings,  braces,  etc.,  as  re- 

80O-1137 

Iron,  horizontal. 

quired.    Drawing  905C-4. 

800-1137 

Iron,  angle,  vertical. 

Unit  of  measure,  each. 

80O-1137 

Joint,  insulating. 

W^nicht  nnr  unit 

800-1187 

Ring,  distributing. 

Packed, . 

80O-1137 

Screw. 

Cubic  displacement,         ". 

80O-2056 

Switchboard,  type  BD-15. 

Shipping  weight, . 

80O-2161 

Terminal  strip,  type  TM-54  (30). 

Si>ecification,  571.             , 
Handbook, , 

141645—20 


-22 


Digitized  by  LjOOQ IC 


SIGNAL  GQBF8  STOmAOB  CATALOOUB. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT-Contlnued. 


Numerical 
oodeorNo. 

Article. 

Useful  information. 

80O-1138 

FRAME,  type  FM-^t 

ftame,  4  feet  2  inches  long  and  about  14  inchn 

wide,  to  be  carried  by  2  men.    It  is  fitted  for 

mounting  Spool,  type  DR-4,  and  lias  3  hinged 

legs  23  inches  long  to  support  one  end  of  it 

Drawing  116-D-l. 

Unit  of  measure,  each. 

Weight  per  unit, .                               ' 

Packed, . 

Specification,  608. 

Handbook, . 

800-1139 

FRAME,  type  FT-18 

Metal;  for  mounting  Set,  type  SGR-S4,  la  air- 

plane; 39i  by  30^  inches;  with  special  brackets 

and  mounting  collars. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Speciflcatio«,,303d. 

Handbook, . 

80O-1140 

FRAME,  type  M-1 

Pack;  fitting  on  pack  aparejo;  for  transporting 

Set,  type  SCR-49;  2  steel  bands  bent  and 

joined  by  cross  strips;  holding  hooks  and  plat- 

form; over-all  dimensions,  2U  by   19  by  » 

inches;  3  frames  per  set.    Drawing:  1034. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Spedflcation, , 

Handbook, 

800-1141 

FUNNEL,  tvoe  M-62 

A  metal  ftmnelSi  inches  long,  with  a  3-ln(0h  flan, 

^    V/  A^  A'V  m^M^y    WJ  r**    ^"^     *r«i»  «••••••••••••■• 

and  a  spout  drawn  down  approximately  |  inefa 

long  to  a  tube  of  ^  inch  diameter. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Piihfr  rfinnlnmmnTit 

VuDlC  CUSpUHXaiieubj  '              '  * 

Shipping  weight, . 

Specification,  600. 

Handbook, . 
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M^umerical 
oodeor  No. 

Article. 

Useful  Information , 

800-1143 

FUNNEL,  type  OC-^ 

1-pint  size;  provided  with  strainer;  made  of 
heavy  burnished  copper;  used  In  Oil  set,  type 

EE-18. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packwd, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  407. 

Handbook, . 

900-1143 

FUZE  tvDe  FU-1  

250-volt;  5-amp.;  cartridge-type;  fBrrule  con- 
tact; the  assembled  fuze  is  U  inches  long  and 

JL    \^  M^A-my    VJ  MT^*           ^      *•••••••••••••••••   •• 

the  mounting  caps  are  -H  inch  diameter  by  H 

inch  wide.    Drawing  827b-l. 

Unit  of  measure,  each. 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook. . 

800-1144 

FUZE.tvDe  FU-2 

25(>-volt;  l(Vamp.:  cartridge-type;  fwrule-ooii- 
tact;  the  assembled  fuze  is  li  inches  long  and 

Jk      ^^A^A'l     W^  X'^'                ^^        ^•••••••••■••••••••» 

the  mounting  caps  are  -H  inch  diameter  by 

Clinch  wide.    Drawing 827b-l. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

v>uui(>  cuspjouoiiieuii,              • 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1145 

FUZE  tVDe  FU-3  

250.volt;  15-amp.;  cartridge-type;  femitooon- 
tact;  the  assemoled  fuze  is  1}  inches  long  and 

A    \^  M^M^p   w^  Kr^  *^    ^^  ^^*  •  •••••••••••••••••• 

' 

the  mounting  caps  are  A  inch  diameter  by 

« inch  wide.    Drawing  827b-L 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

ffhinnlnfT  Trt^ltrYtf 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1146 

FUZE,  type  FU-4 

25a-volt;  54mip.;  cartridge-type;  ferrul&«aa- 
tact;   the  assembled  fuze  is  if  inches  long  and 

the  mounting  caps  are  H  inch  diameter  bv 

H  inch  wide.    Drawing  827b-l. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  di^TtlAnATTiAnt 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1147 

FUZE,  typeFU-6 

250- volt;  10-amp.;  cartridge-type;  ferrule-contact 
the  assembled  fuze  is  if  inches  long  and  the 

moimting  caps  are  H  inch  diameter  by  \i  inch 

wide.    Drawing  827b-l. 

Unit  of  measure,  each. 

Weight  per  unit, 

Packed, . 

fSiWp  /iierkln/tttmont    

V/U Lilly  majpioCPinwilfc,                  . 

Shipping  weight, . 

Specification,  — ■, — . 

Handbook, . 

800-1148 

FUZE,  typerU-6 

2S0-volt;  15-amp.;  cartridge-type;  ferrule-contact: 
the  assembled  fuze  is  1}  inches  long  and  the 

mounting  caps  are  H  inch  diameter  by  H  ioch 

wide.    Drawing  827b-l. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Piihir  HiTnlnmmrtnf 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1140 

FUZE,  typeM-36 

3-amp.;  comprises  a  delicate  wire  fuse  inclosed 
m  a  small  glass  capsule  approximately  1  inch 

long  by  1^  inch  diameter;  fitted  with  conical 

metal  tips  at  each  end;  used  on  Switchboard 

unit,  type  EE-2. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed; . 

Cubic  displacement, . 

Shipping  weight, - 

Spedflcatlon, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

SOO-UJBO 

FUZE.  tvDe  M-58. ...                 ... 

3-amp.;  baby-cartridge;  inclosed;  rear-couAected; 
spring-clip. 

■  ^-*"  •**.*y    v^  Mr^   ^^    *#w«  ••••••••••••••••••• 

Unit  of  measure,  each. 

'. .  \-V 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

1            oiuppiiig  weij^b,              . 

Specification,  302. 

Handbook, . 

800-1151 

GALVANOMETER,  type  1-35 

Reflecting  D'Arsonval,  arranged  for  mounting 
on  a  tripod;  provided  with*  a  short  insulated 
telescope  arm  and  an  optical  system  which 
magnifies  the  image  of  the  scale;  sensibility,  300 
megohms.    Drawings  119  and  24L 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

^uuic  aispiacoiuoub,             . 

Shipping  weight, . 

Specification, . 

Handbook, . 

80O-1153 

GALVANOMETER,  type  1-38 

A  differential  vertical  detector   galvanometer 
designed  especially  for  use  with  duplex  sets; 
Jeweled  bearing;  glass  face,  sUver  dial  with 
black  scale;   dimensions,   approximately   5) 
inches  high  by  3i  inches  wide  by  2|  inches  deep, 
exclusive  of  the  base,  which  measures  6|  inches 
long  by  3|  inches  wide  by  H  inch  thick.  Draw- 
ing 56. 

Unit  of  measure,  each. 

"Wnirhf  nnr  unit 

w  ci|$Jiv  per  uiuir,              . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1153 

O A  P,  type  G  A-2 

Open  quenched  spark  gap  consisting  of  3  gaps  in 
series;  comprises  2  intermediate  and  2  end 

disk  electrodes  made  of  coin  silver  with  Sepa- 

rators, type  IN-11;  mounted  on  special  stand; 

diameter  of  disk  electrodes,  2|  inches;  used  in 

Set  box,  type  BC-47.    Drawings  R-1701  to 

R-1713. 

Unit  of  measure,  each. 

Packed, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1153 


800-1154 


GAP,  type  GA-2— Continued. 


GAUGE,  type  TL-7. 


800-1155 


GAUGE,  type  ML-I7.. 


800-1156 


GAUGE,  type  ML-30.. 


Cubic  displacement,  - 
Shipping  weight, 


Specification,  2117. 

Handbo^, 

Air  gap;  sheet  spring  steel  strip,  2  inches  by  | 
inch  by  0.005  inches;  used  with  t.p.s.  buxsers. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation,  3020. 

Handbook, 

A  device  for  measuring  the  amount  of  precipita- 
tion of  rain,  snow,  or  hail;  consists  of  a  cylin- 
drical vessel  with  a  funnel-shaped  receiving 
surface;  this  vessel  is  mounted  on  iron  tripod 
supports;  the  gauge  is  equipped  with  a  measur- 
ing stick;  dimensidns  of  vessel,  25  inches  high 
by  8  inches  diameter. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook,  Julian  P.  Friee  &  Sons,  Cata- 
logue B,  page  32. 
Rain;  tipping  bucket;  comprises  a  metal  cylinder 
in  which  is  mounted  a  small  brass  bucket  so 
adjusted  that  it  tips  for  every  hundredth  inch 
of  rainfall  collected  in  the  12-inch  diameter 
receiver  at  the  top;  this  tipping  action  makes 
electrical  contacts  whereby  the  rainfall  is 
electrically  recorded  at  any  convenient  dis- 
tance on  a  register,  which,  however,  is  not 
included  as  part  of  the  gauge.  The  apparatus 
is  moimted  in  iron  tripod  supports. 

Units  of  measure,  each. 

Weight  per  unit, . 

Packed, 


Cubic  displacement, , 

Shipping  weight, . 

Specification, 

Handbook,  Julian  P.  Fries  d-  Sons,  Cata- 
bg  B,  page  2S. 
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Numerical 
code  or  No. 

Article. 

Useful  informatioii. 

800-1157 

GENERATOR,  type  GN-1 

B.C.;  25  and  275  Tolts;  2.5  and  0.076  amp.;  84 

watts;  4,000  r.p.m.;  dimensions,  17}  inches  by 

5  inches  diameter;  Westtaghouse;  fan-driTen; 

used  on  abplane  telephone  sets. 

Unit  of  measure,  each. 

Weight  per  unit,  15J  pounds. 

Packed, . 

Ol.t'n'nlv.fl.   ..TAJfl.1.^ 

Sv\iM>lflAa4'lr\n     

opociacaU9ii, . 

Handbook, . 

80O-llff8 

GENERATOR,  type  GN-l-A 

Similar  to  Generator,  type  GN-l. 
Uni  t  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handboek, . 

800-1159 

GENERATOR,  type  GN-2 

D.c. ;  25  and  275  volts;  2.5  and  0.076  amp.;  84  watta; 

4,090  r.  p.  m. ;  dimensions,  17^  by  5  inches  diam- 

eter; Crocker-Wlieeier;  fan-driven;  used  on  air- 

plane telephone  sets. 

Unit  of  measure,  each. 

Weight  per  tmlt,  18|  pounds. 

Packed, -. 

Specification, . 

Handbook, . 

800-1160 

GENERATOR,  type  GN-2-A 

Similar  to  Generator,  type  GN-2. 
Unit  of  measure,  each. 

Packed, . 

Cubic  displacement, . 

Specification, . 

Handbook, . 

800-1161 

GENERATOR,  type  GN-^ 

D.c;  25  and  275  volts;  2.5  and  0.076  amp.;  84  watts; 

4,000  r.p.m.;  dimensions,  5  by  5  by  10}  Uudiea; 

General  Electric;  fan-driven;  used  on  airpUme 

telephone  sets. 

Unit  of  measure,  each. 

Weight  per  unit,  16  pounds. 

Packed, . 
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rEfiCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1161 

GENEEATOE, 

type  GN-3— Contd. 

Shipping  weight, . 

Spedflcation, . 

Handbo(dc, , 

80<^1162 

GENERATOR, 

typeGN-4 

A.c;  900  cycles;  120  volts;  l]  amp.;  200  watts; 

4,500  r.p.m.;  dimensions,  25}  by  6}  indies  diMs- 

plane  telegraph  sets. 

Unit  of  measure,  eac*. 

Weight  per  unit,  11}  pounds. 

Padced, 

Shipping  weight, . 

S])ecification, . 

Handbook, 

800-1163 

GENERATOR, 

typeGN-4-A 

A.c;  900  cydes;  120  vdts;  1}  amp.;  200  watts; 
4,500r.p.m.;  dimensions, 21H  by  6} indies  diam- 
eter; Westinghouse;  fkn-drlven;  used  on  air- 
plane telegraph  sets. 

Unit*  of  measure,  eadi. 

Weight  per  unit,  11}  pounds. 

Packed, . 

ShlnTtinr  Tirrlfrht 

Spedflcation,  2068. 

Handbook,  — '■ — 

800-1164 

1  GENERATOR, 

typeGN-S 

A.  c,  900  cycles;  120  volts;  1}  amp.;  200  watts; 

4,500  r.  p.  m.;  CYocket-Wheder;  (to-driven; 

used  on  airplane  telegraph  sets. 

Unit  of  measure,  each. 

! 

Weight  per  unit,  11}  pounds. 

Packed, . 

Cubic  displacement, . 

cjuppuig  weignii, . 

Specification, . 

Handbook, . 

800-1165 

GENERATOR 

typeGN-6 

A.  c;  900  cycles;  120  volts;  1}  amp.;  200  watts; 

I 

4,500  r.  p.  m.;  HoltMr-Cabot;  fan-driven;  used 

1 

on  airplane  telegraph  sets. 

Unit  of  measure,  each. 

Weight  per  unit,  11}  pounds. 

1 

Packed, . 

1 

Diupping  weigiii,             • 

flrw*iflpAtinn   

opvc-iucauuu, . 

1 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  inlbnnation. 

8oo-±±ee 

GENERATOR,  type  GN-T 

D.c;  36volts;20amp.;l,000watts;  1,900 r. p.m.; 
Electric  CorpOTation;  gasoline-ongiiie  driven; 

used  on  battery-charging  sets. 
Unit  of  measure,  each. 
Weight  per  unit,  60  pounds. 
Packed, . 

Qffinrkimr  ivHirlif 

o  inppuig-  weigu  I, 

Specification, . 

Handbook, . 

800-1167 

GENERATOR,  type  GN-8 

A.  c;  500  cycles;  60  volts;  H  amp.;  250  watts; 

5,000  r.  p.  m.;  10  by  15  by  12|  inches;  General 

• 

Electric;  hand-driven;  used  in  Set,  type  SCR- 
49. 

. 

WAlirht  TWtr  unit   ____^ 

w  cignt  per  uiUb,             •• 

Packed, .       . 

«JUuUC  aispiacemeni, — . 

Specification, . 

Handbook, . 

800-1168 

GENERATOR,  type  GN-9 

D.  c;  25  and  115  volts;  53.3  amp.;  2,000  watts; 

^ 

1,200  r.  p.  m.;  Idf  by  161  by  13|  inches;  Dyneto 

Electric  Corporation;  gasoline-engine  driven; 

used  in  Set,  type  SCR-82. 

Unit  of  measure,  each. 

Weight  per  unit,  126  pounds. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2071. 

Handbook, . 

SOO-1169 

GENERATOR,  type  GN-10 

A.  c;  500  cycles;  110  volts;  6  amp.;  ^60  watts;  5,000 
r.  p.  m.;  E,  J.  Simon  Co.;  fan^driven;  used  on 

Set,  type  SCR-51. 

1 

Unit  of  measure,  each. 

Wrifrht  nrr  unit 

w  cignb  per  uuii/,              • 

Packed, . 

Diuppuig  weigni,             . 

!>lT\Ao{fl/»oi-lAn            ' 

spiX/Uicauoji, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1170 


GENERATOR,  type  ON-11 . 


800-1171 


GENERATOR,  type  GN-12.. 


.    800-1172 


GENERATOR,  type  GN-13. 


800-1173 


GENERATOR,  type  GN-14.. 


D.  c;  10  and  350  volts;  5  and  0.1  amp.;  S5  watts; 
3,700  r.  p.  m.;  weight,  41  pounds;  General  Elec- 
tric; hand-driven;  for  vacuum-tube  sets;  defi- 
nitely abandoned;  superseded  by  Generator, 
type  GN-12. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

D.  c;  10  and  350  volts;  5  and  0.1  amp.;  85  watts: 
3,700  r.  p.  m.;  General  Electric;  hand-drivco; 
for  vacuum-tube  sets;  improvement  over  Gei^ 
erator,  tj-pe  GN-11. 

Unit  of  measure,  each. 

Weight  per  unit,  41  pounds. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

D.  c;  10  and  300  volts;  6  and  0.1  amp.;  80 watts: 
2,000  r.  p.  m.;  5  by  8  by  12  inches;  Dyneto  Elec- 
tric Corporation;  hand-driven;  for  vacuum- 
tube  sets. 

Unit  of  measure,  each. 

Weight  per  unit,  27  pounds. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook,  — . . 

A.  c;  500  cycles;  60  volts;  4-  amp.;  250  watts; 
5,000  r.  p.  m.;  7  by  13  by  15  inches;  Crocket- 
Wheeler;  hand-driven;  used  In  Set,  type  SCR-<8. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


j@al»iedif|)laeement,  - 

Shipping  weight, 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


Useful  information. 


80O>l]74 


GENERATOR,  tjTXS  GN-15-1.. 


800-1 17ff 


GENERATOR,  type  QN-1&-2. 


800-1176 


GENERATOR,  type  GN-15-3 . 


800-1177 


GENERATOR,  type  GN-15-4. 


D.c;  50  Tolts;  30  amp.;  1,500  watts;  matmfac- 
tured  by  Star  Electric  Motor  Co.;  assembled  by 
Copley  Manufacturing  Co.,  Newark,  N.  J., 
with  Engine,  type  GE-3-1,  to  form  Set,  type 
8CR-110-1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 


Specification,  2080.^ 

Handbook, . 

D.  c;  50  volts;  30  amp.;  1,500  watts;  made  by 
Roth  Bros.;  assembled  by  Mayhew  Co.,  Mil- 
waukee, with  Engine,  type  GE^3-2,  to  form 
Set;  type  SCR-110-2. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2080.i 

Handbook, . 

D.  c;  50  volts;  30  amp.;  1,500  watts;  made  by  Do- 
mestic Engineering  Co.;  Dayton,  Ohio,  and 
assembled  by  same  company  with  Engine, 
type  GE-3-3  to  form  Set,  type  SCR-110-^. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Spedflcation,  2080.i 

Handbook, . 

D.  c;  50  volts;  30  amp.;  1,500  watts;  made  by  Dy« 
neto  Electric  Corporation;  assembled  by  J.  L. 
Yarian,  Syracuse,  N.  Y.,  with  Engine,  type 
GE-3-4  to  form  Set,  type  SCR-110-4. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, s 

Shipping  weight, . 


Specification,  2080.1 

Handbook, . 

1  Covers  general  requirements  only. 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1178 

GENERATOR,  type  GN-16 

D.c; 60 volts; 40 amp.; 2,000  watts;  1,200 r. p.m.; 
16}  by   16}   by  10|  inches;  Dyneto   Electrie 

Corporation;  gasoline-engine  driven;   used  in 

Set,  type  SCR-82-B. 

Unit  of  measure,  each. 

'WMirlit  nnr  unit 

Packed, . 

Cubic  displacement, . 

Specification,  2074. 

Handbook, . 

SOO-1170 

GENERATOR,  type  GN-17 

D.  c;  32  volts;  47  amp.;  160  watts;  1,200  r.  p.  m.; 
16}  by  16}  by  10|  inches;  Dyneto  Electric  Corpo- 

ration; gasoline-engine  driven;  used  in  Set, 

type  SCR-82-A. 

Unit  of  measure,  each. 

Weight  per  unit,  126  pounds. 

Packed, . 

Cubic  displacement, . 

RhlnTtinir  irnlirht 

Diuppiuii  WClgUfc,                 . 

Handbook, . 

SOO-1180 

GENERATOR,  type  GN-18 

D.  c;  6  and  300  volts;  3  and  |  amp.;  65  watts;  2,000 

driven;  for  vacuum-tube  sets. 

Unit  of  measure,  each. 

Weight  per  unit,  36  pounds. 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1181 

GENERATOR  tvoe  GN-19     

D.  c;  27.6  and  360  volts;  2.27  and  0.061  amp.;  84 
Watts;  4,600  r.  p.  m.;  6  by  5  by  10]  indies; 

\M  M^A^  Xi4  Airxm  A  x^  ^*y    *'^  tr^    ^^                 *^  ••••••••• 

Westinghouse  and  General  Electric;  ftuMlriven; 

used  in  airplane  telephone  sets. 

Unit  of  measure,  each. 

Weight  per  unit,  16  pounds. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1189 

GENERATOR,  type  GN-20. 

D.  c;  110  volts;  45  amp.;  5,000  watts;  l,200r.p.  m.; 
gasoline-engine  driven;  used  in  Set,  type  SCR- 
120. 

Unit  of  measure,  each 

Wriflit  nnr  unit 

Packed, . 

Specification,  2051. 

Handbook,  2051. 

800-1183 

GENERATOR,  type  GN-21 

D.  c;  25  and  115  volts;  40  and  4.35  amp.;  1,500 
watts;  1,300  r.  p.  m.;  Delco;  gasoline-engine 

, 

driven;  used  on  Set,  type  SCR-123. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Handbook  

800-1184 

GENERATOR,  type  ON-22. 

D.  c;  10  and  300  volts;  5  and  0.1  amp.;  80  watts; 

2,000  r.  p.  m.;  Dyneto  Electric  Corporation;. 

foot-driven;  used  on  vacuum-tube  set. 

Unit  of  measure,  each. 

Weight  per  unit,  35  pounds. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1185 

G ENERATOR,  type  GN-23 

Hand;  5-bar;  15-cycIe,  65  to  75  volts;  used  for 

telephone  bell  ringing;  cast-iron  pole  pieces; 

0 

laminated  armature;  moisture-proof  wind- 
ings; brass  gear  drive  and  pinion;  over-all  di- 
mensions, without  crank,  5i  inches  high  by 
6J  inches  long  by  4  inches  wide;  includes  t 
Crank,  type  M-63.     Drawing  376-F  and  374-e. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed,  — . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  401. 
Handbook, .      , 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Coatinofid. 


Numerical 
code  or  No. 


Useful  information. 


800-1186 


GENERATOR,  type  QN-24.. 


800-1187 


GENERATOR,  type  r.N-25.. 


800^1188 


•GENERATOR,  typo  ON-26. 


Hand;  3-bar;  used  for  telephone  bellrlngizig;  east- 
iron  pole  pieces;  laminated  armatnre;  moisture- 
proof  windings;  brass  gear  drive  and  pinion; 
over-all  dimensions,  without  crank,  5f  Indies 
high  by  5  inches  long  by  3|  inches  wide;  Indndes 
1  Crank,  type  M-dS.  Drawings  060-A  and 
374-d. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, — . 

Shipping  weight, . 

Spedflcation,  401. 

Handbook, . 

Hand;  4-bar;  used  for  telephone  bell  ringing; 
output  approximately  i  amp.  at  75  to  90  volts; 
cast-iron  pole  pieces;  laminated  armature; 
moisture-proof  windings;  brass  gear  drive  and 
pinion;  over-all  dimensions,  without  crank, 
approximately  5}  inches  high  by  3|  inches  wide 
by  OihlAeslong.  Inchidte  1  Crank,  type  U-m. 
Drawing  1022. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  575. 

Handbook, . 

Acetylene;  cartridge  shape;  used  in  Set,  signal, 
type  EE-33;  made  of  brass,  with  removable 
top,  and  is  arranged  for  attachment  to  the  back 
of  the  proj^or  or  for  suspension  from  the 
tripod;  dimensions  not  assigned. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 

Specification,  265. 

Handbook, . 
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Xnmerioal 
code  or  No. 

Article. 

Useful  information. 

800-1189 

GENEEATOE,  type  GN-27 

A.  c;  doeed-circult;  2-bar,  approximately  500 

bell  crank  handle.    Drawing  10101  Cl. 
Unit  of  measure,  each. 

Wnicrht  nnr  unit 

Packed, . 

r*iihip  rlifirtlnrfiTncTit  ' 

Shipping  welight, . 

Specification,  -. . 

Handbook, . 

800-1190 

GENEEATOE,  type  GN-28 

Same  as  Generator,  type  GN-27,  excepting  fold- 
ing   and    loeking    crank    handle.    Drawing 
10102C1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

HhinniniF  Timiirhf 

Specification, . 

KMidbodc,  — 

4MM>>1191 

GENERATOR,  type  UN-29 

D.  c,  8  and  350  volts,  hand-driven,  used  to  sup- 
ply power  for*the 'transmitter -of  the  SCE-127 
set.   Consists  of  the  easing  and  gecwing  system 
of  the  Nati^al  Electric  Supply  Co.    Genera- 
tor, type  GN-8,  with  the  armature  and  field 
of  the  500Hjycle  generator  removed  and  a 
double-voltage  armature  and  field  adapted 
from  the  DM-1  dynamotor  substituted  there- 
for. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

S<N>-]ltf2 

GONG,iypcM  67 

Conical;  wooden;  shaped  like  a  hollow  truncated 
cone;  circular  base,  3  inches  in  diameter;  top. 

2inche»indiMneter.   Prawing  «S3-C. 

'WAlrhf-TWr  tinit 

Packed, 

Specification, . 

Handbook, 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1103 

GONG,  type  M-59 

Pyramidal;  beU  metal;  black-finished;  has  sbmpe 
of  hollow  truncated  square  pyramid;  3^  incdies- 

high,  base,  3  inches  square,  top,  2  inches  square. 

Drawing  483-C. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

OpoCUlCablOU,                 . 

Handbook, . 

800-1104 

GONG,  type  M^ 

Roimd;  bell  metal,  black-finished;  3  indiee  in 

diameter,  height  of  beU,  H  inches;  fitted  at 

soldered  in.    Drawing  483-C. 

VYcigni  per  uuii,             . 

Packed, . 

Cubic  displacement, . 

Specification, . 

Handbook, . 

800-llOA 

GROUND  ROD,  type  GP-ll 

Service  buzser;  formerly  designated  "Oround 

rod,  type  D  ";  comprises  a  mild-steel  hexagonal 
rod  of  i  inch  diameter,  pointed  at  one  end  and 
crooked  at  the  other  end,  the  crook  ending  in  a 
flattened  tongue  i  inch  wide  by  A  inch  thick, 
filed  for  electrical  contact  and  drilled  for  A 
r.  h.  b. ,  machine  screw  to  attach  Terminal,  typa 
TM-31;  finished  length,  9  inches.    Drawing 
838-g-4. 

* 

u  HI  i  oi  measure,             . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Fthlrfninir  innitrht 

Diuppillg  wclgUi,                . 

Specification, . 

Handbook, . 

800-1106 

GROUND  ROD,  type  GP-15 

Formerly  designated  "Ground  rod,  type  A"; 
consists  of  a  galvaniced-iron,  rod,  |  inch  in 
diameter  by  5  feet  long,  pointed  at  one  end 
and  equipped  at  the  other  end  with  a  ^lor; 
piece  of  copper  wire  soldered  to   the   rodt 
used  in  fire-control  telephone  system. 
Unit  of  measure, ► 
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Numo-ical 
code  or  No. 


800^1196 


80O-1197 


Article. 


GROUNI)  ROD,  type  GP-15-Con. 


GROUND  ROD,  type  GP-16. 


80a-J108 


800-1199 


GROUND  BOD,  type  GP-17. 


GROUND  ROD,  type  GP-18 . 


Useful  information. 


141645—20 23 


Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shi-_  ping  weight, . 

Specification, . 

Handbook, . 

Formerly  designated  "Ground  rod,  typeE"; 
consistes  of  a  round  galvanized-iron  rod,  24 
inches  long,  pointed  at  one  end  and  equipped 
with  a  loose  iron  ring  at  the  other;  the  rod  is 
slightly  flattened  aproximately  }  inch  below 
where  the  ring  is  attached  and  a  machine  screw 
for  making  line  connection  is  threaded  through 
the  rod;  used  in  connection  with  camp  tele- 
phone syatem  or  wherever  a  temporary  or 
semipermanent  ground  connection  is  desired. 
Drawing  1072. 

Unit  of  measure, . 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

A  rod  of  semitubular  section  made  of  steel  which 
tapers  for  llj  inches  df  its  15J-inch  length  to  a 
sharp  point;  a  Williams  test  clamp  is  mounted 
within  the  arc  in  the  top  and  is  so  arraqged 
that  a  quick  ground  connection  can  be  made  by 
inserting  the  connecting  wire  in  the  jaws  of  this 
clamp;  diameter  of  rod,  1,^  inches;  formerly 
designated  "  Field  ground  rod,  Ml910.y  Draw- 
ing809-l. 

.  Unit  of  measure, . 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation, . 

Handbook, . 

A  galvanized-steel  pin,  27  inches  long  by  f  inches 
in  diameter,  with  a  head  1^^  Inches  in  diameter; 
the  sides  of  the  pin  are  grooved  and  a  length  of 
No.  12  B.  &  S.  gauge  copper  wire  is  driven  into 
these  grooves  and  looped  about  near  the  top  of 
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Numerical 
code  or  No. 


800-1100 


^00-1200 


4$00-1201 


-800-1202 


Article. 


GROUND  ROD,  type  GP-18-Con. 


GUY,  type  GY-1. 


GUY,  type  GY-2. 


GUY,  type  GY-3. 


Useful  information. 


^800-1203 


GUY,  type  OY-4. 


the  pin;  this  loop  serves  as  the  binding  post  or 
soldering  connection.    Drawing  828. 

Unit  of  measure, , 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

43-foot  length  of  Cord,  type  RP-3,  with  Insulator 
type  IN-1,  and  Fastener,  type  FT-9. 

Unit  of  measure, . 

Weight  per  unit, -. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

23-footlength  of  Cord,  type  RP-3,  with  Insulator,, 
type  IN-1,  and  Fastener,  type  FT-9.  i 

Unit  of  measure, .  j 

Weight  per  unit, , 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

36-foot  length  of  Cord,  type  RP-3,  with  metal  j 
tent  slide  and  snap  hook.  I 

Unit  of  measure, . 

Weight  per  unit, 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedficatians, . 

Handbook, . 

40-foot  length  of  Cord,  type  RP-^,  with  Fastemr, 
t3rpe  FT-9,  on  one  end  and  snap  hook  on  tb* 
other  end. 

Unit  of  measure, . 

Weight  per  unit, , 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedficatians,  2101. 

Handbook, — . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1204 


HAMMER,  type  HM:-1. 


8OO-1205 


HAMMER,  type  HM-2. , 


800-1^06 


HANDLE,  type  MC-3. 


800-1907 


HANDLE,  type  TI>-14. 


2-face;  2-pound;  16-inoh  handle. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3001. 

Handbook, . 

Marking;  an  inspector's  steel  hammer,  the  f^e  of 
which  is  engraved  with  the  Signal  Corps  io- 
insignla  and  hardened  so  that  this  Insignai  is 
clearly  impressed  in  wood  or  other  soft  material 
struck  with.the  hammer;  the  handle  is  hickory, 
13  inches  long  by  li  inches  maximum  diameter; 
the  head  is  steel,  4|  inches  long  by  |  inch  square, 
the  end  opposite  the  engraved  f^e  being  ta- 
I)ered  to  a  chisel  edge.    Drawing  1393. 

Unit  of  measure, . ; 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handnook, . 


Formerly  designated  "Pay-out  handle";  used 
with  buzzer-wire  spools;  comprises  a  hard  wood 
handle,  4f  inches  long  by  If  inches  maximum 
diameter,  in  the  end  of  which  is  driven  or  ce- 
mented a  f-inch  hard  brass  tube,  5  inches  long 
and  projecting  3^  inches.  A  catch  is  provided 
at  the  end  of  this  tube.    Drawing  485-1. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

File;  wood,  with  brass  ferrule;  3f  inches  over  all; 
largest  diameter,  approximately  1  inch.  Draw- 
ing 1283. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, 

Cubic  displacement, . 


Digitized  by  LjOOQ IC 


366  SIGNAL  COBPS  STORAGE  CATALOGUE. 

rESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 


Article. 


Useful  infonnation. 


800-1207 


800-1208 


HANDLE,  type  TL-14— Continued. 


HAND  SET,  type  T8-1.. 


8OO-120O 


HAND  SET,  type  TS-4.. 


Shipping  weight, . 

Specification, . 

Handbook, . 

Telephone;  comprises  an  aluminum  hand  grip, 
on  one  end  of  which  is  mounted  a  special  trans- 
mitter and  on  the  other  a  special  receiver,  to- 
gether with  1  Cord,  type  CC-204,  and  a  Cord, 
type  CC-201.  The  transmitter  is  a  granular 
carbon,  solid-back  type,  with  aluminum  dia- 
phragm. The  receiver  differs  from  the  Re- 
ceiver, type  R-7,  only  in  the  absence  of  the 
soft-rubber  earpiece  and  a  slight  chance  in  the 
case.  The  transmitter  is  fitted  with  a  curved 
mouthpiece.  Dimensions  of  set  assembled, 
length,  10  inches;  maximum  width,  about  4 
inches;  maximum  diameter  of  transmitter 
case  3^  inches;  maximum  diametw  of  receiver 
case,  2h  inches;  distance  from  center  of  receiver 
to  center  of  transmitter,  5,^  inches.  Drawing 
374n. 

Unit  of  measure, .  | 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  401. 

Handbook, . 

Comprises  a  specially  designed  transmitter  and 
receiver,  mounted  at  either  end  of  a  metal  hand 
grip,  making,  when  assembled,  a  telephone 
hand  set,  8H  inches  long,  2H  inches  wide  at 
transmitter;  and  1}  inches  wide  at  the  receiver; 
receiver  diameter,  2}  inches;  transmitter  diam- 
eter, 2iV  inches;  the  face  of  the  transmitter  is 
covered  with  a  perforated  hood  to  direct  the 
voice  vibration;  comprises  also  1  Cord,  type 
CC-309;  used  on  Telephone,  type  EE-4  and 
EE-4-A.    Drawing  1296. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  577. 

Handbook, . 
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Numerical 
eode  or  No. 


Article. 


Uselul  information. 


800-1210 


HAND  SET,  type  T8-6.. 


800-1211 


HEAD  BAND,  type  HB-1. 


800-1213 


HEAD  BAND,  type  HB-2. 


800-1313 


HEAD  HARNESS,  type  ST-16. 


A  special  design  of  hand  set  comprising  a  trans- 
,  mitter  and  a  receiver,  connected  by  a  wire 
framework,  the  hand-grip  portion  of  which 
contains  a  switch;  equipped  with  a  cord  and  a 
small  resistance  block;  formerly  designated 
"Portable  micro-telephone";  used  in  Tele- 
phone, type  EE-54.    Drawing  202b. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, 

Shipping  weight, . 

Specification, . 

Handbook, . 

Adjustable;  phosphor  bronze,  covered  with  web- 
bing and  equipped  with  clamps  for  moimting 
telephone  receiver;  2|-inch  radius;  10|  by  | 
inch.    Drawing  R-l-D-148. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Elastic,  with  attachment  for  fastening  to  a  Re- 
ceiver, type  R-5,  for  holding  the  latter  in  place 
over  the  ear;  used  on  Head  set,  type  HS-3; 
Western  Electric  Co.    Drawing  D-14703. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Telephone;  leather;  a  harness  of  3  leather  straps 
1  containing  a  steel  spring,  which  fits  on  the 
operator's  head  and  holds  the  receivers  to  his 
ears;  German  silver  rings  are  furnished  at  the 
sides  for  attaching  the  instruments;  the  straps 
are  i  inch  wide  by  A  inch  thick;  used  in  Head 
sets,  type  TS-3  and  type  HS-8. 

Unit  of  measure, . 

Weight  per  unit, , 

Packed, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1213 

HEAD  HARNESS,  type ST-16— Con. 
HEAD  SET,  type  HS-1 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  401. 
Handbook 

80O-1214 

Airplane  telephone. 

Comprises: 
Cord,  type  CO-2  (1). 
Helmet,  type  HA-1  (2). 
Plug,  type  PL-7  (1). 
Receiver,  type  R-1  (2). 
HEAD  SET,  type  HS-2 

800-  835 
80O-1226 
800-1562 
80O-1608 
800-1215 

Weight  per  imit,  1  pound  11  ounces. 
Packed, . 

Handhnok 

Airplane  telephone. 

Comprises: 
Cord,  type  CO-2  (1). 
Helmet,  type  HA-2  (1). 
Plug,  type  PL-7  (1). 
Receiver,  type  R-1  (2). 
HEAD  SET,  type  HS-3 

800-   836 
800-1227 
800-1562 
800-1608 
800-1216 

Weight  per  unit, . 

Packed, . 

Specification,  2031. 

Handbook, . 

Telephone;  may  be  worn  with  helmet  and  gas 

Comprises: 
Cord,  type  CO-4  (1). 
Head  band,  type  HB-2  (2). 
Plug,  type  PL-20  (1). 
Receiver,  type  R-5  (2). 

HEAD  SET,  type  HS-4 

mask.    S.  C.  Order  No.  130485,  Oct.  29, 1918. 

800-   873 
800-1212 
80O-1674 
800-1612 

Weight  per  unit, . 

Packed, . 

Specification,  2117. 
Handbook  ■    ■    - 

800-1217 

Receivers  are  connected  to  Head  band  and  cord. 

Comprises: 
Cord,  type  CD-79  (1). 
Head  band,  type  HB-l  (1). 
Receiver,  type  R-7  (2). 

HEAD  SET,  type  HS-5 

800-  828 
80O-1211 
80Q-1614 

Wnifrhf  nor  nnit           --- 

Packed, . 

80O-1218 

Specification, . 

Handbook, . 

Telephone;  bipolar  single  head  receiver;  hard- 

rubber  case;  leather-covered  head  band;  resist- 
ance approximately  610  ohms;  Western  Ekc- 
tric  Co.,  No.  156-W,  used  with  Switchboards, 
types  BD-9,  BD-10,  and  BD-ll. 

Wnifrhf-  nnr  unit 

Packed, . 

Cubic  displacement, . 

Digitized  by  VjOOQ IC 


SIGNAL  COBPS  STORAGE  OATAXOGTTE. 

DBSCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


35» 


Nnmerical 
code  or  No. 

Article. 

Useful  information. 

800-1318 

HEAD  SET,  type  HS-S-Contd. 

Specification, . 

Handbook, . 

800-1310 

HEAD  SET,  type  HS-7. 

Telephone;  comprises  a  head  clamp  made  of  No. 

25  B.  <Sc  S.  gauge  spring  steel  at  one  end  of  which 

is  attached  a  special  receiver  of  65  to  80  ohms 

resistance,  having  a  soft  iron  diaphragm  and  a 

case  and  cap  of  hard  rubber;  cord,  type  CC-205 

is  part  of  this  head  set  and  runs  from  the  re- 

ceiver across  the  head  clamp  Jind  thence  to  the 

telephone  set  on  which  the  head  set  is  used 

Unit  of  measure, . 

'Wrip^t  nrr  unit 

Packed, . 

*^UlJlt'  tu&pitKjBmeut,  — — — 

Specification,  401. 

Handbook, . 

800-1220 

HEAD  SET,  type  H&-8- 

Telephone;  the  2 receivers  and  Cords,  type  CC-200. 

Comprises: 

are  attached  to  head  harness,  making  connec- 

800- 736 

Cord,  type  CC-200  (2). 

tion  with  Cord,  type  C(V204,  in  connecting 

800-  740 

Cord,  type  CC-204  (1). 

block  which  rests,  when  the  set  is  in  use,  on  the 

800-  602 

Connecting  block,  type  BL-4  (1) 

operator's  chest. 

800-1213 

Head  harness,  type  ST-16  (1) 

800-1614 

Receiver,  type  R-7  (2). 

Packed, . 

Cubic  displacement, . 

Specification,  401. 

Handbook, . 

800-1221 

HEAD  SET,  type  HS.9. 

Airplane  telephone;  similar  to  HS-2. 

Comprises: 

Unit  of  measure,  each. 

800-  SS5 

Cord,  type  CO-2  (1). 

wcigui/  per  uxui,              . 

800-1227 

Helmet,  type  HA-2(1). 

Packed, . 

800-1660 

Plug,  type  PI>-6(1). 

800-1608 

R4M)eiver,  type  R-1  (2). . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1222 

HEAD  SET,  type  P-1 

Telephone;  comprises  head  band  and  2  receivers; 

Baldwin. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1293 

HEAD  SET,  type  P-2 

Circuit  testing;  Murdook  ''circuit  detector"  No. 

80;  comprises  1  receiver,  head  band,  smaU  dry 

cell  attached  to  head  band,  and  cord  with 

special  testing  Ups. 

Unit  of  measure, . 

Wflicfif  nnr  unit 

Packed, . 

Cubic  displacement, . 

Rhinnfnr  imifrht 

• 

Specification, . 

Handbook, . 

800-1224 

HEAD  SET,  t3rpeP-ll 

Telephone;  Western  Electric  Co. 

Comprises: 

Unit  of  mnutiim 

800-  837 

Cord,  type  CO-4  (1). 

Weight  per  unit,  1  pound,  2  ounces. 

800-1211 

Head  band,  type  HB-1  (1). 

Packed, . 

800-1360 

Plug,  type  PL-5  (1). 

f^iT>i/*  <llQnlA/>OTnAnt    -^— 

v^ULUu  mayHK/Piimiiv,               . 

800-1609 

Receiver,  type  R-2  (2). 

Shipping  weight, . 

Specification,  2,000. 
Handbook, . 

800-1225 

HEAD  SET,typeT8-3 

Telephone;  artillery  style;  a  specially  designed 
head  set  in  which  the  receiver  fits  over  one  wr 

Comprises: 

800-  693 

Connecting  block,  type  BL-4  (1). 

of  the  operator  and  the  transmitter  over  the 

800-  736 

Cord,  type  CC-200  (2). 

other  ear,  the  mouthpiece  of  the  transmitter 

800-  738 

Cord,  type  CC-202  (1). 

curving  down  to  the  operator's  mouth. 

800-  862 

Cord  adjuster,  type  M-62  (1). 

Unit  of  measure, 

800-1213 

Head  harness,  type  ST-16  (1). 

Weight  per  unit, . 

800-1614 

Receiver,  type  R-7  (1). 

Packed, . 

800-2216 

Transmitter,  type  T-6  (1). 

Cubic  displacement, . 

Rhinninr  nrciirht 

Specification,  401. 

Handbook, . 

800-1226 

HELMET,  tvne  HA-1  

for  use  in  airplane.    Western  Electric  Co.  No. 

«-r^^^.r     ^  fw  V* 

AA^^  MSAMAM^  *,  1     VJ  Sr^     *-**■>     *■•    ••••••••••••• 

1-A. 

'Writrhf  nrr  unit 

Packed, — — . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Ntimerical 
code  or  No. 

Article. 

Useful  information. 

800-1227 

HELMET,  type  HA-2  (large,  small. 

Comprises  inner  and  outer  leather  helmet,  with 

or  medium). 

laces  and  straps,  and  sponge  rubber  cups  for 
ear  cushions;  made  in  3  head  sizes,  large,  med- 
ium, and  small;  for  use  In  airplane.    Drawing 
RL-A-1388. 

'WnitrVif  nrr  iinif 

Packed, . 

fihinrkincr  nratfrhl*    __^^.^ 

i9lUppiJl($  wcignt,                 . 

(>lrkAr*Mr>af'l/vn    — ^— ^ 

D^HX/XUL'oUUU,                  • 

Handbook, . 

800-1228 

HOLDER,  tvoe  FT-13     

A^  •\^  M^  «  '  M^  M^WJ    vj  Mr            ^     "•      A*'  ••    •••••••••••• 

mast  of  Loop,  type  LP-1. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

opeciQcaiiou,             . 

Handbook, . 

800-1229 

HOOD,  type  I^G-9 

Canvas;  for  Generator,  type  GN-8. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Spedflcation, . 

Handbook, . 

800-1230 

HOOK,  type  HK-4 

Snap;  with  a  1-foot  length  of  0.64-inGfa  phosphor 

bronze  wire  attached. 

Unit  of  measure, . 

Packed, . 

Cubic  displacement, . 

^Shipping  weight, . 

Specification, . 

Handbook, . 

800-1231 

HOOK,  type  HK-6 

Bronze;  double  hook  with  ball-bearing  roller  for 

^LA  ^^  ^^  ^'^9    "J  Mr^^    ■  *  ■■      "•  ••••••••••••••••• 

use  on  Pole,  type  M-25;  over-all  length,  8  inches; 

used  for  reclaiming  wire;  part  of  Wire  pike,  type 

MC-L 

Unit  of  measure, . 

Weight  per  unit, , 

Packed, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800^1231 


800-1232 


HOOK,  type  HK-5— Continued. 


800-1233 


HORN,  type  M-49. 


800-1234 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  618. 

Handbook, . 

HOOK,  type  HK-6 1  Iron;  a  double  hook  for  use  on  Wire  pike,jMC-2; 

over-all  length,  6i  inches;  width  of  large  hook, 
2H  inches;  width  of  small  hook,  2f  inches;  so- 
perseded  by  Hook,  type,  HK-5;  this  hook 
forms  part  of  wire  pike  formerly  designatet!, 
"  Wire  pike,  M1910."    Drawing  808. 

Unit  of  measure, . 

Weight  per  unit, -. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Strombos;  a  signaling  horn  operated  by  com- 
pressed air;  comprises  a  horn  of  No.  26  B.  &  8. 
gauge  brass,  12^  inches  long,  with  bell  6i  indies 
in  diameter  and  neck  1^  inches  in  diameter; 
the  horn  protrudes  from  a  cast-brass  shell  which 
contains  the  vibrating  mechanism  and  the  air 
inlet  and  outlet  vents;  over-all  dimensions  of 
shell,  3iV  inches  high  by  4f  inches  in  diameter 
exclusive  of  a  mounting  bracket  cast  with  the 
shell  which  projects  lA  inches  from  the  side  of 
the  shell;  diaphragm  diameter,  3if  inches;  dia- 
phragm thickness,  0.005  inch;  used  in  Set, 
strombos  horn,  type  ME-17.  Drawing  13(H-A 
and  1304-B. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  588. 

Handbook, . 

Air;  7  feet  long  by  f  inch  in  diameter;  inside 
diameter  approximately  |  inch;  equipped  with 
brass  nipple  and  brass  coupling  as  per  drawing 
1304-A;  used  to  conduct  air  from  tanks  to  horn 
in  Set,  strombos  horn,  type  EE-17.  Drawing 
1304-A. 

Unit  of  measure, . 


HOSE,  type  M-50.. 
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Numerieal 
code  or  No. 


Article. 


Useful  information. 


800-1234 


800-1235 


HOSE,  type  M-SO— Continued. 


HOUSING,  typeBE-13. 


800-1236 


800-1237 


HYDROMETER  SET,  type  EE-47 


HYDROMETER,  type  HY-1... 


Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  588. 

Handbook, . 

A  wooden  box  for  housing  Telephone,  type  EE-4 
or  EE-4-A,  when  used  in  the  target-range 
signaling  systems;  it  measures  25  inches  high 
by  12  inches  wide  by  llf  inches  deep;  the  lower 
9  inches  of  each  side  forms  a  support,  and  the 
floor  of  the  box  is  looated  16  Inches  below  the 
top  of  the  box;  equipped  with  hinged  door  and 
hasp. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

An  equipment  comprising  a  cylindrical  tin  case, 
5t  inches  high  by  2-^  inches  in  diameter,  con- 
taining a  white  glass  beaker,  4f  inches  high  by 
1  inch  in  diameter  (exclusive  of  base  and  spout), 
a  Baum^  hydrometer  of  clear  white  glass  3| 
inches  long  by  i  inch  maximum  diameter,  a 
paper  box  to  contain  the  hydrometer,  a  soft, 
red,  rubber  syringe  bulb,  2J  inches  in  diameter 
but  tapered  to  32-inch  length,  and  a  clear  glass 
syringe  tube,  4  J  inches  long  by  J-inch  in  dia- 
meter.   Drawing  1396. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, — . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Consists  of  a  celluloid  tube  7|  inches  long  by  1 
inch  in  diameter  at  one  end  and  H-iiich  in 
diameter  at  other  end;  diameter  changes  at 
mid-point;  has  rubber  stopper  at  large  end  and 
lead  plug  at  small  end;  a  soft  rubber  bulb  fits 
into  the  rubber  stopper  and  is  2i  inches  long  by 
li[  inches  in  diameter;  has  "double-reverse" 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1237 


HYDROMETER,  type  HY-1— Con. 


800-1238 


HYDROMETER,  type  HY-2. 


800-1239 


UYdROCJRAPil,  type  ML-16. 


hard  rubber  tube  at  small  end  which  is  5  biches 
long  over  all  by  Vrinch  bore;  float  is  made  of 
celluloid  and  is  H  inches  long  by  ^rinch  in 
diameter  at  large  end,  and  f-inch  in  diameter 
at  small  end,  and  has  both  S.  O.  and  Bmrni 
s sales;  used  for  determining  the  specific  graritj 
of  storage  batteries.    Drawing  RL-SK-1332. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed,  in  cylindrical  cardboard  tube  13 
inches  long  by  li  inches  in  diameter. 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2088. 

Handbook, . 

Consists  of  a  glass  tube  6}  inches  long  by  i  inch 
in  diameter  at  the  large  end  and  H  inch  in 
diameter  at  small  end;  diameter  changes  at  mid- 
point; tube  is  constructed  at  one  end  so  that  a 
soft  rubber  bulb  2g  inches  long  by  U  inches  in 
diameter  may  be  fitted  over  it;  other  end  is  fit- 
ted with  a  soft  rubber  stopper  which  has  a  bole 
for  inserting  a  hard,  rubber  tube;  hard  rubber 
tube  is  of " double-reverse"  type  and  is  5  inches 
long  by  Vr-inch  bore;  the  float  is  made  of  glass 
and  has  a  maximum  length  of  4^  inches  and 
maximum  diameter  of  25||  inches;  has  both 
S.  Q.  and  Baum6  scales;  used  for  deter- 
mining the  specific  gravity  of  storage  batteries. 
Drawing  RL-D-2400. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed,  tube  in  wooden  box  9H  incbes 
wide  by  2^  inches  high,  filled  with  saw- 
dust; float  in  a  wooden  box  4^  inches 
long  by  1^  inches  wide  by  1|  inches  high, 
filled  with  cotton. 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2089. 

Handbook, . 

Portable;  a  self-registering  hygrometer;  the 
pen  is  operated  by  the  expansion  of  hair  in 
moisture  and  the  contraction  in  dryness,  the 
cylinder  is  revolved  by  clockwork;  contained 
in  metal  case  with  carrying  handle;  used  for 
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Numerical 
code  or  No. 

Article. 

Useful  infonnation. 

800-1230 

HYGROGRAPH,    type    ML-16-. 

charting  relative  humidity)  Julian  T.  Frier  & 

Continued. 

Sons'  Catalogue  B,  page  36. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Handbook, . 

800-1240 

INDICATOR,  type  1-16 

Speed;  Starrett  No.  106  or  equivalent. 

Weight  per  unit,  4  ounces. 

Packed, . 

OiilitM  <4}«*«1aa<\«v.a<v.^ 

Dnippuig  wuigui,,              . 

Specification, . 

Handbook, . 

800-1241 

INDICATING  DISK,  type  M-85.  .*.. 

Comprises  a  6-foot  pole,  IJ  inches  thick,  sup- 
porting a  circular  disk  made  of  white  cloth 
held  taut  by  a  collapsible  hoop  of  iV-inch 
phosphor-bronze  wire;  in  the  center  of  the  disk 
is  a  red  square  of  10  by  10  inch  dimensions; 
the  hoop  is  made  in  2  halves,  each  hinged  at  the 
top  of  the  pole  and  attached  to  a  sliding  sleeve 
below;  it  collapses  when  a  spring  is  depressed 
permitting  the  sleeve  to  slide  down  the  rod  and 
the  wire  halves  to  straighten  out;  formerly 
caUed  "Indicating  disk  and  spreader."  Draw- 
ing 686. 

'Wricht  nrr  iinif 

Packed, . 

Cubic  displacement, . 

onippLug  WclgUb, 

Specification, . 

Handbook, . 

800-1242 

INDUCTANCE,  type  ID-1 

Spiral;  made  of  tV^iicIi  brass  strip;  about  12 
turns;  mounted  on  Set  boxes,  types  BC-15  and 

BC-15-A.    Drawing  RL-D-192. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

f^hinnincr  Trrlrht 

oiupyuM^  woigui.,               . 

Specification, . 

w 

Handbook, . 
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800-1243 


800-1344 


800-1245 


INSTRUMENT  SHELTER,  type 
ML-41. 


INSULATING  COMPOUND,  type 
IC-1. 


INSULATING 
IN-13. 


DEVICE,      type 


A  housing  for  meteorological  instruments  made 
of  wood,  with  all  sides  ventilated  by  rainproof 
slits  of  shutter  type;  has  a  slanting  roof  and  a 
hinged  front  door;  designed  to  fit  on  Stand, 
type  ML-42;  approximate  dimensions  of 
housing,  20  inches  wide  by  28  inches  long  by 
40  inches  high.  Manufactured  by  Martin  Wie- 
gand,  Washington,  D.  C. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcatian, . 

Handbook, . 

Ozite;  mineralic;  No.  2;  a  compound  used  for 
insulating  and  sealing  pot  heads  and  for  otha 
purposes  where  it  is  desired  to  insulate  and 
protect  wires  and  other  circuit-carrying  parts 
of  apparatus  from  moisture;  in  1-gallon  cans. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Speciftcation, . 

Handbook, . 

Tent;  used  on  Tent,  type  TN-1;  consists  of  a 
piece  of  rubber  9}  inches  by  7^  inches  irith 
small  marginal  holes  for  lacing  into  tent  reoti- 
lator  and  a  central  tube  of  standard  1-inch  hose, 
10  inches  long,  with  cast-brass  reinforcement, 
for  admitting  antenna  lead-in  wire.  Drawing 
104-C-2. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  611. 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

80(m246 

INSULATOR,  type  IN-1 

Strain;  hard  rubber;  with  hooks.    Drawing  RL- 
D-rf. 

INSULATOR.  tvDe  IN-2 

Packed, . 

Shipping  weight, . 

Snecification  

800-1247 

Handbook, . 

Strain:  Electrose  No.  4500;  without  hooks*  to 

INSULATOR,  typeIN-3 

withstand  45,000  volts;  1}  inches  by  2|  inches 
diameter. 

Wnitrhf  nnr  unit 

Packed, . 

Shipping  weight, . 

800-1248 

Handbook, . 

Streamline;  Dilecto;  4  by  iinch;  used  in  Equip- 
ment, type  A-22. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

INSULATOR,  type  IN-4 

Shipping  weight, . 

800-1249 

Handbook, . 

Strain;  S.  G.  D.  P.    Electrose,  No.  3001;  to  with- 

INSULATOR, tvne  IN-5 

stand  42,000  volts;  4^  by  3^  inches  diameter; 
drawing  986-5. 

Unit  of  measure, . 

Wftiirht  -nnr  iiiiit    

Packed, . 

Cubic  displacement, . 

800-1250 

Handbook, . 

Strain;  hard-rubber  rod  with  hole  through  each 
end;  5^  by  f  inch. 

Unit  of  measure, . 

WAi'irht  nnr  nnit 

Packed, . 

RhfnnlTifr  Ttrniirht    

Specification,  3044. 
Handbook, . 
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Numerical 
code  or  Na 


AJticle. 


Useful  information. 


800-1261 


INSULATOR,  type  IN-6., 


80O-12fi2 


INSULATOR,  typeIN-7. 


800-1253 


INSULATOR,  typeIN-8.. 


800-1254 


INSULATOR,  type  IN-10 . 


Mast-top;  bakelite;  with  brass  cap;  3H  by  1^ 
inches;  threaded  to  fit  Pin,  type  FT-3.  Draw- 
ing RL-B-330. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Pin  type;  consists  of  a  molded  bakelite  insulator 
with  metal  cup,  molded  on  a  st«el  pin  of  square 
cross  section  threaded  at  bottom  end;  over-all 
dimensions,  £{  inches  long  by  l^V  inches  dlam(»- 
ter,  large  end,  by  1|  inches  diameter,  small 
end;  pin  is  f  inches  square;  used  as  mast-top 
insulator;  interchangeable  with  assembly  U 
Insulator,  type  IN-6,  and  Pin,  type  FT-3. 

Unit  of  measure, . 

Weight  per  unit, 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  3045. 

Handbook, . 

Strain;  phenol  fiber  rod  of  rectangular  section;  to 
withstand  35,000  volts  for  1  minute;  4  inches ; 
long. 

Unit  of  measure, . 

Weight  per  unit, .  | 

Packed, . 

Cubic  displacement, . 

Shipping  weight, .  | 

Specification,  2004. 

Handbook, .  j 

Strain;  micarta  strip,  7  inches  long  by  ^  mch  | 
wide  by  i  inch  thick;  fitted  with  galvanized- 
steel  clevises  at  each  end;  also  galvanized-ste«l 
harness  hooks  at  each  end;  drawing  RL-A-103:. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification,  2107. 
Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  infonnation. 


800-l!S58 


INSULATOR,  type  IN-63.. 


800-1259 


INSULATOR,  type  IN-55... 


800-1260 


INSULATOR,  type  IN-56.., 


800-1261 


INSULATOR,  type  IN-67.. 


141645—20 24 


Wooden-knob;  single-grooye;  1§  inches  hic^  hy 
li  inches  in  diameter;  groove  diameter,  ^ 
inch.;  hole  diameter,  }  inch;  for  trench  use. 
Drawing  1347-1. 

Unit  of  measure, . 

Weight  per  unit,  1  ounce. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Strain;  hard-rubber;  3}  Indies  long  by  |  indies 
diameter;  has  a  hole  -f,  inch  diameter  through 
each  end;  used  on  Antenna,  type  AN-4. 
Drawing  986-5. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation, . 

Handbook, . 

Double-groove;  double-petticoat:  porcelain; 
equipped  with  a  lag  screw;  over-all  dimen- 
sions, including  screw,  5^  inches  high;  maxi- 
mum diameter,  H  inches;  distance  between 
groove  centers,  1  inch;  formerly  designated 
''Porcelain  insulator  with  lag  screw,  typo  A" 
Drawing  1371-1. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, * 

Shipping  weight. . 

Specification, . 

Handbook, . 

Wooden-knob;  formerly  designated  "Knob  in- 
sulator, 2.25  cm.";  single-groove;  dimensions, 
I  inch  high  by  }  inch  diameter.  Drawing 
1347a-l. 

Unit  of  measure, . 

Weight  per  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

80O-1262 

INSULATOR,  type  IN-58 

Wooden  knob;  formerly  designated  knob  is. 
sulator,  2.5  cm.";  single-groove;  dimensions, 

linchbyil^c^tUameter.    Drawing  1347^1. 

Unit  nf  mniifiiirr 

Wfiiclif  Tinr  unit 

Packed, . 

Shinninc  Tirnirht 

Specification, . 

Handbook, . 

800-1263 

INSULATOR,  type  IN-59 

Wooden  knob;    formerly  designated  '<Enob  in- 

sulator, 4.5  cm.";  single-groove;  dimensions, 

1  j  inch  high  by  1,^  inches  diameter.    Drawing 

1347a-l. 

Unit  of  measure, . 

"Wnifht  nnr  unit 

Packed, . 

Cubic  displacement,  — '■ — . 

Specification, . 

Handbook, . 

800-1264 

INSULATOR,  type  IN-60 

Knob;  trench-type;  made  of  electrose  or  similar 

composition;    single-groove;    fbrmerly  desig- 

nated "Knob  insulator,  trench  type,  composi- 

tion."   Drawing  1347-1. 

Unit  of  measure, . 

Packed, . 

Specification, . 

Handbook, . 

800-1265 

INSULATOR,  type  IN-61 

Porcelain,  strain;  comprises  a  porcelain  rod,  18 

\^\^^if      ^  tw  ^^*^ 

inches  long  by  1}  inches  diameter,  which  is 

fitted  at  both  ends  with  cast  ahiminom  caps 

electrostatic  shields;  formerly  called  "Porcekin 

insulator  with  electrostatic  shield."    Diawisg 

1396. 

Unit  of  measure, . 

VY  cigub  per  uiiii, '            . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
•  code  or  No. 

Article. 

Useful  information. 

800-1406 

MOUNTING,  type  FT-17 

gular  plate;  the  latter  is  mounted  perpendicu- 

t 

larly  between  the  2  circular  plates,  which  are 

held  together  by  means  of  2  bolts;  the  rectangu- 

lar plate  is  adapted  for  mounting  1  Condenser, 

type  CA-3-A;  the  circular  plates  are  adapted 

lor  mounting  1  Transformer,  type  TF-1;  used 

in  Set,  type  SCR-73-A.    Drawings  RL-D-1157 

and  RL-D-1159. 

'Wr)ir''ht  nnr  unit 

Packed, . 

Onfvw\«vk/w  nT^\«tfvn^ 

Speclflcation,  2066. 

Handbook, . 

800-1266 

INSULATOR,  type  lN-62 

Pigtail;  for  lance  poles;  die-molded  of  mica  or 
similar  compound.    Drawing  No.  40002A1. 

Unit  of  measiure,  each. 

Wrtif hf  nnr  unit 

VT  eigiii  ptsr  uiiii,              . 

Packed, . 

VyUDlC  lUSpiavcIIlcnb,                . 

Specification, . 

Handbook, . 

800-1267 

INSULATOR,  type  IN-63 

Clamp;  for  lance  poles;  die-molded  of  mica  or 
similar  compound.    Drawing  40002A1. 

Unit  of  measure,  each. 

^l^rnifrVit  nrir  iinit 

Packed, . 

fir\AAlfi/totl/vn    

opvCiucaCKm, . 

Handbook, . 

800-1268 

INTERPHONE    CIRCUIT,    type 

Magnavox;  consists  of  5  station  boxes,  connecting 

BC-56. 

cords,  recall  button,  and  battery  switch,  all 
permanently  connected  together;  for  use  on 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement,  — — . 

Specification  2064. 
Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  Infonnatiozi. 


800-1969 


INTERRUPTER,  type  IP-1.. 


80O-1270 


INTERRUPTER,  type  lP-2.. 


80O-1271 


INTERRUPTER,  type  IP-3.. 


Ccmsists  of  a  small  10-volt  shunt  motor  eairying 
on  its  shaft  an  angular  cam  which  Ictoates  t 
number  of  spring  contacts;  the  whole  is  inolofed 
in  a  tight  cylindrical  case  of  cast  almnlmmi,  4 
inches  diameter  and  5i  inches  long;  theoontacts 
are  in  series  and  so  sjnced  that  from  12  to  30 
interruptions  per  revolution  are  obtained  by 
using  different  cams  and  sets  of  contacts;  the 
interrupter  may  be  set  for  200,  400,  600,  800, 
1,000,  1,200,  1,400,  or  1,500  interruptions  per 
second;  it  is  in  series  with  the  primary  of  a 
transformer,  the  secondary  of  which  dehvers 
high-voltage  current;  was  intended  to  be  osed 
in  place  of  Power  buzzer,  type  0-4,  for  t.  p.  8. 
transmitter;  complete  set  inclosed  in  wooden 
box  with  hinged  cover  and  carrying  handle; 
made  by  Dyneto  Electric  Corporation. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Motor-driven;  for  same  purpose  as  Interrupter, 
type  IP-1;  designed  by  Universal  Machine  Ca 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

A  cast-iron  case  in  which  are  suitably  moonted 
and  connected  an  electromagnet,  a  make^nd* 
break  armature,  and  0.2  mfd.  fixed  condeDser 
and  a  75-ohm  noninductive  resistance  coil; 
dimensions,  approximately  5H  inches  diameter 
by  4  inches  high;  has  glass  window  at  top. 
Drawing  235a  and  23.')b. 

Unit  of  measure, . 

Weight  per  unit,  — — . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1272 

JACK,  type  JK- 1 

Double  telephone;  brass;  2A  by  li  by  1  inch. 
Drawing  RI^C-149. 

Wnlclit  nnr  iinff 

v>  eij^i;  per  uiuc, 

Packed, . 

Specification, . 

Handbook, . 

800-1273 

JACK,  type  JK-2 

Brass  sleeve  with  Oerman  silver  contact  and  stop 
springs;  for  engaging  single-plug  bodies  such 

as  are  used  on  Plug,  type  PL-8;  diameter  of 

openinp,  J  inch;  over-all  dimensions,  H  by  A 

by  A  iiich;  equipped  with  soldering  temilnals 

and  1  brass  screw;  used  on  Set  boxes,  types 

BC-10,  BC-11,  BC-12,  BC-13,  BC-13A,  BC-20, 

and  Mountings,  types  JM-1  and  JM-4;  W^estem 

Electric  Co.  No.  251.     Drawing  RL-C-1192. 

Weight  per  unit, . 

• 

Packed, . 

v-'uDic  aispiacemeni,             . 

Handbook, . 

800-1274 

JACK,  type  JK-3 

Double  telephone;  with  tip  contact  springs;  for 
for  receiving  2  Plugs,  type  PL-5;  Western 

Electric  Co.  No.  252.     Drawhig  RL-B-528. 

Packed, . 

Handbook, . 

800-1275 

JACK,  type  J  K-4 

2-conductor;  short-circuiting;  for  telephone  plug 

making  tip  and  sleere  contact;  metal  frame  of 

jack  makes  sleeve  contact;  sleeve-contact  spring 

normally  rests  on  anvil  spring;  over-all  dimen- 

sions, 3H  by  f  Inch;  opening  diameter,  0.252 

inch;  Western  Electric  Co.  No.  155;  used  as 

"grid  current"  and  "space  current"  jacks  on 

Set  box,  type  BC-11,  and  Mounting,  type  JM-3. 

Drawing  RIv-C-2395. 

Wel0it  per  unit, . 
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Numerical 
code  or  No. 

Article. 

Useful  infonnation. 

800-1275 

JACK,  type  JK-4-Continued. 

Packed, . 

Cubic  displacement, . 

Shinnin?  weight  — — . 

01U^|IUJg    WOl^Ut,                        • 

Specification, . 

Handbook, . 

800-1276 

JACK,  type  JK-5 

Double  telephone;  2-wire;  brass;  2i  by  1  by  1^ 
inches.    Drawing  RL-B-108. 

Weighc  per  unit, . 

Packed, . 

. 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1277 

JACK,  type  JK-7 

Single  telephone;  2-wire,  with  brass  moonting 
plate  forming  1  contact;  tip  spring;  Western 

Electric  Co.,  No.  254. 

Weight  per  unit, ,    , 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1278 

JACK,  type  JK-8 

2-wire;  used  as  "grid  current"  and  *'space  Off^ 
rent"  jack  on  Set  box,  type  BC-13;  Western 

Electric  Co.  No.  169;  tip  and  sleeve  spring. 

Unit  of  measure, . 

Weight  per  unit, -. 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1279 

JACK,  type  JK-9 

Telephone;  adapted  for  Plug,  type  PL-^;  makd 
tip  and  sleeve  connections;  Western  Eleolile 

Co.  No.  256. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 

Handbook, . 
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870 


JACK,  type  JK-IO 


soa-±^si 


80O-1282 


JACK,  type  JK-11. 


JACK,  type  JK-12.. 


800-1283 


JACK,  type  JK-13. 


Telephone;  adapted  for  Plug,  type  PIr-5;  similar 
to  Jack,  type  JK-9;  adapted  to  be  mounted 
flush  with  panel  of  Set  box,  type  BC<-37;  makes 
tip  and  ring  connections;  Western  Electric  Co. 
No.  78. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, >. 

Shipping  weight, . 

Specification, . 

Handbook, . 

Individual  Jack  fitting  1-spring  plug  body  such 
as  used  on  Plug,  t3rpe  PLr-17;  made  of  brass; 
over-all  dimensions,  1^  by  ff  inch;  used  on 
Set  box,  type  BC-47.  Drawings  R-A-2918  to 
R-A-2927. 

tlnit  of  measiu-e, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2117. 

Handbook, . 

4-conductor;  consists  of  2  black  fiber  blocks,  3^ 
by  If  by  A  inches,  clamped  together  by  screws 
and  holding  in  grooves  between  them  4  brass 
jack  sleeves  arranged  in  pairs  with  jack  springs 
and  reinforcement  springs;  distance  between 
sleeve  centers  on  each  pair ^  inch;  used  in  Set, 
buzzer-sending,  type  EE-15.    Drawing  1465. 

Unit  of  measure, . 

Weight  per  umt, . 

Packed, . 

Cubic  displacement, •, 

Shipping  weight, . 

Specification,  607. 

Handbook, . 

2-conductor;  consists-Df  2  black  fiber  blocks,  2iby 
If  by  A  inch,  clamped  together  by  screws,  and 
holding  in  grooves  between  them  1  pair  of  brass 
jack  sleeves  with  jack  springs  and  reinforcement 
springs;  distance  between  sleeve  centers,  ^  inch; 
used  in  Cord,  type  CD-78.    Drawing  1465. 

Unit  of  measure, . 

Weight  per  unit, . 
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Nnmerlcal 
code  or  No. 

Article. 

Useful  information. 

800>1S83 

JACK,  type  JK-13-Continued. 

Packed, . 

^hinnini*  nrrirht 

Specification,  607. 

Handbook , . 

800-1284 

JACK,  type  JK-14 

Telephone;  consists  of  an  aluminum  (^anw  2| 

inches  long  by  |  inch  wide  by  A  inch  thick, 

widened  out  at  one  end  to  A  inch  square  and 

drilled  }  inch  diameter  to  receive  plug;  a  sleere 

contact,  a  German  silver  spring,  and  a  contact 

strip  are  screwed  to  the  frame  and  properly 

' 

insulated  from  the  frame  and  from  each  other  by 

phenol  fiber  insulating  strips  and  bushings;  the 

contact  point  is  70  per  cent  silver  and  30  per  ceot 

gold;  the  sleeve  terminal,  spring,  and  contact 

strip  are  drilled  at  the  end  to  make  soldered  wire 

connection.    Drawing  RL-?-611. 

Weight  per  unit,  — '■ — . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-2431 

JACK,  type  JK-15 

A  3-conductor  jack  with  nickel  silver  springs  and 

brass  shell  with  black  rubber  japan  finish. 

Used  with  Transmitter,  type  T-7.    Drawing 

10151D1. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Q'nAAtfi/ta^t/wt    

opecincaxion,           ■  ■• 

Handbook, . 

800-1285 

JACKKNIFE,  type  KN-1 

Formerly  designated  "Service  knife^';  a  3-bIaded 

%^^^^^       m  n0\^%^ 

jackknife  with  ebony  handle;  blades  are  best 

English  Shefideld  crucible  cast  steel;  lining  is 

No.  20  sheet  brass;  the  bolsters,  name  plate, 
and  blade  rivets  are  of  German  silver;  name 
plate  is  marked  "U.  S.  Signal  Corps."  Draw- 
ing,  1185. 

Unit  of  measure, . 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

Digitized  by  VjOOQ IC 


SIGNAL  COBPS  STOBAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT-Continued. 


877 


Numerical 
code  or  No. 


Article. 


Useful  information. 


80O-1285 


800-1286 


JACKKNIFE,  type  KN-1— Contd. 


JACKKNIFE,  type  KN-4 . 


800-1287 


JUNCTION  BOX,  type  JB-3. 


800-1288 


JUNCTION  BOX,  type  JB-5.. 


Shipping  weight, . 

Specification, . 

Handbook. . 

A  2-bIaded  jackkmfe  with  cocobola  handle;  form- 
erly designated  "Electrician's  knife'';  1  blade  is 
adapted  for  use  as  a  screwdriver;  blades  are 
best  English  Sheffield  crucible  cast  steel; 
lining  is  No.  20  sheet  brass;  bolsters,  name  plate, 
and  blade  rivets  are  of  German  silver;  name 
plate  is  marked  "U.  S.  Signal  Corps."  Draw- 
ing 1185. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, —. 

Iron;  for  limited  cable  distribution  in  damp  or 
exposed  locations;  comprises  a  cast-iron  box 
approximately  11 J  by  18J  by  4i  inches  over- 
all dimensions,  with  standard  plugs,  nipples, 
and  caps;  provides  10  connections;  cover  has 
words  "Standard  junction  box"  cast  on  its 
face. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  584. 

Handbook, . 

Target-range;  usually  instUled  in  manholes; 
comprises  a  cast-iron  box  approximately  15| 
inches  long  by  10^  inches  high  by  6^  inches 
thick  over  all;  this  box  provides  suitable  open- 
ings for  the  entrance  of  a  tap  from  a  main  cable 
and  a  number  of  subsidiary  Cables,  type 
CC-251;  accommodates  3  Terminal  strips,  type 
TM-54,  to  which  the  conductors  of  the  cables 
are  connected,  when  it  is  used  in  target-range 
signaling  sets.    Drawing  825. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 


Article. 


Useful  information. 


80O-1288 


800-1289 


JUNCTION  BOX,  type  JB-5-Con. 


JUNCTION  BOX,  type  JB-6. 


800-1290 


KEY,  type  J-1. 


800-1291 


KEY,  type  J-2. 


80O-1292 


KEY,  type  J-3.. 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Cable;  3-way;  a  cast-iron  box,  4  inches  square  by 
3  inches  high,  equipped  with  3  nipples,  eagAi 
threaded  for  attachment  of  a  1-inch  iron  con- 
duit; equipped  also  with  3  mounting  lugs  and 
cover  which  screws  on.    Drawing  390-2. 

Unit  of  measure, . 

OWeight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 

Specification, . 

Handbook, . 

Telegraph;  model  1915;  for  Set,  type  SCR-49. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Telegraph;  on  mounting  base,  3i  by  5}  by  | 
inch;  used  in  Set,  type  SCR-49.  Ihawing 
RL-D-U. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacemmt, . 

Shipping  weight, 

Specification,  ■ 

Handbook, . 

Telegraph;  adjustable;  folding;  on  mountiiig 
base,  3|  byS^  inches;  used  in  Set,  type  SCR-7I . 
Drawing  RL-D-289. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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870 


Noinerical 
code  or  No. 


Article. 


Uselul  information. 


800-1293 


KEY,  type  J-4.. 


800-1294 


KEY,  type  IS.. 


800-1295 


KEY,  type  J-6.. 


800-1296     KEY,  type  J-7. . 


800-1297 


KEY,  type  J-10.. 


Telegraph,  silent;  for  instruction  purposes;  L.  S. 
Brach  Co.  Drawing  8071.  No  Signal  Corps 
specification. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Telegraph;  flame-proof;  adjustable;  equipped 
with  Binding  posts,  type  TM-8,  and  mounting 
base;  for  use  on  airplanes. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  a»081. 

Handbook,  — ;— . 
Telegraph;  adjustable;  heavy  handle;  open  gap; 
mounting  base,  ^  by  1  finches;  for  use  on  air- 
planes.   Drawing  RL-D-76. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

*  Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Telegraph;  adjustable;  flame-proof;  mounting 
base,  5^  by  2f  inches;  with  winker  lamp  socket 
on  the  same  base;  for  use  on  ^rplanes.  Draw- 
ing RI^D-204. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed,  . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, — . 

Handbook, . 

Telegraph;  for  use  on  radio  tractor  set. 
RL-D-15. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Drawing 
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SIGNAL  COBPS  STOBAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1297 

KEY,  type  J-10-Contlnued. 
KEY.  tvueJ-ll 

800-1298 

Handbook, . 

Telegraph;  flame-proof;  silent;  equipped  with 
rubber  buffers;  used  for  instruotion  porpoees. 

KEY,  type  J-12 

800-1299 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Telegraph;    adjustable;   high-speed;    mounthig 
base,  2i  by  3}  inches. 

KEY,  type  J-14 

Weight  per  unit, . 

Packed, . 

800-1300 

Shipping  weight, . 

Speciacation,  3093., 

Handbook, . 

Telegraph;  folding  adjustable;  shunted  by  a 
6-ohm  resistance;  used  on  Set  box,  type  BC-47. 
Drawings  R-1772  to  R-1799. 

KEY,  type  J-15 

Wnlirht  nnr  unit- 

Packed, . 

800-1301 

Specification,  2117. 

Handbook, . 

Legless;  Bunnell  type;  steel  lever  4H  inches  long; 
black  fiber  button  Ik  inches  diameter  by  1| 
inches  high,  over  brass  form  3  by  2  inches; 
equipped  for  mounthig  on  wood  base  ot  Set, 
buzzer  sending,  type  EE-15.    Drawing  1465. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification,  607. 
Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


80O-13O2 


KEY,  type  J-16. 


800-1308 


KEY,  type  J-17.. 


80O-18O4 


KEY,typeJ-18.. 


800-1305 


KEY,  type  J-19.. 


Strap;  consists  of  a  spring  3)  inches  long,  one  end 
of  which  is  drilled  for  attaching  to  panel,  the 
other  end  has  bakelite  buttons,  1  inch  diameter 
and  contact  point;  second  contact  point  is  pro- 
vided for  attachment  to  panel  beneath  the  strap 
contact;  used  in  Set,  signal  lamp,  tyi>e  EE-10. 
Drawing  1478. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,'  610. 

Handbook, . 

Flashing;  strap;  unmounted;  comprises  a  l|i  by 
f  by  0.025-inch  German-silver  spring  with 
brass  button  ^  inch  diameter  by  f  inch  high; 
other  end  fitted  with  bolt  and  nut  for  attach- 
ment to  block,  panel,  or  base;  comprises  also  a 
contact  point  to  be  attached  similarly  to  block, 
panel,  or  base  beneath  button. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight , . 

Specification,  600. 

Handbook, . 

Open-drcuittelegraph;  legless;  platinum  or  platl- 
num-iridium  contacts;  phosphor-bronze  lever; 
hard-rubber  switch  knob  andiever  lip;  approx- 
imate over-all  dimensions,  2|  by  5}  by  2  inches; 
used  in  Set,  induction,  field  telegraph,  type 
EE-21.    Drawings  44&-A-1  and  860-1. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Speciflcztion,  370. 

Handbook, . 

Telephone;  2-wiay:  comprises  a  rubber  handle 
which,  by  moving  a  brass  body,  serves  to  crowd 
together  several  German-silver  strip  springs  on 
one  side,  while  at  the  same  time  it  permits  a 
like  niunber  on  the  opposite  side  to  draw  apart; 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1305 


KEY,  type  J-19— Continued. 


800-1306 


KEY,  type  J-20.. 


80O-1307 


KEY,  type  J-21.. 


800-1308 


KEY,  type  J-22.. 


locks  In  both  operating  positions  and  makes  and 
breaks  2  contacts  with  each  movement;  com- 
prises appropriate  insulating  parts  and  mount- 
ings; handle  is  j  inch  high  by  |  inch  diameter; 
used  to  connect  a  telephone  set  direct  to  either 
of  two  lines.    Drawing  376a-2. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  401. 

Handbook, . 

Telephone;  double-pole,  single-throw;  comprises 
a  brass  body  to  which  is  attached  a  hard  rubb^ 
knob,  1  by  I  inch  diameter,  by  which  the  body 
is  moved  so  that  it  presses  together  several 
Qerman-silver  contact  springs,  making  contact; 
reversing,  it  permits  them  to  separate  and 
break  contact;  usedin  Switch  box,  type  BOSS. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  491. 

Handbook, . 

Strap;  formerly  designated  "Key,  strap, large"; 
comprises  a  slate  blase,  5|  inches  long  by  3i 
inches  wide,  upon  which  is  mounted  a  spring 
brass  strap  with  binding-post  connections  at 
one  end  and  a  hard  rubber  button  at  the  other 
end;  equipped  with  upper,  lower,  and  center 
contacts.    Drawing  312a. 

Unit  of  measure, . 

Weight  per  unit , . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, .  | 

Strap;  formerly  designated  '*  Key,  strap,  small"; 
comprises  a  slate  base  4  inches  long  by  2iocb0 
wide  upon  which,  is  mounted  a  spring  brass 
strap  with  binding-post  connections  at  one  end 
and  a  hard  rubber  button  at  the  other  end;  I 
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888 


Numerical 
code  or  No. 


Article. 


Usefol  information. 


800-1308 


KEY,  type  J-22— Continued. 


800-1309 


KEY,  type  J-2! 


80o-iaio 


KEY,  type  J-24.. 


equipped  with  upper,  lower,  and  center  con- 
tacts.   Drawing  312-b. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  disp.acement, . 

Shipping*  weight, . 

Spedflcation, . 

Handbook, . 

Wireless  telegraph;  for  use  on  sets  of  1  to  5  kw.; 
formerly  designated  "Wireless  key,  M1911"; 
comprises  a  black  fiber  base,  3i  inches  Mde  by 
i  inch  thick  by  ^  inches  long,  on  which  is 
mounted  a  heavy  brass  lever,  7j  inches  long  by 
A  inch  square,  fitted  at  one  end  with  a  hard 
rubber  button,  1-,^  inch  diameter:  special  care 
is  taken  in  the  insulation  of  this  key;  2  flat 
silver  contact  buttons  are  provided,  1  on  the 
lever  arm  and  1  attached  to  the  base,  the  faces 
of  which  meet  flush  when  the  key  is  closed. 
Drawing  889. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Oil  break;  formerly  designated  "Oil  break  wire- 
less telegraph  key*';  comprises  an  insulating 
base,  15}  inches  long  by  6  inches  wide  by  1) 
inches  thick,  on  which  are  moimted,  suitably 
connected,  a  commercial  legless  telegraph  key, 
a  small  wooden  zinc-lined  tank,  and  an  electro- 
magnet; the  depression  of  the  key  closes  a  low- 
vcdtage  circuit  and  causes  the  magnet  to  move 
a  lever  and  bring  together  2  contacts  dosmg  a 
high-voltage  circuit  under  the  oil  in  the  little 
tank.    Drawmgs  81a  and  81b. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification, . 

Handbook, . 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT-Continued. 


Numerical 
code  or  No. 


Article. 


Useful  information. 


80O-1311 


KEY,  type  J-25.. 


800-1312 


KEY,  type  J-26.. 


800-1313 


KEY,  type  J-27.. 


A  radio  sending  key  first  used  on  Set,  1-kw.  Itokl 
wireless  wagon,  type  SCR-41;  comprises  a 
phosphor-bronze  lever  mounted  on  a  2-iDch 
slate  base,  8^  inches  long  by  4}  inches  wide;  one 
end  of  this  lever  supports  a  hard  rubber  buttop 
and  the  other  end  a  heavy  contact  which  b 
brought  flush  with  a  similar  contact  monDted 
on  an  arm  directly  above  it  whenever  the  key 
is  depressed.    Drawing  643-1. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Radiotelegraph;  McKinney  type;  comprises  • 
'  small  telegraph  key  mounted  upon  a  wooden 
box  which  measures  12}  inches  long  by  9  inches 
wide  by  3|  inches  high;  a  carefully  balanced, 
ciu^ed  arm  extends  from  the  key  through  a 
hole  into  the  box  and  supports  at  its  end  a  high- 
voltage  contact;  the  other  contact  is  mounted 
on  an  insulating  block  attached  to  the  floor  of 
the  box;  a  glass  window  in  the  top  of  the  box 
provides  a  view  of  the  high-voltage  contacts; 
first  used  in  the  wireless  telegraph  set  of  the 
Jolo-Zamboanga  plant,  P.  I.    Drawing  243. 

Unit  of  measure, . 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, .  | 

Specification, . 

Handbook, . 

Radiotelegraph;  McKinney  type;  comprises  a 
small  telegraph  key  mounted  upon  a  wooden 
box  which  measures  12i  i  nches  long  by  4|  Inches 
wide  by  3i  inches  high;  a  carefully  balanced 
curved  arm  extends  from  the  key  through  the 
hole  into  the  box  and  supports  at  its  end  a  high- 
voltage  contact;  the  other  contact  is  mounted 
on  an  insulating  block  attached  to  the  floor  of 
the  box;  designed  for  3  kw.  marine  wireless 
sets.    Drawing  634-1. 

Unit  of  measure, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1313 

KEY,  type  J-27— Contlmied. 
KEY,  type  J-28 

Packed, . 

800-1314 

Specification, . 

Handbook, . 

Open-circuit;  leg;  nickeled-steel  lever;  hard-rub- 

KEY, type  J-29. 

ber  button;  platinum  contacts;  over-all  dimen- 
sions, 5i  inches  long  by  2}  inches  wide  by  3i 
inches  high,  including  legs.    Drawing  860-1. 

Packed, . 

80O-1315 

Specification, . 

Handbook, . 

Closed-circuit;  leg;  nickeled-steel  lever;  bard- 

KEY,  type  J-30. 

rubber  switch  knob  and  button;  platinum  con- 
tacts; over-all  dimension,  5}  inches  long  by  2| 
inches  wide  by  3  inches  high,  including  legs. 
Drawing  860-1. 

Weight  per  unit, . 

Packed, . 

80<^-13i6 

Shipping  weight, . 

Specification, . 

Handbook, . 

Closed-circuit;  telegraph;  legless;  lever  of  nickeled 
steel;  switch  knob  and  button  of  hard  rubber; 
platinum  contacts;  approximate  over-all  dimen- 
sions, 6i  Inches  long  by  2J  inches  wide  by  IJ 
inches  high. '  Drawing  860-1. 

Unit  of  measure, . 

Woitrht  nnr  unit 

KEY,typeJ-31     

Packed, . 

800-1317 

Shipphig  weight, . 

Specification, . 

Handbook, . 

Combination;  leg;  for  open  and  closed  circuits; 
brass  lever,  hard  rubber  switch  knob  and  but- 
ton; platinum  contacts;  over-all  dimensions, 
approximately  6}  inches  long  by  3f  inches  wide 

141645—20 25 
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Numerical 
code  or  No. 


Useful  information. 


80O-1317 


KEY,  type  J-31— Continued. 


800-1318 


KEY,  type  J-32.. 


800-1319     KEY,  type  J-33. 


by  4  inches  high,  including  legs.    DrawiiK 
860-1. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Telegraph;  open-circuit;  legless;  steel  lever; 
equipped  with  tungsten  contacts;  to  be 
mounted  on  a  table. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


900-2432 


KEY,  type  J-34., 


Cubic  displacement, . 

Shipping  weight,' . 

Specification,  620. 

Handbook, . 

Open-circuit  telegraph  key,  tungsten  contacts, 
legless,  steel-lever  type.  Key  and  body  to  be 
made  of  brass  or  tough  die  cast  metal  and  drilled 
for  2  flat-head  wood  mounting  screws. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  630. 

Handbook, . 

Flashing;  German  silver  strap,  1^  by  |  by  0.Q2S 
inch;  with  brass  button,  A  ^ch  diameter  by 
I  inch  high;  mounted  on  wood  base,  !{  by  3] 
by  ^  inch.  Contained  in  Set  box,  type  DC-84, 
used  in  Signal  Lamp,  type  EE-6.  Drawinf 
1462. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  600-B. 

Handbook. 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-2433  i  KEY,  type  J-35.. 


8O0-1320 


800-1321 


KEY  SET,  type  EE-46. 


KlTE„tppe  Kl'l. 


Flashing;  German  silver  strap,  l^i  by  |  by  0.026 
inch;  with  brass  button,  A  ii^ch  diameter  by  | 
inch  high;  mounts  with  socket,,type  SO-8; 
on  wood  base,  2-^  by  6|  by  yV  inch!  contained 
in  Set  box,  type  BC-81;  used  in  Signal  Lamp, 
tjrpeEE-?.    Drawing  1462. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 
Shipping  weight, 


Specification,  600-3. 

Handbook, . 

A  4-key  telephone  keyboard;  formerly  designated 
"Plotting  room  key  set";  comprises  a  metal 
box  approximately  10|  inches  long  by  4}  inches 
high  by  8i  inches  wide  over  all,  in  which  are 
mounted  on  an  insulating  base  4  double-throw 
telephone  keys  with  suitable  binding  posts; 
used  for  coimecting  local  Instruments  to  any 
one  of  8  signal  circuits.    Drawing  1242. 

Unit  of  measure, . 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, 

Kaadbook, . 

Obsolete.  Formerly  designated  "Folding  Malay 
kite";  made  of  spruce  rods  glued  together  and  rein- 
forced with  hard  brass  wire  No.  13  and  waxed' 
thread  wrappings;  cloth  covered;  measures  when 
extended  60  inches  high  by  60  inches  wide;  maxi- 
mum width  occurs  11  inches  below  top  of  kite;  used 
for  carrying  aloft  radio  antenna  wires.    Drawing 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1322 


KITE,  type  KI-2 . 


800-1323 


KITE,  type  KI-3. 


800-1324 


KNIFE,  type  KN-2 . 


800-1325 


KNIFE,  type  KN-3. 


Antenna;  formerly  designated  "King  kite**; 
used  with  the  Set,  field  wireless  pack,  type 
SCR-44;  box  type;  the  sticks  are  of  spruce  sup- 
ported by  a  rim  of  No.  32  B.  <b  S.  gauge  heavy 
stranded  wire ;  cov  ering  is  light  slate-colored  per 
cale;  bridle  is  f-inch  hemp  cord;  kite  measures 
6  feet  high  by  6  feet  wide.    Drawing  534-«-3. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Antenna ;  formerly  designated  *'  King  kite  " ;  used 
with  the  Set,  field  wireless  pack,  type  SCR-44; 
box  type;  the  sticks  are  of  spruce  supported  bj 
a  rim  of  No.  32  B.  &  S.  gauge  heavy  stranded 
wire;  covering  is  light  slate-colored  percale; 
bridle  is  |  inch  hemp  cord;  kite  measures  7) 
feet  high  by  7^  feet  wide.    Drawing  534-ch3. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  — . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Cable  sheath;  a  straight  steel  blade  with  a  leather- 
covered  handle;  the  blade  is  4|  inches  long  by 
1}  inches  wide;  handle  is  4  inches  long  and  is 
tapered  from  1^  inches  wide  to  H-inch  wide; 
the  handle  is  not  in  a  straight  line  with  the 
blade,  but  is  bent  upward.    Drawing  321. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Cable  sheath;  a  straight  steel  blade  with  a  leath<^ 
covered  handle;  blade  is  6|  inches  long  by  li 
inches  wide;  handle  is  of  straight  type,  4  inches 
long  and  tapered  tram  l/g  inches  wide  to  H 
inch  wide.    Drawing  321. 


Digitized  by  LjOOQ IC 


SIGNAL  COBFS.STOBAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Contiiiued. 


389 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-132iS 

KNIFE,  type  KN-3-Contiinied. 
KNIFE,  type  TL-29 

IVHfrhf  Ttrtr  iinit 

Packed, . 

800-1326 

Shipping  weight, . 

Specification, . 

Handbook, . 

Equipped  with  1  knife  blade  and  1  screw  driver 
blade  with  safety  lock;  length  closed,  3g  inchns. 
Drawing  RI/-A-532. 

LAMP,  type  LM-1 

WAirrht  nrr  iinif 

Packed, . 

800-1327 

Specification,  3115. 

Handbook, . 

Ballast;  bayonet  base;  over-all  dimensions,  4^  by 
li  inches;  iron  filament  in  hydrogen*  atmos- 
phere; crinkled  V-shaped  filament;  used  for 
keeping  current  constant  withm  fairly  wide 
limits  of  generator  voltage  variation.    Draw- 
ing RL-A-247. 

Unit  of  measure, .* 

LAMP,  type  LM-2 

Packed, . 

800-1328 

Specification,  3125. 

Handbook, . 

Incandescent;  10  watts,  130  volts;  tipless;li  by- 
1^  inciies;  double-contact  bayonet  cande- 
labra base  used  as  winker  lamp  on  Key, 
typeJ-7. 

LAMP,  type  LM-3 

Packed, . 

800-1329 

Specification,  2049. 

Handbook, . 

Tncandftspfipt;  4   w?i.tts;  8   volts;  double-contact 

bayonet  candelabra  base;  used  as  winker  lamp 
on  telegraph  keys. 

Weight  per  unit. . 
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Numerical 
code  or  No. 

Article. 

Useful  informatioo. 

800-1329 

LAMP,  type  LM-3-Continued. 

Packed, . 

Shipping  weight, . 

Specification,  2077. 

Handbook, . 

800-1330 

LAMP,  type  LM-4 

Incandescent;  2.5    volis;  0.35    amp.;  miniature 

flash-light  bulb  with  screw  base;  used  as 

indicator   lamp    on    Wavemeters,  typii 

SCR-95  and  SCR-111. 

W^nitrht  nfir  unit 

Packed, . 

Rhinninir  Trnicht 

Specification,  2038. 

Haddbook, . 

800-1331 

LAMP,  type  LM-5 

Incandescent;  12  volts;  0.34  amp.;  tungsten  fib* 

ment;  round  bulb;  candelabra  base;  lamp  fits 

in  Fixture,  type  FT-10. 

Unit  of  measure, . 

Wnlirht  T»pr  unit    — ^^ 

w  eigxii  per  ujlul,             • 

Packed, . 

Rhinninir  Tirfiifrht 

Specification,  3110. 

Handbook, . 

800-1332 

LAMP,  type  LM-6 

Incandescent;  tubular;  tipless  bulb;  miniature 

screw  base;  4  volts,  0.35  amp.;  Hby^inolMf; 

used  as  current  indicating  lamp. 

'Wnlfrht  rtnr  unit 

' 

Packed, . 

Rhinnlnc  wniirht 

Specification,  3063. 

Handbook, . 

800-1333 

LAMP,  type  LM-7 

Location;  for  fire-alarm  telephone  system;  oqd- 

sists  of  a  standard  red  25.watt,  llO-voIt,  lamp 

inclosed  in  a  weatherproof  globe  (Negard,  type 

B  No.  4347,  or  similar  type)  and  moimtedona 

i-inch  gooseneck  12  inches  long.    Drawing  1387. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1333 

LAMP 

type  I/M-7— Continued. 

Specification, . 

Handbook, . 

800-1334 

LAMP, 

typeLM-8 

Incandescent;  clear;  9  volts,  0.4  amp.;  filament 
C-2;    bulb   G-12;    medium  bayonet  double^ 
contact  base;  used  in  Set,  signal  lamp,  type 
EE-7, 

_ 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification,  600. 
Handbook, . 

800-1335 

LAMP, 

typeLM-9 

Incandescent;  red;  9  volts,  0.4  amp.;  filament 

C-2;    bulb  0-12;    medium  bayonet  double- 
contact  base;  used  in  Set,  signal  lamp,  type- 
EE-7. 

Unit  of  measure, . 

LAMP, 

typoLM-10 

Wfiiffht  nnr  unit  -  - 

Packed, . 

Cubic  displacement, . 

800-1336 

Specification,  600. 
•  Handbook,  — ^ — . 
Incandescent;  clear;  4.5  volts,  0.4  amp.;  l.Tc.p.r 
filament  C-2;    bulb  G-10;    medium  bayonet 
double-contact  base;  used  in  Set,  signal  lamp,. 
typeEE-6. 

Weight  per  unit, . 

Packed, . 

Specification,  600. 
Handbook, . 

800-1337 

LAMP, 

type  LM-11 

Incandescent;  red;  4.5  volts,  0.4  amp.;  approxi- 
mately 1.7  c.  p.;  filament  C-2;  bulb  G-10;  me- 
dium bayonet  double-contact  base;  used  in 
Set,  signal  lamp,  type  EE-6. 
Unit  of  measiu'e, . 

Weight  per  unit, . 

Packed. . 

Specification,  600. 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1338 


LAMP,  type  LM-12. 


Signal;  used  in  Set,  zone  signal,  type  EE-20;  27 
volts,  10  watts;  spherical  globe;  .Mazda  fib- 
ment;  Edison  base.    Drawing  696-A-6. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, 


800-1339 


LAMP,  type  LM-13. 


800-1340 


LANCE  POLE,  type  P 0-2.. 


800-1341 


LANCE  TRUCK,  tj-peK-Z. 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Carbon  filament;  Sep.;  123  volts;  bulb  approxi- 
mately ^  inches  long;  candelabra  base;  used 
in  Set,  signal  lamp,  type  EE-36.  Drawing 
936a. 

Unit  of  measure, . 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

I  Handbook, . 

. !  Wood,  with  galvanlzed-iron  tip;  consists  of  poie 
of  Douglas  fir,  bald  cjrpress,  or  long-leafed  pine, 
I  tapering  from  2  inches  diameter  at  butt  to  li 
inches  diameter  at  head,  which  is  crowned  with 
Tip,  type  PF-291  butt  end  has  point  3  inches 
long.    Drawing  413e-2. 

Unit  of  measure, . 

Weight  per  imit. . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

.  A  light  wagon  approximately  14  feet  long, 
equipped  with  a  high  box  body  running  its 
entire  length,  the  body  surmoimted  in  front  by 
a  driver's  seat;  tool  and  supply  containers  are 
attached  to  either  side  of  the  box;  proper  reen- 
forcements  are  provided  and  suitable  brakes  we 
attached;  rear  wheel  diameter,  4  feet  8  incbes; 
gauge,  4  feet  10  inches;  height  of  box  body,  3 
feet  9  inches;  width  ofbox  body,  3  feet  4  inches. 
Drawings  43a  and  43b. 

Unit  of  measure, . 

Weight  per  un  It , . 
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Nomerical 
code  or  Na 

Article. 

Useful  information. 

800-1341 

LANCE  TRUCK,  type  K-2-Contd. 

Packed, . 

' 

Specification, . 

800-1342 

LANTERN,  type  M-73 

Ardois  signal;  formerly  designated  "Night  signal 

lantern,  type  D";  comprises  an  iron  frame  15f 

inches  high  by  lOf  inches  wide  over-all,  which 

holds  2  lantern  globes  4|  inches  diameter  by  4i 

inches  high,  mounted  coaxially,  one  above  the 

other;  the  upper  globe  is  red  and  the  lower  one 

clear;  an  insulated  standard  projects  from  the 

base  of  the  frame  halfway  up  inside  the  globes 

and  supports  a  composition  plate  on  which  are 

mounted  7  lamp  sockets,  4  above  the  plate  and 

3  undemaath  it;  when  the  lamps  are  Jnserted 

in  the  sockets,  4  are  in  position  to  illuminate 

the  iron  frame  is  provided  with  clamps  by 

which  the  lantern  may  be  suspended  between 

2  steel  cables;  used  in  Set  signal  lamp,  type 

EE-36.    Drawing  936a. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Specification, . 

Handbook, . 

800-1343 

LEG,  t3rpe  M-5.' 

Oak;  23  by  H  by  H  inches;  for  Set  box,  type 
BC-24;  used  in  Equipment,  type  RE-4.   Draw- 

ing 1229. 

Unit  of  measure,  each. 

Packed, . 

^uoic  uispiito6ineui/,             . 

CViirkr\{n<r  TPoiorhf    

oiuppuig  weigxii, . 

Sruir»ifi/>atlnTi    __^_- 

opcLlUUalllUl,                    • 

Handbook, . 

800-1344 

LEG,  type  M-60 

Supporting;  used  in  Switchboards,  types  BD- 
14-5  and  BD-14-6;  a  telescoping  ash  leg  com- 

posed of  3  strips  of  wood  held  together  by 

screws  and  clamps,  the  middle  strip  sliding  in 

and  out  between  the  other  2;  reinforcement; 

dimensions,  when  telescoped,  22}  inches  long 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1344 

LEG,  type  M-69— Continued. 

by  If  inches  wide  and  l^  inches  thick.    Dnw. 
ingll34. 

Unit  of  measure,  each. 

Weight  par  unit, . 

Packed, . 

Specification,  578. 

Handbook, . 

800-1345 

LENS,  set,  type  PH-2.. 

Each  lens  is  fitted  with  an  approved  focusinf 

Comprises: 

lever,  iris  diaphragm  and  adapter  rings.    Used 

800-1345-1 

Case,  lenses: 

in  Camera  equipment,  type  PH-3. 

800-1345-2 

No.  1  series  I.  C.  Tessar,  50  mm. 

Unit  of  measure,  each. 

F.  3.6. 

Weight  per  unit, . 

800-1345-3 

No.  1  series  I.  C.  Tessar,  75  mm. 

Packed, . 

F3.5. 

800-1345-4 

No.  15  series  I.  C.  Tessar,  153  mm. 

Shipping  weight, . 

F  4.5. 

Specification,  602. 

800-1345-5 

Series  I.  C.  Tessar,  41  mm.  F  3.5. 

Handbook, . 

800-1346 

LINEMAN'S  EQUIPMENT,  type 

Unit  of  measure,  each. 

TE-21. 

.Weight  per  unit, . 

Comprises: 

Packed,  — .— . 

800-1346-1 

Axe,  hand,  lineman's,  4-pound  (1). 

800-1346-2 

Belt,  lineman's,  with  safety  strap  (1). 

Shipping  weight, . 

800-1346-3 

Clamp,  splicing,  combination,  lOf- 

Specification, . 

inch  (1). 

Handbook, . 

800-1346-4 

Pair  or  set  of  climbers,  lineman's, 
with  straps  and  pads.  Eastern  (not 
over  16i  inches)  (1). 

800-1346-5 

Pliers,  side-cutting,  8-inch  (1). 

800-1346-6 

Screwdriver,  lO-inch  blade  (1). 

800-1346-7 

Wrench,  leg,  combination,  13}-inch, 
7  grip  (1). 

800-1347 

LOOP,  type  LP-1 

Antenna;  12  turns  of  No.  14  B.  &  S.  gauge,  in- 

sulated, stranded  copper  wire;  outside  dimen- 

sions of  loop,  6  feet  by  6  feet;  mounted  on  tripod, 

5  feet  3  inches  high  and  mast  4  feet  3  Inches  high. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

V/UUIC  UlSpicK<cUlt7Ul/,                  . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1348 

LOOP,  type  LP-2 

Antenna;  used  in  Set,  type  SCR-77;  made  of  3 

sections  of  brass  tubing  |  inch  outside  diameter; 

1  section  is  48  inches  long,  hinged  at  the  center. 

and  threaded  at  the  2  ends,  so  that  it  may  be 

connected  by  means  of  bolts  and  wing  nuts  to 

the  2  other  sections;  each  of  the  other  2  sections 

comprises  one  27-inch  arm  hinged  to  a  19J-inch 

arm,  the  former  having  at  its  free  end  an  eye  for 

connecting  to  the  48-inch  section  and  the  lat- 

ter having  a  flattened  portion,  4^  by  If  inches^ 

for  holding  the  loop  in  a  socket  of  Set  box,  type 

BC-38,  and  making  electrical  contact  with  the 

radio  circuits  contained  in  the  latter;  over-all 

dimensions  when  open,  36  by  48  inches. 

Unit  of  measure, -. 

Weight  per  unit, . 

1 

Packed, . 

■  %.Vv{**    ^Sr«v\1rkyi/wn/Wk^ 

Shipping  Y^eight, . 

Specification,  3116. 

Handbook, . 

800-1349 

LOOP,type  LP-3 

2  rectangular  coils  at  right  angles,  with  auxiliary^ 
apparatus,  index,  scale,  shaft  wheel,  navigating^ 

sweel,  spiders,  shafts,  bearings,  wire  cable,  turn- 

buckle,  and  pulleys;  wound  with  Wire,  typ§ 

W-23;  used  in  Set,  type  SCR-84. 

Unit  of  measure,  — . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3035. 

Handbook . 

80O-1350 

LOOP,  type  LP-4 

Antenna;  permanently  attached  to  Set  box,  type 
BC-47;  consists  of  3  turns  of  8  by  24  by  No.  38 

• 

braided  copper  conductor  with  jute  center, 
having  cotton  braid  and  rubber  covering;  these 
3  conductors  are  sewed  into  balloon  cloth  with 
11  inches  between  centers;  length  of  loop,  13  feet 
llj  inches;  equipped  \^'ith  three  anchor  blocks 
properly  spaced  to  receive  the  mast  sections,, 
each  block  consisting  of  a  fiber  piece  li  by  1  by 
J  inch,  with  a  ii-inch  center  hole.  Drawings- 
R-2891  to  R-2894. 

Unit  of  measure, . 

Weight  per  unit, . 
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Numerical 
code  or  No. 

Article. 

Useful  infonnation. 

800-1350 

LOUP,  type  LP-4— Continued. 
LUG,  type  TM-62 

Packed, . 

800-1351 

Shipping  weight, . 

Specification,  2117. 

Handbook, . 

Right  angle;  a  knife-switch  detail;  comprfaes  a 

short  sleeve  terminating  at  right  angles  In  a 
washer;  forms  electrical  connection  at  the  rear 
of  switchboards  between  the  lead  wire  and  the 
switch  terminal;  dimensions,  li  inches  long  bj 
1  inch  maximum  width;  diameter  of  sleeve, 
J  inch.    Drawing  71f. 

Wnlirht  rtnr  1^n^t 

Packed, . 

Cubic  displacement,  — ^ . 

a.^^jAr>o,%:^^ 

800-1352     LUG,  type  T^f-63. 


800-1353  '  LUG,type]TM-64. 


Handbook, . 

Straight;  a  knife-switch  detail;  comprises  a  short 
sleeve  terminating  in  a  washer;  forms  electrical 
connection  at  the  rear  of  switchboards  between 
the  lead  wire  and  the  switch  terminal;  dimen- 
sions, 1 J  inches  long  by  i  inch  maximum  width; 
diameter  of  sleeve,  i  inch.    Drawing  711. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

45  degrees;  a  knife-switch  detail;  comprises  a  short 
sleeve  terminating  at  an  angle  of  45  degrees  in  • 
washer;  forms  electrical  connection  at  the  rear 
of  switchboards  between  the  lead  wire  and  the 
switch  terminal;  dimensions,  1}  inches  long  by 
f  inch  maximum  width;  diameter  of  sleeve, 
J  inch.    Drawing  71f. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Ajtlcle. 

Useful  information. 

800-13JM 

MAGAZINE,  type  M-38 

Motion-picture  camera;  aluminum  alloy;  capac- 
ity, 400  feet  of  film;  equipped  with  suitable  film 

rollers  on  individual  mounting  brackets;  film 

slots  with  removable  velvet  light  pads.    Draw- 

ing 1492. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

ouippiiig  weignt,              . 

Specification,  602. 

Handbook, . 

800-1355 

MAINTENANCE    TRUCK,    type 

A  light  automobile  truck  with  10  feet  4  inches 

K-5. 

wheel  base,  standard  automobile  gauge  and 
35-inch  wheels;  length  from  front  of  radiator  to 
rear  of  body,  15  feet;  equipped  with  single  top; 
formerly  marked  with  the  Signal  Corps  emblem 
and  the  words  "  Signal  Corps,  U.  S.  Army"  and 
also  with  the  name  "  Maintenance  truck  No.  6" 
or  "  Tender  for  radio  tractor  No.  3."  Drawing 
1216. 

Unit  of  mnfi-'nirc 

Wfiiffht  nAr  unit 

Packed, .' 

Specification, . 

Handbook, . 

800-1356 

MARKER,  type  M-28 

Cable;  ditch;  this  marker  is  a  sheet-metal  flag 

***^^^**»**^*y  ^  J  gf^^  *■*    •^.z  ••••••••••••••• 

4§  inches  long  by  7  inches  high,  with  an  iron 
rod  staff,  i  inch  diameter  and  3  feet  long,, 
pointed  at  one  end.  The  marker  is*painted 
black. 

Weight  per  unit,  — — . 

Packed, . 

* 

Shinnincr  Tipcicbt 

. 

Specification, . 

800-1357 

AfARKER,typeMR-l...., 

Obsolete.  Wood  guy  pin  marker  for  locating  direc- 
tion of  ground  pins  from  masts:  consists  of 
wooden  plate  6  inches  diameter,  with  grooves  ItO 
degrees  apart:  used  in  Equipment,  type  A-£:  made 
by  Connecticut  Telephone  &  Electric  Co» 
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3M  BfiHgAT.  OOBSB  BXQBAJ^  CATAUXfUlL 


.Arltck 


TTsefaol  inJormatiao. 


Il00-ia$7     MAEKEE,i^^  ML- 


«0a-13$8      MARKl N G  DAN F  .  irpe  P G-U.. 


J^msku. , 

'.**«:  dupimrmemi, . 

FifSBCKi:  eeliaicHd:  eonasts  of  an  open  band  to  l)« 
claqwd  azYmnd  the  pi^Bcm^s  le^  ^-indi  U^ 
^  nr±  diaraecer:  supplied  in  lots  of  12  waom 
colars. 

rni'  of  meBSore. , 

VeiEhi  per  nnit, . 

Pacfaed. . 

C-jtHc  dispiftoemcaii, . 


Bperrificatian, 

Bandbook, 


^0Q-i3d» 


niM^t^ieo 


«00  1361 


MARKING  BANP.  trpe  PG-16 Pieeon:  fthrmmrm-  aw^  nfmniwrrm  i^f^mlfW band. 

tieannr  the  ietwrs  ••  U.  S.  A. "  with  congecotiTe 
asial  numbss  and  37«Br  stamped  on  eadi  side; 
i  inch  hi£h:  ^  mrh  diameter. 

Lnit  olmeasore, . 

Weiiiit  per  nnit, . 

Packed, . 

Cubic  di^ilacement, . 

Shippioi:  w«i|jhi, . 

Specification, . 

HaDdbook, . 

M  VKLIN.iype  RP-2 2-ply:  tarred;  ^  inch  diameter;  tensile  stRDftfa, 

70  pounds.. 

Unit  of  msasnre, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement. 
Shipping  wei|:fat,  — 


Speei&catioD,  3051. 

Handbo(^, . 

MAST  CAP,  type  MP-4 Consists  of  a  7-inrh  seamless  sleel  tube,  1|  inches 

diameter,  with  a  2^inch  cylindrical  hitd- 
I  rubber  Mock  at  one  end,  to  whidi  is  screwed 
I  a  brass  plate,  3}  inches  outside  diameter,  having 
8  ball  sockets  for  fitting  Connector,  type  M-*; 
one  of  these  sockets  is  provided  with  2  holes 
and  a  pin,  for  permanently  attaching  a  Cord, 
type  CD-82;  used  on  Equipment,  type  A-' 
and  type  A-4.  ,  Drawing  986-5. 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1361 

MAST  CAP,  type  MP-4-Contd.     » 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

MAST  CAP,  type  MP-5 

Cubic  displacement, . 

800-1362 

Specification, . 

Handbook, . 

A  circular  metal  plate  with  3  holes  and  a  1-inch 
piece  of  pipe,  fitting  on  top  of  Mast  section, 
type  MS-1. 

Weight  per  unit, . 

Packed, . 

800-1363 

MAST  SECTION,  type  MS-1 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, , 

Top;  spruce,  2^  inches  diameter,  5  feet  long. 
Drawing  986-5. 

Weight  per  unit, . 

Packed, . 

MAST  SECTION,  type  M8-2 

MAST  SECTION,  type  MS-3 

Cubic  displEicement, . 

800-1364 

Handbook, . 

Intermediate;  spruce;  2i  inches  diameter,  5  feet 
long;  mth    steel    coupling    tube.    Drawing 
986-3. 

'Vl'^Htrht  rtnr  ii-nit 

Packed, . 

Handbook 

800-1365 

Bottom;  spruce;  with  steel  coupling  tube  and 
bottom  insulator  pin.    Drawing  986-5. 

Packed, . 

Shipping  weight, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

XTseftil  information. 

80O-1366 

MAST  SECTION,  type  MS-5. ../.... 

Bamboo;  13  feet  long;  iron  tipped  at  bolh  ends. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification,  3007. 
Handbook, . 

80O-1367 

MAST  SECTION,  type  M8-6 

Top;  3  feet  long;  steel  tubing  with  4  foldinK  aniu 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3103. 
Handbook, . 

80O-1368 

MAST  SECTION,  type  MS-7 

Bottom;  3  feet  long;  steel  tubing  with  eoopliiis 
socket;  for  use  on  6-ton  tank. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3103. 
Handbook, . 

800-1369 

MAST  SECTION,  type  MS-8 

Top  section  of  steel  antenna  of  Eqoipmeiit,  type 
A-8,  used  in  6-ton  tank.  The  total  length  of 
this  mast  antenna  is  16  feet  and  the  bottom 
section  is  a  piece  of  straight  steel  tubing  4  feet 
long,  1  inch  outside  diameter,  i  inch  Inside 
diameter;  the  remaining  secticais  are  each  3 
feet  long  and  vary  in  diameter  f  rem  |  iiioh  for 
the  bottom  one  to  i  inch  for  the  top  one.  The 
sections  fit  together  like  a  fishing  rod  and  make 
thorough  electrical  contact.  The  type  a  id* 
bers  of  the  5  sections  are  respeotiyely,  ftoin  top 
to  bottom:  Mast  secUons,  types  UBS,  liB-9, 
MS-10,  MS-11,  and  MS-12. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Specification,  3104. 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  Information. 

800-1370 

MAST  SECTION,  type  MS-0 

Second  section  of  steel  antenna  of  Equipment, 
type  A-8,used  in  6-ton  tank.  See  description 
of  complete  antenna  under  Mast  section,  type 
MS-8. 

Unit  0  f  mejasure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement , . 

Shipping  weight, . 

Specification,  3104. 

Handbook, . 

80O-1371 

MAST  SECTION,  type  MS-10 

Third  section  of  steel  antenna  of  Equipment, 
type  A-^,  used  in  6-ton  tank.  See  description 
of  completeantenna under  Mast  section,  type 
MS^. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3104. 

Handbook, . 

80O-1379 

MAST  SECTION,  type  MS-11 

Fourth  section  of  steel  antenna  of  Equipment, 
type  A-8,  used  in  6-ton  tank.   See  description 
of  complete  antenna  imder  Mast  section,  type 

MS-8. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3104. 
Handbook, . 

80O-1373 

MAST  SECTION,  type  MS-12 

Bottom  section  of  steel  antenna  of  Equipment, 
type  A-8,  used  in  6-ton  tank.    See  description 
of  complete  antenna  under  Mast  section,  type 

MS-8. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3104. 
Handbook, . 

141645—20 26 


Digitized  by  LjOOQ IC 


402 


SIGNAL  COBPS  STORAGE  CATALOGUE. 

DESCRIPTION  OP  SIGNAL  CORPS  EQUIPME NT-Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1374 

MAST  SECTION,  type  MS-13 

Spruce;  7  feet  6  inches  long;  U  inches  diameter 
steel  tip  and  coupling  sleeve.    Drawing  RL- 
SK-1176. 

Unit  of  measure, . 

Weight  per  umt, , 

Packed, . 

Cubic  displacement, . 

Shipping  weight, , 

Specification, . 

Handbook, . 

800-1375 

MAST  SECTION, type M^13-A... 

Similar  to  Mast  section,  type  MS-13. 
Drawing  RI^B-1302. 

Unit  of  measure, , 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2098. 
Handbook, , 

800-1376 

MAST  SECTION,  type  MS-14 

Spruce;  6  feet  9|  inches  long;  li  inches  diamet«r 
steel  tip  on  one  end  and  steel  coupling  sleeve  on 
the  other  end. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2099. 
Handbook, . 

800-1377 

MAST  SECTION,  type  M8-15 

Bottom;  for  Loop,  type  LP-4;  consists  of  a  wbite- 
pine  stick  about  30  inches  long,  |i  inch  squars; 
equipped  at  bottom  end  with  metal  collar  fit- 
ting into  bayonet  socket  of  Set  box,  type  BC-47. 
equipped  with  2  small  leather  straps  to  bold 
together  the  3  Mast  sections,  types  MS-15, 
MS-16,and  MS-17;  equipped  also  with  a  web- 
bing  strap,  36]  inches  long,  for  attaching  to  Set 
box,  type  BC-47  for  transportation.  Drawings 
R-C-2871,  R-B-2875,  R-B-2872,  R-A-2S80. 

Unit  of  measure, . 

Weight  per  unit, , 

Packed, . 

Shipping  weight, . 

Specification,  2117. 

Handbook, . 
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N'umarlcal 
code  or  No. 


800-1378 


800-1379 


Article. 


MAST  SECTION,  type  MS-16. 


MAST  SECTION,  type  MS-17.. 


800-1 380      MA  T,  type  MT-t. 


800-1381 


MAT,  type,  MT-2. 


Useful  information. 


Side;  for  Loop,  type  LP-4;  consists  of  a  white- 
pine  stick,  27tV  inches  long  by  fi  inch  square, 
with  one  end  shaped  to  fit  into  the  anchor 
blocks  of  Loop,  type  LP-4.  Drawings  R-B- 
2076,  R-C-287L 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2117. 

Handbook, . 

Top  and  side;  for  Loop,  type  LP-4;  consists  of  2 
members  similar  to  Mast  section,  type  MS-16, 
but  hinged  at  one  end  by  means  of  a  metal 
coupler  into  which  Mast  sections,  types  MS-15 
and  MS-16,  are  fitted  when  setting  up  the  loop. 
Drawings  R-B-2076,  R-C-2871,  R-B-2873. 

Unit  of  measure, . 

We^ht  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2117. . 

Handbook, . 

Obsolete.  Ground;  6  feet  10  inches  by  gfeet  6  inches; 
made  of  No.  HB.  &  S.  gauge  copper  wire.  Draw- 
ing RL-B-ltS. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Ground;  copper-wire  mesh;  9  feet  by  1  foot  8 
inches;  equipped  with  wing-nut  binding  posts 
at  each  end.    Drawing  RL-B-167. 

Unit  of  measure,  each. 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 


Specification,  3002. 
Handbook, . 
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Wtijdit  per  unit , . 

Pacfced, . 

Ccbic  displaonnriit, . 

Stiipj  in?  vti^l, 

Speci6catioB, . 

Handbook, . 

HOtt-V4Hn  .  MEGAPHONE, type ll-«4 A  light,  nonabsortent  fiber  horn,  rivpted  into 

shape  and  painted  otive  drab,  equipped  with 
an  altuninmn  mouthpiece  of  2|  inches  maxi- 
mum diameter  and  a  carrying  strip;  eadi 
megaphone  is  ITf  inches  long  and  of  7|  inchti 
maximum  diameter;  minimum  diameter  at 
junction  of  mouthpiece  and  horn  is  about  2 
inches.  Drawing  32502- B-1. 
Unit  of  meastire,  each. 

I  Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

I  Shipping  weight, . 

I                                                                I            Specification,  136  E. 
I  I  Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  Information. 

800-1386 

MESSAGE  ADAPTER,  type  PG-18. 

Sheet-metal  case,  one  entire  side  opening  on 
hinges;  contains  metal  strip,  3§  inches  wide 
into  which  message  book  is  slipped;  2  metal 
retaining  tubes  for  pencils  and  6  spring  clips 
for  holding  Message  holders,  type  PG-14,  are 
provided;  dimensions,  8  by  7  by  6  inches. 

* 

unit  oi  measuTo,             . 
Wrirht  nnr  unit 

Packed, . 

OlUppUlg  Wclglll,                 . 

FtnnH  flciif  inn 

Handbook, . 

800-1387 

MESSAGE  BOOK,  type  M-41 

Wire  and  wireless  message  blanks  bound  in  book, 
form;  formerly  known  as  "  Field  message  book, 
Form  217-A,  1918." 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cv%ii/>4fi/>o^{/wi      _^-^^^_^ 

opecmcaiion,            . 

Handbook, . 

800-1388 

MESSAGE  BOOK,  type  PG-23.... 

Pigeon;  Form  3-5956;  a  2.fold,  cloth-bound  cover 
used  to  contain  1  Message  pad,  type  PG-25. 

Weight  per  unit, . 

Packed, . 

Handbook, . 

800-1389 

MESSAGE  BOOK,  type  PG-24 

Pigeon;  Form  3-5946;  a  2-fold,  cloth-bound  cover 
used  as  holder  for  1  Message  pad,  type  PG-26. 
Unit  of  measure, . 

Wricht  nnr  unit 

w  eiguiiperuiut,             . 

Packed, . 

onippuig  wdgut, '            . 

^nnri  fln\ti  rm 

Handbook, . 

800-1890 

MESSAGE  ENVELOPE,  type M-40 

forms. 

Weight  per  unit, . 

Packed, . 
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Numerical 
code  or  No. 


800-1390 


800-1391 


800-139S 


800-1393 


800-1394 


Article. 


MESSAGE      ENVELOPE,     type 
M-40— Continued. 


MESSAGE  HOLDER,  type  PG-14. 


MESSAGE  PAD.  type  PG-25.. 


MESSAGE  PAD  type  PG-26. 


MIRROR,  type  HL-1.. 


Useful  infcurmation. 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Pigeon;  aluminum;  consists  of  a  telescopic 
aluminum  weather-tight  tube  fitted  with  2  leg 
bands;  closed  over-all  dimension^  1}  inches 
long  by  -^  inch  diameter.    Drawing  103-A-i. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Pigeon;  (Form  3^956;  filler  for  Message  l>ook 
type  PG-23  comprises  a  5}  by  3}  inch  pad  of 
tissue-paper  sheets  with  cardboard  back;  used 
for  writing  messages. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Pigeon;  Form  3-5946;  filler  for  Message  book, 
type  PG-24;  comprises  a  6)  by  6  inch  pad  of 
tissue-paper  sheeis  with  cardboard  back;  used 
for  drawing  maps  and  sketches. 

Unit  of  measure, s 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook. . 

Heliograph;  station;  consists  of  a  square  mirror 
in  a  brass  frame  mounted  on  a  horizontal  axis 
in  a  brass  support;  the  mirror  is  plate  glass, 
backed  with  pure  silver,  well  varnished,  a  spot 
exactly  in  its  center,  ^i  nch  diameter,  bdng 
left  unsUvered;  the  mirror  is  further  backed 
with  cardboard  and  sheet  brass,  slightly  over 
lapping  the  glass  and  holding  it  in  the  thune; 
ihe  frame  is  5  inches  square  and  made  of  stock 
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Nomerica ) 
code  or  No. 


Article. 


Useful  information. 


800-1394 


KIRROR,  type  HL-1— Continued. 


800-1395 


MIRROR,  type  HL-2. 


approximately  J  inch  wide  by  J  inch  thick; 
the  support  is  5f  inches  wide  and  3  inches  high 
and  is  fitted  at  the  center  of  the  base  with  an 
inverted  cone  H  inch  long  and  -^  inch  diameter 
at  its  seamless  end,  which  cone  is  designed  for 
fitting  into  the  socket  on  the  ends  of  the  Mirror 
bar,  type  HL-3;  the  backing  behind  the  unsil- 
vered  spot  of  this  mirror  is  not  cut  away;  this 
mirror  differs  from  Mirror,  type  HLr-2,  m  that 
the  unsilvered  spot  in  the  center  is  covered  with 
a  cardboard  disk.    Drawing  32501D1. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

^Shipping  weight, . 

Spcinflcation  246., 

Iliindbook ., 

Heliograph;  sun;  consists  of  a  square  mirror  in  u 
brass  frame  mounted  on  a  horizontal  axis  in  a 
brass  support;  the  mirror  is  plate  glass,  backed 
with  pure  silver,  well  varnished,  a  spot  exactly 
in  its  center,  A  Inch  diameter,  being  left  imsil- 
vered;  the  mirror  is  further  backed  with  card- 
board and  sheet  brass,  slightly  overlapping  the 
glass  and  holding  it  in  the  frame;  the  frame  is 
6  inches  square  and  made  of  stock  approxi- 
mately J  inch  wide  by  i  inch  thick;  the  support 
is  5J  inches  wide  and  3  inches  high  and  is  fitted 
at  the  center  of  the  base  with  an  inverted  cone 
H  inch  long  and  ^  inch  diameter  at  its  seamless 
end,  which  cone  is  designed  for  fitting  into  the 
socket  on  the  ends  of  the  Mirror  bar,  type  HL-S; 
the  backing  behind  the  unsilvered  spot  of  this 
mirror  is  cut  away,  making  it  possible  to  sight 
through  the  mirror.    Drawing  32501D1. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement,  — -. 

Shipping  weight, , 


Specification,  246-A. 
Handbook, . 
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SIGNAL  CORPS  STORAGE  CATALOGUE. 

DESCRIPTION  OP  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1396 


MIRROR  BAR,  type  HL-3. 


800-1398 


MOTOR,  type  MO-1. 


800-1399 


MOTOR,  type  MO-2 


800-1400 


MOTOR    GENERATOR,  type 
MG-1. 


Heliograph;  an  irregularly  shaped  bar  made  of 
bronzed  composition;  over-all  dimensions  11| 
inches  long  by  2  ^  inches  wide  by  1  inch 
thick;  arranged  for  mounting  at  its  center  upon 
Tripod,  type  HL-6;  each  end  of  the  bar  is  fitted 
with  sockets  and  interchangeable  tangent  screw 
fittings  for  mounting  and  revolving  Mirrors, 
types  HL-1  and  HI/-2,  about  a  vertical  axis;  the 
center  of  the  bar  is  provided  with  a  clasp  screw 
for  attaching  to  Tripod,  type  HLr-5;  used  in 
Set,  heliograph,  type  EE-16.  Drawing 
32501D3. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  246. 

Handbook, . 

D.  c;  12  volts;  4,500  r.  p.  m.;  mounted  on  stand 
withrheostat;  flexible  shafts  and  couplings,  and 
tachometer. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2042. 

Handbook, . 

D.  c;  110-volt;  4,000-6,000  r.  p.  m.;  i  h.  p.;  with 
rheostat,  couplings,  and  tachometer;  used  in 
Equipment,  type  PE-ia-A. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

^kw.;  formerly  designated  "^kw.  motor-generft- 
tor  telephone  set;"  manufactured  by  Holtter- 
Cabot  Electric  Co.;  a  motor  and  generator,  di- 
rectly coupled,  are  set  upon  a  cast-iron  base 
approximately  35  inches  long  by  lOf  inches 
wide  by  2^1nchesthick;  theassembledset  mees- 


Digitized  by  VjOOQ IC 


SIGNAL  COBPS  STORAGE  CATALOGUE. 

DESCRIPTION.  OP  SIGNAL  CORPS  EQUIPMENT— Continued. 


409 


Nmnerical 
code  or  Na 

Article. 

Useful  information. 

800-1400 

MOTOR    GENERATOR, 

type 

ures  approximately  13  indies  high.    Drawing 

MG-1— Continued. 

320c. 

Unit  of  measure, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1401 

MOTOR  GENERATOR, 

type 

A  set  comprising  a  motor  and  a  generator  directly 

MG-2. 

coupled  and  mounted  upon  an  iron  base,  66 
inches  long  by  29  inches  wide  by  3|  Inches  high, 
the  height  of  the  apparatus  above  the  base  is 
approximately  23  J  inches;  used  in  3-kw.  station 
wireless  sets.    Drawing  531a. 

»«r  4%t#V>k^     «%4%OT     ..*«3^ 

Packed, . 

Vyuuio  inapnK/eiiieni>,            ■. 

Handbook, . 

800-1402 

MOTOR  GENERATOR, 

type 

A  set  mounted  on  a  cast-iron  base,  comprising  a 

MO-3. 

direst-current  motor,  110  volts,  2,000  r.  m.  p., 
coupled  by  flexible  shaft  with  insulated  connec- 
tions to  a  direct-current  generator,  1  k.  w.  full- 
load  capacity;  designed  for  breaking  down 
faults  in  submarine  cables  at  voltages  variable 
in  steps  of  50  volts  from  100  to  1,000  volts. 

Packed, . 

OUippulg  W6l5lil<,                    . 

800-1403 

MOXTNTIN  G,  type  FT-4 

Generator;  2  wooden  blocks  and  steel  screws; 

6i  by  9}  inches;  for  use  in  Curtis  JN  airplanes. 

Drawing  RL-C-162. 

•  Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

flhlTiniTiir  Tirnfirht 

Specification, ." 

Handbook, . 
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410  SIGNAL  COBPS  STOILAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 


Article. 


Useful  information , 


I 


tfOa-1404 


800^1405 


800^1407 


800-1408 


800^1409 


MOUNTING,  type  FT-7., 


MOUNTING,  type  FT-S. 


MOUNTING,  type  FT-18, 


MOUNTING,  type  FT-19. 


MOUNTING,  type  FT-20. 


Generator;  aluminum  castings;  5J  by  2^  by  Tfi 
inches;  for  use  on  Airplanes,  t3?pes  JN-4-D  and 
JN-4-H.    Drawing  RL-D-252. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Generator;  aluminum  casting;  6H  ^7  2i  inches; 
for  use  on  Airplanes,  type  JN-4.  Drawing 
RL-D-252. 

Unit  of  measure, . 

Weight  per  imit, . 

Packed, .  I 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Generator;  sheet-metal;  for  use  on  Airplane,  type 
JN-4-H. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Sheet  metal  frame  for  mounting  grid  leak  resist- 
ance and  condenser;  2A  by  1^  by  1  Incb. 
Drawing  RL-C-538. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Small  sheet-metal  frame  with  micarta  base,  ^ 
mounting  inked  cardboard  resistances;  2f,  by  1 
by  l^j  Inches  over  all.    Drawing  RL-O-645.] 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


8OO-1409 


8OO-1410 


MOUNTING,  type  FT-20-Contd. 


MOUNTING,  type  FT-22. 


800-1411 


MOUNTING,  type  FT-59. 


80O-1412 


MOUNTING,  type  FT-64. 


Cubic  displacement,  - 

Shipping  weight, 

Specification, . 

Handbook, . 


An  insulating  mounting  for  condensers  of  a  type 
similar  to  Condensers,  types  CA-1  and  CA-2; 
comprises  a  micarta  mounting  block  2^  inches 
long  by  1  inch  wide  by  -^  inch  thick,  at  either 
end  of  which  is  mounted  a  German  silver 
U-shaped  bracket  for  attaching  the  mounting 
to  a  panel  or  base.  Condenser  and  2  brass 
terminals  are  mounted  on  the  side  of  the  insu- 
lating plug  opposite  the  brackets.  Drawing 
RL-C-592. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

A  buzzer  mounting  used  in  target-range  signaling 
systems;  it  comprises  a  wooden  base  for  the 
buzzer,  5  by  5J  by  If  inches,  this  base  designed 
to  be  fastened  to  the  3-inch  by  4-inch  supporting 
post  of  a  target ;  also  3  strips  of  wood  are  included 
to  form  a  housing  or  molding  which,  when  as- 
sembled, measured  If  by  3  by  78  inches  and 
protects  the  cable  leading  to  the  buzzer.  Draw- 
ing 62^E. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Generator;  steel;  for  mounting  the  generator  of 
the  Set,  type  SCR- 73,  on  a  De  Haviland  plane; 
comprises  2  clamps  which  grip  the  airplane 
strut  tightly  and  a  third  clamp  holding  the 
generator,  while  suitable  steel  brackets  connect 
all  3  clamps;  irregular  in  shape;  largest  dimen- 
sion,   approximately    14    inches.    Drawings 
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SIGNAL  COBPS  STOBAGE  CATALOGUE. 

DESCRIPTION  OP  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1412 

MOUNTING,  type  FT-64-Contd. 

RL-D-655,  RI^D-ese,  RI^D-657,  and  RL-D- 

658. 

, 

IVoirfit  Ttcir  iinif 

Packed, . 

Cublic  dTnlflrnncTit 

Spedflcation, . 

Handbook, . 

800-1413 

MOUNTING,  type  JM-1 

Comprises  6  Jacks,  type  JK-2,  mounted  between 
2  hard-rubber  blocks;  over-all  size,  3H  by  lA 

by  i  inches;  distance  between  centers  of  &st 

pair  of  jacks,  i  inch;  of  second  i>air,  H  lscfa<  ^ 

third  pair,  H  inch;  second,  third,  and  fifth 

jacks  interconnected;  2  mounting  holes  pro- 

vided in  block;  Western  Electric  Co.  No.  153: 

used  on  Cord,  type  CD-6.    Drawing  RLr-C- 

1193. 

Unit  of  mwifnim 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Speqflcation, • 

Handbook, . 

800-1414 

MO  UNTING,  type  JM-2 

Consists  of  a  hard-rubber  mounting  block  f  by  ^^ 
by  5H  inches;  equipped  eith  6  Jacks,  type  JK-2: 

• 

mounted  at  bottom  edge  of  and  underneath 

operating  panel  of  Set  boxes,  types  BC-I2  and 

BC-20;  Western  Electric  Co.  No.  152.    Draw- 

ing  RL-B-1365. 

' 

Unit  of  measure, . 

Weight  perjunit, . 

Packed, . 

Shipping  weight, . 

SnftpiflpAtinn  — ^— 

o^ot^iixua  iiXUU ,               . 

Handbook, . 

800-1415 

MOUNTING,  type  JM-3 

Consists  of  a  hard-rubber  mounting  block  f  by  H 
by  9H  inches;  equipped  with  10  Jacks,  type 

JK-2,  and  2  Jacks,  type  JK-4;  mounted  at  bot- 

tom edge  of  and  underneath  the  ox>erating  panel 

of  Set  boxes,  types  BC-11  and  BC-ll-A;  West- 

em  Electric   Co.   No.    160.     Drawing  RL- 

C-2783. 
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Numerical 
code  or  Na 

Article. 

Useful  information. 

800-1415 

MOUNTING,  type  JM-3-Contd. 

Unit  of  measure, . 

Weieht  ner  unit 

Packed, . 

ShiDDinc  wpiirhf 

Specification, . 

Handbook, . 

800-1416 

MOUNTING,  type  JM-4 , 

Comprises  1  Jack,  type  JK-9,  and  4  Jacks,  type 
JK-2,  mounted  between  2  hard-rubber  blocks 
at  one  end  of  Cord,  type  CD-24;  Western  Elec- 

tric Co.  No.  154. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1417 

MOUNTING,  type  JM-5 

Consists  of  4  Jacks,  type  JK-2,  in  a  common 
mounting  block;  used  on  Cord,  type  CD-62. 

Drawing  RL-B-1309. 

Unit  of  measure, . 

Wfiicht  nf^r  iinff 

Packed, . 

Cubic  displacement, . 

Shipping  weight, -. 

Specification, . 

Handbook 

800-1418 

MOUNTIN   ,typeJM-6 

Double-pole  jack  fitting  on  to  Plug,  type  PL-7. 
Drawing  RL-B-606. 

Weicrht  Tjor  unit 

Packed, . 

Cubic  disDlftecmcnt 

Shinnlnir  urMcht 

Specification, . 

Handbook, . 

80O-1419 

NEST  BOWL,  type  PG-19 

Pigeon;  a  wooden  bowl,  gj  inches  diameter  by  3 
inches  high;  used  for  nesting  pigeons. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

CVli-nrx^nfT  rtmirrVft- 

Specification, . 

Handbook, . 
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SIGNAL  COBFS  STORAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  Information. 

801-1430 

NEST  BOWL,  type  PG-29 

Pigeon;  porcelain;  a  bowl  7^  inches  diameter  by 
1^  inches  in  depth;  used  as  a  nesting  place  for 

pigeons. 

Umt  of  measure,  each. 

Wpiif*hf  Ttf^r  unit 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1431 

NIPPLE,  type  M-55 

Cast  brass;  5  inches  long,  1 J  inches  inside  diameter 
by  1^  inches  maximum  outside  diameter;  mside 

is  threaded  for  }  inch  at  one  end  to  receive 

standard  1-inch  conduit;  used  in  Set,  tooe 

signal,  type  EE-20.    Drawing  696-B-2. 

Unit  of  measure,  each, . 

Wnlcht  nrr  unit 

Packed, . 

Specification, . 

Handbook, . 

800-1422 

OHMMETER,  type  1-36 

A  resistance  testing  device  comprising  a  mahog- 
any case  3}  by  Sf  by  5J  inches,  in  which  are 

contained  the  mounted  and  connected  parts. 

Drawing  153b. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

^hinninc  iirfiiffht 

fi*\Anifir>ati/\n    

opecmcabioii, . 

Handbook, . 

Comprises: 

800-1422-1 

Case. 

Contents. 

800-1422-2 

Binding  posts,  scales,  plug,  etc. 

800-1422-3 

Coil,  balancing,  10  ohms  (1). 

800-1422-4 

CoU,  balancing,  100  ohms  (1). 

80O-1422-5 

CoU,  rheostat,  20  ohms  (1). 

800-1422-6 

Galvanometer,  deflecting  (1). 

800-1422-7 

Key,  contact  (1). 

800-1422-8 

Stylus  (1). 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1423 

OILCAN   tvDe  QC-a 

Oiler;  1-pint;  spring-bottom;  made  of  No.  20 
gauge  steel,  heavOy  copper  plated;  has  &-inch 

v^  A  m^  ViA*^^^     \f  J  jf^^   ^■(p-^^^'  •"  •••••••••••••• 

bent  nozzle;  used  in  Oil  set,  type  EE-18. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification,  407. 

Handbook, . 

800-1424 

OILCAN.  tvDC  OC-4 

Oiler;  J-pint;  spring-bottom;    made  of  No.  20 
gauge  steel,  heavily  copper  plated;  has  3-inch 

\^AA^  ^•A*.*-^  1    v^  i'^'    ^           *•••••••••••••••• 

straight  nozzle;  used  in  Oil  set,  type  EE-18. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification,  407. 

Handbook, . 

800-1425 

OIL  CAN,  typo  OC-6 

Storage;  3  gallons;  heavy  galvanized  iron,  with 
a  positive-acting  faucet;  used  in  Oil  set,  type 

^^  AA^      ^^AfcA^  p    VJ  tf                            ^^a*************   • 

EE-18. 

Unit  of  measure,  each. 

Tl'rtiirht  nrr  unit 

»>  t7i{$iii>  por  uiui/,              . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  407. 

Handbook, . 

800-1426 

OIL  FILLER,  type  OC-2 

1  J-pint;  No.  20  gauge  steel,  heavily  copper  plated; 
pot  about  4}  inches  in  diameter;  has  handle  and 
bent  spout;  used  in  Oil  set,  type  EE-18. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Specification,  407. 

Handbook, . 
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Numerical 
code  or  Na 


SIGNAL  COBFS  STORAGE  CATALOGUE. 

DESCRIfTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


800-1427 


800-1427-1 


800-1142 
800-1423 
800-1424 
800-1425 
80O-1426 
80O-2218 
8002328 
800-1428 


80O-1429 


Article. 


OIL  SET,  type  EE-18 

For  use  in  switchboard  rooms. 
Comprises: 


Funnel,  type  OC-5  (1). 
Oilcan,  type  0C-3(1). 
Oilcan,  type  0C-4(1). 
Oilcan,  type  0C-6(1). 
Oilfiller,  type  0C-2(l). 
Tray,  type  OC- 1  (1). 
Waste  can,  type  OC-7  (1). 
OUTLET,  type  JM-7 


OUTLET  BOX,  ty^e  BE-10., 


Useful  information. 


For  use  in  switchboard  rooms. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification,  407. 
Handbook, . 


Zone-signal;  comprises  a  cast-iron  lamp  outlet 
with  moimting  base  5}  inches  long  by  |  inch 
wide,  a  porcelain  base  socket  with  brass  lamp 
guards  and  a  copper  shell  to  receive  an  Edison 
base  lamp;  the  assembled  unit  measures  ap- 
proximately 9i  by  5}  by  4|  inches  overall;  used 
in  Set,  zone-signal,  type  EE-20.  Drawing 
696-B-2.  j 

Unit  of  measure,  each.  ' 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  302. 

Handbook, . 

Target-range;  a  rectangular  brass  box,  2f  inches 
wide  by  2  inches  deep  by  4  inches  high: 
equipped  with  a  nipple  designated  to  receive  a 
standard  commerriali-inch  pipe;  the  box  forms  % 
socket  for  Plug,  type  PL-28,  and  contains  an 
insulated  base  on  which  are  mounted  2  bent' 
spring  contacts  which  make  electrical  connec- 
tion with  the  contacts  of  the  plug  when  the 
plug  is  inserted;  used  in  target-range  signaling 
systems. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Kameiical 
code  or  Na 


Article. 


Useful  information. 


800-1430 


OUTLET  BOX,  type  BE-11. . 


800-1431 


OUTLET  BOX,  type  BE-12. 


800-1432 


OUTLET  BOX,  typeBE-28.. 


A  cast-brass  outlet  box  measuring,  exclusive  of 
its  mounting  lugs  and  nipple,  2}  by  3i  by  IJ 
inches;  on  the  side  of  the  box  is  mounted  a 
socket  to  receive  Plug,  type  PL-27;  when  the 
plug  is  inserted  in  this  socket,  a  thin  metal  dia- 
phragm forming  one  side  of  the  box  is  depressed 
so  that  2  insulated  contact  pieces  extending 
through  the  diaphragm  to  make  contact  with 
the  plug  terminals  are  made  to  connect  also 
with  suitable  cable  terminals  inside  the  box; 
thus  removal  of  the  plug  breaks  2  sets  of  con- 
tacts; formerly  designated  "Small  arms  target 
box,  M1915."    Drawing  1099-2. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Comprises  a  round  brass  box  l{^  inches  high  by 
2f  inches  diameter,  equipped  with  a  nipple 
designed  to  receive  a  standard  conunercial 
f-inch  pipe;  the  box  forms  a  socket  for  Plug, 
type  PL-28,  and  contains  an  insulated  vase 
on  which  are  mounted  2  bent-spring  contacts 
which  make  electrical  connection  with  the  con- 
tacts of  the  plug  when  the  plug  is  inserted; 
used  in  target-range  signaling  systems. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Comprises  a  metal  case,  21  inches  long  by  17  inches 
wide  by  ^  mches  high  over  all,  in  which  are 
mounted  4  fuzed  double-pole,  single-throw 
knife  switches;  1  double-pole,  double-throw, 
8-contact  knife  switch;  2  telephone  sockets;  a 
telautograph  socket;  and  an  Ordnance  type 
socket;  formerly  designated  "Outlet  box  for 
mortar  pits.*'    Drawings  14a  and  14b. 


14164&— 20— 27 
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800-143^ 


OUTLET  BOX,  type  BE-28— Con. 


800-1433 


0  UTLET  BOX,  type  BE-SO. . 


SOO-1434 


800-1435 


OUTLET  BOX,  type  BK-31. 


PAD,  type  M-9. 


Useful  information. 


Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Obsolete;  S-way;  emplacement;  a  brass  casing  vp- 
proximately  8\  inches  long  by  S^  inches  high  6y 
6  inches  maximum  width;  has  S  nipples  for  c(m- 
duit  connections;  contains  a  suitably  mountd 
Ig-binding-^ost  terminal  strip;  formerly  desig- 
nated "Emplacement  outlet  box."  Drawing 
S66-S. 

Unit  of  measure,  each. 
M'eight  per  unit, . 

Packed,  • 


Cubic  displacemtnt, . 

.    Shipping  weight, . 

Specification, . 

Handbook, . 

A  metal  box,  16  inches  long  by  5f  inches  Ugh  by 
7  inches  wide,  in  which  are  suitably  mounted 
a  telautograph  7  contact  socket,  a  double^hrow, 
double-blade,  8-contact  knife  swltdi,  wltb 
protective  fuzes,  equipped  with  nipples  far 
entrance  of-  connecting  cables.    Drawing  7a. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Sponge  rubber;  cylindrical;  2  inches  diametff 
linch  thick;  drilled  and  countersunk  tor  l-to* 
No.  6  wood  screw. 

Unit  of  measure,  each . 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3111. 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

•     Useful  information. 

800-1436 

PANEL,  type  ALr-l 

Aerial  liaison  signaling;  shutter  type;  an  appa- 
ratus wWch  allows  the  instantaneous  appeaiv 

ance  or  disappearance  of  a  white  rectangle  1.5 

by  2.8  meters;  made  up  of  7  rectangles  of  white 

cotton  which,  through  a  system  of  cords  and 

hlattens,  fold  and  unfold,  exhibiting  at  the  will 

of  the  operator,  either  their  neutral-colored 

blacks  or  their  white  faces. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification,  591. 

Handbook, . 

800-1437 

PANEL,  type  AL-2 

Aerial  liaison  signaling;  cotton;  circular  disk;  3 

meters  diameter;  black  on  both  sides. 

Unit  of  measure,each. 

Weight  per  unit, . 

Packed, — . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  591. 

Handbook, . 

800-1438 

PANEL,  type  AL-3 

Aerial  liaison  signaling;  cotton;  circular  disk;  3 
meters  diameter;  white  on  one  side,  olive-drab 

on  the  other  side. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, ^ 

Specification,  691. 

Handbook, 

800-1349 

PANEL,  type  AL-4 

Aerial  liaison  signaling;  cotton;  rectangular; 
0.4  by  3  meters;  white  on  one  side,  olive-drab 

on  the  other  side. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement,          '. 

Shipping  weight, . 

Specification,  591. 

Handbook. . 
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Numerical 
code  or  No. 


I 


Article. 


Useful  information. 


800-1440 


PANEL,  type  AL-6 . 


800-1441 


PANEL,  type  AL-6. 


800-1442     PANEL,  type  AL-7  . 


800-1443     PANEL,  type  AL-8. 


800-1444  I  PANEL,  type  AL-9. 


Aerial  liason  signaling;  cotton;  rectangular,  0.4 
by  3  meters;  black  on  both  sides. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  591. 

Handbook, . 

Aerial  liaison  signaling;  cotton;  square;  0.4  hj 
0.4  meters;  white  on  one  side,  oUve-drab  oo 
other  side. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  591. 

Handbook, . 

Aerial  liaison  signaling;  cotton;  square;  0.4  by 
0.4  meters;  black  on  both  sides. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spe?iflcation,  591. 

Handbook, . 

Aerial  liaison  signaling;  cotton;  semieircuiir: 
2  meters  diameter;  white  on  one  side,  oliv^ 
drab  on  the  other. 

Unit  of  measure,  each. 

W^eight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 


Specification,  591. 

Handbook, . 

Aerial  liaison  signaling;    cotton;    semicircular 
2  meters  diameter;  black  on  both  sides. 
Unit  or  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  591. 
Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

80O-1445 

PANEL,  type  AD-10 

Aerial  liaison  signaling;  cotton;  rectangular;  0.4 
by  1.5  meters;  white  on  one  side,  oUve-drab  on 

the  other. 

Unit  of  meastire,  each. 

Woigiib  por  iixui),             * 

Packed, . 

Shipping  weight, . 

Speciflcation,591. 

Handbook, . 

800-1446 

PANEL,  type  AL-11 

Aerial  Itafaon  mgnftlfng;  notton;  rentangiilar;  0.4 

by  1.5  meters;  black  on  both  sides. 

Unl  t  of  measure,  each. 

\7nipht  nnr  unit 

TYtM{$III)  JJtM  lUUb,  '                  . 

Packed, . 

Cubic  displacement, . 

Speclflcat*on,591. 

Handbook, . 

800-1447 

PANEL,  type  AL-12 

Aerial  liaison  signaling;  cotton;  equilateral  tri- 
angle; 2-meter  sides;  white  on  one  side,  oUve- 

drab  on  the  other. 

Unit  of  measure,  each. 

Weight  per  unit, , 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Speciflcation,691. 

Handbook, . 

80O-1448 

PANEL,  typeAL-13 

angle;  2-meter  sides;  black  on  both  sides. 

Unit  of  measure,  each. 

TITnitrhf  rtrr  unit 

w  ui((iib  per  uiiii),              . 

Packed, . 

Shipping  weight, . 

Specification,  591. 

Handbook, . 

800-1440 

PANEL,  type  AL-M 

Aerial  liaison  signaling;  cotton;  rectangular;  0.4 
by  1.75  meters;  white  on  one  side,  olive-drab  on 

the  other. 

Unit  of  measure,  each. 

Packed, . 

Cubic  displacement , . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1449 

PANEL,  type  AL-14— Continued. 

Shipping  weight, . 

Speciflcatlon,  691. 
Handbook, . 

800-1450 

PANEL,  type  AL-15 

Aerial  liaison  signaling;  cotton;  rectangnlair;  a4 
by  1.75  meters;  black  on  both  fdden. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Specification,  691. 

Handbook, . 

80O-1451 

PANEL,  type  AL-16 

Aerial  liaison  signaling;  cotton;  rectangular;  0.6 
by  2  meters;  white  on  one  side,  oliye  drab  od 

the  other. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement,  — — . 

Shipphig  weight, . 

Specification,  591. 

Handbook, . 

800-1452 

PANEL,  type  AL-17 

Aerial  liaison  signaling;  cotton;  .reotangoaJr,  06 
by  2  meters;  black  on  both  sides. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement,  — • — . 

Shipping  weight, . 

Speoifloation,  591. 

Handbook, . 

800-1453 

PANEL,  type  AL-18 

Aerial  Uaison  signaling;   oUcloth;   reotangnkr, 
0.5  by  0.4  meters;  white  on  one  side,  gray  oo  the 

other. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

SpeoifioatioQ,  591. 

Handbook, . 
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Numerical 
code  or  Na 

Article. 

Useful  information. 

80O-1454 

PANEL,  type  AL-19 

Aerial  liaison  signaling;  cotton;  star  (5-point);  3 
meters  diameter;  white  on  one  side,  olive  drab 
on  the  other. 

Unit  of  measure,  each. 

'Wnio'Vit  nnr  iinif              — 

PANEL,  type  AL-20 : 

Packed, . 

80O-1455 

Specification,  591. 

Handbook, . 

Aerial  liais&n  signaling;  Qotton;  star  (5-point); 
3  meters  diameter;  black  on  both  sides. 
Unit  of  measure,  eaoh. 

Weight  per  unit, . 

Packed, . 

PANEL,  type  AL-21 

800-1456 

Specification,  591. 

Handbook, . 

Aerial  liaison  signaling;  cotton;  lozenge;  9  by  9 
meters;  white  on  one  side,  olive  drab  on  the 
other. 

Unite  of  measure,  each. 

PANEL,  type  AL-22 

Packed, . 

800-1457 

Specification,  591. 

Handbook, . 

Aerial  liaison  signaling;  cotton;  lozenge;  9  by  9 
meters;  black  on  both  sides. 
Unit  of  measure,  each. 

Wnifrhf  rki>r  unit 

PANEL,  type  AL-23 

Packed,— — . 

Cubic  displacement, . 

800-1458 

Specification,  591. 

.    Handbook, . 

Aerial  liaison  signaling;  cotton;  lozenge;  3  by  3 
meters;  white  on  one  side,  olive  drab  on  the 
other. 

Unit  of  measure,  each. 

Packed, . 

Cubic  displacement, . 
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Numerical 
code  or  No. 

Article. 

Useful  infonnation. 

800-1458 

PANEL,  type  AL-23— Continued. 

Shipping  weight, . 

Specification,  591. 
Handbook, . 

800-1459 

PANEL,  type  AL-24 

Aerial  liaison  signalhig;  cotton;  loienge;  3  by  3 
meters;  black  on  both  sides. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

ShlnDiniT  Trcicht 

Specification,  691. 
Handbook, . 

800-1460 

PANEL,  type  AL-25 

Aerial  liaison  signaling;  cotton;  lozenge;  4  by  4 

meters;  white  ono  ne  side,  olive  drab  on  tb« 

other. 

Unit  of  measure,  each. 

WHirht  nrr  unit 

Packed, . 

Cubic  displacement, . 

Specification,  591. 

* 

Handbook, . 

800-1461 

PANEL,  type  A L2n 

Aerial  liaison  signaling;  cotton;  lownge;  4  by  4 

meters;  black  on  both  sides. 

U;iit  of  measure,  each. 

Wcipht  tier  unit 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  591. 

• 

Handbook, . 

800-1462 

PANEL,  typo  A  L-?7 

Aerial  liaison  signaling;  cotton;  losenge;  lJ3b/ 
1.33  meters;  white  on  one  side,  olive  drab  oo  ib« 
other. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  591. 
Handbook, . 

800-1463 

PANEL,  type  A L-28 

Aerial  liaison  signaling;  cotton;  losenge;  1.33  by 

1.33  meters;  black  on  both  sides. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1463 

PANEL,  type  AL-2fr-Contlnued. 

Cubic  displacement, . 

Specification,  591. 

Haadbook, . 

800-1464 

PANEL,  type  AL-29 

Aerial  liaison  signaling;  cotton;  square;  4  by  4 

meters;  white  on  one  side,  olive  drab  on  the 

other. 

Unit  of  measure,  each. 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

QyiiT»r»in<»  uroitrVif-    _^^_ 

OLUppiUg  WclgUl,                  . 

Specification,  591. 

Handbook, . 

■800-1465 

PANEL,  type  AL-50 

AnrlAl  Hftisrm  signAlIng;  o.ntUf,r\]  sqtiAre;  4  by  4- 

meters;  black  on  both  sides. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

fhihie  diiT)ljiPdn(Mit 

Specification,  591. 

Handbook, . 

-80O-1466 

PANEL,  type  AL-31 

meters;  white  on  one  side,  oUve-drab  on  the 

other. 

Unit  of  measure,  each. 

XSTrkttrV\4-   v^/w  iinjf- 

Packed, . 

Spedification,  591. 

Handbook, . 

SOO-1467 

PANEL,  type  AL-32 

Aerial  liaison  signaling;  cotton;  rectangular;  9by  3 

meters;  black  on  both  sides. 

Unit  of  measure,  each. 

W^ftiffht  nnriiTiit 

Packed, . 

Cubic  displacement, ^ 

oiuppuig  weigiit,              . 

T 

Specification,  591. 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1468 

PANEL,  type  ALr-33 

1.5  meters;  white  on  one  side,  cdive  drab  on  the 

other. 

Unit  of  measure,  each. 

W^oiffht  nfir  unit 

Packed, . 

Specification,  591. 

Handbook, . 

800-1469 

PANEL,  type  AL-34 

Aerial  liaison  signaling;  cotton;  rectangular;  3  liy 
1.5  meters;  black  on  both  sides. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Specification,  591. 

Handbook, . 

800-1470 

PANEL,  type  AL^5 

Aerial  Uaison  signaling;  cotton;  rectangular;  4  by  i 
meter;  white  on  one  side,  olive  drab  en  th* 

other. 

Unit  of  measure,  each. 

"WtAifht  TtAr  iiTiif  — — 

W  vif^Ili  per  Uiill>,               . 

Packed, . 

Specification,  591. 

Handbook, . 

800-1471 

PANEL,  type  AL-36.  

Aerial  liaison  signaling;  cotton;  rectangular;  4  by  I 
meter;  dull  black  on  both  sides. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

flhiiYniTir  wnlfrht 

Specification,  501. 

Handbook, . 

800-1472 

PANEL,  type  AL-37 

Aerial  liaisonsignaling;  cotton;  square;  1.33  by  1.33 
meters;  white  on  one  side,  olive  drab  on  the 

other. 

Unit  of  measure,  each. 

Weight  per  unit,  — — . 

Packed, . 

Cubic  displacement, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1472 

PANEL, 

type  AL^7— Continued. 

Rhfnnir  ^nrniirhf 

Speciflcation,  591. 

Handbook, . 

800-1473 

PANEL, 

type  AL-38 

Aerial  liaison  signaling;  cotton;  square;  1.33  by  1.33 
meters;  dull  black  on  both  sides. 

Unit  of  measure,  each. 

TVrifhf  rtnr  iinif 

Picked, . 

vyllUll/  UlspUK/ClUcllt,                  • 

Shipping  weight, . 

Specification,  591. 

Handbook, .    * 

800-1474 

PANEL, 

tvne  AL-^9 

A  cloth  panel,  39  inches  long  by  11 H  inches  wide, 
which  appears  alternately  white  and  red  at  the 

VJ  ^\f     **  *^      *FW  •.*..•••«...••.. 

will  of  the  operator,  who  holds  it  before  him  and 

effects  the  change  in  color  by  a  movement 

similar  to  that  of  playing  an  accordion;  a  num- 

ber of  rectangles  of  cfoth  with  white  faces  arid 

red  backs  are  normally  held  folded  by  springs. 

but  unfold  and  overlap  each  other,  displaying 

their  white  faces  when  the  device  is  stretched; 

the  cloth  is  sewed  upon  three  f-inch  pine  rods; 

^ 

Drawing  1306. 

Unit  of  measure,  each. 

Wntrht  nrr  unit 

Packed, . 

Fthinrtlnf  urftiirht 

Specification, . 

• 

Handbook, . 

800-1475 

PANEL, 

type  AXi-41 

Division  or  brigade  identification;  black  cotton 
circle,  9  feet  10  inches  in  diameter.    Drawing 

wj  y^    *■■*•     **•  ....•.•.•.•.... 

50001B1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

G^jv^v%l.«4v  vvt^^Im.^^ 

Specification,  591B. 

Handbook, . 

800-1476 

PANEL, 

type  AL-42. 

Division  or  brigade  identification;  white  cotton 
circle,  9  feet  10  inches  in  diameter.    Drawing 

50001B1. 

Unit  of  measure, . 
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Numerical 
code  or  Na 

Article. 

Useful  information. 

800-1476 

PANEL,  type  AL-43-Contlnued. 
PANEL,  typeAL-43 

Packed, . 

800-1477 

Specification,  591B. 

Handbook, . 

Signaling;  black  cotton  rectangle,  1  foot  3  inches 

PANEL,  type  AL-44 

by  9  feet  10  inches.    Drawing  60001B1. 

Packed, . 

Cubic  displacement, . 

800-1478 

Specification,  591B. 
Handbook, . 

PANEL,  type  AL-45 

by  9  feet  10  inches.    Drawing  50001B1. 

, 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

800-1479 

Specification,  691B. 

Handbook, . 

Distinguishing;  black  cotton  square,  1  foot  3 

PANEL,  type  A L-46 

inches  by  1  foot  3  inches.    Drawing  60001B1. 

Packed, . 

Cubic  displacement, . 

800-1480 

Specification,  591B.    . 

Handbook, . 

Distinguishing;   white  cotton  square,  1  foot  3 

PANEL,  type  A L-47 

inches  by  1  foot  3  inches.    Drawing  50001B1. 

Wnitrht  nnr  unit    - 

800-1481 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  591B. 

Handbook, . 

Infantry  regiment  identification;   black  cottoo 
semicircle,  6  feet  6  inches  in  diameter.   Dnw- 
ingSOOOlBl. 

Weight  per  unit, . 
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Numerical 
code  or  Na 

Article. 

Useful  information. 

800-1481 

PANEL,  type  A L-47— Continued. 
PANEL,  type  AL-48 

Packed, . 

Cubic  displacement, . 

800-1482 

Specification,  591B. 
Handbook, . 

PANEL,  type  AL-49 

semicircle,  6  feet  6  inches  In  diameter.    Draw- 
lng5000lBl. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

800-1483 

Specification,  591B. 

Handbook, . 

Infantry  battalion  identification;   black  cotton 

PANEL,  type  A L-50 

equilateral  triangle,  6  feet  6  inches  sides.  Draw- 
ing 50001B1. 

Wniirhl- nor  nnif    ■      -    - 

Packed, . 

Cubic  displacement, . 

800-1484 

Specification,  591B. 

Handbook, . 

Infantry  battalion  Identification;   white  cotton 

PANEL,  type  AL^l 

equilateral  triangle,  6  feet  6  inches  sides.  Draw- 
ing 50001B1. 

WnitrTit  r\i\r  unit        -  ..  .. 

Packed, . 

800-1485 

Shipping  weight, .    , 

Specification,  591B. 

Handbook, . 

Infantry   marking;   black   oilcloth    rectangle, 
1  foot  3  inches  by  1  foot  8  inches.   Drawing, 
60001B1. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 

Specification,  591B. 
Handbook, . 

Digitized  by  LjOOQ IC 


480 


SIGNAL  COBPS  STOBAOE  CATALOaUE. 

DESCRIPTION  OP  SIGNAL  CORPS  EQUIPMENT-Continued. 


Numerical 
code  or  No. 

. 

Article. 

Useful  information. 

800-1486 

PANEL,  type  AL-^2 

Infantry    marking:  white    oilcloth    rectangle, 

1  foot  3  inches  by  1  foot  8  inches.  Drawing 

50001B1. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation,  591B. 

Handbook, . 

800-1487 

PANEL,  type  AIahSS 

Corps  identification;  black  cotton  star,  9  feet  10 

inchesin  diameter.    Drawing  50001B1. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Spedflcation,  591B. 

Handbook, . 

800-1488 

PANEL,  type  AL-64 

C<^s  identification;  white  cotton  star,  0  feet  10 

inchesin  diameter.   Drawing  50001B1. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 



Shipping  weight, . 

-^-. 

Specification,  591B. 

Handbook, . 

800-1489 

PANEL,  type  AL^55 

Heavy   artillery   identification;   black  cottflo 
lozenge,  29  feet  6  inches  by  29  feet  6  indies,  tbe 

dlagonalshaving  a  ratio  of  2 : 3.  Drawing 50001B. 

Weight  per  imit, . 

Padced, . 

Cubic  displacemenv, . 

Shipping  weight, . 

Spedfication,  591  B. 

Handbook, . 

800-1490 

PANEL,  type  AL-fie 

Heavy   artillery   identification;    white  cotUft 

lozenge,  29  feet  6  Inches  by  29  feet  6  indies,  the 

diagonals  having  a  ratio  of  2:3.   Orawlnii 

60001B1. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 
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Nnmerical 
code  or  No. 

Article. 

Useful  information. 

800-1490 

PANEL,  type  AL-Sfr-Contlnued. 

Cubic  displacement, . 

Shipping  weight, . 

Speciflcalion,  691  B. 

800-1491 

PANEL,  typeAL-^7 

Heavy  artillery  signaling;  black  cotton  rectangle, 
9  feet  10  inches  by  29  feet  6  inches.    Drawing, 

50001B1. 

Unit  of  measiu-e, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  691B. 

Handbook, . 

800-1492 

PANEL,  type  AL-58 

Heavy  artillery  signaling;  white  cotton  rectan- 

gle, 9  feet  10  inches  by  29  feet  6  inches.   Draw- 
ing50001Bl. 

Weight  per  unit, . 

Packed, . 

Cubic  dlaplacement, . 

Shipping  weight, . 

Specification,  591B. 
Handbook, . 

800-1498 

PANEL,  type  AL-«9 

Heavy  artillery  distinguishing;   black  cotton 
lozenge,  9  feet  10  Inches  by  9  feet  10  inches. 

the  diagonals  having  a  ratio  of  25.    Drawing 

50001B1. 

Unit  of  measure, . 

Weight  p^  unit, . 

Packed, — — . 

.     . 

Cubic  displacement, . 

Shipping  weight, . 

Speciflcation,591B. 

Handbook, . 

800-1494 

PANEL,  type  AL-60 

Heavy  artillery  distinguishing;   white  cotton 
lozenge,  9  feet  10  inches  by  9  feet  10  inches, 

the  diagonals  having  a  ratio  of  2:3.    Drawing 

50001B1. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement,  — -— % 

Shipping  weight, . 

Speclftcation,591B. 

Handbook, * 
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Numerical 
code  or  No. 

Article. 

Useful  information . 

800-1495 

PANEL,  type  AL-61 

Army  corps  artillery  identiflcaticm;  blade  cotton 

lozenge,  13  feet  1  inch  by  13  feet  1  inch,  tlie 

diagonals   having  a  ratio  of    2:3.    Drawios 

50001B1. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Spedflcation,691B. 

Handbook, 

800-1496 

PANEL,  type  AL-62 

Army  and  corps  artillery  identification;  white 

cotton  lozenge,  13  feet  1  inch  by  13  feet  1  inch. 

the  diagonals  having  a  ratio  of  2:3.    Drawm^ 

60001B1. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shippmg  weight, . 

Specification,  591B. 

Handbook, . 

800-1497 

PANEL,  type  AL-63 

Army  and  corps  artillftry  dlstfnpifshlTig-  h1u4^ 
cotton  lozenge,  4  feet  4  inches  by  4  feet  4 

inches,  the  diagonals  having  a  ratio  of  2:3. 

Drawing  50001B1. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Spedficatiop,  591B. 

Handbook, . 

80O-1498 

PANEL,  type  AL-64 

Army  and  corps  artiUery  Qistinguishing;  white 
cotton  lozenge,  4  feet  4  inches  by  4  feet  4  indies, 

^  AA.*^  ^^■^^p    wj  Xr^'  *»*rf     *•■»  V*************** 

the  diagonals  having  a  ratio  of  2:3.    Dnwing 

50001BL 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedficatian,691B. 

Handbook, . 
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Numerical 
eode  or  Na 


Article. 


Useful  iaf^rmatioD. 


800-1499 


PANEL,  type  AL-66, 


800-1500 


PANEL,  type  AL-66. 


80O-1501 


800-1502 


80O-1508 


PANEL,  type  AL-67. 


PANEL,  type  AL-68. 


PANEL,  type  AL-«9. 


141645—20 ^28 


Divisional  artillery  identification;  black  cotton 
square,  13  feet  1  inch  by  13  feet  1  inch.  Draw- 
ing 50001B1. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Speciacation591B. 

Handbook . 

Divisional  artillery  identification;  white  cotton 
square,  13  feet  1  inch  by  13  fete  1  inch.  Draw- 
ing 50001B1. 

Unit  of  measure, . 

WdghtiJerunit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification  591B. 

Handbook . 

Field  Artillery  signaling;  black  cotton  rectangle, 
3  feet  3  inches  by  13  feet  1  inch.  Drawing 
50001B1. 

Unit  of  measure,  — '■ — . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 
Shipping  weight, 


Specification  591B. 

Handbook . 

Field  artillery  signaling;  v/hite  cotton  rectangle, 
3  feet  3  inches  by  13  feet  1  inch.  Drawing 
fiOOOlBl. 


Unit  of  measure, 

Weight  per  unit, 

Packed, . 

Cubic  displacement,  - 
Shipping  weight, 


Specification  581B. 

Handbook . 

Divisional  artillery  distinguishing;  black  cotton 
square,  4  feet  4  inches  by  4  feet  4  inches.  Draw- 
ing 60001B1. 

Unit  of  measure, . 

Weight  per  unit, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1603 


800>1504 


PANKL,  type  AL-fl9— Continued. 


I 


Packed, . 

Cubic  displacement, 
Shipping  weight,  — 
Speciacation  591B. 
Handbook  - 


PANEL,  type  AL-70 j  Divisional  artillery  distinguishing;  white  rotton 

I     square,  4  feet  4  inches  by  4  feet  4  inches.    Druw- 
I      ing  50001B1. 

Unit  of  measure, . 


I 


800-1505 


PANEL,  type  AI^71, 


Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification  5918. 

Handbook . 

Cavah-y  distinguishing;  black  cotton* square,  « 
feet  6  inches  by  6  feet  6  inches.  Drawin? 
50001B1. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

'  i  Shipping  weight, . 

I  Specification  691B. 

'  Handbook . 

800-1506     l»ANEL,  type  AI*-7*2 ]  Cavah-y  distinguishing;  white  cotton  square,  6 

I     feet  6  inches  by  6  feet  6  inches.    Drawing 
I      oOOOlBl. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  591 B. 
Handbook, 


800-1507 


I 


TAN  K L,  type  AL-73 Cavah-y  troop  identification;    black  cotton;  3 

I 


arms;  arms  1  foot  8  inches  by  3  feet  3  incbes 
each.    Drawing  50001  Bl.  • 

Unit  of  measure, — . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight,  - 


Specification,  691 B. 
Handbook,  — > — . 
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Numerical 
code  or  Na 

Article. 

Useful  information. 

800-1508 

PANEL,  type  AL-74 

Cavalry   troop   Identfflcatiom;  white    cotton;  3 
arms;   arms  1  foot  8  inches  by  3  feet  3  Inches 

each.    Drawing,  60001B1. 

Unit  of  measure,  — : — . 

Weight  per  unit, . 

Packed, . 

. 

fhibic  d'i^nl&ntTnATit  -^-_— 

V/Ul/li/  UiS^icUXUUOXlv,                     m 

Specification,  591B. 

Handbook, . 

800-1509 

PANEL,  infantry  division  set,  type 

A  series  of  light,  readily  portable,  black  and 

AP-1. 

white  cotton  panels  for  aerial  signal  communi- 

Comprisss: 

cation  at  infantry  division.    Drawing  60001  Bl. 

800-1476 

Panel,  type  AL-41  (1). 

Unit  of  measure, s 

80O-1476 

Panel,  type  AL-42  (1). 

Weight  per  unit, :, 

800-1477 

Panel,  type  AI^43  (4). 

Packed, . 

800-1478 

Panel,  type  AL-44  (4). 

Piibic  diiTilaannnnt 

{■^hinrtlni*  inrn1f*ht 

Specification,  591B. 

Handbook, . 

800-1510 

PANEL,  infantry  brigade  set,  type 

A  series  of  light,  readily  portable,  black  and 

AP-2. 

white  cotton  panels  for  aerial  signal  communi- 

Comprises: 

cation  at  infantry  brigade.    Drawing  50001  Bl. 

800-1475 

Panel,  type  AL-41  (1). 

800-1476 

Panel,  type  AL-42  (1). 

Weight  per  unit, , 

800-1477 

Panel,  type  AI^43  (3). 

Packed, . 

800-1478 

Panel,  type  AL-44  (3). 

Cubic  displacement, -. 

800-1479 

Panel,  type  AL-45  (5). 

Shipping  weight, . 

800-1480 

Panel,  type  AL-46  (5). 

Specification,  591B. 
Handbook, . 

800-1511 

PANEL,  infantry  regiment  set,  type 

A  series  of  light,  readily  portable,  black  and 

AP-3. 

white  cotton  panels  for  aerial  signal  communi- 

Comprises: 

cation  at  inftotry  regiment.    Drawing  5001B1. 

800-1481 

Panel,  type  AL-47  (J). 

Unit  of  mniwiim 

800-1482 

Panel,  type  AL-48(1), 

Wpiffht  T»Ar  unit  

TY  tJiKiii/  per  uuii,  — — — . 

800-1477 

Panel,  type  AL-43  (3). 

Packed, .    , 

800-1478 

Panelj  type  AL-44  (3). 

(Tiil^ip  HiQTtlaiVtmAnf    — ^— ^ 

V/UUll,  Vi.lopicH^XU.Clil>,                      • 

800-1479 

Panel,  type  AL-45  (3). 

800-1480 

Panel,  type  AL-46  (3). 

Specification,  591B. 
Handbook, . 

Digitized  by  LjOOQ IC 


486 


SIGNAL  COBFS  STOBAGE  CATALOGUE. 

DESCRIPTION  OP  SIGNAL  CORPS  EQUIPMENT-Continued. 


Nmneiical 
code  or  No. 

Article. 

Useful  information. 

800-1512 

PANEL,  Infantry  battalion  set,  type 

A  series  of  light,  readily  portable,  hUA  and 

AP-4. 

white  cotton  panels  for  aerial  signal  cenmnmi- 

Comprises: 

oation  at  infantry  battalion.    Drawing  50001B1. 

80O.1483 

Panel,  type  AL-49(1). 

Unit  of  measure, . 

800-1484 

Panel,  type  AL-50(1). 

Weight  per  unit, . 

800-1477 

Panel,  type  AL-43  (3). 

Packed, . 

800-1478 

Panel,  type  AL-44  (3). 

Cubic  displacement, . 

800-1479 

Panel,  type  AL^  (3). 

Shipping  weight, , 

800-1480 

Panel,  type  AL-46  (3). 

Specification,  501B. 
Handbook, . 

800-1513 

PANEL,  infantry  marking  set,  type 

Light,  black  and  white,  oilcloth  panels  for  mark- 

AP-«. 

ing  the  Jntantry  front  line  in  aerial  tigntl 

Comprises: 

communication.    Drawing  60001B1. 

800-1485 

Panel,  type  AL-61  (1). 

Unit  of  measure, . 

800-1486 

Panel,  type  AL-62(1). 

^^ITnltplit  nnr  unit 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specilcation,591B. 

Handbook, , 

800-1514 

PANEL,  Army  corps  set,  type  AP-6. 

A  series  of  light,  readily  portable,  black'and  wUU 

Comprises: 

cotton  panels  for  aerial  signal  comnumloatloB  tt 

800-1487 

Panel,  type  AL-53(1). 

army  corps.    Drawing  50001B1. 

800-1488 

Panel,  type  AL-54(1). 

Unit  of  measure, . 

800-1477 

Panel,  type  AL-43  (3). 

Weight  per  unit, . 

800-1478 

Panel,  type  AL-44  (3). 

Packed, 

Cubic  displacement, . 

Shipping  weight, , 

Specilcation,991B. 
Handbook, . 

800-1515 

PANEL,  heavy  artillery  set,  type 

A  series  of  light,  readily  porliable,  bitckand  irldti 

AP-7. 

Comprises: 

with  heavy  artiUery  (railway  or  motoriwd)  U 

800-1489 

Panel,  type  AL-55(1). 

regiment  and  battaUon.    Drawing  50001BL* 

800-1400 

Panel,  type  AL-56(1). 

Unit  of  measure, . 

800-1491 

Panel,  type  AL-67  (3) 

Weight  per  unit, . 

800-1492 

Panel,  type  AL^58  (3). 

Packed, . 

800-1493 

Panel,  type  AL-59  (3). 

800-1404 

Panel,  type  AL-«)  (3). 

Shipt)iiig  weight, . 

Speoiaoation,991B. 
Handbook, 
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Numerical 
code  oc  No. 

Article. 

Useful  information. 

800-1516 

PANEL,  Army  and  corps  artillery 

A  series  of  light,  readily  portable,  black  and  white 

set,  type  AP-8. 

cotton  panels  for  aerial  signal  communication 

Comprises: 

with  army  and  corps  field  artillery  at  brigade, 

800-1495 

Panel,  type  AL-61(1). 

regiment,  and  battalion  headquarters.  Drawing 

800-1496 

Panel,  type  AL-«2  (1). 

50001BL 

800-1497 

Panel,  type  AL-63  (3). 

Unit  of  measure, . 

800-1498 

Panel,  type  AL-^  (3). 

Wnfirht  nnr  nnif- 

ty  tngui>  per  uiui>,             . 

800-1501 

Panel,  type  AL-67  (3). 

Packed, . 

800-1502 

Panel,  type  AL-68  (3). 

Shipping  weight, . 

Spedfication,  591B. 

Handbook, . 

800-1517 

PANEL,  divisional    arUUery   set. 

A  series  of  Ught,  readily  portable,  black  and  white 

type  AP-9. 

cotton  panels  for  aerial  signal  communioatlcn 

Comprises: 

at  divisional  artillery  brigade,  regiment,  and 

800-1499 

Panel,  type  AL-«6(1). 

battalion  headquarters.    Drawing  50001B1. 

800-1500 

Panel,  type  AL-66(1). 

800-1501 

Panel,  type  AL-67  (3). 

Wnlfrhf  rtnr  nnff- 

800-1502 

Panel,  type  AL-68  (3). 

Packed, . 

800-1503 

Panel,  type  AL-69  (3). 

Vyiiuic  mapiwwniBm>,             . 

800-1504 

Panel,  type  AL-70  (3). 

Shipping  weight, . 

Specification,  591B. 
Handbook, . 

800-1518 

PANEL,  cavalry  division  set,  type 

A  series  of  light,  readUy  portable,  black  and 

AP-10. 

Comprises: 

tion  at  cavahry  division.    Drawing  50001  Bl. 

800-1475 

Panel,  type  AL-41  (1). 

800-1476 

Panel,  type  AL-42  (I). 

IVcifrht  nnr  iinif 

800-1477 

Panel,  type  AL-43  (5). 

Packed, . 

800-1478 

Panel,  type  AL-44  (6). 

800-1505 

Panel,  type  AL-71  (1). 

FtTitTtnino*  nrnirrhf 

800-1506 

Panel,  type  AL-72  (1). 

Specification,  691B. 
Handbook, . 

800-1519 

PANEL,  cavalry  brigade  set,  type 

A  series  of  Ught,  readUy  portable,  black  and 

AP-11. 

white  cotton  panels  for  aerial  signal  communica- 

Comprises: 

tion  at  cavalry  brigade.    Drawing  50001  Bl. 

800-1475 

Panel,  type  AL-41  (1). 

800-1476 

Panel,  type  AL-42  (1). 

TlTnifrhf  nrr  unit 

TT  eigUb  per  UlUb,                . 

800-1477 

Panel,  type  AL-43  (3). 

Packed, . 

800-1478 

Panel,  type  AL-44  (3). 

800-1479 

Panel,  type  AL-46  (6). 

Shipping  weight, . 

800-1480 

Panel,  type  AL-46  (6). 

Specification,  091B. 

800-1505 

Panel,  type  AL-71  (1). 

Handbook, . 

800-1506 

Panel,  type  AL-72  (1). 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1620 

PANEL,  cavalry  regiment  set,  type 

A  series  of  light,  readily  portable,  black  and 

AP-12. 

white  cotton  panels  for  aerial  signal  eommunic*- 

Comprises: 

tion  at  cavalry  regiment.    Drawing  500O1  Bl. 

800-1481 

Panel,  type  AD-47  (1). 

\jux\,\ii  mcaaure,             . 

800-1482 

Panel,  type  AL-48  (1). 

Wrtirht  nrr  nnit 

800-1477 

Panel,  type  ALr-43  (3). 

Packed, . 

800-1478 

Panel,  type  ALr-44  (3). 

v^uuii/  uispiaceuicm. 

800-1479 

Panel,  type  AL-45  (3). 

Rhinnhir  nrrriirht 

OOXppUlS  WI3lgll|>, 

800-1480 

Panel,  type  AL-46  (3). 

Specification,  591B. 

800-1505 

Panel,  type  AL-71  (1). 

Handbook, . 

800-1506 

Panel,typeAL-72(l). 

800-1521 

PANEL,  cavalry  squadron  set,  type 

A  series  of  light,  readily  portable,  black  and 

AP-13. 

white  cotton  panels  for  aerial  signal  communica- 

Comprises: 

tion  at  cavalry  squadron.    Drawing  50001B1. 

800-1483 

Panel,  type  AL-49  (1). 

800-1484 

Panel,typeAL-50(l). 

Weight  per  unit, \    . 

800-1477 

Panel,  type  AL-43  (3). 

Packed, . 

800-1478 

Panel,  type  AL-44  (3). 

Cubic  displacement, . 

800-1479 

Panel,  type  AL-45  (3). 

800-1480 

Panel,  type  AL-46  (3). 

Specification,  591B. 

800-150{f 

Panel,  type  AL-71  (1). 

Handbook, . 

800-1506 

Panel,  type  AL-72(1). 

800-1522 

PANEL,  cavalry  troop  set,    type 

A  series  of  light,  readily  portable,  black  and 

AP-14. 

white  cotton  panels  for  aerial  signal  communics- 

Comprises: 

tion  at  cavahry  troop.    Drawing  50001  Bl. 

800-1507 

Panel,  type  AL-73  (1). 

800-1508 

Panel,  type  AL-74  (1). 

Wnjirht  nrr  unit 

800-1477 

Panel,  type  AL-43  (3). 

Packed, . 

800-1478 

Panel,  type  AL-44  (3). 

/^..VtA  ^{<.««1.«y>MVMA.n4' 

v^uDic  uispioCoiucni;, . 

Rhinnfnc  urricht 

Specification,  591B. 

Handbook, . 

800-1523 

PANEL  tvne  BD-2 

Transmitting;  supports  radio  and  power  appan- 

\^^M^^^  ^%^^%9 

A  .*»  A^  SadA^^     v^  Mr          •«-'*-'      «*••••••••••••••••• 

tus  for  Set,  type  8CR-51.  . 

Unit  of  measure,  each. 

Weight  per  umt, . 

Packed, . 

v/uuic  cuspiacenient, . 

QViSit-nirKT  nrAlerVif    ^__^ 

oaipping  wcigni;, . 

opecuiuauou, 

Handbook, . 

800-1524 

PANEL,  type  Bn-3 

Charging;  3-circuit;  equipped  with  overload  and 

reverse^urrent    circuit    breaker;    vottmetcr, 

ammeter,  and  switch ;  used  in  Set,  tsrpe  SCR-«. 

Unit  of  measure,  each. 

Weight  per  unit, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-15S4 


SOO-1&2S 


PANEL,  type  BD-3— Continued. 


PANEL,  type  BD-4. 


80O-1527 


PANEL,  type  BD-^. 


800-1529 


PANEL,  type  BD-6. 


80O-153O 


PANEL,  type  BD-7. 


Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Charging;  bakelite  dilecto;  24  by  18  by  J  inches; 
metal  comers;  used  in  Sets,  type  SCR-82  and 
SCR-123. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2072. 

Handbook, . 

Charging;  3-circuit;  for  Set,  tjrpe  SCR-82;  bake- 
lite dilecto;  metal  comers;  24  by  18  by  J  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  2073. 

Handbook, . 

Battery-charging;  2-circuit;  board  of  transite  or 
equivalent  material,  16  by  17 J  by  }  inches,  on 
which  are  mounted  instraments  and  fittings, 
the  whole  built  into  a  carrying  case  of  dress- 
suit  type,  approximately  25i  by  18i  by  9  inches; 
weight,  50  pounds  or  less;  instruments  include  1 
voltmeter,  2  ammeters,  1  four-point  voltmeter 
switch,  1  pilot  lamp,  resistance,  circuit  breakers 
and  a  field  rheostat;  used  in  Set,  type  SCR-82-B. 

Unit  of  measure,  each. 

Weight  per  unit,  50  pounds  or  less. 

Packed, . 

Cubic  displacement, . 

Shipping  weight. 

Specification,  2075. 

Handbook, . 

Power  and  battery  charging;  4-circuit;  consists 
of  an  iron  frame  supporting  a  slate  or  other  insu- 
lating board,  35  inches  high  by  42  inches  wide; 
depth  from  back  of  supports  to  front  of  panel  not 
including  projecting  instruments  or  switches, 
12  inches;  provides  control  for  2  battery-charg- 
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Numerical 
code  or  No. 


Useful  Information. 


800-1530 


PANEL,  type  BD-7— Continued. 


800-1531 


PANEL,  type  BD-8. 


800-1532 


PANEL,  type  BD-12. 


ing  circuits,  1  lighting  drcuit,  and  1  pover  cir- 
cuit; instruments  and  fitttings  include  1  volt- 
meter, 1  ammeter,  1  pilot  lamp,  2  knife  switches, 
2  battery  charging-drcuits,  complete,  eadh 
equipped  with  overl^^ad  and  reverse-cnirent 
circuit  breakers,  1  field  rheostat,  1  means  for 
reading  currents  and  voltages,  1  generator  over- 
load circuit  breaker;  the  board  has  1 1  terminals; 
used  in  Set,  type  SCR-88. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2078. 

Handbook, . 

Battery  charging;  2-circuits;  consists  of  transit 
or  sIYnilar  insulating  board,  16  by  17^  by  i 
inches,  on  which  are  mounted  instruments  and 
fittings,  the  whole  built  into  a  carrying  case  of 
dress-suit  type,  23  by  16  by  6  inches;  weight. 
35  to  50  pounds;  instruments  include  1  volt- 
meter, 2  ammeters,  a  4-point  switch,  lamp, 
resistance,  circuit  breakers,  and  a  field  rheo- 
stat; used  in  Set,  type  SCR-110. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification' 2061. 

Handbook, . 

Battery-charging;  includes  a  Monson  slate  slab 
with  natiu-al  oil  finish,  measuring  36  by  24 
inches,  with  a  f-inch  bevel  around  the  face  of 
the  board;  on  the  slab  are  mounted  the  follow- 
ing instruments  for  single  battery:  1  voltmeter, 
Weston  model  269;  1  ammeter  model  269;  1 
pilot  lamp;  1  six-point  switch,  Crouse-Hinds 
Co.  Type  "Q";  3  switches,  knife;  double-pole, 
single-throw,  Trumbull  type  "A";  6  tavBS, 
15-amp.  inclosed;  12  fuze  holders,  Trumbull 
type  **C"  or  equal;  1  circuit  breaker,  15«mp.. 
single-pole,  overload  and  underload.  Drawing; 
1236-4. 

Unit  of  measure,  each. 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1533 


800-1633 


PANEL,  type  BD-12-Continued. 


PANEL,  type  BD-16. 


800-1634 


PANEL,  type  BDln. 


Weight  per  unit, , 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Battery-charging;  2-circuit;  a  Monson  slate  panel 
3  feet  by  2  feet  by  IJ  inches,  supported  by  2 
heavy  1-inch  wrought-iron  pipes  resting  in 
tapped  floor  flanges  to  which  the  panel  is 
clamped  by  means  of  U-bolts  and  pipe  clamps. 
The  following  parts,  all  standard  commercial 
articles,  except  the  fuzes,  are  mounted  on  the 
panel:  1  pilot  lamp;  1  voltmeter,  Weston  Model 
269,  0-130  volts;  1  voltmeter  switch,  Crouse- 
Hinds,  type  "Q,"  6  point;  1  ammeter,  Weston 
Model  269,  20-9-20  amp.:  3  double-pole  single- 
throw  knife  switches,  Trumbull,  type  "A*'; 
2  double-pole  double-throw  switches,  Trumbull, 
type  "A";  10  fuzes  and  1  circuit  breaker,  15 
amp.,  single-pole,  overload  and  underload. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 

Specification,  572. 

Handbook, . 

Power  switchboard;  for  fire-control  switchboard 
room;  comprises  a  2-piece  slate  panel,  83  inches 
long  by  24  inches  wide  by  IJ  inches  thick,  sup- 
ported by  angle  iron  and  designed  to  be  held 
upright  48  inches  from  the  wall  by  means  of 
wall  braces  and  tumbuckle;  equipped  with  a 
pilot  lamp,  a  30-0-30-amp.  ammeter,  a  0.130- 
volt  voltmeter,  a  6-circuit  voltmeter  switch,  a 
15-amp.  circuit  breaker,  3  single-pole,  double- 
throw  knife  switches  and  8  single-pole,  single- 
throw  knife  switches;  all  switches  equipped 
with  fuzes  as  per  drawing  005-8. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

^Cubic  displacement, . 

Shipping  weight, . 

Specification,  571. 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Utoful  information. 


800-1635 


PANEL,  type  BD-18., 


800-1636 


PANEL,  type  BD-19. 


800-1637 


PANEL,typeBD-20. 


800-1638 


PANEL,  type  BD-21. 


Auxiliary  terminal;  used  with  Switchboard, 
type  BD-14-6;  comprises  a  hardwood  panel, 
17i^  inches  long  by  12  inches  wide  by  ^  inch 
thick,  upon  which  are  80  Fahnestock  dips.  No. 
5,  suitably  connected  and  mouaied;  a  64ooi 
length  of  cable  loads  to  the  switchboard. 
Drawing,  107-D-l. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, , 

Specification, . 

Handbook, . 

Cut-out;  formerly  designated  "Type  B  cut-out 
panel'^  comprises  a  slate  base,  25  inches  high 
by  31  inches  wide,  on  which  are  suitably  con- 
nected and  mounted  3  wide  and  1  narrow  rows 
of  multipolar  knife  switches,  as  per  the  scheme 
of  drawing' 377b. 

Unit  of  measure,  each. 

Weight  per  unit,  — ; — . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Cut-out;  formerly  designated  "Type  E  cut-out 
panel ";  a  slate  base  27  i  nches  square ,  on  which 
are  suitably  mounted  and  connected  a  special 
grouping  of  multipolar  knife  switches,  as  per 
the  scheme  of  drawing  377c. 

Unit  of  measiu^,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Cut-out;  formerly  designated  "Type  A  cut-out 
panel";  comprises  a  slate  base,  25  inches  high 
by  23  inches  wide,  on  which  are  suitably  con- 
nected and  mounted  2  wide  and  1  narrow  rows 
of  multipolar  knife  switches,  as  per  the  scheme 
on  drawing  377a. 
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Numerical 
code  or  No. 

Article. 

Udeful  information. 

6aa-U3s 

PANEL,  type  BD-21— Continued. 

Unit  of  measure,  each. 

Packed, . 

Cubic  displacement, . 

OlU^^lilg  WtSlgllli,                  . 

Handbook, . 

800-1539 

PANEL,  tjrpe  BD-22 

Comprises  a  slate  base,  32lncbes  high  by  SOinches 
wide,  on  which  are  suitably  connected  and 

mounted  3  wide  and  2  narrow  rows  of  multi- 

polar knife  switches,  properly  fuzed,  as  per 

scheme  of  drawing  234a. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

DpCClUCablUU,                  . 

Handbook, . 

800-1640 

PANEL,  type  BD-31 

Cut-out;  formerly  designated  "Type  C  cut-out 
panel";  comprises  a  slate  base  on  which  are 

suitably  connected  and  mounted  4  wide  and  1 

narrow  rows  of  multipolar  knife  switches,  the 

narrow  row  on  the  left.    Drawing  377b. 

Unit  of  measure,  each. 

Wrirhf  rtnr  unit 

Packed, . 

Shipping  weight, . 

Handbook, . 

800-1541 

PANEL,  type  BD-32 

Cut-out;  formerly  designated  "Type  D  cut-out 
panel";  comprises  a  slate  base  on  which  are 

suitably  mounted  and  connected  5  wide  and 

1  narrow  rows  of  multipolar  knife  switches^ 

similar  to  the  scheme  of  drawing  377b. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shinninc  Ti'nicht 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


Useful  information. 


800-1542 


PANEL,  type  BD-33. 


SOO-1543 


PE  DESTAL,  type  M-74., 


800-1544 


PIN,  type  FT-3. 


Battery-charging;  Includes  a  Monson  alate  slab, 
with  natural  oil  finish,  measuring  36  by  24 
inches,  with  a  f-inch  bevel  around  the  face  oi 
the  board;  on  the  slab  are  mounted  the  follow- 
ing instruments  for  double  battery:  1   volt- 
meter, Weston  model  309;  1  ammeter,  Weston 
model  269;  1  pilot  lamp;  1  six-point  switcfay 
Crouse-Hinds  Co.,  type   "Q";  8  switcbes, 
knife,   double-pole,  single-throw,   TrumboD 
type  "A'';  6  fuzes  15-amp.,  incloaed;  13  tamm 
holders,  Trumbull  type  "C,''  or  equal;  1  cir- 
cuit breaker  15'«mp.,  single  pole,  overload  and 
underload;  3  throw  switches;  6  fucei  and  fiias 
holders.    Drawing  1235-4. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, .  * 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  572. 

Handbook, . 

A  cast-metal  1-piece  stand,  made  with  a  circular 
floor  plate  at  the  bottom  and  an  oval  mount- 
ing plate  with  holes  for  bolts  at  the  top;  esti- 
mated dimensions— height,  30  inches;  mini- 
mum diameter  of  stem,  3  inches;  diameter  of 
floor  plate,  9  inches;  length  of  maTimnm  axis 
of  mounting  plate,  6  inches;  used  in  Set,  signal 
lamp,  t3rpe  EE-36  to  support  Control  box, 
type  BE-9;  illustrated  in  Signal  Corps  Man- 
ual No.  8,  Chapter  X,  page 4,flgiire  10-2.  Draw- 
ing 930-A. 

Unit  of  measure,  each. 

Weight  per  unit, , 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Metal;  for  moimting  Insulator,  type  IN-0; 
threaded  at  each  end;  4^  by  |  inch.  Draw- 
ing RL-B-330. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 
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Numerical 
code  or  No. 

Article. 

Useful  infonnatioD . 

800-1544 

PIN,  type  FT-3-Contlimed. 

Shipping  weight, , 

Spesiflcatlon, . 

Handbook, . 

800-1545 

PIN,  type  FT-25 

Wooden;  over*«U  dimensions,  16  inches  long  by 

li  inches  wide  by  1  inch  thick;  used  on  Tent,. 

type  TN-1  of  Set,  type  SCR-49.    Drawing 

104-A-3. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 

Specification,  611. 

Handbook, . 

800-1546 

PiN,  type  GP-9 

12-lnch;  steel;  surveyor's;  made  of  wrought  steel,. 

galvanized;  pointed  at  one  end;  shaped  to  form 

a  ring  at  the  other  end;  used  to  mark  measured 

distances  on  the  ground. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1547 

PIN,  type  GP-10 

14-f  nrh;  steel;  surveyor's;  made  of  wrought  steel,. 

galvanized;  pointed  at  one  end,  shaped  to  form 
a  ring  at  the  other  end;  used  to  mark  measured 
distances  on  the  ground. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1548 

PIN,  type  PF-53 

Crossarm;  oak;  4  threads  per  inch;  threaded  por- 

tion, 2^  Inches  long;  shank,  2  inches  diameter 

by  3  inshes  Ion?;  maximum  diameter  of  point,. 

2}  Inches;  length,  8  Inches.    Drawing  40003BS. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification,  226F. 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1549 


PLATE,  type  M-3., 


300-1551 


PLATE,  type^MP- 


300-1552 


PLATE,  type  MP-2. 


300-1553 


PLATE,  type  MP-3. 


Top;  steel;  2^  inches  by  7  inches  by  ^  inch;  for 
Stand,  type  GS-1 .    Drawing  070b. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Guy;  lower;  for  attaching  antenna  and  guy  ropes 
to  mast  top;  used  in  Equipment,  type  A-2; 
comprises  a  plate  with  1  Insulator,  type  IN-2, 
and  2  hooks  with  which  to  attach  the  antenoA 
to  the  insulator  and  the  insulator  to  the  guv 
plate. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Guy;  upper;  equipped  with  mast  tube;  to  l^e 
mounted  on  the  top  of  each  mast  in  E  quipment, 
type  A-2;  made  by  Connecticut  Telephone  & 
Electric  Co. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Guy;  middle;  for  29-foot  mast;  used  in  Equipmen 
type  A-2;  made  by  Connecticut  Telephone  i 
Electric  Co. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

( 

Article. 

Useful  information. 

SOQ-15S4 

PLIERS 
PLIERS, 

type  TL-19 

Combination;  6-inch;  drop-forged  steel  with  blue 

typeTL-20 

handles  and  polished  head. 
Unit  of  measure,  each. 

Wnlirlit  rtnr  iinlf 

Packed, . 

800-15«5 

Shipping  weight, . 

Specif  cation,  3014. 

Handboo'x, — . 

Combination;  8-inch;  drop-forged  steel  with  blue 

handles  and  polished  head. 
I  Unit  of  measure,  each. 

,  Weight  per  unit, — ^^ — 

I  Packed, . 

'  Cubic  displacement,  — 

1  Shipping  weight, 

I  Specification,  3041. 

j  Handbook, . 

800-1556  I  PLIE  R S,  type  TL-24 j  Side-cutting;  4-inch. 

Unit  of  measure,  each. 

Weight  per  unit, 

Packed, . 


800-1557  I  PLIERS,  type  TL-87.. 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  3029. 

Handbook, . 

Pointed-nose;  over-all  dimensions,  4f  by  \  by  If 
inches;  dimensions  of  nose  point,  rf  hy  j«j 
inch;  made  of  steel;  handles  rough,  jaws 
finished  smooth.    Drawing  RL-A-3124. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


aOO-1558 


PLOTTING  BOARD,  type  MI^25.. 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

1  theodolite;  used  in  balloon  observation;  com- 
prises a  wooden  board  approximately  45 
inches  square,  covered  with  cross-section  paper 
on  which  is  superimposed  a  rotating  celluloid 
protractor  containing  various  scales;  a  wooden 
arm  is  hinged  upon  a  brass  pin  in  the  center  of 
the  protractor  circle  and  may  be  moved  freely 
around  the  board. 

Unit  of  measiu-e,  each. 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-lffff8 


800-1559 


PLOTTING  BOARD,  typo ML-25-. 
Continued. 


PLUG,  type  PL-1. 


800-2434 


PLUG,  typo  PL-2. 


800-1500 


PLUG,  typo  PL-5. 


Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Connectinc:;  for  Service  buzzer,  type  EE-C3; 
consists  of  a  2-conductor  plug  body  with  » 
hard-rubber  sleeve  handle  and  a  coil  spring  of 
No.  16  phosphor-bronze  wire  for  reducing  wear 
of  extension  cord;  makes  tip  and  sleeve  coo- 
tact;  diameter  of  plug  body  stem,  i  inch; 
length  of  stem  beyond  insulating  handle,  in- 
cluding tip  ball,  f  inch;  dimensioiis  of  insulat 
ing  handle,  1{|  inches  long  by  f  inch  diameter 
dimension  of  spring  coil  If  inches  long  by  H 
inch  outside  diameter.  Drawing  1289-4. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, .  \ 

Shipping  weight . . 

Specification,  555.    . 

Handbook, .  j 

.  A  3-conductor  brass  plug  with  shell  and  inso- 
lation of  hard  rubber.  Used  with  Jack,  type 
JK-15.    Drawing  10151D1. 

Unit  of  measure,  each.  I 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, .  | 

Shipping  weight, . 

Specification, . 

Handbook, . 

Telephone;  with  tip,  ring,  and  sleeve  goddb^ 
tions,  and  insulating  handle;  length  of  stem, 
1  inch;  diameter  of  stem,  }  inch;  diameter  of 
handle,  H  inch;  length  of  handle,  IH  incbei; 
Western  Electric  Co.,  No.  165.  Dimving 
RL-C-508. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, , 


Cubic  displacement,  - 
Shipping  weight,  — 

Specification, . 

Handbook, 
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Numerical 
code  or  No. 


800-1561 


Article. 


PLUG,  typo  PL-6. 


80O-1562 


PLUG,  type  PL-7. 


8<M>-]  363     PLUG,  type  PL-8. 


800-1564 


PLUG,  type  PL-9. 


Useful  information. 


2  single  terminal  plug  bodies,  mounted  in  a  com- 
mon hard-rubber  block  H  by  1  by  1^  inches; 
distance  between  terminal  centers,  J  inch; 
length  of  terminals,  0.442  inch;  Western  Elec- 
tric Co.,  No.  156.  Drawing  RL-B-483. 
Unit  of  measure,  each. 

Weight  per  unit,  -^ . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

2  single  terminal  plug  bodies,  mounted  in  acorn' 
man  hard-rubber  block;  distance  betweenter- 
minal  centers,  H  inch;  length  of  terminals, 
0.442  inch;  dimensions  of  nibber  block,  l,*^  by 
A  by  H  inches.  Drawing  RL-B-484. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

2  single  terminal  plug  bodies,  mounted  in  a  hard- 
rubber  stock,  ItV  by  l^by  H  inch,  by  means 
of  screws;  block  is  equipped  with  a  screw  eye; 
distance  between  centers  of  plug  bodies,  ff  inch; 
used  on  Cord,  type  CD-7.  Western  Electric 
Co.,  No.  158.  Drawing  RL-B-485. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

4  single  terminal  plug  bodies,  heldinacom;man 
hard-rubber  block,  2H  by  1,^  by  H  inch  the 
mounting  block  is  equipped  with  screw  eye; 
distance  between  centers  of  plug  bodies,  right- 
hand  pair,  i  inch,  and  left-hand  pair,  H  inch; 
Western  Electric  Co.,  No.  164.  Drawing 
RL-B-486. 

Unit  of  measure,  each. 


141645—20 ^29 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1564 

PLUG,  type  PL-9-Continued. 

Weight  per  unit, , 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

SnO-lilAA 

PLUG  tvDflPL-lO      

4  sine^le  terminal  plug  bodies  (drawing  RL-B* 

OW    X  0%99 

A    A^  V  Vl  f    Vjf  ^^    *    *^     ***  •••••••••••••••••• 

481)  mounted  in  common  hard-rubber  block, 

21  by  lA  by  H  inch;  distance  between  plaj 

body  centers,  right-hand  pair,  %  inch,  le't-hand 

pair,  \  inch;  Western  Electric  Ca,  No.  MO. 

Drawing  RL-B-487. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, • 

Specification, . 

Handbo**, . 

800-1566 

PLUG  tvDe  PL-12  

1  single  terminal  plug  body  (drawing  Rli-B-481) 

C^  XJ\J  V*,  fcjr  J/w  X  hj:~xm  ..•.•••«•••••••«•• 

held  in  a  hard-rubber  block,  if  by  lA  bJ  »A 

inches;  Western  Electric  Co.,  No.  l».  Dn»- 

ing  RI^B-489. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight. . 

Specification, . 

Handbook, 

80O-1567 

PLUG  tvDePL-13 

Same  description  as  Plug,  type  PL-8,  except  that 

A  j^ \j  %* f   w J  r            ^'^           •••••••••••••••••• 

screw  eye  is  omitted.    Drawing  RL-B-IWO. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipphig  weight, . 

Handbook, . 

800-1568 

PLUG  tvDe  PL-14 

Polarity;  2  single  terminal  plug  bodies  moonfrf 

K  kJ\j\J^  •Jr  I'w  *  »^— »i  •««•«••••••••••••  • 

in  a  common  bakelite  block;  distance  between 

terminal  centers,  H  inch;  flte  Recn)t•o•^^ 

JK-6;  used  on  storage-battery  cords.  Draw- 

ing RL-C-215. 

Unit  of  measure,  each. 

Weight  per  unit, . 
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Numerical 
eodeorNo. 


Article. 


Useful  information. 


800-lff68 


800-lff69 


PLUG,  type  PL-14— Continued. 


PLUG,  type  PL-15. 


.800-1570 


PLUG,  type  PL-16. 


M0-lff71 


PLU0,lypePL-17. 


Packed, 

Cubic  displacement, , 

Shipping  weight, . 

Specification, . 

Handbook, . 

Consists  of  4  single  terminal  plug  bodies  mounted 
in  2  hard-rubber  blocks  held  together  by  screws; 
2  of  the  plug  bodies  are  mounted  at  i|-lnch 
centers,  the  2  others  at  i-iach  centers;  center 
distance  between  adjacent  plug  bodies  of  each 
pair,  1  inch;  used  on  Cord,  type  CD-24;  when 
used  for  Set  box,  type  BC-13,  the  H-hich  center 
plugs  fli  into  the  control  Jacks,  and  the  Hnch 
center  plugs  fit  into  the  transmitter  Jacks; 
made  by  Western  Electric  Co.,  No.  162. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, 

Cubic  displacement, . 

Shipping  weight, . 


Specification, . 

Handbook, . 

Telephone;  a  copy  of  French  tjrpe  plug  used  on 
radio  sets;  consists  of  a  hard-rubber  strip,  3|  by 
A  by  H  Inch,  on  which  are  mounted  2  steel 
contact  springs  with  connection  screws  for  at- 
taching plug  cord;  equipped  with  hard-rubber 
cleat  for  holding  cord,  and  with  a  locking  edge. 
Drawing  RL-SK-819. 

Unit  of  measure,  each. 

Weight  per  imit, . 

Paciccd, . 

Cubic  displacement, . 

Shipping  weight, . 

^     Specification, . 

Handbook, . 

Consists  of  a  black  dllecto  block,  li  by  If  by  ^ 
inch;  with  2  double-spring  pins,  mounted  H 
inoh  between  centers,  2  holes  for  bringing  in  the 
wires,  and  2  screws  for  connecting  cord  to  plug 
pins;  engraved  with  polarity  markings  and 
"4  V."  Drawings  R-B-2928,  R-A-2929,  and 
R-A-2930. 

Unit  of  measure,  each. 

Weight  per  unit, , 

Packed, , 
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Numerical 
code  or  No. 


80O-1571 


800-1572 


800-1573 


800-1574 


800-1575 


Article. 


PLUG,  type  PL-17— Continued. 


Useful  information . 


Cubic  displacement, . 

Siiipping  weight, . 

j  Specification,  2117. 

I  Handbook . 

PLUG,  type  PL-18 Same   descri^  lion  and   drau ings  as  plug,  type 

PL-17,  except  that  marking  "  10  W"  is  used  in- 
I      stead  of  "4  V." 

Unit  of  measure,  each. 
j  Weight  per  unit, . 

Packed, . 


Cubic  displacement,  — . 

Shipping  weight, . 

Specification,  2117. 

Handbook, . 

PLUG ,  type  PL-19 1  Same  description  and  drawings  as  Plug,  typ* 

PL-17,  except  that  no  polarity  is  indicated, 
and  that  the  word  "Amplifier''  is  substituted 
for  the  marking  "4  V." 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


I 


I 


I  Cubic  displacement, . 

I  Shipping  weight,  — .  ' 

Specification,  2117. 

Handbook, . 

PLUG,  type  PL-20 |  Same  description  and  drawings  as  Plug,  type 

PL-17,excopt  that  no  polarity  isindicated,  and 
that  the  word  "Telephone"  is  substituted  for 
the  marking  "4  V." 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  ^a'eight,  -i . 

Specification,  2117. 

Handbook  . 

Consists  of  2  single  terminal  plug  bodies  mounted , 
between  2  black  fiber  blocks  held  together  by 
screws;  distance  between  terminal  centers  | 
inch;  dimensions  of  black  fiber  blodcs,  1|  by 
If  by  ^  inch;  extension  }  inch;  used  In  Set. 
buzaer  instruction,  type  EE-14.  Drawinf 
1466. 

Unit  of  measure,  each. 

Weight  per  unit , . 

Packed, . 


PLUG,tyr)ePL-21. 
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Numerical 
code  or  No. 


Useful  inlonnation. 


800-1575 


800-1576 


PLUG,  type  PL-21— Continued. 


PLUG,  type  PL-22. 


800-1577 


PLUG,  type  P]^23. 


800-1578  ;  PLUG,  type  PL-24. 


Cubic  displacement, . 

Sliipplng  weight , . 

Specification,  607. 

Handbook, . 

2-conductor;  comprises  2  cylindrical  plug  bodies 
II inch  long  by  ^  inch  diameter,  mounted  on 
li-inch  centers  in  a  hard-rubber  block,  2|  by  { 
by}  inch,  equipped  with  a  brassclamp  having 
a  hole  through  which  the  connecting  wire  is  to 
be  passed;  used  on  Cord,  types  CD-81  and  CD- 
34;  Manhattan  Electrical  Supply  Co.,  No.  e538, 
(Description  from  sample.) 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, 

Specification, . 

Handbook, . 

Consists  of  2  single  terminal  plug  bodies  molded 
in  place  in  a  block  of  black  insulating  com- 
pound, 1|  inches  long  and  tapered  for  H^i^cli  of 
its  length  from  0.875  to  0.859  inch  diameter; 
comprises  also  an  insulating  cap  1}  inches  in 
diameter  by  U  inches  long,  making  the  as- 
sembled plug  2|  inches  long;  used  in  Set,  signal- 
lamp,  type,  EE-10.    Drawing  1 389. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  610. 

Handbook, . 

1  single  terminal  plug  body  held  in  a  hard-rubber 
sleeve,  4  inches  long  by  f  inch  diameter,  the 
terminal  extending  1|  inches  beyond  end  of 
sleeve;  used  in  Control  box,  tjrpe  BC-92. 

Unit  of  measure,  each. 

Weight  per  unit , . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification,  302. 
Handbook, . 


Digitized  by  VjOOQ IC 


454 


SIGNAL  CORPS  STORAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT--Coiitiiiued. 


Numerical 
code  or  No. 

Article. 

Useful  Informstion. 

800-1579 

PLUG,  type  PL-25 

Metal:  designed  to  fit  into  a  hole  threaded  for 

l-inch  steel  pipe  with  11}  threads  per  inch 

effectually  closing  the  opening;  used  in  Set, 

zone-signal,  type  EE-20. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Speciflcation, . 

Handbook, . 

800-1580 

PLUG,  typePL-26 

Solid-brass,  copper-plated;  used  to  complete  cir- 
cuits on  Switchboard,  type  BD-15,  being  in- 

serted in  sockets  formed  by  plug  bars  and 

interval  studs;  consists  of  a  round  plug  body 

IJ  inches  long,  tapered  at  one  end  for  i  inch 

from  A  inch  diameter  to  \  inch  diameter;  has 

also  2  longitudinal  saw  cuts  at  right  angles  at 

this  end;,  the  other  end  is  fitted  with  a  brass 

thumbpiece,  \\  by  i  by  ^  inches;  used  in 

Switchboard,  type  BD-15. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

fihinninr  Trnirht 

ojuppjLug  weigub,              . 

Specification  668. 

Handbook, . 

800-1581 

PLUG,  typePL-27 

Comprises  2-spring  brass  contact  strips  mounted 
on  the  side  of  a  key-shaped  micarta  base  which 

measures  5^  inches  long  by  2  inches  wiftTyw^nTn 

width  at  that  portion  which  fits  into  the  socket; 

used  in  connection  with  Outlet  box,  type  BE- 

11,  in  target-range  signaling  systems.    Draw- 

ing 1099-2. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

, 

Specification, . 

jTandbook, . 
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Numerical 
code  or  Na 


800-lff82 


Article. 


PLUG,  type  PL-28. 


800-1583 


PLUG,  type  PL-30. 


800-1584 


PLUG,  type  PL-31. 


Useful  information. 


A  2-conductor  plug  body  in  which  the  conduc- 
tors are  separated  by  a  rectangular  insulating 
block,  tV  inch  thick  and  -A  inch  wide  by  H 
inch  long,  connected  to  a  brass  shell  filled  with 
soft  rubber;  the  plug  terminals  are  No.  18  copper 
strips  fastened  by  screws  to  the  insulating 
separator;  the  completed  plug  is  approximately 
3  inches  long  by  1^  inches  diameter;  this  plug 
is  the  same  as  General  Electric  Co.  marine  out- 
let, No.  22323;  used  in  target-range  signaling 
systems. 

Unit  of  measiu-e,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Connecting;  telephone;  water-tight;  used  'with 
but  not  part  of  Set,  service  telautograph,  type 
EE-49;  consists  of  2  copper  contact  strips 
mounted  on  opposite  sides  of  one  end  of  a  cylin- 
drical molding  of  insulating  compound,  5  inches 
long  by  1  inch  maximum  diameter.  This  cylin- 
der is  equipped  with  a  brass  collar  and  a  rubber 
gasket  making  the  plug  water-tight  and  with  a 
suitable  port  at  the  end  opposite  the  terminal 
for  the  entrance  of  a  cable.  Drawing  93. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, -. 

Specification, ■. 

Handbook, . 

Coimecting;  7-contact;  water-tight;  used  in  Set, 
service  telautograph,  type  EE-49;  comprises  7 
copper  contact  strips  grouped  symmetrically 
about  a  cylindrical  molding  of  insulating  com- 
pound, 5  inches  long  by  1  inch  maximum  dia- 
meter. This  cylinder  is  equipped  with  a  brass 
collar  and  a  rubber  gasket,  making  the  plug 
water-tight,  and  with  a  suitable  port  at  the  end 
opposite  the  contacts  for  the  entrance  of  a  cable. 
Drawing  93. 

Unit  of  measure,  each. 
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Numerical 
code  or  No. 


800-1584 


800-1585 


PLUG,  type  PL-31— Continued. 


PLUG,  type  PL-32. 


800>1586 


PLUG  SWITCH,  type  SW-62. 


800-1587 


PLUG  SWITCH,  type  SW-68.. 


Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

.  Shipping  weight, . 

Specification, . 

Handbook, . 

Comprises  2  single-contact  plug  bodies  attached 
to  a  black  fiber  handle,  3  inches  loi^  by  ^  inch 
wide  by  ^  inch  thick;  the  plug  bodies  are  so  con- 
structed that  they  fit  into  the  sockets  of  Plus 
switch,  type  SW-62,  closing  2  circuits.  Draw- 
ing 86. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Comprises  a  black  fiber  base,  4  inches  square  by  1 
inch  thick,  which  provides  jacks  for  the  inser- 
tion of  2  plugs  completing  2  circuits;  equipped 
with  4  binding  posts.    Drawing  86. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubiadisplacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

3-contact;  comprises  a  hard-rubber  plate,  3  incbn 
long  by  li  indies  wide,  in  which  are  mounted 
S  jacks;  comprises  also  a  hard-rubber  handle  in 
which  are  mounted  3  single-conductor  plug 
bodies  so  placed  as  to  be  capable  of  simultan- 
eous insertion  in  the  3  jacks  on  the  other  part; 
suitable  connections  are  provided;  first  used 
in  Set,  field  wireless  pack,  type  SCR-44. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification, . 

Handbook, . 
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Num^cal 
code  or  No. 


800-1588 


800-1580 


800-1590 


800-1501 


Article. 


POLARITY    INDICATOR,    type 
1-28. 


POLE,  type  M-25.. 


POLE,  tj'pe  PO-1 . 


POLE,  type  PO-4. 


Useful  information. 


Consists  of  a  glass  tube  witbin  a  nickel-plated 
shell,  3J  by  J  inch,  for  use  with  battery;  used 
in  Equipment,  type  TE-4. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Hickory;  9  feet  by  1{  inches  diameter;  used  with 
Hook,  type  HK-5,  for  reclaiming  wire;  part  of 
Wire  pike,  type  MCM. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  618. 

Handbook, . 

Steel;  2(>-foot  length  of  cold-drawn  steel  tubing; 
2|  inches  outside  diameter  and  2  inches  inside 
diameter,  drilled  with  a  0.623-inch  drill  at  a 
point  4  feet  4  inches  from  one  end  and  with  a 
0.185-inch  drill  at  a  point  1)  inches  from  the 
same  end.     Drawing  40008C1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  226F. 

Handbook, . 

Wood;  low  aerial;  8  feet  long,  4 J  inches  diameter 
at  top,  6J  inches  diameter  at  butt ;  for  temporary 
telephone  or  telegraph  lines. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification,  605. 
Handbook, . 
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Numerical 
code  or  No. 


800-1592 


800-1593 


800-1504 


Article. 


POLE  CHA  NQERy  type  S  IT-tfT. . 


POWERBO ARD,  type  BD-1 . 


POWERBOARD,typeBD-l-A.. 


Useful  information. 


ObsoleU.  A  coTUinuitjMpreserving  poU  ckan^a 
for  rue  in  conntction  with  a  polir-dupUi  td  ti 
telegraphy;  consists  of  a  pair  of  magneU  wnni 
with  silk-covered  wire  to  a  resistance  o/  8  tkm, 
mounted  on  a  brass  framework  within  a  com  in- 
closing spring  contacts;  the  whole  is^jnounted  (m  c 
mahogany  bise. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

SpedficatUm,  ti8. 

Handbook, . 

Phenol  fiber  panel  with  Voltmeter,  typ«  1-13, 
Swttch,  type  8W-21,  and  Binding  posts,  type 
Tm-9;  mounted  on  an  iron  frame,  which  also 
supports  one  Dynamotor,  type  DM-2;  2  Coils, 
type  C-11;  1  Coil,  type  C-12;  2  Condensers,  type 
CA-15;  14i  by  13i  by  i  inch;  used  in  Sets, 
types  80R-67  and  8CR-67-A. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Phenol  fiber  panel  with  Voltmeter,  type  1-13, 
Switch,  type  8W-21,  and  Binding  posts,  type, 
TM-9;  mounted  on  an  iron  frame;  which  ibo 
supports  1  Dynamotor,  type  DM-2,  2  Coils, 
type  C-11;  1  Coll,  type  C-12;  2  Condensers,  type 
CA-15;  141  by  13i  by  i  inches;  this  powerbotfd 
is  similar  to  Powerboard,  tjrpe  BD-l,  ex- 
cept for  a  slight  variation  In  the  circuits. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shlpphig  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1505 


POWER  BUZZER,  type  C-4.. 


800-1596 


POWER  BUZZEll,  type  C-24. 


800-1597 


PRESERVATIVE,  type  M-Z 


Transformer  and  interrupter  for  sending  t.  p.  s. 
signals;  consists  of  a  double-winding  trans- 
former with  magnetic  circuit  closed,  except  for 
a  V  -shaped  gap  in  which  an  iron  mass  attached 
to  the  vibrator  armature  fits;  the  vibrator  inter- 
rupter is  placed  in  series  with  the  primary  wind- 
ing; the  vibrator  frequently  may  be  adjusted 
from  600  to  1,200  cycles  per  second  by  means  of 
a  suitable  weight  screwed  to  the  armature;  nor- 
mal input,  10  amp.  at  10  volts;  primary  has  8& 
turns;  secondary  has  385  turns;  the  primary 
inductance  is  0.003  henry;  total  inductance  of 
both  windings  in  series,  0.0048  henry;  used  in 
Sets,  types  SCR-71,  8CR-76,  and  SCR-76-A. 
Drawing  RL-D-287. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Transforms  10  volts  d.  c.  to  3,000  volts  a.  c,  draw- 
ing 60  to  100  watts  from  a  10-volt  storage  battery, 
depending  on  load  adjustment;  comprises  pri- 
mary and  secondary  windings,  2  Contacts, 
type  CN~12, 1  vibrator,  and  1 3-mfd.  condenser 
shunting  the  vibrator  gap;  condenser  is 
mounted  underneath  buszer  frame;  over-all 
dimensions,  4J  by  3A  by  3^1  inches;  used  in 
Set  box,  type  BC-47.  Drawings  R-1714  to 
R-1757. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2117. 

Handbook, . 

High  boiling  point  preserving  oil  for  use  on  poles, 
cross  arms,  etc.;  derived  from  products  of  dis- 
tillation of  coal  tar. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, '—. 

Cubic  displacement, . 
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Numerical 
code  or  No. 


800-1597 


800-1598 


«00-1509 


«0O-1600 


Article. 


PRESERVATIVE,  type  M-2a— Con, 


Useful  information. 


Shipping  weight,  - 
Specification,  623. 
Handbook, . 


PROJECTOR,  type  M-47. 


PROJECTOR,  type  M-51 . 


^iOO-IOOl 


PROJECTOR,  type  M-53. 


PRESER  VAT!  VE,  type  M-24 1  Wood-preserving  oil  for  use  on  poles,  cross  arm*. 

etc.;  known  as  "dead  oil  of  coal  tor"  or  "coal- 
tar  creosote." 

Unit  of  measure,  each. 

,         Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  623. 

Handbook, . 

Signal  lamp;  comprises  a  brass  housing  provided 
with  a  handle  and  containing  a  shaded  lamp; 
cross  hair-line  sights;  compass  mounted  oo  top 
of  housing;  reflector  diameter  (maximum), 
5\i  inches;  minimum  diameter,  5H  inches; 
used  in  Set,  signal-lamp,  type  EE-10. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  none. 

Handbook, . 

Signal-lamp:  consists  of  a  sheet-iron  housing,  ^ 
Inches  wide  by  lOf  inches  diameter,  equipped 
with  a  handle  and  containing  a  parabolic  re- 
flector, 24  cm.  in  diameter;  a  Socket,  type  S-^> 
to  receive  a  Lamp,  type  LM-8,  is  located  at  tbe 
center  of  the  reflector,  and  is  connected  eiter- 
naUy  to  a  3-foot  length  of  Wire,  type  W-S,  fitted 
at  the  free  end  with  a  plug,  type  PL-23. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  600. 

Handbook, . 


Signal-lamp;  consists  of  a  sheet-iron  housing  H 
inches  wide  by  6|  inches  diameter,  equipp^ 
with  a  handle  and  containing  a  parabolic  re- 
flector, 14  cm.  in  diameter;  a  Socket,  typeSO-*, 
to  receive  a  Lamp,  type  LM-10,  Is  located  at  the 
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Numerical 
code  or  No. 


Article. 


8OO-1601     PROJECTOR,  type  M-53— Contd. 


800-160*i  I  PROJECTOR,  type  M- 70. 


800-1603 


PROJECTOR,  type  M-84. 


Useful  information. 


center  of  the  reflector,  and  is  connected  exter- 
nally to  a  3-foot  length  of  Wire,  type  W-8, 
equipped  with  a  Plug,  type  PL-23  at  the  free- 
end. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  600. 

Handbook, . 

Acetylene;  used  in  Set,  signal-lamp,  type  EE-33; 
comprises  a  brass  housing;  all  parts  riveted,  in 
which  are  suitably  mounted  a  special  aplanetic 
lens  mirror  of  6  inches  diameter  and  3-inch 
focus,  a  2-way  gas  burner  and  a  key  control; 
this  control  permits  a  little  gas  to  flow  into  the 
burner  when  the  key  is  not  depressed,  but  when 
the  key  is  depressed,  as  much  gas  as  can  be  con- 
sumed is  admitted  to  the  burner;  otlier  parts  of 
the  projector  include  a  ventilating  hood,  a 
hinged  front  door,  and  a  3-section  cover  glass; 
the  projector  develops  1,900  c.  p. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displac^nent, . 

Shipping  weight, . 

Specification,  265. 

Handbook, . 

A  highly  directive  signal  lamp  comprising  pri- 
marily a  small  cast-brass  cylindrical  housing, 
2^  inches  long  by  2  inches  diameter;  a  bayonet 
socket  for  a  small  incandescent  lamp  is  inserted 
at  the  base  of  the  housing  and  makes  contact 
through  the  insulator  with  a  small  socket  for 
connection  to  the  upper  circuit;  the  double 
socket  extends  1^  inches  below  the  housmg 
and  is  1  inch  in  diameter;  the  housing  opens 
on  hinges  for  insertion  of  the  incandescent 
lamp  and  is  normally  held  shut  by  a  spring 
catch;  the  ray  of  light  from  the  lamp  is  directed 
through  a  standard  1-inch  iron  pipe  screwed 
into  the  end  of  the  housing  opposite  the  pol- 
ished brass  reflector.    Drawing  1374. 
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Numerical 
code  or  No. 


Axtlcle. 


Useful  infonoation. 


80O-1603 


PROJECTOR,  type  M-84-Contd. 


800-1604 


PROTECTIVE  DEVICE,  typePD-1 


800-1606 


PROTRACTOR,  type  ML-33. 


80O-1006 


PULLER,  type  TL-18.. 


80O-1607 


RAIN  SHIELD,  type  M-10.. 


Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, , 

Spedflcation, , 

Handbook, , 

Consists  of  2  mica  condensers  of  O.Ol-mfd.  capaci* 
tance  in  series,  mounted  on  a  brass  hoosiDg, 
2}  by  3  by  1  inch,  with  the  junction  point  of  th« 
condensers  grounded;  used  tar  protecting  low- 
tension  circuits  in  Set,  type  SCR-^Sl. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, , 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Xylonite;.  1804egi!ees;>  10-incb<  diameter;  grado* 
ated  in  i  degree  units;  similar  to  Keuflel  k 
Esser  Co.'s  No.  1868. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Used  to  remove  airfons  from  generator  shaft: 
consists  of  2  hinged  arms  with  tightening  screv 
and  handle.    Drawing  RL-C-163. 

Unit  of  measure,  each. 

Weight  per  umt, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 

Specification, . 

Handbook, . 

For  covering  the  hole  in  the  roof  around  the  as- 
tenna  used  in  the  &-ton  tank;  circular  disk  U 
para  composition  with  an  outside  diameter  d 
4  inches,  and  a  center  hole  {-inch  diametv; 
used  in  Set,  type  SCR-78  or  SCR-78-A. 

Unit  of  measure,  each. 

Weight  per  unit, . 
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code  or  No. 

Article. 

Useful  information. 

80O-1607 

RAIN  SHIELD,  type  M-10-Contd. 

Packed,  — — . 

Shipping  weight, . 

Specification,  3112. 

Handbook, . 

800-1608 

RECEIVER,  type  R-1 

Telephone;  high-efflciency;  resistance,  2,000  ohms; 
impedance  at  100  cycles,  20,000  ohms;  equipped 

a  hard-rubber  cap  which  is  shaped  to  receive  a 

soft-rubber  ear  cushion.    Western  Electric  Co., 

No.  194-W.    Drawing  RL-C-1241. 

•' 

Unit  of  measure,  each. 

TTfrniirhf  nnr  unit 

Packed, ^. 

Shipping  weight, . 

Specification, . 

Handbook, . 

dOO-1609 

RECEIVER,  type  R-2 

Telephone;  used  in  Head  set,  type  P-11;  West- 
em  Electric  Co.,  No.  505-W. 

Unit  of  measure,  eaeh. 

Weight.«»r*unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1610 

RECEIVER,  type  IU$-5 

Telephone;  watchcase  type;  80  ohms;  residual 
magnetism  sufllcient  to  lift  25  ounces;  diar 

phragm  2^  inches  in  diameter  by  0.012  inch 

thick;  case  2.1045  inches  in  diameter  by  1^ 

inches  thick;  made  by  Western  Electric  Co. 

Drawing  1293. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Oil  hie  dinnlfuy^mrnt 

Specification,  555. 

Handbook, . 

800-1611 

RECEIVER,  type  R-3-6 

Telephone,  watchcase  type;  80  ohms,  residual 
magnetism  sufficient  to  lift  25  ounces;  dia- 

phragm 2H  inches  diameter  by  0.012  inch  thick; 

case  2i  inches  diameter  by  1^  inches  thick; 

made  by  Stromberg-Carlson  Telephone  Manu- 

facturing Co.    Drawing  1291-2. 

Unit  of  measure,  each. 
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Numerical 
code  (X  No. 


Article. 


Useful  information. 


800-1611 


800-1619 


RECEIVER,  type  R-3-6— Contd. 


RECEIVER,  type  R-5 . 


800-1613 


RECEIVER,  type  R-« . 


800-1614 


RECEIVER,  type  R-7 . 


Weight  per  unit, . 

Packed, .  . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  555. 

Handbook, . 

Telephone;  resistance,  2,000  ohms;  impedance  at 
100  cycles,  20,000  ohms;  similar  to  Receiver, 
type  R-1,  except  that  ear  cap  is  replaced  by  a 
soft  rubber  ear  cap  3^  Inches  diameter  by  !{ 
inches  deep;  Western  Electric  Co.  drawing. 
ES-206657;  used  on  Head  set,  type  HS-3. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Telephone;  hand;  65  to  80  ohms;  soft-iron  dia- 
phragm with  ferrotype  finish;  contained  in 
hard-rubber  shell  fitted  with  hard-rubber  cap: 
shell  dimensions,  length,  5|  inches,  maximum 
diameter,  3|  inches,  minimum  diameter  1/j 
inches;  cap  dimensions,  maximum  diameter, 
2f  i  inches,  maximum  thickness,  f  inch,  diame- 
ter of  hole  in  center,  tV  inch;  used  in  desk  and 
wall  telephones. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  401. 

Handbook,  — . 

Telephone;  watchcase;  65  to  80  ohms;  soft4roo 
diaphragm,  with  ferrotype  finish;  metal  caw 
measures  3,V  inches  maximum  diameter  by  U 
inches  thick;  fitted  with  soft-rubber  ear  pleee 
which  measures  ^  inches  maximum  diameter 
by.U  inches  thick;  used  in  Head  sets,  types 
TS-3  and  HS-8. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 


Digitized  by  VjOOQ IC 


SIGNAL  COUPS  STOBAQE  CATALOOTJE. 


465^ 


DESCRIPTION  OF  SIGNAL  CORPS  EQXnPMENT— Continued. 


Ntuneiical 
code  oi  No. 


Article. 


Useful  ijaformation. 


80&-1614 


800-1615 


RECEIVER,  type  R-7— Continued. 


RECEIVER,  type  R-8. 


800-1616 


800-1617 


RECEIVER  CAP,  type  M-67. 


RECEIVER  CAP,  type  M-«8. 


Shipping  weight,  - 
Specification,  401. 
Handbook, . 


Telephone;  watchcase;  the  coils  consist  of  a  wind- 
ing of  No.  38  B.  &  S.  gauge  copper  wire,  single 
silk  covered;  resistance  80  ohms;  2^  inches  in 
diameter  by  1  inch  thick  when  assembled; 
hard-brass  case;  diaphragm  If  inches  in  di- 
ameter by  0.008  inch  thick;  known  as  high- 
eflaciency  type;  Receiver  caps,  type  M-67  or 
M68,  will  fit  this  receiver.    Drawing  112-B-l. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Soft  rubber;  gray;  molded;  small;  2}|  inches  in 
diameter,  |f  inch  thick  at  outer  rim,  ^  inch  at 
inner  rim;  center  hole  f  inch  in  diameter; 
radius  of  concave  surface,  3f  inches.  Drawlng^ 
112- A-1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Soft  rubber;  gray;  molded;  large;  3,^  inches  in 
diameter,  f-inch  thick  at  inner  rim  and  H-uich 
thick  over  all;  center  hole  f-inch  in  diameter; 
radius  of  concave  surface,  2|  inches.  Drawing 
H2-A-2. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 

Specification, . 

Handbook, . 


141645—20 80 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1618 


RECEPTACLE,  type  JK-6. 


800<1619 


RECORDER,  type  ML-20. 


800-1620 


REEL,  type  RL-1. 


SOO-1621 


REEL,  type  RL-2. 


Double-conductor;  polarity;  bakelite;  for  Flue, 
type  PL-14.    Drawing  Rl-C-218. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

A  device  designed  for  recording  by  electrical 
means  the  duration  of  the  sunshine;  this  instru- 
ment is  essentially  a  differential  mercurial  air 
thermometer  in  the  form  of  a  straiglit  glass  tube 
with  cylindrical  bulbs  at  each  end,  inclosed  in 
a  protecting  glass  sheath  with  suitable  plati- 
num wire  electrodes  fused  in  at  the  center;  the 
whole  being  mounted  in  a  metal  socket  on  an 
adjustable  support.  Julian  P.  Fries  &  Sons' 
catalogue  "B,"  page  23. 

Unit  of  measure,  each.  , 

Weight  per  unit, .  j 

Packed, . 

Cubic  displacement, . 

Shipping  weight, .  i 

Specification, . 

Handbook, . 

Airplane  antenna;  to  be  used  with  Drum,  type 
DR-1;  provided  with  a  ratchet  curangement 
which  is  released  when  the  handle  is  pulled 
backward,  which  insures  a  safe  speed  when  the 
reel  unwinds;  used  on  Equipment,  type  A-21.  ' 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, .  i 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  — . 

Handbook, . 

Airplane  antenna;  7  inches  outside  diameter,  41 
inches  inside  diameter,  1}  inches  thick;  with 
collapsible  handle,  ratchet  and  cam,  and  2 
spring-connected  brake  weights;  reel  made  o( 
No.  23  U.  S.  gauge  steel.    Drawing  RL-D-^. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-16S1 

REEL, 

type  RL-2-€ontlnued. 

Shipping  weight, . 

Speciflcation, . 

Handbook, 

800-1622 

REEL 

type  RL-2-A 

Proposed  redesign    of  Reel,  type    RL-2,  by 
Schramm  Manufacturing  Co. ;  not  in  use. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Handbook, . 

800-1623 

REEL 

type  RL-3 

Hand;  antenna  and  counterpoise;  consists  of  a 

flat  rectangular  frame,  llf  by  10  inches;  made 

of  iV-inchiron  wire  and  equipi)ed  with  a  handle 

made  of  a  4A-i4ch  length  of  i-inch  standard 

iron  pipe;  used  for  carrying  antenna  or  counter- 

poise  wires  or  guy  ropes  for  antennae  of  radio 

sets  used  on  the  ground. 

Unit  of  measure,  each. 

'Wolrht  rtrr  unit 

WclgUli  pel   UlUCt 

Packed, . 

Shipping  weight, . 

Specification,  3012. 

Handbook, . 

800-1624 

REEL 

typo  RIj-A 

Inspection;  with  stand;  used  for  reeling  airplane 

antennae  wire  off  airplane  reels  to  facilitate 

inspection. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement,  ^ . 

Specification,  2002. 

Handbook, . 

S00-162ff 

REEL 

,typeRL-5 

Airplane  antenna;  sux)ersedes  Reel,  type  RL-1; 

no  information  available. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed. . 

' 

Shipping  weight, . 

optXlUCaUUU, 

Handbook, 
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Numerical 
code  or  No. 


800-1626 


800-1628 


800-1629 


800-1680 


Article. 


REEL,  type  RL-6. 


REEL,  typo  RL-9.. 


REEL,  type  RL-12.. 


REEL,  typo  RL-13.. 


Useful  information. 


Breast;  consists  of  a  folding  frame  with  belt  and 
shoulder  straps  and  handle  for  turning  Drums, 
type  DR-3;  9  by  11  by  6J  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3057. 

Handbook, . 

Breast;  for  laying  and  recovering  field  wires: 
mounted  in  an  angle-iron  frame  and  driven  tj 
crank  and  gear  and  pinion;  equipped  with  a 
web  shoulder  strap  for  carrying  purposes  and 
a  leather  breast  strap  which  serves  as  a  coshion 
between  the  reel  and  its  carrier.  Drawing 
45701D1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  617. 

Handbook, . 

Breast;  adapted  for  the  reeling  of  burzer  wire; 
consists  of  2  triangular  brass  frames  mounted 
on  a  curved  breastplate  and  provided  with 
means  for  gripping  Spool,  type  RL-11,  between 
them  and  with  a  crank  for  turning  the  spool: 
the  breastplate  measures  8  by  7}  inches  and  is 
equipped  with  holes  for  carrying  straps;  frames, 
7i  inches  high  and  dh  inches  apart;  crank  sweep, 
Z}  inches  radius. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  412. 

Handbook, . 

Hand;  adapted  for  the  laying  of  light  wire  in  t 
rapid  manner  by  a  man  mounted  or  on  foot; 
comprises  a  frame  consisting  of  a  handle  and 
adjustable  forks ,  the  latter  adapted  for  gripping 
a  wfre  spool  handle,  4^  inches  long  by  1|  indies 
maximum  diameter;  length  of  frame  appraxi* 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


8OO-1630 


REEL,  type  RL-ia— Continued. 


800-1631 


REEL,  type  RL-14.. 


800-1632 


REEL,  type  RL-15.. 


mately  8  inches;  sweep  of  crank  approximately 
3  Inches  radius.    Drawing  784. 
Unit  of  measure,  each. 

Weight  per  uiilt, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  323. 

Handbook, . 

Pack;  formerly  designated  "Pack  reel,  mountain 
artillery  type";  designed  to  be  carried  on  horse- 
back and  operated  by  a  man  on  foot;  comprises 
a  pack  frame  (same  as  Ordnance  pack  frame, 
model  1908)  upon  which  Is  mounted  a  wire  reel 
and  a  crank  and  chain-drive  mechanism  for  its 
operation;  the  reel  measures  18  Inches  between 
flanges,  its  drum  is  2  Inches  diameter,  and  the 
flanges  are  7}  inches  in  diameter;  the  crank 
sweep  is  11^  inches  diameter;  maximum  width 
of  assembled  reel,  32  inches.  Drawings  806-a 
andSnMt). 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, , 

Cubic  displacement, . 

Shipping  weight,  — « . 

Spedflcation, . 

Handbook, . 

A  hand  reel  used  in  connection  with  the  antenna 
kite  of  Set,  field  wireless  pack,  type  SCR-44; 
comprises  a  mild-steel  frame,  12H  inches  long 
by  4^  inches  wide,  in  which  is  moimted  a  spool 
with  flanges  7f  inches  in  diameter  and  a  drum  3 
inches  diameter;  a  hardwood  hand  grip  is  pro- 
vided for  holding  the  frame  and  a  brass  crank 
with  a  wooden  handle  having  a  sweep  of  7 
inches  radius  is  provided  for  turning  the  spool. 
Drawing  534rB-l. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, • 

Shipping  weight, . 

Specification, . 

Handbook, , 
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Niunerical 
code  or  No. 


Article. 


Useful  information. 


800-1633 


REEL  CARRIER,  type  RL-10. 


80O-1634 


REEL  CART,  pack,  type  RL-16.. 


A  light  wooden  frame  with  removable  shaft  de- 
signed for  use  with  Spool,  type  DR-4,  in  laying 
or  recovering  electrical  conductors  in  trench 
warfare.  The  frame  can  be  transported  on  the 
shoulders  of  two  men  and  permits  wire  to  be 
reeled  or  unreeled  while  advancing.  Provisioa 
is  also  made  for  stationary  use  by  resting  the 
frame  on  the  earth  at  a  convenient  angle  wliile 
the  wire  is  being  distributed.  Drawings,  457Q2D1 
and  45702D2. 
This  cart  is  constructed  on  the  imockdown  prin- 
ciple. The  total  weight  is  approximately  105 
pounds.  When  disassembled  for  pacUng,  it 
consists  of  5  parts,  viz,  2  wheels,  frame,  pole, 
and  axle  for  reel.  The  wheels  are  of  motCT' 
cycle  type,  all  ball  bearing,  and  are  equipped 
with  solid-rubber  tires.  The  cart  is  assembled 
without  the  use  of  tools,  the  several  parts 
being  provided  with  tapered  sockets  and  are 
drawn  together  by  eccentric  clamps  whidi  hold 
them  very  rigidly.  This  cart  will  carry  2  steel 
spools  of  the  french  type,  7  inches  wide  and  22 
inches  in  diameter,  each  holding  1  mile  of  single 
or  h  mile  of  twisted-i>air  11-strand  field  wire 
weigtiing,  complete  with  spools,  112  pounds. 
This  equipment  packs  on  the  ordnance  type 
aparejo  and  pack  frame,  2  separate  devices 
being  provided  for  carrying  the  wheels.  These 
are  fastened  to  the  frame  by  meens  of  the  eccen- 
tric catch,  the  same  as  used  for  ammunition  car^ 
riers  of  the  mountain  gun.  The  reels  with  wire 
are  carried  on  separate  animals,  each  animal 
carrying  2  reels.  The  same  ordnance-type 
equipment  is  used  for  these  reels  as  for  the 
cart,  but  the  hanger  for  the  reel  is  slightly  dilIt^ 
ent  than  that  used  for  carrying  the  wheel  of  the 
cart. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, -. 

SMpping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
<»deorNo. 


Article. 


Useful  information. 


800-1635 


REGISTER,  type  ML-Q?.. 


800-1636 


REGISTER,  type  ML-28.. 


800-1687 


RELAY,  type  BW-*22.. 


Quadruple;  recording  wind  direction,  wind  veloci- 
ty, rain  fall,  and  sunshine;  consists  of  a  clock- 
work mechanism  which  revolves  a  cylinder  at 
the  rate  of  1  revolution  in  6  hours,  the  cylinder 
at  the  same  time  being  moved  endwise  by  a 
steep  screw  onlts  axis;  2  electromagnets  operate- 
2  yens,  1  to  record  wind  velocity  and  1  to  record 
sunshine  and  railfall;  4  other  electromagnets 
operate  4  arms  to  record  wind  direction;  the 
register  is  mounted  upon  a  suitable  base  and 
inclosed  within  a  glass  protecting  case.  Julian 
P.  Friez  <Sr  Sons,  catalogue  "B,"  page  191. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, , 

Handbook, . 

Single;  recording  wind  velocity  only;  used  with 
contact-making  anemometers;  consists  of  a 
clockwork  mechanism  which  revolves  a  cylin- 
der at  the  rate  of  1  revolution  in  6  hoars,  the 
cylinder  at  the  same  time  being  moved  endwise 
by  a  steep  screw  on  its  axis;  a  single  electromag- 
net actuates. an  inked  pen  which  indicates 
wind  velocity  on  the  chart  of  the  cylinder  by 
making  short  lateral  strokes  whenever  an  elec- 
tric current  is  passed  through  the  coils  of  the 
magnet;  incldsed  within  a  glass  protecting  case 
and  mounted  upon  a  suitable  wooden  base. 
Julian  P.  Friez  &  Sons'  catalogue  '^B."  page  16. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, 

Handbook, • 

3-poIe,  double-throw  switch,  actuated  by  a  double 
winding  electromagnet;  each  coil  wound  with 
2,300  turns  of  No.  31  B.  &  S.  gauge  enameled 
copper  wire;  control  voltage,  12  volts;  resistance, 
50  ohms;  designed  to  operate  on  0.12  amp.; 
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Numerical 
code  or  No. 


800-1637 


^00-1638 


«00-1639 


800-1640 


Article. 


RELAY,  type  SW-22— Continued. 


RELAY,  type  8W-37.. 


RELAY,  type  SW-45.. 


RELAY,  type  SW-52.. 


Useful  information. 


Western  Electric  Co.,  No.  20&-B;  used  ia  Set 
boxes,  types  BC-13  and  BC-13-1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

SpeciAcation, . 

Handbook, . 

Telegraph;  with  bakelite  base  mounted  on  cast- 
iron  subbase;  adjustable  contact  armature 
spacing  and  lever-spring  tension;  coils  woood 
with  silk-insulated  copper  wire  and  impreg- 
nated with  beeswax  compound;  150  ohms 
resistance. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specificaticm,  619. 

Handbook, . 

Polarized;  Western  Union  pattern;  differoitiaUy 
wound;  each  coil  has  resistance  of  1  ohm;  tbe 
minimum  current  on  which  it  will  operate  is  1 
milliampu  with  coils  in  series;  approximately 
Si  by  6  by  4  inches  over  all  dimensions;  used  in 
Set,  induction  field  telegraph,    type  EE-21. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specificaticni,  370. 

Handbook, . 

Pony;  used  in  Clock,  type  1-31;  provided  with  ft 
bridging  resistance  and  a  series  resistance;  d^ 
signed  for  operation  on  18  to  30  volts;  woood 
with  No.  36  B.  &  S.  gauge  s.  s.  c.  copper  wire  to 
240  ohms;  platinum  iridium  contacts;  bard 
rubber  base. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 
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Numerical 
code  or  No. 

Article. 

Useful  iiifonnation. 

800-1640 

RELAY,  type  SW-52-Continued. 

Specification, . 

Handbook, . 

80(K1641 

RELAY,  type  TG-2 

Pony;  20-olun;  soft-ircm  core  magnets  incased  in 

hard-rubber  cylinders;  mounted  on  a  wood  base 

4H  inciies  long  by  2}  inches  wide  by  ^  inch 

thick;  height  of  relay  above  base,  2}  inches. 

Drawing  156. 

Unit  of  measure,  each. 

Wniirht  nrr  unit 

v»  cigiifc  per  iuui/|              • 

Packed,- . 

Cubic  displacement, . 

OlUppUlg  WClgUb,                   . 

Specification, .. 

Handbook, . 

800-1642 

RE  PAIR  KIT,  type  BE-27 

Comprises  a  2-compartment  carrying  case,  8i 
inches  long  by  1|  inches  wide  by  1|  inches  high; 

made  of  wood;  use  in  Equipment,  type  EE-52. 

Drawing  201. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

^^uuic  oispuiceiiieiii, . 

o  ptjciiica  uoii , 

Handbook, . 

800-1645 

RESISTANCE,  type  RS-1 

0.5  megohm;  made  of  paper  coated  with  India 

ink  and  graphite;  inclosed  in  a  glass  tube 

equipped  with  2  conical  metal  caps;  over-all 

length.  If  inches;  diameter,  0.3  inch;  Western 

Electric  Co.,  No.  42-A.    Drawing  RL-D-^9. 

Unit  of  measure,  each. 

'Wniirht  nrr  unit 

w  eigQi.  per  uiui>, 

Packed, . 

^UDic  aispjacement, 

aVilrtninor  urAierl-if    

smppLug  weigui, . 

\ 

Hwidbook, . 

400-1646 

RESISTANCE,  type  RS-2 

1  megohm;  made  of  paper  coated  with  India  ink 
and  graphite,  inclosed  in  a  glass  tube  equipped 

with  2  conical  metal  caps;  over-all  length.  If 

inches;  diameter,  0.3  inch;  Western  Electric 

Co.,  No.  42-B.    Drawing  RL-D-539. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1646 

RESISTANCE,  type  RS-2-Contd. 

rSiTiir  diTnlnrnmrmf 

Specification, . 

Handbook, . 

800-1647 

RESISTANCE,  type  RS-3 

2  megohms;  made  of  paper  coated  with  India  ink 
and  graphite;  inclosed  in  a  glass  tube  equipped 

with  2  conical  metal  caps;  over-all  length,  1} 

Inches;  diameter,  0.3  inch;  Western  Electric 

Co.,No.42-C.    Drawing  RL-D^539. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed . 

Cubic  displacement, . 

flncrifirjitinn 

Handbook, . 

800-1648 

RESISTANCE,  type  RS-4 

Made  of  No.  24  B.  <Se  S.  gauge  of  Driver-Harris  Co. 
alloy  No.  193;  bare  wire  wound  on  phenol  fibor 

panel,  H  inch  by  { inch  by  ^  indi;  equipped 

with  2brass terminal  lugs  used  as  mounting  logs 

and  electrical  terminals;  resistance,  0.97  to  L07 

ohms;  Western  Electric  Co.,  No.  41-A.   Draw- 

ing RI^B-445. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

SDedfication 

Handbook, . 

800-1649 

RESISTANCE,  type  RS^ 

3,000  ohms;  consists  of  an  IniWilatJng  spoA  on 
whichlsawindlngof750tumsofNo.40B.48. 

\^^^^^     i^^iTacv^ 

single  silk-oovered  German  sUver  wire,  18  per 

cent  nidcel;  equipped  with  central  mounting 

screw  and  cylindrical  brass  shell;  2  soldering 

terminals;  over-all  dimensions,  lU  inches  long 

by  \{  inch  diameter;  used  on  Qet  boxes,  types 

BC-11,  BC-12,  BC-13,  and  BO-20.    Drawing 

RL-B-1814. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

STiinninfr  Ttrnichf 

oui^^uii;  wuigxib,             ■• 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  informatioo. 

8OO-16fi0 

RESISTANCE,  type  RS-6 

6  ohms;  Ward  Leonard  Co.,  No.  A-r5;  wound  on 

a  porcelain  tube  and  enameled;  2  Inches  long 

by  finch  diameter;  used  on  Set  box,  type  BC-2& 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, 

Specification, . 

Handbook, . 

800-16A1 

RESISTANCE,  type  BS-7 

0.5  ohms;  Ward  Leonard  Co.,  size  0;  wound  on  a 

porcelain  tube  and  enameled;  2  Inches  long  by 

A  Inch  diameter;  used  on  Set  box,  type  BC-17. 

' 

Unit  of  measure,  each. 

Weight  per  tmlt, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcatlon, . 

Handbook, . 

800-1652 

RESISTANCE,  type  RS-8 

0.2  ohms;  Ward  Leonard  Co.,  size  0;  wound  on  a 
porcelain  tube  and  enameled;  2  inches  long  by 

A  inch  diameter;  use  on  Set  box,  type  BC-17. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Oiiblf  di'!Tt1nmmnnt 

ShiTmini?  ti^niffhf  . 

oiu^ryiu^  wol^lb,  •              . 

Specification, . 

Handbook, . 

80O-16A8 

RESISTANCE,  type  RS-9 

10.000  ohms:  Ward  Leonard  Co.  size  S:  wound 

on  a  porcelain  tube  and  enameled  4  Inches  long 

by  ,1^  Inch  diameter;   used  in  Set  box,  type 

BC-11. 

Unit  of  measure,  each. 

Wflifrht  nnr  iinif- 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-16A4 

RESISTANCE,  type  RS-10 

3..'i  ohrns:  Ward  Tiflonard  Co.  sfze  A :  wound  on 

a  porcelain  tube  and  enameled;  2  inches  long 

by  f  inch  diameter. 

Unit  of  measure,  each. 

Weight  per  unit, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1654 

RESISTANCE,  type  RS-10-Contd. 

Packed, . 

^hiiYninr  Timirht 

Specification, . 

Handbook, . 

800-1655 

RESISTANCE,  type  R  S-11 

45  ohms;  wound  on  a  wooden  spool  with  a  brass 
bore  and  inclosed  in  a  brass  sleeve;   over-a]] 

^^\^'\^     ^^^%^%^ 

dimensions,  {  inch  by  ^  Inch;   with  a  brass 

mounting  screw,  IJ  inches  long;  Western  Eleo- 

trie  Co.,  No.  1-W.    Drawing  RL-C-154. 

Unit  of  measure,  each. 

Weight  per  unit, . 

• 

Packed, . 

Shipping  weight, . 

Sn«v*ificftf"inTi   

O^TCUUUclvlUIl,                      • 

Handbook, . 

SOO-1656 

RESISTANCE,  type  RS-12 

1.05  ohms;   Ward  Leonard  Co.,  size  0;  woond 

on  a  porcelain  tube  and  enameled;  equipped 

with  a  central  mounting  screw  and  cylindrical 

terminals;   over-all  dimensions,  2  Inchee  long 

by  tV  inch  diameter.    Used  in  Set  box,  type 

BC-19-A.    Drawing  RL-B-200. 

Unit  of  measure,  each. 

Wriirhf  nrir  tinif- 

Packed, . 

f^.iiM/»  H'toTtlaivtmnTii'    — ___ 

V/UUIC  UliSyitKASIIICII^,                       . 

Handbook, . 

SOO-1657 

RESISTANCE,  type  RS-13 

5  megohms;   grid  leak;   inked  cardboard  strip 
sealed  in  glass  tube  with  2  brass  terminal  c^; 

2AbyHinch.    Drawing  RD-B-201. 

Unit  of  measure,  each. 

WriitrTit  nrr  tinif 

Packed, . 

Piihir  rliTnlnrcTTirTif 

'^nnrifi  mti  nn 

Handbook, . 

■800-1658 

RESISTANCE,  type  RS-14 

400  ohms;  consists  of  1,015  turns  of  No.  24  B.  A  S. 
gauge  single  sUk-covered  German  silver  wire. 

18  per  cent  nickel;  wound  on  a  wooden  spool 

with  soldering  terminals;  mechanical  foatures 

similar  to   Resistance,   type  RS-6;  Westani 
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Kumerical 

Article. 

Useful  information. 

code  or  No. 

800-1658 

RESISTANCE,  type  RS-14-Contd. 

Electric  Co.,   No.     1-A,   and   drawing  No. 
A-203787;  used  in  Set  box,  type  BC-13. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

opeciiicanon 

Handbook . 

800-1669 

RESISTANCE.  tVDe  RS-15 

1,000  ohms;    wound  on  a  porcelain  tube  and 

JLvX^lkn^AI^  A^&A^  -K^^m^  f      VJ  g^^^     ^w*^      •■^r  ••••----• 

enameled;     Ward    Leonard   Co.,    size    "S"^ 

approximate   dimensions,   4,  inches  long  by 

^  inch  diameter. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification . 

Handbook . 

800-1660 

RESISTANCE   tvDe  RS-16 

2  ohms;  Ward  Leonard  Co.,  si8e"0";  wound  on 

ArJ:<OXO  X  JXi.^\^MUf    vJT^/w    *1>»J     iW.  ..••..  .. 

a  porcelain  tube  in  2  sections,  each  having  a 

resistance  of  approximately  1  ohm;    used  in. 

Set  box,  type  BC-13. 

Unit  of  measure,  each. 

weiguk  per  uiui,  ■ 

Packed, . 

uuoic  cuspiaoeuieiib, 

Specification . 

Handbook  ^ . 

80O-1661 

RKSI8TANCE    tvne  RS-17 

450  ohms;  Ward  Leonard  Co.,  size  "0";  wound. 

JCkCiOiOX.AM^y^'MUf    vjtf^   *K»J— if  ••••.•••  . 

on  a  porcelain  tube  and  enameled;  taps  at  130, 

45,  and  275  ohms;   2  inches  long  by  ^  inch. 

diameter. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation . 

Handbook . 

800-1662 

RRRT8TANCE    tvDO  RS-18 

0.76  ohms;  Ward  Leonard  Co.,  size  "B";  wound 

JCkMStOXO  X  ^VAl  v/ Jaj    u  Jr  ^fv  x%»J^*o  ••••••••• 

on  a  porcelain  cylinder  and  enameled;  approxi- 

mate dimensions,  3|  inches  long  by  f  inch  di- 

ameter; used  in  Set  box,  type  BC-13. 
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Numerical 
code  or  No. 


800-1662 


>i(M>-16(i3 


^00-1664 


«00-166ft 


Article. 


Useful  infonnation. 


RESISTANCE,  type  RS-l»-Contd. 


I 


Unit  of  measure,  each. 

Weight  per  unit, 

Packed, . 

Cubic  displacement,  — 

Shipping  weight, 

Specification . 

Handbook . 


UES  [STANCE,  type  RS-19 |  20ohms;  shunt  resistance  about  the  buzzer  in  the 

I  set  box  of  Wavemeter,  type  8CR-61;  consists 
of  about  265  turns  of  No.  27  s.  s.  o.  g.  s.,  18  per 
cent  nickel,  wire,  woimd  on  an  tnmiift^ng  spool 
and  inclosed  in  a  cylindrical  brass  shell  aboot 
I  inch  long  and  ^  inch  diameter;  equipped  with 
a  centrally  located  mounting  screw  about  li 
inches  long,  and  2  brass  terminal  lugs;  Westecn 
Electric  Co.,  No.  1-J;  manufacturer's  drawing 
No.  A-2037-87. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,' . 

Handbook, . 


RESISTANCE,  type  KS*20. 


RESISTANCE,  type  R9-21. 


0.83  to  0.91  ohms  cold  resistance;  oonsists  of  t 
proper  length  of  No.  24  B.  <Sc  S.  gauge  wire  o! 
Driver  Harris  Co.  alloy  No.  193,  woujod  on  t 
phenol  fiber  panel  H  by  i  by  iV  inch;  equipped 
with  2  brass  mounting  lugs  which  also  serve  as 
electrical  terminal  connectors.  Drawing  BL- 
B-445. 

Unii  of  measure,  each. 

Weight  per  unit, — . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, 

Handbook, . 

5,000  ohms;  Ward  Leonard,  type  0;  wound  OD 
a  2-inch  cylinder  and  enameled;  brass  terminib 
and  terminal  wires;  approximate  dlmensioDSi 
2  inches  by  ^  inch  diameter.  Drawing  RI/- 
B-472. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-166ff 

RESISTANCE,  type  RS-21-Coiitd. 

Cubic  displacement, . 

Specification, . 

Handboc*, . 

800-1666 

RESISTANCE,  type  RS-22 

10,000  obms;  consists  of  2  enameled  resistance 
units  mounted  with  central  mounting  screws 

between  2  aluminum  brackets;  taps  taken  ol 

at  6,000,  2,500,  1,250,  and  600  ohms;   over-aU 

dimensions,   including   brackets,   2^   by   1} 

inches  diameter  of  one  unit,  A  inch  diameter 

of  other  unit,  ^  inch;  used  dn  Set  box,  type 

• 

BC-62.    Drawing  RL-B-473. 

Unit  of  measure,  each. 

• 

\S'nifrfit  nnr  unit 

T>  oi(^b  per  uiiit. 

Packed, . 

Shippfaig  weight, . 

Specification, . 

Handbook, . 

800-1667 

RESISTANCE,  type  RS-23 

100,  000  ohms;  grid  leak;  made  of  paper  coated 
with  India  ink;  inclosed  in  a  glass  tube  with 

metal  caps,  li  by  0.356  inch  diameter.    Draw- 

ing RL-D-539. 

Unit  of  measure,  each. 

Wrtifrht  nnr  unit 

w  tugiiif  per  unit,              . 

1>a/»1rAr1    

1  oCKoU, . 

Dxuppuig  weigub,             . 

Specification, . 

Handbook, . 

80O-1668 

RESISTANCE,  type  RS-24 

0.47  to  0.53  ohms  cold  resistance;  consists  of  a 
proper  length  of  No.  24  B.  &  S.  gauge  wire  of 

Driver  Harris  Co.  alloy  No.  193,  wound  on  a 

phenol  fiber  panel  ii  by  |  by  V»  inch;  equipped 

with  2  brass  mounting  lugs  which  also  serve  as 

electrical  terminal  connectors;  used  in  Set  box, 

typeBC-69.    Drawing  RL-B-446. 

Unit  of  measure,  each. 

Packed, . 

vuuii'  uispiaut7iueui>,              . 

flhfnninir  Tiirrirht 

•• 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1669 

RESISTANCE,  tvne  RS-25 

0.67  to  0.73  ohms  cold  resistance;  oootists  oi  a 

X*A^  U^hj  Jk  iX*^  ^^^Uy    v^  X^       *■••«■'     *»«i»  ••••••••• 

proper  length  of  No.  24  B.  <&  S.  gauge  wire  of 

Driver  Harris  Co.  alloy  No.  193,  wound  cm  a 

phenol  fiber  panel  H  by  i  by  iVinch;  equipped 

with  2  brass  mounting  lugs  which  also  serve 

as  electrical  terminal  connectors;  used  In  Set 

box,  type  BC-59.    Drawing  RL-B-445. 

Unit  of  measure,  each. 
Wniirhf-  nor  unit 

Packed, . 

Handbook, . 

800-1670 

RESISTANCE,  tvne  RS-26 

48,000  ohms;  consists  of  a  carbon  filament,  0.0011 

^^X-J  hJ*-KJ  A.  ^*.  A^  K^^^f      VJ  r          ^•fci'      ma-\f  m    •    ••••••• 

inch  to  0.0014  inch  diameter,  wound  on  a  Isvite 

cylindrical  core,  |  inch  diameter;  both  ends  are 

fitted  with  brass  terminal  caps  and  mounting 

lugs;  the  entire  unit  is  covered  with  a  special 

nonhygroscopic  and  noncorrosive  oonqwund: 

distance  between  mounting  lug  opening  cen- 

ters, 2i inches;  Western  ElectricCo.,  No.38-A; 

used  in  Set  boxes,  types  BC-32-A  and  BC-45. 

Drawing  RL-C-2484. 

Unit  of  measure,  each. 

WHrhf  nnr  unit 

Packed, . 

Cubic  displacement, . 

.Qi-kO/ti'fi/tai'lrk'n     

specincauou, . 

Handbook, . 

800-1671 

RESISTANCE,  tvne  RS-27 

1.54  to  1.26  ohms;  Ward  Leonard,  size  0;  Wound 

AwAUI^Alk^  X  XX  ^^^^iX^^     W  J  X^^    ^wK^^mf  9    •••■••••• 

on  a  porcelain  tube  and  enameled;  approxi- 

mate dimensions,  3i  by  f  Inch;  used  in  Set 

box,  type  BC-32-A.    Drawing  RD-F-ai06. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

ojiippuig  weigut,             • 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


800-1672 


800>1673 


800-1674 


Article. 


RESISTANCE,  type  RS-28. 


RESISTANCE,  type  RS-29. 


RESISTANCE,  type  RS-30. 


800-1675  I  RESISTANCE,  type  RS-31. 


Useful  information. 


5,000  ohms;  Ward  Leonard  Co.,  size  O;  wound 
on  a  porcelain  tube  and  enameled;  over-all: 
dimensions,  approximately  2  inches  long  by 
yV  inch  diameter. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

9,000  to  11,000  ohms;  Ward  Leonard  Co.,  size  O ; . 
wound  on  a  porcelain  tube  and  enameled;  in 
4  sections;  resistance  of  first  section,  255  to  345 
ohms;  second  section,  595  to  805  ohms;  third 
section,  1,700  to  2,300  ohms:  fourth  section,. 
5,050  to  8,050  ohms;  4  inches  long  by  /,  inch, 
diameter. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

3.6  ohms;  Ward  Leonard  Co.,  size  O;  wound  in  2 
sections  of  1.8  ohms  each;  2  inches  long  by  ^ 
Inch  diameter. 

Unit  of  measure,  each. 

Weight  per  unit,  — ;— . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Telephone  shunt;  has  taps  for  the  following  resist- 
ances: 500  ohms,  750  oluns,  1,250  ohms,  2,600 
ohms,  5,000  ohms:  consists  of  a  phenol  fiber  core^ 
2Jf  inches  long  by  -jV  inch  diameter,  on  which 
are  moimted  2  spool  heads  each  W  inch  diameter 
by  J  inch  thick;  these  spool  heads  are  2f  inches 
apart;  winding  consists  of  544  feet  of  No.  38 
double  silk-covered  wire  covered  with  a  wind- 
ing of  tape  and  painted  with  black  insulating 


141645-^20 31 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1675 


RESISTANCE,  type  RS-31— Contd. 


800-1676 


RESISTANCE,  type  RS-32. 


800-1677 


RESISTANCE,  type  RS-34. 


800-1678 


RESISTANCE,  type  RS-35  - 


varnish;  3  brass  terminals  are  mounted  on  eat:: 
spool  head.    Drawing  RLf-B-53o. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

24,000  ohms;  consists  of  a  carbon  filament,  O.Oilll 
inch  to  0.0014  inch  diameter;  wound  on  a  lavite 
cylindri  &1  core,  f  inch  diameter;  both  ends  are 
fitted  with  brass  terminal  caps  and  mountiju; 
lugs;  entire  unit  is  covered  >^^th  nonhypro- 
s3opic  and  noacorrosive  compound;  distance 
between  mounting  centers,  2}  inches.  Draw- 
ing RLr-B-608. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, .  j 

Shipping  weight, . 

Specification, . 

Handbook, . 

5  megohm;  made  of  paper  coated  with  India  ink 
and  graphite;  inclosed  in  a  glass  tubeequippedl 
with  2  conical  metal  caps;  over-all  length,  H 
inches;  diameter,  0.3  inch;  same  as  Resistance, 
type  RS-1,  except  for  value  of  resistance. 
Drawing  RLr-D-^39. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, .  ' 

Cubic  displacement, . 

Shipping  weight, .  I 

Specification, .  ' 

Handbook, . 

12,000  ohms;  consists  of  a  carbon  filament  O.OOU 
inch  to  0.0014  inch  diameter  wound  on  a  lavite 
cylindrical  core  f  inch  diameter;  both  ends  are 
fitted  with  brass  terminal  caps  and  mounting 
lugs;  entire  unit  is  covered  with  nonhygrosoopic 
and  noncorrosive  compound;  distance  betiveen 
mounting  centers,  2}  inches.  Dnwiog 
RL-C-608. 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1678 

RESISTANCE,  type  RS-35-Con. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, .     • 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1679 

RESISTANCE,  type  RS-37 

100,000  ohms;  formerly  caUed  the  "100,000  ohm- 
box  '*;  comprises  a  circular  rubber  case  having 

mounted  therein  10  coils  wound  with  No.  40 

B.  &  S.  gauge  manganin  wire;  the  box  is  held 

together  by  2  screws;  it  measures  3  inches  high 

(exclusive  of  binding  posts)  by  4^  inches  dia- 

meter.   Drawing  250. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1680 

RESISTANCE,  typo  RS-38 

Potentiometer;  drawing  RIr-C-668;  27-step;  1  step 
dead;  coils  connected  in  series;  total  resistance, 

100  ohms.    For  details  see  drawing  RL-D-669. 

Unit  of  measure, . 

W^nir'Tif  nnr  untf 

• 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

80O-1681 

RHEOSTAT,  type  RS-33 

1-ohm;  dial-type;  used  for  regulating  battery 
current;  consists  of  a  porcelain  base  on  which 

is  mounted  a  circular  coil  of  bare  resistance  wire 

on  which  the  contact  slides.   Manhattan  Elec- 

tric Co.,  No.  2110. 

Unit  of  measiu*e,  each. 

Wnifrht  nnr  unit 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
.code  or  No. 


800-1682 


800-1683 


800-1684 


800-1685 


RINGER,  type  M-61. 


RINGER,  type  M-65. 


ROD,  type  PF-36.. 


ROLL,  type  M-15. 


Useful  information. 


Telephone;  polorized;  1,000  ohms 
waterproofed  windings;  hard-rubber  spool 
heads;  white  nickeled  armature  and  yoke; 
copper-plated  soft-iron  cores;  2}  inch  gongs; 
approximate  over-all  dimensions,  5|  by  5f  by 
2J  inches.    Drawing  374-F-l . 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  401. 

Handbook, . 

Telephone;  1,000  ohms;  wound  with  single  sOk- 
covered  copper  wire  not  smaller  than  5.6  mils  in 
diameter;  the  screw  heads  are  hard  rubber  or 
micarta;  the  cores  are  soft  iron;  dimensions,  aa 
mounted  on  supporting  plate,  5f  by  5^  by  2^ 
inches;  the  gong  Is  mounted  under  the  magnets 
on  this  ringer.    Drawing  1022. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  575.  » 

Handbook, . 

Ground;  iron;  3  feet  with  binding  post;  this  rod 
is  used  for  making  ground  connections  at  tele- 
phone substations;  sharpened  at  one  end,  the 
other  end  having  binding  post  for  attaching 
wire. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Consists  of  a  wooden  strip,  4  feet  2  inches  by  2 
inches  by  i  Inch;  with  4  transverse  webbing 
straps,  1  Inch  wide,  and  1  longitudinal  stop  of 
webbing,  2  inches  wide,  and  1  leather  carrying 
handle  in  the  center;  used  for  carrying  ft»**«™* 
masts  and  ground  mats. 

Unit  of  measure,  each. 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1685 

ROLL,  type  M-lS-Continued. 

TXrAi/vVkf-  -n/to  .I'v.t^' 

Packed, . 

QVii-rvrtiTifr  fxrAiorVkf'    

oiuppiiig  weigni/, . 

Specification,  2100. 

Handbook, . 

800-1686 

ROLLER  BLOCK,  type  M-78 

An  ash  pulley  mounted  in  a  rectangular  iron 
frame  at  one  end  of  which  is  attached  a  hook; 
the  pulley  rim  diameter  is  5  Inches,  its  groove 
diameter  4  Inches;  the  frame  or  keeper  is  ap- 
proximately  12}  inches  long  by  6i  inches  wide 
(including  axle  extensions) ;  the  hook  is  3  inches 
long  by  2i  inches  across;  this  roller  block  is  used 
for  conveying  telephone  cables.    Drawing  416. 
Unit  of  measure,  each. 

Wrifht  nrr  niiit 

Packed, . 

f  iiHlrt  Hlcrtlartamiml'    

v^UIJlU  UlSpiaUoIUvUI/,                   . 

flhinnirif*  wHfht 

Specification, . 

Handbook, . 

800-1687 

R(5pe,  type  RP-1 

Manilla;  -jV  inch  diameter;  tensile  strength,  1,000 

pounds. 

Unit  of  measure,  each. 

Packed, . 

• 

0^4«^V^{««fV    «TTAf/V^^ 

Specification, . 

Handbook, . 

800-1688 

ROPE,  type  RP-9 

Consists  of  a  12-foot  length  of  manila  hemp  rope, 

i  inch  diameter;  used  as  front  and  rear  guys  for 

Tent,  type  TN-1,  of  Equipment,  type  LE-1. 

Unit  of  measure,  each. 

'Wricht  nrr  iinit 

Packed, . 

^iiDic  aispiacemeiii', . 

Handbook  — '■ — . 

800-1689 

ROPE,  type  RP-10 

Measuring;  36  feet  long;  for  laying  out  stakes 

around  antenna  mast. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 
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Numerical 
code  or  No. 


800-1689 


800-1690 


800-1691 


800-1692 


800-1693 


Article. 


ROPP:,  type  RP-10— Continued. 


ROPE,  type  RP-11 . 


SCALE,  type  ML-21.. 


SCREW,  type  M-12. 


Useful  information. 


Shipping  weight,  - 

Specification, 

Handbook, . 


Braided,  breaking  strength,  70  to  80  poasds; 
treated  with  insulating  compound. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

A  special  wind- velocity  scale ;  formerly  designated 
"Scale  A";  used  for  measuring  wind  velodtf 
from  the  tdiart  of  a  ballon's  horizontal  course; 
made  of  bristol  board  or  celluloid,  apprcfil- 
ately  printed. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

SCALE, type ML-39 ^Metric;  50  cm.;  graduated  to  J  mm.;  Keuflel* 

Esser  Co.'s  "Paragon,"  No.  1463-P,  or  equal. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Cap;  steel;  hexagonal  head;  j-inch  diameter;  If 
threads  per  inch;  length  underhead,  2  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Nnmerical 
code  or  No. 

Article. 

Useful  information. 

800-1694 

SCREWDRIVER,  type  TL-1 

3i  inches;  "jack  tool";  double  end;  Western 
Electric  Co.,  No.  109;  made  of  white  nickeled 
brass;  hexagonal  handle;  }-inch  blade;  tip*A 
inch  thick  on  one  end;  point  A  inch  diameter 
end.    Drawing  RI^C-149. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1695 

SCREWDRIVER,  type  TL-2 

4-  inch,  Stanley,  No.  25;  IJ  inch  blade;  A  inch 
diameter;  4-inch  tip.  A  inch  thick.    Drawing 
RL-A-.-iOS. 

Unit  of  measure,  each. 

Packed, . 

Specification,  3060. 

Handbook, . 

800-1696 

SCREWDRIVER,  type  TLr-l 

5  inches;  steel  wire,  f-inch  diameter;  2-inch'blad: 
f-inch  tip;  a-inch  handle  of  looped  wire.  Draw- 
ing RLr-D-186. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

faVtlrtrkfTKr  TirnltrVlf 

Specification, . 

Handbook, 

800-1697 

SCREWDRIVER,  type  TL-21 

• 

6-inches;  2i-inch  blade,  ^inch  tip;  blade  diame- 
ter, 1  inch  at  flattenhig  point. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Rhl-nntntr  txrnicr'ht 

Specification,  3091. 

Handbook, . 

800-1698 

SCREWDRIVER,  type  TL-25 

3i  inches;  jeweler's;  li-inch  blade;  0.1-faich  tip, 
^inch  thick. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1698 

SCREWDRIVER,    type    TL-25— 

Continued. 

Shipping  weight, . 

Specification,  3023. 
Handbook, . 

^00-1699 

SCREWDRIVER    BLADE,    type 

Service  buaier;  for  use  with  Socket  wrench,  type 

TL-27. 

TL-92,  In  Service  buzzer,  type  EE-63;  ofblack- 
finished,  No.  9  (0.157  in.)  steel  drill  rod,  2^ 
hiches  long,  flattened  to  |  inch  tip,  ^  inch 
thick,  at  one  end,  and  notched  and  slotted 
with  ^inch  slot  at  other  end  to  fit  into  socket 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification, . 

Handbook, . 

800-1700 

SCREWDRIVER   BLADE,    Type 

Service  buzzer;  for  use  with  Socket  wrench,  type 

fL-28. 

TL-92,  In  Service  buzzer,  type  EE-«3;  abUck- 
flnlshed   No.  9  (0.157  in.)  steel  drill  rod  2 
inches  long,  flattened  to  i  Inch  tip,  A  inch 
thick,  at  one  end,  and  notched  and  slotted  with 
^inch  slot  at  other  end  to  fit  end  of  Socket 
wrench,  type  TL-92.    Drawing  1287-2. 
Unit  of  measure,  each. 

W^rfirht  nrr  unit 

weigxit  pvr  uiuii. 

Packed, . 

Cubic  displacement, . 

oiuppiiig  Wt;igXl.k,                 . 

Specification, . 

Handbook, . 

800-1701 

SECTION,  typeSS-1 

Hickory;  used  as  tip  section  in  Flagstaff,  type 

M-71;  23  inches  long  by  H  inch  maiiiiiam  di- 

ameter; equipped  at  one  end  with  a  brass  coo- 

necting  plug,  2}  inches  long,  for  making  conwo- 

tlon  to  adjacent  section,  and  on  the  other  end 
with  a  brass  cap,  2J  inches  long,  on  which  B 
mounted,  approximately  i  Inch  from  the  end, 
an  eye  swivel.    Drawing  979-A . 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, -. 

Shipping  weight, . 

Spedflcation, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


800-1702 


SECTION,  type  SS-2. 


800-1703 


SECTION,  type  SS-3. 


I 
80O-17O4  I  SECTION,  type  SS-1. 


Useful  information. 


Hickory;  used  as  middle  section  in  Flagstaff, 
tjrpe  M-71;  23  inches  long  by  ^  inch  maximum 
diameter;  equipped  at  one  end  with  a  brass 
connecting  socket,  3|  inches  long,  and  at  other 
end  with  a  brass  connecting  plug,  2f  Inches 
long,  for  making  connection  to  adjacent  sec- 
tions; an  eye  swivel  is  located  3J  inches  from 
socket  end.    Drawing  97^A. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Speciflcation, . 

Handbook, . 

Hickory;  used  as  butt  section  m  Flagstaff,  tyi)e 
M-71;  23  inches  long  by  }  inch  maximum  di- 
ameter; equipped  at  one  end  with  a  brass  cap 
{  inch  long  and  at  the  other  end  with  a  brass 
connecting  socket,  3f  inches  long,  for  making 
connection  to  adjacent  section.  Drawing 
979-A. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Speciflcation, . 

Handbook, . 

Hickory  used  as  tip  section  in  Flagstaff,  type 
M-72;  36  inches  long  by  H  inch  maTJmiim 
diameter;  equipped  at  one  end  with  a  brass 
connecting  plug,  2|  inches  long,  for  making  con- 
nection to  the  adjacent  section,  and  at  the  other 
end  with  a  brass  cap,  2}  inches  long,  on  which 
is  mounted  an  eye  swivel  approximately  |  inch 
from  the  end.    Drawing  080-A. 

Unit  of  me^ure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Speciflcation, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1705 


SECTION  ,type  SS-5. 


Hickory,  used  as  middle  section  in  Flagstaff, 
type  M-72;  36  inches  long,  ||  inch  mazimain 
diameter;  equipped  at  one  end  with  a  brass 
connecting  socket,  3f  inches  long,  and  at  the 
other  end  with  a  brass  connecting  plug,  3|- 
inches  long;  for  making  connection  to  adjacent 
sections;  an  eye  swivel  is  mounted  12}  indies 
from  the  socket  end.    Drawing  980-A. 

Unit  of  measure,  each. 

Weight  per  miit, . 

Packed, .  • 


800-1706 


SECTION,  type  SS-6. 


I 


800-1707 


SECTION,  type  SS-7. 


800-1708 


SECTION,  type  SS-8  . 


Cubic  displacement, . 

Shipping  wei^t, . 

Specification, . 

Handbook, . 

Hickory,  used  as  butt  section  in  Flagstaff,  type 
M-72;  36  inches  long  by  |  inch  maximum  diam* 
eter;  equipped  at  one  end  with  a  brass  cap,  j 
inch  long,  and  at  the  other  end  with  a  brass 
connecting  socket,  4^  inches  long.  Drawing 
98a-A. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Bottom  section  of  Wire  pike,  type  MC-2;  a 
straight-grained  hickory  rod,  3S]V  inches  kng 
by  li  inches  diameter;  equipped  with  a  thread- 
ed ferrule  for  connection  to  the  middle  sectioii. 
Drawing  824. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Middle  section  oi  Wire  pike,type  MC-2;  a  straight- 
grained  hickory  rod,  35H  inches  long  by  lA 
inches  maximum  diameter;  equipped  at  coe 
end  with  a  threaded  socket  and  at  the  other  end 
with  a  threaded  ferrule;  for  connection  to  the 
adjacent  sections.    Drawing  824. 
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Numerical 
code  or  No. 


Article. 


Useful  informatioii. 


800-1708 


SECTION,  type  SS-8— Continued. 


800-1709 


SECTION,  type  SS-9. 


800-1710 


SEPARATOR,  type  IN-9., 


800-1711 


SEPARATOR,  type  IN-11. 


800-1712  I  SEPARATOR,  type  IN-64. 


Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Top  section  of  Wire  pike,  type  MC-2;  a  straight- 
grained  hickory  rod,  33|  inches  long  by  H  inch 
maximum  diameter,  equipped  at  one  end  with 
a  threaded  socket  for  attachment  of  Section, 
type  SS-8,  and  at  other  end  with  Hook,  type 
HK-<).    Drawing  824. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, 

Mica;  0.005  inch  thick  by  1|  inches  in  diameter; 
for  quenched  spark  gap  on  Set,  box,  type  BC-53. 

Unit  of  measure,  each 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specilication,  2044. 

Handbook, . 

Consists  of  a  mica  disk,  0.009  inch  thick  by  IH 
inches  in  diameter,  with  a  center  hole  -^  inch 
in  diameter;  used  as  gaskets  to  separate  disks 
of  Gap,  type  G A-2.    Drawing  R A-1709. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  2117. 

Handbook, . 

A  composition  bar  11  inches  long  by  f  inch  thick 
by  2^  inches  maximum  width,  having  one  hole 
drilled  at  the  center  and  another  at  each  end; 
used  to  fasten,  support,  and  separate  the  cables 
used  in  the  string  of  lanterns  in  Set,  signal  lamp, 
type  EE-36;  the  central  hole  is  used  for  attach- 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT-Continued. 


Numerical 
code  or  No. 


Article. 


800-1712      i  SEPARATOR,  type  IN-54— Contd. 


800-1713         SERVICE  BUZZER,  type  EE-63.. 

\            Comprises: 
800-1713-1  I  Case,  3 J  by  5i  by  7i  inches 


800-234 

800-1713-2 

800-696 

800-822 

800-823 

800-1105 

800-1610 

800-1609 

800-1700 

800-1926 

800-2214 

800-1714 


800-1715 


C0NTENT8. 


Battery,  BA-1  (2) 

Buzzer  apparatus. 
Connector,  type  TM-32  (i). 
Cord,  type  CD-73  (2). 
Cord,  type  CD-74(1). 
Ground  rod,  type  (JP-U  (1). 
Receiver,'  type  R-3-5  (1). 
Screw-driver  blade,  type  TL-27  (1). 
Screw-driver  blade,  type  TL-28  (1). 
Socket  wrench,  type  TL-92  (1). 
Transmitter,'  type  T-4-5  (1). 
SET,  Buzzer-testing,  type  BC-57..., 


SET,  Signal-lamp,  type  EE-6. 


Useful  information. 


» Or  R-3-«. 


ment  of  either  the  support  cable  above  or  the 
stay  cable  below  the  lantern  chain.  Drawing 
936-C. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

A  portable  instrument  suitable  for  operation 
either  as  a  local  battery  telephone  or  a  complete 
telegraph  outfit,  formerly  designated  "Service 
buzzer,  M1914  "  replaced  the  fleW  buuer,  cav- 
alry buzzer,  and  field  artillery  telephcne;  parts 
with  type  numbers  are  removable;  case  is  of 
alimiinum  fitted  with  a  hinged  cover,  and 
both  case  and  instrument  are  covered  exter- 
naUy  with  russet-colOTed  smooth-finish  leather, 
sewed  and  riveted  in  place. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  556-F. 

Handbook, . 

For  testing  out  radio  circuits  for  opens,  etc. 
Drawing  RL-SK-11 71.    Comprises: 
Battery,  type  BA-4  (1). 
Buzzer,  type  BZ-1  (1). 
Screw,  nuts,  and  wire,  accesswy,  moimtini 
panel. 

Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

14-cm.;  a  searchlight  signaling  equipmoit  bf 
which  conventional  code  signals  are  flashed  to 
a  distant  station;  often  conveniently  grouped 

« Or  T-4-6. 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

1 
8O0-1715  1  SET,  signal  lamp,  type  EE-6— Con. 

in  lots  of  3  sets  in  Box,  type  BC-85,  to  form 

Signal-lamp  outfit,  type  SE-1.    Comprises: 

Battery,  type  BA-ll  (8);  4  in  use,  4  spare. 

Cotton,  medicated  (1  ounce). 

Lamp,  type  LM-10  (4);  1  in  use,  3  spare. 

Lamp,  type  LM-11  (1),  spare. 

Projector,  type  M-53  (1). 

Set,  box,  type  BC-84  (1). 

Wire  1  (2  lengths). 

Unit  of  measiue,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  600. 

Handbook,  -^ — . 

800-1716 

SET,  Signal-lamp,  type  EE-7 

24-cm.;  a  searchlight  signaling  equipment  by 
which  conventional  code  signals  are  flashed  to 
a  distant  station.    Comprises: 
Battery,  type  BA-ll  (16);  8  in  use,  8  spare. 
Belt,  type  ST-14  (1). 
Box,  type  BC-83  (1). 
Case,  type  BC-82  (2). 
Cord,  type  CD-84  (1). 
Cotton,  medicated  (1  ounce).    . 
Funnel,  type  M-52(l). 
Lamp,  type  LM-8  (3). 
Lamp,  type  LM-9  (1). 
Projector,  type  M-51  (1). 
Set,  box  type  BC-81  (1). 
Wire  1(2  lengths). 

Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  600. 

Handbook, . 

800-1717 

SET,  aignal-lamp,  type  EE-IO 

A  searchlight  signaling  equipment  by  which  con- 

• 

ventional  code  signals  are  flashed  to  a  distant 
station.    Comprises: 

Cord,  type  CD-83  (1). 

Projector,  type  M-47  (1). 

Set,  box,  type  BC-78  (1). 

1  Suitable  for  battery  connection. 
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Numerical 
code  or  No. 


800-1717 


800-1718 


800-1710 


Article. 


SET,  signal-lamp,  type  EE-10— Con, 


SET,  buzzer-instruction,  type  EE-14 


SET,  buzzer-sending,  type  EE-16.. 


Useful  information. 


I 


Stake,  type  GP-13  (1). 
Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  610. 

Handbook, . 

An  apparatus  arranged  for  local  operation  and  to 
permit  several  students  to  receive  instruction 
from  1  circuit  simultaneously  from  1  sending 
source;  several  sets  are  common  to  a  2-wiree(ird, 
fitted  at  one  end  with  a  plug  for  oonnectian  to 
the  sending  set  and  Jacks  for  connection  to  the 
several  receiving  sets.   Comprises: 
Cord,  type  CD-78  (1). 
Cord,  type  CD-80  (1). 
Head  set,  type  HS-4  (10). 
Set,  buzzer-sending,  type  EE-15  (1). 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, 

Specification,  607. 

Handbook, . 

Instruction;   comprises  a  cherry-stained  wood 
panel,  7  by  10  by  finches,  on  which  are  mount- 
ed the  following  suitably  connected  parts  to 
which  type  numbers  have  been  assigned. 
Comprises: 
Buzzer,  type  BZ-1  (1). 
Jack,  type  JK-12  (1). 
Key,  type  J-15  (1). 
Switch,  type  SW-41  (1). 
Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, »-. 

Specification,  607. 
Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

8OO-1720 

SET,  heliograph,  type  EE-16 

A  device  for  transmitting  signals  by  means  of  the 
sun's  rays;  comprises  the  foUowing  permanently 

assembled  parts  to  which  type  numbers  have 

been  assigned. 

Case,  type  BG-34  (1). 

Case,  type  BG-35  (1;. 

Case,  type  BG-36  (1). 

Mirror  bar,  type  HL-3  (1). 

Mirror,  type  HL-1  (1). 
Mirror,  type  HL-2  (1). 
Shutter,  type  HL-6  (1). 
Sighting  rod,  type  HL-4  (1). 
Tripods,  type  HL-5  (2). 
Unit  of  measure,  set.    • 

Wnfphf  nnr  n-ni't 

Packed, . 

Specification,  246. 

Hnndbook 

800-1721 

SET,  strombos-horn,  type  EE-17 

An  alarm  signaling  horn  operated  by  compressed 
air;  used  to  give  the  alarm  of  a  gas  attack;  con- 
sists of  a  vibrating  mechanism  which  is  opera- 
ted by  means  of  compressed  air  from  a  steel 
tank;  the  release  mechanism  is  so  constructed 
that  the  horn  can  be  started  by  pressing  a  foot 
pedal;  the  tank  will  blow  the  horn  continuously 
for  about  4  minutes.    Comprises: 

Bit,  gimlet,  i  by  6i  inches,  with  cross  handle 
2i  inches  long  (1). 

Chest,  type  BC-79  (1). 

Chest,  type  Bg-80  (1). 

Horn,  type  M-49  (1). 

Hose,  type  M-50(l). 

Screw,  wood,  flat-head,  bright  iron,  No.  12, 
2i  inches  long  (2). 

Screw  driver,  "Perfect,"  8-inch  (1). 

Tank,  type  M-48  (2). 

Wrench,  bicycle,  "Seabrook  "  No.  3  (1). 
Unit  of  measure,  set. 

Wrirht  nrr  unit 

Packed, . 

Ciihio  diinlncninfint 

QViJrknfnar  iiraivlii'    

Diuppixig  weignt,              . 

Specification,  588. 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-17192 

SET,  zane-signal,  type  EE-20 

An  apparatus  designed  to  transmit  signals  by  the 
use  of  bells  and  incandescent  lamps.  Com- 
prises: 

Bell,typeM-54(2). 

Control  box,  type  BC-92  (1). 

Lamp,  type  LM-12  (26). 

Nipple,  type  M-55  (2). 

Outlet,  type  JM-7  (24). 
•  Plug,  type  PL-24(1). 

Plug,  type  PL-25  (2). 
Unit  of  measure,  set. 

Wfiiaht  nfir  unit   — ^___ 

wt3igoi>per  uuii.,             . 

Packed, . 

a  V>)*^*^t«««>  mwrt^irt\\4- 

oiuppuig  weigiii.,             . 

Specification,  302. 

Handbook, . 

800-1723 

SET,  Induction,  field  telegraph,  type 

A  field  telegraph  set  operating  on  the  inductioo 

EE-21. 

principle;  comprises  a  case  and  its  equipment; 
the  case  is  a  quartered-oak  cabinet,  7^  b^  12i  by 
6i^  inches,  with  both  top  and  front  hinged  and 
fitted  with  brass  comers,  hasps,  and  a  carrying 
strap;  the  equipment  includes  8  Batteries,  type 
BA-11, 4  in  use,  4  spare,  and  the  following  suit- 
ably connected  and  mounted  parts  to  which 
type  numbers  have  been  assigned: 

Key,  type  J-18(l). 

Relay,  type  SW-45  (1). 

Sounder,  type  TG-1  (1). 

Switch,  type  SW-46  (1). 

Transformer,  type  C-26  (1). 
Unit  of  measure,  set. 

Wrtlirht  nrtr  unit 

Packed, . 

Qhlrkniriflr  uraicrht'    .^.^^^^ 

oiuppuig  weigui,             • 

Specification,  370. 

Handbook, . 

800-1724 

SET,  ftring^ignal,  type  EE-22 

''Battery  commander's  station;"  a  weatherproof 
return   call,  vibrating-bell  outfit  comprising 
a  box  and  permanent  contents.   The  box  is 
made  of  cast  iron  with  hinged  cover  and  cat 
duit  inlet,  and  measures,  over  mounting  logs, 
handle,  etc.,  16J  by  8  by  llj  inches.  It  con- 
tains, suitably  connected  and  mounted: 
Bell  mechanisms,  type  K-M  (1). 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-17S4 

SET.  flring-slgiial,  type  EE-22^-Con. 

Bracket,  type  FT-57  (2). 
Button,  push,  watertight  (2). 
Gong,  type  M^7  (1). 
Gong,  type  M-n59(l). 
Unit  otmeasure,  set. 

Wnifrht  nnr  unit 

Packed, . 

Specification,  409. 

Handbook, . 

SOO-1725 

SET, firing-signal,  type  EE-23 

"  Pit  station  ";  a  weatherproof,  return-call,  vibrat- 
ing-bell  outfit  comprising  a  box  and  permanent 
contents.  The  box  is  made  of  cast  iron,  with, 
hinged  cover  and  conduit  inlet,  and  measures 
over  mounting  lugs,  handle,  etc.,  16§  by  8  by 
7  inches.  It  contains,  suitably  connected  and 
mounted,  a  watertight  push  button,  a  Bell 
mechanism,  type  M-56,  a  bracket,  and  a  gong.. 
The  bracket  may  be  either  Bracket,type  rT-67, . 
using  Gong,  type  M-57,  or  Gong,  type  M-69,. 
or  Bracket,  type  FT-58,  using  Gong,  type  M-60.. 

Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, .    ) 

Specification,  409.               ^ 

Handbook, . 

800-1726 

SET,  magneto-testing,  type  EE-32. . 

Portable;  comprises  a  carrying  case  and  its  per- 
manent contents;  the  case  is  a  wooden  box  7 
inches  high  by  6  inches  wide  by  6  inches  long, 
equipped  with  a  6-foot  carrying  strap,  1\  itiches 
wide;  the  contents  include  thefollowing  suita  bly 
connected  and  mounted  parts:  A  4-bar  laAnd 
generator  or  magneto,  a  bell  ringer,  a  sixxgle 
watchcase  receiver  (which  fits,  when  not  in  use, 
in  a  curved  clamp  on  the  outside  of  the  case),  a 
2-point  dial  switch,  a  push  button,  and  bind- 
ing posts.    Drawing  287-2. 

Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Specification, . 

Handbook, . 

141645—20 82 
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800-1737 


800-1728 


SET,  signal-lamp,  type  EE-33., 


SET,  signal-lamp,  type  EE-36 


Acetylene;  a  light-weight,  easily  transported, 
gas-burning,  searchlight  signaling  equipment 
by  which  conventional  code  signals  are  flashed 
to  a  distant  station.    Comprises: 
Bag,  filter  (1),  spare. 
Burner,  gas  (2),  spare. 
Cartridge,  carbide  (5  ounces),  (2),  spare. 
Cover,  glass  (1),  spare. 
Generator,  type  GN-26  (1). 
Lead,  white  (1  tube). 
Pliers,  gas  (1  pair). 
Projector,  type  M-70  (1). 
Screw  driver  (1). 
Tripod,  type  HI^5  (1). 
Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  265. 

Handbook, . 

Ardois;  a  night  signal  outfit  comprising  4  etoctrie 
lanterns  suspended  in  a  vertical  line  and  ood* 
nected  electrically  with  a  keyboard;  intnipO' 
latlon  of  the  keyboard  causes  conventknil 
code  signals  to  appear  in  the  chain  of  lanterns 
as  red  and  white  Ugh ts,  a  red  light  reprtflenttnc 
a  dot  and  a  white  light  representing  a  dash. 
The  set,  exclusive  of  outriggers  and  fMteobV 
cables,  which  are  supplied  aooordiiig  to  the 
peculiar  requirements  of  the  locatiaD  In  whicfa 
the  outfit  is  to  be  set  up,  includes: 
Cable,  type  RP-«  (90  feet). 
Cablei  type  WC-501. 
Cable,!  type  WC-602. 
Cable.i  type  WC-675. 
Connection  box,  type  JB-4  (1). 
Control  box,  type  BE-9  (1). 
Lamp,  type  LM-13  (28). 
Lantern,  type  M-73  (4). 
Pedestal,  type  M-74  (1). 
Separator,  type  IN-64  (2). 
Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

1  Length  as  required. 


Digitized  by  VjOOQ IC 


SIGNAL  COBFS  STOBAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPME NT-Continued. 


499 


Numerical 
code  or  No. 


Useful  information. 


800-1728 


800-1729 


SET,  signal-lamp,  type  EE-36— Con. 


SE  T,  target-rangebuzzer,  type  EE-37 


800-1730 


SET,    service  telautograph,    type 
EE-49. 


«oo-i7aj 


SET,  eabU4e9tingt  tfpt  EE-5B. 


Cubic  displacement, . 

Shipping  weight, . 

Specifications, . 

Handbook, . 

Comprises  a  hard-maple  backboard  fitted  with 
a  sheet-metal  cover  14  by  7  by  3  inches  which 
protects  a  Buzzer,  type  BZ-3,  and  a  Key, 
type  J-21,  mounted  upon  the  board  and  suita- 
bly connected .   Drawing  787g-2. 

Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 

Specification, . 

Handbook,  Signal  Corps  Manual  No.  3, 
chapter  7,  figure  7-15. 
An  electrical  signaling  device  whereby  a  written 
message  is  repeated  at  a  distant  station  in  the 
hand  writing  of  the  sender;  formerly  used  in 
gun-fire   control;  definitely   dropped   in   its 
present  tona;  the  following  parts  not  included 
in  the  set  are  sometimes  used  in  connection 
with  it;  Terminal  block,  type  TM-59;  Termi- 
nal  box,    type   TM-60;  Stand,   type   M-81; 
Bracket,  type  FT-«1;  Telautograph  hanger, 
type  rT-«2;  Terminal  box,  type  TM-«1;  and 
Plug,  type  PL-30;  the  set  includes  the  follow- 
ing parts: 
Socket,  type  80-11  (2). 
Telautograph  receiver,  type  EE-^l  (1). 
Telautograph  transmitter,  type  EE-M  (l). 

Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation, . 

Handbook,-——. 
Obsolete.     Comprises  a  mihoganf  case  and  con" 
tents;  case  measures  tl\  inches  long  by  10^  inches 
wide  by  81  inches  high,  toith  hinged  cover  and 
leather-carryinff  strap.    Contents  include: 
Battery,  type  BA'iOO). 
Condenser,  type  CA-7^  (i). 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1731 

3ET,cahle-te8ting,  type  EE-€6— Con. 

Equipment,  type  TES  (/). 
Oalvinometer,  type  I-S6  (/). 
Micrometer  ciliper  (i). 
Ohmmeter,  type  I-S6  (1). 
Resistance,  type  RSS?  (i). 
Shunt,  type  R8-S6U). 
Telephone,  type  EE-64  (/). 
Telescope  and  sale  for  galmnometer,  type  I-SS 

Forms  and  books  as  required. 

Unitofmeisure,set. 

Packed, . 

Shipping  weight, . 

Specificition,  I45. 

Handbook,  No. . 

800-1733 

SET,  monocord  operator's,  tjrpe  EE- 

This  set  has  been  designed  to  replace  the  sev- 

64. 

eral  types  of  telephones  which  have  been  used 
as  operator's  sets  in  oonnection  with  the  maao 
cord  switchboards.    It  is  contained  in  a  fiber- 
covered  wooden  case  and  provided  with  adjust- 
able  webbing  shoulder  carrying  strap.    It  is  10 
inches  long,  6f  inches  wide,  and  7|  inches  high, 

equipment  of  the  set  consists  of  a  generator, 
buzzer,  induction  coil,  single  head  receiver, 
adjustable  transmitter,  buzzer  for  night  alarm, 
operator's  switch  and  ringing  key,  2  BA-I  bft^ 
teries,  with  a  switch  that  either  may  be  used, 
and  connection  cord  and  plug. 

Weight  per  unit, . 

Packed, . 

opeciucabiou,             . 

Handbook, . 

800-1734 

SET,  test,  universal,  type  EE-65 

This  testing  set  is  designed  for  testing  and  locat- 
ing practically  all  troubles  on  magneto  teJe- 
phone  lines  and  apparatus.    It  combines  aH 
the  features  of  a  condensed  wire  chief's  desk 
that  are  used  in  connection  with  oommerda] 
telephone  exchanges,  and  may  also  be  used  as 
the  ordinary  lineman's  test  set.  It  is  inclosed  lo 
a  suitable  carrying  case,  approximately  6  incta 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1734 


SET,  test,  universal,  typo  EE-65— 
Continued. 


800-1736 


SET,S  kw.  ttation  radio  teUgraph,  type 
SCR-JiO, 


deep,  8k  inches  wide,  and  lO)  inches  high; 
weighs  about  14  pounds,  and  is  provided  with 
a  shoulder  carrying  strap  that  it  may  be  easily 
transported  in  the  field .  The  equipment  of  the 
set  consists  of  a  generator,  condenser,  voltmeter, 
buzzer,  5  keys,  induction  coil  single-head  re- 
ceiver, transmitter,  test  clips,  and  cords,  ground 
rod,  BA-1  battery  for  transmitter  and  2  BA-2 
batteries  for  testing,  and  is  designed  for  making 
the  following  principal  tests  on  either  grounded 
or  metaUic  circuits: 

(a)  Talking  to  other  telephones  connected 
on  the  line. 

(6)  Ringing. 

(c)  Continuity  tests. 

(d)  Tests  for  short  circuits. 
(«)  Tests  for  grounds. 

(/)  Tests  for  crosses  with  lines  carrying  cur- 
rent, such  as  telegraph  lines  and  com- 
mon battery  telephone  lines. 
(g)  Tests  for  crosses  with  other  telephone 

lines. 
(h)  Measuring  voltage  of  batteries. 
The  voltmeter  of  the  Weston  model,  280  pat- 
tern, and  has  a  range  of  50  volts,  thereby  pro- 
viding means  of  reading  the  voltage  of  outside 
batteries,  of  this  potential  or  less.    By  means  of 
the  several  keys,  the  several  tests  already  named 
can  be  made  without  changing  the  connections. 
Curves  are  provided  that  the  resistance  meas- 
urements may  be  easily  read  regardless  of  the 
voltage  of  the  self-contained  battery  or  of  an 
external  battery  if  used. 
A  permaneffU  station,  i-way,  ipark  set  developed 
prior  to  1907  and  rendered  obsolete  by  developnient 
since  1916. 

Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1737 

SETjlkw.  field  wireless  wagoTif  type 

Rendered  obsolete  by  later  development;  no  kmfer 

8CR-A1. 

issued.  A  portable  2-way  quenched  sparl  ati 
crystal  detector  radio  set  using  ihe  power  efuip- 
menty  Equipment,  type  FE-i7,  a  statkaOy 
coupled  receiving  set,  and  a  transmitting  equip- 
ment. 

Unit  of  measure,  set. 

H^eight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1738 

SET,  1-kw.  station  r»idlotelegraph, 

A  Marconi  SOOKsycle  set  appUed  by  the  Signal 

type  SCR-42. 

Corps  for  use  in  Coast  Artillery  stations. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Oiihio  <1i«nlA/y^m<>nt  — — — 

V/UL/lV>  UlSipittUVXIlCUl),                   • 

Shipphig  wheight, . 

Speclflcation, . 

Handbook,  "Radio  Telegraphy,"  pi«M  87 

to  03. 

80O-1739 

SET,  10-kw.  station  radiotelegraph. 

A  permanent  radio  installation  comiHisfiig  tvo 

type  SCR-43. 

200-foot  structural-steel  towers  supporting  » 

the  power  equipment  includes  a  60<ycle,  »■ 
horsepower  induction  motw  driven  by  •  giso- 
line  engine  at  a  speed  of  1,750  r.  p.  m.;  tbe  radio 
equipment  includes  a  closed  magentic  drcoit, 

oil  immersed  transformer,  a  relay  type  key,  • 
condenser  consisting  of  26  Leyden  Jars  eadi  of 
0.002  mfd.  capacity,  an  adjustable  indactaooe, 
a  quenched  spark  gap  and  a  receiving  set  similar 
to  that  in  the  field  radio  pack  set  but  of  larger 
size. 

Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook,  "Radio  Telegraphy,"  pages » 
and  87. 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1740 


8B  T,  field  wirelesf  pack,  type  8  CR-U- 


800-1741 


SE  T,  radio  receiving,  type  S  CR-4S 


800-1742 


800-1743 


8E  T,  radio  receiving,  type  8  CR^J^B. . . 


SE  T,e-kw.  radio  wagon,type  8CR-47. 


Obfolete.    A  £-way  radio  pack  tet;  forerunner  of  the 
8et,  type  8CR-49,  by  which  it  is  superseded: 
formerly  designated  "Field  wireless  set,  pack": 
a  spark  set,  inductively  coupled. 
Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, 

Shipping  weight, . 

Specification, . 

Handbook, . 

Obsolete.  A  Cohen  type,  statically  coupled,  crystal 
detector  receiving  set  developed  by  the  National 
Electric  Supply  Co.    Drawings  1077  and  1078, 

Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubk  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Obsolete.  A  crystal  detector  receiving  set  sUUicdtty 
coupled:  formerly  designated  **  Cohen  static 
coupled  receiving  set,"    Drawing  lilO-1. 

Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, , 

Obsolete;  no  parts  list  developed.  A  S-Way  radio- 
telegraph set  carried  on  a  g-chest  pintle  wagon, 
similar  to  an  artillery  caisson,  one  chest  contain' 
ing  the  engiru  and  generator,  the  other  transmit- 
ting and  receiving  apparatus;  range,  76  to  800 
miles. 

Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook,  *' Radio  Telegraphy,"  pages  99  to 
104. 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1744 


SET,    radiotelegraph    table,     type 
SCR-48. 


«00-1745 


SET,     radiotelegraph     pack,     type 
SCR-49. 


A  i-kw.  2-way  spark  set  furnished  to  coast  de- 
fense commands  in  lieu  of  the  Set,  radio  tele- 
graph pack,  tjrpe  SCR-40.  It  consists  essen- 
tially of  the  apparatus  of  the  Set,  type  8CR-49, 
suitably  mounted  on  an  oak  table.  A  special 
motor  generator  is  used,  however,  instfd  of 
the  hand-driven  generator  and  Binding  post, 
type  TM-58;  Condenser,  type  CA-73,  and 
Transformer,  tjrpe  C-37,  were  developed  spe- 
cially for  this  set.  No  parts  list.  Drawings 
1032a,  1032b,  and  1032c. 
Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Obsolete.  Sending  and  receiving;  i  kw.:  gOO 
cycles;  quenched  gap;  wave-length  range,  900  to 
425  meters;  inductively  coupled  sending  circmit; 
receiving  circuit  statically  coupled;  i7tclude9  c  6- 
wire,  iO-foot  high  umbrelH  antenna;  power  sup- 
plied by  hand-driven  generator;  all  equipment 
arranged  for  carrying  on  pack  mules.  ComprUet: 
Cincha  bands,  type  S  T-7  (S). 
Equipment,  type  A-1 — 

Adapter,  type  FT-63(1). 
Adapter,  type  FTS4-<i). 
Adapter,  type  FT-65{1). 
Antenna,  type  A  N-4  (1). 
Bag,  type  BO-6  (/). 
Bag,  type  BG-7  (i). 
Connector,  type  MS  (f ). 
Cord,  type  CD-81  (i). 
Cord,  type  CD-Si  (/). 
Counterpoise,  type  CP-i  (/). 
Hammer,  type  HM-1  (f ). 
Insulator,  type  IN-4  (1).  ^ 
Mast  cap,  type  MP-4  (/). 
Mast  secHon,  type  M8-1  (/). 
Mast  section,  type  M8-i  (/f ). 
Mast  section,  type  MSS  (/). 
Reel,  type  RL-S(tS). 
Stake,  type  OP-2  (6), 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1745 

SET,  radiotelegroph  pack,  ttfpe  8  CB^ 

Equipment,  type  LE-1— 

-^5— Continued. 

IfUulaHnff  device,  type  IN-IS  (i). 

Rope,typeRP-9(g). 

8take,typtFT-i6it4). 

Tent,  type  TN-1  (i). 
Equipment,  type  PE^S— 

BoU,type  M-i U). 

Crank,  type  GC-1  it). 

Generator,  type  GNS  (/). 

Hood,  type  BG^il), 

PlaU,  type  MS  (f ). 

Speedometer,  type  M-7  (i). 

Stand,  type  GS-Hl). 
Equipment,  type  R  £-4— 

BatUry,  type  BA-1  (i). 

Book,  "RadioUUgraph"  (i). 

Buzzer,  type  BZ-i  (/). 

Cord,  type  CD-S9  (1). 

Cord,  type  CD-S4  (/). 

Cord,  type  CD-d5{l). 

Crystal,typeDC-t{t). 

Equipment,  type  TE-7  (i). 

Head  set,  type  P-1  (/). 

Leg,  type  M-6Uy 

Screw,  spare,  miscellaneous. 

Set  box,  type  BC-24il). 

Transformer  section,  type  M-4  (/). 
Frame,  type  M-1  (5). 
Strap,  type  S  TS  (6). 
Strap,typeST-9{6). 
Unit  of  measure,  set. 

Weight  per  unU, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

800-1746 

SET,  radiotelegraph  tractor,  type 

Sending    and   receiving;    2  kw.;    500  cycles; 

SCR-J50. 

quenched  gap;  inductively  coupled  sending  dr^ 
cult;  statically  coupled  recei\  ing  circuit  mak- 
ing use  of  crystal  or  vacuum-tube  detector; 
wave-length  ran^e,  000  to  2,000  meters;  appara- 
tus installed  on  a  li-ton  truck  and  generator 
driven  by  the  track  engine. 

Unit  of  measure,  set. 

Weight  per  unit, . 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1746 


800-1749 


SET,  radiotelegraph  tractor,  type 
SCR-60— Continued. 


SET,  radio-receiving,  type  SCR-54. . . 


Packed, . 

Cubic  displacement,  - 


Shipping  and  weighing, . 

Specification, . 

Handbook, . 

Crystal  detector;   inductively  coupled;    turned 

primary  and  secondary;   150-foot  Inverted  L 

antenna;  wave-length  range,  200  to  600 1 

Comprises: 

Equipment,  type  A-2— 

Antenna,  type  AN-1  (1). 

Bag,  type  BG-1  (4). 

Bag,  type  BG-2  (1). 

Equipment,  GD-1  (2). 

Guy,  type  GY-1  (6). 

Guy,typeGY-2(3). 

Hanmier,  type  HM-1  (1). 

Marker,  type  MR-l(l). 

Mast  section,  type  MS-1  (2). 

Mast  section,  type  MS-2  (8). 

Plate,  type  MP-1  (2). 

Plate,  type  MP-2  (2). 

Plate,  type  MP-3  (1). 

Reel,  type  RL-^  (4). 

Rope,  type  RP-10  (1). 

Stake,  type  GP-1(«). 
Equipment,  type  RC-1 — 

Battery,  type  BA-4  (2). 

Contact  spring,  type  M-14  (3). 

Crystal,  type  DC-1  (4). 

Head  set,  type  P-11  (2). 

Screw  driver,  type  TL-2  (1). 

Set  box,  type  BC-14  (1). 

Strap,  type  ST-5  (1). 

Wire,  type  W-20  (300  feet). 

Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Sbipping  weight, , 

Specification, . 

Handbook,  Radio  pamphlet  No.  & 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1750 

SET,  radio-receiving,  type  SCR-64-A 

Similar  to  and  superseding  set,  type  SCR-^. 
Comprises  Chest,  type  BO-26,  carrjrlng: 
Equipment,  type  A-9-A— 

Antenna,  type  AN-8  (2). 

Bag,  type  BG-12  (2). 

Cord,  type  RP-3  (300  feet). 

Guy,typeGY-4(8). 

Hammer,  type  HM-1  (1). 

Insulator,  type  IN-10  (4). 

Mast  section,  type  MS-14  (12). 

Mat,  type  MT-6  (3). 

Pliers,  type  TL-19  (1  pair). 

Reel,  type  RLr-3  (8). 

Roll,  type  M-15(l). 

Stake,  type  GP-8  (12). 

Tape,  type  TJj-83  (J  pound). 

Wire,  type  W-4  (60  feet). 

Wire,  type  W-6  (300  feet). 

Wire,  type  W-24  (750  feet). 
Equipment,!  type  A-2-B— 

Cord,  type  RP-3  (200  feet). 

Coupler,  type  FT-2  (6). 

Hammer,  type  UM-1  (1). 

Insulator,  type  IN-5  (8). 

Insulator,  type  lN-7  («). 

Marlin,  type  RP-2  (i  pound). 

Mast  Section,  type  MS-5  («). 

Mat,  type  MT-2(1). 

PUers,  type  TL-20  (1  pair). 

Reel,  type  RLr-3  (4). 

Stake,  type  GP-3  (14). 

Wire,  type  W-l(7i>0  feet). 

Wire,  type  W-2  (2  pounds). 
Wire,  type  W-4  (75  feet). 
Equipment,  type  RC-l-A— 
Battery,  type  BA-4  (2). 
Contact  spring,  type  M-14  (2). 
Crystal,  type  DC-1  («). 
Head  Set,  type  P-11  (2). 
Screw  driver,  type  TL-2  (1). 
Set  box,  type  BC-14-A  (1). 
Strap,  type  ST-5  (1). 
Wire,  type  W-20  (30  feet). 

1  Typo  A-2-B  to  be  supplied  only  when  type  A-9-A  is  not  available;  type  A>0-A  is  always  to  be  speoULed 
In  punbasbig  new  sets. 


Digitized  by  LjOOQ IC 


608 


SIGNAL  COBPS  STORAGE  CATALOGUE 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1750 

SET,    radio-receiving. 

type 

Unit  of  measure,  set. 

SCR-54-A— Continued. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation, . 

Handbook,  Radio  pamphlet  No.  3. 

80O-17ffl 

SET,    vacuum-4ube    detector, 

tppe 

Obsolete;  superseded  by  Equipment,  type  DT-^A, 

SCR-S6. 

Unit  of  measure,  set. 

Weight  per  unit, . 

Pacled, . 

Cubic  displacement, . 

^fhirminn  irrinhf 

Specification, . 

Handbook,  Radio  PamplOet,  No.  5. 

800-1752 

SET,     vacuum-tube    detector, 

type 

ObsoleU:  none  produced;  superseded  by  EfwOpwumt, 

SCR-55-A. 

typeDTS-A. 

Unit  of  measure,  set. 

Weight  per  unU, . 

Packed, . 

CuUc  displacement, . 

Shipping  weight, . 

Handbook,  Radio  Pamphlet  No.  5. 

800-1753 

SET,  airplane  radioUlegrapk 

tran9- 

Obsolete.   Damped-waoe  radiotelegraph  trantwtM' 

muting,  type  SCR-66. 

circuits  inductively  coupled;  the  pHmary  dratU 
is  excited  by  means  of  a  special  tuning  fork  butter 
of  a^ustable  note;  flberoid  or  wooden  set  box  con* 
tains  aU  the  radio  circuits,  a  flameproof  key,  4,  e. 
ammeter  and  radiation  ammeter,  the  re^irei 
switches,  and  a  compartment  for  a  S-voU  or  S-veU 
lead  storage  battery. 

Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Ihinninn  toeiaht 

Handbook,  Radio  Pamphlet  No.  19. 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1754 

SET,    airplane    interphone,    tjrpe 

Provides    telephone    communication    between 

SCR-57. 

observer  and  pilot.   Comprises: 
Battery,  type  BA-3  (20);  1  in  use,  IQsparo. 
Cord,  type  CD-6  (1). 
Cord,  type  CD-7(1). 
Head  sets,  type  HS-1  (2). 
Set  box,  typo  BC-lO(l). 
Transmitter,  type  T-1  (2). 

Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Specification, . 

Handbook,  Radio  Pamphlet  No.  20. 

800-1755 

SET,    airplane    interphone,    type 

Similar  to  Set,  type  SCR-57,  except  that  it  has  a 

SCR-57-A. 

side-tone  circuit.    Comprises: 
Battery,  type  BA-3  (20);  2  in  use,  18  spare. 
Cord,  type  CD-6  (1). 
Cord,  type  CD-7(1). 
Cord,  type  CD-62  (1). 
Head  sets,  type  HS-2  (2). 
Set  box,  type  BC-IO-A  (1). 
Transmitter,  type  T-3  (2). 

Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shlrjninir  Ttrnitrht       ■  — - 

Specification, . 

Handbook,  Radio  Pamphlet  No.  20. 

800-1757 

SET,  airplane  radio  receiving,  type 

Vacuum-tube  detector  and  2-stage  amplifier 

SCR-59. 

tuned  antenna  circuit;  wave-length  range,  15C 
to  850  meters.    Comprises: 
Equipment,  type  A-21— 

Dnim,  type  DR-2  (2). 

Fairlead,»  type  F-1  (2). 

Reel,  type  RL-2(1). 

Rope,  type  RP-U  (20  feet). 

Weight,  type  WT-1  (10). 

Wire,  type  W-5  (3,000  feet). 
Equipment,  type  PE-14— 

Battery,  type  BB-4  (3). 

» T3rpe  r-2  when  F-1  is  not  available. 
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SIGNAL  COBPS  STOBAQE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1757 

SET,  airplane  radio  receiving  type 

Equipment,  type  RC-2— 

SCR-69— Continued. 

Battery,  type  BA-2  (8). 

Battery,  type  BA-3  (20). 

Cord,  type  CD-6  (1). 

Cord,  type  CD-7  (1). 

Cord,  type  CD-9  (1), 

Cord,  type  CD-10  (1). 

Cord,  type  CD-11  (1). 

Cord,  type  CD-12  (1). 

Head  set,  type  H8-1  (2). 

Set  box,  type  B  "-10  (1). 

Set  bor,  type  B?-12(1). 

Transmitter,  type  T-1  (2). 

Tube,  type  VT-1  (8). 
Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook,  Radio  Pamphlet  No.  20. 

800-1758 

SET,  airplane  radio  receiving,  type 

Similar  to  Set,  type  SCR-59.   Comprises: 

SCR-5ft-A. 

Equipm^t,  type  A-23— 

Antenna,  type  AN-6  (1). 

Cord,  type  RP-«  (40  feet). 

Insulator,  type  IN-8  (4). 

Tape,  type  TL-83  (i  pound). 

Wire,  type  W-16  (780  feet). 
Equipment,  tsrpe  PE-14— 

Battery,  type  BB-4  (3). 
EquiiJment,  type  RC-2-A— 

Battery,  type  BA-2  (8). 

Battery,  type  BA.3  (20). 

Cord,  type  CD-6  (1). 

Cord,  type  CD-7  (1). 

Cord,  type  CD-9  (1). 

Cord,  type  CD-10  (1). 

Cord,  type  CD-11  (1). 

Cord,  type  CD-12  (1). 

Cord,  type  CD-6a  (1). 

Head  set,  type  H8-2  (2). 

Set  box,  type  BC-IO-A  (1). 

Set  box,  type  BC-12(1). 

Transmitter,  type  T-3  (2). 

Tube,  type  VT-1  (8). 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1758 


80O-1759 


SET,  airplane  radio  receiving,  type 
SCR-59-A— Continued. 


SET,  radiotelegraph,  type  SCR-d2... 


80O-17G2 


SET,  airplane  radiotelegraph  trans- 
mitting, type  SCR-65. 


Unit  of  measure,  set. 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook,  Radio  Pamphlet  Na  20. 
Transmitting  and  receiving  set,  for  use  of  balloon 
companies.    This  set  consists  of  DCR-73  mod- 
ified by  substituting  dynamotor  of  100-watrt 
output  on  900  cycles  and  4,500  r.  p.  m.;  to  b« 
driven  by  12-volt  battery  with  the  GN-4  gen- 
erator.   Transmitting    wave   length,    200-500 
meters.    Uses  the  standard  type  A-2  "V" 
antenna.    Receiving  set  consists  of  SCR-54. 
Spark  coil  set  \vith  quenched  gap  and  osoiUation 
transformer;   wave-length  range,   100  to  300 
meters.    Comprises. 
Equipment,  type  A-21-- 
Drum,  type  DR-2  (2). 
Falrleaa,i  type  F-1  (2). 
Reel,  type  RL-2  (1). 
Rope,  type  RP-11  (20  feet). 
Weight,  type  W^-1  (10). 
Wh-e,  type  W-5  (3,000  feet). 
Equipment,  type  PE-21— 

Battery,  type  BB-11  (2). 
Equipment,  type  RT-1— 
Contact,  type  CN-3  (3). 
Contact,  type  CN-4  (3). 
Cord,  type  CD-27  (1). 
Cord,  typo  CD-28(1). 
Cord,  type  CD-29  (1). 
Cord,  type  CD-30  (1). 
C!ord,  type  CD-31  (1). 
Cord,  type  CD-32  (1). 
Electrode,  type  CN-5  (2). 
Key,  type  J-7  (2), 
Lamp,  type  LM-3  (6). 
Screwdrivjer,  type  TL-4  (1). 
Set  box,  type  BC-15  (1). 
Ston«,  c^bonmdum,  medium  India,  No. 
^-53^^ 


Switch,  type  SW-9  (1). 
Unit  of  measure,  set. 
>  Type  F-2  when  Fsi  is  not  ayailable. 
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SIGNAL  COBPS  STORAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT-r^^ontinued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1762 

SET,  airplane  radiotelegraph  trans- 

Weight  per  unit, . 

mitting,  type  SCR-«5~Continiied. 

Packed, . 

■• 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook,  Radio  Pamphlet  No.  5. 

80O.176S 

SET,  airplane  radiotelegraph  trans- 

Same as  Set,  type  SCR-65  except  for  minor  im- 

mitting, type  SCR^65-A. 

provements.    Comprises: 
Equipment,  type  A-21— 
Drum,  type  DR-2  (2). 

Fairlead,!  type  F-l  (2). 

Reel,  type  RL-2  (1). 

Rope,  type  RP-11  (20  feet). 

Weight,  type  WT-1  (10). 

Wire,  type  W-6  (3,000  feet). 
Equipment,  type  PE-21  - 

Battery,  type  BB-ll  (2). 
Equipment,  type  RT-l-A— 

Contact,  type  CN-3  (3). 

Contact,  type  CN-4  (3). 

Ford,  type  CD-2  (1). 

Cord,  type  CD-3  (1). 

Electrode,  type  CN-5  (2). 

Key,typeJ-7(2). 

Lamp,  type  LM-3  (6). 

Screwdriver,  type  TL-4  (1). 

Screwdriver,  4  inches  long,  A-inch  tip  (1). 

Set  box,  type  BC-15-A  (1). 

Stone,  carborundum,  mediuni  India,No. 
53(1). 

Switch,  type  SW-14  (1). 

Wire,  type  W-8  (30  feet). 

Wire,  type  W-9  (15  feet). 
Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

• 

Handbook,  Radio  Pamphlet  No.  6. 

I  Type  F-2  when  F-l  is  not  available. 
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Numerical 
eodeorNo. 

Article. 

Useful  information. 

800-1765 

SET,  radiotelephone,  type  SCR-67. . . 

Transmitting  and  recelTing;  for  ground  stations, 
has  1  oscillator,  1  modulator,  1  detector,  and  2 
amplifier  vacuum  tubes;   wave-length  range, 
transmitthig,  250  to  450  meters,  and  receiving, 
200  to  600  meters.    Comprises: 
Equipment,  t3rpe  A-9— 

Bag,  type  BG-8  (1). 

Bag,typeBG-14(2). 

Cord,  type  RP-3  (300  feet). 

Coupler,  type  FT-2  (6).  . 

Hammer,  type  HM-1  (1). 

Insulator,  type  IN-5  (6). 

Insulator,  type  IN-7  (6). 

Marlin,  type  RP-2  (J  pound).    . 

M«St  Section,  type  MS-5  (6). 

Mat,  type  MT-3  (3). 

Reel,  type  RL-3  (2). 

• 

Stake,  type  GP-3  (12). 

Wire,  type  W-1  (750  feet). 

Wire,  type  W-4  (50  feet). 

Wire,  type  W-6  (300  feet). 
Equipment,  type  PE-2^ 

Battery,tubeBB-5(4). 

Cord,  type  CD-22(1). 

Powerboard,  type  BD-1  (1). 
Equipment,  type  RE -2— 

Battery,  type  BA-2  (8). 

Cord,  type  CD-23(1). 

Cord,  type  CD-24  (1). 

Cord,  type  CD-25(1). 

Head  set,  type  P-11  (2). 

Set  box,  type  B-C  13(1). 

•transmitter,  type  T-1  (2). 

Tube,  type  VT-1  (16). 

Tube,  type  VT-2  (16). 
Unit  of  Measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook,  Radio  Pamphlet  No.  22. 

141645—20 88 


Digitized  by  LjOOQ IC 


614  SIGNAL  COBFS  STORAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 


Useful  information. 


800-1766 


SET,  radiotelephone,  type  SCR-67-A. 


Similar  to  and  superseding  Set,  type  SCBrST; 
includes  only  minor  changes  over  the  caricr 
type.    Comprises: 
Equipment, » type  A-9— 

Bag,  type  BG-8  (1). 

Bag,  type  BG-U  (2). 

Cord,  type  RP-3  (300  feet). 

Coupler,  type  FT-2  («). 
•  Hammer,  tyi)e  HM-1  (1). 

Insulator,  type  IN-5  (6). 

Insulator,  type  IN-7  (6). 

Marlin,  type  RP-2  (i  pound). 

Mast  section,  type  MS-5  (6). 

Mat,  type  MT-3  (3). 

Reel,  type  RL-3  (2). 

Stake,  type  GP-3  (12). 

Wire,  type  W-1  (750  feet). 

Wire,  type  W-4  (50  feet). 

Wire,  type  W-6  (300  feet). 
Equipment,'  type  A-9-A— 

Antenna,  type  AN-8  (2). 

Bag,  type  BG-12  (2). 

Cord,  type  RP-3  (300  feet). 

Guy,  type  GY-4  (8). 

Hammer,  type  HM-1  (1). 

In-sulator,  type  IN-10  (4). 

Mast  section,  type  MS-14  (12). 

Mat,  type  MT-5  (3). 

Pliers,  type  TI.-19  (1  pair). 

Reel,  type  RL-3  (8). 

Roll,  type  M-15(l). 

Stake,  type  GP-8  (12). 

Tape,  type  TL-83  (i  pound). 

Wire,  type  W-4  (50  feet). 

Wire,  type  W-«  (300  feet). 

Wire,  type  W-24  (730  feet). 
Equipment,  type  Pr:-2-A— 

Battery, « type  BB-14  (9). 

Cord,  type  CD-38  (2). 

Cord,  type  CD-48  (1). 

Powerboard,  type  BD-l-A  (1). 
Equipment,  type  RE-2-A— 

Battery,  type  BA-2  (8). 

Cord,  type  CD-23  (1). 
»  Kqiiipment  type  A-9,  or  Kquipment,  type  A-9-A,  may  be  used.        *0r  Battery,  type  BB-6(W 
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code  or  No. 

Article. 

Useful  Information. 

800-1766 

SET,  radiotelephone,    type  SCR- 

Cord,  type  CD-24  (1). 

67-A— Continued . 

Cord,  type  CD-25  (1). 

Head  set,  type  P-U  (2). 

Set  box,  type  BC-13-A  (1). 

Transmitter,  t3rpe  T-3  (2). 

Tube,  type  VT-1  (18). 

Tube,  type  VT-2  (16). 
Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  w6ight, . 

Specification, . 

Handbook,  Radio  Pamphlet  No.  22. 

800-1767 

SET,  airplane  radiotelephone,  type 

Transmitting  and  receiving;  wave-length  range, 

SCR-68. 

■ 

transmitting,  200  to  450  meters,  and  receiving 
190  to  600  meters.   Comprises: 
Equipment,  type  A-21— 

Drum,  type  DR-2  (2). 

Fairlead,itypeF-l(2). 

Reel,typeRI^2(l). 

Rope,  type  RP-11  (20  feet). 

Weight,  type  WT-1  (10). 

Wire,  type  WS  (3,000  feet). 
Equipment,  type  PE-1— 

Airfan,typeFA-3(2). 

CJord,  type,  CD-19  (1). 

FUter,typeFI^l(l). 

Generator,:  type  GN-1. 

Tube,typeTB-l(5). 
Equipment,  type  RE-1— 

Battery,  type  BA-2  (12). 

Battery,  type  BA-3  (20). 

Cord,  type  CD-6(1). 

Ck)rd,  type  CD-7  (1). 

'Type  F-2  when  F-1  is  not  available. 


Cord,  type  CD-9  (1). 
Cord,  type  CD-10  (1). 
Cord,  type  CD-11  (1). 
Cord,  type  CD-17  (1). 
Cord,  type  CD-18  (1). 
Head  set,  type  HS-1  (2). 
Lamp,  type  LM-1  (3). 
Set  box,  type  BC-10  (1). 

«  Or  type  GN-2  (1). 
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SIGNAL  COBPS  STOBAGB  CATALOGUB. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Contliiued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1767 

SET,  airplane  radiotelephone,  type 

Set  box,  type  BC-ll(l). 

SCR-68— Continued. 

Transmitter,  type  T-1  (2). 

Tube,typeVT-l(8). 

Tube,typeVT-2(8). 
Unit  of  measure,  set. 

Weight  per  unit, , 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook,  Radio  pamphlet  No.  20. 

800-1768 

SET,  airplane  radiotelephoDO,  type 

Similar  to  Set,  type  SCR-^,  except  for  sU^t 

SCR-68-A. 

improvements  in  the  circuits  of  the  set  box  and 
interphone  set  box,  the  use  of  a  new  trans- 
mitter, and  an  improved  type  of  generator  and 
filter.   Comprises: 
Equipment,  type  A-23— 

Antenna,  type  AN-«(1). 

Cord,  type  RP-*?  (40  fet). 

Insulator,  type  IN— 8  (4). 

Tape,  type  TD-SS  (}  pound). 

Wire,  type  W-16  (780  feet). 
Equipment,  type  PE-l-A— 

Airfian, » type  FA-7  (2). 

CJord,  type  CD-19  (1). 

Filter,  type  FL-l-A(l). 

Generator,*  typo  GN-l-A. 

Tube,  type  TB-1  (5). 
Equipment,  type  RE-l-A— 

Battery,  type  BA-2(12>. 

Battery,  type  BA-v3  (20). 

Cord,  type  CD-«(1). 

Cord,  type  CD-7(1). 

Cord,  type  CD-9(1). 

Cord,  type  CD-10  (1). 

Cord,  type  CD-11  (1). 

Cord,  type  CD-17(1). 

Cord,  type  CD-18(1). 

Cord,  typo  CD-«2  (1). 

Head  set,  type  HS-2  (2). 

Lamp,typeLM-l(3). 

Set  box,  type  BC-IO-A  (1). 

Set  box,  type  BC-ll-A  (1).                       . 

Transmitter,  type  T-3  (2). 

>  If  not  available,  use  Airfto,  type  FA-8. 


« Or  type  GN-2-A  (1). 


Digitized  by  LjOOQ IC 


SIGNAL  cob:^  stobaoe  catalogue. 

DESCRIPTION  OF  SIGNAL  CORPS  E QUI PME NT-Continued. 


617 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1768 

SET,  airplane  radiotelephone,  type 

Tube,typeVT-l(8). 

SCR-6»-A-ContInued. 

Tube,typeVT-2(8). 
Unit  of  measure,  set. 

\(rniirYit  nnr  unit 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation, . 

Handbook,  Radio  Pamphlet  No.  20. 

800-1769 

SET,  u.    w.  radiotelegraph  trans- 

Uses 1  single  vacuum  tube  inductively  coupled 

mitting,  type  8dR-69. 

for  oscillation  generation  to  the  antenna  dr- 
oult,  the  constants  of  which  determine  the 
wave  length;  600  to  1,500  meters;  not  a  satis- 
factory set;  used  for  training  purposes  only. 
Comprises: 
Equipment,  type  A-<^— 
Antenna,  type  AN-«(1). 
Chest,  type  BC-36  (1), 
Cord,typeRP-«(3). 
Counterpoise,  type  CP-4  (1). 
Guy,typeGY-3(9). 
Hammer,  type  HM-1  (3). 
Insulator,  type  IN-1  (3). 
Mast  cap,  type  MP-^  (3). 
Mast  section,  type  MS-1  (3). 
Mast  section,  type  MS-2  (12). 
Reel,typeRL-3(9). 
Stake,  type  GP-2  (9). 
Equipment,  type  PE-8— 
Battery,  type  BB-1  (2). 
Battery,  type  BB-2  (2). 
Dynamotor,  type  DM-l  (1). 
Equipment,  type  RT-6— 
Set  box,  type  BC-34  (1). 
Tube,  type  VT-12  (6). 
Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Speciacation, . 

Handbook,  Radio  Pamphlet  No.  U. 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIP^fiE^T-Oontinued. 


Numerical 
code  or  No. 


Useful  iDformation. 


800-1770 


SET,  u.  w.  radio  receiving,  type 
SCR-70. 


800-1771 


SET,  t.  p.  s.  transmitting,  type 
SCR-71. 


Autodyne;  for  receiving  damped  and  undamped 
waves;  wave-length  range,  600  to  1,500  meters. 
Comprises: 
Equipment,  type  A-6— 
Antenna,  type  AN-5  (1). 
Chest,  type  BC-35  (1). 
Cord,  type  RP-3  (3). 
Counterpoise,  tsrpe  CP-4  (1). 
Guy,  type  GY-3  (9). 
Hammer,  type  HM-1  (3). 
Insulator,  type  IN-1  (3). 
Mast  cap,  type  MP-5  (3). 
Mast  section,  type  M^l  (3). 
Mast  section,  type  MS-2  (12). 
Reel,  type  RL-3  (9). 
Stake,  type  GP-2  (9). 
Equipment,  type  PE-12— 
Battery,  type  BB-2  (2). 
Equipment,  type  RC-6— 
Battery,  type  BA-2  (2). 
Cord,  type  CD-40  (1). 
Head  set,  type  P-11  (2). 
Set  box,  type  BC-23  (1). 
Tube,  type  VT-1  (2). 
Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

T.  p.  s.  buzzer  with  key  and  auxiliaries  for  send- 
ing telegraph  code  by  earth  induction  and  con- 
duction; 600  to  1,300  cycles.    Comprises: 
Equipment,  type  GD-3— 
Bag,  type  BG-3  (1). 
Drum,  type  DIU3  (2). 
Hammer,  t3rx)e  HM-1  (1). 
Reel,  type  RL^-6  (1). 
Stake,!  type  GP-4  (12). 
Wire,  type  W-4  (1,000  feet). 
Wire,  type  W-5  (60  feet). 


I  Or  type  GP-6,  or  type  GP-14  (12). 
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Nuiiieri€*al 
code  or  Ko. 

Article. 

Useful  information. 

800-1.771 

SET,    t.-  p.  s.    transmitting,   type 

Equipment,!  type  PE-11—  . 

SCR-71— Continued. 

Battery,  type  BB-23  (3). 
Equipment,!  type  PE-13— 

Battery,  type  BB-3  (2). 
Equipment,  type  RT-2— 

Contact,  type  CN-1  (2). 

Contact,  type  CN-2  (2). 

Cord,  type  CD^O  (1). 

File,  type  TL-5  (1). 

Gauge,  type  TL-7  (1). 

Set  Box,  type  BC:-16(1). 

Strap,  type  ST-4  (1). 

Weight,  type  WT-2(1). 

Weight,  type  WT-3  (2). 

Wrench,  type  TL-^  (1). 
Unit  of  measure,  set. 

Weight  per  unit, .               • 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spe3ification, . 

Handbook,  Radio  Pamphlet  >}o.  10. 

8(»0-1779 

SET,  t.  p.  s.  receiving,  type  SCR-72  . 

A  2-stage  vacuum  tube  amplifier  which  may  be 
used  also  for  re3eiving  radio  signals.  Comprises: 
Equipment,  type  GD-3— 

Bag,  type  BG-3  (1). 

Drum,  type  DR-3  (2). 

Hammer,  type  HM-l  (1). 

Reel,  type  RL-6  (1). 

Stake,nypeGP-4(12). 

Wire,  type  W-4  (1,000  feet). 

Wire,  type  W-5  (60  feet). 
Equipment,  type  PE-12— 

Battery,  type  BB-2  (2). 
Equipment,  type  RC-3  (1): 

Battery,  type  BA-2  (4). 

Case,  type  CS-2  (1). 

Cord,  type  CD-22(1). 

Head  set,  type  P-U  (2). 

Set  box,  type  B "-17.(1). 

Tube,  type  VT-1  (4). 
Unit  of  measure,  set. 
Weight  per  unit, . 

•  Either  Equipment,  type  PE-11,  or  Equipment,  type  PE-13,  may  be  used. 
»  Or  type  0  V-^,  or  type  G  r-14  (12). 
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SiaKAX  OOBPS  STO&AaE  OATALOaUE. 

DESCRIPTION  OF  SIGNAL  CORPS  » QUI PME NT-Continued. 

Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1772 

SET,  t.  p,  8.  receiving,  type  SCR- 

Packed, . 

72-Contlnued. 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook,  Radio  Pamphlet  No.  10. 

800-1774 

SET,  t.  p.  s.  receiving,  type  SCR-72-B 

Similar  to  Set,  type  SCR-72,  except  forimportrt 
mechanical  rearrangement  and  minor  chaiff 
to  the  circuit;    self-contained  in  watetpn^ 
box.    Comprlsesf 
Equipment,  type  GD-3-A— 

Bag,  type  BG-8(1). 

Drum,  type  DR-3  (2). 

Hammer,  type  HM-1  (1). 

Reel,  type  RL-6(1). 

Stake,  type  GP-6  (12). 

Wire,  type  W-4  (1,000  feet). 

• 

Wire,  type  W-5  (GO  feet). 
Equipment,  type  PE-10— 

Battery,  type  BB-14  (3). 
Equipment,  tjrpe  RC-3-B— 

Bag,  type  BG-13  (1). 

Battery,  type  BA-2  (4). 

Cloth,  emery  (1  sheet). 

Compas.s,  type  I-l  (1). 

Cord,  type  CD-40  (2). 

Cord,  type  CD-56  (1). 

Headset,  type  F-H  (2). 

PUers,  type  TI^19(1  pair). 

Screwdriver,  type  TIr-2  (1). 

Set  box,  type  BC-44  (1). 

Tape,  type  TI^-83  (k  pound). 

Tube,  type  VT-1  (4). 

Voltmeter,  type  I-IO  (1). 
Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, -• 

Shipping  weight, •• 

Specification, . 

Handbook,  Radio  Pamphlet  No.  W. 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1775 

SET,  airplane  radiotelegraph  trans- 

A wind-driven  self-excited  generator  with  rotary 

mitting,  type  SCR-73. 

■ 

spark  gap  and  radio  apparatus  mounted  in  the 
streamline  casing;  200  watts;  900  cycles;  wave 
length  range,  200  to  550  meters;  has  9  wave 
lengths  and  5  tomes,  giving  45  combinations. 
Comprises: 
Equipment,  type  A-21— 

Drum,  type  DR-2  (2). 

Fairlead,itypeF-l(2). 

Reel,  type  RL-2  (1). 

Rope,  type  RP-11  (20  feet). 

Weight,  type  WT-1  (10). 

Wire,  type  W-5  (3,000  feet). 
Equipment,  type  PE-3— 

Airtto,  type  FA-4  (2). 

Battery,  type  BA-3  (6). 

Case,  type  C8-3  (1). 

Generator,  type  GN-4  (1). 

Switch,  type  SW-3  or  SW-12  (1). 
Equipment,  type  RT-4— 

Block,  type  BL-1  (1). 

Bushing,  type  BU-1  (1). 

Casing,  type  CS-1  (1). 

Condenser,  type  CA-3  (1). 

Electrode,  type  ET-1  (1). 

Electrode,  type  ET-2  (1). 

Electrode,  type  ET-3  (1). 

Electrode,  type  ET-4  (1). 

Electrode,  type  ET-5  (1). 

Electrode,  type  ET-6  (1). 

Key,typeJ-7(3). 

Lamp,  type  LM-2  (9). 

Set  leads,  connecting  (1). 

Terminal,  type  TM-4  (2). 

Transformer,  type  ID-3  (1). 

Transformer,  type  TF-1  (1). 

Variometer,  type  VA-1  (1). 

Unit  of  measure,  set. 
Weight  per  unit, . 

1 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook,  Radio  Pttmphlit  No.  13. 

'  Type  F-2  when  F-1  is  not  available. 
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DESCRIPTION  OF  SIGNAL  CORPS  BQUIPMENT-Contlimcd. 


Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1776 


SET,  airplane  radiotelegraph  trans- 
mitting, type  SCR-73-A. 


Same  as  Set,  type  SCR-73,  except  for  minorjim- 
provements  in  generator,  variometer  bushing,, 
and  mica  condenser.    Comprises: 
Equipment,  type  A-24— 

Cord,  type  RP-6  (20  feet). 

Drum,  type  DR-2  (2). 

Fairlead,  type  F-5  (2). 

Reel,  type  RL-2  (1). 

Weight,  type  WT-5  (50). 

Wire,  type  W-6  (3,000  feet). 
Equipment,  type  PE-3-B— 

Alrlan,»  type  FA-4-A  (2). 

Airfan,  type  FA-6-A  (2). 

Generator,  type  GN-4-A  (i). 

Switch,  type  SW-3  (1). 
Equipment,  type  RT-4-A— 

Block,  type  BL-1  (1). 

Bushing,  type  BU-3  (1). 

Casing,  type  CS-1  (1). 

(Condenser,  type  CA-3-A  (1). 

Electrode,  type  ET-1  (1). 

Electrode,  type  ET-2  (1). 

Electrode,  type  ET-3  (1). 

Electrode,  type  ET-4  (1). 

Electrode,  type  BT-5  (1). 

Electrode,  type  ET-6  (1). 

Key,  type  J-7  (3). 

Lamp,  type  LM-2  (9). 

Mounting,  type  FT-17  (1). 

Terminal,  type  TM-4-A  (2). 

Transformer,  type  ID-4  (1). 

Transformer,  type  TF-1  (1). 

Tubing,  tjrpe  M-13  (3  feet). 

Variometer,  type  VA-3  (1). 

Wire,  type  W-9  (12  feet). 

Wire,  type  W-11  (25  feet). 

Wire,  type  W-18  (12  feet). 

Wire,  type  W-19  (50  feet). 
Unit  of  measure,  set. 

Weight  per  unit, .  • 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 


•  Or  FA-4  may  be  used. 
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Numerical 
code  or  No. 

Article.  ' 

Useful  information. 

800-1777 

SET,  radiotelegraph    transmitting, 

Simple  spark-coil  set,  using  inverted-L  antenna. 

type  SCR-74. 

Comprises: 
Equipment,  type  A-3— 

Antenna,  type  AN-2  (1). 

Bag,  type  BG-8(1). 

Block,  type  BL-3  (1). 

Counterpoise,  type  CP-1  (1). 

Hammer,  type  HM-1  (2). 

Reel,  type  RLr-3  (3). 

Stake,  type  GP-2  (4). 

Support,  type  MS-4  (2). 
Equipment,  type  PE-13— 

Battery,  type  BB-3  (2). 
Equipment,  type  RT-3-. 

Bag,  type  BGi-4(l). 

Coid,  type  CD-20  (1). 

Conl,typeCD-21(2). 

File,  type  TLr^(l). 

Screw  driver,  type  TL-2  (1). 

Set  box,  type  BC-18  (1). 
Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation, . 

Handbook,  Radio  PamphletNo.  11. 

800-1778 

SET,   radiotelegraph    transmitting, 

Similar  to  Set,  type  SCR-74,  with  minor  improve- 

type SCR-74-A. 

ments.    Comprises: 
Equipment,  type  A-3-A— 

Antenna,  type  AN-5  (1). 

Bag,  type  BG-15  (1). 

Hammer,  type  HM-1  (1). 

Mat,  type  MT-3  (1). 

Pliers,  type  TL-19  (1  pair). 

Reel,  type  RL-3  (1). 

StaVe,  type  GP-6  (1). 

Support,  type  MS-4-A  (2). 

Tape,  type  T'  -83  (i  pound). 
Equipment,  PE-ll— 

Battery,  type  BB-23  (3). 
Equipment,  type  RT-3-.\— 

Conta?t,  type  CN-10  (1). 

Contact,  type  CN-11  (1). 

File,  type  TT  -30  (1). 

Set  box,  type  BC-18-A. 
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SIGKAL  COBFS  STO&AGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1778 

SET,  radiotelegraph  transmitting, 

Unit  of  measure,  set. 

type  SCR-74-A-ContInued.    • 

Wftiffht  T>«r  unit   — —^-^ 

TV  cjgxiii  (wr  luuiif              . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook,  Radio  Pamphlet  No.  11. 

800-1770 

SET,  airplane  radio  receiving,  type 

Uses  1  detector  and  2  amplifier  vacuum  tubes; 

SCR-75. 

inductively  coupled  with  tuned  primary  and 
secondary;  amplifier  tubes  coupled  by  means 
of  iron-core  choke  coils;  wave-length  range,  150 
to  850  meters;  includes  an  inten^one  set. 
Comprises: 
Equipment,  type  A-23— 

Antenna,  type  AN-6  (1). 

Cord,  type  RP-6  (40  feet). 

Insulator,  type  IN-8  (4). 

Tape,  type  TL-83  (i  pound). 

Wire,  type  W-16  (780  feet). 
Equipment,  type  PE-14— 

Battery,  type  BB-4  (3). 
Equipment,  type  RC-4— 

Battery,  type  BA-2  (8). 

Battery,  type  BA-3  (20). 

Cord,  type  CD-6  (1). 

Cord,  type  CD-7  (1). 

Cord,  type  CD-9  (1). 

Cord,  type  CD-10  (1). 

Cord,  type  CD-11  (1). 

Cord,  type  CD-12  (1). 

Head  set,  type  HS-1  (2). 

Set  box,  type  BC-10  (1). 

Set  box,  type  BC-20  (1). 

Transmitter,  type  T-1  (2). 

Tube,typeVT-l(8). 

Weight  per  unit, . 

Packed, . 

Cubic  diaplscement, . 

flhinnintr  Trniirht 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


80O-178O 


SET,  2-way  t.  p.  8.,  type  SCR-76. 


Ground  telegraph  sending  and  receiving;  com- 
prises the  circuits  of  the  Sets,  types  8CR-71 
and  SCR-72,  combined  in  one  set  box,  which 
also  contains  all  spares  and  telephone  receiv- 
ers;  set   box   equipped  with   an  aluminum 
front  door  and  top  and  bottom  compartments. 
Comprises: 
Equipment,  type  GD-3-A— 
Bag,  type  BG-8  (1). 
Drum,  type  DR-3  (2). 
Hammer,  type  HM-1  (1). 
Reel,  type  RL-6  (1). 
Stake,  type  GP-6  (12). 
Wire,  type  W-4  (1,000  feet). 
Wire,  type  W-^  (60  feet). 
Equipnient,^  type  PE-11— 

Battery,  type  BB-23  (3). 
Equipment,^  type  PE-13— 
Battery,  type  BB-3  (2). 
Equipment,  type  RE-3— 
Bag,  type  BG-13  (1). 
Battery,  type  BA-2  (4). 
Cloth,  emery  (1  sheet). 
Compass,  type  I-l  (1). 
Contact,  type  CN-1  (2). 
Contact,  type  CN-2  (2). 
File,  type  TL-6  (1). 
Gauge,  type  TL-7  (1). 
Head  set,  type  P-11  (2). 
PUers,  type  TL-19  (1  pair.) 
Screw  driver,  type  TLr-2  (1). 
Set  box,  type  BC-21  (1). 
Switch,  type  SW-16  (1). 
Tape,  type  TIr-83  (i  pound). 
Tube,  type  VT-1  (4). 
Voltmeter,  type  I-IO  (1). 
Weight,  type  WT-2  (1). 
Weight,  type  WT^  (2). 
Wrench,  type  TL-6  (1). 
Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shippiag  weight, . 

Speciflcation, . 

Handbook,  Radio  Phamphlet  No.  16.. 
I  Equipment,  type  PE-11,  or  Equipment,  type  PE-13,  may  be  used. 
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526  SIGNAL  CORPS  STO&AaE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1781 

SET,  2-way  t.  p.  s.,  type  SCR-76-A. . 

i 

Similar  to  Set,  type  SCR-76,  except  tor  Important 
mechanical  rearrangement  of  parts  within  t 
new  set  box;  the  latter  has  a  metal  opoatins 
panel  protected  by  a  canvas  flap;  a  new  feature 
is  the  addition  of  an  indicator  lamp  in  the  base- 
line circuit;  the  buzzer  may  be  operated  oo 
either  10  or  20  volts.   Comprises: 
Equipment,  type  GD-3-A— 

Bag,  type  BG-8  (l). 

Drum,  type  DR-3  (2). 

Hammer,  type  HM-1  (1). 

Reel,  type  RL-6(1). 

Stake,  type  GP-6  (12). 

Wire,  type  W-4  (1,000  feet). 

Wire,  type  W^  (60  feet). 
Equipment, » type  PE-11— 

Battery,  typo  BB-23  (3). 
Equipment,!  type  PE-13— 

Battery,  type  BB^  (2). 
Equipment,  type  RE-3-A— 

Bag,  type  BG-13  (1). 

Battery,  type  BA-2  (4). 

Cloth,  emery  (1  sheet). 

Compass,  type  I-l  (1). 

Contact,  type  CN-1  (2). 

Contact,  type  CN-2  (2). 

Cord,  type  CD-61  (1). 

FUe,  type  TI^  (i). 

Gauge,  type  TL-T  (1). 

Head  set,  type  P-11  (2). 

T^amp,  type  LM-6  (3). 

PUers,  type  TL-19  (1  pair). 

Screw  driver,  type  TLr-2  (1). 

Set  box,  type  BC-21-A(1). 

• 

Switch,  type  SW-lO  (1). 

Tape,  type  TLr-83  i\  poundX 

Tool  roll,  type  BG-20  (1). 

Tube,  type  VT-1  (4). 

Voltmeter,  type  I-IO  (1). 

Weight,  type  WT-2  (1). 

1 

Weight,  type  WT-3  (2). 

Wrench,  type  TL-6  (1). 

i 

Unit  of  measure,  set. 

1 

Weight  per  unit, . 

»  Equipment ,  type  PE-ll,  or  Equipment,  type  PE-13,  may  be  used. 
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Numerical 
code  or  No. 


800-1781 


800-1782 


Article. 


SET,  2-way  t.  p.  s.,  type  SCR-76-A— 
Continued. 


SET,  u.  w.  loop  radiotelegraph,  typo 
SCR-77. 


Useful  information. 


800  1784 


I 


SET,  u.  w.  radiotelegraph,  type  SCR- 

78- A. 


Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

2-way;  uses  loop  antennna;  short  wave.    Com- 
prises— 
Equipment,  type  PE-10— 

Battery,  type  BB-14  (3). 
Equipment,  type  RE-8— 
Battery,  type  BA-2  (5). 
Head  Set,  type  P-11  (2). 
Knife,  type  TL  -29  (1). 
Loop,  type  LP-2(1). 
Set  Box,  type  BC-38  (1). 
Tube,  type  VT-1  (3). 
Unit  of  measure,  set. 

Weight  per  unit, . 

Pacted, . 

Cubi?  displacement, , 

Shipping  weight, . 

Speiflcation, . 

Handbook, . 

Transmitting  and  receiving;  for  use  in  6-ton  tank; 
wave-length  range,  500  to  1,100  meters;  specially 
designed  for  a  small  antenna  system  of  about 
65  micro-mfd.  capacitance;  the  transmitting 
circuit  comprises  4  Tubes,  type  VT-2,  induc- 
tively coupled  for  oscillation  generation  to  the 
antenna  circuit;  the  receiving  circuit  com- 
prises 1  Tube,  type  VT-1,  used  as  a  detector 
and  2  as  amplifiers;  a  tuning  wave  meter  is  fur- 
nished with  the  set;  the  battery  charging  outfit 
used  with  the  set  is  furnished  by  the  Tank 
Corps. 
Equipment,  type  A-7— 

Mast  section,  type  MS-6  (3). 
Mast  section,  type  MS-7  (3). 
Equipment,  type  A-8— 
Bag,  type  BG-16  (1). 
Clamp,  type  FT-12  (1). 
Mast  section,  type  MS-8  (7). 
Mast  section,  type  M8-0  (7). 
Mast  section,  type  MS-10  (7;. 
Mast  section,  type  MS-11  (7). 
Mast  section,  type  MS-12  (7). 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Contiiiued. 


800-1784 


SET,  n.  w.  radiotelegraph,  type  SCR- 
78-A--0(mtintied. 


Equipment,  type  PE-2a— 

Battery,  type  BB-17  (12). 

3ox,  type  BC-25  or  BC-25-A  (1). 

Dynamotor,  type  DM-1  (1). 
Equipment,  type  RE-^A— 

Band,  type  FT-11  (4). 

Battery,  type  BA-2  (4). 

Battery,  type  BA-4  (3). 

Box,  type  BC-83  (1). 

Cloth,  emery  (5  sheets). 

Cord,  type  CD-41  (2). 

Cord,typeCD-42(3). 

Cord,  type  CIM4  (2). 

Cord,  type  CD-45  (2). 

Cord,  type  CD-46  (2). 

Cord,  type  CI>-^1  (3). 

Cord,  type  CI>-52  (3). 

Fixture,  type  FT-lO(l). 

Head  set,  type  P-11  (2). 

Key,  type  J-12  (2). 

Lamp,  type  LM-4  (4). 

Lamp,  type  LM-^  (4). 

Pad,  type  M-9  (6). 

PUer8,typeTL-19(l). 

Rain  shield,  type  M>10  (4). 

Screw  and  washer  (6). 

Screw  eye  (4). 

Screwdriver,  type  TL-21  (1). 

Set  hox,  type  BC-39  (1). 

Set  box,  type  BC-40  (1). 

Tape,  type  TI-r-83  (\  pound). 

Tube,  type  VT-1  (6). 

Tube,  type  VT-2  (7). 

Voltmeter,  type  I-IO  (1). 

Wire,  type  W-7  (2  poimds). 
Unit  of  misasure,  set. 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

Shipping' weight, . 

SpedQcation, . 

Handbook,  Radio  Pamphlet  24. 
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Nomeiical 
code  or  No. 


Useful  information. 


800-2435 


SET,   u.  w.  radio  telegraph,  type 
SCR-7a-B. 


141645—20 


-84 


Transmitting  and  receiving;  for  use  in  6-ton  tank; 
wave  length  range,  500  to  1,100  meteis;  speci- 
ally designed  for  a  small  antenna  system  of 
about  65  micro-mfd.;  capacitance;  transmit- 
ting circuit  comprises  four  tubes,  VT-2  in- 
ductively coupled  for  oscillation  generation  to 
the  antenna  circuit;  receiving  circuit  com- 
prises one  Tube,  tyi)e  VT-1  used  as  a  detector 
and  two  as  amplifiers;  a  tuning  wavemeter  is 
furnished  with  the  set;  the  battery  charging 
outfit  used  with  the  set  is  furnished  by  the  Tank 
Corps.  Comprises: 
Equipment,  type  A-7— 
Mast  section,  type  MS-e  (3). 

Mast  section,  type  MS-7  (3). 
Equipment,  type  PE-22— 

Battery,  type  BB-17  (12)i 

Box,  type  BC-25  (1). 

D3mamotor,  type  DM-1  (1). 
Equipment,  type  RE-6-A— 

Band,  type  FT-11  (4). 

Battery,  type  BA-2  (4). 

Battery,  type  BA-4  (3). 

Box,  type  BC-33  (1). 

Cloth,  emery,  5  sheets. 

Cord,  type  CD-41  (2). 

Cord,  type  CD-42  (3). 

Cord,  type  CD-44  (2). 

Cord,  type  CD-45  (2). 

Cord,  type  CD-46  (42). 

Cord,  type  CD-51  (3). 

Cord,  type  CD-52  (3). 

Fixture,  type  FT-10  (1). 

Head  set,  type  P-11  (2). 

Key,  type  J-12  (2). 

Lamp,  type  LM-4  (4). 

Lamp,  type  LM-5  (4). 

Pad,  type  M-9  (6). 

PUers,  type  TL-19  (1). 

Rain  shield,  type  M-10  (4). 

Screw  and  washer  (6). 

Screw  eye  (4). 

Screwdriver,  type  TI^21  (1). 

Set  box,  type  BC-39  (1). 

Set  box,  type  BC-40  (1). 
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SIGNAL  COBPS  STOBAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPME NT-Continued. 

Numerical 
code  or  No. 

Article. 

Useful  information. 

800-S43ff 

SET,  u.  w.  radio  telegraph,  type 

Tape,  type  TL-83  (i  pound). 

SCR-78-B— Continued. 

Tube,  type  VT-1  (6). 

Tube,  type  VT-2  (7). 

Voltmeter,  type  I-IO  (1). 

Wire,  type  W-7  (2  pounds). 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification,  — — . 

Handbook, . 

800-1785 

SET,    u.    w.    radiotelegraph,    type 

Transmitting  and  receiving;  wave-length  ran«e, 

' 

SCR-79. 

600  to  1,100  meters;  consists  of  an  electrostotic- 
ally  coupled  vacuum-tube  oscillator  circuit  ta 
transmitting  and  a  vacuum-tube  detector  and 
2-stage  amplifier  for  receiving;  requires  a  low- 
resistance  antenna.    Comprises: 
Equipment,  type  A-9— 

• 

Bag,  type  BG-8  (1). 

Bag,typeBG-14(2). 

Cord,  type  RP-3  (300  feet). 

Coupler,  type  FT-2  (6). 

Hammer,  type  HM-1  (1). 

Insulator,  type  IN-o  (6). 

Insulator,  type  IN-7  (6). 

Marhn,  type  RP-2  (i  pound). 

Mast  section,  type  MS-5  (6). 

Mat,  type  MT-3  (3). 

Reel,  type  RI^  (2). 

Stake,  type  GP-3  (12). 

Wire,  type  W-1  (750  feet). 

Wire,  type  W-4  (50  feet). 

Wire,  type  W-6  (300  feet). 
Equipment,  type  PE-7— 

Battery,  type  BB-14  (9). 

Box,  type  BC-25  or  BC-25-A  (1). 

Dynamotor,  type  DM-1  (1). 
Equipment,  type  RE-5— 

Battery,  type  BA-2  (4). 

Battery,  type  BA-4  (4). 

Chest,  type  BC-43(1). 

Clock,  type  1-15(1). 

Cord,  type  CD-15  (3). 

Cord,  type  CD-38  (5).' 

Cord,typeCD-47(2). 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1785 


SET,    u.  w.  radiotelegraph,  type 
SCR-79— Continued. 


800-1786 


SET,  u.w.  radiotelegraph,  type  SCR- 
79-A. 


Cord,  type  CD-48  (2). 
Cord,  type  CD-49  (2). 
Head  set,  type  P-11  (2). 
Key,  type  J-12  (1). 
Lamp,  type  LM-4  (4). 
Pliers,  type  TL-19  (1  pair). 
Screwdriver,  type  TL-21  (1). 
Set  box,  type  BC-32  (1). 
Set  box,  type  BC-40  (1). 
Tape,  type  TL-83  (i  pound). 
Tube,  type  VT-1  (6). 
Tube,  type  VT-2  (4). 
Voltmeter,  type  I-IO  (1). 
Wire,  type  W-7  (2  pounds.) 
Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook,  Radio  Pamphlet  No.  17. 
Transmitting  and  receiving;  wave-length  range, 
500  to  1,100  meters;  consists  of  an  inductively 
coupled   vacuum-tube   oscillator   circuit   for 
transmitting  and  a  vacuiun-tube  detector  and 
2-stage  amplifier  circuit  for  receiving;  requires 
a  low  resistance  antenna.    Comprises: 
Equipment,  type  A-9-A— 
Antenna,  type  AN-8  (2). 
Bag,  type  BG-12  (2), 
Cord,  type  RP-3  (300  feet). 
Guy,  type  GY-4  (8). 
Hammer,  type  HM-1  (1). 
Insulator,  type  IN-10  (4). 
Mast  section,  type  MS-14  (12). 
Mat,  type  MT-^  (3). 
Pliers,  type  TL-19  (1  pair). 
Reel,  type  RL-3  (8), 
Roll,  type  R-15  (1). 
Stake,  type  GP-8  (12). 
Tape,  type  TL-83  (J  pound). 
Wire,  type  W-4  (50  feet). 
Wire,  type  W-6  (300  feet). 
Wire,  type  W-24  (750  feet). 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT-Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1786 

SET,    u.  w.   radiotelegraph,   type 

Equipment,  type  PE-7— 

SCR-7»-A— Continued. 

Battery,  type  BB-14  (9). 

Box,  type  BC-25  or  BC-25-A  (1). 

Dynamotor,  type  DM-1  (1). 
Equipment,  type  RE-6-A— 

Battery,  type  BA-2  (4). 

Battery,  type  BA-4  (4). 

Chest,  type  BC-43  (1). 

Clock,  type  1-15  (1). 

Cord,  type  CD-15  (3). 

Cord,typeCD-38(5). 

Cord,typeCD-47(2). 

Cord,  type  CD-i8  (2). 

Cord,typeCD-49(2). 

Head  set.  type  P-11  (2). 

Key,  type  J-12(l). 

Lamp,typeLM-4(4). 

PUers,type  TL-19  (1  pair). 

Screwdriver,  type  TL-21  (1). 

Set  box,  type  BC-32-A(l). 

Set  box,  type  BC-40(1). 

Tape,  type  TI/-83  (J  pound). 

Tube,  type  VT-1  (6). 

Tube,  type  VT-2  (4). 

Voltmeter,  type  1-10(1). 

Wire,  type  W-7  (2  pounds). 
Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shippmg  weight , . 

Spedflcation, . 

Handbook,  Radio  Pamphlet  No.  17. 

800-1787 

SET,  u.  w.  airplane  radiotelegraph, 

Transmitting  and  receiving;  wave-length  rwje. 

type  SCR-80. 

550  to  750  meters,  with  the  antenna  furoidMd 
with  the  set;  signals  may  be  sent  as  faris<0 
miles;  the  transmitting  circuit,  is  an  indao' 
tively  coupled  vacuum-tube  oscillator;  the  re- 
ceiving circuit  is  a  vacuum-tube  detector  iwl 
2-stage  amplifier  using  iron-core  traMforin«»' 
Comprises: 
Equipment,  type  A-23— 

Antenna,  type  AN-6  (1). 

Cord,  type  RP-6  (40  feet). 

Insulator,  type  IN-8  (4). 

Tape,  type  TL-83  (J  pound). 

Wire,  type  W-16  (780  feet). 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1787 

SET,  u.  w.  airplane  radiotelegraph, 

Equipment,  type  PE-l-A— 

type  SCR-80— Continued. 

Airfan,!  type  FA-7  (2). 

Cord,  type  CD-19  (1). 

Filter,  type  FL-l-A  (1). 

Generator,'  type  GN-l-A  (1). 

Tube,  type  TB-1  (5). 
Equipment,  type  RE-9— 

Battery,  type  BA-2  (8). 

Cord,  type  CD-9  (1). 

Cord,  type  CD-10  (1). 

Cord,  type  CD-U  (1). 

Cord,  type  CD-17  (1). 

Cord,  type  CD-58  (1). 

Cord,  type  CD-70  (1). 

Key,  type  J-5  (2). 

Lamp,  type  LM-1  (3). 

Set  box,  type  BC-52  (1). 

Tube,  type  VT-1  (6). 

Tube,  type  VT-2  (6).              ♦ 
Set,  airplane  interphone,  type  SCR-57-A  (1). 
Unit  of  measure,  set. 

Wnichf  rtftr  unit 

Packed, . 

Shipping  weight,  — '■ — . 

Handbook, . 

800-1788 

SET,  field  vacuum-tube  testing,  type 

For  testing  receiving  3-electrode  vacuum  tubes 

SCR-81. 

for  detection  and  amplification;  the  set  gener- 
ates the  required  high  and  low  frequency  oscil- 
lations, and  reads  directly  in  miles  amplifica- 
tion.   Comprises: 
Equipment,  type  PE-15— 

Battery,  type  BB-18  (3). 
Equipment,  RE-IO-A— 

Adapter,  type  FT-15  (1). 

Battery,  type  BA-2  (4). 

Cord,  type  CD-50  (1). 

Cord,  type  CD-60  (1). 

Head  set,  type  P-11  (1). 

Resistance,  type  RS-3  (2). 

Set  box,  type  BC-41-A  (1). 

Tube,  type  VT-1  (3). 

Voltmeter,  type  1-17  (1). 

1  If  not  available,  use  Airfan,  type  FA-3. 


«  Or  type  GN-2-A  (1). 
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SIGNAL  COBPS  STOBAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQXJIPME NT-Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1788 

SET,  field  vacuum-tube  testing,  type 

Unit  of  measure,  set. 

SCR-81— Continued. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

TTfuidbook 

800-1789 

SET,  battery-charging,  type  SCR-82. 

2  kw.;  25  and  115  volts;  Dyneto  Electric  Cor- 
poration.   Comprises: 
Engine,  type  GE-2  (1). 
Generator,  type  GN-9  (1). 
Panel,  type  BD-4(1). 
Panel,  type  BD-5  (1). 

Unitofmeasiu^,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

f 

Specification, . 

Handbook, . 

800-1791 

SET,  battery-charging,  type  SCR- 

2  kw.;  50  volts;  Dyneto  Electric  Corporation. 

82-B. 

Comprises: 
Engine,  type  GE-2  (1). 
Generator,  type  GN-16  (1). 
Panel,  type  BD-6  (1). 

Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

80O-179S 

SET, direction-finding  radio  receiving, 

Obsolete.    For  use  on  the  ground:  coniitts  of*9- 

typeSCRSS. 

foot  folding  loop  aerial  with  tripod,  eonneetedio 
a  special  vacuum4ube  receiving  circuit  htvi^  • 
variable  condenser  connecUd  across  ike  loop  ter- 
minals,  and  a  variable  grid  condenser  and  led; 
the  telephone  receivers  are  connected  inikepvt 
common  to  the  grid  and  plate  circuits:  for  reeeif- 
ing  damped  or  undamped  wave  signals:  mitt 
SCO  to  800  meters.    Comprises: 
Equipment,  type  A-71^ 

Bag,  type  BG-17  (1). 

Compass,  type  I-U  (/). 

HoldeT,typeFT-tS(,t). 

Loop,  type  LP-1  (/). 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1792 


SET,  direction^finding  radio-receiving , 
type  SCR-«5— Continued. 


80O-1793 


SET,  airplane  direction-finding  radio- 
receiving,  type  SCR-84. 


Equipment,  type  P  E-lt^ 
Battery,  type  BB-»  («). 
Equipment,  type  R  C-7— 
Battery,  type  BA-B  (1). 
Cord,  type  CD-16  (/). 
Head  set,  type  P-11  («). 
Set  box,  type  BC-mi). 
Tube,  type  VT-1  (/). 
Unit  ofme^re,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

For  use  on  Handley-Page  airplanes;  comprises 
vacuum-tube  amplifier  and  detector  box, 
switch  box,  a  double-coil  wing  loop,  a  double- 
coil  fuselage  loop,  and  the  required  accessories; 
used  as  a  radio  compass  to  guide  an  airplane  by 
means  of  damped-wave  signals  sent  from  radio 
stations  on  the  ground.  Comprises: 
Equipment  A-72— 

Loop,  type  LP-3  (1). 
Wire,  type  W-21  (200  feet). 
Wire,  type  W-22  (150  feet). 
Equipment,  type  PE-1»— 
Battery,  type  BA-8  (9). 
Battery,!  type  BB-14  (3). 
Box,  type  BC-62  (1). 
Equipment,  type  RC-10— 
Amplifier,  type  BC-59  (1). 
Box,  type  BC-61  (1). 
Cord,  type  CD-67  (4). 
Cord,  type  CD-68  (2). 
Cord,  type  CD-71  (1). 
Cord,  type  CD-72  (1). 
Frame,  type  FT-16  (1). 
Head  set,  type  HS-2(1). 
PUers,  type  TL-24  (1  pair). 
Screw  driver,  type  TL-2  (1). 
Screw  driver,  type  TL-25  (1). 
Switch  box,  type  BC-60  (1). 
Tube,  type  VT-1  (21). 
Wire,  type  W-8  (20  feet). 

»  As  an  alternative,  but  not  for  overseas  use,  3  batteries,  type  BB.-9. 
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SIGNAL  COUPS  STORAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

'800-1793 

SET,  airplane  direction-finding  radio- 

Unit  of  measure,  set. 

receiving  type,  SCR-84— Contd. 

Wcirht  nor  unit 

Packed,  — —. 

Cubic  displacement, . 

Shinninc  wricht 

f3rtA/t{flr><i4'{/\n    

opcL/Uii;atiou, . 

Handbook, . 

800-1795 

SET,    airplane    radio-maintenance. 

An  outfit  designed  for  use  in  repairing  and  tot* 

type  SCR-86. 

ing  airplane  radio  sets.    Comprises: 
Equipment,  type  IE-1— 

Antenna,  type  A-50  (1). 

Antenna,  type  A-51  (1). 

Cord,  type  CD-o7  (1). 

Equipment,  type  ME-1  (1). 

Head  set,  type  P-2(l). 

Reel,  type  RL-4  (1). 

Set,  buzzer-testing,  type  BC-57  (1). 

Trunk,  typo  BC-58  (1). 

Wavemeter,  type  SCR-^O-C  (1). 
Equipment,  type  PE-IS— 

Battery,  type  BB-5  (ti). 

Motor,  type  MO-1  (1). 

Voltmeter,  type  1-18  (1). 
Equipment,  type  TE-1— 
Chest,  tool,  type  BC-64. 
Unit  of  measure,  set. 

Wr^irhf  nnr  unit 

Packed, . 

Shipping  weight, . 

^nCT'i  fl  rut  i  rm 

optX/lilCal'lOU,                . 

Handbook, . 

800-1796 

SET,    airplane    radio-maintenance, 

Similar  to  Set,  type  SCR-86.    Comprises: 

SCR-86-A. 

Equipment,  type  IE-1— 
Antenna,  type  A-50  (1). 
Antenna,  type  A-51  (1). 
Cord,  type  CD-57  (1). 
Equipment,  type  ME-1  (1). 
Head  set,  type  P-2  (1). 
Reel,  type  RL-4  (1). 
Set,  buzzer-testing,  type  BC-57  (1). 
Trunk,  type  BC-08  (1). 
Wavemeter,  type  SCR-60-C  (1). 
Equipment,  type  PE-18-A— 
Motor,  type  MO-2  (2). 
Stand,  type  OS-2  (1). 

• 

Stand,  type  GS-3  (1). 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1796 

Equipment,  type  TE-1— 

SCR-86-A— Continued. 

Chest,  tool,  type  BC-64. 
Unit  of  measure,  set. 

Wrtiirht  nnr  unit 

weigui  ptsr  uuit,             . 

Packed, . 

^Ttm\f\rn.finn 

opcuuU/aUUU,  ■            ■. 

TTnTirlbnnlr 

800-1797 

SET,     airplane    interphone,    tjrpe 

For  establishing  telephone  communication  be- 

SCR-89. 

tween  5  persons  on  a  Handley-Page  airplane; 
provided  with  a  radio-interphone  switch,  so 
that  radio  signals  may  also  be  received  and 
transmitted  by  the  use  of  a  suitable  radio  set. 
Comprises: 
1  Battery,  type  BB-24  (3). 
Interphone  circuft,  type  BC-56  (1). 
Head  set,  type  HS-2  (5). 
Transmitter,  type  T-3  (5). 
Unit  of  measure,  set. 

Weight  per  unit,  — . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1799 

SET,  airplane  radiotelephone,  type 

Short  wave;  development  not  yet  completed. 

SCR-91. 

Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, 

Cubic  displacement, -. 

• 

oOippiUg  WClglll, 

Specification, . 

Handbook, . 

800-1802 

SET,     power-tube     testing,     type 

For  testing  power  vacuum  tubes;  development 

SCR-94 

not  yet  completed. 

Unit  of  measure,  set. 

Weight  per  unit, 

Packed, .     . 

Cubic  displacement, . 

ouippuig  wmguL, 

Specification, . 

Handbook, . 

^  As  an  alternative,  but  not  for  overseas  use,  3  Batteries,  type  BB-7;  1  in  use,  2  spare. 
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538  SIGNAL  COBPS  STORAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT-Contlnued. 


Numerical 
code  or  No. 


800-1804 


800-1806 


Article. 


SET,  u.  w.  radio  tractor  telegraph 
and  telephone,  type  SCR-97. 


SET,   u.   w.   radiotelegraph,   type 
8CR-99. 


Useful  information. 


Transmitting  and  receiving;  apparatus  mounted 
on  li-toii  White  chassis;  wave-length  range 
transmitter,  1,000  to  3,000  meters;  recdvins, 
200  to  8,000  meters;  working  range,  200  to<IOO 
miles;  transmitter  comprises  6  type  P  pliotnns, 
oscillator  and  modulator  circuits,  and  aoxUiary 
apparatus  mounted  on  panel;  appaiatos  pn>> 
yldes  for  continuous-wave  telegraphing,  busier 
modulation,  and  telephoning:  plate  and  fila- 
ment power  furnished  by  separate  generators 
mounted  on  chassis  and  driven  bythe  gas  engine 
of  tractor;  receiving  equippient  comprises  type 
SE-1420  receiver,  combination  radioaadio  fre- 
quency amplifier  and  external  heterodyne  units; 
antenna  equipment  comprises  type  E  mast  and 
counterpoise. 

Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Transmitting  and  receiving;  wave-length  range, 
900  to  1,900  meters,  with  a  400  to  700  micromld. 
antenna;  average  distance  of  tnuismissioD,  (iO 
miles;  same  service  as  the  French  E-3  or  E-13; 
consists  of  an  inductively  coupled  vacmim- 
tube  oscillator  circuit  for  transmitting,  and  a 
vacuum-tube  detector  and  2-stage  amplifitf  cir- 
cuit for  receiving.    Comprises: 
Equipment,  tyjw  A-9-A: 
Antenna,  tyx)e  AN-8  (2). 
Bag,  type  BO-12  (2). 
Cord,  type  RP-3  (300  feet). 
Guy,  type  GY-4  (8). 
Hammer,  type  HM-1  (1). 
Insulator,  type  IN-lO  (4). 
Mast  section,  type  MS-14  (12). 
Mat,  type  MT-6  (3). 
Pliers,  type  TI^19  (1  pair). 
Reel,  type  RL-3  (8). 
Roll,  type  M-15(l). 
Stake,  type  GP-8  (12). 
Tape,  type  TL-83  (J  pound). 
Wire,  type  W-4  (50  feet). 
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Ntnnerical 
code  or  No. 


Useful  information. 


800-1806 


SET,   u.  w.  radiotelegraph,  type 
SCR-W— Continued. 


800-1812 


SET,  radiotelegraph,  type  SCR-105. 


Wire,  type  W-6  (300  feet). 
Wire,  type  W-24  (750  feet). 
Equipment,  tyjw  PE-7: 
Battery,  type  BB-14  (9). 
Box,  type  BC-25  or  BC-25-A  (1). 
Dynamotor,  type  DM-1  (1). 
Equipment,  type  RE-7: 
Battery,  type  BA-2  (4). 
Battery,  type  BA-4  (4). 
Chest,  type  BC-43  (1). 
Clodc,  type  1-15  (1). 
Cord,  type  CD-15  (3). 
Cord,  type  CD  38  (5). 
Cord,  type  CD-47  (2). 
Cord,  type  CD-48  (2). 
Cord,  type  CD-49  (2). 
Head  set,  type  P-11  (2). 
Key,  type  J-12  (1). 
Lamp,  type  LM-4  (4). 
Pliers,  type  TI^19  (1). 
Screwdriver,  type  TL-21  (1). 
Set  box,  type  BC-45  (1). 
Set  box,  type  BC-49  { 1). 
Tape,  type  TL-83  (J  pound). 
Tube,  type  VT-1  (6). 
Tube,  type  VT-2  (4). 
Voltmeter,  type  I-IO  (1). 
Wire,  type  W-7  (2  pounds). 
Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Transmitting  and  receiving;  comprises  a  special 
I>olarized,  double-winding  transmitting  buzzer 
with  radio  frequency  quenched  interrupter,  an 
open  quenched  spark  gap,  an  adjustment  for  6 
fixed  wave-length  settings  and  1  crystal  detec- 
tor; the  radio  circuits,  spares,  and  accessories 
are  contaiaed  in  the  set  box;  the  operating  panel 
is  covered  by  a  canvas  flap  for  transportation; 
development  not  completed.  Comprises: 
Equipment,  type  A-IO-A: 
Antenna,  type  AN-7  (2). 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1813 

SET,  radiotelegraph,  type  SCR-105— 

Bag,  type  BG-21  (1). 

■ 

Continued. 

Cord,  type  RP-3  (150  feet). 

Counterpoise,  type  CP-6  (1). 

Guy,  type  GY-4  0). 

Hammer,  type  HM-1  (1). 

Insulator,  type  IN-10  (4). 

Mast  sedtion,  type  MS-14  (12). 

Mat,  type  MT-5  (1). 

Pliers,  type  TL-19  (1  pair). 

Reel,  type  RI/-3  (7). 

RoU,typeM-15(l). 

Stake,  type  GP-8  (6). 

Tape,  type  TL-83  (i  pound). 

Wire,  type  W-4  (25  feet). 

Wire,  type  W-24  (500  feet). 
Equipment,  type  PE-11: 

Battery,  type  BB-23  (3). 
Equipment,  type  RE-12: 

Contact,  type  CN-8  (1). 

Contact,  type  CN-9  (2). 

Cord,  type  CD-64  (2). 

Crystal,  type  DC-1  (4). 

File,  type  TL-5  (1). 

Head  Set,  type  P-11  (2). 

Lamp,  type  LM-4  (4). 

Screw  driver,  type  TL-2  (1). 

Separator,  type  IN-9  (6). 

Set  Box,  type  BC-53  (1). 
Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Specification, . 

Handbook, . 

^00-1815 

SET,  radiotelephone,  type  SCR-109. . 

SinUlarto  Set,  type  SCR-67,  but  of  higher  power; 
development  completed,  but  set  to  be  »ap«» 
seded— only  10  models  built. 
Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

ShinniTic  Tirricht 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  Information. 


800-1819 


SET,    battery-charging,    tjrpe 
SCR-11(M. 


80O-1890 


SET,  loop  radiotelegraph,  type  SCR- 
112. 


1§  kw.,  50- volt  battery-charging  set,  with  motor,, 
generator,  switchboard,  relays,  and  accessories; 
made  by  J.  L.  Yarian,  Syracuse,  N.  Y.    Com- 
prises: 
Engine,  type  GE-3-4  (1). 
Generator,  type  GN-15-4  (1). 
Panel,  type  BD-8  (1). 
Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight. . 

Specification, — . 

Handbook, . 

Spark  type;  transmitting  and  receiving;  a  damped- 
wave  set  using  a  collapsible  3-tum  loop  antenna, 
1  meter  square;  the  transmitting  circuit  is  ener- 
gized by  a  10-volt  storage  battery  which  oper- 
ates  a   50Q-cycle   buzzer   transformer;   wave 
lengths,  110,  123,  and  140  meters;  the  receiving 
circuit  comprises  a  VT-1  detector  tube,  and  has 
a  wave-length  range  of  85  to  165  meters;  exclu- 
sive of  stOTage  battery  and  loop  supiwrts,  en- 
tire set  is  self-contained  and  weighs  28  poundsp 
development  completed.    Comprises: 
Equipment,  type  PE-25: 
Battery,  type  BB-14  (3). 
Battery,!  type  BB-23  (3). 
Equipment,  tjrpe  RE-18: 
Battery,  type  BA-2  (8). 
Battery  box,  type  BC-72  (1). 
Cloth,  emery  (2  sheets). 
Compass,  type  I-l  (1). 
Contact,  type  CN-12  (2). 
Cord,  type  CD-75  (1). 
Cord,  type  CD-76  (1). 
Cord,  type  CD-77  (1). 
File,  type  TL-5  (1). 
Head  set,  type  HS-3  (1). 
Mast  section,  type  MS-15  (1). 
Mast  section,  type  MS-16  (1). 
Mast  section,  type  MS-17  (1)^ 
Pliers,  type  TL-87  (1). 
Resistance,  type  RS-1  (3). 
Screw  driver,  type  TL-2  (1). 


1  If  not  available,  use  3  Batteries,  type  BB-1;  1  in  use,  2  spare. 
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SIGNAL  COBFS  STORAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT-Contlnued. 


Numerical 
code  or  No. 

Article; 

Useful  information. 

800-1830 

SKT,  loop  radiotelegraph,  type  SCR- 

Separator,  type  IN-11  (3). 

112— Continued. 

Set  box,  type  BC-47(1). 

Tube,typeVT-l(3). 

Wrench,  type  TLr^  (1). 

Wrench,  type  TL-85  (1). 

Wrench,  type  TL-88  (1). 
Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

^00-1822 

SET,  airplane  radiotelephone,  type 

Similar  to  Set,  type  SCR-68,  except  that  noi» 

SCR-114. 

terphone  circuit  is  provided,  and  that  an  ia 
proved  type  of  antenna  is  used;  foruseansinil 
seater  airplanes.    Comprises: 
Equipment,  type  A-23: 
Antenna,  type  AN-6  (1). 
Cord,  type  RP-6  (40  feet). 
Insulator,  type  IM-8  (4). 
Tape,  type  TI/-83  (i  pound). 
Wire,  type  W-16  (780  feet). 
Equipment,  type  PE-l-A: 
Airfto,itypeFA-7(2). 
Cord,  type  CD-19  (1). 
FUter,  type  FL-l-A  (1). 
Generator,nype  GN-l-A  (1). 
Tube,  type  TB-1  (5). 
Equipment,  type  RE-11: 
Battery,  type  BA-2  (12). 
Cord,  type  CD-10  (1). 
Cord,  type  CD-11  (1). 
Cord,  type  CD-17(1). 
Head  set,  type  HS-2  (1). 
iMtnp,  type  LM-1  (3). 
Set  box,  type  BC-ll-A  (1). 
Transmitter,  type  T-3  (1). 
Tube,typeVT-l(8). 
Tube,typeVT-2(8). 
Unit  of  measure,  set. 

Weight  per  unit, . 

Packed,  — ^-. 

Cubic  displacement, . 

^  If  not  available,  use  Airfan,  type  FA-3. 


«OrtypeON-2-A(I). 


Digitized  by  VjOOQ IC 


SIGNAL  COBFS  STORAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPME NT-Continued. 


543 


Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1822 


800-1823 


SET,  airplane  radiotelephone,  type 
SCR-1 14— Continued. 

SET,  airplane  radio  receiving,  tjrpe 
SCR-115. 


800^1824 


SET,  airplane  radiotelephone,  type 
SOR-116. 


Shipping  weight, . 

Specification, . 

Handbook,  Radio  Pamphlet  No.  20. 
Similar  to  Set,  type  SCR-59-A,  except  that  no 
interphone  circuit  is  provided;  for  use  on  single- 
seater  airplanes.    Comprises: 
Equipment,  type  A-23: 
Antenna,  type  AN-6  (1). 
Cord,  type  RP-6  (40  feet). 
Insulator,  type  IN-nS  (4). 
Tape,  type  TLr-83  (i  pound). 
Wire,  type  W-16  (780  feet). 
Equipment,  type  PE-14: 

Battery,  type  BB-4  (3). 
Equipment,  type  RC-9: 
Battery,  type  BA-2  (8). 
Cord,  type  CD-10  (1). 
Cord,  type  CD-11  (1). 
Cord,  type  CD-12  (1). 
Head  set,  type  HS-2  (1). 
Set  box,  type  BC-12  (1). 
Tube,  type  VT-1  (8). 
Unit  of  measure,  set.* 

Weight  per  unit, . 

Packed, . 

Cubic  displacmeent, . 

Shipping  weight, . 

Spedflcation, . 

Handbook,  Radio  Pamphlet  No.  20. 
Similar  to  Set,  type  SCR-68-A,  except  that  a  5- 
station  interphone  circuit  is  used  instead  of  a 
2-station  circuit.   Comprises: 
Equipment , type  A-23: 
Antenna,  type  AN-6  (1). 
Cord,  type  RP-«  (40  feet). 
Insulator,  type  IN-8  (4). 
Tape,  type  TL-83  (i  pound). 
Wire,  type  W-16  (780  feet). 
Equipment,  type  A-24: 

Cord,  type  RP-6  (20  feet). 
Drum,  type  DR-2  (2). 
Fairlead,  type  F-^  (2). 
Reel,  type  RL-2  (1). 
Weight,  type  WT-n5  (50). 
Wire,  type  W-n5  (3,000  feet). 
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DESCRIPTION  OF  SIGNAL  CORPS  EQXnPMENT— Continued. 


Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1824 


SET,  airplane  radiotelephone,  type 
SCR-116— Continued . 


800-1826 


Equipment,  type  PE-20  (1). 
Airfta,»  type  FA-7  (2). 
Battery,*  type  BB-24  (3). 
Cord,  type  CD-19  (1). 
Filter,  type  FI^l-A  (1). 
Generator,  type  GN-l-A  or  GN-3-A  (1). 
Tube,  type  TB-1  (5). 
Equipment,  type  RE-14: 
Battery,  type  BA-2  (12). 
Cord,  tjrpe  CD-9  (1). 
Cord,  type  CD-10  (1). 
Cord,  type  CD-ll  (1). 
Cord,  type  CD-17  (1). 
Cord,  type  CD-18  (1). 
Head  set,  type  HS-2  (5). 
InterjAone  circuit,  type  BC-66  (1). 
Lamp,  type  LM-1  (3). 
Set  box,  type  BC-ll-A  (1). 
Transmitter,  type  T-3  (5). 
Tube,  type  VT-1  (8). 
Tube,  type  VT-2  (8). 
Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook,  Radio  Pamphlet  No.  20. 
Transmitting  and  receiving;  for  radio  frequency 
signaling  over  ordinary  telephone  and  tele- 
graph wires;  uses  a  Tube,  type  VT-3,  connected 
for  radio  frequency  oscillation  genentiai; 
operates  on  7,000,  11,000,  13,000,  and  17,000 
meters;  set  comprises  fixed  oscillation  trans- 
former, primary  and  secondary  tuning  con- 
densers, telephone  head  set.  Battery,  type 
BA-2,  telegraph  key,  stopping  oondenser, 
buzzer,  and  3-position  switch;  the  tube  filament 
is  heated  by  a  3- volt  storage  battery;  outside 
dimensions  ^i  by  9  by  7}  inches;  total  weight  in- 
cluding batteries  but  excluding  telephone  beid 
set,  13i  pounds;  development  not  completed. 
Unit  of  measure,  set. 

Weight  per  unit, . 

I  If  not  available,  use  Airfan,  type  FA-3. 

s  As  an  alternative,  but  not  for  overseas  use,  3  Batteries,  type  BB-7. 


SET,    radio    frequency    wire    tele- 
graph, type  SCR-118. 
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Numerical 
code  or  No. 


800-1826 


800-1828 


800-1829 


Article. 


SET,  radio  frequency  wire  telegraph, 
type  SCR-U8— Continued. 


SET,  battery-charging,  type  SCR-120 


SET,  low-frequency  amplifier,  type 
SCR-121. 


800-1830 


SET, detector  and  low-frequency  am- 
plifier, type  SCR-121-A. 


Useful  information. 


Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Generator  may  also  be  used  for  lighting  and 
power  purposes;  5-kw.,  125  volts;  to  be  used 
with  Truck,  type  SCR-88.    Comprises: 
Engine,  type  GE-4  (1). 
Generator,  tj'pe  GN-20  (1). 
Panel,  type  BD-7  (1). 
Unit  of  measm-e,  set. 

Weight  per  unit, . 

Packed,  — . 

Cubic  displacement, . 

Shipping  weight, . 

Specification . 

Handbook . 

Consists  of  a  2-stage  vacuum-tube  audio  fre- 
quency amplifier,  using  iron-core  transformers; 
furnished  with  the  required  connection  cords, 
so  that  the  amphfier  may  be  used  on  any  radio- 
receiving  set .  Comprises  : 
Equipment,  type  PE-10: 

Battery,  type  BB-14  (3),  or  Equipment,, 
type  PE-29. 
Equipment,  type  RC-11: 

Amplifier,  type  BC-44-A  (1). 
Battery,  type  BA-2  (4). 
Cord,  type  CD-40  (2). 
Cord,  type  CD-56  (1). 
Head  Set,  type  P-11  (2. 
Tube,  type  VT-1  (4). 

Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Si)eciflcation . 

Handbook . 

A  detector  and  low-frequency  amplifier  super* 
seding  Set,  type  SCR-121.    Comprises: 
Equipment,  type  PE-10: 
Battery,  type  BB-14  (3). 


141645—20 35 
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Numerical 
code  or  No. 


800-1830 


800-1831 


800-1833 


Article. 


SET,  detector  and  low-frequency  am- 
plifier, type  SCR-121-A— Cohtd. 


SET,  direction-finding  radioreceiv- 
ing,  type  SCR-122. 


SET,    loop    radiotelephone, 
SCR~126. 


type 


Useful  Information. 


Equipment,  typ€)  RC-ll-A: 
Bag,  type  BG-21  (1). 
Battery,  type  BA-2  (4). 
Cord,  type  CD-40  (2). 
Cord,  type  CD-56  (1). 
Head  Set,  type  P-11  (2). 
Set  Box,  type  BC-89  (1). 
Tube,  type  VT-1  (4). 

Unit  of  measure,  set. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation . 

Handbook . 

Consists  of  5-foot  shielded  loop;  4  stages  high  &« 
quency  amplification.    Wave  length,  300-50( 


Unit  of  measure,  set. 

Weight  per  unit; . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, , 

Transmitting  and  receiving;  adjustable  v»^ 
length  over  a  small  range;  uses  VT-2  and  VW 
tubes;  loop  to  be  smallest  i>ossible  and  not  <9 
exceed  10  feet  square;  range  of  communicatioD, 
5  miles;  uses  storage  batteries  as  soont  i 
power;  development  not  yet  complete. 

Unit  of  measure,  set. 

Weight  per  unit, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1833 

SET,  radiotelephone,  type  SCR-126- 

Packed, . 

Continued. 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1834 

SET,  u.  w.  radiotelegraph  pack  type 

This  set  was  developed  for  use  as  a  cavalry  pack- 

SCR-127. 

set.    Its  working  range  is  60  to  100  miles,  and 
weighs  complete  290  i>ounds.   Comprises: 
Cincha  bands,  type  ST-7  (3). 
Equipment,  type  A-l-A: 

Adapter,  set  of  (4  pieces). 

Antenna,  type  AN-4. 

Bag,  type  BG-«  (2). 

Bag,  type  BG-7  (1). 

Connector,  type  M-6  (2). 

Cord,  type  CD-89(1). 

Counterpoise,  type  CP-3. 

Hammer,  2-face,  2-pound. 

Insulator,  type  IN-4,  clectroee. 

Mast  cap,  type  MF-4. 

Mast  section,  type  MS-1  (1). 

Mast  section,  type  MS-2  (12). 

Mast  section,  type  MS-3  (1). 

Reel,  type  RL-3  (13). 

Stake,  type  GP-2  (6). 
Equipment,  type  LE-1: 

Insulating  device,  type  IN-13  (1). 

Rope,  type  RP-9  (2). 

Pin,  rT-26  (24). 

Tent,  type  TN-1  (1). 
Equipment,  type  PE-28. 

Dry  battery  for  receiving  circuit  (1). 

Generator,  type  GN-29  (1). 

Stand,  type  GS-1  (1). 
Equipment,  type  RE-21. 

Set  box,  type  BC  (1)  and  accessory  articles 
of  tubes,  headsets,  cords,  etc. 
Frame,  type  M-1  (3). 
Strap,  type  ST-8  (6). 

Strap,  with  snap  hoops  at  each  end  (6X 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement,  — * 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1835 


800-2436 


SET,  airp'.ane  direction-finding,  radio 
receiving,  type  SCR-129. 


SET,   u.  w,  radio  telegraph,  type 
SCR-130. 


Similar  to  8CR-84,  wave-length  range  1,000  to 
1,050  meters. 

Unit  of  measure, . 

Weight  per  unit, . 

Pa?ked, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Improvised  ca^'alry  pack  set,  type  SCR-127; 
working  range,  60  to  100  miles.   Comprises: 
Equipment  A-l-A: 
Adapter,  set  of  (4  pieces). 
Antenna,  type  AN-4. 
Bag,  type  BO-6  (2). 
Bag,  type  BG-7(1). 
Connector,  type  M-6. 
Cord,  type  CD-89  (1). 
Counterpoise,  type  CP-3. 
Hammer,  2-face,  2-pound  (2). 
Insulator,  type  IN-4,  electrose  (1). 
Mast  cap,  type  MP-4. 
Mast  section,  type  MS-1  (1). 
Mast  section,  type  MS-2  (12). 
Mast  section,  type  MS-3  (1). 
Reel,  type  RL-3  (13). 
Stake,  type  GP-2  (6). 
Equipment  LE-1: 
Insulating  device,  type  IN-13  (1). 
Rope,  type  RP-9  (2). 
Pin,  type  FT-25  (24). 
Tent,  type  TN-l  (1). 
Equipment,  type  PE-7: 
Battery,  type  BB-14  (9). 
Box,  type  BC-25  (1). 
Equipment,  RE-22: 
Set  box,  type  BC-7. 
Legs  (4)  for  Set  box,  type  BC-7. 
Tube,  type  VT-1  (3). 
Tube,  type  VT-2  (4). 
Box,  type  BC-102. 

Battery,  type  BA-8  (4). 
Cord,  type  CD-88  (1). 
Cord,  type  CD-90  (1). 
Cord,  type  CD-01  (1). 
Ck)rd,  type  CD-92  (1). 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-2436 


SET,  u.   w.  radio    telegraph,  type 
SCR-130— Continued . 


800-2437 


800-2438 


800-2439 


800-2440 


800-2441 


800-2442 


SET,   u.   w.   radio  telegraph,   type 
SCR-131. 


SET,  u.  w.  radio  telegraph  and  tele- 
phone, type  SCR-136. 


SET,  u.  w.  radio  telegraph  and  tele- 
phone set,  type  SCR-132. 


SET,  u.  w.  radio  telephone  and  tele- 
graph set,  type  SCR-134. 


SET,  u.  w.  radio  telegraph  and  tele- 
phone, type  SCR-135. 


SET,  radio  telephone,  type  SCR-133. 


Head  set,  type  P-11  (2). 
Tube,  type  VT-1  (4). 
Tube,  type  VT-2  (5). 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Undamped    wave    radio    telegraph    set;  wave 
length  range,  150  to  550  meters;  to  be  similar  to 
the  SCR-130.    Circuit  is  of  the  constant  fre- 
quency type.    (In  development.) 
Ground  set,  capable  of  being  packed  for  com- 
munication with  Corps  observation  and  day 
bomber  planes.    Range  in  miles,  telephone, 
30;     telegraph,  #50-90;    wave  length  sending, 
350-900  meters:  wave  length  receiving,  150-1,200 
meters.    (In  development.) 
Ground  set,  to  work  with  army  observation  and 
night  bombing  planes;  range  in  miles^  tele- 
phone, 80-100;  telegraph,  200-250;  wave  length, 
sending,  850-1,900  meters;     wave  length,  re- 
ceiving, 550-2,200  meters.    (In  development.) 
For  Corps  observation  and  day  bomber  planes; 
range  in  miles,  telephone,  30;  telegraph,  50-90; 
wave  length,  sending,  350-900  meters;    wave 
length,  receiving,  150-1,050  or  1,200  meters. 
(In  development.) 
Army   observation  and   night   bomber  plane; 
range  in  miles,  telephone,  80-100;    telegraph, 
200-250;    wave  length,  sending,  850-1,200  me- 
ters; wave  length,  receiving,  150-1,200  meters. 
(In  development.) 
Radio  communication  between  air  craft  in  flight 
formation;  range  in  miles,  telephone,  5;   wave 
length,  sending,  150-350  meters;  wave  length, 
receiving,  150-1,050  or  1,200  meters. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1836 

SET  BOX,  type  BC-7 

Undamped-wave    radiotele^r&ph    transmittiiig 

and  receiving,  for  use  in  Set,  type  8CR-127, 

wave-length  range  550  to  1,100  meters.    This 

box  has  4  Tubes,  type  VT-2,  for  transmitting, 

1  of  which  is  used  as  an  oscillator  and  3  as  power 

amplifiers.    The  receiving  circuit  uses  3  Tubes, 

type  VT-3,  operated  from  a  dry-cell  battery. 

W^nirhf  Tknr  iinif 

Packed, . 

Shipping  weight, . 

SnAPifiofttimi   — — — 

D^WLlUval/lUU,                     • 

Handbook, . 

800-1837 

SET  BOX,  type  BC-8 

Airplane  amplifier  having  3  stages  radio  tn- 

quency  amplification,  1  detector  tube  and  2 

stages  of  audio  frequency  amplification:  de- 

t 

signed  for  wave  length  of  1,050  meters.   Range, 
60a  to  2,000  m«*ters. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

V'UUIU  Ulo^laUolUCUl/,                     . 

Specification,  3135,  RL-O-779. 

Handbook, . 

800-1838 

SET  BOX,  type  BC-10 

Contains  the  circuits  for  Set,  type  SCR-57.   Used 
for   estabhshing   telephone    communications 

Comprises: 

800-1838-1 

Box,  10|  by  2i  by  7ii  inches. 

between  the  pilot  and  observer  of  an  tir- 
plane.     Box  is  of  wood  with  a  hinged  cover, 

CONTENTS. 

and  the  parts  to  which  type  numbers  have  been 
assigned  are  suitably  connected  and  mounted. 

800-  569 

Coil,  type  C-1  (2). 

Drawing  RL-SK-1199. 

800-  609 

Condenser,  type  CA-o  (1). 

Unit  of  measure,  each. 

800-1273 

Jack,  type  JK-2  (12). 

Weight  per  unit, . 

800-1984 

Switch,  type  SW-1  (1). 

Packed, 

opouincaiion,             . 

Handbook,  Radio  Pamphlet  No.  30. 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1839 
800-1839-1 


800-569 
800-609 
800-661 
800-1273 
800-1984 


800-1841 
800-1841-1 


800-  570 
800-  573 
800-  574 
800-  610 
800-  611 
800-  612 
800-  613 
800-  621 
800-  652 
800-1415 
800-1645 
800-1646 
800-1647 
800-1648 
800-1649 
800-1653 
800-1918 
80O-1090 
800-1091 
80O-IO92 


SET  BOX,  type  BC-IO-A . . . 

Comprises: 
Box,  10|  by  2i  by  6A  inches. 


Coil,  type  C-l  (2). 
Condenser,  type  CA-5  (1). 
Condenser,  type  CA-58  (1). 
Jack,  type  JK-2  (12). 
Switch,  type  SW-l  (1). 


SET  BOX,  type  BC-ll-A.. 

Comprises: 
Box,  16  by  llj  by  4}  inches. 


Coil,  type  C-2  (2). 
Coil,  type  C-9  (1). 
Coil,  type  C-10  (1). 
Condenser,  type  CA-6  (1). 
Condenser,  type  CA-7  (1). 
Condenser,  type  CA-8  (1). 
Condenser,  type  CA-9  (2). 
Condenser,  type  CA-17  (1). 
Condenser,  type  CA-49  (1). 
Mounting,  type  JM-3  (1). 
Resistance,  type  RS-1  (1). 
Resistance,  type  RS-2  (2). 
Resistance,  type  RS-3  (2). 
Resistance,  type  RS-4  (3). 
I  Resistance,  type  RS-5  (1). 
Resistance,  type  RS-9  (1). 
Socket,  type  SO-4  (1). 
Switch,  type  SW-6  (1). 
Switch,  type  SW-7  (1). 
Switch,  type  SW-8  (1). 


Contams  the  circuits  for  Set,  type  SCR-67-A. 
Used  for  establishing  telephone  communica- 
tions between  the  pilot  and  observer  of  an  air- 
plane. The  improvement  over  Set  box,  type 
BC-lO,  consists  in  the  addition  of  a  side  tone 
circuit,  permitting  the  operator  to  hear  his  own 
conversation  in  the  telephone  receivers  while 
he  is  speaking  into  the  transmitter.  The  box 
is  of  wood  with  a  hinged  cover;  and  the  parts 
to  which  type  numbers  have  been  assigned  are 
suitably  connected  and  mounted.  Drawing 
RL-D-1043. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook,  Radio  Pamphlet,  No.  20. 
Airplane  radiotelephone;  sui)ersedes  Set  box, 
type  BC-11,  of  which  it  is  an  improvement; 
used  on  Set,  tjrpe  Scr-68-A.  Wooden  box 
with  a  hinged  cover  of  insulating  material 
forming  oi>erating  panel,  and  on  which  are 
mounted  the  various  parts  of  the  radio  trans- 
mitting and  receiving  circuits;  these  comprise 
an  inductively  coupled  vacuum-tube  oscillator 
circuit,  a  vacuum-tube  modulator,  a  vacuum- 
tube  detector  and  a  2-stage  amplifier,  and  the 
required  switches,  rheostats,  etc.  The  main 
change  over  the  BC-11  type  is  the  addition  of 
a  stopping  condenser  in  the  oscillator  d.  c.  cir- 
cuit ;  wave-length  range,  200  to  500  meters  trans- 
mittmg  and  190  to  600  meters  receiving;  the  box 
is  equipped  with  4  lugs  for  mounting  on  a  spe- 
cial frame  on  airplane;  distance  between  mount- 
ing centers,  7J  inches  by  1  foot  5 A  inches;  made 
by  Western  Electric  Co.  Parts  to  which  type 
numbers  have  been  assigned  are  suitably  con- 
nected and  mounted.    Drawing  RL-F-2630. 

Unit  of  measure,  each. 

Weight  i)er  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1841 

80O-I994 
800-2094 
800-2095 
80O-8197 
80O-1842 

80O-1 842-1 


80O-  570 
800-  610 
800-  611 
80O-  612 
800-  613 
80O-1273 
80O-1414 
800-1646 
800-1647 
800-1648 
800-1649 
80O-1990 
800-1991 


800-1844 


SET  BOX,  type  BC-ll-A— Contd. 

CONTENTS— continued. 
Switch,  type  SW-10  (1). 
Switch,  type  SW-43  (1). 
Switch,  type  SW-44  (2). 
Transformer,  type  C-8  (1). 

SET  BOX,  type  BC-12 

Comprises: 
Box,  9J  by  11  by  4J  inches. 

CONTENTS. 

Coil,  type  C-2  (2). 
Condenser,  type  CA-6  (1). 
Condenser,  type  CA-7  (1). 
Condenser,  type  CA-8  (1). 
Condenser,  type  CA-9  (2). 
Jack,  type  JK-2  (6). 
Mounting,  tyi)e  JM-2  (1). 
Resistance,  type  RS-**  (2). 
Resistance,  type  RS-3  (2). 
Resistance,  type  RS-4  (.3). 
Resistance,  type  RS-5  (1). 
Switch,  type  SW-6  (2). 
Switch,  type  SW-7  (1). 


SET  BOX,  type  BC-13-A. 


Speciflcation, . 

Handbook,  Radio  Pamphlet  No.  20. 


Airplane  radio  receiving;  used  in  Sets,  type 
SCR^9  and  type  SCR-59-A;  for  receiving 
dami)ed  or  modulated  waves  and  primarily 
intended  for  radiotelephone  reoeptioo.  C<n- 
sists  of  a  wooden  box  with  a  hinged  cover  of 
insulating  material  forming  an  operating  pftDel: 
comprises  a  vacuum-tube  detector  directly  con- 
nected to  the  tuned  antenna  circmt,  and  a  2- 
stage  vacuum  tube  amplifier;  the  latter  is  coup- 
led by  means  of  iron-core  choke  coils;  the  box 
is  equipped  with  mounting  lugs;  distance  be- 
tween lug  centers,  12  by  7i  inches.  Parts  to 
which  type  numbers  have  been  assigned  are 
suitably,  connected  and  mounted.  Drawing 
RL-D-1312. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 


Handbook,  Radio  Pamphlet  No.  20. 
Radiotelephone  transmitting  and  receiving;  for 
use  with  Set,  type  SCR-67-A;  supersedes  Set 
box,  type  BC-13,  of  which  it  is  an  Improvement. 
A  wooden  box  with  2  carrying  handles  and  a 
hinged  front  panel  made  of  insulating  material 
and  used  as  an  operating  panel,  on  whldi  are 
mounted  the  various  parts  of  the  radio  circuits 
and  operating  switches;  comprises  an  induct- 
ively coupled  vacuum-tube  oscillator,  a  va- 
cuiun-tube  detector,  and  a  2-stage  amplfier:. 
the  main  difference  from  Set  box,  type  BiC-13 
is  in  the  addition  of  a  stopping  condenser  in  the 
oscillator  d.  c.  circuit,  the  use  of  a  higher  oscil- 
lator grid  leak  resistance,  the  addition  of  ao 
oscillator  grid  leak  condenser,  and  changes  in 
the  filament  resistance;  wave-length  ranee,  250 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1844 

SET  BOX,  type  BC-13-A— Continued. 

to  450  meters  transmitting  and  200  to  800  meters 
receiving;  made  by  Western  Electric  Co.    No 
drawing  available. 

Unit  of  measure,  each. 

IT^rii-hf  Tinr  unit 

Packed, . 

Sperifications,  none  available. 

Handbook,  Radio  Pamphlet  No.  22. 

800-1845 

SET  BOX,  type  BC-14 

Obsolete.    Radio  receiving:    used  with  Set,  type 

Comprises: 

800-1845-1 

Box,  «A  by  12^  by  J,l  inches 

signals:  wave  length  range,  HOO  to  600  meters:  a 

W          1  ©         if     ~        to          •r     ~o                    •■-■w    ••••    ■>•■•«•• 

wooden  box  with  a  hinged  cover  3^  inches  deep 

CONTENTS, 

bakeUte  operating  panel:  the  box  contains  primary 
and  secondary  tuned  circuits  inductively  coupled, 

800-  349 

Buzzer,  type  BZ-1  (1). 

each  comprising  an  adjustable  inductance  and  ca- 

800-  604 

Condenser,  type  CA-1  (2). 

pacitance:     coupling,  adjustable:  secondary  cir- 

800-   608 

Condenser,  type  CA-4  (/). 

cuit  may  be  apriodic,  and  it  comprises  a  crystal 

800-   860 

Coupler,  type  CU-1  (1). 

detector  and  double  telephone  jack:  the  box  has  a 

800-1272 

Jack,typeJK-l(l). 

compartment  for  telephone  head  sets;  the  cover  has 

800-1985 

Switch,  type  8  W-2{1). 

compartments  for  a  test  buzzer,  spares,  and  tools. 

800-1988 

Switch,  type  S  W-5  (3). 

Parts  to  which  type  numbers  have  been  assigned 
are  suitably  connected  and  mounted.  Drawing 
RL-D-14£. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Handbook,  Radio  PamphUt  No.  S. 

800-1846 

SET  BOX,  type  BC-14^A 

Radio  receiving;  supersedes  Set  box,  type  BC-14; 

Comprises: 

used  in  Set,  type  SCR-54-A,  for  receiving 

800-1846 

Box,  83  by  12f  by  4J  inches. 

damped   or  modulated  wave  signals;  wave- 
length range,  200  to  600  meters;  a  wooden  box 

CONTENTS. 

with  a  hinged  waterproof  cover  a^  inches  deep; 
bakelite  operating  panel;  the  box  contains  pri- 

800- 295 

Binding     post,   type     TM5    (as     re- 

mary and  secondary  tuned  circuits  inductively 

quired). 

coupled  and  each  comprising  adjustable  in- 

800- 349 

Buzzer,  type  BX-1  (1). 

ductance  and  capacitance;  coupling  adjustable 

800-  604 

Condenser,  type  CA-1  (2). 

the  secondary  may  be  made  aperiodic,  and  it 

800-  608 

Condenser,  type  CA-4  (1). 

comprises  a  crystal  detector  and  a  double  tele- 

800-  860 

Coupler,  type  CU-1  (1). 

jack;  the  improvement   over  Set  box,  type 

800-1272 

Jack,  type  JK-l  (1). 

BC-14,  consists  in  having  the  test  buzzer  per- 

800-1655 

Resistance,  type  RS-ll  (1). 

manently  mounted  on  the  operating  panel  and 
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SIGNAL  COBPS  STORAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT-Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

80&-1846 

SET  BOX,  type  BO-14-A^-Coiitd. 

the  test  circuit  tapiwd  onto  the  primary  radio 
circuit;  a  calibration  chart  is  furnished  with 

CONTENTS— Continued. 

the  box.    Parts  to  which  tjrpe  numbers  have 

800-1949 

Stand,  type  DT-1  (1). 

been  assigned  are  suitably  connected  and 

800-1968 

Switch,  type  SW-5;  2  studs  (1). 

mounted. 

800-1988 

Switch,  type  SW-5;  4  studs  (1). 

Unit  of  measure,  each. 

800-1988 

Switch,  type  SW-5;  6  studs  (1). 

Weight  per  unit, . 

800-1997 

Switch,  type  SW-14  (1). 

Packed, . 

Sl^'lr»r\t'n<r  txra^or^f'    —^^^ 

oiiippui{;  wei^llt,                • 

Specification,  3037. 

Handbook,  Radio  Pamphlet  No.  3. 

800-1848 

SET  BOX,  type  BC-15-A 

Airplane  radiotelegraph  transmitting;  used  in 

Comprises: 

Set,  type  SCR-65-A;  supersedes  Set  box,  typ« 

800-1849-1 

Box,  6J  by  3i  by  7j  in?hes. 

BC-15  over  which  it  is  an  improvement;  a 
wooden  box  with  a  hinged  operating  panel  on 

CONTENTS. 

which  the  radio  apparatus  is  mounted;  com- 
prises an  induction  coil  with  adjustable  ham- 

800- 571 

CoU,  type  C-3  (1). 

mer  stroke,  a  primary  condenser,  a  flat  spiral 

800-  617 

Condenser,  type  CA-13  (1). 

inductance,  and  an  adjustable  spark  gap;  tbf 

80O-  756 

Cord,  type  CD-2  (1). 

primary  and  secondary  are  conductively  and 

800-  757 

Cord,  type  CD-3  (1). 

inductively  coupled.    Parts   to  which  type 

800-1349 

Inductance,  type  ID-1  (1). 

numbers  have  been  assigned  are  suitably  con- 

800-1696 

Screw  driver,  type  TL-4  (1). 

nected  and  mounted.    Drawing  RL-D-185. 

800-1933 

Spark  gap,  type  GA-1  (1). 

Unit  of  measure,  each. 

800-  396 

Binding  post,  type  TM-5  (4). 

Packed, . 

Q-r\rkttRnn4-tr\trk      ^^_^___ 

Dpe.iiivoi/iiiii,              • 

Handbook,  Radio  Pamphlet  No.  5. 

800-1849 

SET  BOX,  type  BC-16 

T.  p.  s.  transmitting;  used  in  Set,  type  SCR-H; 
a  wooden  box  with  a  hinged  wooden  cover  2| 

Comprises: 

800-1850-1 

Box,  5H  by  6J  by  3,^  inches. 

inches  deep;  used  for  transmitting  ground  tele- 
graph signals  at  frequencies  of  from  about  600 

CONTENTS. 

to  1,100  cycles  per  second:  a  compartment  is 
provided  in  the  cover  for  spares  and  tools; » 

80(K  618 

Condenser,  type  CA-14  (1). 

circuit  and  instruction  label  Is  pasted  in  the 

800-1393 

Key,  type  J-3  (1). 

cover.    Parts  to  which  tjrpe  numbers  have 

800-1595 

Power  buzzer,  type  C-4  (1). 

been  assigned  are  suitably  conne?ted  and 
mounted. 

Unit  of  measure,  each. 

Weight  per  unit, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1849 

SET  BOX.  type  BC-16— Contd. 

Packed, . 

Cubic  displacement, . 

Specification,  3022. 

Handbook,  Radio  Pamphlet  No.  10. 

Obsolete.     T.  p.  s.  receiving:  used  in  Set,  type 

800-1850 

8ETB0X,  type  BC-17 

S  CR-7t:  consists  of  a  t-stage  vacuum-tube  audio 

Comprises: 

frequency  amplifier  using  iron-core  transformers: 

800-1851-1 

Box,  5  by  8}  by  10^  inches. 

inclosed  in  a  wooden  box,  with  a  hinged  top  cover: 
no  adjustments  are  required  for  operating  this 

amplifier,  which  may  be  used  on  t.  p.  s.  or  on  rec- 
tified damped  or  modulated  wave  radio  signals. 

80(^296 

Binding  post,  type  TM-6  (6). 

Parts  to  which  type  numbers  have  been  assigned 

800-1274 

Jack,  type  JKS  (S). 

are  suitably  connected  arid  mounted. 

80(^1661 

Resistance,  type  R8-7  (/). 

Unit  of  measure,  each. 

80(^1652 

Resistance,  type  RS-8  («). 

Weight  per  unit, . 

80(^2195 

Transformer,  type  C-€(l). 

Packed, . 

80(^2196 

Transformer,  type  C-7  (/). 

Cubic  displacement, . 

supping  weight, . 

Specification,  Western  Electric  Co.  M-^V. 

Handbook, . 

Obsolete.    Radiotelegraph    trarumitting:  used    in 

800-1851 

SET  BOX,  typeBC-18 

Set,  type  SCR-74:  consists  of  a  tO-voU,  100-watt 

spark  coil  with  adjustable  vibrator,  primary  am- 

meter, key,  a  6-mfd.  vibrator  shunt  condenser. 

adustable  secondary  open  spark  gap  and  binding 

posts;  inclosed  in  a  wooden  box  with  a  hinged 

cover  havirig  g  glass  wiridows  arid  a  rubber  dia- 

phragm for  operating  the  key  with  the  box  closed. 

Made  by  A  merican  Radio  dc  Research  Corpora- 

tion.   No  drawing  available. 

Unit  of  measure,  each. 

Wrinhf  nrr  unit 

Packed, . 

Specification,  none  available. 

Handbook,  Radio  Pamphlet  No.  It. 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT-Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1852 

SET  BOX,  type  BC-18-A 

Radiotelegraph  transmitting;  used  in  Set,  tjpe 
SCR-74-A,  supersedes  Set  box,  type  BC-b,  oT 

which  it  is  an  improvement;  the  nature  of  tb« 

improvement  bears  almost  entirely  on  the  im- 

chanical  rearrangement  of  the  component  pftrt5. 

No  drawing  available. 

Unit  of  measure,  each. 

Wnif*ht  nnr  unit 

Packed, . 

aK<irvi-w{«t<*  nrAtnlxf- 

Specification,  none  available. 

Handbook,  Radio  Pamphlet  No.  11. 

800-1853 

SET  BOX,  type  B  C-19 

Obsolete.    Vacuum-4ube  detector:  used  in  Set,  tfpe 

S  CE-66  superseded  by  Set  box,  type  B  C-19- A :  a 

wooden  box  7  by  6^  by  6^  inches,  with  an  imsnkt. 

ing  connection  panel  and  a  wooden  hinged  com: 

contains  a  socket  for  a  receiving  vacuumtubeffUa- 

ment  and  grid  resistances,  dry  battery  case,  etc. 

Drawing  RL-D-197. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Specification, . 

Handbook, . 

800-1854 

SET  BOX,  type  BC-19-A 

Vacuum-tube  detector;  used  in  Equipment,  type 
DT-3A;  supersedes  Set  box,  type  BC-19:  a 

Comprises: 

800-1855-1 

Box  7J  by  7i  by  6i  inches. 

wooden  box  with  an  insulatfaig  connecting 
panel  and  a  wooden  hinged  cover;  may  be  used 

CONTENTS. 

in  place  of  a  crystal  detector  when  greater  sensi- 
tiveness is  required.    Parts  to  which  type  num- 

800- J895 

Binding  post,  type  TM-5  (6). 

bers  have  been  assigned  are  suitably  connected 

800-  693 

Condenser,  type  CA-19  (1). 

and  mounted.    Drawing  RL-D-196. 

800-1876 

Jack,  type  JK-5(1). 

Unit  of  measure,  each. 

800-1656 

Resistance,  type  RS-12  (1). 

Weight  per  unit. . 

800-1657 

Resistance,  type  RS-13  (1). 

Packed, . 

800-1915 

Socket,  type  SO-2  (1). 

f!iiHip  HisTtln/^AmATif    _^-__^ 

v/UUll/  U19^1ttCOUUUll>,                      . 

^  nivi  fi  mt  i  nn 

Handbook,  Radio  Pamphlet  No.  3. 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1855 

SET  BOX,  type  BC-20 

Airplane  radio  receiving;  used  in  Set,  typo 
SCR-75;  for  receiving  damped  or  modulated 

Comprises: 

900-1855-1 

Box,  14H  by  9H  by  4i  inches. 

wave  radio  signals  and  primarily  intended  for 
radiotelephone  reception;  consists  of  a  wooden 

CONTENTS. 

box  with  a  hinged  cover  of  insulating  material 
forming  an  operating  panel;  comprises  a  vac- 

800- 570 

Coil,  type  C~2  (2). 

uum-tube  detector  with  tuned  primary  and 

800-  610 

Condenser,  type  CA-6  (2). 

secondary  circuits  having  adjustable  inductive 

800-  611 

Condenser,  type  CA-7  (1). 

coupling  and  adjustable  capacitance  and  in- 

800- 612 

Condenser,  type  CA-8  (1). 

ductance  and  a2-stage  vacuum  tube  amplifier. 

800-  613 

Condenser,  type  CA-9  (2). 

using  choke  coil  coupling;  affords  greater  selec- 

800-1873 

Jack,  type  JK-2  (6). 

ticity  than  set  box,  type  BC-12.    Parts  to 

800-1414 

Mounting,  type  JM-2  (I). 

which  tyi>e  numbers  have  been  assigned  are 

800-1645 

suitably  connected  and   mounted.    Western 

800-1646 

Resistance,  type  RS-2  (2). 

Electric  Co.  drawing  E  S-206I41. 

800-1647 

Resistance,  type  RS-3  (2). 

Unit  of  measure,  each. 

800-1648 

Resistance,  type  R8-4  (3). 

Wriirht  nnr  unit 

800-1649 

Resistance,  type  RS-5  (I). 

Packed, . 

800-1989 

Switch,  type  SW-6  (2). 

r%-.KtA  <-11nv>1n#>AvnA'«4' 

\^liUi(3  Uxapittl/oUlvIIl,                  , 

800-1990 

Si!i4tch,typeSW-7(l). 

800-1991 

Switch,  type  SW-II  (I). 

Specification, . 

Handbook, . 

800-1856 

SET  BOX t  type  BC-ft 

Ohiolete.  T.  p.  8.  transmitting  and  receiving;  for 
use  in  Set,  type  SCR-76;  contains  circuits  wtok 

tor  to  those  of  Set  boxes,  type  B  C-16  and  type 

B  C-17,  with  a  throw-over  switch;  a  wooden  box. 

16\  by  12i  by  8h  inches,  with  2  wooden  doors  ani^ 

1  front  aluminum  door. 

Unit  of  measure,  each. 

Weight  per  unU,  St  pounds. 

Packed, . 

Cubic  diiplacement, . 

oinjrprng  wctgat,             : 

Specification,  Wt6. 

Handbook, . 

800-1857 

SET  BOX,  type  BC-21-A 

T.  p.  s.  transmitting  and  receiving;  for  use  in  Set,, 
type  SCR-76- A;  supersedes  Set  box,  type  BC- 

21;  contains  circuits  similar  to  those  of  Set 

boxes,  type  BC-ltt  and  type  BC-17,  wth  a 

throw-over  switch;  contains  a  Power  buzzer, 

type  C-4,  with  a  collapsible  transmitting  key, 

and  a  2-stage  vacuum-tube  amplifier  using 

iron-core  transformers;  equipped  with  a  mul- 

tipUer  for  operating  power  buzzer  on  10  or  20 

volts  and  a  filament  rheostat;  also  provided 

with  a  current-indicating  lamp  in  a  base-line. 

Digitized  by  LjOOQ IC 


658  SIGNAX  COBPS  STORAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1857 


SET  BOX,  type  BC-21-A— Contd. 


800-1859 


SET  BOX,  type  BC-23. 


80O-1860 


SET  BOX,  type  BC-24. 


circuit;  canvas-coyered  wooden  box,  10}  bj 
7i  by  12^  inchesi  with  aluminom  opontiiic 
panel,  covered  by  a  canvas  flap  for  traoqMrta^ 
tion,  and  a  hinged  cover,  4|  inches  higb»  with 
compartments  for  spare  batteries,  tel^dMot 
head  sets,  tools,  etc. 

Unit  of  measure,  each. 

Weight  per  unit, , 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3011. 

Handbook, . 

Radiotelegraph  receiving;  for  use  in  Set,  tjpe 
SCR-70;  used  for  reception  of  undamped  aod 
damped  wave  radiotelegraph  signals;  consists 
of  a  wooden  box  containing  the  radio  drooits 
and  switches  required  for  using  a  Tube,  type 
VT-1,  as  autodyne  (self>heterodyne)  reoeiyer:3 
designs  are  in  existence;  used  for  instmetioQ 
purposes  only;  not  fitted  for  field  service. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Spedfication, . 

Handbook, . 

Fiberoid  suit  case,  containing  radio  apparatas 
for  Set,  type  SCR-49;  comprises  Bag,  type  BG- 
33,  permanently  fastened  to  the  box;  Set  box, 
type  BC-3d  (old  type  D),  receiver  also  perma* 
nently  fastened  to  the  box,  and  other  apparatus 
suitably  connected.    Drawing  50,000. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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800-1861 


800-1862 
800-1862-1 


800-  34 
800-  299 
800-  580 
800-  646 
800-  647 
800-  648 
800-  649 
80O-  650 
800-1274 
800-1670 
800-1671 
800-1672 
800-1673 
800-2013 
800-2014 
800-2015 
800-2016 
800-2017 
800-2195 


SE  T  BOX,  type  B  C-^S 


SET  BOX,  type  BC-32-A.. 

Comprises: 
Box,  18}  by  13}  by  6  inches. 


CONTENTS. 


Ammeter,  type  1-19  (1). 
Binding  post,  type  TM-9  (14). 
CoU,  type  C-19  (1). 
Condenser,  type  CA-43  (2). 
Condenser,  type  CA-44  (1). 
Condenser,  type  CA-45  (1). 
Condenser,  type  CA-46  (1). 
Condenser,  type  CA-47  (2). 
Jack,  type  JK-3  (1). 
Resistance,  type  RS-26  (1). 
Resistance,  type  RS-27  (1). 
Resistance,  type  RS-28  (2). 
ResLstance,  type  RS-29  (1). 
Switch,  type  SW-51  (1). 
Switch,  type  SW-32  (1). 
Switch,  type  SW-33  (2). 
Switch,  type  SW-54  (1). 
Switch,  type  SW-35  (1). 
Transformer,  type  C-7  (2). 


OhioUU,  Undamped  wave  radioMegfaph  traTU- 
mitting  and  receiving;  for  use  in  Set,  type  S  CR^ 
79;  superseded  by  Set  Box,  type  BCSi-A; 
wooden  box,  with  insulating  operating  panel,  con- 
taining  the  various  parts  of  an  dectrostatiedlly 
coupled  vacuum4ube  oscillator  used  for  transmit- 
ting, and  of  a  vacuum4ube  detector  and  i-stage 
amplifier  used  for  receiving  undamped  or  damped 
wave  signals;  wave-length  range,  600  to  1,100 
meters.    No  drawing. 

Unitoj  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, -. 

Handbook, . 

Undamped  wave  radiotelegraph-  transmitting 
and  receiving;  for  use  in  Set,^type  SCR-79-A; 
supersedes  Set  box,  type  BiC-32;  a  wooden 
box,  with  insulating  panel,  containing  the 
various  parts  of  an  inductively  coupled  vac- 
uum-tube oscillator  circuit  for  transmitting, 
and  of  a  vacuum-tube  detector  and  2-stage  am- 
plifier for  undamped  and  damped  wave  ^decep- 
tion; wave-length  range,  500  to  1,100  meters. 
Parts  to  which  type  numbers  have  been 
assigned  are  suitably  connected  and  mounted. 
Drawings  RI^F-2405  and  RL-C^2406. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 
Shipping  weight, 


Spedfication,  3127. 

Handbook,  Radio  Pamphlet  No.  17. 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

•  Article. 

Useful  information. 

800-1864 

SET  BOX,  type  BC-36 

A  statically  coupled,  damped  wave,  radio  receiv- 
ing set  box;  formerly  known  as  "Type  D  re- 

ceiving box  ";  used  ui  Set  box,  type  BC-24,  fa- 

Set,  type  SCR-49;  wave-length  range,  300  to 

2,400  meters;  uses  a  crystal  detector;  incksed 

in  a  wooden  box,  4i   by   10|  by  5|  inches. 

Drawing  5,000. 

Unit  of  measiu-e,  each. 

WHcrht  nnr  iinil: 

Packed, . 

niiV»j/»  HiQ'nla/^Amct'nf    

v/UUiv/  UlS^lol/CluVUI/,                   . 

Specification, . 

Handbook, . 

800-1865 

SET  BOX,  typeBC-37 

Wavemeter;  used  in  Set,  type  SCR-61;  a  wooden 

Comprises: 

box  with  a  hinged  cover  and  insulatmg  panel; 

800-1865-1 

Box,  14M  by  8J  by  lOi  inches. 

compartments  for  auxiliary  apparatus;  range  150 
to  2,400  meters.    Parts  to  which  type  numbers 

CONTENTS. 

have  been  assigned  are  suitably  connected  and 
mounted. 

800-  »95 

Binding  post,  type  TM-5  (4). 

Unit  of  measure,  each. 

800-  349 

Buezer  post,  type  BZ-5  (4). 

Weight  per  unit, . 

800-  629 

Condenser,  type  CA-25  (1). 

Packed, . 

800-  630 

Condenser,  type  CA-26  (1). 

80O-1280 

Jack,  type  JK-lO(l). 

Hhinninc  nrrticrht 

800-2006 

Switch,  type  SW-26  (1). 

Specification,  2003. 

800-1663 

Resistance,  type  RS-I9  (1). 

Handbook, . 

800-1950 

Stand,  type  DT-1  (I). 

800-1866 

SET  BOX,  type  BC-38 

Undamped-wave  radiotelegraph  transmitting 
and  receiving,  for  use  with  a  loop  antenna; 

\^\r'%^        .&«^^^^F 

short  wave;  used  in  Set,  tjrpe  SCR-77. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3108. 

Handbook,  . 

800-1867 

SET  BOX,  type  BC-39 

and  receiving;  for  use  in  Sets,  type  8CR-78iDd 

type  SCR-78-A:  inclosed  in  a  wooden  bo^c,  23 

by  13  by  10}  inches;  comprises  an  Inductively 

coupled   vacuum-tube   oscillator  oircuit  fcc 

transmitting,  and  a  vacuum-tube  detectortnd 

a  2-stage  amplifier  for  receiving;  wave-lengtb 
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Kameiical 
code  or  No. 


SOO-1867 


Article. 


SET  BOX,  type  BC-39— Continued. 


8O0-1868 


SET  BOX,  typeBC-40.. 


800-1809 


SET  BOX,  type  BC-41 . 


Useful  information. 


range,  500  to  1,100  meters;  specially  designed 
for  use  with  a  small  tank  antenna  of  about 
65-micro-mfd.  capacitance. 

Unit  of  measure,  each. 

"Weight  per  unit, . 

Packed, . 

Cubic,  displacement, . 

Shipping  weight, . 

Spe?ification, . 

Handbook,  3109. 
Wavemeter;  used  in  Wavemeter,  type  SrR-95; 
comprises  a  variometer  inductance,  a  fixed 
condenser,  carbon  rheostat,  indicator  lamp 
so?ket  buzzer,  and  dry-battery  clips,  all  in- 
closed in  a  box,  4|  by  5|  by  3J  inches;  wave- 
length range,  500  to  1,100  meters. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2001. 

Handbook,  Radio  Pamphlet  No.  21. 
Used  in  Equipment,  type  RE-10;  for  testing 
American  and  French  3-electrode  vacuum 
tubes  for  detection  and  amplification;  consists 
of  a  wooden  box  ISf  by  9f  by  9|  inches,  with  a 
removable  cover,  compartment  for  spares  and 
accessories  and  carrying  strap;  contains  a 
Tube,  type  VT-1,  connected  for  audio  fre- 
quency modulated  high-frequency  oscillation 
generation,  and  the  required  switches,  resist- 
ances, and  sockets  for  testing  a  Tube,  type 
VT-1,  or  eqiuvalent;  Western  Electric  Ca 
engineering  description  No.  5730  and  drawings 
ES-210393,  ESO-210347,  ESO-210843,  and 
E8-206934. 

Unit  of  measure,  each. 

•      Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 

Specification, . 

Handbook, . 


U1645— 20- 


-36 
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Numerical 
code  or  No. 


Useful  information. 


800-1870 


SET  BOX,  type  BC-41-A. 


800-1871 


SET  BOX,  type  BC-42.. 


800-1H72 


SET  BOX,  type  BC-44. 


Similar  to  Set  box,  type  BG41,  with  improfre- 
ments  in  the  design,  consisting  chiefly  in  the 
addition  of  a  filament  voltage  jade  in  the  oscil- 
lator tube  circuit  and  an  improved  filament 
rheostat  permitting  independent  regulatkm  of 
the  filament  current  of  the  oscillator  tube  and 
the  tube  under  test;  used  in  Equipment,  type 
RE-IO-A,  of  Set,  type  SCR-81.  Western 
Electric  Co.  engineering  description  Na  5900 
and  drawings  Nos.  ESO-2117e9,  ESR-2U7K, 
ESLr-211770,  ESR.-211765,  and  ES-a0093i. 

Unit  of  measure,  each. 

Weight  per  imlt, . 

Packed, . 

Cubic  displacement, ^. 

Shipping  weight, . 

Spedflcation, . 

Handbook, . 

Receiving  and  amplifying  set  box;  for  use  in 
Set,  type  SCR-83;  for  damped  and  undamped 
wave  signals;  wave-length  range,  300  to  801 
meters;  made  by  General  Radio  Ca 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, , 

Si)ecification, . 

Handbook, . 

T.  p.  s.  receiving;  for  use  on  Set,  type  SCR-7J-B; 
a  2-stage  audio  frequency  cascade  ampUfler, 
using  vacuiun  tubes  and  iron-core  transtem* 
ers;  provided  with  fllamoit  rheostat;  inclosed 
in  a  waterproof  wooden  box,  141  by  9}  by  7| 
inches,  with  a  detachable  cover,  and  having  t 
compartment  for  telephone  head  sets;  sptei 
for  spare  dry  batteries  and  vacuum  tubes  pro- 
vided underneath  the  hinged  operating  panel; 
may  be  used  for  receiving  t.  p.  s.  signals  or  ior 
amplifying  rectified  damped  or  modalftted 
wave  radio  signals;  made  by  Western  Klcctrk 
Co. 

Unit  of  measiure,  each. 

Weight  per  unit,  15  pounds  5  ounces. 

Packed, , 

Cubic  displacement, . 
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Numerical 
code  or  No. 


800-1872 


800-1873 


80O-1873-1 


800-  35 
800-  299 
80O-  453 
800-  646 
80O-  647 
80O-  648 
800-  649 
80O-  650 
800-1274 
80O-1570 
80O-1671 
800-1672 
800-1673 
800-2013 
800-2014 
800-2015 
800-2016 
80O-201S 
800-2105 
800-1874 


Article. 


SET  BOX,  type  BC-44-Contd. 


SET  BOX,  type  BC-45. 


Comprises: 
Box,  18}  by  13|  by  6  inches. 


Ammeter,  type  1-20  (1). 
Binding  Post,  type  TM-9  (14). 
Coll,  type  C-23  (1). 
Condenser,  type  CA-43  (2). 
Condenser,  type  CA-44  (1). 
Condenser,  type  CA-MI  (1). 
Condenser,  type  CA-46  (1). 
Condenser,  type  CA-47  (2). 
Jack,  type  JK-^  (1). 
Resistance,  type  RS-26  (1). 
Resistance,  type  RS-27  (1). 
Resistance,  type  RS-28  (2). 
Resistance,  type  RS-29  (1). 
Switch,  type  SW-31  (1). 
Switch,  type  S  W-32  (1). 
Switch,  type  SW-33  (2). 
Switch,  type  8W-54(1). 
Switch,  typo  SW-36(1). 
Transformer,  type  C-7  (2). 
SET  BOX,  typo  BC-46 


Useful  Information. 


Shipping  weight, - 


Spedflcation,  2025. 

Handbook,  Radio  Pamphlet  No.  10. 
Undamped-waye  radiotelegraph  transmitting 
and  receiving;  for  use  on  Set,  type  SCR-00; 
wave-length  range,  900  to  1,900  meters.  The 
box  is  of  wood  with  an  insulating  panel,  and 
contains  the  various  posts  of  an  Inductiyely 
coupled  vacuum-tube  oscillator  circuit  for 
tansmittmg,  and  of  a  vacuum-tube  detector 
and  2-stage  amplifier  for  undamped  and  damped 
wave  reception.  The  parts  to  which  type  num- 
bers have  been  assigned  are  suitably  connected 
and  mounted.    Drawing  RL-C-2742. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3128. 

Handbook,  Radio  Pamphlet,  No.  17. 


Auxiliary  box  for  use  in  Set,  tjrpe  SCR-67;  for 
increasing  the  radiation  to  0.7  amp.  by  connect- 
ing two  additional  Tubes,  type  VT-2,  in  the 
transmitting  circuit.  The  box  Is  of  wood  and 
contains  2  sockets  mounted  on  a  common  in- 
sulating base,  6i  by  2^  by  finches,  which  Is  held 
by  means  ofsxMmge  rubber  shock  absorbers;  box 
equipped  with  an  Insulating  panel  having  2 
filament  binding  posts,  2  grid  and  2  plate  bind- 
ing posts. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 


Specification,  2000. 
Handbook, , 
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Numerical 
code  or  No. 


800-1875 


800-1875-1 


800-  36 
800-  568 
800-  653 
800-  634 
800-  655 
800-  656 
800-  861 
800-1153 
800-1281 
800-1300 
800-1350 
800-1596 
80O-1645 
800-1921 
800-2020 
800-2021 
800-2260 
800-1876 


Article. 


Useful  information. 


Comprises: 
Box,  13i  by  7^  by  11 A  Inches. 


SET  BOX,  type  BC-47 \  2-way  radiotelegraph;  the  canvas-covered  box  is 

of  wood  with  hinged  top  cover  and  hin^  door 
for  accessories  compartment;  equipped  with 
canvas  flaps  to  cover  operating  panel  and  doors: 
contains  radio  circuit  for  Set,  type  8CR-1121 
Drawings  R-2961  to  R-3004,  inclusive,  U-R- 
2835. 

Unit  of  measure,  each. 

Weight  per  unit,  28  pounds. 

Packed, . 


Ammeter,  type  1-22  (1). 
Clamp,  type  FTr50  (1). 
Condenser,  type  CA-50  (1). 
Condenser,  type  CA-51  (1). 
Condenser,  type  CA-^2  (1). 
Condenser,  type  CA-^  (1). 
Coupler,  type  CU-3  (1). 
Gap,  type  GA-2  (1). 
Jack,  tjrpe  JK-11  (6). 
Key,  type  J-14  (1). 
Loop,  tjrpe  LP-4  (1). 
Power  Buzzer,  type  C-24  (I). 
Resistance,  tvpe  RS-1. 
Socket,  type  SO-7  (1). 
Switch,  type  SW-39(1). 
Switch,  type  SW-40  (1). 
Voltmeter,  typo  1-21  (1). 
SET  BOX,  type  BC-49 


Cubic  displacement,  - 

Shipping  weight, 

Specification,  2117. 
Handbook, . 


800-1877      I  SET  BOX,  type  BC-50. 


Wavemeter;  used  in  Wavemeter,  type  SCR-111; 
wave-length  range,  900  to  1 ,900  meters;  com- 
prises, suitably  connected  and  mounted,  a  vari- 
ometer inductance,  fixed  condenser,  carbon 
rheostat,  indicator  lamp  socket,  buzzer,  dry- 
battery  clips,  all  inclosed  in  a  wooden  boz,4i 
by  5|  by  3  f  inches  over  all. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2037. 

Handbook,  Rad»o  Pamphlet  No,  21. 
Wavemeter.  used  in  Wavemeter,  type  SCB-^NK;; 
wave-length  range,  50  to  2,000  mtttn.  A 
wooden  box  with  a  hinged  cover  contaloini:, 
suitably  connected  and  mounted,  a  variable 
calibrated  air  condenser,  3  fixed  Indoctance 
coils,  a  buzzer,  dry-battery  case,  hot-wire  gal- 
vanometer, crystal  detector.  2  telephone  jteks, 
and  the  necessary  switches. 
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Article. 


Useful  information. 


800-1878 
800-1878-1 


,^T  BOX,  type  BC-50— Continued. 


» 


SET  BOX,  type  BC-52 

Comprises: 
Box,  105  by  16i  by  5J  indies. 

CONTENTS. 

Condenser,  type  CA-12  (1). 
Condenser,  type  CA-31  (1). 
Condenser,  type  CA-32  (1) 
Condenser,  type  CA-33  (1). 
Condenser,  type  CA-34  (3). 
Condenser,  type  CA-35  (1). 
Jack,  type  JK-2(1). 
Resistance,  type  RS-4  (3). 
Resistance,  type  RS-21  (1). 
Resistance,  type  RS-22  (1). 
Switch,  type  SW-7  (1). 
Switch,  type  SW-25  (1). 
Transformer,  type  C-7  (2). 
SET  BOX,  type  BC-53 


Unit  of  measure,  each. 

Weight  per  unit,* 

Packed, . 

Cubic  displacement,  — 
Shipping  weight, 


Specification,  2006. 

Handbook,  Radio  Pamphlet  No.  21. 
Undamped-wave  airplane  radiotelegraph  trans- 
mitting and  receiving;  for  ase  in  Set,  type 
SCR-80;  wave-length  range,  500  to  800  meters. 
The  box  is  of  wood  with  a  hinged  operating 
panel  and  4  mounting  lugs,  containing  the  vari- 
ous elements  of  an  inductively  coupled  vacuum- 
tube  oscillator  circuit  for  transmitting,  and  a 
vacuum-tube  detector,  and  2  stage  amplifier 
using  iron-core  transformers  for  receiving.  The 
parts  to  which  type  numbers  have  been  assigned 
are  suitably  connected  and  mounted. 

Unit  of  measure,  each. 

Weight  per  unit, .   • 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3076. 

Handbook, . 

Radiotelegraph  transmitting  and  receiving;  used 
in  set,  type  SCR-105;  wooden;  canvas-covered; 
incloses  a  vibratory  transformer,  quenched  gap, 
closed  oscillatory  circuit,  oscillation  transformer 
variometer,  indicator  lamp,  aerial  condenser, 
26-point  inductance,  a  periodic  secondary 
receiving  circuit,  crystal  detector,  bakelite 
superpanel,  and  auxiliary  switches;  transmit- 
ting power,  50  watts;  transmitting  wave  length, 
150  to  300  meters;  receiving  wave-length  range, 
100  to  550  meters. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 


Specification,  2044. 
Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1880 

SET  BOX,  type  BC-55 

Used  in  Set,  type  SCR-62;  oomprises  a  damped- 
wave,  rotary-gap,  transmitting  apparatus,,  and 

♦ 

a  crystal  detector,  inductively  coupled  receiv- 

ing circuit;  wave-length    range,    100    to   500 

meters. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shinning  wpiirht  

oiuppui^  WClJ^t,                 • 

Specification,  2060. 

Handbook, . 

800-1881 

SET  BOX,  ypeBC-()3 

Amplifier  testing;  a  wooden  box,  16J  by  7i  by  6i 
inches,   with  carrying  handles  and  hinged 

wooden  cover;  contains  Head  set,  type  P-11, 

1  Switch,  type  SW-34,  resistances,  rcpeatinf 

coil,  etc.    Used  for  testing  amplifiers,  and  «- 

pecially  the  receiving  circuit  of  Set,  type  8CR- 

7ft-A.    Western  Electric  Co.  drawings  E8-R- 

216872,  ES-R-216873,  and  ES-A-215874. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Ciihif  di'Tilnwrnrnt 

^nrHfi  mtinn 

Handbook, . 

800-1882 

SETBOXjlyeBC-CS 

For  use  in  Set,  type  SCR-94;  contains  the  fMlio 

circuits  for  making  oscillator  tests  on  transmit- 

ting  vacuum    tubes   similar  to   the  Tab^ 

type  VT-2.    No  specification  or  drawing  avwl- 

able;  development  not  completed. 

Unit  of  measure,  each. 

■Wpiffhf  rkPr  iinif   

Vf  cignt  per  unii,  — — — . 

Packed, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1883 

SET  BOX,  type  BC-60 

Low-frequency  amplifier;  used  in  Set,  type  SCR- 
121-A,  and  may  be  used  as  a  vacuum-tube  de- 

Comprises: 

600-1883-1 

Box,  9J  by  7i  by  41  Inches. 

tector  and  a  1-stage  amplifier,  or  as  a  2-stage 
amplifier  by  means  of  a  switch  which  inserts  a 

CONTENTS. 

grid  leak  resistance  and  condenser  in  the  grid 
circuit  of  the  first  tube,  or  replaces  the  latter 

80O-  605 

Condenser,  type  CA-2  (1). 

by  an  input  transformer;  amplification  may  be 

80O-  616 

Condenser,  type  CA-12  (1). 

varied  by  means  of  a  telephone  shunt;  inclosed 

80O-  631 

Condenser,  type  CA-27  (1). 

in  a  wooden  box;  switches  and  binding  posts 

800-  645 

Condenser,  type  CA-42  (1). 

are  flush  with  the  operating  panel;  used  Tubes, 

80O-651 

Condenser,  type  CA-48  (1). 

type  VT-1.    The  parts  to  which  type  numbers 

80O-  660 

Condenser,  type  CA-5r  (1). 

have  been  assigned  are  suitably  connected  and 

800-1274 

Jack,  type  JK-3  (1). 

mounted.    Drawing  RL-D-625,  RL-A-547. 

800-1406 

Mounting,  type  FT-19  (1). 

Unit  of  measure,  each. 

80O-1645 

Resistance,  type  RS-1  (1). 

Weight  per  unit,  less  than  10  pounds. 

800-1646 

Resistance,  type  RS-2  (1). , 

Packed, . 

800-1647 

Resistance,  type  RS-3  (1). 

800-1648 

Resistance,  type  RS-4  (2). 

CV>iwwiv.#>  nr<v4<»V>4' 

80O-1664 

Resistance,  type  RS-20  (1). 

Specification,  3114. 

80O-1667 

Resistance,  type  RS-23  (1). 

Handbook, . 

800-1668 

Resistance,  type  RS-24  (1). 

80O-1669 

Resistance,  type  RS-26  (1). 

* 

800-2201 

Transformer,  type  C-21  (2). 

800-1884 

SET  BOX,  type  BC-70 

Wavemeter;  wave-length  range,  200  to  700  meters; 
made  from  sample;  used  in  Wavemeter,  type 

8CR-60. 

Unit  of  measure,  each. 

' 

Weight  per  unit, . 

Packed, . 

Specification,  none. 

Hnndbook 

800-1885 

SET  BOX,  type  BC-78 

Signal  lamp  control.  The  wooden  box  is  fitted 
with  hinged  cover  and  fastening  clasps,  the 

Comprises: 

cover  being  fitted  with  a  rubber  gasket  for 

800-1885-1 

Box,  19|  by  9i  by  9i  inches. 

making  the  union  between  the  cover  and  body 
water-tight  when  closed.    Contains  spaces  for 

CONTENTS. 

spare  lamps  and  suitably  connected  parts,  to 
which  type    numbers   have  been   assigned. 

800-37 

Ammeter,  type  1-29  (1). 

Drawing  1479. 

800-244 

Battery,  type  BA-ll  (6). 

Unit  of  measure,  each. 

80O-13O2 

Key,  type  J-16(l). 

Weight  per  unit, . 

800-1681 

Rheostat,  type  RS-33  (1). 

Packed, . 

800-1921 

Socket,  type  SO-8  (1). 

Shipping  weight, . 

Specificartion,  610. 

Handbook, . 
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Numerical 
code  or  No. 


800-1886 
800-1886-1 


800-S433 


800-1887 
800-1887-1 


800-1303 
800-1921 


800-2443 


800-2444 


Article. 


SET  BOX,  tjrpe  BC-81 

Comprises: 
Case,  4|  by  4|  by  2  inches. 

CONTENTS. 

Key,  type  J-35  (1). 


SET  BOX,  type  BC-84. .. . 

Comprises: 
Case,  8  by  2J  by  5|  inches. 

CONTENTS. 

Key,  type  J-34  (1). 
Socket,  type  SO-8  (1). 


SET  BOX,  type  BC-103. 


SET  BOX,  type  nC-104. 


Useful  information. 


Lamp  control;  used  in  Set,  signal-lamp,  tjpt 
EE-7.  Case  is  of  russet  harness  letthv 
equipped  with  belt  loops.  Contains  the  soft- 
ably  connected  parts,  to  which  t^pe  nnmhcn 
have  been  assigned. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 

Specification,  600. 

Handbook, . 

Lamp  control;  used  in  Set,  signal-lamp,  typt 
EE-6.  Case  is  of  russet  harness  leatberwitb 
belt  loops  and  shoulder  strap.  Contains  t 
compartment  for  4  Batteries,  type  BA-11,  aad 
the  suitably  connected  parts,  to  which  typt 
numbers  have  been  assigned. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, , 

Specification,  600. 

Handbook, . 

Radio  audio  frequency  amplifier  tor  damped 
waves.  Undamped  waves  can  be  received  by 
using  a  separate  heterodyne.  Wave  lengtli 
range,  1,000  to  3,000  meters.  Amplifier  hts 
3-radio  frequency  amplifier,  1  detector,  and  2 
audio  frequency  amplifier  stages.  Used  with 
SCR-97  Set. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Specification, . 

Handbook, . 

Vacuum  tube  oscillator,  wave  length  range,  1,9B» 
to  3,000  meters,  used  as  separate  heterodyne  te 
connection  with  radio  audio  frequency  aapK- 
fier  for  the  reception  of  undamped 
Used  with  SCR-97  Set. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Digitized  by  LjOOQ IC 


SIGNAL  COBFS  STOBAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


569 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2444 

1 

2 
3 

4 
5 
6 
7 
8 
9 
LO 

SET  BOX,  type  BC-104— Continued. 

SET  OF  WEIGHTS,  type  MI>-45... 

Comprises: 
Container. 

CONTENTS. 

1-gram  (3). 
2-gram  (1). 
5-gram  (1). 
10-gram  (1). 
20-gram  (2). 
50-gram  (1). 
lOO-gram  (1) 
200-gram  (2). 
500-gram  (1) 

TTfiTirlhnolr   ■■■ 

80O-1889 
80O-1889- 

For  use  with  Balance,  type  ML-44.    Consists  of 
suitable    container     and    cylindrical    brass 
weights. 

Unit  of  measure,  each. 

800-1889- 
80O-1889- 
800-1889- 
80O-1889- 
800-1889- 
800-1889- 
800-1889- 
800-1889- 
80O-1889-] 

Packed, . 

Handbook, . 

800-1890 

SHELF,  typeM-11 

For  supporting  the  radio  apparatus  of  Set,  type 

SHOCK  ABSORBER,  type  M-8 ... . 
SHUNT,  type  RS-36 

SCR-78-A,  in  the  6-ton  tank. 

Woiirht  Tu*r  iinlf               - 

Packed, . 

800-1891 

Specification, . 

Handbook, . 

2  spring  steel  frames,  1  foot  1  inch  by  9J  inches, 
connected  to  each  other  by  means  of  8  coil 
springs,  3  inches  in  diameter,  If  inches  long; 
the  entire  shock  absorber  is  inclosed  in  a  burlap 
sack.    Drawing  RL-D-178. 

Weight  per  unit, . 

Packed, . 

Shipping  weiglit, . 

800-1892 

Handbook, . 

Ayrton;  comprises  a  circular  rubber  case  con- 

taining spools  wound  with  various  resistances, 
any  one  of  which  may  be  shunted  across  a  con- 
nected circuit  by  the  manipulation  of  2  buttons 
mounted  coaxially  on  top  of  the  box,  one  but- 
ton controlling  the  battery,  the  other  the 
shunt.    Drawing  250. 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

AOO-1  Afl2 

SHUNT,  type  RS-36-Continued. 

Unit  of  mrjiiirr 

ow~  xov  ^ 

Wclcht  T»cr  unit 

Packed, . 

flhinninp  iirnirht 

Handbook, . 

800>1893 

SHUTTER,  type  HL-6 

Heliograph;  comprises  a  brass  frame,  6}  Undbm 
square,  with  6  movable  leaves  operated  by  a 

key;  Gibbs  design;  the  leaves  are  of  No.  30 
B.  <S:  S.  gauge  hard  sheet  brass,  5f|  by  1| 
inches;  the  key  opens  the  shutter  by  moving  » 
bar  which  engages  all  of  several  small  cranks 
attached  to  the  several  leaves,  thus  toraii^ 
the  leaves  from  a  plane  at  right  angles  to  tlw 
line  of  sight  to  planes  parallel  to  the  lirw  of 
sight;  when  the  key  is  released  a  sprins  re- 
verses the  movement  and  closes  the  shutter. 
Drawing.  32501-D-2. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification ,  246-A. 

Handbook, . 

800-1894 

8HUTTE R,  type  MC-45 

A  searchlight  signaling  shutter  for  use  with  2%- 
inch  searchlights;  dimensions,  24  inches  sqnaf*; 

14  wooden  shutter  blades.    Drawing  1001. 

Drawing  32501  D2. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

OiiV>ip  Hiorklo/wTnAnt'    __^^_ 

v/UUll/  CUSpilHWIUVIll,                      . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1895 

SHUTTER,  type  MC-46 

A  searchlight  signaling  shutter  for  use  with  3ft> 

inch  searchlights;  dimensions,  36  inches  squue; 

14  wooden  shutter  blades.    Drawing  1001. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1896 

SHUTTER,  type  MC-47 

A  searchlight  signaling  shutter  for  use  with  60- 
inch  searchlights;  dimensions,  60  inches  square 

by  9h  inches  deep;  14  wooden  shutter  blades. 

Drawing  1001. 

Unit  of  mwi5!iirr 

Weight  per  unit, . 

Packed, . 

Shlnninc  wcinht 

Handbook, . 

800-1897 

SIGHTING  ROD,  type  HL-4 

HeUograph:  comprises  a  bronzed  brass  rod,  5i 
inches  long  by  A  by  A  inch,  fitted  at  one  end 
with  a  sliding  brass  cone  which  fits  a  socket 
in  Mirror  bar,  type  HL^,  and  at  the  other  end 

9 

with  a  device  for  holding  a  sighting  disk  i  inch 
in  diameter  with  a  shank  J  inch  wide  and  1  inch 
^     long;  used  in  Set,  heliograph,   type  EE-16. 
Drawing  32601 C5. 

Weight  per  unit, . 

Packed, . 

Shinninir  wnirht 

Specification,  246-A. 

Handbook, . 

80O-1898 

SIGNAL  CART,  type  K-4 

Obsolete.    A   2-wheel  strongly  constructed  signal 
cart  similar  to  artillery  caissons,  but  equipped 

for  carrying  signal  equipment:  used  with  Wire 

cart,  type  KS,  to  form  the  wagon  formerly  caUed 

"PinOe  wire  wagon,  M1910."   Drawings  m^a 

and  mb. 

• 

Unitof  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement,— . 

Shinninn  vipinht  ——~— 

ontj/jmty  v/cigm,             • 

Specification, . 

Handbook, . 

800-1899 

SIGNAL  CART,  type  K-8 

A  2-wheel,  horse-drawn,  cart,  designed  for  trans- 
porting in  the  field,  a  large  assortment  of  signal- 

ing equipment;  the  cart's  gauge  is  5  feet  3  inches; 

the  wheel  rims  are  2  J  inches  wide  and  the  wheel 

diameters  are  5  feet;  the  body  of  the  cart  con- 
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Numerical 
code  or  No. 

Article. 

Useful  Information. 

800-1899 

SIGNAL  CART,  type  K-8— Contd. 

seat;  the  chest  is  44  inches  wide  by  27  inches 
high  by  5  feet  4  inches  long,  and  is  mounted 
upon  commercial  wagon  springs;  the  interior 
is  equipped  with  partitions  suitably  arranged 

for  separating  and  holding  rigidly  in  place  the 
parts  of  Equipment,  type  SE-6.    Drawings 
1083, 1088,  1090,  and  1091. 

Weight  per  unit, . 

Packed, . 

V/UUIO  UlSpXiK/OUIOXlV,                  • 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1900 

SIGNAL  CHEST,  type  BE-I4 

• 

ObsoUU  in  its  present  form.    A  pine  box,  50J  ineka 
long  by  I4  inches  wide  by  10  inches  high,  with  suti- 
able  metal  hinges,  cover  pieces,  and  hasp;  coniaint 
compartments  for  signal  equipment;  used  in 
Shipment,  type  SE-2,    Drawing  660-1, 

unu  oj  TneavuTc,            ■. 

Weight  per  unit, . 

Packed. . 

Handbook, . 

800-1901 

SIGNAL  CHEST,  type  BE-15 

A  pine  box,  48  inches  by  lOj  inches  wide  by  10 
inches  high,  with  suitable  metal  hinges,  coner 
pieces,  and  hasps;  contains  compartments  fcr 
signal  equipment?  used  in  Equipment,  typ« 
SE-3.    Drawing  659-1. 

Weight  per  unit, ;-. 

Packed, . 

vyliUlu  Ulo^lcM/CXIlQU  I/,                  • 

Specification, . 

Handbook, . 

800-1902 

SIGNAL  CHEST,  type  BE-16 

A  pine  box,  24i  inches  long  by  12  inches  high  by 
12|  inches  wide,  with  suitable  metal  hinges, 
cover  pieces,  and  hasp;  contains  compartmeDtt 
for  signal  equipment;  used  in  Equipment,  type 
SE-4.    Drawing  659-1. 

W^nicrht  riAr  unit 

TYeigjii  per  uxub,             * 

Packed, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-190S 

SIGNAL  CHEST,  type BE-lft-Con. 

/^liVvirt  /1io'n1n/>/\'mA<r>'f 

Speciflcation, . 

Handbook, . 

~  800-1903 

SIGNAL  CHEST,  type  BE-17 

A  pine  box,  48  inches  long  by  17  inches  wide  by  12 
inches  high,  with  suitable  metal  hinges,  comer 
pieces,  and  hasp;  contains  compartment  for 
signal  equipment;  used  in  Equipment,  tyi)e- 
SE-5.  Drawing  660-1. 

'W'rirhf  r\or  iinif 

Packed, . 

Cubic  displacement, . 

Specification, . 

Handbook, . 

800-1904 

SIGNAL    LAMP    OUTFIT,    typo 
8E-L 

Comprises: 

Unit  of  measure, . 

800-  337 

Box,  type  BC-85  (1). 

Weight  per  unit, . 

800-1141 

Funnel,  type  M-52  (1). 

Packed, . 

800-1716 

Set,  signal  lamp,  type  EE-6  (3). 

Cubic  displacement, . 

Specification, . 

Handbook, . 

800-1905 

SIGNAL    LAMP    OUTFIT,    type 

35-centimeter  reflector,  similar  to  Signal  lamp,. 

EE-12. 

type  EE-7. 

Weight  per  unit, . 

Packed, . 

Shir^Tkirny  iVAicrht'    _— .^^ 

Oiuppiilg  Wclgill,                  . 

Specification, . 

Handbook, . 

800-2445 

SIMPLEX     TELEGRAPH    SET, 

A  compact,  portable  telegraph  set,  wired  for  use- 

• 

type  EE-76. 

on  telephone  circuits.  Comprises  the  following 
apparatus  mounted  in  a  fiber-covered  wooden 
case  provided  with  a  carrying  strap: 

Binding  posts,  type  TM-34  (7). 

Key,  open  circuit,  legless  (1). 

Miniature  rheostat,  porcelain  base,  100  ohms- 
resistance  (1). 

Mounting  for  battery,  type  BA-1  (l). 

• 

Relay,  telegraph,  150  ohms  resistance  (1). 
Repeating  coU,  W.  E.  Co.'s  No.  47-A  (1). 
Sounder,  4  ohms  resistance  (1). 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-2445 


SIMPLEX    TELEGRAPH 
type  EE-7ft— Continued. 


SET, 


800-1906 


SKETCHING  DEVICE,  type  M-89 


80O-1907 


SLEEVE  typeFT-63. 


800-1908 


SLEEVING,  type  FT-45. 


Drawing  25003D1. 

Unit  of  measure, . 

Weight  per  unit, . 

I'acked, . 

Cubic  displacement, . 

Shipping  weight, » 

Specification,  71-0. 

Handbook, . 

Comprises  2  aluminum  boxes,  each  11  inches 
long  by  9  inches  wide  by  1^  inches  deep,  de- 
signed for  protecting  sketches  and  maps  aod 
for  providing  a  flat  metal  surliEtce  upon  which 
to  make  them;  clips  are  furnished  for  hold- 
ing pencils;  comprises  also  a  swivel  bearing 
by  means  of  which  both  boxes  may  be  tamed 
to  any  desirable  position.    Drawing  929. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  diaplacement, , 

Shipping  weight, , 

Specification, . 

Handbook, . 

Splicing;  iron;  for  1-pair  armored  cable;  oom- 
prises  a  sleeve  and  band  of  cast  iron  and  a  cover 
of  mUled  rolled  steel;  assembled  dimen- 
sions, 4|  inches  long  by  li  inches  wide  by  If 
inches  high.    Drawing  875-1. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Lead;  1  inch  inside  diameter;  used  for  covering  a 
splice  in  lead'<}Overed  cable;  16  inches  long;  de 
signed  for  15-pair  cable  No.  19  B.  &  S.  gauge,  or 
2(>-pair  cable  No.  22B.  &8.  gauge. 

Unit  of  measure,  foot. 

Weight,  2  pounds  per  foot. 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification, 

Handbook, . 
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Ntunerical 
code  or  No. 

Article. 

Useful  Information. 

800-1900 

SLEEVING,  type  FT-46 

Lead;  H  inches  in  diuneter;  used  for  covering  a 

splice  in  lead-covered  cable;  this  sleeving  differs 

from  Sleeving,  type  FT-46,  in  diameter  and 

weight  only. 

Unit  of  measure,  foot. 

Weight,  2i  pounds  per  foot. 

Packed, . 

Rhinninr  xroiirht 

Specification, . 

Handbook, . 

800-1910 

SLEEVING ,  type  FT-47 

Lead;  H  inches  in  diameter;  designed  for  20  to  25 
pair  cable  No.  19  B.  &  S.  gauge  and  25  to  30 

pair  cable  No.  22B.  &S.  gauge. 

Unit  of  measure,  foot;  sometimes  furnished 

in  16-inch  lengths. 

Weight,  3i  pounds  per  foot. 

Packed, . 

SSnAPiflMitirm    — — — — 

OptX/lllvlal<lUll,                     . 

Handbook, 

800-1911 

SLEEVING,  type  FT-48 

Lead;  2  inches  in  diameter;  designed  for  30  to  40 

pair  No.  19  B.  &  S.  gauge  cable  or  60-pair  No. 

B.  &  S.  gauge  cable. 

' 

Unit  of  measure,  foot;  sometimes  furnished 

in  16-lnch  lengths. 

Weight,  4}  pounds  per  foot. 

Packed, . 

Cubic  displacement, . 

ouippuig  weigiii,             ■. 

Specification, . 

Handbook, . 

800-1912 

SLIDE  RULE,  type  ML-40 

Polyphase  duplex;  10-inch;  engine  divided; 
graduated  on  both  sides;  frameless  glass  indi- 
cator; Keuflel  &  Esser  Co.'s  No.  4088-3,  or 
equal. 

Weight  per  unit, . 

Packed, . 

Shfnninir  TirrirAt 

^ 

Handbook, . 
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Numerical 
code  or  No. 


800-1913 


Article. 
SLING    PSYCUROMETER,  type  | 

ML -21.  ; 


800-1914     SOCKET,  type  SO-1. 


800-1915 


SOCKET,  type  SO-2. 


800-1916 


SOCKET,  type  SO-3. 


I 


Useful  information. 


Hand;  consists  of  2  exposed  thermometers,  10^ 
inches  long,  their  figures  and  scales  etched  io 
the  glass;  the  thermometers  are  each  mounted 
on  an  alummum  hack  and  are  attached  with 
swivels  to  a  polished  hard-wood  handle;  Henry 
J.  Green,  No.  150-A. 

Unit  of  measure, . 

Weight  per  unit, -. 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Double-contact    cantUover-base    receptacle;  for 
winker  lamp;  used  on  telegraph  Key,  typo  J-7. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

For  connecting  receiving  vacuum  tubes; 
equipped  with  4  spring  terminals;  dimensions 
of  base,  2^  inches  by  2H  inches;  dimensions 
of  receptacle,  IJ  inches  in  diameter  by  1^ 
inches  high;  Western  Electric  Co.,  No.  20a-A. 
Drawing  RL-A-249. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

For  connecting  transmitting  vacuum  tubes 
equipped  with  4  spring  terminals;  dimensioDS 
of  base,  2^  by  2,^  Inches;  dimensions  of  recep- 
tacle, l^hj  l^  inches  in  diameter;  similar  to 
Socket,  type  SO-2,  except  tor  location  of  lock- 
ing slot.    Western  Electric  Co.,  No.  205-A. 

Unit  of  measure, . 

Weight  p«r  unit, . 

Packed, . 


Cubic  displacement. 
Shipping  weight,  — 

Specification, . 

Handbook, 
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Namerical 
code  or  No. 


Article. 


Useful  Information. 


80O-1917 


SOCKET,  type  SO-4 . 


80O-1918 


SOCKET,  type  SO-5. 


800-1910 


800-1020 


SOCKET,  type  SO-6. 


SOCKET,  type  SO-7. 


Double-contact  bayonet;  for  Lamp,  tjrpe  ML-1; 
made  of  brass,  H  ^^ch  over  all  length,  outside 
diameter,  maximum,  0.980  inch,  minimum,^ 
0.965  inch;  inside  diameter,  maximum,  0.890 
inch,  minimum,  0.875  inch.  Drawing  RL-B> 
1982. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, r-. 

Double-contact  bayonet;  for  Lamp,  type  LM-1; 
made  of  brass  If  inches  by  1.388  inches  outside 
diameter;  Western  Electric  Co.,  No.  35. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

For  connecting  receiving  vacuum  tubes;  same  as 
Socket,  type  SO-2,  except  that  it  is  furnished 
without  base;  for  mounting  on  either  panel  or 
common  base  with  other  sockets  or  instru- 
ments; used  in  Amplifier,  type  BC-59;  A.  J. 
Pinard  &  Co.,  No.  760. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

For  a  receiving  vacuum  tube;  similar  to  Socket,, 
type  SO-2,  except  that  a  diflFerent  mounting 
base  is  used;  distance  between  mounting  center 
holes,  IH  inches  by  2  inches  and  2^  inches. 
Drawings  R-2952  to  R-2958. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


141646—20 ^87 


•Digitized  by  LjOOQ IC 


578 


SIGNAL  COBPS  STOBAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

80&-1920 

SOCKET,  type  SO-7— Continued. 
SOCKET,  type  SO-8 

800-1921 

Specification,  2117. 

Handbook, . 

Double-contact  bayonet;  If  inches  high,  mounted 
on  a  circular  base.  If  inches  in  diameter;  com- 
prises receptacle  and  mounting  base;  dimen- 
sions of  receptacle,  H  by  0.903  inch.    Drawing 
1388. 

SOCKET,  type  SO-9 

Weight  per  unit, . 

Packed, . 

800-1922 

Shipping  weight, . 

Specification,  610. 

Handbook, . 

Double-contact  bayonet;  1^  inches  long  bv  H 

• 

inch   in  diameter;  comprises  receptacle  and 
cap;  dimensions  of  receptacle,  i|    by  0.903 
inch,  used  in  Cord,  type  CD-83;  for  connecting 
the  set  box  to  Projector,  type  M-47,  in  Set, 
signal-lamp,  type  EE-10.    Drawing  1388. 

Packed, . 

Specification,  610. 
Handbook, . 

800-1923 

SOCKET,  type  SO-10 

Lamp,  Edison;  porcelain  base,  approximate!)  2 
by  If  inches;  brass  shell  1 A  inches  in  diameter 
by  i  inch  high  to  receive  a  candelabra  lamp  base; 
General  Electric,  No.  939; ;  used  in  Control  box, 
type  BC-92.    Drawing  696-A-6, 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


800-1934 


800-19S5 


800-19SG 


Article. 


SOCKET,  type  SO-11. 


SOCKET,  type  SO-12. 


SOCKET  WRENCH,  type  TL-92... 


Useful  information. 


7-conductor;  used  in  Set,  service  telautograph, 
type  EE-49;  comprises  a  maple  base  2^  inches 
thick  by  5  inches  square,  in  which  the  socket 
frame  is  sunk;  the  socket  has  7  spring  contacts 
symmetrically  grouped  about  the  wall  of  a  cen- 
tral well,  these  being  fastened  to  a  hard-rubber 
insulatmg  ring;  used  with  Plug,  type  PIr-31. 
Drawing  13- A. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

For  connecting  Tubes,  type  VT-18;  equipped 
with  4  spring  terminals  brought  out,  2  at  each 
end  of  the  base;  dimensions  of  receptacles,  1| 
inches  high  by  1.867  inches  inside  diametere 
dimensions  of  base,  4  inches  long  by  2^  inches 
wide;  made  of  stamped  brass  with  blocks  or  in- 
sulating material  separating  the  terminals. 
Western  Electric  Co.,  No.  202-A.  (Description 
from  sample.) 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specif- cation, . 

Handbook, . 

Service  buzzer;  a  combination  socket  wrench  and 
screwdriver  handle  to  receive  Screwdriver 
blades,  types  TI^27  and  TL-28;  made  of  |-inch 
hard-brass  hexagonal  rod,  2^  inches  long, 
drilled  longitudinally  with  No.  12  drill  at  both 
ends,  turned  down  to  ^  inch  in  diameter  ex- 
cept at  one  end  which  is  cupped  to  receive  |i- 
inch  diameter  hexagonal  nuts  and  at  a  point  -^ 
inch  from  opposite  end  where  a  ^inch  rod.  If 
inches  long,  is  inserted  at  right  angles  to  the  ^xis 
of  the  rod  and  through  its  center;  slotted  at 
other  end  to  receive  screwdriver  blades.  Draw- 
ing 1287-2. 

Unit  of  measure, . 

Weight  per  unit, . 


Digitized  by  LjOOQ IC 


580 


SIGNAL  COBFS  STORAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQXnPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1926 

SOCKET  WRENCH,  type  TL-92- 

Packed, . 

Continued. 

flliinninir  Trnifht 

PI  rwvi  fi  m  t  i  nn 

Handbook, . 

800-1988 

SOLDERING  OUTFIT,  type  EE- 

A    complete    soldering    equipment.^  Drawing 

19  Comprises: 

45005C1. 

800^28 

Box,  type  BC-87(1). 

Unit  of  measure, . 

800-1928-1 

Blow  torch,  Clayton  &  Lambert,  No. 

Tf^nicYit  nrr  unit 

38,  pint  size  (1). 

Packed, . 

800-1928-2 

Sandpaper,  No.  1  (4  sheets). 

Cubic  displacement, . 

800^1928-3 

Solder,  resin  core  (10  pounds). 

Shipping  weight, . 

800^1928-3 

Soldering  iron,  ^pound  commercial 

Speciflcation,531A. 

(1). 

Handbook, . 

800-1020 

SOUNDER,  type  EE-11 

Telegraph;  resistance,  4  ohms;  with  brass  plate 

and  wooden  sub-base;   aluminum  lever  with 

brass  supports;    lever  spring  tension;    both 

lever  stops  adjustable;   coUs  wound  with  silk- 

insulated  copper  wire  and  impregnated^with 

beeswax  compound. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Specification,  621. 

Handbook, . 

800-1930 

SOUNDER,  type  TG-1 

6-ohm;  an  aluminum  lever  sounder  mounted  on 

a  mahogany  sub-base;  the  magnets  are  wound 

with  silk-covered  copper  wire  incased  in  hard- 

rubber  spool  heads  and  sheUs;   approximate, 

over-all  dimensions,  3  by  3|  by^3J  inches, 

mounted  incase  of  Set,  induction  field  tele 

graph,  type  EE-21,  upon  a  ^inch  thickness'of 

felt.    Drawing  192. 

uiub  oiuieasure,             . 
Weight  per  unit, . 

Packed, . 

DJiippiag  weigut. 

Specification,  370. 

Handbook, . 
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Nomeric&l 
code  or  No. 


Article. 


Useful  Information. 


800-1981 


SPARK  GAP,  type  GAl. 


800-1932 


SPARK  GAP,  type  GA-3. 


800-1933 


SPEEDOMETER^  type  M-?., 


800-1934 


SPOOL,  type  DR-4. 


Consists  of  2  Electrodes,  type  CN-6,  one  of  which 
is  mounted  on  a  brass  screw  with  a  handle  by 
mesms  of  which  the  length  of  gap  can  be  ad- 
justed; size  of  base,  2|  by  }  inch;  used  in  Set 
box,  type  BC-16.    Drawing  RL-C-M. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Quenched;  originaUy  designed  for  1-kw.  seis;  has 
15  cooling  units;  screw  adjustment;  held  in  a 
metal  frame  adapted  for  adjustment  to  panel  or 
wall;  over-all  dimensions,  16  inches  long  by  6^ 
inches  wide  by  10  inches  high .  Drawing  1230a- 
1. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook,  — ; — . 
Obsolete.    For  mounting  on  Generator ,  type  ONS; 
colored  marking  on  drum  dial  to  indicate  when 
generator  is  driven  at  proper  speed. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

A  pressed  steel  spool,  22  inches  in  diameter  and 
7  inches  wide,  for  use  with  Reel  Carrier  type 
RL-10  in  distributing  field  wire.  Drawing 
45704  Dl. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification,  608. 
Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  infonnAtion. 


900-1935 


SPOOL,  type  RL-8..., 


800-1936 


SPOOL,  type  RL-11. 


800-1937 


SPREADER,  type  FT-60. 


800-1938 


STAKE,  type  GP-1. 


Pressed-steel;  9|  inches  long,  9  Inches  outside 
diameter,  3  inches  inside  diameter;  with  socket 
hearings  fitting  shaft  pins  of  breast  red;  for 
field  wire.    Drawing  1344. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Buzzer  wire;  comprises  a  wooden  drum  with  2 
brass  flanges;  drum,  3|  inches  long  by  1|  inches 
in  diameter;  flanges,  6  inches  in  diameter  by 
0.04  inch  thick:  for  use  in  Reels,  types  RL-1 
and  RL-13,  and  other  reels. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  323. 

Handbook, . 

Antenna;  comprises  a  galyanized-iron  pipe,  2} 
inches  in  diameter  and  33  feet  6  inches  long,  to 
which  are  attached  at  regular  interyab,  by  spe- 
cial  double-eye  collars,  12  lengths  of  |-inch  steel 
rope  which  converge  in  sets  of  3  to  form  4  steel 
cables  which  are  attached  by  means  oi  2  thim- 
bles and  a  shackle  to  a  porcelain  disk  strain 
insulator;  used  to  separate  the  antenna  wires  in 
large  T  or  inverted  L  shaped  anteuue.  Draw- 
ing 1406. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Iron,  ^vanized;  16  inches  long  by  |  inch  in  diam- 
eter; pointed;  rounded  head,  1|  inches  in  diam- 
eter for  driving;  used  in  Equipment,  types  A-1, 
A-2,  and  A-4.    Drawing  986^. 

Unit  of  measure, . 

Weight  per  unit, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1988 


800-1939 


STAKE,  type  OP-1— Continued. 


STAKE,  type  GP-2. 


Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Ground;  circular  section;  round  head;  galvanized 
angle  iron;  1  foot  4  inches  by  1|  inches. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 
Shipping  weight, 


800-1940 


STAKE,  type  GP-3. 


8O0-1941 


STAKE,  type  OP-4. 


800-1942 


STAKE,  type  GP-5. 


Specification,  3054. 

Handbook, . 

Ground;  angle  iron;  with  binding  post  and  steel 
handle;  |  inch  thick  by  1  inch  wide  by  2  feet  ft 
inches  long. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3008. 

Handbook, . 

Ground;  steel  tube,  pointed  at  one  end,  bent  to  90 
degrees  at  other  end  to  form  3]-inch  handle; 
wing-nut  binding  post  at  upper  end ;  height,  1 
foot  e|  inches;  diameter,  |  inch.  Drawing 
RI^C-219. 

Unit  of  measure,' . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Speci^cation, . 

Handbook, . 

Ground;  angle  iron;  pinched  at  one  end  and 
sharpened  at  the  other;  equipped  near  top  end 
with  a  If-inch  steel  ring;  length,  1  foot  3J 
inches.    Drawing  RL-C-232. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


800-1943 


800-1944 


800-1945 


800-194H 


Article. 


STAKE,  type  GP-6. 


STAKE,  type  GP-7. 


STAKE,  type  GP-8. 


STAKK,ty|)C(JI'-l3. 


Useful  InfonnaUan. 


Ground;  straigbt  metalrod  with  bead  on  oneend 
and  point  on  the  other;  a  binding  post  is  at- 
tached about  3  inches  from  head;  length,  I  foot 
6  inches;  average  diameter,  H  inch. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2066. 

Handbook, . 

Ground;  f-inch  iron  pipe  with  tip  at  one  end  and 
a  5-inch  transverse  handle  at  the  other  end; 
a  binding  post  is  attached  near  the  top;  length, 
13H  inches. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2008. 

Handbook, . 

Ground;  18  inches  long;  |-inch  steel  gas  pipe 
with  rivet  on  upper  end;  lower  end  is 
jointed  and  tipped;  a  binding  post  is  attached 
on  one  side,  2|  inches  below  head.  Drawing 
RI/-C-1874. 

Unit  of  measure, 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Comprises  a  pointed  oak  stake  13}  inches  long  by 
1  inch  in  diameter,  an  oak  rod  11  inches  long  and 
1  inch  in  diameter,  and  a  6-inch  length  of  seam- 
less brass  tubing  1-inch  inside  diameter,  which 
connects  the  stake  and  rod  to  make  a  composite 
stake  24|  inches  long  and  pointed  at  one  end. 
Upper  end  has  a  {-inch  saw  cut  extending 
2H  inches.  A  16-Unk  chain,  9^  hiches  long, 
is  attached  to  the  stake  with  2  screw  eyes,  one 
attached  9f  inches  from  the  pointed  end,  the 
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Nmnerical 
code  or  No. 

Article. 

Useful  information. 

80O-1946 

STAKE,  type  GP-lS-Continued. 

other  9  Inches  hrom  the  slotted  end.   Used  in 
Set,  signal-lamp,  type  EE-10.   Drawing  1471. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  610. 

Handbook, . 

8(KK-1947 

STAKE.  tvDe  GP-14 

Ground;  a  solid  galvanised-iron  rod  with  a  point 

••"^  ^  "  *  *■    ■  •  f    •'^  X^^'     x-w^         »«•••>•••••■•••••• 

approximately  3  feet  long  by  i  inch  in  diameter; 

used  in  Set,  type  SCR-71.    (Description  from 

sample.) 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation, . 

Handbook, . 

800-1948 

STAKE,  type  GP-19 

..  Comprises  a  ground  stake  made  of  a  36-inch 

length  of  Iron  pipe  pointed  at  one  end  and 

with  or  without  pipe  cap  at  the  upper  end, 

not  equipped   with  binding  posts.    Used 

with  Equipment,  type  GD-2,  only. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1949 

STAND,  tvoe  DT-1 

Closed  crjrstal  detector;  arranged  for  mounting  on 

k^  jk  A»A^  ^'^  f   "^  r^   ^'^           *••••••••••••••••• 

top  of  set  box  panel;  crystal  is  protected  by  a  1- 

inch  glass  tube;  terminal;  connections  under- 

neath panel;  comprises  also  Contact  spring, 

typeM-14.    Drawing  RL-D-145. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1950 


STAND,  type  DT't. 


800-1951 


STAND,  type  t>T-4. 


800-1952 


STAND,  type  GS-1., 


800-1953     STAND,  type  GS-2.. 


ObtoUU.  Open  detector;  eomprUes  a  brat  adpul- 
able  clamp  for  holding  eryttalf  a  "cat  wkisJur' 
wire  contact  with  haU  joint  connection  and  hard' 
rubber  knob  handle:  hard  rubber  bate;  li  ineiet 
bp  t  inches  bp  ^  inch;  capped  with  terminal  /tifi. 

Unit  of  measure, . 

Weight  per  unit, 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Crystal  detector;  comprises  a  hard-rubber  base 
on  which  is  mounted  at  one  end  a  suitably  oon- 
nected  receptacle  for  holding  a  rectifying  crystal 
and  at  the  other  end  a  post  supporting  a  ball-and 
socket  joint  from  which  projects  a  3-incfa  lever 
arm;  a  cat-whisker  contact  is  attached  to  this 
arm  and  may  be  brought  into  electrical  contact 
with  the  surface  of  the  crystal  at  will.  Drawing 
96fr-2. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement. . 

Shipping  weight, . 

Specification, . 

Handbook, . 

A  metal-pipe  frame  with  4  legs  and  a  mounting 
platform;  26^  by  30|  by  36  inches;  its  feet  fit 
into  ball  sockets  screwed  to  boards;  used  for 
Generator,  type  GN-8.    Drawixig  970-b. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Ship>ping  weight, . 

Spwification, . 

Handbook, . 

Motor;  consists  of  a  piece  of  standard  If-inch  ps 
pipe;  top  covered  by  standard  pipe  cap;  bot* 
tom  screwing  into  aniron  casting,  base  of  which 
is  12  inches  in  diameter  and  in  which  4  holes  on 
a  radius  of  5^  inchessothat  base  may  be  bolted 
to  a  larger  wooden  base;  height,  over  all,  4  fet^t 
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Ntiinerical 
code  or  No. 

Article. 

Useful  information. 

800-1953 

STAND,  type  GS-2— Continued. 

Unit  of  measure, 

W^fiiirlit  nrr  unit 

Packed, . 

Shipping  weight, . 

Specification, . 

80O-1954 

STAND,  type  GS-3 

Sub-base  for  use  on  beniich;  used  with  Motor 

type  Mt)-2. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

^eciflcation, . 

Handbook, . 

800-1956 

STAND,  type  M-81 

A  small  table  used  in  connection  with  ieWito- 

graph  equipment;  dimensions,  2  feet,  10  inches 

high  by  20  inches  wide  by  37  inches  long,  on  to 

of  which  are  to  be  mounted,  in  service  but  not 

in  shipment,  a  telautograph  transmitter,  a 

Socket,  type  SO-11,  a  signal  bell,  various  line 

resistances,  a  flash  switch,  a  fuze  panel,  and 

suitable  connecting  wires;  formeily  designated 

"Telautograph  transmitter  mounting,  artil- 

lery type."    Drawing  34-M. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

oiiippiug  weigiit,             ■. 

Sr\Art1  A /to  ftrvn    ^^_^_^ 

specmcaiioii,  — — — , 

Handbook, . 

800-1956 

STAND,  type  MC-4 

Storage-battery;  a  wooden  bench,  15  feet  long  by 
Hi  inches  wide  by  18  inches  high,  supported 

at  both  ends  and  at  3  intermediate  points 

thoroughly  braced  and  painted  with  acid-proof 

paint.    Drawing  1031. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

opodiicai/lou,             . 

Handbook, . 
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Noinerical 
code  or  No. 

Article. 

Useful  information. 

800-1957 

STAND,  type  MI^42 

Instrament  shelter;  made  of  dear  Inmlier;  com- 

prises 4  legs,  4  upper  girts,  4  lower  girts,  and  4 

cross  braces;  dimensions,  48  inches  high  by  31 

inches  long  by  10)  inches  wide  at  xjppBT  girts, 

manufactured  by  Thos.  J.  Kelly,  Washtngton, 

D.C. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation, . 

Handbook, . 

900-1958 

STEP,  type  PF-37 

10  inches  long;  galvanized  iron;  far  wood  pdes; 

comprises  a  length   of  galvanlsed-iron  rod 

pointed  at  one  end  and  threaded  at  the  same 

end  with  a  2|-hich  long  fetter  drive  thread,  the 

other  end  behig  bent  at  right  angles,  provldhig  a 

l^Inch  guard  to  prevent  foot  firom  slipping. 

Drawing  600-2. 

Unit  of  measure, . 

Weight  per  unit,  16  ounces. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

900-1959 

STILL,  type  M-18 

For  distilling  water;  used  with  battery-chazging 

sets;  engine^xhaust  type;  horizontal  form;  ca> 

pacity,  1  pound  per  hour. 

Unit  of  measure, . 

Weight  pfer  unit, -. 

Packed, . 

Cubic  displacement, . 

Shippfaig  weight, . 

Spedflcation, . 

Handbook, . 

800-1960 

STILL,  type  M-19 

For  distilling  water;  used  with  battery-chargisf 
sets;  engine^xhaust  type;  vertical  form;  capao> 

ity,  1  pound  per  hour. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation, . 

Handbook, . 

Digitized  by  VjOOQ IC 


SIGNAL  COBFS  STORAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


6B9 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1961 

STOP  WATCH,  type  1-33 

A  chronometer  with  nickel  movement,  7  Jewels, 
open  face,  lever  escapement,  and  Bregnet  hair 

spring;  stem  winding  and  pendent  stem  set* 

ting;  a  seconds  dial;  luminous  figures  and 

hands;  this  watch  is  so  constructed  that  a  pres- 

sure on  the  crown  starts  the  hands  rotating, 

a  second  pressure  causing  the  hands  to  stop. 

and  a  third  pressure  returning  the  hands  to 

the  normal  position. 

Unit  of  measure, . 

WHrht  rtnr  unit 

Packed . 

niiV*l/»  fllenlik/vkTnAnf'   __^^ 

v'UUlv  CUS^llftCVUtOUV,                  • 

Shipping  weight, . 

Specification,  308. 

Handbook, . 

80O-1962 

STRAP,  type  ST-2 

Brown  webbing;  neck  strap ;[with  brass  buckle 
and  hooks;  25}  inches  long  by  |  inch  wide. 

Drawings  RLr-B-1114  and  RL-A-1115. 

Unit  of  measure, . 

"Wflicrht  nflr  unit  — — — 

woigxiii  per  uiiifc,              * 

Packed, . 

Ciihlfi  (11''n1n.mni(Mit 

Shipping  weight, . 

Specification, . 

Handbook, . 

80O-1963 

STRAP,  type  ST-3 

Brown  webbing;  waist  strap;  with  brass  buckle 
and  hooks;  44}  inches  long  by  }  inch  wide. 

^^^^VF       Ji*  «^^^%^ 

Drawings  RI^B-1118  and|RL-A-1119. 

Weight  per  unit, . 

Packed, . 

flhliynlTii"  Trnlchf 

Specification, . 

Handbook, . 

80O-1964 

STRAP,  type  ST-4 

Carrying;  olive-drab  webbing;  with  set  of  adjust* 
ing  buckles;  5  feet  by  |  by  |  inch. 

Wftiffht  nftr  nnlt   ^—— 

VY  cigiiii  ptjr  uuit,               . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3006. 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1965 

STRAP,  type  ST-5 

Carrying;  webbing;  with  brass  buckle  and  tip; 
7  feet  4  inches  by  IJ  inches  by  ,vlnch. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification,  3003. 

Handbook, :. 

800-1966 

STRAP,  type  ST-6 

Carrying;  webbing;  with  brass  buckle  and  tip; 
2  feet  8  inches  by  1  by  J  inch.    Drawing  RL- 

B-202. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight,       ■    . 

Specification, . 

Handbook, . 

800-1967 

STRAP,  type  8T-8 

Cincha;  comprises  3  straps,  4  feet  2}  inches  by  H 
inches,  connected  together  by  a  metal  ring  and 

equipped  with  snap  hooks  at  free  end.   Dnw- 

ing  1034. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, '-. 

Shipping  weight, . 

Specification, . 

Handbook, . 

«00-1968 

STRAP,  type  SI -9.... 

Luggage;  with  two  1-inch  iron  snap  hooks  and  one 
1-inch  iron  buckle;  4  feet  4)  inches  long  by  1 
inch  wide;  strap  has  16  holes  spaced  at  iv^inch; 
used  with  Set,  type  SCR-49.    Drawing  lOM. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

8(M)-1969 

STRAP,  type  8T-10 

Carrying;  used  on  Basket,  type  PG-5;  comprises 
3  pieces  of  leather  attached  to  an  enameled 

metal  ring,  2  pieces  33  inches  long,  1  piece  15 

inches  long;  weight,  i  pound. 

Unit  of  measure,  each. 

Tf^Tcifrlit  TiCsr  unit 

Packed, . 

Rhlnninir  Timlirlit   .    _   .  .. 

ouxypiuf^  wei)$iit,              , 

Specification, . 

Handbook, . 

800-1970 

STRAP,  type  ST-11 

7-Inch  strap  with  buckle,  for  fastening  Bu«zer, 
type  BZ-2,  in  Set  box,  type  BC-24.    (Descrip- 

tion from  sample.) 

Unit  of  measure,  each. 

^ffTcifht  nnr  unit 

Packed, . 

Cubic  displacement, . 

Handbook, . 

800-1971 

STRAP,  type  ST-12 

12-inch  strap  with  buckle;  for  fastening  Speed- 

ometer, type  M-7,  in  Set  box,  type  BC-24. 

(Description  from  sample.) 

Unit  of  measure,  each. 

WHrht  nrr  unit 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-1973 

STRAP,  type  ST- 13 

Shoulder;  made  of  webbing,  IJ  by  J  by  60  inches, 
with  one  end  doubled  and  riveted  and  a  2  by 

liinch  buckle  attached  to  the  loop  at  the 

other  end;  used  in  Set,  signal-lamp,   type 

EE-10.    Drawing  1473. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shlnninp  wnirht 

SpecIflcaUon,  610. 

Handbook, . 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT-Continued. 


Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1973 


STRAP,  type  8T-15. 


800-1974 


STUD,  type  FT-49. 


800-1976 


SUPPORT,  typ6M-75. 


800-1977 


SUPPORT,  type  MI/-29. . 


Olive-drab  nonelastic  webbing;  doable  strap  for 
storage  battery;  each  strap  in  2  pieces;  total 
length  3  feet  2^  inches;  metal  tip  and  bockles. 

Unit  of  measure,  each. 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Speciflcation^3082. 

Handbook, . 

A  f  by  i  inch  brass  knob  with  threaded  base 
fitted  to  screw  into  a  i-inch  hole  at  one  end  of 
Connector,  type  TM-32;  has  10  steel  needle 
points  projecting  ^  inch  on  the  other  side. 
Drawing  838-g-4. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, » 

Shipping  weight, . 

Specification, . 

Handbook, . 

U-shaped;  a  wrought-iron  strap,  6}  inches  long 
by  2  inches  wide  by  }  inch  thick,  with  a  hole  in 
the  center  to  receive  a  standard  f4nch  i^>e; 
the  sides  of  the  U  are  1  inch  hi^;  bottom  of  u 
is  2}  inches  wide;  the  support  is  notched  at  eadi 
end  for  No.  16  fastening  screws;  used  to  sup- 
port Outlet  box,  type  BE-12,  when  motmted  in 
the  bell  of  a  commercial  4-inch  iron  flush  pipe. 
Drawing  789h-l. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Anemometer  and  wind  vane;  comprises  an  iron 
pipe,  7  feet  high,  with  an  iron  step,  adjustable 
guy  rods,  a  cross-arm  for  the  anemometer 
(which  is  not  included  with  the  support),  wind 
direction  arms  with  indicating  letters,  and  t 
wind  vane  at  the  top.  Julian  P.  Fries  A  Sooa* 
catalogue  B,  page  14. 


Digitized  by  LjOOQ IC 


SIGNAL  COBPS  STORAGE  CATALOGUE.  69S 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Nomencal 
code  or  No. 


Article. 


Useful  information. 


800-1977 


SUPPORT,  type  ML-29— Contd. 


800-1978 


SUPPORT,  type  ML-31. 


800-1979 


SUPPORT,  type  MS-4. 


800-1980     SUPPORT,  type  M8-4-A. 


Unit  of  measure,  each. 

Weight  per  unit, . 

Paclced, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Wind  vane  and  anemometer;  an  iron  support,  20 
feet  high,  equipped  at  the  top  with  a  6-foot 
wind  vane  on  roller  bearings  and  fitted  with 
I  guy  rods,  a  horizontal  arm  for  an  anemometer, 
and  an  iron  contact  box  near  the  base;  the 
anemometer  is  not  included  in  this  support; 
used  only  with  R  egister,  type  M  L-27;  Julian  P. 
Friez  &  Sons'  catalogue  B,  pages  21  and  22. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Antenna;  consisting  of  2  arms  of  angle  iroD,  3  feet 
6  inches  long,  hinged  at  one  end;  equipped  with 
a  stay  cord  and  hooks  for  fastening  the  antenna . 
and  guy  rope;  used  in  Equipment,  type  A-3. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 

Specification, ■ — . 

Han  dbook ,  — . 
Antenna;  consisting  of  2  wooden  arms,  3  feet  8^ 
inches  long,  hinged  at  the  top;  iron  tipped  at 
both  ends;  equipped  with  a  stay  cord,  guy 
rope,  guy  stake,  and  insulator;  used  in  Equip- 
moit,  type  A-3-A. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 

SpeciflcatioD,  3079. 

Handbook, . 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT--€o!atiiiued. 


800-1981 


80O-1982 


800-1983 


SUPPORT,  type  PF-39. 


SUPPORT,  type  PF-52. 


SUPPORT,  type  PF-55. 


Messenger;  grooved  for  f -inch  strand;,  campnaes 
one  piece  of  steel,  9|  by  2  by  ^  inches,  bent  at 
right  angles,  the  respective  legs  being  6)  inches 
and  3|  inches  long;  it  is  drilled  with  2  holes  for 
attaching  to  a  pole  and  with  2  holes  for  short 
bolts  and  back  plates  clamping  over  the  mes- 
senger wire.    Drawing  600-2. 

Umt  of  measure,  each. 

Weii^t  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation, , 

Handbook, . 

Messenger  wire;  a  device  which  clamps  aboot 
an  iron  pole  and  supports  a  cable  or  messenger 
wire;  comprises  3  pieces,  one  a  grooved  piece 
forming  ane>half  of  the  collar  gripping  the  pole, 
another  forming  the  other  half  of  the  collar  but 
containing  also  a  projection  grooved  to  support 
the  wire,*and  the  third  piece  clamping  down  oo  , 
the  projection  and  holding  the  wire  fast;  4 
bolts  are  used;  designed  for  2|-inoh  pole;  height, 
li  inches;  width,  5^  inches:  projection,  3  inches. 
Draining  40008B3. 

Unit  of  measure,  each. 

Weight  per  unit, ,  , 

Packed, . 

Cubic  displacement, ,  | 

Shipping  weight, . 

Specification,  226F. 

Handbook, . 

Messenger  wire;  for  use  with  iron  poles;  com-  , 
prises  a  right  angle  of  strap  iron,  li  inches  wide 
by  i  inch  thick,  one  leg,  6i  inches  long,  beis;  | 
bolted  to  the  pole,  the  other,  3f  inches  kng. 
supporting  the  messenger  wire  in  a  groove;  i  I 
second  piece  of  strap  iron  fits  over  the  messn-  ^ 
ger  wire  and  the  short  leg,  and  is  bolted  to  t^  I 
latter.    Drawing  74b-l. 

Unit  of  measure,  each. 

Weight  per  unit, , 

Packed, . 


Cubic  displacement, - 

Shipping  weight, 

Spedflcation, , 

Handbook, , 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1984 

SWITCH,  type  SW-1 

Knife:  4-cole  throw:  Western  Electric  Co    No 

SWITCH,  type  SW-2 

154-B.    Drawing  RLr-C-U70. 
Unit  of  measure,  each. 

WnifPht  TMr  unit    -.■     

Packed, . 

800-1985 

Shipping  weight, . 

Specification, . 

Handbook, . 

Turnkey  type  for  making  and  breaking  circuit; 
Western  Electric  Co.,  No.  406-C. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

SWITCH,  type  SW-3 

Rhinninp  'nr<»ivht    . 

80O-1986 

Specification, . 

Handbook, . 

3-po6ition  toggle  fiwitch,  middle  position  open. 
Drawing  RD-B-1155. 
Unit  of  measure,  each. 
WAiffht  nnr  unit   - 

SWITCH,  tvpe  SW-4 

PnolrArf  .■ 

Piihir  diRnlnmrnATif' 

Shinninff  wniirht 

RnrvifirAtirm    -      — 

80O-1987 

Handbook, . 

Push-button,  with  airplane  control  wheel  or 
stick  mounting;  used  as  pilot's  cut-in  switch  on 
airplane  interphone. 

Unit  of  measure,  each. 

Wniirht  nnr  unit 

Packed, . 

Handbook, . 

8(KM988     SWITCH,  type  SW-5.. 


Dial;  hard-rubber  handle,  1  inch  diameter,  with 
contact  arm  and  contact  studs  as  required. 
Drawing  RL-D-147. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-1989 

SWITCH,  type  8 W-6 

Pull-type;  Cutler-Hammer  special  No.  1160;  has 
round  mounting  base;  used  in  Set  boxes,  type 

BC-11,  PC-12,  BC-20,  and  Bo-14-A. 

Unit  of  measure,  each. 

Wnicht  nnr  unit 

»»  ClJjUl*  |l(3r  lUllL,                     . 

Packed, . 

Cubic  displacement, . 

RhinninfT  virnitrht 

SnAPif^ftfttion    

OpOl^lwUctlltlll,                      . 

Handbook, . 

800-1990 

S  W  ITCH,  type  SW-7 

Dial;  4-point;  Western  Electric  Co.,  No.  146-A: 

%^\y\^      JL*r*^^^ 

has    insulating    knob     handle;  switchboard 

mounting;  mean  radius,!  inch:  stud  diamcft«f , 

J  inch;  used  in  Set  boxes,  types  BC-11,  BC-12, 

BC-13,  and  BC-20.    Drawing  RL-D-4«. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

oiuppiii);  wngui,              . 

Speciflcation, . 

Handbook , . 

AOO-IOOI 

S W  ITCH ,  type  SVV-8 

Knife;    single-pole,  single-throw;    switchboard 

oW    XIFJFX 

mounting;  equipped  \i1th  2  soldering  washers 

in  the  penthouses  of  Set  boxes,  tjrpes  BC-U 

and  BC-ll-A;  Western  Electric  Co.,  No.  150-B. 

Drawmg  RTr-B-2775. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Speciflcation, . 

Handbook, . 

800-1092 

SWITCH,  types  W-9 

Single  push-button  type;    switchboard  momi^ 

%^\y\^      ^%^%Mf^ 

ing;     practically  the  same  as  Switch,  typ« 
SW-U. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

^hinninc  TrriicTit 

oiuppiii|{  i^eigub,              . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-1993 


SWITCH,  type  SW-10.. 


800-1994 


SWITC^H,  types W -II. 


800-1995 


SWITCH,  type  SW-12. 


800-1997 


SWITCH,  typeSW  14. 


Knife;  rocVing;  6-pole,  double-throw;  Western 
Electric  Co.,  No.  156-B.    Drawing  RL-C-2000. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight , . 

Specification, . 

Handbook, . 

Dial;  7-directian;  for  connecting  diametrically 
opposed  studs;  \iith  insulating  handle;  West 
em  Electric  Co.,  No.  147-A,  and  drawing 
A-1 17208;  used  in  Set  boxes,  typee  BC-13  and 
BC-20. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Toggle;  3-position;  Hubbell,  No.  8017;  moimted 
on  base  block  3f  inches  long  by  l{  inches  wide 
by  1{  inches  high;  button  and  mounting  plate 
extend  f  inch  above  block,  making  the  over-all 
height  2i  inches.    Drawing  RL-SK-1019. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Push-button;  mounted  on  a  brass  panel;  switch- 
board type;  with  terminal  posts  underneath 
for  soldered  connection.    Drawing  RL-A-1 5#. 

Unit  of  measure,  each. 

Weight  per  unit,  - — — . 

Packed, . 

Cubic  displacement,  — . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useftil  information. 

800-1998 

SWITCH,  type  SW-16 

Double-pole,  double-throw,  knife  switch,  used  in 

Box,t3rpe  BC-26. 

Unit  of  measure,  eacn. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

. 

Handbook, . 

800-1999 

SWITCH,  type  SW-16 

Selector;  consisting  of  two  4-point  dial  switdMS, 

mounted  on  an  insulating  panel,  7i  by  4| 

inches;  with  binding  posts.    Drawing  RL-^ 

373. 

Unit  of  measure,  each. 

Weight  per  unit, , 

Packed, 

Cubic  displacement, . 

Shipping  weight, . 

Specification, , 

Handbook, , 

800-2000 

SWITCH,  type  SW-17 

Twist  key;  Western  Electric  Co.,  No.  40t-A. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, 

Handbook, . 

800-2001 

SWITCH,  type  SW-18 

mounting;  Western  Elbctric  Co.,  No.  lao-C. 

Unit  of  measure,  each . 

Weightier  unit, . 

Packed, . 

Shipping  weight, . 

Handbook, . 

800-2002 

SWITCH,  type  8W-M. 

mounting;  Western  ElectrleCc,  Ko.  W-P. 

Unit  of  measure,  eaoh. 

Weight  per  unit, . 

Shipping  weight, . 

Spedfloatkn, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2003 

SWITCH,  type  SW-ao 

Kniie;  rocking;  2-pole;  3-po6ltion;  Western  £leo> 

tricCo.,No.l52-B. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed,——. 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

80O-9004 

SWITCH,  type  SW-21 

Knife;  rofeking;  2-pole;  3-position;  Western  Elec- 

tric Co.,  No.  152-A;  used  on  Powerboard,  type 

BD-1.                                              ^ 
Unit  ol  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

• 

Specification,  — — , 

Handbook, . 

8O0-!e005 

SWITCH,  type  SW-28 

Push-button;  Western  Klectric  Co.,  No.  92-K. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Handbook, . 

800-9006 

SWITCH,  type  SW-94 

Control  push-button;  Western  Electric  Co.,  No. 

1-A. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, * 

Cubic  displaoement, . 

Shipping  weight, . 

Spedftcatlon, . 

8oa-aoo7 

SWITCH,  type  8W-» 

handle;  dimensions,!  witbont  handle,  S  by 

. 

inches.    Drawing  RL-D-Mi. 

Weight  per  unit, ^. 

Packed, . 

Shipping  weight, . 

Speciaeatioii, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-3008 

SWITCH,  type  SW-26 

Transfer;  consists  of  2  switch  units  moonted  on  s 
common  bakeUte  base,  5  by  4  by  A  i^ch .  One 
switch  is  a  4-i)ole  double-throw  switch  of  dial, 
type  and  the  other  is  a  4-pole,  4-position  switch 
0 f  a  similar  type.    The  4-pole,  4-position  switch 

• 

is  used  to  throw  the  receiving  set  from  the  wing 
loop  of  Set,  type  8CR-84,  to  the  fuselage  loop. 
The  4-pole,  4-position  switch  is  used  to  connect 
in  various  combinations  the  capacitances  and 
inductances  of  both  loops.  Drawing  AL-SK- 
2139. 

f. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

QViirk'ni'nor  frrtxitwht    

ouippiiig  weiguL, . 

Specification, . 

Handbook, . 

800-2009 

SWITCH,  type  SW-27 

Dial,  2i  inches  diameter;  consists  of  a  6-poiDt 
solid-brass  contact  arm  moved  by  an  insulating 

knob,  li  inches  diameter,  so  that  it  jnakes  elec- 

trical connection  with  1  or  more  of  6  brass  con- 

tact buttons,  each  \  inch  diameter;  designed  to 

be  mounted  on  front  of  panel,  a  common  brass 

sector  being  furnished  to  keep  contact  points 

from  rubbing  against  panel  when  not  engaging 

the  contact  buttons;  used  to  make  connection 

with  1  fixed  condenser  or  to  connect  in  parallel 

with  it  2, 3,  4,  or  5  other  fixed  condensers;  used 

on  Switch  box,  type  BC-60.    Drawing  RL- 

SK-2283. 

. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Specification, . 

Handbook, . 

SOO^'iOlO 

SWITCH,  type  SW-28 

Knife,    single-pole,    sin^e-throw;  switchboard 

mounting,  blade  is  bent  at  free  end  to  form  a 

handle.    Drawing  RL-SK-23fl3. 

Unit  of  measure,  each. 

Wriirhf  rtnr  unit 

Packed, . 

Cubic  displacement, . 

Digitized  by  LjOOQ IC 


SIGNAL  COUPS  STORAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


601 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2010 

SWITCH,  type  S  W-28-Continued. 

^Tiinntnir  TrrticTit 

<y^9\W^^VA,V 

ouippui^  weiguL,     -         . 

Handbook, . 

8OO-2011 

SWITCH,  type  8  W-29 

Dial;  9  point;  with  Insulating  handle;  studs 

mounted  in  back  of  switchboard  panel;  used  in 

Set  box,  type  BC-59.    Drawing  RL-SK-2291. 

Unit  of  measure,  each. 
Wnitfht  nnr  unit 

Packed, . 

CllViir  rli'^rtln/Timrnf 

flhiTminiF  nrriirht 

AnA/>ifi/>of inn    __^..^_ 

Oj/tXlllCUllUU,                 • 

Handbook, . 

dOO-2012 

SWITCH,  type  8W-30 

Dial;  consists  of  a  single-point  brass  contact  arm 
making  electrical  connection  with  any  one  of 

17  brass  contact  buttons;  provided  with  an 

insulating  knob;  switchboard  mounting;  West 

em  Electric  Co.,  No.  146-C;  used  in  Set  box, 

typeBC-44.    Drawing  RL-C-1865. 

Unit  of  measure,  each. 

'Wnifht  nnr  imlf 

Packed, . 

Cubic  displacement, . 

oiuppiug  wcij^ut,             -. 

Specification, . 

Handbook, . 

800-2013 

SWITCH,  type  SW-81 

Dial;  2}  inches  in  diameter;  consists  of  a  single 
point  brass  contact  arm  making  electrical  con- 

nection with  any  one  of  5  brasscontact  buttons, 

each  i  Inch  diameter;  insulating  rubber  knob 

1^  inches  diameter;  used  in  Set  box,  types 

BC-32-A  and  BC-46.    Drawing   RL-C-2487, 

for  assembly  and  RL-D-4C6,  for  details. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification, . 

Handbook, . 

800-2014 

SWITCH,  type  8W-32 

Dial;  2i  inches  diameter;  consists  of  a  single- 
point  brass  contact  arm  making  electrical  con- 

nection with  any  one  of  6  brasscontact  buttons 

each  J  inch  diameter;  insulating  rubber  knob 

1  inch  diameter;  used  in  Sot  box,  type  BC-45. 

Drawing  RL-C-2480. 
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code  or  No. 

Article. 

Useful  information. 

800-S014 

SWITCH,  type  8  W-32— Continued. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation, . 

Handbook, . 

800-201A 

SWITCH,  type  SW-38 

Dial;  1}  Inches  diameter;  consists  of  a  single- 
point  brass  contact  arm. making  electrical  con- 

V^^^*^      IW^M  A%^ 

nection  with  either  of  2  brass  contact  battens. 

each  \  inch  diameter;  insulating  rubber  knob  i 

inch  diameter;  used  in  Set  box,  type  BC-tt. 

Drawing  RL-C-2490. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation, 

Handbook, . 

800-2016 

SWITCH,  type  SW-34 

Knife;  rocking;  2-pole,  double-throw;  operated 

by  an  insulating  knob  on  front  of  a  panel,  the 

twitch  being  designed  to  be  attached  to  bad: 

of  panel;  used  in  Set  box,  type  BC-45.    Drair- 

Jng  RL>0-2493. 

Unit  of  measure,  each. 

Weight  per  uiiit, 

Packed, 

Cubic  displacement, . 

Shipphig  weight, 

Specification, 

Handbook  No, . 

800-9017 

SWITCH,  type  8W-35 

Dial;  bh  inches  diameter;  consists  of  a  smgi«- 
point  brass  contact  arm  making  electrical  con- 

nection with  any  ome  of  23  brass  contact  boi- 

knob  \\  faiches  diameter;   known  as  "wave- 

length switch;"  used  to  vary  mutual  ^indu^ 

tance  of  2  telescoped  coils  mounted  on  back  of 

panel,  the  switch  being  designed  for  moimtii« 

.  oa.the,front«af  w^i-UMd  in.8H.bai,  |yp» 

BC.32-A.    Drawing  RL-D-2556. 

Unit  of  meaiure,  each. 

Weight  per  unit, b 

Packed,-. w 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

8OO-2017 

SWITCH,  type  SW-35-Coiitinued. 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-2018 

SWITCH,  type  SW-36 

Dial;  61^  inches  diameter;  consists  of  a  single- 
point  brass  contact  arm  making  electrical  con- 

nection with  any  one  of  23  brass  contact  but- 

tons, i  inch  diameter;   an  fasiiiRtfag  rubber 

knob,  If  inches  diameter,  known  as  "wave- 

.  length  switch;"  used  to  vary  the  mutual  in- 

of  panel,  the  switch  being  designed  for  mounting 

on  the  front  of  panel;  used  in  Set  box,  type 

BC-45.    Drawing  RL-D-2700. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weigjit, . 

Specification, . 

Handbook, . 

8OO-2010 

SWITCH,  type  SW-30 

An  8-pole,  double-throw  knife  switch,  contained 
in  a  dust-proof  case,  4}  by  a|  b^  If  inehes;  used 

as  the  "transmi^reoeive"  switch  on  Set  box. 

typeBC-47.    Drawings  R-2039  to  R-2951. 

Unit  of  measure,  each. 

Wnfffht  TMr  unit 

Packed, . 

Cubic  displacement, , 

Rhinninir  nrnlfrht 

OUippiUg  Wf)JgIll«,                   • 

Specification,  2117. 

Handbook, 

B0O~9090 

SWITCH,  type  SW-40 

Used  on  Set  box,  type  BC-47,  to  regulate  the 
filament    current;   ocnsists  of    a    3-po6itian 

m^  T  V  *  d»  ■^^mi^f    W^  gf^^   **  •  •        MS**  •••••••••••••• 

rheostat,  which  inserts  a  Ward-Leooard  1.16- 

ohm  or  6.2-ohm  resistance  in  the  oirciiit  80  that 

the  filament  may  be  heated  from  a  4-TOit  or  a 

10-vQlt  battery;  outside  diameter,  H  inches. 

• 

Drawings  R-1758  to  R-1771. 
Unit  of  measure,  eadi. 
Weight  per  unit, . 

CaUe  displacement, . 

SpedflfiaUon,  3117. 
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Numerical 
code  or  No. 

Article. 

Useful  infonnatlon. 

800-S021 

SWITCH,  type  SW-41 

Dial:  2-point;  comprises  a  2-incfa  contact  arm  of 
brass,  0.037  inch  thick,  tapered  in  width  from 

^  inch  to  J  inch,  equipped  with  a  black  fiber 
knob  iinch  diameter,  and  making  contact 
with  2  brass  contact  buttons  ^  inch  diameter, 
used  in  Set,  buzzer  sending,  type  EE-15. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

flfifnninff  nrHfhf 

Specification, . 

Handbook, . 

80O-S022 

SWITCH,  type  8 W-42 , . . . . 

Knife;   double-pole,    double-throw;  ,Trumbuli. 
type   A;  125>volt,  15-amp.,  no   ftize;   square 

post;  minus  the  handle;  used  in  Switchboi, 

type  BC-73,  and  Switchbox,  type  BC-74. 

Unit  of  measure,  each. 

Packed, . 

Cubic  displacement, . 

oiiippuxg  weigiii/. 

Handbook, . 

80O-2093 

SWITCH,  type  SW-43 

Dial;  14.poiot;  Western  Electric  Co.,  No.  146-A; 
has  an  insulating  knob  handle;  switchboard 

mounting;  mean  radius,  1  inch;  stud  diameter. 

i  inch;  exactly  similar  to  Switch,  type  SW-7. 

except  for  the  number  of  points;  used  on  Set 

box,  type  BC-ll-A.    Drawing  RL-D-465. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

oiuppmg  weigiii,        ■     . 

SnM*iflrHitinn   ^— ^— 

opemuuiiiuii,             . 

Handbook, . 

800-2024 

SWITCH,  type  S W-44 

Dial;  10-pont;  Western  Electric  Co.,  No.  146-A: 
has  an  insulating  knob  handle;  switchboard 
mounting;  mean  radius,  1  inch;  stud  diameter. 
i  inch;  exactly  similar  to  Switch,  tjrpe  SW-T. 
except  for  the  number  of  points:  used  oo  Set 
box,  type  BC-ll-A.    Drawing  RLr-D-l«5. 
Unit  of  measure,  each. 

Wrirhf  nrtr  unit 

Packed, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-3024 


800-2025 


SWITCH,  type  SW-44— Continued. 


SWITCH,  type  SW-18.. 


800-2026 


800-2027 


SWITCH,  type  8W-47. 


S  W  ITCH,  type  8  W-47-A . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Dial;  single-point;  comprises  a  brass  or  German- 
silver  contact  arm  making  electrical  connection 
with  a  smgle  contact  button;  a  hard-rubber 
knob  is  attached  to  the  contact  arm;  over-all 
dimensions  of  switch,  as  mounted  on  a  hard- 
rubber  base,  1  by  l^  by  1  inch;  used  in  Set, 
induction  field  telegraph,  type  EE-21. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  370. 

Handbook, . 

Hook;  telephone;  comprises  a  metal  receiver 
hook  and  mechanism;  makes  2  contacts  and 
breaks  1  when  a  receiver  hand  set  for  head  set 
is  lifted  from  hook:  the  hook  lever  is  6}  inches 
long:  the  mechanism  includes  a  lever  which 
forces  together  several  German-sUver  contact 
springs,  appropriate  insulating  separators  for 
these  springs,  a  spiral  spring  for  lifting  the 
hook  when  the  weight  is  removed,  and  means 
for  mountmg  the  whole  device  in  a  switch  box 
or  telephone  apparatus  box .    Drawing  374>G . 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  401. 

Handbook, . 

Hook;  telephone;  comprises  a  metal  receiver 
hook  and  mechanism;  makes  2  contacts  and 
breaks  1  when  a  receiver  hand  set  or  head  set 
is  lifted  from  the  hook;  the  hook  lever  is  6} 
inches  long;  the  mechanism  includes  several 
German-silver  contact  springs,  appropriate 
insulating  separators  for  these  springs,  a  spiral 
spring  for  holding  the  hook  up  when  the  weight 
is  removed,  and  means  for  mounting  the  whole 
device  in  a  switch  box  or  telephone  apparatus 
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Numerical 
code  or  No. 


Article. 


Useful  informatloin. 


800-S027 


SWITCH,  type  8W-47-A-Coiitd. 


800-2028 


SWITCH,  type  8W-48.. 


800-202U     SWITCH,  type  SW-49.. 


box;  supersedes  Switch,  type  BW-47,  from 
which  it  differs  in  minor  details  of  manufar- 
ture.    Drawing  1026. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  575. 

Handbook, :. 

Dial;  comprises  a  brass  arm  which  serves  as  a 
crank  to  turn  a  brass  shaft,  the  free  end  of  which 
bears  a  rectangular  hard-rubber  block  which, 
turned  one  way,  presses  apart  2  German-silver 
strip  springs,  but,  turned  the  other  way,  per- 
mits them  to  meet  and  make  contact;  com- 
prises also  means  for  mounting  the  springs  and 
the  shaft,  a  hard-rubber  knob  for  moving 
the  crank  arm,  marking  buttons,  and  stoppiiig 
pins.    Drawing  374g. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  Weight, . 

SpecificaUon,  401. 

Handbook, . 

Buzser  master  switch;  16  buzzers;  comprises  a 
case  of  hard  maple  or  ash,  12  inches  long  by  3} 
by  5  inches,  from  an  end  of  which  projects  a 
brass  crank  with  an  insulating  handle;  by 
means  of  this  crank  a  long  contact  arm  is 
caused  to  meet  all  of  16  phosphor-bronze  ccd- 
tact  springs  suitably  connected  and  mounted 
within  the  box.    Drawing  887-D. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight,  — — . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  infonnation. 


800-2030 


SWITCH,  type  8W-n50., 


80O-2O81 


SWITCH,  type  SW-61.. 


800>»032 


SWITCH,  type  SW-68.. 


Push-button;  designed  for  target-range  buezer 
system;  comprises  a  fiber  rod-shaped  base,  2H 
inches  long  by  |  inch  diameter,  on  which  are 
mounted  in  grooves  2  contact  springs  so  shaped 
that  when  the  device  is  squeezed  between 
the  fingers  they  make  contact;  and  insulated 
brass  thimble  protects  the  connections,  and 
the  whole  device  is  covered  with  dark  maroon 
leather.    Drai^ving  625-D-2. 

XTnit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  .    . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Antenna;  used  in  station  ^[ireless  sets;  comprises 
a  poUshed  hard-rubber  base,  14)  inches  long  by 
8  inches  wide  by.|  inch  thick,  on  wbidi  is 
mounted  a  special  double-pole,  double-throw 
knife  switch  of  rocking  type,  with  blades  so 
curved  that  breaking  contact  at  one  pair  of 
terminals  automatically  makes  contact  at  the 
other  pair;  designed  to  be  attadied  to  ceiling  or 
underneath  table  so  that  switch  may  be  shifted 
from  sending  to  receiving  by  a  single  pull  on  a 
diain  or  pressure  upon  a  pedal  to  which  the 
diain  may  be  attached.    Drawing  671. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Dial;  2\  inches  in  diameter;  consists  of  a  single* 
point  brass  contact  arm  making  electrical  con- 
nection with  any  one  of  3  brass  contact  buttons, 
each  i  inch  in  diameter;  insulating  rubberknob, 
1  inch  in  diametet;  similar  to  Switch,  type  S  W- 
32,  except  for  number  of  points.  Drawing 
RL-D-405. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 
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Numerical 
code  or  No. 


Article. 


Useful  infonnation. 


800-2032 


800-19033 


SWITCH,  type  SW -53— Continued. 


SWITCH,  type  SW-54., 


800-2034 


SWITCH,  typo  SW-56.. 


800-2036 


SWITCH,  type  SW-67.. 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

**Send-receive";  a  3-pole,  double-throw  knife 
switch  having  a  horizontal  longitudinal  mov€^ 
ment  instead  of  a  vertical  angular  movement: 
mounted  on  an  insulating  base,  3)  by  6) 
by  i  inch;  brass  blades;  hard-rubber  han- 
dle: first  used  on  an  early  model  of  Set,  type 
SCR-49.    Dra^ving996a-l. 

Unit  of  measure. . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook , . 

Knife;  5-pole,  double-throw;  unmounted;  com- 
prises a  spade  handle,  Z£^  inches  wide  by  |  iodi 
maximum  diameter,  attached  to  a  hard-rubber 
yoke  bar,  to  which  are  also  attached  the  5  blades: 
length  of  switch,  7  inches;  maximum  width,  6 
inches;  adapted  for  mounting  on  a  slat  base, 
li  inches  thick;  similar  to  Switch,  type  SW-57. 
but  a  later  design.    Drawing  381-E-l. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement , . 

Shipping  weight . 

Specification, . 

Handbook, . 

Knlfo;  6-pole,  single-throw;  designed  for  wno- 
scope  use;  unmounted;  comprises  a  e^ 
handle,  Sf^  inches  wide  by  {-inch  maximum 
diameter;  attached  to  a  hard-rubber  yoke  bir 
to  which  are  also  attached  the  6  blades;  vidtb 
of  switch,  5)  inches;  adapted  for  mountins  « 
a  slate  base,  1^  inches  thick;  similar  to  Switch 
type  SW-56  but  a  later  design.  Dnwing 
381-E-l. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 
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Numerical 
code  or  No. 


800-9036 


800-2036 


800-9037 


Article. 


SWITCH,  type  SW-67— Contd. 


SWITCH,  type  SW-58.. 


SWITCH,  type  SW-69.. 


800-9038 


SWITCH,  type  SW-60.. 


Useful  information. 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Knife;  double-throw,  double-pole;  comprisesa 
round  handle  of  hard  rubber  attached  to  a 
2}-inch  hard-rubber  yoke  bar  to  which  are  also 
attached  the  2  knife  blades;  maximum  length, 
including  handle,  5?  inches.    Drawing  381-E-l. 

Unit  of  measure, . 

Weight  per  unit,  — '■ — . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Knife;  4-pole,  double-throw;  a  special  4-pole 
switch  for  telautograph  circuits;  insulating 
base,  4|  inches  long  by  4  inches  wide  by  f  inch 
thick;  equipped  with  1  hard-rubber  round 
handle.    Drawing  80. 

Unit  of  measure, . 

Weight  i)er  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Knife;  6-pole,  single-throw;  designed  for  aero- 
scope  use;  unmounted;  comprises  a  spade 
handle,  3tV  inches  wide  by  j  inch  maximum 
diameter;  attached  to  a  hard-rubber  yoke  bar 
to  which  are  also  attached  the  6  blades;  width 
of  switch,  5i  inches;  adapted  for  mounting  on  a 
slate  base,  1^  inches  thick.    Drawing  286-G. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification, . 

Handbook, . 


141645—20 89 
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Numerical 
code  or  No. 

Article. 

Useful  informstiaa. 

800-2039 

SWITCH,  type  SW-61 

Pol&Kihanger;  oomprises  a  haid-rabber  base,  41 
inches  long  by  2}  inches  wide  by  ^  inch  thick. 

upon  which  is  mounted  a  double-pole,  double- 

throw  switch  of  theharizomtal-movement  rather 

than  the  vertical-movement  type;  2  hard-rub- 

ber knobs  are  attached  to  a  hard-rubber  yoke 

connecting  the  2blade8.    Drawing  400. 

Unit;  of  measure, . 

W^eicrht  nAr  unit  — ^^— 

tt  oij^b  por  uiU(,              . 

Packed, . 

' 

Specification, . 

Handbook, . 

:800-2040 

SWITCH,  type  SW-83 

Push-button;  formerly  designated  **  Svdtch  zone- 
signal  system,  push  (return  signal) ";    wat«r- 

tight;  oomprises  a  metal  case,  ^  inches  hitih 

by  41  inches  in  diameter  in  which  is  mounted 

the  push-button  mechanism  so   constructed 

that  pressure  of  the  button  breaks  the  circuit: 

equipped  with  a  nipple  for  entrance  of  cable. 

Unit  of  measure, . 

Weight  per  unit, . 

. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

; 

Handbook,  Signal  Corps  Manual  No.  8. 

chapter  6,  page  20  (illustration). 

800-2041 

SWITCH,  typeSW-64 

Buzzer  master  switch;  24  buzzers;  comprises  a 
case  of  hard  maple  or  ash,  16|  inches  long  by 

4  inches  high  by  5  inches  wide,  from  an  end  of 

which  projects  a  brass  crank  with  an  insulating 

handle;  by  means  of  this  crank  a  long  contact 

arm  is  caused  to  meet  all  of  24  phosphor-broczc 

within  the  box.    Drawing  787h. 

Unit  of  measure, . 

Weight  per  unit . 

Packed, . 

1 

Shipping  wei^t, . 

Spedflcation, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-2042 


SWITCH,  type  SW-66. 


800-2043 


SWITCH,  type  SW-66.. 


800-2044 


SWITCH,  type  SW-09.. 


Dial;  formerly  designated  •* voltmeter  switch"; 
designed  for  use  on  the  front  of  switchboard; 
por.celaln  sub-base;  16  copper  contact  fingers. 
Drawing  reproduced  as  figure  3-12  in  Signal 
Corps  Manual  No.  8. 

UWt  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook,  Signal  Corps  Manual  No.  8. 
Knife;  control;  used  in  Set,  1-kw.  station  radio* 
telegraph,  type  8CR-42;  essentially  a  4-poie, 
double-throw  switch  in  which  the  fourth  pole 
is  set  some  distance  from  the  other  3,  and  the 
sweep  of  the  fourth  blade  is  longer  than  the 
sweeps  of  the  other  3  blades;  the  baseisroughly 
T-shaped  and  measures,  over  all,  12  inches  long 
by  12  inches  wide  by  }  inch  thick;  the  switch 
handle  is  hard  rubber.    Drawing  505. 

Unit  of  measure, . 

Weight  per  unit, ■. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Dial;  2}  inches  in  diameter;  consists  of  a  single 
5-leaf  phosphor-bronze  contact  arm  making 
electrical  connection  with  any  one  of  14  brass 
contact  buttons,  each  i  inch  in  diameter;  de- 
signed to  be  attached  to  a  panel  or  a  base. 
Drawing  RL-D-602. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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SIGNAL  COBFS  STOBAOE  CATALOQUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT-Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2045 

SWITCH,  type  SW-70 

2.poiiit  dial  switch,  similar  to  Switch,  type  SW- 
69.    Drawing  RI^D-«02. 

SWITCH,  type  SW-71 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

800-2046 

Speciflcatian, . 

Handbook, . 

Push-button,  pendant,  maple.  Drawing  35001CL 

SWITCH,  type  SW-72 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

80O-2O47 

Handbook, . 

2-polnt  switch  for  Set  box  BC-7  of  SCR-127. 
Drawing  RL-C-465. 

Unit  of  measure, . 

SWITCH,  type  SW-73 

Packed, . 

80O-2O48 

Specification, . 

Handbook, . 

12-point  switch  for  Set  box  BC-7  of  SCR-127. 
Drawing  RL-C-466. 

Unit  of  measure, . 

Wnlirht  ncsr  nnif- 

SWITCHBOARD,  type  BD-9 

Comprises: 
Case,  type  CS-5  (1). 
Frame,  type  FM-1  (1). 
Switchboard  unit,  type  EE-2  (4). 

Packed, . 

Cubic  displacement, . 

Specification, . 

800-2049 
800-  539 

MoncoFd  telephone;  i-lJne.    Drawing  lOl-D-M. 
Unit  of  measure, . 

'WAlirht  nAr  unit 

80O-1133 
80O-2065 

Packed, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2050 

SWITCHBOARD,  type  BD-10 

Moncord  telephone;  8-line,    Drawing  lOl-D-17. 

Comprises: 

Unit  of  measure, . 

800-540 

Case,  type  CS-6  (1). 

Weight  per  unit, . 

800-1134 

Frame,  type  FM-2  (1). 

Packed, . 

800-3065 

Switchboard  unit,  type  EE-2  (8). 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-2051 

SWITCHBOARD,  type  BD-11 

Moncord  telephone;  12-line.    Drawing  lOl-D-18. 

Comprises: 

800-5410 

Case,  type  CS-7(1). 

Wnirhf  nrr  unit 

800-1135 

Frame,.typeFM-3(l). 

Packed, . 

800-2065 

Switchboard  unit,  type  EE-2  (12).  . 

C!T«{v^wx2«%tf«    vrr^ltfwTv^ 

Qrxoolfinofinn    

opcoiui/aiioix, . 

■ 

Handbook, . 

800-2052 

SWITCHBOARD,  type  BD-13 

A  standard,  lOO-line,  magneto,  floor-type,  switch- 
board cabinet  wired  for  50  or  100  lines  as  speci- 
fied; lines  terminate  in  500-ohm  drops  and  jacks; 
key  shelf  is  wired  for  5  single-end  cord  circuits; 
each  cord  is  equipped  with  a  listening  and  ring- 
ing key  and  a  1,000-ohm  clearing-out  drop;  the 
board  is  provided  with  a  night-alarm  circuit 
and  an  operator's  hand  generator  with  a  series 
ringer  for  testing,  also  a  combination  telephone 
(hand  set)  with  a  switch  hook  instead  of  the 
usual  operator's  set ;  equipped  also  with  3  trunks, 
with  drops  and  jacks,  to  receive  calls  from 
other  boards;  this  switchboard  is  used  on  fire- 
alarm  telephone  systems  in  posts,  camps,  etc. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  597. 

Handbook, . 
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SIGNAL  COBPS  STORAGE  CATALOGXTE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2053 

SWITCHBOARD,  type  DB-14-5.. . . 

Telephone;   camp;   semlportable;  a   complete 

Comprises: 

switchboard  ready  to  be  set  up  and  operated; 

800-2053-    1 

Case. 

piemanently  contained  in  a  case,  which  tbo 
provides  compartments  in  which  are  ttoied 

CONTENTS. 

the  legs,  tools,  and  spare  parts.   Most  of  the 

800-2053-  2 

Removable  equipment: 

spare  parts  of  the  switchboard  are  pennanently 

800-1344 

Leg,typeM-69(4). 

attached.    Manufactured    by    the    Wciteni 

Spare  parts- 

Electric  Co. 

800-2053-  3 

Connecting  cord  with  plug  (8). 

800-2053-  4 

Generator  crank  handle  (2). 

Weight  per  unit, . 

800-2053-  5 

Line  signal  (3). 

Packed, . 

800-2053-  6 

Mouthpiece  (2). 

Cubic  displacement, . 

800-2053-   7 

Receiver  cord  (2). 

Shipping  weight, . 

800-2053-  8 

Single  head  receiver,   with 

Specification,  578. 

cord  and  plug  (1). 

Handbook, . 

80O-2053-  9 

Transmitter  cord  (2). 
Tools: 

800-2053-10 

Pliers,  diagonal  cutting.  Sc- 
inch (1). 

800-2053-11 

PUers,  long  nose,  6J-inch  (1). 

800-2053-12 

Screwdriver,  3-inch  (1). 

800-2053-13 

Screwdriver,  6-inch  (1). 

800-2053-14 

Screw  wrench,  6-inch  (1). 

800-2053-15 

Switchboard— spare  parts: 

, 

800-2053-16 

Brass  protector  and  line   ter- 
minal (40). 

800-2053-17 

Clock  (1). 

800-2053-18 

Connecting  cord  and  plug  (16). 

800-2053-19 

Hand  generator  (1). 

800-2053-20 

Line  jack  (40). 

800-2053-21 

Line  signal  (40). 

800-2053-22 

Line  terminals. 

800-2053-23 

^   Night  bell  (1). 

800-2053-24 

Night  bell  switch  (1). 

800-2053-25 

Ringing  and  listening  key  (8). 

800-2053-26 

Single  head  receiver,  with  cord, 
plug,  and  jack. 

800-2053-27 

Supervisory  signal  (8). 

800-2053-28 

Transmitter  (1). 

800-2053-29 

Transmitter     arm,      complete, 
with  cords  (1). 
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Numerical 
code  or  No. 


300-2054 
S0a-2O54-   1 


80O-2O54-  2 
800-1344 

800-2054-  3 

800-2O54-  4 
800-2O54-  5 
800-2O54-  6 
80O-2O54-  7 
80O-2O54-  8 

800-2054-  9 

800^2054-10 

80O-2O54-11 
800-2054-12 

80O-2O54-13 
800-2054-14 
800-2054-15 
800-2054-16 

800-2O54-17 
80O-2O54-18 
800-2054-19 
800-2054-20 
80O-2O54-21 
800-2054-22 
800-2054-23 
800-2054-24 
800-2054-25 
800-2054-26 

800-2054-27 
800-2054-28 
800-2054-29 


Article. 


SWITCHBOARD,  type  BD-14-6.. . . 

Comprises: 
Case. 

CONTENTS. 

Removable  equipment: 
Ijeg,  type  M-«9  (4). 
Spare  parts— 

Coonecting  cord  with  plugs 

Generator  crank  handle  (2). 

Line  signal  (3). 

Mouthpiece  (2). 

Receiver  cord  (2). 

Single  head  receiver,  with 
cord  and  plug  (1). 

Transmitter  cord  (2). 
Tools— 

Fliers,  diagonal  cutting  ,5^ 
Inch  (1). 

Pliers,  long  nose,  SJ-inch  (1). 

Screw  driver,  3-inch  (1). 

Screw  driver,  ft-inch  (1). 

Screw  wrench,  6-inch  (1). 
Switchboard— spare  parts: 

Brass  protector  and  line  terminal 

(40). 
Clock  (1). 

Connecting  cord  and  plug  (16). 
Hand  generator  (1). 
Line  Jack  (40). 
Line  signal  (40). 
Line  terminals. 
Night  bell  (1). 
Night-bell  switch  (1). 
Ringing  and  hstening  key  (8). 
Single  head  receiver,  with  cord 

plug,  and  jack  (1). 
Supervisory  signal  (8). 
Transmitter  (1). 

Transmitter  arm,  complete,  with 
cords  (1). 


Useful  information. 


Telephone;  camp;  semiportable;  a  complete 
switchboard  ready  to  be  set  up  and  operated; 
permanently  contained  in  a  case  which  also 
provides  compartments  in  which  are  stored  the 
legs,  tools,  and  spare  parts.  Most  of  the  spare 
parts  of  the  switchboard  are  permanently 
mounted.  Manufactured  by  the  Strom  berg* 
Carlson  Co. 

Unit  of  measure, . 

Weight  per  imit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification,  578. 
Handbook, . 
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Numerical 
code  or  No. 


800-3055 


«00-2056 


SOO-2057 


Article. 


SWITCHBOARD,  type  BD-15.. 


SWITCHBOARD,  type  BD-23  . 


SWITCHBOARD,  type  BD-24.. 


Useful  information. 


Time^mterval;  formerly  designated  "Time- 
interval  switch  pand'^  comprises  a  Monson 
slate  slab,  2  feet  by  1  foot  by  li  inches^  on 
which  are  mounted  permanently  20  double- 
pole,  single-throw  knife  switches  with  hard- 
rubber  handles;  20  fuzes,  20  plug  bars,  and 
interval  studs  forming  sockets  for  Plugs,  type 
PL-26;  20  time-interval  bus  bars  mounted  on 
the  front  of  the  board,  6  time-interval  bus  bars 
mounted  on  the  back  of  the  board,  and  50  small 
stamped-copper  terminals  for  the  back  of  tbe 
board.    Comprises  also  20  Plugs,  type  PLr-26. 

Umt  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  568. 

Handbook, . 

Radio  operator's;  used  in  1-kw.  station  radio  in- 
stallations; comprises  a  slate  panel,  i  indi  thick 
by  21  inches  wide  by  381  inches  high,  on  wWdi 
are  suitably  connected  and  mounted  2  pQot 
lamps,  a  hot-wire  ammeter,  an  a.  c.  volt-meter, 
and  a.  c.  ammeter,  a  telltale,  a  4-i>ole  double- 
throw  controlled  switch,  a  lamp  switch,  a 
starter,  and  a  generator  field  rheostat;  designMl 
for  mounting  above  gperator's  desk.    Drawfns 


Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Power;  used  in  3-kw.  station  wireless  sets  as  the 
supply  switchboard  for  the  operating  room; 
comprises  a  slate  base,  1  inch  thick  by  24  inches 
high  by  18  inches  wide,  on  which  are  moonted 
2  indicating  lamps  and  3  double-pole,  single- 
throw  knife  sv^tches,  properly  fuzed;  perfo- 
rated sheet  iron  protects  the  sides  of  this  switch- 
board.   Drawing  523. 

Unit  of  measure, . 

Weight  per  unit, . 
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Numerical 
code  or  No. 


800^9057 


800-2058 


800-2059 


800-20<M) 


Useful  information. 


SWITCHBOARD, 
Continued. 


type    BD-24—  i 


SWITCHBOARD,  type  BD-26., 


SWITCHBOARD,  type  BD-26.. 


SWITCHBOARD,  type  BD-27.. 


Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Power;  used  in  3-kw.  station  wireless  sets  as  a 
special  supply  switchboard;  comprises  a  slate 
base,  30  inches  long  by  18  inches  wide  by  1} 
inches  thick,  on  which  are  mounted  2  indicat- 
ing lamps,  1  double-pole  double-throw  knife 
switch,  and  1  four-pole  double-throw  knife 
switch,  both  properly  fuzed;  the  sides  of  the 
switchboard  are  protected  by  perforated  sheet 
iron.    Drawing  532-1. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Power;  used  in  3-kw.  station  wireless  sets;  com- 
prises a  slate  panel,  1  inch  thick  by  32  inches 
high  by  18  inches  wide,  upon  which  are  mounted 
a  pUot  lamp,  a  volt-meter,  an  ammeter,  a  volt- 
meter switch,  2  properly  fuzed  double-pole 
single-throw  knife  switches,  and  a  generator 
field  rheostat.    Drawing  522. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Buzzer;  portable;  for  use  with  field  buzzers  and 
telephones;  consists  of  a  wooden  box,  14  inches 
long  by  9  inches  wide  by  9}  inches  high,  the  front 
of  which  drops  down  to  form  a  shelf  and  dis- 
closes a  panel  containing  6  drops,  6  ringing  and 
listening  keys,  6  jacks,  and  6  plugs;  at  the 
back  of  the  panel  are  5  Batteries,  type  BA>11  or 
BA-15,  a  night-alarm  buzzer,  a  resistless  coil, 
and  a  1/20-mta  condenser;  on  the  drop  shelf  are 
mounted  a  buzzer,  a  telegraph  key,  and  a  key 
switch.    Drawing  423a  and  423b-l. 
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Numerical 
code  or  No. 


Article. 


Useful  inforxnation. 


800-2060 


SWITCHBOARD, 
Continued. 


type    BD-27— 


800-2061 


SWITCHBOARD,  type  BD-28.. 


800-1^063 


SWITCHBOARD,  type  BD-29.. 


800-13063 


SWITCHBOARD,  type  BD-34-5.. 


Unit  of  measure. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

SpedficaUon, . 

Handbook, . 

Power,  comprises  a  slate  base  supported  by  angle 
irons  and  measuring  7  feet  6  inches  high  by  24 
inches  wide  by  li  inches  thick,  on  which  are 
suitably  mounted  2  pilot  lamps,  a  voltmeter,  2 
ammeters,  a  voltmeter  switch,  4  double-pole 
single-throw  knife  switches,  properly  fuzed,  a 
circuit  breaker,  a  4-pole  double-throw  knife 
switch,  2  rheostats  and  4  fuzes;  forniiwly  desig- 
nated ''Telautograph  power  switchboard/- 
Drawing96. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, 

Shipping  weight, 

Spedfication, . 

Handbook. 
Telephone;  power,  comprises  a  slate  base,  4& 
inches  high  by  34inbhes  wide  by  1}  Inches  thick, 
supported  by  a  frame  of  angle  iron,  an  the  panel 
being  mounted  a  220-yolt  pilot  lamp,  an  amme- 
ter, a  voltmeter,  1  double-pole  doable-throv 
knife  switch,  3  double-pole  single-tbrow  kniie 
switches  properly  fuzed,  1  generator  field  rheo- 
stat, a  circuit  breaker,  a  motor  starter  switch, 
andastartmgbox.    Drawing  61^1. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Speciflcatita, . 

Handbook, . 

A  portable,  magneto,  local-battery,  telepfaou 
switchboard  for  camp  use.  Contained  in  i 
fiber  case,  mounted  on  telescopic  tripod  lep. 
Capacity  40  lines,  12  pairs  of  oords.  A  transfer 
cord  and  plugfor  the  operator's  set.  Thebo^- 
is  fitted  with  all  the  needed  elements,  res:: 
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Numerical 
code  or  No. 


Useful  information. 


800-2063 


800-2064 


80O-S006 
800-2066 


80O-  205 
80O-  639 
800-  640 
80O-  042 

80O-2066-2 
800-2010 

80O-2O66-3 
80O-2O67 


SWITCHBOARD,  type  BD-34-&- 
Continued. 


SWITCHBOARD 
EE-2. 


UNIT,      type 


SWITCH  BOX,  type  BC-W.. 

Comprises: 
Box,  18{  by  7}  by  3|  inches. 


Binding  post,  type  TM-6  (10). 
Condenser,  type  CA-36  (1). 
Condenser,  type  CA-37  (1). 
Condenser,  type  CA-59  (1). 
Mica  condenser  (1). 
Switch,  type  SW-27  (1). 
Transfer  switch  (2). 
SWITCH  BOX,  type  BC-73. . 


for  operation.  Dimensions  when  closed  for 
shipment,  18}  inches  wide,  24  inches  deep, 
and  26  inches  high.    Drawing  15002  series. 

Unit  of  measure, , 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  — - — . 

Handbook, . 

Monoord  telephone;  used  in  making  up  Switch- 
boards, types  BD-9,  BD-10,  and  BD-11. 
Drawings  1305- A  and  B. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, 

Cubic  displacement. . 

Shipping  weight, . 

Specification, . 

Handbook. . 

Box  is  of  hard  wood,  with  insulating  panel  and 
4  mounting  lugs;  mounting  centers  are  5|  by 
14i  inches;  parts  are  connected  and  mounted; 
used  In  Set,  type  SCR-84. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification,  3030. 
Handbook, . 


Transfer;  i-switcfa;  oak  box;  13  by  11  by 
3|  inches,  containing  4  Switches,  type  SW- 
42,  mounted  on  a  Monson  slate  base  the 
wiring  is  of  standard,  rubber-insulated  and 
braided,  instrument  wire  not  less  than  No.  18 
B.  &  S.  gauge.    Drawing  1005. 

Unit  of  measure, . 

Weight  per  imit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification,  582-A. 
Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

80O-2068 

SWITCH  BOX,  type  BC-74. 

Transfer;   2-switch;    oak  box,  11  by  7J  bj  3J 
inches,  containing  2  Switches,  type  8W-42, 
mounted  on  a  Monson  slate  base;  the  wiring  is 
of  standard,  rubber-insulated  and  braided,  in- 
strument wire  of  not  less  than  No.  18  B.  4c  S. 
gauge.    Drawing  1066. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  582. 
Handbook, . 

800-2069 

SWITCH  BOX,  type  BC-94 

Telephone;   box  is  of  quarter^sawed  oak,  with 

Comprises: 

a  projecting  base  which  measures  11 A  by  71 

SOO-2060-1 

Box,  4|  inches  high  by  7J  by  7inches. 

inches;    used  in  Telephone,  type  EE-29,  in 
conjunction  with  Hand  set,  tyi)e  TS-1.    Parts 

CONTENTS. 

are  connected  and  mounted  and  type  num- 
bers have  been  assigned.    Drawing  376-a. 

80O-  303 

Binding  post,  type  TM-42  (3). 

800-  303 

Binding  P9St,  type  TM-43  (4). 

Weight  per  unit, . 

800-  66» 

Condenser,  type  CA-69  (1). 

Packed, . 

800-1305 

Key,  type  J-19(l). 

800-2026 

Switch,  type  SW-47  (1). 

OVif'nvxj'nn  'nmt<v'U4' 

Specification,  401. 

Handbook, . 

800-2070 

SWITCH  BOX,  type  BC-95 

Telephone;  formerly  designated   ''Switch   key 

Comprises: 

set,  1909  model."    Box  is  of  quartered  oak. 

500-2070-1 

Box,  lOJ  by  9  by  5  inches. 

Parts  have  been  connected  and  mounted  and 
type  numbers  have  been  assigned. 

CONTENTS. 

Unit  of  measure, . 

800-  302 

Binding  post,  type  TM-42  (3). 

Packed, . 

800-  303 

Binding  post,*  type  TM-43  (24). 

800-  583 

Coil,  type  C-27(l). 

Shipping  weight, . 

800-  662 

Condenser,  type  CA-59  (1). 

Q'nan'iflnaf  irkn    

OpOC-UlCttiflUXl, . 

800-1306 

Key,  type  J-20  (6). 

Handbook, . 

800-2027 

Switch,  type  SW-47  (1). 

800-2071 

SWITCH  BOX,  type  BC-96 

Base-line;  formerly  designated  "Base-Hne  switch 
box";  comprises  a  wooden  box,  11  by  7J  by 
3i  inches,  in  which  are  mounted  onasuitabk 
slate  base  2  Switches,  type  SW-42.  Drawing 
587-2. 

Unit  of  measure, . 

Weight  per  unit, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-2O71 


800-2448 


SWITCH  BOX,  type  BC-95-Contd. 


SWITCH  KEY  SET,  type  EE-68. . 


80O-2O72 


SYRINGE,  type  M-20.. 


800-2073 


SYRINGE,  type  M-21. 


Packed, '. 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  455. 

Handbook, . 

A  Switch  Key  Set  for  use  with  telephone  hand 
set  on  common  battery  fire-control  systems. 
The  set  consists  of  an  oak  cabinet,  11^  by 
9  by  5  inches,  in  which  are  mounted  a 
hook  switch,  condenser,  induction  coil,  and  6 
keys,  permitting  communication  over  6  lines. 
The  telephone  hand  set  is  not  a  part  of  tbis^ 
switch  set.    Drawing  200Q2D1. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Comprises  a  bulb  of  soft  red  rubber  3^1  by  3| 
inches  diameter  at  maximum,  and  |  inch  di> 
ameter  at  minimum,  and  a  glass  tube  4}  by  i 
inch  diameter,  with  ^  inch  tip  opening; 
used  for  filling  storage  batteries.  Drawing 
RL-A-2392. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

For  filling  lead  storage  batteries;  dimensions  of 
rubber  pouch,  2^  by  4-^  inches;  length  of  tube,. 
7  inches.    Drawing  RL-B-2391. 

Unit  of  measure,  — - — . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  Information. 

SOO-2074 

TANK,  typo  M-48 

Seamless  steel  capable  of  standing;  an.  intcnnl 

pressure  of  2,850  pounds  per  square  indi;  dimeo- 

sions  of  tank  proper,  181  inches  high  by  4i 

inches  diameter:  dimensions  of  tank  cap,  4} 

inches  hl^h  by  3i  inches  diameter;  fnmisbed 

with  a  pressure  valve  capable  of  standing  t 

pressure  of  2,850  pounds  per  square  indi;  used 

to  contain  compressed  air  used  In  Set,  stromboi 

horn,  type  EE-17.    Drawing  1304^0-1. 

Unit  of  measiu'e,  each. 

Wnlirhf  nrr  nnlf 

Packed, . 

Spedflcation,  688. 

Handbook, . 

SOO-2075 

TANK,  type  MC-7 

Gasoline;  used  in  Equipment,  type  PE-27,  of 
the  Set,  1-kw.  field  wireless  wagon,  type  SCR- 

41;  inside  dimensions,  21  inches  long  by  6  indw 

diameter;  capacity  3  gallons;  equipped  with  oat- 

let  and  inlet  opening;  also  equipped  with  acooe- 

shaped  brass-wire  screen  which  acts  as  a  gaso- 

line strainer.    Drawing  628c. 

Uiiit  of  measure,  each. 

Weight  per  unit, . 

Packed, ^. 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation, . 

Handbook, . 

80O-2076 

TAP  AND  DIE  SET,  type  TL-96... 

Case  is  of  hickory  and  varnished;    litUe  Oimt 

Comprises: 

No.  40,  Wells  Bros.  Co.,  Div'n.,  O.  T.  and  D. 

800-2076-t 

Case. 

Corp.,  Greenfield,  Mass. 

CONTENTS. 

Unit  of  measure,  each 

Top  tray: 

Weight  per  unit, . 

80O-2076-2 

Die  holder— dies— 

Packed, . 

800-2076-3 

•     J-inch  (1). 

Cubic  displacement, . 

800-2076-4 

A-inch  (1). 

Shipping  weight, , 

80O-2076-5 

finch  (1). 

Specification, . 

800-2076-6 

A-inch  (1). 

Handbook, , 

800-2076-7 

finch  (1). 

800-2076-8 

finch  (1). 

800-2076-9 

finch  (1). 
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Numerical 
code  or  No. 


800-2076 
80O-2076-1 


80O-2076-10 
800-2076-11 
80O-2076-12 
80O-2076-13 
800-2076-14 
800-2076-15 
800-2076-16 
80O-2076-17 
80O-;3O76-18 
80O-2O76-19 
80O-2O76-20 
800-2O76-21 

80O-2O76-22 

800-2O76-23 
80O-2O76-24 
800-2O76-25 
800-2076-26 
800-2O76-27 

800-2076-28 
80O-2O77 


Article. 


800-2078 


TAP  AND  DIE  SET,  type  TL-96-. 
Continued. 

CONTENTS— continued. 

Top  tray— Continued. 
Tap  holder— taps— 
Mnch  (1). 
A-lnch  (1). 
finch  (1). 
A-lnch  (1). 
Jrlnch  (1). 
finch  (1). 
finch  (1). 
finch  (1). 
1-inch  (1). 
If  inch  (1). 
If  inch  (1). 
Bottom  tray: 

Die   holder,   large,    detachable 
handle— dies- 
finch  (1). 
1-lnch  (1). 
If  inch  (1). 
Ifinch. 
Tap  holder,  large,   detachable 

handle  (1). 
Wrench,  tightening  (I). 
TAPE,  type  TL-26 


Useful  information. 


TAPE,  type  TL-83. 


Cotton;  i  inch  wide;  0.013  inch  thick;  for  cable 
splicing;  put  up  in  rolls  containing  1,000  yards 
each;  made  of  extra  fine  quality  and  close  tex- 
ture. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  569. 

Handbook, . 

Friction;  i  inch  wide;  about  0.015  Inch  thick ; 
black  cotton;  in  rolls  of  144  feet  length,  weigh- 
ing i  pound. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 


Digitized  by  LjOOQ IC 


624 


SIGNAL  COBPS  STOBAQE  CATALOOXTE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2078 

TAPE,  type  TL-83— Continued. 

Specification,  509. 

Handbook, . 

800-2070 

TAPE,  type  TL-94 #. 

Rubber;    standard  splicing  compound;    }  inch 
wide;  i-poundroU. 

uuit  oi  uieasure, 
'Wriirhf  r\rr  tinit 

Packed, . 

omppiug  wei^iiv. 

Specification,  569. 

Handbook, '—. 

800-2080 

TELAUTOGRAPH   HANGER, 

A  round  galvanized-iron  rod,  10  inches  long  and  | 

type  FT-62. 

inch  diameter,  equipped  with  a  hook  at  one 
end,    approximately  1|  inches  diameter,  thi 
hook  end  being  tapered  to  |  inch  diameter. 
Drawing  330-B. 

Unit  of  measure,  each. 

Yveigni  per  uuii, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-2081 

TELAUTOGRAPH    RECEIVER, 

Xhe  receiving  unit  of  Set,  service  telautograph, 

type  EE-61. 

type  EE-49;  comprises  a  water-tight  metil 
case  approximately  19  inches  long  by  16^  inches 
wide  by  4  inches  high,  which  is  equipped  with 
36  inches  of  Cable,  type  WC-676,  to  the  free  end 
of  which  a  Plug,  type  PL-31,  is  attached:  the 
case  is  equipped  with  such  suitably  mounted 
resistances,  magnets,  relays,  condensers, 
switches,  levers,  etc.,  as  are  necessary  for  the 
operation  of  the  receiver.  Drawings  373-E, 
373- A,  and  90. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

\^uDic  oispiaoeizienb, 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

80O-2O83 

TELAUTOGRAPH   TRANSMIT- 

The sending  unit  of  Set,  service  telautograph. 

TER,  type  EE-fiO. 

type  EE-49;  comprises  a  metal  box  of  irregular 
shape  roughly  measuring  4f  inches  long  by  4{ 
inches  deep  by  12H  inches  wide,  exclusive  of 
handles,  which  are  located  at  either  side;  the 
box  is  equipped  with  8  feet  of  Cable,  type 
WC-676,  to  the  free  end  of  which  a  Plug,  type 

PI^31,  is  attached;  the  box  contains  suitably 
mounted  coils,  magnets,  levers,  resistances, 
terminals,  a  condenser,  switches,  a  paper  roll, 
etc.,  necessary  for  the  operation  of  a  telauto- 
graph transmitter.  Drawings  37S-1,  373-A, 
and37»-F. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Specification, . 

Handbook, . 

8O0-3083 

TELEPHONE,  tvoe  EE-3 

Field;  model  1917;  combination  telephone  and 

^  mm  mmmw:^  A4^>^  a'«  *^f    ^  J  f**   ^^•^^     *#  •«••••••• 

buzzer  set  for  use  on  local  and  common  Tbattery 

S3rstems;  furnished  with  hand  set,  Batteries,  I 

type  BA-l,  magneto,  and  other  required  tele- 

phone and  telegraph  apparatus;  mounted  in  a 

wooden  box,  5}  inches  by  9  inches  by  10|^ 

inches;  with  a  metal  cover  and  edges. 

Unit  of  measure,  each. 

'^^rrfrht  Ttrr  iinif 

Packed, . 

Shinninc  wpiffht  — — . 

oiiippuiu  WtSlglll,                 . 

Specification, . 

80C^2064 

TELEPHONE,  type  EE-4 

Portable;  intended  for  general  field^purposesr 
formerly  designated  "Camp  telephone,  model 

Comprises: 

80a    184 

Apparatus  box,  type  BE-8  (1). 

A." 

800-  334 

Battery,  type  BA-l;  1  in  use,  1  spare 

Unit  of  measure,  each. 

• 

(2). 

W^richf  nrr  unit 

800-1209 

Hand  set,  type  TS-4(1). 

Packed, . 

*-'Uult,  aiSpioCduCIllr,                  . 

ShinninfT  iircifrht 

Specification, . 

Handbook, . 

141646— 20— -40 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2085 

TELEPHONE,  type  EE-4^A 

Portable;  intended  for  general  field  purpose 

Comprises: 

formerly  designated  <<OBmp  telephone,  modd 

800-   185 

Apparatus  box,  type  BE-8-A  (1). 

1917." 

800-  234 

Battery,  type  BA-l;  1  in  use,  1  spare 

Unit  of  measure.  Each. 

(2). 

Weight  per  unit, . 

800-1209 

Hand  set,  type  TS-4  (1). 

Packed, . 

Cubic  displacement, . 

Specification,  677. 

Handbook 

800-2086 

TELEPHONE,  type  EE-5 

Western  Electric  Co.,  No.  1375-B;  magneto  type, 
local  battery  set;  mounted  in  a  leather  caw. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

ShlnnlTiff  Tirriffhf 

Specification, . 

Handbook, . 

800-2087 

TELEPHONE,  type  EE-8 

New  field  telephone  to  replace  Telephones,  tjpci 
EE-3,  EE-4,  and  EE-6;  development  not  ye* 

completed. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

DiuppiiiK  wt;i{^b,               . 

4900-2088 

TELEPHONE.  tVDe  E E-9 

Antiaircraft  artillery  telephone;  Drawing  llV 
A-1  to  119-A-21. 

-^^\W\r^n0^^K^K^ 

A  JL^  A^  Arf  A    An*  V^  *^  ^^f     "•f    r            ^^  ^^        Vm   m   •   •    »   •    •    m    •    m 

Unit  of  measure,  each. 

Wniirhf  nnr  unit 

w  eigiii;  per  uiui>. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

flnnHflmtinn 

Handbook, . 

800-2089 

TELEPHONE,  type  EE-13 

A  standard  wall,  3-bar,  500ohm  magneto  ur 
phone  with  condenser  in  receiver  circuit  to  p' 
nut  calls  to  be  made  with  receiver  on  or  '* 
hook.    Directly  above  transmitter,  the  ki'  " 
Ing  is  placed  in  white  letters  1  inch  high,  T-.-^ 

alarm  telephone  systems  in  posts,  camps.  «c' 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2089 

TELEPHONE,  type  EE-13-Coiitd. 
TELEPHONE,  type  EE-24 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

800-2000 

Specification,  597. 

Handbook, . 

Wall;  formerly  designated  "Set,  battery  com- 
mander's, composite." 
Unit  of  measure,  each. 

800-  182 
80O-  240 
800-  250 
800-1225 

Comprises: 
Apparatus  box,  type  BE-6  (1). 
Batteries,  type  BA-17  (2). 
Cord,  type  CC-300. 
Head  Set,  type  TS-3  (1). 

Packed, . 

Shipping  weight, . 

-  Specification,  401. 
Handbook, . 

80O-2O91 

TELEPHONE.  tvDe  EE-26 

WaU;  formerly  designated  "Telephone,  waU, 
composite,  plotters  set." 
Unit  of  measiu*e,  each. 

W^Hfrht  nrir  nnft 

800-   181 
800-  249 
80O-  745 
800-1225 

Comprises: 
Apparatus  Box,  type  BE-^  (1). 
Batteries,  type  BA-17  (2). 
Cord,  type  CC-300  (1). 
Head  set,  type  TS-3  (1). 

TELEPHONE,  type  EE-26 

Packed, . 

800-2002 

Specification,  401. 

Handbook,  No. . 

Desk  telephone. 

Unit  of  measure,  each. 

W^Alirht  rtnr  unit 

800-  180 

Comprises: 
Apparatus  Box,  type  BE-4  (1). 
Desk  Set,  type  TS-2  (1). 

TELEPHONE,  type  EE-27 

800-  888 
80O-2003 

Packed, . 

Cubic  displacement, . 

Shippmg  weight, . 

Specification,  401. 

Handbook, . 

Wall  set.    Drawing  376-C-3. 

800-  179 
800-  250 
800-   745 
800-1225 

Comprises: 
Apparatus  box,  type  BE-3  (1). 
Batteries,  type  BA-17  (2). 
Cord,  type  CC-300  (1). 
Head  set,  type  TS-3  (I). 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification,  401. 
Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2094 

TELEPHONE,  type  EE-28 

Portable.    Drawing  669-B-3. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

nViirfniTifr  nrnifrlif- 

800-  178 
800-1225 

Comprises: 
Apparatus  box,  type  BE-2  (1). 
Head  set,  type  T8-3  (X). 

TELEPHONE,  type  EE-29 

800-2005 

Speciflcation,  401. 

Handbook, . 

Hand  set.    Drawing  376ar-2. 

800-1208 
800-2069 

Comprises: 
Hand  set,  type  TS-l(l). 
Switch  box,  type  BC-04  (1). 

TELEPHONE,  type  EE-30 

Unit  of  measure,  each. 

Packed, . 

Cubic  displacement, . 

800-2096 

Specification,  401. 

Handbook, . 

Wall;     formerly  designated   "Gun    telephone.' 
Drawing  963. 

Unit  of  measure,  each. 

800-  177 
800-1225 

Comprises: 
Apparatus  box,  type  BE-1  (1). 
Head  set,  type  TS-3(1). 

TELEPHONE,  type  EE-31 

Packed, . 

800-2097 

Specification,  401. 

Han  dbook, . 

Wall;     formerly  designated  "Telepliozie,     wal 

800-  183 
800-1225 

Comprises: 
Apparatus  box,  type  BE-7  (1). 
Head  set,  type  TS-5(1). 

TELEPHONE,  type  EE-35 

C.  B.  F.  C." 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

800-2098 

Handbook, . 

Wall  telephone. 

800-1208 
800-2070 

Comprises: 
Hand  set,  type  TS-1. 
Switch  box,  type  BC-95. 

Unit  of  measure,  each. 

Packed, . 

Specification,  491. 
Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2O99 

TELEPHONE,  type  EE-48 

Common  battery  desk  set.    Drawings  329a  and 

Comprises: 

329b. 

80O-   186 

Apparatus  box,  type  BE-21  (1). 
Desk  set,  type  TS-6(1). 

Unit  of  measure,  each. 

80O-  889 

Tveigni,  per  uiuti             . 

Packed, . 

Cubic  displacement, . 

Duippmg  weigni, . 

Specification, . 

Handbook, .' 

80O-21O1 

TELEPHONE,  type  EE^,, 

Ohaoleu,    PortdbU;  formerly  designated   "  FiOd 

eorUained  in  an  aluminum  cote,  dH  inchet  high 
by  6  iriches  long  by  fH  inchee  wide,  exclusive  of 
clasps,  magneto  handle,  and  hook  switch.    DraW" 
ings  91&-<i,  918-b,  and  9tS-c. 
Unit  of  measure,  each. 

TP'ri/rht  n/r  tinit 

Packed, . 

Packed, . 

Cubic  displacement, . 

Shippirig  weight, . 

Om  rr4-firntinn 

TTfinAhnnle 

800-2102 

TELEPHONE,  type  EE-69 

Wall;  common  battery;  plotter's  set. 

Comprises: 

Unit  of  measure,  each. 

800-  187 

Apparatus  box,  typo  BE-38  (1). 

Packed, . 

80O-1225 

Head  set,  type  TS-3  (1). 

Cubic  displacement, . 

Handbook,  Signal  Corps  Manual  No.  8,  page 
290. 
Desk. 

800-2103 

TELEPHONE,  type  EE-«0 

Comprises: 

Unit  of  measure,  each. 

800-188 

Apparatus  box,  type  BE-39  (1). 

Weight  per  unit, -. 

800-888 

Desk  set,  type  TS-2(1). 

• 

Packed, . 

Cubic  displacement, . 

oiuppiug  WClgUt,                . 

Specification, . 

Handbook,  Signal  Corps  Manual  to  No.  8, 

page  289. 

80O-2104 

TELEP HONE,  type  EE^I 

Obsolete.     Formerly    designated,    **  Service    tele- 
phone" (Sumter):  local  battery;  comprises  a 
wooden  apparatus  box  in  which  are  mount  d  an 
induction  coil,  a  magneto,  a  hook  switch,  and  a 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 


Useful  information. 


800-  2104 


TELEPHONE, 
Continued. 


type   EE-ei^ 


800-9105 


800-  190 
800-1225 


TELEPHONE,  type  EE-62. . . . 

Comprises: 
Apparatus  box,  type  BE-42  (1). 
Head  set,  type  TS-3  (1). 


800-2449 


TELEPHONE,  balloon,  type  EE-«6. 


(hi  transmitter  and  wUh  a  Iwnd  reeeiv  r.    Draw 
ing  tita. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

CuMc  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Wall;  formerly  designated  ''Set,  battery  coaJ 
mander's,  composite  C.  B."  Drawings  flaoiy 
960b,  960C-1,  and  960d. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, .  ' 

Specification, . 

Handbook,  Signal  Corps  if«K»n-i*|  Ka  Sp 
page  203. 
A  magneto,  local  battery,  portable  telepboDe^ 
winch  set,  equipped  with  2  bar  generator,  statM 
arrestor,  double-liead  receiver.  Type  R-8,  witlt 
soft  rubber  ear  caps  and  breast  transmitter.  Typ« 
T-7.  When  not  in  use,  the  entire  setis  encased 
in  a  wood  box,  fiber  covered,  of  ragged  aad 
waterproof  construction,  with  carrying  strap  ol 
cotton  webbing.  Equipped  also  'with  two  dry 
cells  and  switch.  This  telephone  is  for  com- 
munication  between  the  ground  and  baUoon 
and  also  distant  switchboard.  D  istan t  statioo 
may  talk  through  switchboard,  through  winch 
set  directly  to  the  balloon  with  the  winch  srt 
bridged  on  line.  Winch  set  can  signal  *i*ffttnt 
switchboard  only. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipphig  weight, . 

Specification, . 

Handbook, . 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT-Continued. 


Numerical 
code  or  No. 


Article. 


Useful  information. 


80O-24A0 


TELEPHONE,  balloon,  type  EE-67. 


800-24A1 


TELEPHONE,  hand,  typeEE-69. 


800-2453 


TELEPHONE,  hoad.  type  EE-70. 


A  local  battery,  portable  telephone  kite  set^ 
equipped  with  static  arrester,  double-head 
receiver.  Type  R-8,  with  soft  rubber  ear  caps 
and  breast  transmitter,  Type  T-7,  fitted  with 
jack,  Type  JK-15.  The  transmitter  extension 
cord  is  fitted  with  Plug,  Type  PL-2,  to  enable 
the  operate  r  in  the  balloon  to  pull  away  from 
the  telephone  without  delay.  When  not  in  use 
the  entire  set  is  encased  in  a  wood  box,  fiber 
covered,  of  rugged  and  waterproof  construction, 
fitted  with  carrying  strap  of  cotton  webbing. 
Equipped  also  with  2  dry  cells  and  switch. 
Drawing  10003D1. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Comprises  an  aluminum  handle  with  transmitter 
and  receiver  for  use  on  common  battery  fire- 
control  systems.  The  transmitter  is  a  granular 
carbon,  solid  back  type,  fitted  with  a  curved 
metal  mouthpiece.  The  receiver  is  wound  to 
approximately  80  ohms.  The  set  includes  a 
3-conductor  cord  5  feet  long  and  a  single-con- 
ductor cord  7^  inches  long.  Length,  10  inches; 
width  through  mouthpiece  and'  handle,  4^ 
inches;  diameter  of  transmitter  cas)B,  3|  inches. 
Drawing  20007D1. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  71-7. 

Handbook, . 

Comprifes  a  head  harness  made  of  heavy  cotton 
webbing,  from  which  are  suspended  a  receiver 
woimd  to  aprroximately  80  ohms  adjusted  to  fit 
closely  o\  er  one  ear  of  the  operator  and  a  trans- 
mitter to  fit  over  the  other  ear.  Both  instru- 
ments have  soft-rubber  ear  caps  and  the  trans- 
mitter has  an  adjustable  hom-shaped  mouth- 
piece curving  down  to  the  operator's  mouth. 
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SIGNAL  COBFS  STORAGE  CATALOGTrX. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Conttnued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2452 

TELEPHONE,  head  type  EE-70— 

In  addition  to  the  tnmsinittar,  reoeivor,  and 

ContlnQed. 

head  harness,  the  set  includ«8  two  12}  inch 
two-conductor  cords,  a  thre»«oaduotor  «xt«n- 
sioncord  Tfeetlongandahard-nibberooiiiieetiic 
block.    The  connecting  block  can  be  fitted  witk 
a  waterproof  transmitter  cutout  if  so  ordered. 
Used  on  common  battery  fire-control  systems. 
Drawing  200O4BI. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 

SpecificaUon,  71-7. 

Handbook, . 

800-2453 

TELEPHONE,  wall,  type  EE-71.... 

Consists  of  a  moisture-proof  steel  case  oontaiolns 
an  induction  coil,  condenser,  hand  generator, 
ringer,  hook  switch,  binding  posts,  and  neces- 
sary miscellaneous  parts.    Designed   for  lat 
with  Head  Telephone,  Type  EE-70,  or  Hand 
Telephone,  Type  EE-«e,  on  common  battcnr 
fire-control   systems.    Dimensions,    inchidiii^ 
mounting  base,  12|  Inches  long,  6}  inches  wide, 
and  5i  Inches  deep.    Extreme  width  over  gen- 
erator crank  and  switch  hook,  12  inches.    Draw- 
ing 20006D1. 

Unit  of  measure, . 

Packed, . 

Cubic  displacement, . 

onippmg  weigni,            . 

Specification,  71-7. 

Handbook, . 

800-2454 

TELEPHONE,   battery   command- 

Consists of  a  heavy  waterproof  cast-iron  box  coo- 

er's,  Type  EE-73. 

taining  a  pressed-steel  box  fitted  with  an  indo^ 
tion  coil,  a  condenser,  a  hand  generator,  a  ringv 
and  a  switch.    For  use  on  common  batt«7 
fibre-control    systems.    Outside    rtiTw^T^rinm, 
m  by  13H  by  lO|indM8.-  Diawlnga  Mfllw  M» 
960c,  960d. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  71-7. 
Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2455 

TELEPHONE,  plotters,  type  EE-74 

Consists  of  a  pressed-steel  case  fitted  with  an 
induction  coil,  a  condenser,  and  binding  posts. 
For  use  on  common  battery  fire-control  sys- 
tems.   Dimensions  7|  by  6  by  21  Inches.  Draw- 
ing 20009D1. 

Unit  of  measure, . 

Packed, . 

VUUIC  lUs^loClUll.VIll>,                  . 

Shipping  weight, . 

Specification,  71-7. 

Handbook, . 

SOO-2456 

TELEPHONE,  gun,  type  EE-76  .... 

Consists  of  a  heavy  waterproof  cast-iron  box  con- 
telephone,  Type  EE-74,  fitted  with  an  induc- 
tion coil,  condenser  and  binding  posts,  for  use 
on  common  battery  fire-control  systems.    Out- 
side dimensions  over  mounting  lugs  and  hinges, 
llj  by  9i  by  Ul  inches.   Drawings  Nos.  963  and 
20009D1. 

Wr^\t rt\\ 4*    T\Al*  llVlt^      ^_^^^^^__ 

fV  9isn  t  p©r  univy            • 

Packed, . 

v/UDic  aispiacemcuii,             ■ 

omppuig  wvigui.,             . 

Specification,  71-7. 

Handbook, . 

SOO-2457 

TELEPHONE,  desk,  typo  EE  77  ... 

A  desk  telephone  for  use  on  common  battery  fire- 
control  systems .    A  complete  set  comprises  the 
following  apparatus: 
1  desk  stand  equipped  with— 
Cord,  extension,  6  feet  long  (1). 
Cord,  receiver,  3i  feet  long  (1). 
Cord,  transmitter,  8  inches  long  (1>. 
Single  head  receiver  (1). 
Telephone  bell  box,  type  EE-72  (1). 
Transmitter  (1). 
The  desk  stand  and  transmitter  are  standard  corn- 
common  battery  systems.    The  receiver  is  also 
a  commercial  type  with  coils  treated  with  a 
moisture  repelling  compoimd. 

Weight  per  unit, . 

Packed, . 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT-<3ontinued/ 


Numerical 
code  or  No. 


Article. 


Useful  information. 


800-2457 


S00-245S 


TELEPHONE,  desk,  type  EE-77— 
Continued. 


TELEPHONE 
EE-72. 


BELL,    box    type 


800-2106 


TELEPHONE  BOX,  type  BC-71... 


800-3107 


Cubic  displacement, . 

Shipping  weight, . 

Spedfication, . 

Handbook, . 

Same  as  wall  telephone,  Type  EE-71,  without 
hook  switch.    For  use  with  common  battery 
desk  stand,  commercial  type,  on  fire-control 
systems.    Dimensions,    including    mounting 
base,  12}  inches  long,  6}  inches  wide,  and  5^ 
inches  deep.    Width  over  generator  crank,  8{ 
inches.    Contains: 
Generator  (1). 
Induction  coil  (1). 
3  mfd.  Condenser  (1). 
Ringer  (1). 

Unit  of  measure, . 

Weight  per  unit, .• 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Fire-  alarm;  wooden;  3  feet  2  inches  high  by  1  foot 
6  inches  wide  by  1  foot  2  inches  deep;  for  mount- 
ing Telephone,  type  EE-13;  roof  and  back  of 
"underwriters"  classic  "roofing;  i)aintedred, 
with  following  marking  in  white  on  door  in 
front  of  box, "  Fire  alarm  telephone,"  "  For  firt 
only,"  "Turn  the  crank,"  "Station  number;" 
box  is  drilled  at  bottom  for  2f-inch  conduits; 
distance  between  centers,  13  inches;  in  lower 
right-hand  comer  of  box  is  a  standwd  wall-typ« 
snap  switch  for  controlling  location  lamp 
mounted  outside  of  box.    Drawing  1366. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


TELEPHONE,  field  artiUery,  M1912. 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

A  portable  local  battery  telephone  fbr  field  artil- 
lery use;  comprises  an  ahiminnni  case  ccosis^* 
ing  of  a  box  and  cover,  with  black-enamel  finish 
and  leather  covering,  equipped  with  carryiJ* 
strap  and  buckle  and  fastening  strap  *^ 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-21O7 

TELEPHONE,fleld  artlUery,M  1912— 

buckle,  and  the  following  suitably  connected 

Continued. 

and  mounted  parts:  Transmitter,  receiver,  in- 
duction coil,  socket  wrench,  and  screw  driver 
blade.    No  longer  in  use;  not  to  be  confused 
with  Service  buzzer,  type  EE-63,  by  which  it 
is  superseded. 

Unit  of  measure,  each. 

Packed, . 

Shipping  weight, . 

Specification,  535-C. 

Handbook, . 

8OO-S108 

TELEPHOTO     CAMERA,     type 

A  long-range  telescopic  camera  in  which  the  bel- 

PH-4. 

lows  is  mounted  vertically  between  the  legs  of 
the  tripod  and  the  telescopic  lens  is  prismatic 
making  a  right-angle  turn  to  the  horizontal  just 
above  the  tripod  plate;  Folmer  &  Schwing^ 
manuf^turers.    Drawing  665. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Specification, . 

Handbook, . 

800-2109 

TELESCOPE,  type  E-2 

Para-prism;    formerly    designated    "Telescope,, 
tjrpe  A;"  comprises  2  eyepieces,  powers  18  and 

24,  respectively;  alt-aximuth  mounting;  fold- 

ing tripod;  comprises*  also  a  carrying  case; 

Warner  &  Swasey,  manufacturers. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

CVit-n-nt-nn  nT/\4<vVi4' 

Specification, . 

Handbook, . 

800-2110 

TELESCOPE,  type  E-3 

Terrestrial;  formerly     designated     "Telescope,, 
tjrpe  C;"  comprises  2  eyepieces,  powers  24  and 

40,  respectively;  alt-azimuth  mounting;  fold- 

' 

ing  tripod;  comprises  also  a  carrying  case; 

Warner  &  Swasey,  manuf^turers. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2110 

TELESCOPE,  type  E-3-Contd. 

lAiDic  uispiauBuiejib,              . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-2111 

TELESCOPE,  type  E-4. 

Qalilean;  formerly  designated  ''Telescope,  type 

D;"  33-power;  comprises   a  6-8ection  Instm- 

ment,  leather  covered,  with  leather  cape  and 

straps;  length  closed,  9i  inches;  length  opened 

37  inches;  weight  2  pounds  4  ounces;  Sosfeld 

Lorsch  <fe  Co.,  manufacturers. 

Unit  of  measure,  each . 

Weight  per  unit, . 

Packed, . 

v/UUIl/  Uio^UHWlUVUt,                  , 

Specification, . 

Handbook, . 

400-2112 

TELESCOPE,  tjrpe  E-5 

Prismatic;  formerly  designated  "Telescope,  type 

E-18-X;"  later  designated  "Artillery  type;" 

1  eyepiece,  power  18;  comprises  as  enameled 

instrument,  a  black-leather  carrying  case  and  t 

heavy  wooden  nonfolding  tripod;  objective, 

1^  inches;  length  closed,  12i  inches;  length 

opened,  13i  inches;  weight  of  instrument,  5 

pounds  8  ounces;  weight  of  case,  1  poand  8 

ounces;  weight  of  tripod,  8  pounds. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

, 

Cubic  displacement, — . 

Shipping  weight, . 

Specification, . 

Handbook, . 

■800-2113 

TELESCOPE,  type  E-fi 

Lord  Bury  type;  formerly  designated  "Telescope, 

type  G-24-X;"  1  eyepiece,  power  24;  a  See^ 

tion  instrument  covered  with  black  leather, 

with  leather  strap  and  cap;  without  tripod; 

objective,  1}  inches;  length  closed,  10^  inches; 

length  opened,  33  inches;  weight  2  pounds  3 

ounces. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


Useful  information. 


800-2114 


TELESCOPE,  E-7., 


800-2115 


TELESCOPE,  type  E-8.. 


800-2116 


TELESCOPE,  type  E-12.. 


Lord  Bury  type;  formerly  designated  "Tele- 
scope, type  G-SO-X;"  1  eyepiece,  power  30;  a 
5-section  instrumentcovered  with  black  leather^ 
with  leather  caps  and  straps;  without  tripod; 
objective,  1}  inches;  length  closed  10}  inches; 
length  opened,  33  inches;  weight,  2  i>ounds  3 
ounces. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Lord  Bury  type;  formerly  designated  "Telescope 
type  G-40-X;"  1  eyepiece,  power  40;  a  S-seo- 
tion  instrument  covered  with  black  leather, 
with  leather  caps  and  strap;  without  tripod; 
objective,  1}  inches;  length  closed,  10}  inches; 
length  opened,  33  inches;  weight,  2  pounds  3 
ounces.  . 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed,  — . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Galilean;  formerly  designated  "Telescope,  typo 
D;"  40-power;  comprises  a  (^-section  instm- 
ment,  leather  covered,  with  leather  caps  and 
straps;  length  closed,  9}  inches;  length  open,  37" 
inches;  weight,  2  poimds  4  ounces;  Sussfeld^ 
Lorsch  &  Co.,  manufacturers. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  ■ 

Shipping  weight, 

Specification, . 

Handbook, . 
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SIGNAL  COBPS  STORAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 


Article. 


Udeful  information. 


800-2117     TELESCOPE,  type  E-13.. 


800-21 18 


TELESCOPE  HOLDER,  type  M- 


800-2119 


TENT,  type  TN-1. 


Galilean;  formerly  designated  ''Telescope,  type 
D ; "  35-power ;  comprises  a  6-section  instrument, 
leather  covered,  with  leather  caps  and  straps; 
length  closed,  9^  inches;  length  open,  37  indies; 
weight  2  pounds  4  oimces;  Sussfeld,  Lorsch  & 
Co.,  manufacturers. 

Unit  of  measure,  each. 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, -. 

Specification, . 

Handbook, . 

A  device  for  supporting  and  tilting  a  telescope 
comprises  a  brass  stand  which  supp<M^  »  pair 
of  grooved  arms  to  form  a  cradle  fof  a  telescope, 
the  latter  being  fastened  in  place  with  straps; 
the  staftd  is  equipped  with  a  wood  screw  for 
attaching  to  posts  or  other  supports;  it  has  a 
swivel  movement  horizontally  and  hinged 
movement  vertically,  permitting  a  wide  variety 
of  adjustments  of  the  telescope.    Drawing  581. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Shelter;  used  in  Set,  radiotelegraph  pack,  type 
SCR-49;  made  of  7i-ounce  olive-drab  Army 
duck;  dimensions,  6  feet  11  inches  long  by  9  feet 
wide  by  7  feet  3J  inches  high;  walls  2  feel  3 
inches  high;  equipped  with  iron  slides,  bras 
gummets,  and  stake  ropes  of  -^inch  cotton. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement. 
Shipping  weight,  — 
Specification,  611. 
Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

i 
*<0O-2120  1 

TERMINAL,  type  TM-1 

Copper;  No.  18  B.  &  S.  gauge,  |-inch  round  hole, 

liVinches  long,  IJ  inches  ^Ide;  Belden  Manu- 

facturing Co.  "  Exodus; "  for  mat  side  of  20-foot 

i 

lead-in;  used  on  Equipment,  type  GD-1. 

I 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  \^  eight, . 

Handbook, . 

900-2121 

Terminal,  type  TM-2 

C'Opi)er;   No.  18  B.  <b  S.  gauge,  -^inch  slotted 

opening,  H  inches  long,  ^  inch  wide;  Belden 

Manufacturing  Co. "  Expense; "  for  instrument 

side  of  20-foot  lead-in;  used  on  Equipment,  type 

GD-1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-2122 

TERMINAL,  type  TM-3 

Sheet-brass  punching;  with  2  soldering  ends  and 

1  mounting  hole;  over-all  dimensions,  li  by  if 

by  ^  inch;  Western  Electric  Co.,  No.  16-A. 

Drawing  RL-A-1091. 

Unit  of  measiu-e,  each. 

Wriirht  nrr  unit 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

^nftrifioAtion   — — 

OpcvllIUolilUU,                   . 

Handbook, . 

800-2123 

TERMINAL,  type  TM-4 

23-tum  spring  terminal  with  connection  stud,  to 

be  mounted  in  Xip  of  Casing,  type  CS-1;  used 

in  Equipment,  type  RT-4. 

Unit  of  measure,  each. 

Wnirht  nnr  unit 

Packed, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2124 

TERMINAL,  type  TM-4-A 

Spring  contact;  consisting  of  a  19-tnm  spring  2H 

inches  long;  with  connection  screw  and  nut; 

mounted  in  tip  of  Casing,  type  CS-1.    Draw- 

ing RL-C-1238. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

O  jMTUUUctUUU,                  . 

Handbook, . 

800-2125 

TERMINAL,  type  TM-10 

Spade  clip;  tinned  copper,  ^^  by  ^  inch  witb  a 

J-inch  opening;  for  connecting  to  Binding  post. 

typeTM-5.    Drawing  RI^A-253. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed,  -; . 

oxupping  weigub, 

RnAriflpatinTi'  — — — 

D^MX/lUdaviUU,                     . 

800-2126 

TERMINAL,  type  TM-11 

Spade  clip,  tinned  copper;  1  inch  outside  dia- 
meter; opening,  H  inches;  over-all  length,  If 

inches.    Drawing  RL-A-260. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

80O-2127 

TERMINAL  tvi>e  TM-12 

Cast  copper  lug,  lead  covered;  for  battery  coo- 

X  A^'Aw AlU.*^^ '^'-'l     *'J  JCf^^     ^  *»*.      '&*#••■•••••••• 

necting  cords;  over-all  dimensions,  1}  by  I 

inches;  with    a    A-^ch    opening.   Drawing 

RL-A-313. 

Unit  of  measure,  each. 

Weight  per  unit, .- 

Packed, . 

Cubic  displacement, b 

Shipping  weight, . 

specmcttuon,            • 
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Numerical 
code  or  No. 

Article. 

Useful  Information. 

800-2139 

TERMINAL,  type  TM-12-A 

• 

TERMINAL,  type  TM^13 

Cast  copper  lug,  lead  covered,  for  battery  con- 
necting cords;  over  all  dimensions^lj  by  i  inch 
with  yVinch  opening.    Drawing  RL-A-3144.. 

Packed, . 

Cubic,  displacement, . 

800-2130 

Handbook, . 

Bent  tinned-copper  sheet  lug;  ^  by  i  by[o.045 
inch;  with   a   finch    round  hole. J^Drawing 
RL-A-320. 

Unit  of  measure,  each. 

WnifrVtf  Tu>r  unit 

TERMINAL,  type  TM-14 

Packed, . 

800-2131 

Handbook, . 

National  Electric  Co.,  No.  34821,  or^approvetf. 

Terminal,  typeTM-28 

equivalent. 

Unit  of  measure,  each. 

'WniirVit  rurr  unit 

Packed, . 

Cubic  displacement, . 

800-2132 

Handbook, . 

Hook;  tinned  or  nickel-plated  brass  or  German- 
silver,  lA  inches  long,  with  the  hook  of  A-inch 

J-inch  diameter;  for  end  of  stay^cord;  used  on 
Cord,  type  CD-73,  for  Service  buzzer,  .type 
EE-63. 

Unit  of  measure,  each. 

Packed, . 

Shipping  weight, . 

Handbook, . 

141645—20 41 
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Numerical 
code  or  No. 


Useful  information. 


800-21:33 


TERMINAL,  type  TM-29. 


800-2134 


TERMINAL,  type  TM-30. 


.800-2135 


TERMINAL,  type  TM-31. 


Spad9  clip;  formerly  designated  "Terminal  No 
11";  tinned  or  nickel-plated  brass  or  Gennan 
silver;  }  by  |  inch,  with  ^inch  opening  and  a 
shank  ^inch  diameter;  used  on  Cord,  typ« 
CE-73  for  Service  buzzer,  type  EE-63.  Draw- 
ing 1013-«. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, '—. 

Specification, . 

Handbook, 

Spade  dip;  formerly  designated  ''Terminal  No. 
10";  tinned  or  nickel-plated  brass  or  Germao 
silver;  i-inch  long  by  f-inch  wide  by  ^irndx 
opening  and  shank  ^inch  diameter;  used  on 
Cord,  type  CO-1,  with  Service  buzzer,  trp* 
EE-63.    Drawing  1013-6. 

Unit  of  measure,  each. 

Weight  per  unit, .  j 

Packed, .  ' 

Cubic  displacement, .  | 

Shipping  weight, . 

Specification, . 

Handbook, .  I 

Connecting;  used  in  Service  buzzer,  type  EE-63. 
formerly  designated  ''Terminal  No.  16'';  used  | 
on  Cord,  type  CD-74,  for  making  ccnnectkB 
with  Ground  rod,  type  GP-11,  and  Connector. ' 
type  TM-^;  consists  of  a  strip  of  oopper-plaied.  | 
tinned,  or  nickeled  brass,  0.051-inch  thick  bj  )- 
inch  wide  by  1^  inches  long,  i  inch  at  one  end  I 
being  pinched  to  semitubular  form  and  j>  i 
sorted  in  a  coil  of  No.  18  B.  &  S.  gauge  spria; 
brass  wire;  the  conductor  enters  at  oppositf  | 
end  of  the  wire  coil,  protected  by  a  smaller  cd  i 
of  the  same  wire,  and  is  soldered  to  the  fnsk^  ' 
of  the  semitubular  portion  of  terminal;  the  &i: 
portion  is  drilled  with  a  No.  17  drill  at  a  ^tan 
A-in?h  from  the  end;  black  finish.    Dravx^ 
1013-6  and  838-g. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


I 
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Numerical 
code  or  No. 


Useful  information. 


800-2135 


SOO-S186 


TERMINAL,  type  Tll-31— Contd. 


TERMINAL,  type  TM-35 . 


800-2137 


TERMINAL,  type  TM-a6. 


80O-2138 


TERMINAL,  type  TM-87. 


Cubic  displacement,  - 
Shipping  weight, 


Specification,  555-f. 

Handbook,  — . 

Loop;  formerly  designated  "Terminal  No.  6"; 
consists  of  a  loop  of  cord  conductor  |  inch  out- 
side diameter,  and  }  inch  inside  diameter,  the 
free  end  soldered  back  upon  the  bare  con- 
ductor, the  conductor  in  the  loop  being  neatly 
wound  with  fine  copper  wire  and  the  soldered 
splice  neatly  wound  with  cotton  thread. 
Drawing  1013-6. 

Unit  of  measure,  each. 

Weight  per  nnit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcatlon, 

Handbook, 

Fat;  formerly  designated  "Terminal  No.  3"; 
made  of  nickel-plated  or  tinned  brass,  or  Ger- 
man silver;  consists  of  a  strip  of  brass  |  inch 
long  by  0.02-inch  thick  and  tapered  from 
}  inch  at  one  end  to  i  inch  wide  at  the  other  end; 
has  a  hole  at  the  large  end  A  inch  diameter  and 
one  0.078  inch  diameter  at  the  other  end. 
Drawing  1013-6. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedncation, . 

Handbook, . 

Loop;  formerly  designated  "Terminal  No.  2"; 
consists  of  a  loop  of  No.  21  steel  wire  ^  Inch 
inside  diameter;  both  ends  soldered  to  con- 
ductor and  the  soldered  connection  neatly 
wound  with  glazed  cotton.    Drawing  1013-6. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-2139 


TERMINAL,  type,  TM-38. 


800-2140 


TERMINAL,  tyi)e  TM-39. 


800-2141 


TERMINAL,  type  TM-40. 


Loop;  formerly  designated  '*  Terminal  No.  4"; 
consists  of  a  loop  of  cord  conductor  ^  inch 
outside  diameter  and  ^  inch  inside  diameter, 
tbe  free  end  soldered  back  upon  the  bare 
conductor  and  tbe  soldered  spliceneatlywoond 
witb  cotton  tbread.    Drawing  1013-6. 

Unit  of  measure,  eacb. 

Weigbt  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, r. 

Spedflcation, . 

Handbook, . 

Pin;  standard  commercial;  made  of  nickel-plated 
or  tinned  brass,  or  German  silver;  for  use  oo 
telephone  cords;  formerly  designated  "  Terminal 
No.  1";  over-all  length,  ^  inch;  pin,  J  Inch 
long  by  ^inch  diameter;  shank,  •finches 
long  by  ^  inch  diameter;  the  shank  is  boUor 
to  receive  the  conductor  of  the  cord,  whldi  is 
soldered  within  it.    Drawing  1013-6. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Loop;  formerly  designated  "Terminal  No. 5"; 
consists  of  a  loop  of  cord  conductor  i  inch  oat> 
side  diameter  and  I  inch  inside  diameter,  tbt 
free  end  soldered  back  upon  the  bare  conductor, 
the  conductor  in  the  loop  being  neatly  wouikI 
with  fine  copper  wire  and  the  soldered  spttct 
neatly  wound  with  cott<ni  thread.  Drawinc 
1013-6. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook , » 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-2142 


TERMINAL,  type  TM-45. 


800-2143 


TERMINAL,  type  TM-46. 


800-2144 


TERMINAL,  type  TM-47. 


800-2145 


TERMINAL,  type  TM-48. 


Spade  clip;  formerly  designated  "Terminal  No. 
12";  0.025  inch,  tinned  or  nickel-plated  brass, 
or  German  silver;  1  inch  long  by  §  inch  wide, 
with  sV^<^h  opening  and  shank,  VW^^h  diam- 
eter.   Drawing  1013-6. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Eye  clip;  formerly  designated  *  *  Terminal  No.  8  "; 
0.025 inch,  tinned  or  nickel-plated  brass,  or  Ger- 
man silver;  |  inch  long  by  /,  inch  wide;  eye  in 
hole,  I  inch  diameter;  shank,  saw-toothed,  ,% 
Inch  wide  by  ^^  ioch  high.    Drawing  1013-6. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Eye  clip;  formerly  designated  "Terminal  No. 
7-A  ";  0.020  inch,  tinned  or  nickel-plated  brass, 
or  German  silver;  j  inch  long  by  ^  inch  wide; 
shank,  ,v  inch  diameter;  hole  in  eye,  0.086  inch 
diameter.    Drawing  1013-6. 

Unit  of  measiu-e,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Spade  clip;  formerly  designated  "Terminal  No. 
13";  0.025  inch,  tinned  or  nickel-plated  brass, 
or  German  silver;  If  inches  long  by  i  inch  wide, 
with  i-inch  opening  and  shank  ^  inch  diam- 
eter.   Drawing  1013-6. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

80O-2145 

TERMINAL,  type  TM-48-Contd. 

Shinninir  wnitrht 

Specification, . 

Handbook, . 

800-9146 

TERMINAL,  type  TM-49 

Spade  clip;  formerly  designated  "Terminal  No. 
9";  |«r  Inch,  tinned  or  nickel-plated  brass,  or 

German  silver;  i  by  A  Inch,  with  A-indi  open- 

ing and  a  shank  i  inch  diameter.    Drawing 

1013-6. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  dirnliironirTit 

Specification, . 

800-2147 

TERMINAL,  type  TM-50 

EyecUp;  formerly  designated  "Terminal  No 7"; 
A  Inch,  tinned  or  nickel-plated  brass,  or  German 

silver;  i  inch  long  by  ^  inch  wide;  hole  in  eyes 

i  inch  diameter;  shank,  ,V  inch  diameter 

Drawing  1013-6. 

Unit  of  measure,  each. 

Weiirht  nrr  unit 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook 

800-2148 

TERMINAL,  type  TM-51 

Pin;  formerly  designated  "Terminal  No.   15"; 
made  of  nickel-plated  or  tinned  brass,  or  G<r- 

man  silver;  comprises  a  small  cap  that  slips  over 

the  end  of  the  bared  conductor  of  a  wire  ind  is 

soldered  to  the  conductor;  dimensions,  A  Inch 

long  by  /,  inch  outside  diameter  and  A  ^cb 

inside  diameter.    Drawing  1013-6. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-2149 

TERMINAL,  type  TM-62 

Pin;  made  of  nickel-plated  or  tinned  brass,  or 
German  silver;  for  use  on  telephone  cords;  over- 

all length,  lA  inches;  shank,  |  inch  long,  and  * 

inch  diameter;  shank  is  hollowed  to  receiv*  tke 
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Numerical 
code  or  No. 

Article. 

Useful  infonnation. 

800-2149 

TERMINAL,  type  TM-62-Contd. 

(X)nductor  of  the  cord  to  which  terminal  is 
soldered.    Drawing  374-1-9. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification, . 

Handbook, . 

800-2150 

TERMINAL  BLOCK,  type  TM-69.. 

A  small  hard-rubber  base  IJ  inches  long  by  If 
inches  wide  by  i  inch  thick,  on  which  are 
mounted  4  binding  posts  connected  in  pairs; 
used  as  bell  terminals  in  telautograph  equip- 
ments.   Drawing  35-A. 
Unit  of  measure,  each. 

Woitrhf  Tkor  unit    -    ■■ 

Packed, . 

Shipping  weight, . 

Handbook, . 

800-2151 

TERMINAL  BLOCK,  type  TM-70.. 

3-connection  terminal  block  consisting  of  hard- 
rubber  base,  6  inches  long  by  IJ  inches  wide  by 
1-inch  thick,  on  which  are  mdunted  3  wing-nut 
binding  posts,  IJ  inches  apart;  used  in  con- 
nection with  Head  set,  type  TS-3.    Drawing 
289a-3. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Handbook, . 

800-2152 

• 

TERMINAL  BOX,  type  BE-44 

Submarine  cable  terminal  box;  type  3,  described 
in  Signal  Corps  Manual  No.  8  as  follows:  Ac- 
commodates 10  terminal  strips  in  one  tow,  or 
120  cable  pairs;  made  of  gray  cast  iron,  47f 
inches  long  by  20i  inches  wide;  the  cover  of 
the  box  is  bolted  on  a  rubber  gasket,  and  after 
the  cables  have  entered  each  entrance  is  thor- 
oughly sealed  by  filling  their  cups  with  an  ap- 
proved sealmg  compound.    Drawing  40004D1. 

Unit  of  measure, . 

Weight  per  unit, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2152 

TERMINAL  BOX,  type  BE-44^ 
Continued. 

Packed, . 

Specification, . 

Handbook, . 

«0O-2153 

TERMINAL  BOX,  type  TM-55 

A  wooden  box,  37  inches  high  by  16  inches  wide 
by  8  inches  thick,  adapted  for  bolting  to  the 
top  of  a  4  by  5  inch  post  and  equipped  with  a 

sloping  roof;  it  contains  2  compartments, 
top  of  a  4  by  5  inch  post  and  equipped  with  a 

sloping  roof;  it  contains  2  compartments, 
each  designed  to  hold  10  Batteries,  type  B  A-K, 

strips  (We  No.  6D)  suitably  connected  and 
mounted.    Drawing  625f-l. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

«00-2154 

TERMINAL  BOX,  type  TM-56 

A  wooden  box,  18  inches  high  by  8^  inches  wide 
by  6  inches  thick,  adapted  for  mounting  on  the 
top  of  a  3  by  4  inch  post  and  equipped  with  a 
sloping  roof  covered  with  sheet  iron;  it  con- 
tains a  special  terminal  strip  providing  20  ter- 

Drawmg  625g-l. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Handbook, . 

^00-2155 

TERMINAL  BOX,  type  TM-60 

Telautograph;    used  with  but  not  part  of  Set, 
service  telautograph,  type  EE-49;  comprises  a 
brass  box,  6|  by  3^  by  3^  inches,  provided  with 
suitable  nipples  for  the  entrance  of  the  proper 
cables  and  equipped  with  a  slate  base  on  which 
are  mounted  8  special  binding  posts.    Draw- 
ing 373d-l. 

Unit  of  measure,  each. 

► 

PatVaH 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2155 

TERMINAL  BOX,  type  TM-60- 
Continued. 

opeciiicauuu,            ■. 

Handbook, . 

800-2156 

TERMINAL  BOX,  type  TM-61 . . . . 

Comprises  a  wooden  box,  5|  inches  long  by  2^ 
inches  wide  by  IJ  inches  high;  equipped  with 
14  binding  posts  connected  in  pairs  on  a  hard- 
rubber  base.    Drawing  35-A. 
Unit  of  measure,  each. 

'Wriiirht  -nnr  nnif 

weigQii  per  uuii., 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-2157 

TERMINAL  BOX,  type  TM-65  . . .. 

For  pole  line  terminals;  constructed  of  No.  18 
gauge  sheet  steel,  the  box  proper  and  the  apron 
for  housing  the  pot  head  being  combined; 
2  terminal  strips. 

Unit  o£  measure,  each. 

Packed, . 

Specification, .                        , 

Handbook,  Signal  Corps  Manual  No.  8, 

chapter  6,  pages  7  and  8. 

800-2158 

TERMINAL  BOX,  type  TM-66  .... 

A  sheet-metal  box  of  stamped  steel  construction 
consisting  of  2  separate  parts,  the  box  proper 
for  containing  the  terminal  strips  and  cross  con- 
nection and  the  apron  for  protecting  the  cable 
pot  heads;  2  terminal  strip  size. 
Unit  of  measure,  each. 

tv  eigu(  per  uniL, . 

Packed, . 

Specification, . 

Handbook, . 

800-2159 

TERMINAL  BOX,  type  TM-71 .... 

Cable;  for  general  use  by  the  Signal  Corps;  com- 
prises a  cast-iron  box,  14^  inches  high  by  4i 
inches  deep  by  6  inches  wide,  exclusive  of 
mounting  lugs;  designed  to  be  attached  to  the 
surflace  of  a  pole,  wall,  or  panel;  a  port  3i  inches 
diameter  is  provided  at  the  lower  end  for  en- 
trance of  cables;  equipped  with  a  hinged  door 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-2159 


TERMINAL  BOX,  type  TM-71- 
Continued. 


800-2160 


TERMINAL  STRIP,  type  TM-54 . 


800-2161 


TERMINAL  STRIP,  type  TM-67 . . 


800  2162 


TERMINAL  STRIP,  type  TM-68  . 


which,  when  opened,  gives  easy  access  within 
the  box  to  a  porcelain  panel,  4H  by  3^  by  H 
inches,  on  which  are  mounted  22  binding  posts 
for  connections.    Drawing  141D-1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

A  glazed  porcelain  base,  13J  inches  iMig  by  i  incb 
wide  by  |  inch  thick,  on  which  are  mounted 
brass  binding  posts  to  aocommod&te  12 
cable  pairs;  used  in  various  cable  terminal 
boxes. 

Unit  of  measm-e,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

A  maple  strip,  2  inches  wide  by  §  inch  thick  by 
.  2H  inches  long,  drilled  and  countersimk  in 
preparation  for  pairs  of  binding  posts  to  be 
mounted  at  2-inch  intervals  between  pairs: 
formerly  designated  "Forming  strip,  sise  A." 
Drawing  308d. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

A  maple  strip,  2  inches  wide  by  }  inch  thick  br 
40i  inches  long,  drilled  and  countersunk  in 
preparation  for  pairs  of  binding  posts  to  be 
mounted  at  2-inch  intervals  between  pairs: 
formerly  designated  "Forming  strip,  size  B." 
Drawing  308d. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


80O-2162 


800-3163 


TERMINAL  STRIP,  type  TM-6&- 
Contmned. 


TERMINAL  STRIP,  type  TM-69. . 


SOO-2164 


THEODOLITE,  type  ML-47 . 


800-2165 


THERMOGRAPH,  type  ML-18 . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

A  maple  strip,  2  inches  wide  by  }  inch  thick  by 
48}  inches  long,  drilled  and  countersunk  in 
preparation  for  pairs  of  binding  posts  to  be 
mounted  at  2-inch  intervals  between  pairs; 
formerly  designated  "Forming  strip,  size  C." 
Drawing  308d. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement,  . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Special  aircraft;  its  essential  featiu-e  is  the  use  of 
a  right-angle  prism  at  the  center  of  the  telescope 
tube,  whereby  the  observer  is  able  to  look  con- 
stantly in  a  horizontal  plane  while  sighting 
upon  objects  In  space;  made  of  brass  and  steel, 
with  lenses  and  prism  of  best  quality  glass; 
magnifying  power,  approximately  26  diameters; 
this  instrument  is  used  for  following  pilot  bal- 
loons in  aerological  work;  built  from  sample; 
similar  to  Buff  &  Buff  Co.'s  aircraft  theodolite, 
page  104,  Buff  &  Buff  catalogue,  with  the  ex- 
ception of  the  recording  drum  and  fittings 
thereto,  which  are  omitted  in  this  Instrument. 

Unit  of  measm-e,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Recording  liquid  thermometer;  scale  extending 
from  plus  5  degrees  to  plus  100  degrees  Fahren- 
heit; furnished  with  charts  in  centigrade  or 
Fahrenheit  graduations;  United  States  Weather 
Bureau  standard;  Henry  J.  Green,  No.  '564; 
must  conform  to  all  thermograph  standards  of 
the  United  States  Weather  Bureau. 

Unit  of  measure,  each. 

Weight  per  unit, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-2165 


800-2166 


THERMOGRAPH,   type  ML-18— 
Continued. 


THERMOMETER,  type  MD-4. 


800-2167 


800-2168 


THERMOMETER,  type  ML-5.. 


THERMOMETER,  type  MI^.. 


Packed, . 

Cubic  displacement, . 

Shipping  weigbt, . 

Specification, . 

Handbook, . 

Maximum;  mercurial;  mounted  on  an  aluminum 
back;  figures  and  lines  etched  on  glass  tube; 
Henry  J.  Green,  No.  103;  must  conform  to  all 
thermometer  standards  of  the  United  States 
Weather  Bureau. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

•  Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Minimum;  alcohol;  mounted  on  an  aluminum 
back;  figures  and  lines  etched  on  glass  tubes; 
Henry  J.  Green,  No.  106;  must  conform  to  aH 
thermometer  standards  of  the  United  States 
Weather  Bureau. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, .^ 

Handbook, , 

General  service;  centigrade,  comprises  a  glass 
tube,  lOi  inches  long,  mounted  on  an  aluminum 
back;  scale  from  minus  40  degrees  to  plus  65 
degrees;  the  f  gures  and  lines  are  etched  on  the 
glass  tube;  the  lower  part  of  the  back  is  cot 
away  exposing  the  bulb;  Henry  J.  Green,  No. 
98;  must  conform  to  nil  thermometer  standards 
of  the  United  States  Weather  Bureau.  For  a 
similar  thermometer  but  with  the  Fahrenheit 
scale  see  Thermometer,  type  ML-7. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Speci  cation, . 

Handbook, . 
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Numerical                              Artir.io 
code  or  No.    '                          ^^^^^^' 

1 

Useful  information. 

800-2169 

THERMOMETER,  type  ML-7 

General  service;  Fahrenheit;  comprises  a  glass 
tube  lOi  inches  long,  mounted  on  analuminimi 

! 

back;  minus  20  degrees  to  plus  130  degrees;  f  g- 

ures  and  lines  are  etched  on  glass;  the  lower  part 

of  the  back  is  cut  away  exposing  the  bulb; 

Henry  J.  Green,  No.  98;  conforms  to  all  ther- 

mometer standards   of    the    United    States 

Weather  Bureau.    For  similar  thermometer. 

but  with  centigrade  scale,  see  Thermometer,. 

1 

type  ML-6. 

! 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

RhirmiTic  trfiicht 

Specification, . 

•  Handbook, . 

800-2170 

THIMBLE,  type  PF-44 

Guy,  galvanized-iron;  for  finch  or  i-inch  guy 
•  wire  and  finch  guy  rod;  over-all  length,  2{ 

inches;  over-all  width,  2  inches;  weight,  0.022. 

• 

pound.    Drawing  600-2. 
Unit  of  measure,  each. 

'WpiiffVit  TU\r  unit 

Packed,  ^ . 

Cubic  displacement, . 

Shipping  weight, . 

9  nriT  i  r  mt  t  on 

opecH'Catiun, 

Handbook, . 

800-2171 

TIME-INTERVAL  APAPRATUS, 

A  device  for  making  and  breaking  electrical  con- 

EE-56. 

tacts  at  predetermined  intervals;  comprises  an 
^  insulating  base,  12|  inches  long  by  lOi  inches 
wide  by  If  inches  thick,  on  which  is  mounted  a 
Westinghouse  motor  governed  to  make  1,280- 
r.  p.  m.  and  geared  to  revolve  4  concentric 
9-inch  disks  at  1  r.  p.  m. ;  the  disks  are  fitted,  re- 
spectively, with  6,  4,  3,  and  2  contact-making 
projections  which  trip  a  lever  as  they  pass  it 
and  close  a  circuit;  7  binding  posts  and  a  snap 
switch  are  also  mounted  on  the  base  of  this  set. 
Drawing  894-A. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

SpeciMcation, . 

Handbook, . 
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Numerical 
code  or  No. 


800-2172 


«00-2173 


.800-2174 


800-2175 


Article. 


TIP,  type  PF-29.. 


TOOL  CASE,  type  BG-27.. 


TOOL  CASE,  type  BG-28.. 


TOOL  CHEST,  tj-pe  Br-54. 


Useful  information. 


Lance-pole;  for  use  on  Lance  pole,  trpe  PO-2; 
consists  of  a  galvanized  malleable-iron  socket 
fitting  over  top  of  pole,  the  upper  point  of  the 
tip  forming  a  metal  insulator  pin  and  providmjr, 
in  addition  to  an  external  thread,  an  internal 
thread  (yVinch  tap,  right-hand)  for  receivini 
the  pin  of  Insulators,  types  IN-22,  IX-23  or 
IN-24;  sides  of  metal  socket  are  attached  to 
pole  by  screws.    Drawing  413c-6. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Canvas;  waterproofed  and  fiber  reinforced;  with 
handle  and  carrying  straps;  ffmnerly  mirfcni 
"  Signal  Corps,  U.  S.  Army,  Service  Tool  Baj'; 
not  to  be  confused  with  Tool  case,  type  BG-% 
similarly  marked;  measures  approximately  H 
by  14  by  i4  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  €03. 

Handbook, . 

Leather,  with  brass  fittings  and  lock;  dimensioDS 
1  foot  by  1  foot  3i  inches  by  3i  inches;  fonneiiy 
marked  "Signal  Corps,  U.  S.  Army,  Seni« 
Tool  Bag,"  but  not  to  be  confused  with  Tool 
case,  type  BG-27,  similarly  marked;  used  u> 
Equipment,  type  T5-4. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specir.cation,  312. 

Handbook, . 

Oak,  f  inch  thick;  assembled  with  screvs  U' 
fitted  with  steel  bands;  wrought-iron  hinp^ 
hasps;  heavy  iron  drop  handles  mounted  on 
ends;  provided  with  a  Corbin  padlock  No  '^^ 
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Numerical 
code  or  No. 


Uaeful  information. 


800-2175 


TOOIi  CHEST,  type  BC-64-Contd. 


800-2176 


TOOL  CHEST,  type  BC-76. 


800-2177 


TOOL  CHEST,  type  BC-76. 


800-2178 


TOOL  CHEST,  type  BC-77. 


used  for  storing  tools,  compartments  being  pro- 
vided for  this  purpose  in  the  cover,  top,  and  2 
drawers  of  the  chest;  over-all  dimensions,  34  by 
16  by  12  inches.    Drawing  881-A . 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 
Shipping  weight,  — 


Specification,  2043. 

Handbook, . 

Oak  or  ash;  reinforced  by  steel  braces  and  comer 
irons;  dimensions,  3  feet  1  inch  by  1  foot  llj 
inches  by  1  foot  Of  inches;  fitted  with  5  trays 
and  cotton-duck  cushions  for  each;  provided 
with  Corbin  lock  and  duplicate  keys;  used  in 
Equipment,  type  TE-16. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  400. 

Handbook, . 

Sheet  steel;  2  feet  by  1  foot  by  1  foot  1  inch;  pro- 
vided with  a  brass  Corbin  padlock  and  dupli- 
cate keys;  furnished  with  1  tray  of  snug  fit; 
Vanderman's  steel  tool  chest,  type  A  or  equal; 
used  in  Equipment,  type  TE-3. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  276. 

Handbook . 

Oak,  substantially  reinforced  at  comers  with 
metal  comer  braces;  29)  by  13  by  15}  inches; 
fitted  with  a  Corbin  padlock  and  a  set  of  dupli- 
cate keys;  used  in  Equipment,  type  TE-6. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification,  662. 
Handbook . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-2179 


TOOL  CHEST,  type  BC-88. 


800-2180 


TOOL  CHEST,  type  BC-89. 


800-2181 


TOOL  CHEST,  type  BC-90. 


800-2182 


TOOL  CHEST,  type  BC-91. 


Oak,  substantially  reinforced  at  comers  with 
metal  comer  braces,  2  feet  11  inches  by  1  foot 
2  inches;  fitted  with  a  Corbin  padlock  and  a 
set  of  duplicate  keys;  used  in  Equ^ment, 
typeTE-11;  similar  to  Toolchfist,  typo  BC-89, 
with  the  exception  of  a  yariation  in  the  interior 
compartments. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification  662. 

Handbook . 

Oak,  substantially  reinforced  at  the  comers  with 
metal  comer  braces,  2  feet  11  inches  by  1  foot 
by  1  foot  2  inches;  fitted  with  a  Corfatn  pad- 
lock and  a  set  of  duplicate  keys;  used  in  E<ioip- 
ment,  type  TE-12;  similar  to  To61<dkeBt,  type 
BC-88,  with  the  exception  of  a  variatiaQ  in  the 
Interior  compartments. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  562. 

Handbook . 

Oak,  with  brass  comers,  hinges,  handles,  and 
hasp;  fitted  with  a  Corbin  look;  oootalns  3 
trays;  dimensions,  exclusive  of  hasp  and  cor- 
ner fittings,  2  feet  6}  inches  by  11  by  9}  iwdieB; 
used  in  Equipment,  tjrpe  TE-14. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification  350. 

Handbook . 

Sheet  steel,  with  malleable-iron  comer  pieces  and 
hardwood  braces,  24  by  12  by  11  inote; 
equipped  with  a  Corbin  padlock  and  a  dupli- 
cate set  of  keys;  Vanderman  Na  1,  or  c 
lent;  used  in  Equipment,  type  TE-16. 
Unit  of  measure,  each. 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2182 

TOOL  CHEST,  type  BC-91-Contd. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

OlUppUlg  WOigUb,                     . 

Specification  318. 

Handbook . 

300-2183 

TOOL  CHEST,  type  BC-93 

Oak,  fitted  with  steel  or  maileable-iron  comer 
pieces,  wrought-iron  hinges,  heavy  brass  hasps, 
and  heavy  brass  drop  handles;  the  sides  of  the 
chest  are  dovetailed ;  the  remainder  of  the  chest 
is  assembled  with  screws,  no  nails  being  used 
In  its  construction;  dimensions,  19  by  31J  by 
16J  inches;  used  in  Equipment,  type  TE-18. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Specification,  192. 

Handbook . 

800-2184 

TOOL  KIT,  typeBQ-29 

Leather,  pocket  size;  dimensions  when  folded. 

6i  by  Z\  by  1}  inches;  folds  in  such  a  manner 

that  it  is  impossible  for  the  contents  to  fall  out; 

provided  with  suitable  leather  loops  to  hold 

the  tools  of  Equipment,  type  TE-5,  of  which . 

it  forms  a  part.    Drawing  45012-B-l. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipphig  weight, . 

Specification,  186-H. 

Handbook . 

800-2186 

TOOL  ROLL,  type  BG-10 

A  double  thickness  of  khaki  duck,  23  by  9 J  inches^. 
with  2  flaps,  14|  by  ^  inches,  and  a  2(Hnch 

strap  with  tip  and  buckle;  pockets  with  flap. 

2  by  2  inches  and  3  by  3}  inches;  used  on  Equip* 

ment,  type  TE-7.    Drawing  1283. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

141645—20 42 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-2186 


800-2187 


800-2188 


800-2180 


TOOL  ROLL,  type  BG-20. 


TOOL  ROLL,  type  BG-30. 


TOOL  ROLL,  type  BG-31. 


Canvas,  H  by  7  inches,  with  pockets  for  tools  and 
spare  parts,  and  a  webbing  strap  with  Ixass 
buckle  for  closing  the  tool  toU. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 


TOOL  ROLL,  type  BO-32.. 


Specification,  3064. 

Handbook, . 

File;  khaki  cotton-duck  roll,  27  inches  long  by 
13^  inches  wide,  having  10  pockets  7  inches 
deep  and  a  flap  9  inches  wide  by  20  inches  kmg. 
Used  on  Equipment,  type  TE-«. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2043. 

Handbook, . 

Wrench;  khaki  cotton-duck  roll,  27  by  11  inches, 
having  8  pockets,  4)  inches  deep,  extending 
over  20  inches,  with  a  flap  20  by  0  inches  to 
cover  the  pockets .  Used  on  Equipment,  typ« 
TE-9. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2043. 

Handbook, . 

DriU;  khaki  cotton  roU,27  by  8  inobes.wtth  U 
pockets;  leafther  edges,  strap  and  buckle;  used 
on  Equipment,  t3rpe  TE-10. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipning  weight, 

Specification,  2043. 
Handbook, . 


Digitized  by  LjOOQ IC 


SIGNAL  COBFS  STOBAOE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


669 


Numerical 
code  or  No. 


Article. 


Useful  information. 


8OO-2190 


800-S191 


800-2192 


TOOL  ROLL,  type  BG-37. 


TOOL  ROLL,  type  BG-38- 


TOWER,typeTR-l. 


800-2193 


TOWER,  type  TR-2. 


A  10-ounce  khaki  cotton-duck  roll,  leather  bound, 
with  flap  and  1-inch  strap  and  buckle,  19 
inches  long  when  opened  out;  used  in  Equip- 
ment, type  TE-13. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 
Shipping  weight, 


Specification,  562,  page  8. 

Handbook, . 

A  roll  of  10-ounce  khaki  cotton  duck,  leather 
bound,  with  flap  and  1-inch  strap  and  buckle, 
27  inches  long  when  opened  out;  used  in  Equip- 
ment, type  TE-17. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  562. 

Handbook, . 

200-foot;  class  A  structural  steel;  radio;  for  erec- 
tion on  concrete  foundation;  furnished  complete 
with  all  steel  work,  assembly  bolts,  insulators, 
base  bolts,  etc.,  but  in  knockdown  form;  de- 
signed to  withstand  horizontal  pull  of  2,500 
pounds  and  wind  pressure  of  90  m.  p.  h.  with- 
out overturning  or  excessive  bending;  steel 
ladder  runs  entire  length;  also  provided  with 
step  bolts  on  one  comer  leg;  footing  and  anchor 
bolts  supplied. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  598. 

Handbook, . 

300-foot;  class  A  structural  steel;  radio;  for  erec- 
tion on  concrete  foundation;  furnished  complete 
with  all  steel  work,  assembly  bolts,  insulators, 
base  bolts,  etc.,  but  in  kno?kdown  form,  de- 
signed to  withstand  horizontal  pull  of  2,500 
pounds  and  wind  pressure  of  90  m.  p.  h.  with- 
out overturning  or  excessive  bending,  steel 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT-Continued. 


Numerical 
code  or  No. 


800-2193 


800-2194 


800-2195 


Article. 


TOWER,  type  TR-2— Continued. 


TRANSFORMER,  type  C-6, . 


TRANSFORMER,  type  C-7. 


Useful  information. 


ladder  runs  entire  length;  also  provided  with 
step  bolts  on  one  comer  leg;  footing  and  anchor 
bolts  supplied. 

Umt  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  598. 

Handbook, . 

Input;  Western  Electric  Co.,  No.  454;  4  windings 
with  the  following  resistances,  respectively: 
1-2,  not  more  than  70  ohms,  2-3,  not  more 
than  600  ohms,  4-5,  not  more  than  90O  ohms, 
5-6,  not  more  than  4,800  ohms;  the  voltage  ratio 
between  the  different  terminals  is  given  belou: 


Windings 

connected  between 

terminals— 


5-4 
2-1 
ft-4 
3-1 
fr-4 
2-1 


Voltage  ratio. 


Maximum.'  ^*"*fnnm 


5.25:1 
6. 57:1 
}      29. 14:1 


5.0«:1 
6.32:1 

27.»:1 


Used  on  Set  box,  type  BC-17.    Drawing 
RL-D-1863. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, .  , 

Specification, . 

Handbook, . 

Closed,  magnetic-circuit,  shell-type  transformer; 
d.  c.  resistance  of  winding  1-2,  715  ohms;  d.  c. 
resistance  of  winding  3-4,  6,800  ohms;  outer 
winding,  11,500  turns  of  No.  40  B.  ^k  S.  gauge 
copper  wire;  inner  winding,  1,500  turns  of  Xa 
40  B.  <&  S.  gauge  copper  wire,  ratio,  7.7  to  1;  in- 
closed in  a  steel  box,  2  by  2^,  by  3  inches,  having 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2195 

TRANSFORMER,  type  C-7-Contd. 

3  mounting  lugs;  Western  Electric  Co.,  No. 
201-A.  Used  in  Set,  type  SCR-72.  Drawing 
RL-C-499. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-2196 

TRANSFORMER,  type  C-8 

Input;  voltage  ratio,  about  122  to  1;  primary  con- 
sists of  150  turns  of  No.  25  B.  &  S.  gauge  wire; 
secondary,  of  18,  372  turns  of  No.  40  B.  &  S. 
gauge  wire;  d.  c.  resistance,  primary,  2.3  ohms, 
and  secondary,  9,900  ohms;  inductance,  pri- 
mary-, 0.05  henry;  Western  Electric  Co.,  No. 
201-C.    Drawing  RI^D-1987. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-8197 

• 

TRANSFORMER,  type  C-17 

Closed,  magnetic,  shell-type  transformer;  d.  c. 
resistance  of  winding,  1-2,  60  ohm;  d.  c.  resist- 
ance of  winding  ^4,  6,600  ohms;  ratio  is,  maxi- 
mum 29.1:1  and  minimum  27.9:1;  inclosed  in  a 
steel  case,  2  by  2^  by  3  inches;  provided  with  3 
moimting  lugs.  Western  Electric  Co.,  No. 
201-G;  used  in  Set  box,  t.pe  BC-21.  Drawing 
RL-C-447. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Handbook, . 

800-2108 

TRANSFORMER,  type  C-18 

High-frequencr,  iron  core,  closed  magnetic-cir- 
cuit shell  t5T)e;  both  windings  on  common 
fiber  spool;  primary,  110  turns  of  No.  37  B.  &  S. 
gauge  enameled  copper  wire;    secondary,  300 
turns  of  same  wire;  over-all  dimensions,  3^  by 
3|  by  2J  inches;  used  in  Ampli^-er,  type  BC-59. 
Drawing  RL-D-575. 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2198 

TRANSFORMER,  type  C-18— Con. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

SpeciGcation, . 

Handbook, . 

800-2199 

TRANSFORMER,  type  C-20 

Input;  similar  to  Transformer,  type  C-6,  except 
that  it  has  less  weight. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Speciecation, . 

Handbook, . 

800-2200 

TRANSFORMER,  type  C-21 

Audio  frequency;  for  connecting  Tubea,  type 
VT-1,  in  cascade  for  audio  frequency  amplifi- 
cation; shell  type;  ratio,  9  to  1;.  wound  with 
No.  44  black  enameled  copper  wire  on  a  bake- 
lite  spool;  primary  d.  o.  resistance,  1,150  ohms; 
secondary  d.  c.  resistance,  13,500  ohms;  primary 
inductance  at  900  crdes,  2.8  henries;  over-aD  di- 
mensions of  transformer,  2J  by  1 J  by  IJ  inches. 
Drawing  RL-D-536. 

Unit  of  measure,  each. 

Weight  per  unit,  8  ounces. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Handbook, .  • 

800-2201 

TRANSFORMER,  type  C-22 

Input;  200  ohms  impedance;  similar  to  Trans- 
former, type  C-17,  except  that  it  has  IM 
weight. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, 

Handbook, . 
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Numerical 
code  or  No. 


800-2202 


800-2208 


800-2204 


Article. 


TRANSFORMER,  type  C-26.. 


TRANSFORMER,  type  C-57. 


TRANSFORMER,  type  C-40. 


Useful  information. 


Induction,  telegraph,  closed,  iron  core;  comprises 
2  parallel  coils  on  which  the  primary  and  secon- 
dary windings  are  in  series.  The  primary 
windings  are  made  with  No.  20  B.  &  S.  gauge 
copper  wire,  single  cotton  covered,  and  are 
wound  to  a  resistance  of  1.75  ohms  over  the 
secondary  windings;  the  latter  are  wound^with 
single  silk-covered  wire  to  a  resistance  of  100 
ohms;  approximate  over-all  dimensions,  3^  by 
Ih  by  3i  inches;  used  in  Set,  induction  field 
telegraph,  type  EE-21.    Drawing,  440-B-l. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  370. 

Handbook, . 

Power;  250  watts;  500  cycles;  primary,  110  volts; 
comprises  a  core  made  up  of  44  plates  of  No.  30 
B.  &  S.  gauge  silicon  steel  about  which  is 
wound  an  insulated  primary  winding  of  4  layers 
of  No.  17  B.  &  S.  gauge  wire  over  which  is 
wound  an  insulated  secondary  winding  con- 
sisting  of  22  sections  which  are  wound  with  No. 
33  single  silk-covered  copper  wire  suitably  in- 
sulated; the  core  and  windings  are  inclosed  in  a 
wooden  box  10]  inches  long  by  3|  inches  wide 
3}  inches  deep,  on  which  are  mounted  suitable 
binding  posts;  used  in  Set,  radiotelegraph  table, 
typeSCR-48.    Drawing,  1189-2. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Oscillation;  used  in  Sets,  types  SCR-48  and 
SrR-49;  comprises  3  flat  spiral  coils  of  copper 
ribbon,  ^  inch  thick  by  ^  inch  wide,  each 
coil  held  in  an  insulating  frame  and  the  3  frames 
mounted  on  a  common  hinge  and  bracket; 
diameter  of  each  coil,  12i  inches;  suitably  con- 
necteJ.    Drawings  1094  and  1095-2. 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2204 

TRANSFORMER,  type  C-40-Con. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Handbook, . 

«0O-2459 

TRANSFORMER,  Type  C-45 

Radio  frequency;  wave  length  range,  300  to  800 
meters;    used    in    Set    Box,    Type    BC-100. 
Drawings  RL-C-575  and   RL-B-618. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Specification, . 

Handbook, . 

«00>2460 

TRANSFORMER,  Type  C-46 

Radio  frequency;  wave  length,  1,050  meters;     use 
in  Set  Box,  Type  BC-^.    DrawingB  B<L-C-675 
and  RI^B-771. 

Unit  of  measure,  each. 
Wfiifrht  nrr  nnlt 

Packed, . 

/'^I'Ktrk  #4tnn1nnn'>MM«4- 

v^uoxc  uispuicviueiii;,  . 

• 

Shipping  weight, . 

Specification, . 

Handbook, . 

:800-2205 

TRANSFORMER,  type  C-47 

Radio  frequency;  iron  core;  shell  type,  with  0.06- 
inch  air  gap  in  core ;  both  windings  on  a  common 
fiber  spool;  primary,  80  turns  of  No.  40  B.  A  a 
gauge  enameled  copper  wire;  secondary,  80 
turns  of  the  same  wire;  wave-length  range,  300 
to  800  meters;  dimensions,  1^  by  2\  by  Ij 
inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed 

Ciibip  rlifmlnrrmrtit 

Specification, . 

Handbook, . 

Digitized  by  LjOOQ IC 


SIGNAL  COBPS  STOBAOE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT-Continued. 
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Ntunerical 
code  or  No. 


8OO-3206 


800-2207 


800-2208 


Article. 


TRANSFORMER,  type  CU-2. 


TRANSFORMER,  tj-pe  ID-3. 


TRANSFORMER,  type  ID-4. 


800-2209 


Useful  Information. 


TRANSFORMER,  type  TF- 


High  frequency;  wound  on  1-inch  spool;  primary, 
21  turns  of  No.  30  B.  &  S.  gauge  wire;  secondary, 
7  turns  of  No.  20  B.  &  S.  gauge  wire;  used  to 
supply  resonance  indicating  lamp,  Western 
Electric,  No.  2- A;  Western  Electric  Co.,  No. 
300- A. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Speci  "cation, . 

Handbook, . 

Oscillation;  conductively  coupled;  used  in 
Equipment,  type  RT-4;  consists  of  a  support- 
ing tube  of  molded  bakelite,  S^-inch  diameter; 
with  a  single  layer  of  No.  14  B.  <&  S.  gauge  bare 
copper  wire,  i  inch  pitch,  wound  in  grooves; 
taps  taken  off  at  various  points  for  variation  of 
primary  inductance,  secondary  inductance, 
and  coupling;  winding  has  1  coat  of  insulating 
varnish. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 

Speci  ^cation, . 

Handbook, . 

Oscillation;  consists  of  a  single  layer  winding  of 
No.  14  B.  &  S.  gauge  solid  copper  wire,  on  a 
bakelite  drum,  3gi|-inch  diameter;  19  taps  are 
brought  out  to  studs  on  2  terminal  plates;  used 
InSet,  t:-peSrR-73-A. 

Unit  ol  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

SpeciRcation,  2066. 

Handbook, . 

Power,  closed  megnetic-circuit  core  type;  dimen- 
sions of  core,  3  J  by  4  J  by  1  inch;  enameled  cop- 
per wire;  windings  supported  by  molded  bake- 
lite shell;  used  in  Set,  type  SCR-73-A. 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2209 

TRANSFORMER,    type    TF-1— 
Continued. 

Unit  of  measure,  each. 

Wrifht  nnr  unit 

Packed, . 

Cubic  displacement, . 

Diupping  weigiiv, 

Specification,  2066. 

Handbook, . 

800-2210 

TRANSFORMER  SECTION,  type 

For  secondary  winding  of  transformer;  used  in 

M-4. 

Set,  type  SCR-49.    Drawing  1189-2. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Duippin^  weigiii. 

Speci*?  cation, . 

Handbook, . 

800-2211 

TRANSMITTER,  type  T-1 

Airplane  telephone;  equipped  with  breast  plate. 
Straps,  types  ST-2  and  ST-3,  Cord,  type  CO-3, 

and  Plug,  type  PLr-6;  aluminum  Mouthpiece 

with  numerous  small  openings;  Western  Ele^ 

trie  Co.,  No.  32a-W. 

Unit  of  measure,  each. 

Weight  per  unit,  15  ounces. 

Packed, . 

Speci 'cation, . 

Handbook, . 

800-2212 

TRANSMITTER ,  type  T-2 

"Magnavox";  equipment  of  Transmitter,  tM* 
T-1. 

Unit  of  measure,  each. 

Weig'it  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-2213 

TRANSMITTER,  type  T-3 

Airplane  telephone;  equipped  with  aluminom 
breast  plate,  7^  bf  4||  inches,  Straps,  trpes 

ST-2  and  ST-3,  Cord,  type  CO-3,  and  PJo?' 

type  PL-6;  has  an  insulating  mouthpiece  with 

3  small  openings. 

Unit  of  measure,  each. 

Weight  per  imit,  15  ounces. 

Packed, . 

Cubic  displacement, . 
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800-2213 


800-2214 


800-2215 


800-2216 


TRANSMITTER,  type  T-3— Con. 


TRANSMITTER,  type  T-4^6. 


TRANSMITTER,  type  T-4^. 


TRANSMITTER,  type  T-6. 


Shit)ping  weight, . 

SpeciCcation,  2032. 

Handbook, . 

Telephone;  used  in  Service  buzzer,  type  EE-63 
solid  back;  nonpacking;  aluminum  case  with 
black  enamel;  assembled  case,  2.308  inches  di- 
ameter by  m  inches  thick;  diaphragm,  2^ 
inches  diameter  by  0.015  inch  thick;  made  by 
Western  Electric  Co.    Drawing  1292. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, : 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  555. 

Handbook, . 

Telephone;  used  in  Service  buzzer,  type  EE-63; 
solid  back;  nonpacking;  aluminum  case  with 
black  enamel;  assembled  case,  2.275  inches  di- 
ameter  by  l^V  inches  thick;  diaphragm  2.2 
inches  diameter  by  0.014  inch  thick;  made  by 
Stromberg-Carlson  Telephone  Manufacturing 
Co.    Drawing  1290-2. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  555. 

Handbook, . 

Head  set;  watchcase  tyi)e;  a  specially  designed 
transmitter  of  the  granular  carbon,  solid-back 
type,  equipped  with  a  mouthpiece  horn  of 
curved  shape;  fitted  in  Head  set,  type  TS-3, 
in  the  position  usually  occupied  by  a  receiver, 
so  that  it  fits  over  the  right  ear  of  the  operator; 
when  the  head  set  is  in  position  the  mouthpiece 
horn  curves  down  from  the  earpiece  directly 
before  the  operator's  mouth;  the  transmitter 
case  is  approximately  3J  inches  diameter  by 
If  inches  thick,  exclusive  of  the  ear  cap;  the 
horn  is  approximately  6f|  inches  long  by  IJ 
inches  diameter  at  the  bell.    Drawing  374-S-2. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 
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Numerical 
code  or  No. 

Article. 

Useful  infonnation. 

800-2216 

TRANSMITTER,  type  T-6-Contd. 

r^iiVkirt  H{cr\1a/>amani'     

^mjit-  uibpiaci^iiicni,             . 

Specification,  401. 

Handbook, . 

800-2461 

TRANSMITTER,  type  T-7 

A  moisture-proof  telephone,  breast  transmitter 

for  local  battery  use,  fitted  with  soft-rubber 

horn,  shaped  mouthpiece,  and  body  straps  of 

cotton  webbing.    The  switch  for  breaking  the 

circuit  is  opened  by  turning  the  mouthi^ece 

parallel  with  the  breastplate.    The  transmitter 

may  be  fitted  with  Jack,  Type  JK-15,  when  so 

specified.    Drawing  11051  Dl. 

Unit  of  measure,  each. 

'Wnifht  nrr  iinii- 

w  tjigDi/  per  uiui>, 

Packed, . 

^UUIL'  UlopiOl-CUlCUl,                   '. 

Shipping  weight, . 

Specification,  401. 

Handbook, . 

^00-22 17 

TRAY,  type  BT-4 

For  1  Battery,  type  BB-6;  Edison  Co.,  No.  L-30; 

wood;  16i  by  ^  by  ef  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

v-^uuic  uispjaueuicJit, 

Shipping  weight, . 

Specification, . 

Handbook, . 

■800-2218 

TRAY,  type  OC-1 

Oil  set;   a  round,  heavy,  bumished-brass  tray, 
13  inches  in  diameter;  used  in  Oil  set,  type 

EE-18. 

Unit  of  measure,  each. 

Packed, . 

Shipping  weight, . 

Specification,  407. 

Handbook, . 

400-2219 

TRIANGLE,  type  ML-35 

Xylonite;  right;  30  by  60  degrees;  10-inch  hypo- 
tenuse; Keuffel  &  Esser  Tc's  No.  1855,  or  equal. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-2220 


TRIANGLE,  type  ML-36. 


800-2221 


TRIPOD,  type  HL-5,, 


800-2222 


TRIPOD,  type  M-39. 


800-2223 


TRIPOD,  type  M-90. 


Xylonite;  right;  45  degrees;  9-inch  hypotenuse; 
Keuflel  &  Esser  Co.'s  No.  1856,  or  equal. 

Unit  of  measure,  each. 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook. . 

Hehograph;  comprises  3  hardwood  legs,  3  feet 
6  inches  long,  fitted  with  brass  shoes  and  points 
at  the  bottom  and  connected  at  the  top  by 
means  of  slots  and  bolts  to  a  brass  tripod  head 
2|  inches  diameter;  the  head  has  a  threaded 
rod,  A  incli  diameter,  extending  f  inch  above 
its  face  and  a  hook,  A  inch  inside  diameter,  ex- 
tending i  inch  below;  used  in  Set,  heliograph ,_ 
typeEE-16.    Drawing 32501D4. 

Unit  of  measure,  each. 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, 

Handbook, 

Motion-picture  camera;  Motion  Picture  Appara 
tus  Co.'s  type;  used  in  Camera  equipment,, 
type  PH-3. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, • 

Shipping  weight, . 

Specification,  602. 

Handbook, . 

Signal  lamp;  comprises  3  legs  of  white  oak,  eacn 
46  inches  long,  tipped  with  galvanized-iron 
points  inserted  in  the  wood,  splitting  being 
prevented  by  ferrules;  the  legs  are  attached  to 
a  hardwood  head  by  means  of  a  3-way  clamp- 
ing post;  the  head  is  llj  inches  long  and  1  inch 
diameter  for  a  distance  of  3 J  inches  from  the 
top.    Dravilng  1346-1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed.  '■ . 
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Numerical 
code  or  No. 


800-2333 


dOO-3334 


800-3335 

80O-3335-1 

80O-3335-3 

800-1853- 
800-1796 

dOO-1838 


Article. 


TRIPOD,  type  M-90— Continued. 


TRIPOD  HEAD,  type  M-91. 


TRUCK,  radio  repair,  type  SCR-88.. . 

Comprises: 
Body,  radio  repair;  M.  T.  C.  symbol 

BRS. 
Chassis,  U.  S.  Army  standard,  class 

B,  3-ton. 
Equipment,  type  TE-2. 
Set,  airplane  radio  maintenance,  type 

SCR-86-A. 
Set,  battery  charging,  type  SCR-120. 


Useful  information. 


Cubic  displacement, . 

Shippmg  weight, . 

Specification, . 

Handbook, . 

A  special  hardwood  head  for  adapting  signal 
lamps  to  Tripod,  type  HL-5;  the  head  is  4| 
Inches  long  and  1  inch  diameter  for  a  distance 
of  3i  inches  from  the  top.    Drawing  1346-1. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Paclced, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Consists  of  a  truck  canying  sufficient  equipment 
to  charge  storage  batteries,  to  test  and  repair  all 
squadron  radio  apparatus  and  to  serve  as  a 
workshop  for  the  squadron  radio  mechanics. 
The  truck  has  a  3-ton  class  B  chassis,  made  by 
Mulholland  Co.,  and  a  totally  Inclosed  body,  U 
feet  Hi  inches  long,  6  feet  6  inches  wide,  6  feet 
8  inches  high .  The  Set,  battery  charging,  type 
SCR-120,  is  mounted  lengthwise  at  the  froot 
righthand  comer  with  a  lead-covered  beocb, 
24  by  26  by  42  inches,  used  for  supporting  the 
batteries.  A  test  bench  8  feet  by  2  feet  by  38 
inches  is  provided  with  a  (  horsepower  motor 
for  testing  airplane  generators  for  radio  sets: 
another  motor  is  provided  on  a  tripod  for  testing 
the  generators  on  the  airplanes.  Both  moton 
are  1 10  volts  and  are  driven  from  the  cbarglng-set 
generator;  a  separate  trunk  contains  ammetm, 
voltmeters,  phantom  antenna?,  etc.  Repair 
facilities:  1  work  bench  3  by  3  by  4  feet,  with 
tool  chest,  1  foot-driven  lathe  with  tools  and  i 
2-months*  supply  of  spare  parts  for  the  radio 
sets.  A  lighting  circuit  of  4  ceiling  lamps  and 
2  outlets  is  connected  to  the  charging  set 
generator. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-2226 


8O0-2226-1 

8O0-2226-2 
800-1829 

8O0-1750 
800-1786 

soo-nee 


SOO-2227 


TRUCK,  radio  operating  ,type  SCR- 
108. 
Comprises: 

Body,  radio  operating;  M.  T.  C.  sym- 
bol ARS. 

Chassis,  U.  S.  Army  standard;  white. 

Set,  low-frequency  amplifier  type 
SCR-121. 

Set,  radio  receiving,  type  SCR-54-A. 

Set,  radiotelegraph,  type  SCR-79-A. 

Set,  radiotelephone,  type  SCR-67-A . 


TRUCE,    radio    operating,    type 
SCR-12f.  .     "" 


800-2228 


TRUNK,  type  BC-68.. 


Consists  of  a  l^-ton  truck  with  a  White,  class  A, 
chassis,  totally  inclosed  body,  120  inches  long, 
64  inches  wide,  64  inches  high,  with  a  door  on 
the  right-hai\d  side  and  2  glass  windows  pro- 
vided with  canvas  flaps .  Room  is  provided  for 
3  operators  and  1  squadron  radio  officer.  One 
bench  supports  1  Set,  type  SCR-67-A,  1  Set, 
type  SCR-54-A,  and  1  amplifier.  Storage  bat- 
teries are  held  in  clamps  underneath  the  bench. 
A  Set,  type  SCR-79-A,  is  installed  on  another 
bench .  A  desk  for  the  officer  is  installed  with  a 
battery  compartment  underneath.  A  6-volt 
circuit  comprising  2  lamps  is  connected  to 
storage  batteries,  while  a  110-volt,  2 -lamp  cir- 
cuit may  be  used  when  a  suitable  external 
supply  is  available.  External  brackets  are 
provided  for  carrying  antenna  masts. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Consists  of  a  l^Um  White  chassis,  pneumatip 
tires,  on  which  is  mounted  a  fully  inclosed  body 
containing  1  SCR-97,  1  SCR-99,  1  SCR-121,  1 
SCR-54-A,  and  1  Battery-charging  set  (SCR-82, 
will  be  supplied  until  such  time  as  the  SCR-110 
is  available).  The  sets  furnished  with  this 
truck  will  not  carry  their  full  complement  of 
storage  batteries.  There  will  be  allotted  for  the 
SCR-99,  6  BB-14's;  for  the  SCR-79,  6  BB-14's 
md  for  the  SCR-121, 2  BB-14'8. 
Unit  of  measure,  each. 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

26}  by  11)  by  28  inches;  made  of  f-inch  wood 
covered  outside  and  inside  with  gray  fiber;  iron 
hinges,  comers,  and  hasps;  felt-padded  com- 
partments; leather  handle;  cylinder-type  lock; 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-2228 


TRUNK,  type  BC-58— Continued. 


800-2220 


T-SQUARE,  type  ML-37. 


80O-2230 


TUBE,  type  TB-1. 


800-2231 


TUBE,  type  VT-1. 


used  to  contain  instruments  for   Set,    type 
SCR-86. 

Unit  of  measin*e,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 


Specification,  2069. 

Handbook, . 

Pearwood;  fixed  head;  30  inches;  Keixffel  &  Ess^r 
Co.'s  No.  2300,  or  equal. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, 
Regulator;  2-electrode  vacuum  tube;  yellow  glass 
bulb;  with  3-pole  bayonet  base;  used  with  Gen- 
erators, types  GN-1,  GN-IA,  GN-2,  and 
GN-2-A;  over-all  dimensions,  4J  by  1|  inches. 
Drawing  RL-A-284. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, -. 

Cubic  displacenent, . 

Shipping  weight, . 

Specification,  3124. 

Handbook, . 

Vacuum;  3-electrode;  used  as  a  radio  receivinc 
tube,  for  detection,  amplification,  and  os?ilia- 
tion  generation  (autodyne);  over-all  dimen- 
sions. If  by  4^  inches;  equipped  with  4-poIf 
bayonet  base  fitting  in  Socket,  type  SO-2:  fila- 
ment voltage,  3.3  to  3.9;  fUament  current,  !.: 
amp.;  plate  current  at  20  volts  with  grid  at  -^ 
volts,  1  milliamp.;  made  by  Western  Elertn 
Co. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification,  2087. 
Handbook, . 
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Numerical 
code  or  No. 


800-2232 


800>2233 


800-2234 


Article. 


TUBE,  type  VT-2.. 


TUBE,  type  VT-3. 


TUBE,  type  VT-11. 


141646—20 48 


Useful  information. 


Vacuum;  3-electrode;  used  as  a  radio  transmit- 
ting tube  for  oscillation,  generation,  and  modu- 
lation; over-all  dimensions,  4^  by  2}  inches; 
minimum  plate  voltage,  300  volts;  maximum 
output,  5  watts;  equipped  with  4-pole  bayonet 
base,  fitting  in  Socket,  type  SO-3.  Western 
Electric  Co.,  type  E.    Drawing  RL-A-321. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2113. 

Handbook, . 

Vacuum;  a  receiving  tube  to  act  as  detector, 
amplifier,  and  oscillator;  over-all  length,  4^ 
inches;  diameter  of  bulb,  IJ  inches;  diameter 
of  base,  1.377  inches  maximum,  1.362  inches- 
minimum;  filament  voltage,  2  to  2.4  volts;  fila- 
ment current,  0.2  amp.;  plate  voltage,  60  volts; 
plate  current,  0.75  miUiampere;  grid  current, 
less  than  2  microamperes;  equipped  with  a 
metal  bayonet  base  into  which  are  sealed  by 
means  of  a  noncorrosive  and  nonhygroscopic 
compound  4  pole  contacts  each  of  which  is 
tipped  with  an  aUoy  contact  point  consisting 
of  70  parts  gold  and  30  parts  sdver,  or  its  electri- 
cal equivalent.    Drawing  RL-A-282. 

Umt  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 
Shipping  weight, 


Specification,  3126. 

Handbook, . 

Vacuum  receiving  similar  to  Tube,  t3rpe  VT-1; 
made  by  General  Electric  Co.;  interchangeable 
with  Tube,  type  VT-1  for  training,  but  not  for 
service. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or^No. 


Article. 


Useful  information. 


800-2235 


TUBE,  type  VT-12. 


800-2236 


TUBE,  type  VT-13, 


SOO-2237 


TUBE,  type  VT-14. . 


800-2238 


TUBE,  typo  VT-16.. 


800-2230 


TUBE,typ6VT-18. 


Vacuum  transmitting,  similar  to  Tnbe,  type  VT-2 
not  suitable  for  field  service;  made  by  Genera. 
Electric  Co. 

Unit  of  measure,  each. 

Weight  per  unit, . 

I  Packed, . 

I  Cubic  displacement, . 

I  Shipping  weight, . 

I  .  Specification, . 

Handbook, . 

J  Vacuum;  receiving;  improved  form  of  Tul*, 
VT-11;  filament  current  1.1  amp.;  maxiznom 
I     over-all  dimensions,  4^  by  1|  by  1)  inches. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 
Shipping  weight, 


Specification,  2056. 

Handbook, . 

Vacuum;  similar  to  Tube,  type  VT-2,  fthunpnt 
current,  1.76  amp.;  made  by  General  Electric 
Co.;  not  interchangeable  with  Tube,  type 
VT-2,  because  of  higher  filament  current. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Vacuum;  simUar  to  Tube,  type  VT-2;  made  by 
General  Electric  Co.;  laboratory  model;  not 
produced. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Vacuum;  3-electrode;  used  as  a  radio  transmit- 
ting tube  for  oscillation  generation  and  modo- 
lation;  over-all  dimensions,  frH  by  2  inches; 
plate  voltage,  700  to  800  volts;  plate  currant ,  «0 
to  100  milliamp.;  output,  50  watts; 
voltage,    10.5   filament   oorrent,    HA 


Digitized  by  VjOOQ IC 


SIGNAL  COBFS  STOBAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


675 


Numerical 
code  or  No. 

Article. 

Useful  information. 

8O0-2239 

TUBE,  type  VT-18— Continued. 

equipped  with  4-pole  base  fitting  in  Socket, 
type  SO-12. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification,  3113. 

Handbook, . 

80O-2240 

TUBE,  type  VT-20 

Vacuum;  similar  to  Tube,  type  VT-2;  laboratory 
model;  not  produced. 

- 

Unit  of  measure,  each. 

Wrirht  nnr  imit 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

'Handbook, . 

800-2241 

TUBE,  type  VT-21 

Vacuum;  similar  to  Tube,  type  VT-1;  made  by 
the  De  Forest  Co.;  interchangeable  with  Tube, 

type  VT-1,  for  training,  but  not  for  field  service. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

- 

Specification, -. 

Handbook, . 

800-2242 

TUBE,  typ6  VT-23 

Vacuum;   supersedes  Tube,  type  VT-21;  made 
by  the  De  Forest  Co.;  interchangeable  with 

Tube,  type  VT-1,  for  training,  but  not  for  field 

service. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

flhinTiinc  Trripht 

Specification, . 

Handbook, . 

800-2243 

TUBING,  type  M-13 

Soft  rubber,  ,v^ch  inside  diameter;  ^inch  out- 
side diameter;   used  in  Set,  type  SCR-73,  to 

insulate  the  wire  running  from  the  streamline 

Unit  of  measure,  each. 

Weight  per  unit, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2243 

TUBING,  tyi>e  M-13— Continued. 

Packed, . 

Cubic  displacement, . 

Siiipping  weight, . 

SpecWcation,2059. 
Handbook, . 

800-2244 

TURNBUCKL^,  type  FT-21 

Bronze;  with  steel  screw  eyes;  sleeve,  6 J  inches 
long;  eyebolts,  4  inches  long,  each;  minimum 
over-all  length,  8  inches. 
Unit  of  measure,  each. 

WcifVit  nrr  unit 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbonk  

800-2247 

VARIOMETER,  type  VA-3 

jnUllULIl/tMIL,                        . 

Similar  to  Variometer,  type   VA-1;    iwed   in 
Equipment,  type  RT-4-A. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-2248 

VARIOMETER,  type  VA-4 

For  use  in  radio  equipment  of  Set,  type  SCR-82. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-2249 

VARIOMETER,  type  VA-5 

Inductance  0.088  to  0.360  mh.  for  Set  box,  RC-7 

%j\^-\^    tfw  mf  ^K  %^ 

of  SCR-127.    Drawing  RL-D-681;  RL-D-OOi. 

Umt  of  measure, . 

Weight  per  unit, . 

Packed, . 

Shfnrtinir  Trnftrht 

Specification, . 

Handbook, . 

80O-2250 

VOLT-AMMETER,  type  1-28 

D.  c;  watchcase,  portable;  used  for  battery 
testing;  range  0-35  amps.,  O-ll  volts;  2incfaei 
diameter;  Eveready  1003. 

Unit  of  measure, . 

Weight  per  unit, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-8250 

VOLT.JEmMETER,  type  I-23-Con. 

Packed,— — . 

Shipping  weight, . 

Speciiacation, . 

Handbook, . 

800-3261 

VOLTMETER,  type  1-2 

D.  c;  0-24  volts;  portable;  equipped  with  con- 

necting leads. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

■^ 

^TiinnlTiP  Trcirht 

Spedflcation, . 

Handbook, 

800-2252 

VOLTMETER,  type  H 

D.  c;  0-25  volts;  portable;  used  in  Case,  type 

BC-30. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

flKlrt-ninap  irraiorVif 

ciuppuig  weigub, . 

Handbook, . 

800-2253 

VOLTMETER,  type  1-6 

D.  c;  0-60  volts;  portable;  Westinghouse,  type 

PW;  3f  by  4}  by  2  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification,  2033. 

Handbook, . 

800-2254 

VOLTMETER,  type  1-6 

D.  c;  0  to  600  volts;  portable;  Westinghouse, 

type  PW;  3i  by  4}  by  2  inches. 

Unit  of  measure,  each. 

WHtrhf  rtn*  imlf 

Packed, . 

aV>:n'ni<n<v  ■mwrt^t trV^-t- 

Specification,  2033. 

Handbook, . 

800-2255 

VOLTMETER.  tvoel-lO     

D .  c;  0  to  10  volts  and  0  to  50  volts;  with  lead  and 

W     ■\^  A^  jm   AK&^^   lA    A^  -^^f     "^  Mr^*    ^        A\*  »    »    m    m   ^   »  m   m   m   •    • 

contact  point;  in  rectangular  box;  3H  by  4^ 

by  IH  inches. 

Unit  of  measure,  each. 

. 

Weight  per  unit, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

80O-2255 

VOLTMETER,  type  1-10-Contd. 

Packed, .  * 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2008. 
Handbook, . 

80O>2256 

VOLTMETER,  type  1-13   

0  to  50  volts;  multiplier  for  500  volts;  flush  type, 
black  finish;   SpUtdorf  No.  33-V;   used    co 
Powerboard,  type  BD-1. 
Unit  of  measure,  each. 

Wriirrhf  rtrr  imif 

Packed, . 

VOLTMETER,  type  1-17 

Shipping  weight, . 

800-2257 

Handbook, . 

0  to  6  and  0  to  30  volts,  Jewell  Electric  Instru- 

ment  Co.    Used  on  Equipment,  type  RE-lO. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Specification, . 

Handbook, . 

80O>2258 

VOLTMETER,  type  1-18 

For  use  with  tachometer  on  Motor,  type  MO-1; 
scale  reading  directly  in  r.  p.  m.,  up  to  6,000  r. 
p.  m.;  voltmeter  furnished  with  two  6-foot  coo- 
nection  leads. 

Unit  of  measure,  each. 

Packed, . 

VOLTMETER. tvDe  1-21 

800-2259 

Shipping  weight, . 

Specification,  2042. 

Handbook, . 

D.  c;  0  to  50  volts;  resistance,  greater  than  2,500 
ohms;  accuracy,  2  per  cent;  rear  coimected; 
switchboard  type;  case  diameter,  2  Inches;  case 
depth,  1  inch;  Westinghouse  drawings  R-B 
2895  and  R-A-2896. 

Unit  of  measure,  each. 

Wniffht  nnr  unit 

Packed, . 

Shipping  weight, . 

Specification,  2117. 
Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  Information. 

8OO-9S00 

VOLTMETER,  type  1-26 

D.  c;  watchcase  type;  0-10  volts;  2  inches  di- 
ameter. 

VOLTMETER,  type  1-27 

Unit  of  measure,  each. 

Packed, . 

800-2961 

Handbook,  Western  Electric  List  No.  1005. 
D.  c;  portable;  triple  range,  0-3,  0,  0-15,  0-150 
volts;  4f  by  4A  by  IJ  inches.    Weston  model 
280. 

Unit  of  measure,  each. 

VOLTMETER,  type  IF-«4 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

SpeciflcatiOQ, . 

800-2362 

D.  c;  range,  0-25  volts;  front-of-board  type;  41 
inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

VOLTMETER,  type  IF-35 

800-2263 

Spedflcation,  2082. 

Handbook, . 

D.  c;  range,  0-50  volts;  front-of-board  type;  4} 
inches. 

Unit  of  measure,  each. 

Weight  per  umt, . 

Packed, . 

VOLTMETER,  type  IF-36 

800-2264 

Specification,  2082. 

Handbook, . 

D.  c;  range,  0-75  volts  or  0-80  volts;  front-of- 
board  type;  ^  inches. 
Unit  of  measure,  each. 

Weight  per  umt, . 

Packed, . 

Specification,  2082. 
Handbook, . 
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Numerical 
code  or  No. 


800-2265 


800-2266 


800-2267 


800-2268 


80O-2260 


Article. 


VOLTMETER,  type  lF-37.. 


VOLTMETER,  typeIF-38.. 


VOLTMETER,  type  IF-39.. 


VOLTMETER,  type  IF-40.. 


VOLTMETER,  type  IF-41., 


Useftil  infonnation. 


B.C.;  range, 0-100 volts;  froDt-of4>oard  tsrp^;  4| 
inches. 

Unit  of  measure,  eadi. 
.  Weight  per  unit, . 

Packed, 

Cubic  displaconent, 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

D.  C;    range,  0-150  volts;   frontH)f4x)ar4  type; 
4}  inches. 

tJnlt  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  wei£^t, , 

Specification,  2082. 

Handbook, . 

D.  c;    external  resistor;    0-800  volts;    froot-of> 
board  type;  41  inches. 

Unit  of  measure,  each. 

Weight  per  unit, , 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

D.  c;   external  resistor;    0-^00  volts;   front-of> 
board  type;  4f  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 

Specification,  2062. 

Handbook, . 

D.  c.;   external  resistor;   0-aOO  volts;    front-d^ 
board  type;  4f  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2062. 

Handbook, , 
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Numerical 
code  or  No. 


8O0-227O 


800-2271 


800-2272 


800^2273 


80O-2274 


Article. 


VOLTMETER,  type  IF-42.. 


VOLTMETER,  type  IF-43.. 


VOLTMETER,  type  IF-44. 


VOLTMETER,  type  IF-46. 


VOLTMETER,  type  IF-46.. 


Useful  iuformation. 


D.  c;  range,  0-3  volts;  front-of-board  type;  3| 
inches. 

Unit  of  measure,  each . 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, 
Shipping  weight,  — 


Specification,  2082. 

Handbook, . 

D.  c;   range,  0-5  volts;   front-of-board  type;  3} 
inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 


Specification,  2082. 

Handbook, . 

D.  c;  range,  0-10  volts;  front-of-board  type;  31 
inches. 

Unit  of  measure,  each. 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

D.  c;  range,  0-15  volts;  front-of-board  type;  3} 
inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

D.  c;  range,  0-25  volts;  front-of-board  type;  3} 
inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2275 

VOLTMETER ,  type  I F-47 

D.  c;  range,  0-fiO  volte;  front-of-board  tjrpe;  3i 
inches. 

Unit  of  measiu-e,  each. 

Weight  per  imit, . 

Packed, . 

Cubic  displacement , . 

Speiification,  2082. 

Handbook, . 

800-2276 

VOLTMETER,  type  I F-48 

D.  c;  range,  0-80  volts;  froot4>f-board  type;  3^ 

inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

^iiV*io  ^lcT\1a/' AWiAvi^     _^_^_^^ 

Lucic  tuspiacemeub,            . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-2277 

VOLTMETER,  type  IF-49 

D.  c;  range,  0-100  volts;  frootof-board  type;  3^ 

inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-2278 

VOLTMETER  typeIF-60. 

inches. 

Unit  of  measure,  each. 

Weight  per  nnit, . 

Packed, . 

Cubic  displacement, . 

oiuppLug  weignt,             , 

Specification,  2082. 

Handbook  . 

800-2279 

VOLTMETER,  type  IF-51 

B.  c;  external  resistor;  0-300  votts;  fnmt-<rf-bQard 

t3rpe;  3J  Inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

8OO-2380 

VOLTMETER,  type  IF-«2 

D.   c;  external  resistor;  (HSOO  volts;  front-of- 

board  type;  3i  Inches. 

Unit  of  measure,  each. 

'Vtrrifht  nrr  unff 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-2281 

VOLTMETER,  type  IF-53 

D.  c;  external  resistor;  0-500  volts;  front-of-board 

type;  3i  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  dlanliummnnt 

Specification,  2082. 

Handbook, . 

80O-2282 

VOLTMETER,  type  IF-« 

D.  c;  range,  0-3  volts;  front-of-board  type;  2^ 

inches. 

Unit  of  measure,  each. 

Wricht  Tjrr  unit 

Packed, . 

Specification,  2082. 

Handbook, . 

80O-2288 

VOLTMETER,  type  IF-65 

D.  c;  range,  0^  volts;  front-of-board  type;  2tV 

inches. 

Unit  of  measure,  each. 

\'^rn{f>hf  r\rir  unit 

Packed, . 

Shipping  weight, . 

Specification,  2080. 

Handbook, . 

800-2284 

VOLTMETER,  type  IF-  56 

D.  c;  range,  0-10  volts;  front-of-board  type;  2 A 

%^\^\^     Mr  nr(.7^K 

inches. 

Unit  of  measure,  each. 

Packed, . 

Cubic  displacement, . 

Specification,  2082. 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Usefulalnformation. 

SOO-2285 

VOLTMETER,  type  IF-57 

D.  c;  range,  0-15  volts;  front-of-board-type;  2^ 

VOLTMETER,  IF-58 

Inches. 

Unit  of  measure,  each. 

Packed,—: — . 

800-2286 

Shipping, 

Spedflcatlon,  2082. 

Handbook, . 

D.  c;  range,  0-25  volts;  front-of-board  type;  2^ 

VOLTMETER,  tvne  IF-59 

Inches. 

Unit  of  measure,  each. 

Packed, . 

800-2287 

Spedflcatlon,  2082. 

Handbook, . 

D.  c;  range,  0-50  volts;  front-of-board  t3ri>e;  2^ 

VOLTMETER,  type  IF-eo. 

Inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

800-2288 

Shipping  weight, . 

Specification,  2082. 

Handbook, -. 

D.  c;  external  resistor;  0-80  volts;  front-of-board 

VOLTMETER,  type  IF-61 

type;  2^  Inches. 

Unit  of  measure,  each. 

Wpltrht  rtAr  iinif   -  - 

Packed, . 

Cubic  displacement, . 

800-2280 

Specification,  2082. 

Handbook, . 

D.  c;  external  resistor;  0-100  volU;  frant-of- 

board  type;  2A  inches. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

QTitrk'nfnfr  nretitrhf 

Specification,  2082. 
Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2290 

VOLTMETER,  type  IF-62 

D.  c;  external    resistor;   0-150    volts;  front-of- 

board  type;  2jV  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Otihif*  diinlnrriTTinnt 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-2291 

VOLTMETER,  type  IF-63 

D.  c;  external  resistor;  0-300  volts;  front-of-board 

type;  2A  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-2292 

VOLTMETER,  type  IF-64 

D.  c;  external  resistor;  0-500  volts;  front-of-board 

type;  2A  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

SpedflcaUon,  2082. 

Handbook, . 

800.2293 

VOLTMETER,  type  lF-65 

D.  c:  external  resistor:  0-800  volts:  front-of-board 

\^^r\r^^f  n0%^n^ 

type;  ^  inches. 

Unit  of  measiu^,  each. 

Weight  per  unit, . 

Packed, . 

Fthinninr  mrricht 

Specification,  2082. 

Handbook, . 

800-2294 

VOLTMETER,  type  IS-34 

D.  c;  ranga,  0-26  volts;  flush  type;  4}  inches. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, , 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

Digitized  by  LjOOQ IC 


686 


SIGNAL  COBPS  STOBAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-/8/895 

VOLTMETER,  tupe  IS-35 

D.  c;  range,  0-50  volts;  flush  type;  4}  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Specification,  2082. 
Handbook, . 

800-2296 

VOLTMETER,  type  IS-36 

D.  c;  range,  0-75  volts;  or  0-80  volts;  flush  type 

4|  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Specification,  2082. 
Handbook, . 

800-2297 

VOLTMETER,  type  IS-37 

D.  c;  range,  0-100  volts;  flush  type;  4|  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, » 

Shipping  weight, . 

Specification,  2082. 
Handbook, . 

800-2298 

V  OLTMETER,  type  IS-38 

D.  c;  range,  0-150  volts;  flush  type;  ^  inches. 
Unit  of  measure,  each. 

Wniirht  rwvr  imit 

Packed, . 

Specification,  2082. 

.800-2299 

VOLTMETER,  type  IS-39  

D.  c;  external  resistor;   0-300  volts;  flush  type 
4i  inches. 

Unit  of  measure,  each. 

Packed, . 

Shipping  weight, . 

Specification,  2082. 
Handbook, . 

800-2300 

VOLTMETER,  type  IS-40 

D.c;  external  resistor;  0-600  volts;  flush  type; 
4|  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 
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Numerical 
code  or  No. 

Article. 

Useful  infonnation. 

800-2300 

VOLTMETER,  type  IS-4(>-Contd. 
VOLTMETER,  type  IS-41 

Packed, . 

800-2301 

Specification,  2082. 

Handbook, . 

D.  c;  external  resistor;  0-800  volts;  flush  type; 
4i  inches. 

Unit  of  measure,  each. 

W^Hirht  nor  unit    - - 

VOLTMETER,  type  IS-42 

Packed, . 

800-2302 

Specification,  2082. 

Handbook, . 

D.c;  range,  0-3  volts;  flush  type;  3J  inches. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

VOLTMETER,  typeIS-43 

800-2303 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

D.  c;  range,  0-5  volts;  flush  type;  ^  inches. 
Unit  of  measure,  each. 

W^niirht  nnr  unit     ..... 

VOLTMETER,  type  18-44  

Packed, . 

Cubic  displacement, . 

800-2304 

Specification,  2082. 

Handbook, . 

D.c;  range,  0-10  volts;  flush  type;  Scinches. 
Unit  of  measure,  each. 

Weight  per  unit, . 

,      Packed, . 

VO LTMETBR,  type  IS-45 

800-2305 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

D.c;  range,  0-16  volts;  flush  type,  3i  inches. 
Unit  of  measure,  each. 

W^Aitfht  ru\r  unit          -    ■ 

Shipping  weight, . 

Specification,  2082. 
Handbook, . 

Digitized  by  LjOOQ IC 


688 


SIGNAL  COBPS  STOBAGE  CATALOGUE. 

DESCRIPTION  OF' SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Usefulainformation. 

800-2306 

VOLTMETER,  type  IS-46 

T>.  c;  range,  0-25  volts;  flush  tyi>e;  ^  inobeB. 

VOLTMETER,  type  IS-47 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

800-2307 

Specification,  2082. 

Handbook, . 

D.  c;  range,  0-50  volts;  flush  type;  3 J  inches. 

VOLTMETER,  type  IS-48 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

800-2308 

Specification,  2082: 

Handbook, . 

D.  c;  range,  0.-80  volts;  flush  type;  3)  inches. 

VOLTMETER,  type  IS-49 

VOLTMETER,  type  IS-50 

Unit  of  measure,  each. 

Packed, . 

800-2309 

Speoificatian,2082. 

Handbook, . 

D.  c;  range,  0-100  volts;  flush  type;  3)  inches. 
Unit  of  measure,  each. 

Packed, . 

Cubic  displacement, . 

800-2310 

Specification,  2082. 

Handbook, . 

D.  c;  range,  0-150  volts;  flush  type;  3}  inches. 

VOLTMETER,  type  IS-51 

Unit  of  measure,  each. 

Packed, . 

800-2311 

Spedflcation, . 

Handbook, . 

D.  c;  external  resistor;  0-300  volts;  flush  type; 

3i  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 
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Numerical 
code  or  No. 

Article. 

Usefulainformation. 

8O0-2311 

VOLTMETER,  type  IS-61-Con. 

Shipping  weight, . 

Specification,  2082. 
Handbook, . 

800-2312 

VOLTMETE  R,  type  18-52 

D.  c;^  external  resistor;  0-600  volts;  flush  type; 
3}  inches. 

Unit  of  measure,  each. 

W^flicht  nnr  unit 

Packed, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-2313 

VOLTMETER,  type  IS-53 

D.  c;  external  resistor;  0-800  volts;  flush  type; 
3  J  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-2314 

VOLTMETE  R,  type  18-54 

D.  c;  range;  0-3  volts;  flush  type;  2^  inches. 
Unit  of  measure,  each. 

IVnlrht  nnr  unit 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-2315 

VOLTMETER,  type  18-65 

D.  c;  range,  0-5  volts;  flush  type;  2^  Inches. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

800-2316 

VOLTMETER,  type  18-66 

B.  c;  range,  0-10  volts;  flush  type;  2^  inches. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, ; 

Ciibio  ditnlftpfimrmt 

Shipping  weight, . 

SpecificaUon,  2082. 

Handbook, . 

141645—20 44 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

80&-2317 

VOLTMETER,  type  IS-o7 

D.  c;  range,  0-15  volts;  flush  type;  2^  "»ches. 
Unit  of  measure,  each. 

Wnicht  nnr  unit   --.■    -  .- 

VOLTMETER,  type  IS-58 

800-2318 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

D.  c;  range,  0-25  volts;  flush  type;  2A  i°ch«- 
Unit  of  measure,  each. 

Wnifrht  nnr  imif              .   . 

VOLTMETER,  type  IS-59 

Packed, . 

Cubic  displacement, . 

800-2319 

Handbook, . 

D.  c;  range,  0^50  volts;  flush  type;  2A  iiicbes. 

VOLTMETER,  tvpe  IS-60 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

800-2320 

Spedflcation,2082. 

Handbook, . 

D.  c;  external  resistor;  0-«0  volts;  flush  type, 

VO  LTMETE  R,  type  IS-61 

2A  inches. 

Unit  of  measure,  each. 

WAfirht  nnr  unit 

Packed, . 

Cubic  displacement, . 

800-2321 

Specification,  2082. 

Handbook, . 

D.  c;  external  resists;  0-100  volts;  flush  tjpc: 

2A  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation,  2082. 
Handbook, . 
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Nmnerical 
code  or  No. 


Useful  information. 


800-2322 


VOLTMETER,  type  IS-62. 


800-2323 


VOLTMETER,  type  IS-63. 


800-23194 


VOLTMETER,  type  IS-64. 


800-2325 


800-2326 


VOLTMETER,  type  IS-65. 


VULCANIZE  R,  type  MC-5. 


D.  C;  external  resistor;  0-150  volts;  flush  type; 
2^  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

D.  c;  external  resistor;  0-300  volts;  flush  type; 
2^  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Hvidbook, . 

D.  c;  external  resistor;  0-500  volts;  flush  type; 
2^  inches. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

D.  c;  external  resistor;  0-800  volts;  flush  type; 
2^  inches. 

Unit  of  measure,  eadi. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2082. 

Handbook, . 

Electric;  comprises  a  base  of  asbestos  lumber,  or 
equivalent,  ^  inches  long  by  5h  inches  wide  by 
1  inch  thick,  upon  which  is  mounted  an  iron 
clamp  and  a  hand  wheel  by  means  of  which  2 
heating  imlts  are  clamped  together  over  the 
wire  to  be  vulcanized,  a  slot  being  provided  for 
this  wire.    Drawing  793. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 
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Numerical 
code  or  No. 

Article. 

Usefiil  information. 

80O-2326 

VULCANIZER,  type  MC-5-Contd. 

Cubic  displacement, . 

Spedflcation, . 

Handbook, . 

800-2327 

WAGON,  type  K-11 

Gas  cylinder;  constructed  similar  to  the  artillery 

%.^^^^^^nf%^nf  w 

caisson;  the  front  cart  contains  10  CyUodan, 

type  M-86,  and  the  rear  cart  16;  formerly  desig- 

nated "Gas  cylinder  wagon."    Drawing  6(l2a 

and  662b. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

• 

Cubic  displacement, , 

Specification, . 

Handbook, . 

800-2328 

WASTE  CAN.  tVDeOC-7 

A  galyanized-iron  can  12  inches  high  by  8  indies 

»•   ^&t>^  ^  A^      X^^&A^  ^    V^  gf^^     Vi^X^       f    »•••••••••• 

in  diameter,  standing  on  foet  that  hold  the  bot- 

tom 2  inches  above  the  floor;  for  ooataininc 

oily  waste;  used  in  Oil  set,  type  EE-18. 

Unit  of  measure,  each. 

Weight  per  unit,  — '—. 

Packed, . 

Cubic  displaoement, . 

Dujppjug  weigut, 

Speciflcati(m,  407. 

Handbook, . 

80(^2320 

WATCH  tVDeI-30     

Wrist;  American  movement;  7  or  15  jewel;  lever 

»»    X&  *  Xi^AA|     V^  C^^              '^r  •••••••••••••••••• 

escapement;   Bregnet  hairspring;  stem-wind- 

ing, with  stem  opposite  figure  3;  pendant  stem 

setting;  dial  1  inch  diameter;  Arabic  nomermls. 

A  inch  high;  10-divlsion  seooods  dial;  bhie 

steel  hands  coated  with  permanent  lanUnoos 

paint;  3/0  size  case  of  18  per  cent  nickel  and  83 

per  cent  copper;  open  face;  dear  glass  cryMal; 

furnished  with  10-inch  webbing  wrist  stxmp  ] 

inch  wide,  equipped  with  ring,  slide,  and  daip. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

PiiHir  illinlniViTnnnt 

v/UDic  uispuHxiitexi^ 

Shipping  weight, . 

Specification,  579. 

Handbook, . 
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6M 


code  or  No. 

AxiMn. 

Useftil  infoimation. 

800-2330 

WATERING  TRAY,  type  PG-».. 

Pigeon;  tin  plate;  4f  by  If  by  2|  Jncbes;  equip, 
ped  with  sapporting  hooks;  all  Joints  soldered 

to  hold  water;  used  en  4-hiid  baskets.    Draw- 
ing  103-55. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, 

Specification, . 

Handbook, . 

800-2331 

WATERING  TRAY,  type  PG-21... 

Pigeon;  tin  plate;  10,^  by  a^  by  3}  inches;  equip- 
ped with  supporting  hooks;  all  Joints  soldered 
to  hold  water;  used  on  ao-bird  baskets.  B. 
A.  P.    Drawing  108-56. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation, . 

Handbook, . 

800-2332 

WATERING  TRAY,  type  PQ-22.. . 

Pigeon;  tin  plate;  32  by  2|  by  2)  inches;  equipped 
with  supporting  hooks;  aU  Joints  soldeied  to 
hold  water;  used  on  30.bird  baskets.    B.  A.  P. 
Drawing  103-^. 

Unit  of  measure,  each. 

WHcht  nnr  tmtt 

Packed, . 

9h{n-nlTiir  wHirht 

Specification, . 

Handbook, . 

800-2336 

WAVEMETER,  type  SCR-60-C. . . . 

Range,  50  to  2,000  meters;  in(  losed  In  a  wooden 

Comprises: 

box  with  a  hinged  cover;  all  the  apparatus  is 

800-  237 

Battery,  type  BA-4  (1). 

moimted  on  an  insulating  panel;  no  telephones 

800-  880 

Crystal,  type  DC-1  (1). 

supplied;  has  galvanometer,  3  permanently 

800-1879 

Set  box,  type  BC-50  (1). 

moimted  inductance  colls,  variable  air  condens- 
er, crystal  detector,  and  buster  for  emitting 
known  wave  length. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

^UDic  uispiBceiueni,             . 

Shipping  weight, . 

Ol^OdUUlbllUZl,                  • 

Handbook, . 
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DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


Numerical 
code  or  No. 

Article. 

Useful  information. 

80&-2337 

WAVEMETER,typeSCR-61 

Wave-bngth  range,  150  to  2,400  meters;  has  3  de- 

Comprises: 

tached  inductance  coils,  variable  condenser. 

800-  237 

Battery,  type  BA-4  (1). 

buzaer,  crystal  detector,  telephone  jack?,  but 

800-  577 

CoU,  type  C-13  (1). 

no  galvanometer;  inclosed  in  wooden  box;  aelS- 

800-  578 

CoU,typeC-14(l). 

contained. 

800-  579 

CoU,  type  C-15(l). 

Unit  of  measure,  each. 

800-  880 

Crystal,  type  DC-1  (1). 

'Wnirht  riAr  unit 

800-1224 

Head  set,  type  P-11  (1). 

Packed, . 

800-1865 

Set  box,  type  BC-37  (1). 

Cubic  displacement, . 

800-1965 

Strap,  type  8T-5(1). 

Shipping  weight, . 

Specidcation, . 

Handbook, . 

800-2338 

WAVEMETER,typeSCR-95 

Wave-length  range  500  to  1,100  meters;  self- 

Comprises: 

contained  in  box;  has  fixed  condense^,  vario- 

800- 237 

Battery,  type  BA-4  (1). 

meter  inductance,  biizser,  and  indicator  lamp; 

800-1330 

Lamp,  type  LM-4  (1). 

used  with  undamped  wave  sets. 

800-1868 

Set  box,  type  BC-40  (1). 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

9hinr>lnp  wHcht 

Specification,  aooi. 

Handbook, . 

800-2339 

WAVEMETER,  type  SCR-111 

Wave-length  range,  900  to  1,900  meters;  otberwlM 

Comprises: 

same  as  Wavemeter,  type  SCR-95. 

800-  237 

Battery,  type  BA-4  (1). 

Unit  of  measure,  each. 

800-1330 

Lamp,  type  LM-4  (1). 

IVnifrht  nf\r  unit 

800-1876 

Set  box,  type  BC-49  (1). 

Packed, . 

Specification,  2037. 

Handbook, . 

80O-2340 

WAVEMETER,  type  SCR-125 

Wave  length  range,  70  to  560  meters.   Contained 
in  a  box.    Has  fixed  condenser,  variomeCer, 
inductance,  buzzer  and  indicator  lamp.    Used 
with  damped  wave. 

800-2341 

WAVEMETER,  type  SCR-128 

Wave  length,  50  to  75  meters.    Self-contained  in 
a  box  with  bakelite  top,  approximately  5  by 
5i  by  4|  inches  over  aU.    Similar  in  dcdgn 
and  arrangement  to  SCR-125. 

800-2446 

WAVEMETER,  type  SCR-137 

Similar  to  SCR-125,  except  range  is  1,000  to  S^ 
meters. 

Weight  per  unit, . 

Packed, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2446 

WAVEMETER,    type    8CR-137— 
Continued. 

WEIGHT,  tyiie  WT-1 

80O-2349 

Specification, . 

Handbook, . 

Antenna;  flsh-shaped;   lead;  fitted  with  wire 
loop  for  attaching  antenna  wire;  51  by  1^ 
inches;   weight,   11  pounds.    Drawing   RL- 
SK-1012. 

WEIGHT,  type  WT-2. 

Unit  of  measure,  each. 

Weight,  per  unit . 

Packed, . 

800-2343 

Handbook, . 

Large;  for  vibrator  on  t.  p.  s.  buuer;  about  ) 
ounce. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

WEIGHT,  type  WT-3 

800-2344 

Shipping  weight, . 

Specification, . 

Handbook, . 

Small;  for  vibrator  on  t.  p.  s.  buzser;  about  i 

WEIGHT,  type  WT-4 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

800-2345 

Specification, . 

Handbook, . 

Antenna;  lead;  stream  line,  with  swivel;  6i  inches 
long;  2  pounds. 

Unit  of  measure,  each. 

Packed, . 

800-2346 

Specification, . 

Handbook, . 

Antenna;  bead  type;  lead;  cylindrical;  li  by  | 
fnch,  with  a  .Vinch  longitudinal  hole;  weight, 
1.2  pounds.    Drawing,  RL-A-370. 
Unit  of  measure,  each. 
Weight  per  unit, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-2346 


800-2347 


WEIGHT,  type  WT-5--Contlntied. 


WIND  VANE,  type  ML-U. 


800-2348 


WIND  VANE,  type  ML-16. 


Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Spedflcation, . 

Handbook, . 

A  device  for  indicating  the  direction  of  the  wind; 
Whistler  type:  designed  for  mounting  on  a  roof; 
comprises  a  cylinder  of  tV-ii^ch  aluminum,  € 
inches  in  diameter  and  18  inches  long,  mounted 
horizontally  opposite  a  counterweight  on  i 
vertical  pivot  which  moves  on  roller  bearings; 
the  complete  vane  comprises  also  a  jointed 
coupling  rod  which  turns  with  the  vane  and 
moves  a  pointer  over  a  circle  8}  inches  in  diam- 
eter and  marked  in  degrees,  described  upon  the 
top  of  a  bracket  designed  to  be  attached  to  the 
wall  of  a  room  below;  a  2-inch  pipe  supported  by 
a  floor  plate  and  4  guys  serve  to  elevate  the  vane 
above  the  roof  and  to  permit  the  coupling  rod 
to  pass  down  through  its  center.  Drawinp 
295a  and  295-b. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  256. 

Handbook, . 

A  brass  arrow  14^  inches  long  fitted  to  the  top  of 
a  staff  of  blac^-enameled  steely  31H  indies  kng 
by  i  inch  diameter;  the  arrow  is  so  mounted 
that  it  nmy  be  rotated  easily  to  indicate  the  di- 
rection of  the  wind;  maylmnni  width  of  point, 
2^  Inches;  length  of  rudder,  5^  inches;  width  of 
rudder,  3  inches;  formerly  designated  ''Wind 
vane,  field  type."    Drawing  1309. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

8OO-2340 

WIND  VANE,  type  ML-46 

An  arrow  having  a  point,  shaft,  pivot  sleevd,  and 
tail  of  aluminum  and  mounted  at  one  end  of  a 

48-inch  wooden  rod  on  a  -^inch  projecting  steel 

rod  which  extends  from  the  end  of  the  wooden 

one;  the  arrow  is  appfoximateLy  15i  incheslong 

and  its  tail  is  approximately  8$  inches  long, 

tapering  from  4J  inches  at  Its  extreme  end  to  ^ 

inches  wide  at  the  pivot  of  the  arrow. 

Unit  of  measure,  each. 

W^nlf  Vif  nnr  nnif 

Packed, . 

Cubic  displacement, . 

Rnnr  1  fl  rut  f  nn 

opouuii/ aliou. 

Handbook, . 

S00-2350 

WIRE,  type  W-1 

7  strands  of  No.  22  B.  <b  S.  gauge  soft  tinned  oop- 
perjbare. 

Unit  of  measure,  each. 

Packed, . 

^.iiHI/> /iiar\lA/*nmOTtf'   .^-^—^^ 

v^UUl^  UiS^lHCCXllCllb,             '     • 

Shipping  weight, . 

Specification,  3038. 

Handbook, . 

800-2351 

WIRE,  type  W-2 

No.  14  B.  <Sc  S.  gauge,  soft  drawn  oopper;  bare. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification,  3039. 

Handbook, . 

WIRE,  type  W-3 

Single-conductor;  lamp  cord;   No.  16  B.  dc  S. 
gauge, consisting  of  26  strands  of  Na  30  B.  dc  S. 

gauge  tinned  copper  wire  insuiated  with  Na* 

tional  Electrical  Code  rubber,  black-cotton  cov- 

ered; impregnated  with  asphaltum  weathe^ 

proofing  compound. 

Unit  of  measure,  each. 

'^Vnirf1f  nnr  ntilf 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3034. 

Handbook, . 
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Numerical 
code  or  No. 


Article 


Useful  information. 


800-2353 


WIRE,  type  W-4. 


800-2354 


WIRE,  type  W-5.. 


800-2355 


WIRE,  type  W-6.. 


800-2356 


WIRE,  type  W-7. 


Single-conductor;  lamp  cord;  No.  16  B.  &  S. 
gauge,  consisting  of  26  strands  of  No.  30  B.  &  S. 
gauge  copper  wire;  the  conductor  is  covered 
with  a  light  serving  of  cotton  or  silk  over  which 
is  a  seamless  compound  of  rubber;  all  covered 
with  closely  woven  braid  of  cotton  which  is 
weatherproofed  and  wax  polished. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3040. 

Handbook, . 

16  strands  of  No.  30  B.  &  S.  gauge  soft  copper 
wire,  braided;  bare;  breaking  strength,  55  to 
70  pounds. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3005. 

Handbook, -. 

Single-conductor;  No.  16  B.  &  S.  gauge,  consist- 
ing of  26  strands  No.  30  B.  &  S.  gauge  tinned 
copper  wire;  the  conductor  is  covered  with  s 
light  serving  of  cotton  or  silk  and  insulated  with 
National  Electrical  Code  rubber  to  an  outside 
diameter  of  0.28  inch;  all  covered  with  heavy 
close,  smooth  cotton  braid  thoroughly  satu- 
rated with  permanent  weatherproof  compound. 

Unit  of  measure,  each. 

Weight  per  unit, . 

•  Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3055-A. 

Handbook, . 

Annunciator;  No.  18  B.  &  S.  gauge  soft  copper 
wire,  double  cotton  insulated,  saturated  witb 
wax  compound. 

Unit  of  measure,  each. 

Weight  per  unit, •-. 

Packed, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-2356 


800-2357 


WIRE,  type  W-7— Continued. 


WIRE,  type  W-8.. 


800-2358 


WIRE,  type  W-0.. 


800-2359 


WIRE,  type  W-10.. 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  2084. 

Handbook, . 

2-conductor;  lamp  cord;  No.  16  B.  &  S.  gauge^ 
consisting  of  26  strands  of  No.  30  B.  &  S.  gauge 
tinned-copper  wire  insulated  with  National 
Electrical  Code  rubber,  cotton  covered;  braid 
on  1  conductor,  black,  on  the  other,  red;  pair 
covered  with  external  braiding  No.  24  3-ply 
black  glazed  cotton;  impregnated  with  beeswax 
compound. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 
Shipping  weight, 


Specification,  3025. 

Handbook, . 

High-tension;  conductor  made  up  of  40  strands 
of  No.  30  B.  &  S.  guage  tinned  soft  copper  wire, 
or  of  19  strands  of  No.  27  B.  &  S.  gauge  of  the 
same  wire,  insulated  by  a  |-inch-thlck  rubber 
compound,  covered  by  varnished  cambric,  and 
double-varnished  braid;  outside  diameter,  H 
inch;  will  withstand  50,000  volts. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification,  2052. 
Handbook, . 


2-conductor;  lamp  cord;  each  conductor  equiva- 
lent to  a  No.  10  B.  &  S.  gauge  wire,  consists  of 
104  strands  of  No.  30  B.  <&  S.  gauge  tinned-cop- 
per wire,  with  a  ^-inch  National  Electrical  Code 
rubber  insulation,  cotton  covered;  the  braid  is 
black  on  one  conductor,  red  on  the  other;  the 
pair  is  covered  with  a  black  cotton  braiding. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3026. 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  Information. 

800-2360 

WIRE 

type  W-1 1 

2-conductor;  each  conductor,  equivalent  to  a  No. 

12  B.  &  S.  gauge  wire,  consists  of  65  strands 

of  No.  30  B.  &  S.  gauge  tinned-copper  wire,  with 

a  /rinch  National  Electrical  Code  rubber  insu- 

lation, cotton  covered;  the  braid  is  black  on  one 

conductor,  red  on  the  other;  the  pair  is  covered 

with  a  black  cotton  braiding. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

\^UD1C  UlSpilK/6UltSUt| 

. 

SfiiTtnlnir  u/oicrVil'    — ^.^_— 

oiuppui{{  WeigUb, . 

Specification,  3047. 

Handbook, . 

800-2361 

WIRE 

type  W-12 

No.  14  B.  &  S.  gauge,  2-conductor,  twisted, 

lamp  cord ;  each  conductor  consists  of  41  strands 

' 

of  No.  30  B.  &  S.  gauge  tinned-copper  wire, 

rubber  insulated  and  cotton  covered. 

Unit  of  measure,  each. 

WnfirTit  T\nr  iinlf 

Packed, . 

^ 

fNiV\l/t  rllarklo/tAmoni'    — ^— — ^^ 

vyUDlc  uispiaLreiuezit,              • 

Handbook, . 

800-2362 

WIRE 

type  W-13 

Single-conductor;  No.  16  B.  &  S.  gauge,  eoo- 

sisting  of  26  strands  of  No.  30  B.  &  8.  gauge 

tinned-copper  wire  insulated  with   National 

Electrical  Code  rubber  to  an  outside  diameter 

of  Aiac)>«Aabi»id^ . 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

v>uuic  uispiBceuieufc,       '      . 

snippizig  w  vi^uif 

Specification,  3066. 

Handbook, . 

800-2363 

WIRE, 

type  W- 14 

Consists  of  42  strands  of  No.  32  B.  &  S.  gauge 
phosphor-bronze  wire;  bare  with  cord  center. 

Unit  of  measure,  each. 

Packed, . 

Shipping  weight, . 

SnA/tffl/»otl#\n    

specincauou, . 

Handbook, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800>2364 

WIRE,  type  W-15 

2-GOiiductor;  lamp  cord;  No.  20  B.  &  S.  gauge; 
consists  of  a  parallel  pair,  each  conductor  insu- 

lated with  National  Electrical  code  rubber  and 

a  light  serving  of  red  cotton  on  one  and  black 

cotton  on  the  other;  both  pairs  have  a  common 

external  braiding  of  blade  glazed  cotton;  im- 

pregnated with  beeswax  compound.    Specifi- 

cation does  not  cover  make-up  of  conductor. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification,  3013. 

Handbook, . 

800-2365 

WIRE,  type  W-16. 

No.  24.  B.  &  S.  gauge  soft  copper  wire;  bare. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification,  2004. 

Handbook, . 

800-2366 

WIRE,  type  W-17. 

No.  12  B.  dc  S.  gauge,  single-conductcH:  cable  con- 

sisting of  21  strands  of  No.  25  B.  &  S.  gauge  soft 

copper  wire,  covered  with  rubber  ^  ln<*  thick 

insulation  wUl  withstand  600  volts. 

Unit  of  measure,  each. 

Wnirht  nnr  imif 

Packed, . 

Cubic  dirnlaomnnnt 

AhinnlTifP  mrnirhf 

Specification,  2085. 

800-2367 

WIRE,  type  W-18w 

3-conductor  cable,  each  conductor  consisting  of 
41  strands  of  No.  B.  &  S.  gauge  tinned  soft 

copper  wire,  covered  with  a  ^  inch  thick  rub- 

ber composition  and  red,  white,  or  black  cotton 

braid  for  the  conductors,  respectively;  the  3 

conductors  are  twisted  together  and  covered 

with  a  double  braid  of  black  waterproofed  cot- 

ton; the  insulation  wUl  withstand  600  volts. 

Unit  of  measure,  each. 

Wnfcht  nnr  unit 

Packed, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2367 

WIRE, 

type  W-18— Continued. 

ShinninfiT  \pmffht  — ^— 

UX^X#      nf%^^J  9 

wlXl|ipjJU{J    WCllJIll/,                        . 

Specification,  2054. 

Handbook, . 

80O-2368 

WIRE, 

type  W-19 

40  strands  of  No.  30  B.  <Sr  S.  gauge  phosphor- 
bronze  wire  twisted  together  to  form  a  round 

conductor;  bare. 

Unit  of  measure,  each. 

"Wftiaht  Tipp  iiTilf   ^— — — 

VToigui  per  ujiib,              • 

Packed, . 

Specification  2055. 

Handbook . 

800-2369 

WIRE, 

type  W-20 

7  strands  of  No.  30  B.  <&  S.  gauge  tinned-copper 
wire,  rubber  covered,  white  silk  braided. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  WMght, . 

Specification  3024. 

Handbook . 

80O-2370 

WIRE, 

type  W-21 

10-oonductor  wire  band;    consists  of  10  Wires, 

type  W-23,  spaced  at  1.5  cm.  centers  And 

stitched  between  2  layers  of  grade  "B"  air- 

plane fabric,  w  ith  sawtooth  edges;  used  in  Set , 

type  SCR-84. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification  3032. 

Handbook . 

80O-2371 

WIRE, 

type  W-22 

2K»nductor  wire  band;  consists  of  2  Wires,  type 

W-23,  spaced  at  2-inch  centers  and  stitched 

between  2  layers  of  grade  "B  "  airplane  fiabric; 

with  sawtooth  edges;  used  in  Set,  type  SCR-SI. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Specification  3033. 

Handbook . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


^00-2372 


WIRE,t3rpe  W-23.. 


800-2373 


WIRE,  type  W-24., 


800-2374 


WIRE,  type  W-26.. 


80O-2375 


WIRE,  type  W-26.. 


Single-conductor;  No.  16  B.  &  S.  gauge  consist- 
ing of  26  strands  of  No.  30  B.  <&  S.  gauge  copper 
wire;  the  conductor  is  covered  with  a  light  serv- 
ing of  cotton  or  silk  over  which  is  a  seamless 
compound  of  rubber  in  accordance  with  Na- 
tional Electrical  Code  requirements;  no  weath- 
erproofing. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement, 
Shipping  weight,  — 


Specification,  3031. 

Handbook, . 

16  stands  of  No.  28  B.  &  S.  gauge  soft  copper  wire, 
bare;  braided  to  form  a  circular  cable. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacemant, . 

Shipping  weight, . 

Specification,  2092. 

Handbook, . 

16  strands  of  No.  26  B.  <&  S.  gauge  soft  copper  wire, 
braided  to  form  a  circular  cable. 

Unit  of  measure,  each. 

Weight  per  imit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  2108. 

Handbook, . 

High-tension;  made  up  of  100  strands  of  soft  cop- 
per wire,  16  mils  diameter;  enameled;  1  cotton 
thread  inserted  in  the  cable  for  every  10 
strands;  the  entire  cable  Is  covered  with  a 
double-silk  wrapping,  a  40-per  cent  rubber  com- 
pound (to  conform  to  W.  D.  Spec,  for  rubber 
insulation)  and  a  3-ply  cotton  yam  braid;  out- 
side diameter  of  finished  wire,  0.86  inch;  the  in- 
sulation will  withstand  20,000  volts,  a.  c. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacemant, . 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

80O-9375 

WIRE,  type  W-26-Continiied. 

Shipping  weight, . 

Specification,  416. 
Handbook, , 

800-9376 

WIRE,  type  W-27 

Antenna;  large;  Oonsists  of  7  strands  of  bare 

phosphor-broUEe  wire  of  64  mils   diameter; 

tensile  strength,  2,200  pounds. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  w^ght, . 

Specification,  416. 

Handbook, . 

800-2377 

WIRE,  type  W-28 

Antenna;  small;  consists  of  7  strands  of  bare 

phosphor-bronze  wire  of  82  mils  ditmeter; 

. 

tensile  strength,  550  pounds. 

Unit  of  mejAsure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  wei^t, . 

Specification,  416. 

Handbook, . 

800-8878 

WIRE,  type  W-29 

Antenna  cord;  consists  of  6  strands,  each  made 

up  of  7  strands  of  No.  32  B  .d^  S.  gauge  phosphor- 

bronse  wire,  cabled  with  a  strong  5-ply  eottoo 

thread;  entire  conductor  is  covered  with  a  cot- 

ton braid  of  12  3-ply  threads;  weatherproof; 

outside  diameter,  0.155  inch;  tensile  strength. 

200  pounds. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  416. 

Handbook, . 

800-8379 

WIRE.tVDOW-80 

Counterpoise;  consists  of  6  strands,  each  made 

»»  ^^w^^l   v^  Jr^               *#>^»  •••••••••••••••••• 

up  of  7  No.  32  B.  &  S.  gauge  phosphor«broBte 

wires,  cabled  with  a  strong  5-ply  cotton  thretd 

entire  conductor  Insulated  wi^  30  per  cent 

rubber  compound  (tooonlbnn  to  W.  D.  Bpto, 

cotton '  braid;  weatherproof;   the   tngolati« 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

900-2379 

WIRE,  type  W-30-Continued. 

will  withstand  10,000  volts;  outside  diameter, 
0.3  inch;  tensile  strength,  200  poimds. 
Unit  of  me  asure,  each. 

XVaicrtil-  -nor  iiTiil-    

w  oigut  per  uTin,             . 

Packed, . 

, 

Specification,  416. 

Handbook, . 

8OO-3380 

WIRE,  type  W-31 

Inside  twisted-pair;  No.  18  B.  &  S.  gauge;  2  con- 
ductors of  soft  copper  wire;  40  mils  in  diameter; 

rubber  insulation  and  braid. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Specification,  340. 

Handbook, . 

800-2381 

WJRE,  type  W-32 

Inside  triple-conductor;  No.  18,  B.  &  S.  gauge; 
3  conductors  of  soft  copper  wire,  40  mils  in  dia- 

meter; rubber  insulation  and  braid. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Specification,  340. 

Handbook, . 

800-2382 

WIRE,  type  W-33 

House  wire;  twisted-pair;  No.  19  B.  &  S.  gauge; 
2  conductors  of  soft  copper  wire,  36  mils  in  dia- 

meter; rubber  insulation  and  braid. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

fiViirtrtirKT  tiraialni-    

oiuppuLg  weigni,             . 

Specification,  340. 

Handbook, . 

80O-2383 

WIRE,  type  W^34 

Pot  head  wire;  twisted-pair;  No.  19  B.  &  S.  gauge; 
2  conductors,  each  of  soft  copper  wire,  36  mils 

in  diameter;  rubber  insulation  but  no  braid. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

141645—20 45 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2383 

WIRE, 

type  W-34— Continued. 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  340. 
Handbook, . 

800-2384 

WIRE, 

type  W-35 

Cross-connecting;  twisted-pair;  No.  19  B.  &  8. 
gauge;  2  conductors  of  soft  copper  \*'ire  iiisiilAt«d 

with  rubber  compound   and   a   flame-proof 

cotton  braid;  purchased  in  accordance  A.  T.  & 

T.  specifications;  used  for  cross-connecting  in 

all  station  terminal  boxes. 

Unit  of  measure,  ea?h. 

Wniffht  nrr  unit 

w  eigni  per  uiui,             . 

Packed, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-2385 

WIRE, 

type  W-36 

Cross  connecting;  twisted-pair;  No.  22  B.  &  S. 
gauge;  2  conductors  of  soft-copper  wire  in- 

^^^^^^      nf^^KJ^^ 

sulated  with  rubber  compSsund  and  a  flame- 

proof cotton  braid;  purchased  in  accordance 

with  A.  T.  &  T.  specifications;  used  for  cross- 

connecting  in  all  station  terminal  boxes. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

opucuiCttiiuu,              . 

Handbook,-; . 

800-2386 

WIRE, 

type  W-37 

51  mils  in  diameter;  rubber  insulation  and 

cotton  braid. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  340. 

Handbook, . 

800-2387 

WIRE, 

type  W-38 

Outside  distributing  wire;  No.  17  B.  /k  S.gaufe, 
copper-dad  steel;  twisted  pair;  2  condoctars 

consisting  of  a  steel  core  upon  whidi  is  welded 

a  copper  coat;  rubber  insulation  and  oottoo 

braid,  weatherproofed. 

Digitized  by  LjOOQ IC 


SIGNAL  CORPS  STORAGE  CATALOGUE. 

DESCRIPTION  OF  SIGNAL  CORPS  EQUIPMENT— Continued. 


707 


Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2387 

WIRE, 
WIRE, 

type  W-38— Continued, 
tjrpe  W-39 

Unit  of  measure,  each. 

Packed, . 

Specification,  557. 

800-2388 

Field  wire;  single-conductor;  10  steel  wires,  each 

12  mils  in  diameter,  twisted  about  a  copper 
wire  28  mils  in  diameter;  rubber  insulation  and 
cotton    braid;    essential    characteristics  are 

flexibility,  high  tensile  strength,  high  insula- 
tion, and  ability  to  lie  flat  on  the  ground. 
Unit  of  measure,  each. 

Packed, . 

Specification,  408. 

800-2^89 

WIRE 

type  W-40 

Field  wire;  twisted  pair;  2  conductors,  each  of 

10  steel  wires,  12  mils  in  diameter,  twisted  about 
a  copper  wire  28  mils  in  diameter;  rubber  insula- 
tion and  cotton  braid;  essential  characteristics 

are  flexibility,  high  tensile  strength,  high  insu- 
lation, and  ability  to  he  flat  on  the  ground. 
Unit  of  measure,  each. 

W  eight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  408. 
Handbook, . 

800-2890 

WIRE, 

type  W-41 

Light  field  wire  ( French  type) ;  a  single  conductor 
of  3  bronze  wires,  each  20.1  mils  diameter: 
rubber  insulation  and  cotton  braid. 

Unit  of  measure,  each. 

• 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  594. 
Handbook, . 
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Numerical 
code  or  No. 


I 


Article. 


Useful  information. 


800-2391 


WIRE,  type  W-42. 


800-2392     WIRE,  type  W-43. 


800-2393     WIRE ,  type  W-44- 


800-2394 


WIRE,  type  W-45.. 


Outpost  wire;  single  conductor;  old  style;  com 
posed  of  6  steel  and  1  copper  strands  (some- 
times all  7  strands  are  steel);  insulated  with 
cotton  and  heavy  waterproof  braid;  superseded 
by  Wire,  type  W-43. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

.     Handbook,  — '■ — . 

Outpost  wire;  single  conductor,  made  up  of  3 

bronze  and  3  steel  wires  each  13  mils  in  diameter, 

cabled  about  a  bronze  wire,  14  mils  in  diameter; 

rubber  insulation  and  cotton  braid;  paraffined. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  589. 

Handbook, . 

Outpost  wire;  twisted  pair;  2  conductors,  each 
made  up  of  3  bronze  and  3  steel  wires  13  mUs  in 
in  diameter,  cabled  about  a  bronze  wire  14  mils 
'in  diameter;  rubber  insulation  and  cotton  braid; 
paraffined. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  589. 

Handbook, . 

Buzzer  wire;  single  conductor  of  2  steel  and  1  soft 
copper  wire,  0.012  inch  in  diameter;  insulated 
with  cotton  and  an  insulating  compound. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 

Shipping  weight, 

Specification,  387. 
Handbook, , 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

800-2305 

WIRE 

tjrpe  W-46 

Buzzer  wire;  twisted  pair;  comprises  2  lengths  of 

%^\M%^    nf%^%^%^ 

Wire,  type  W-45,  twisted  together. 

Unit  of  measure,  each. 

W^richt  nor  nnit 

Packed, . 

ojuppuig  weigut,              . 

Specification,  387. 

Handbook, . 

800-2396 

WIRE, 

tjrpe  W-47 

Bronze,  hard  drawn;  bare;  No.  17  B.  dc  S.  gauge; 

a  single  conductor  with  a  conductivity  of  65  per 

cent  and  a  tensile  strength  of  90,000  pounds  per 

square  inch. 

Unit  of  measure,  each. 

'WnirTif  rtnr  imif 

Packed, . 

QViirki^iTKr  ^ntAaVkt-     

DUippillg  WclgUI/,                    • 

Specification,  590. 

Handbook, . 

8O0-2307 

WIRE, 

type  W-  48 

Weatherproof  wire;  single  conductor;  a  conductor 
of  No.  12  B.  &  S.  gauge  copper  wire  insulated 

with  a  tripple  cotton  braid  impregnated  with 

waterproof  compound;  used  for  extending  aerial 

lines  through  the  foliage  of  trees  and  for  power 

•  switch  boards;  a  commercial  wire  standardized 

by  long  use  in  the  Signal  Corps. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Specification, . 

Handbook, . 

8iPa-2399 

WIRE, 

type  W-50 

Outside  twlst«d  pair;    2  conductors  of  No.  14 
B.  &  S.  gauge  copper  wire;  rubber  insulation 

and  cotton  braid  impregnated  with  moisture- 

proof  compound. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

^  U  Dl  L  U  ISp  UtCtJ  lUUU  1/, 

Shipping  weight, . 

Specification, . 

Handbook, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-2400 


WIRE,  type  W-51. 


800-2401 


WIRE,  type  W-52. 


800-2402 


WIRE,  type  W.'i3. 


800-2403 


WIRE,type  W-54. 


A  single  conductor  composed  of  3  strands  of  No. 
25  B.  &  S.  gauge  copper  wire  with  cotton  cov- 
ering and  triple-braided  insulation;  conven- 
iently put  up  on  reels  containing  i  mile  each; 
over-all  diameter,  H  inch. 

Unit  of  measiu'e,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, -. 

Handbook, . 

Consists  of  a  twisted  pair  ^  inch  diameter  of 
stranded  conductors  made  up  of  3  strands 
wound  with  3  0.006-inch  copper  wires,  the 
strands  having  7  tinsels  each;  the  conductors 
are  insulated  with  a  serving  of  cotton  and  rub- 
ber composition  and  a  brown  glaxed-cottoo 
braid;  used  in  connecting  cords. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shippmg  weight, . 

Specification, . 

Handbook, . 

Consists  of  a  twisted  pair  of  No.  18  B.  &  8.  gauge 
stranded  wire,  composed  of  16  strands  of  No. 
30  B.  &  S.  gauge  tinned-copper  wire  msulated 
with  a  seamless  rubber  jacket  and  a  dry  cotton 
braid. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

2-oonductor;  each  conductor  consists  of  18  strands 
of  tinsel  and  3  No.  36  copper  wires  twisted  into 
a  flexible  cable  and  insulated  with  a  suitable 
braid,  the  2  conductors  then  being  braided  to- 
gether, after  which  the  wire  is  treated  with  i 
waterproofing  compound. 

Unit  of  measure,  each. 

Weight  per  unit, . 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-2403 


8OO-S404 


WIRE,  type  W-54— Continued. 


WIRE,  type  W-55. 


8OO-2405 


WIRE,  type  W-56. 


800-2406 


WIRE,  type  W-67. 


Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

Lamp  cord;  composed  of  2  wires,  each  consisting 
of  16  strands  of  No.  28  B.  &  S.  gauge  copper 
wire,  cotton  lapped,  followed  by  a  serving  of 
rubber,  which  is  then  covered  with  a  closely 
woven  black  braid;  the  2  wires  are  then  covered 
with  a  rubber  compound,  followed  with  a  black 
braid,  with  weatherproof  finish. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  600. 

Handbook, . 

Single-conductor;  forms  the  basis  of  various  stand 
ard  Signal  Corps  single  and  multiple  conduc- 
tor cords,  several  single  wires  of  this  type  being 
covered  with  a  common  braid  of  silk  and  mer- 
cerized cotton  in  the  case  of  the  multiple  con- 
ductor cord;  consists  of  a  tinsel  conductor  madee 
up  of  3  cords  of  6  strands  each  twisted  into  a 
cable,  insulated  with  a  moisture-proof  wool 
serving  (or  a  serving  of  tussah  silk),  then  a 
ser^'ing  of  moisture-proof  mercerized  cotton,, 
and  then  covered  with  a  silk  or  cotton  braid. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 
Shipping  weight, 


Specification,  586  class  1. 

Handbook, . 

Single-conductor;  forms  the  basis  of  various  Sig- 
nal Corps  standard  single  and  multiple  con- 
ductor cords,  several  single  wires  of  this  type 
being  covered  with  a  glazed  cotton  braid  in 
case  of  the  multiple-conductor  cords;  consists 
of  a  tinsel  conductor  made  up  of  3  cords  of  6 
strands  each  twisted  into  a  cable,  insulated 
with  a  layer  of  tussah  silk,  then  a  layer  of  moisr 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-3406 


WIRE,  type  W-57— Continued. 


ture-proof  cotton  or  silk  applied  in  the  oppo- 
site direction,  and  then  covered  with  a  braid 
of  soft  cotton  or  linen. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


Cubic  displacement,  - 
Shipping  weight, 


800-2407 


800-2408 


I  Specification,  586,  Class  2. 

Handbook, . 

WIRE,  typ e  W-58 * '  Slngleoonductor;  forms  a  basis  of  various  stand- 

I  ard  Signal  Corps  single  and  multiple  conductor 
I  cords,  several  single  wires  of  this  type  being 
covered  with  a  common  braid  of  silk  or  mer- 
cerized cotton  In  the  case  of  the  multiple-con- 
ductor cords;  consists  of  a  tinsel  conductor  made 
up  of  3  cords  of  6  strands  each  twisted  into  a 
cable,  Instilated  with  a  serving  of  glated  cotton 
or  silk,  after  which  a  20  per  cent  rubber  com- 
pound having  a  wall  about  lAOO  Inch  thick  is 
applied  and  then  covered  with  a  closely  woven 
glazed  cotton  braid  Impregnated  with  a  mois- 
ture-proof beeswax  compound. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, * 

Shipping  weight, . 

Specification,  586,  Class  3. 

Handbook, . 

Slngle<)anductor ;  forms  the  basis  of  various  stand- 
ard Signal  Corps  single  and  multipl,e  canductor 
cords,  several  single  wires  of  this  type  being 
laid  up  with  a  twist  and  covered  with  a  20  per 
cent  rubber  compound,  after  which  a  heavy 
glazed  cotton  braid  Is  applied,  in  the  case  ctf  i 
multiple-conductor  cord;  consists  of  a  tinsel 
conductor  made  up  of  3  cords  of  6  strands  each 
twisted  Into  a  cable,  Insulated  with  a  serving 
of  glazed  cotton  or  silk,  after  which  a  20  per  cent 
rubber  compound  about  1/100  inch  thick  is  ap- 
pUed. 

Un  It  of  measure,  each. 

Weight  per  unit, . 

Packed, . 


WIRE,  type  W-5! 
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Numerical 
code  or  No. 


Article. 


Useful  information. 


800-2408 


80O-24O9 


WIRE,  type  W-69— Continued 


WIRE,  type  W-60. 


800-2410 


800-2447 


WIRE,  type  W-61. 


WIRE,  type  W-62. 


Cubic  displacement,  - 
Shipping  weight, 


Specification,  582,  Class  4. 

Handbook, . 

Single-conductor;  forms  the  basis  of  various 
standard  Signal  Corps  single  and  multiple  con- 
ductor cords,  several  single  wires  of  this  type 
being  covered  with  a  common  braid  of  silk  or 
mercerized  cotton  impregnated  with  a  moisture- 
proof  compound  in  case  of  the  multiple-con- 
ductor cords;  consists  of  a  stranded  conductor 
made  up  of  16  strands  of  No.  30  B.  <Sc  S.  gauge 
soft  copper  wire,  insulated  with  a  serving  of 
cotton  and  then  covered  with  an  even  layer 
of  rubber  compound  V»  inch  thick. 

Unit  of  measure,  each. 

Weight  per  imit, . 

Packed, . 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  586,  class  5. 

Handbook, . 

Single-conductor;  consists  of  a  conductor  made  up 
of  19  tinned-copper  wires,  each  8.9  mils  in 
diameter,  insulated  with  a  light  cotton  wrap- 
ping, a  rubber  compound  -^  inch  thick,  and  a 
colored  close  cotton  braid.  This  wire  f(Hins 
the  basis  of  various  Signal  Corps  >  standard 
single  and  multiple  conductor  cords,  several 
single  wires  of  this  type  being  laid  side  by  side 
in  the  case  of  the  multiple-conductor  cords  and 
covered  with  a  rubber  compound  to  a  unif(H*m 
diameter  of  i  inch  for  2-conductor  cords,  ^  inch 
for  3-conductor  cords,  and  then  covered  with  a 
conmion  braid,  black  in  color. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, 

Shipping  weight, . 

Specification, . 

Handbook, . 

Consists  of  3  conductors  twisted,  each  of  which 
is  equivalent  to  No.  16  B.  &  S.,  consisting  of 
26  strands  of  No.  30  B.  &  8.  tinned  copper; 
with  ^  inch  new  code  rubber;  cotton  braided. 
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Numerical 
code  or  No. 


800-2447 


80O-2411 


Article. 


WIRE,  type  W-62— Continued. 


WIRE  CART,  type  K-1. 


.SOO-24 12      WIR  E  CA  R  T,  type  K-S . 


Useful  information. 


The  color  of  the  braid  of  1  conductor  is  black, 
1  bright  red  and  1  white.  The  3  conductore 
are  twisted  with  20  to  23  turns  per  foot  and 
then  covered  with  an  external  braiding,  con- 
sisting of  No.  24,  3-ply  black  glazed  cotton. 
Cord  is  then  thoroughly  impregnate!  with  a 
beeswax  compound. 

Unit  of  measure, . 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  3140. 

Handboo!r, . 

Comprises  a  2-wheel  reel  cart  used  for  the  rapid 
laying  and  recovering  of  telephone  and  tele- 
graph lines  in  the  field.    It  is  completely 
equipped  with  a  reel,  mechanically  rotated  and 
controlled,  1  chest  with  wire-laying  equipment, 
a  driver's  seat,  and  appropriate  parts  and 
fittings  specially  designed  for  and  used  only 
on  this  cart;  designed  to  carry  5  miles  of  Wire, 
type  W-39.    It  was  formerly  known  as  "Wire 
reel  cart,  type  N,"  and  is  described  in  drawings 
100-1   to   100-433,   inclusive,    distributed  as 
follows: 
Assembly  drawings,  100-1  to  100-10. 
Subassembly  drawings,  100-11  to  100-60. 
Frame  details,  100-51  to  100-100. 
Reel  mechanism,  100-101  to  100-200. 
Wheels,  100-201  to  100-300. 
Chest,  301  to  400. 

Pole  and  miscellaneous,  401  to  433. 
Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, —. 


Cubic  displacement, . 

Shipping  weight, . 

Specification,  596. 

Handbook, . 

A  2-wheel,  strongly  constructed  wire  cart,  novc  of^ 
solete:  similar  to  artillery  ciissons,  but  equippti 
for  cirrying  and  reeling  out  wire;  used  togetkr 
with  Signal  art,  type  K-4,  to  form  the  vag^/n 
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Numerical 
code  or  No. 

Article. 

Useful  information. 

• 

800-2412 

WIRE  CAR  T,  type  JTnJ— Contd. 

formerly  called  "Pintle  wire  wagon,  model  1910. ^' 
Drawings  804a  arid  804b. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

O.M  ^  ^ '#;.«<•  ^  <ua 

Handbook, . 

800-2413 

WIRE  GUIDE,  type  MC-11 

A.  sheet-steel  case,  7  inches  long  by  H  inch  wide 
by  2  inches  high,  in  which  are  mounted  3 
pulley  wheels;  when  field  wire  is  being  strung 
the  wire  is  introduced  between  the  pulley 
wheels  of  this  guide  through  a  curved  groove 
along  the  side  of  the  case  and,  the  guide  being 
held  in  the  hand,  the  wire  will  run  freely. 
Drawing  972. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-2414 

WIRE  PIKE,  type  MC-1 

For  reclaiming  wire. 

Comprises: 

Unit  of  measure,  each. 

800-1231 

Hook,  type  HK-5(1). 

Weight  per  unit, . 

800-1589 

Pole,  type  M-25  (1). 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification,  618. 
Handbook, . 

800-2415 

WIRE  PIKE,  type  MC-2 

A  sectional  pike  used  for  reclaiming  wire.    Draw- 
ing 824. 

Comprises: 

800-1707 

Section,  type  SS-7  (1). 

Unit  of  measure,  each. 

800-1708 

Section,  type  SS-8  (1). 

Weight  per  unit, . 

800-1709 

Section,  type  SS-9  (1). 

Packed, . 

Cubic  displacement, . 

Shipping  weight, . 

Specification, . 

Handbook, . 

800-2416 

WRENCH,  type  TL-6 

3-inch;  double  end;  opening  0.193  inch  at  one  end 

and  0.386  inch  at  the  other  end;  made  of  tool 

steel,  hardened  and  tempered;  oxidhed-coppei 

finish. 

Unit  of  measure,  each. 

Weight  per  unit, . 
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Numerical 
code  or  No. 

Article. 

Useful  infonnation. 

800-2416 

WRENCH, 

type  TL-6— Contd. 

Packed, . 

Shipping  weight, . 

Specification,  3019. 
Handbook, 

800-2417 

WRENCH, 

typeTIy-84 

Spanner;  for  the  n  uts  used  on  the  telephone  and 

• 

battery  jacks  of  Set  box,  type  BC-47;  o(msists 
of  a  steel  tube  f  inch  outside  diameter,  i  indi 
inside  diameter,  1|  inches  long;  knurled  and 
equipped  with  2  small  projections  at  one  end, 
diametrically  opposite,  and  A  inch  long  and 

nuts.    Drawings  R-A-292';  and  RLr-SK-129S. 
Unit  of  measure,  each. 

IVnitrlif  TUkr  unit 

Packed, .  ' 

Shipping  weight, . 

Spedflcation,  2117. 
Handbook, . 

800-2418 

WRENCH, 

type  TI/-85 

Double^nd  C.  375,  for  A»imch  and  A-inch  hex- 

agonal nuts;  made  of  -jV-inch  steel;  over-all 
length,  2^  inches;  width  of  handle,  Aincb. 
Drawing  RL-A-3125. 
Unit  of  measure,  each. 

Packed, . 

Cubic  displacement, . 

Shipping  weight, '—. 

Specification, . 

Handbook, . 

800-2419 

WRENCH, 

type  TI.-SS     

Double-end  C,  375  for  i-inch  and  iVlnc^  hexago- 

nal nuts;  made  of  iVinch  steel;  over-all  length, 
2Hinches;  width  of  handle,  A  Inch.    Drawing 
RIr-A-^126. 

Unit  of  measure,  each. 

Weight  per  unit, . 

Packed, . 

Shipping  weight, . 

Handbook, . 
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INDEX  TO  STANDARD  NAMES. 

[Standard  items  listed  by  various  possible  designations  as  a  key  to  the  standard  names.] 


Absorber^  shock.    See  Shock  absorber. 

AC  Ammeters.    See  Ammeters. 

Accessory  case.    See  Box,  type  BC-33. 

Accessory  box.    See  Box. 

Accumulator.    See  Battery,  type  BB. 

Acetylene  generator.    See  Generator. 

Acetylene  signal  lamp.    See  Set,  signal-lamp,  type 

EE-33. 
Adapter,  message,  pigeon.    See  Message  adapter, 

type  PG-18. 
Adapting  head  for  tripod.    See  Tripod  head,  type 

M-91. 
Adjustable  condenser.    See  Condenser. 
Adjuster,  cord.    See  Cord  adjuster. 
Aerial.    See  Antenna. 
Aerial  liaison  signaling  panel.    See  Panels,  type 

AL. 
Aerial  pole,  low.    See  Pole,  type  PO-4. 
Aerial  wire.    See  Antenna  and  Wire. 
Air  condenser.    See  Condenser. 
Airlan  puller.    See  Puller,  type  TS-18. 
Air  gap  gauge.    See  Gauge. 
Air  horn  signal.    See  Set,  trombos-hom,  type  EE- , 

17. 
Air  hose.    See  Hose,  type  M- 
Airtank.    5««  Tank,  type  M-48. 
Aircraft  theodolite.    See  Theodolite,  type  ML-47. 
Airplane  amplifier.    See  Amplifier,  set  box. 
Airplane  interphone.    See  Equipment  LS-1  and 

Set,  airplane  interphone. 
Airplane  key.    See  Key. 
Airplane  reel.    See  Reel. 
Airplane  radio  maintenance  set.    See  Set,  au-plane 

radio  maintenance,  type  SCR-86. 
Airplane  telephone  head  set.    See  Head  set. 
Airplane  telephone  helmet.    See  Helmet. 
Airplane  telephone  transmitter.    See  Transmitter. 
Airplane  tool  chest.    See  Equipment,  type  TE. 
Alarm  device.    See  Cracker  jack. 
Alphabet,  international  code.    See  Flag  kit. 
Alternating  current  buzzer.    See  Buzzer,  type  BZ-4 
Alteiuatmg  current  generator.    See  Generator. 
Alternating  current  voltmeter.    See  Voltmeter. 


Aluminum  TnaririTig  band,  pigeon.    See  Marking 

band,  type  PG-16. 
Aluminum  message  holder,  pigeon.    See  Message 

holder,  type  PG-14. 
Ammeter  moimting.    See  Clamps. 
Ampere  meter.    See  Ammeter. 
Amplifier  box.    See  Amplifier;  Set  Box  and  Set,  low 

frequency  amplifier,  type  SCR-121. 
Amplifier,  voice.    See  Megaphone,  type  M-64. 
Anchor  rod.    SeeSt&ke.  • 
Anchor,  spring.    See  Band,  type  FT-11. 
Anemometer  support.    See  Support,  types  ML-29 

and  ML-31. 
Aneroid  barometer.    See  Barometers,  types  ML-9 

and  ML-IO. 
Antenna  ammeter.    See  Ammeter. 
Antenna  bead  weight.    See  Weight,  type  WT-5. 
Antenna  carrying  roll.    See  Roll. 
Antenna  equipment.    See  Equipment,  type  A. 
Antenna  fish  weight.    See  Weight,  type  WT-1. 
Antenna  ground  equipment.    See  Equipment,  type 

GD. 
Antenna  kite.    See  Kite. 
Antenna  lead-in  cord.    See  Cord. 
Antenna  loading  coil.    See  Variometer. 
Antenna  loop.    See  Loop. 
Antenna  niast  plate.    See  Plate,  type  MP. 
Antenna  mast  section.    See  Mast  section. 
Antenna  reel.    See  Reel. 
Antenna  reel  drum.    See  Drum. 
Antenna  spreader.    See  Spreader,  type  FT-60. 
Antenna  supports.    See  Support. 
Antenna  switch.    See  Switch. 
Antenna  tower,  steel.    See  Towers,  types,  TR-1  and 

TR-2. 
Antenna  weight.    See  Weight. 
Antiaircraft  artillery  telephone.    See  Telephone, 

type  EE-9. 
Apparatus,  time-interval.    See  Time-interval  ap- 
paratus, type  EE-^. 
Ardois  keyboard   pedestal.    See    Pedestal,    type 

M-74. 
Ardois  signal  lamp.    See  Lantern,  type  M-73. 
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Annored   cables.    See  Cables,  types   WC-301    to 

WC-400. 
Arrester  cabinet.    See  Cabinet,  type  BE. 
Artillery  signaling  flag  kit.    See  Flag  kit,  type 

N-16. 
Artillery  telephone;  antiaircraft.    See  Telephone, 

type  EE-9. 
Artillery  telephone  headset.    See  Headset,  type 

HS-3. 
Artillery  type  reel,  mountain.    See  Reel. 
Artillery  type  telephones.    See  Telephones  and  Ap- 
paratus box. 
Artillery  type  telescope.    See  Telescope,  type  E-5. 
Artillery  type  transmitter.    See  Transmitter,  type 

T-6. 
Assault  basket,  pigeon.    See  Basket,  type  PG-1. 
Assembly  contact  screw.    See  Contact . 
Assembly,  spring,  contact.    See  Contact. 
Attachment  plug.    See  Plug. 
A,  t3rpe,  battery.    See  Battery,  type  BA-1. 
Audion.    See  Tube,  type  VT. 
Auger.    See  Brace  auger  bit;  Bit. 
Auger  bits.    See  Fquipm?nt,  type  TE-19. 
Automatic  writer.    See  Telautograph. 
Automobile  clock.    See  Clock,  type  1-15. 
Automobile  repair  wagon.    See  Repai'-  truck. 
Auxiliary  terminal.    See  Panel,  type  BD. 
Ayrton  shunt.    See  Shunt,  type  RS-36. 
Baby  cartridge  fuze.    See  fuze. 
Back  basket,  pigeon.    5c«  Basket,  tjrpe  PG-1. 
Back  strap.    See  Strap. 
Bag,  feed,  pigeon.    See  Feed  bag. 
Bag,  tool.    See  Tool  roll. 
Bakelite  mast  top  insulator.    See  Insulator. 
Balance  weights.    See  Set  of  weights,  type  MI^45. 
Ball  connector.    See  Connector,  type  M-6. 
Ballast  lamp.    See  lamp. 
Balloon  observation  plotting  board.    See  Plotting 

board,  type  ML-25. 
Balloon  telephone.    See  Telephone. 
Bamboo  mast.    See  Mast  section. 
Band,  marking,  pigeon.    See  Marking  bands,  types 

PG-15  and  PG-16. 
Band,  telephone  head.    See  Ilead  band. 
Band,  wire.    See  Wire,  types  W-21  and  W-22. 
Bandage,  splicing.    See  Splicing  bandage. 
Bar,  digging.    See  Digging  bar. 
Bar,  mirror,  heliograph.     See   Mirror  bar,  tyiw 

HL-3. 
Bare  bronze  wire.    See  Wire,  type  W-47. 
Barometer  case.    See  Case,  type  ML. 
Barometer  housing.    See  Case,  type  ML- 19. 
Barometer,  recording.    See  Barograph ,  type  ML- 
Base,  engine.    See  Engine  base. 
Basket  cover,  waterproof.    See  Cover. 
Basket,  pigeon,  carrying.    See  Basket,  type  PG-1. 


Battalion  commander's  chest.    See  Equipment, 

type  TE- 
Batten,  key.    See  Fittings,  type  FT- 
Battery  box.    See  Box. 

Battery  case.    See  Box,  type  BC-  and  Case,  type  CS 
Battery  charging  panel.    See  Panel. 
Battery  charging  sets.    See  Sets,  battery  charging, 

type  SCR. 
Battery,    commander's    firing    signal.    See    Set, 

firing  signal,  type  EE-22. 
Battery  commander's  telephone.    See  Telephone. 
Battery,  commander 's  telephone.    See  Telephones, 

types  EE-24  and  EE-62. 
Battery,  dry.    See  Battery,  type  BA- 
Battery,  Eveready  No.  703.    See  Battery,  type 

BA-9. 
Battery,  Eveready  No.  763.  See  Battery,  type  B A-2. 
Battery,  Eveready  No.  778-8.    See  Battery,  type 

BA-3. 
Battery  lug.    5««  Terminal,  type  TM- 12. 
Battery,  oval.    See  Batteries,  types  BA-11  and 

BA-15. 
Battery,  post  testing.    See  Battery,  type  B  A-18. 
Battery,  primary.    See  Battery,  type  BA- 
Battery,  reserve  No.   4-0.    See   Batteries,   type 

BA-11. 
Battery,  reserve  No.  6.    See  Battery,  type  BA-10. 
Battery,  secondary.    See  Battery,  type  BB- 
Battery,  service  testing.    See  Battery,  tjrpe  B A-20. 
Battery,  storage.    See  Battery,  type  BB- 
Battery  tray.    See  Tray. 
Battery,  type  A.    See  Battery,  type  BA-1. 
Battery,  United  Battery  Co.,  type  154.    See  Bat- 
tery, type  BA-9. 
Baum^  hydrometer  set.    See  Hydrometer  set,  type 

EE- 
Baum4  meter.    See  Hydrometer. 
Bayonet  socket.    See  Sockets,  type  SO- 
Bead  weight,  antenna.    See  Weight,  type  WT-5. 
Bell  box.    See  Box. 
Belt,  lineman's.    See  Lineman's  belt. 
Bench,  storage  battery.    See  Stand. 
Bevel  and  level,  combination  square.    See  Square. 
Binoculars.    See  Field  glass. 
Bit  set.    See  Equipment,  type  TE- 
Blanks,  message,  wire  and  wireless.  See  Message 

book,  type  M-41. 
Block,  connecting.   See  Connecting  block,  type 

BL-4. 
Blocks  terminal.    See  Terminal  block. 
Board,  drawing.    See  Drawing  board. 
Board,  panel.    See  Panel. 
Board,  plotting.    See  Plotting  boards,  type  ML- 
Bomb  shell,  signal.    See  Shells,  type  PY- 
Book,  field  message,  form  217-A ,  1918.    See  UessAgf 

book,  type  M-41. 
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Booster  cover.    See  Cover,  type  BG- 

Booster,  telautograph.    See  Booster. 

Bowl,  nest,  5  >  •  celain.    See  Nest  bowl,  type  PG-29. 

Box^  100,000  ohms.    See  Resistance,  type  R&-37. 

Box,  cable  junction.    See  Junction  box,  type  J  B- 

Box,  carrying.    See  Box  and  Case. 

Box,  connection.    See  Connecting  box. 

Box,  control.    See  Control  box. 

Box,  feed,  pigeon.    See  Feed  box. 

Box,  junction.    See  Junction  boxes,  type  J  B- 

Box,  lamp  control.    See  Set  box. 

Box,  outlet,  emplacement.    See  Outlet  box. 

Box,  set.    See  Set  box. 

Box,  small  arms  target.    See  Outlet  box. 

Box,  switch.    See  Switch  box. 

Box,  terminal.    See  Terminal  box. 

Box,  tiol.    See  Tool  chest. 

Brace,  crossarm.    See  Brace,  type  PF- 

Bracket,  field.    See  Bracket,  type  PF- 

Bracket,  house.    See  Bracket,  type  PF- 

Bracket,  insulator.    See  Bracket,  type  PF- 

Bracket,  pre-steel.    See  Bracket,  type  PF- 

Bracket,  transportation.    See  Bracket,  type  PF- 

Breast  reel.    See  Reel. 

Bridle  wire.    See  Wire,  type  W-37. 

Bronze  wire.    See  Wire,  type  W-47. 

Brash,  battery.    See  Battery  brush. 

Bulb,  detector.    See  Tube. 

Bunnel  key,  telegraph.    See  Keys,  type  J-. 

Bunting  burgee,  wool.    See  Burgee. 

Burgee,  bunting.    See  Burgee. 

Button,  push.    See  Switch. 

Buzzer,  cavalry,  model  1910.    See  Cavalry  buzzer. 

Buzzer  connecting  plug.    See  Plug,  type  PL-1. 

1908  buzzer.    See  Field  buzzer,  model  190S. 

1914  buzzer.    See  Service  buzzer,  type  EE-63. 

1914  buzzer  ground  rod.    See  Ground  rod,  type 

GP-11. 
Buzzer  and  key,  target  range.    See  Set,  type  E E-37. 
Buzzer,  field.    See  Field  buzzer,  model  1908. 
Buzzer  ground  pin.    See  Ground  rod,  type  GP-11 . 
Buzzer  Instruction  set .    See  Set ,  buzzer  instruction, 

type  EE-14. 
Buzzer  master  switch.    See  Switches,  types  SW-49 

and  SW-64. 
Buzzer,  service.    See  Service  buzzer,  tyi)e  EE-63. 
Buzzer  sending  set.    See  Set,  buzzer  sending,  type 

EE-15. 
Buzzer,  switchboard.    See  Switchboard,  tjrpe  BD. 
Buzzer,  t.  p.  s.    See  Power  buzzer,  type  C-4. 
Buzzer,  target  range.    See  Set,  type  EE-37. 
Buzzer-telephone.    See  Buzzerphone  and  Service 

buzzer,  type  EE-63. 
Buzzer,  testing  set.    See  Set,  buzzer  testing,  type 

BC-57. 
Buzzer  wire.    See  Wire,  types  W-45  and  W-46. 
Buzzer  wire  reel.    See  Reel. 
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Buzzer  wire  spool.    See  Spool,  type  RL-11. 

Ca binet,  signal  flag.    See  Cabinet . 

Cabinet,  supply.    See  Cabinet. 

Cable.    See  Wire. 

Cable,   armored.    See   Cables,   types   WC-301    to 

WC-400. 
Cable  ditch  marker.    See  Marker,  type  M-28. 
Cable  hanger  ring.    See  Ring. 
Cable  junction  box.    See  Junction  box,  type  TB- 
Cable  marker,  ditch.    See  Marker,  type  M-28. 
Cable,  multiple  pair.    See  Cables,  types  WC-1  to 

WC-(300. 
Cable  outlet  box.    See  Outlet  box. 
Cable,  paper  insulated.    See  Cable-,  types  WC-301 

to  WC-500. 
Cable,  power.    See  Cables,  types  WC-601  to  WC-700 
Cable  ring  crimper.    See  Crimper,  cable  ring. 
Cable  roller.    See  Roller  block,  type  M-78. 
Cable  sheath  knife.    See  Knives,  types  KN-2  and 

KN-3. 
Cable  ship  antenna.    See  Antenna,  type  AN-10. 
Cable  terminal  box.    See  Terminal  box. 
Cable  terminal  strip.    See  Terminal  strip. 
Cable  testing  chest.    See  Equipment,  type  EE-53. 
Cable  testing  set.    See  Set,  cable  testing. 
Cable  testing  telephone.    See  Telephone. 
Cables,    special.    See   Cables,    types    WC-501    to 

WC-600. 
Cable  splicer's  drift  pin.    See  Drift  pin. 
Cable  splicer's  tool  chest.    See  Equipment,  type 

TE-16. 
Cable    submarine.    See    Cable,    types    WC-1    to 

WC-200. 
Cable,  subterranean.    See  Cable,  types  WC-201  to- 

WC-300. 
Cage,  carrying,  pigeon.    See  Basket,  type  PG-K 
Cage,  pigeon.    See  Cage,  type  PG-13  and  basket. 
Cage,  pigeon,  collapsible.    See  Aviary,  type  PG-3Z, 
Camera  lens  set,  moving-picture.    See  Lens  set, 

type  PH-2. 
Camera  lenses.    See  Lens,  set,  type  PH-2. 
Camera,  long  range.    See  Telephoto,  type  PH-4. 
Camera  magazine,  moving-picture.    See  Magazine, 

type  M- 
Camera,  telephoto.    See  Telephoto  camera,  type 

PH-4. 
Camera  tripod,  motion-picture.    See  Tripod,  typo 

M-39. 
Camp  telephone,  model  A.    See  Telephone,  type 

EE-4. 
Camp  telephone,  model  1917.    See  Telephone,  type 

EE-4-A. 
Camp  telephone  switchboard.    See  Switchboard. 
Can,  oil.    See  Oil  can. 
Canvas  b«g.   SeeBt^. 
Can,  waste.    See  Waste  can,  type  OC-7. 
Cap,  mast.    See  Mast  cap. 
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Cap,  soft  rubber,  receiver.    See  Receiver  cap. 

Carbon  battery.    See  Battery,  type  BA- 

Carbon  block  protector.    See  Arrester. 

Carbon  lamp.    See  Lamp. 

Carbon  resistance.    See  Resistance. 

Carborundum  stone.    See  Stone. 

Carrier,  wire.    See  Reel  or  Drum. 

Carrying  bag.    See  Bag. 

Carrying  box.    See  Box  and  Case. 

Carrying  case.    See  Box  and  Case. 

Carrying  chest,    See  Chest  and  Trunk. 

Carrying  strap.    See  Strap. 

Cart,  signal.    See  Signal  cart. 

Cart,  wire  reel.    See  Wire  cart,  tjrpe  K-1. 

Case.    See  Case,  cabinet,  and  Box. 

Case,  battery.    See  Box,  type  BC- 

Case,  carrying.    See  Case  and  Box. 

Case,  dynamotor.    See  Box,  type  BC-48,  BC-25, 

or  BC-25-A. 
Cavabry  basket,  pigeon.    See  Basket,  type  PQ-1. 
Cavalry  signaling  panels.   See  Panels. 
Cell,  Edison  primary.    See  Battery,  type  BA-14. 
Cell,  fuller.    See  Battery,  type  BA-13. 
Cell,  gravity.    See  Battery,  type  BA-12. 
Celluloid  cipher  disk.    See  Cipher  disk. 
Celluloid  marking  band,  pigeon's.    See  Marking 

band,  type  PG-15. 
Center  punch.    See  Punch. 
Centigrade  thbrmometer.   See  Thermometer. 
Century  buzzer.    See  Buzzer,  type  BZ-1. 
Charging  panel.    See  Panel. 
Ciarglng  sets.    See  Sets,  battery  charging,  type 

SCR. 
Chest.    See  also  Trunk  and  tool  chest. 
Chest,  airplane  tool.    See  Equipment,  type  TE. 
C  lest,   battalion  commander's.    See  Equipment, 

type  SE- 
Chest,  cable  testing.    See  Equipment,  tyi)e  EE-13. 
Chejt,  cable  splicer's.    See  Equipment,  type  TE-16. 
Chest,  construction  tool.    See  Equipment,  type 

TE-15. 
Chest,  electrical  engineer's  tool.    See  Equipment, 

type  TE-18. 
C  lest,    mechanic's   tool.    See    Equipment,    type 

TE- 
C  lost,  pipe  fitter's.    See  Equipment,  type  TE- 
Chest,  post  tool.    See  Equipment,  type  TE-14. 
O  lest,  regimental  commander's.    See  Equipment, 

tjrpeSE- 
Chest,  signal,  complete.    See  Equipment,  type  SE- 
Chest,  telephone  repair  parts.    See  Equipment, 

typeEE-34. 
Chest,  tool.    See  Tool  chest. 
Choke  coil.    See  Coil. 
Chronometer  stop  watch.    See  Stop  watch,  t5rpe 

1-33. 
Cincha  band.    See  Band,  type  8T-7. 


Cincha  strap.    See  Strap,  type  ST-8. 
Circuit-breaking  device.    See  Circuit  breaker. 
Circuit  detector,  Murdock.    See  Headset,  type  P-2. 
Circular  signaling  panel,  aerial  liaison.    See  Panels, 

type,  AL- 
Clamp,  guy.    See  Clfemp,  tjrpe  FT- 
Clamp  insulator.    See  Insulator,  type  IN-22. 
Clamp,  splicing.    Su  Splicing  clamp. 
Claw  hammer.    See  Hammer,  type  TL-39. 
Cleat  crossarm.    See  Cleat,  type  PF- 
Climbers,  lineman's     See  Lineman's  pole  climbers. 
Clip,  spade.    See  Terminals,  types  TM-10  and 

TM-U. 
Clip,  test.    S«€  Test  clip. 
Clip,  wire  rope.    See  Clip,  type  FT-24 . 
Clock,  time  interval.    See  Clock. 
Closed  circuit  key,  telegraph .    See  Key,  type  J- 
Code,  alphabet.    See  Flag  kit. 
Cohen  receiving  set,  static  coupled.    See  Set,  radio 

receiving,  type  SCR-45. 
Coherer  wireless  set.    See  Set,  type  SCR-1 . 
Coil,  antenna  loading.    See  Variometer  and  coil. 
Coil  box,  telephone.    See  Apparatus  box. 
Coil,  linking.    5«Coil. 
Coil,spiraL    Sec  Coil. 
Coil,  telephone,  induction.    See  Coil. 
Coil,  telephone,  repeating.    See  Coil. 
Coil,  tuning.    Sec  Coil. 
Cold  chisel.    Sec  Chisel. 

Collapsible  crate,  pigeon.    See  Basket,  type  PG-l. 
CoUapsible  Indicating  disk.    See  Indicating  disk. 
Combination  flag  kit.    See  Flag  kits,  types  M-37 

and  M-42. 
Combination  key,  telegraph.    See  Key,  type  J-31. 
Combination  square,  bevel,  and  level.    See  Square. 
Common  battery  telephone.    See  Telephones. 
Company  flag.   Su  Flag. 
Compass  holder.    Sec  Holder. 
Compass,  prismatic.    Sec  Compass,  type  1-24. 
Compass  station.   See  Set,  direction-finding  radio, 

SCR-122  and  SCR-129. 
Composite  telephone.    See  Telephone. 
Compound,  chromac.    See  Chromac  compound. 
Compound,  preservative.    See  Preservative. 
Compressed-air  signal  horn.    See  Set,  strombos- 

hom,  type  EE-17. 
Compressed-air  tank.    See  Tank,  type  M-48. 
Condenser  box,  telephone.    See  Apparatus  bo3c 
Condenser,  Leyden  jar.    See  Condenser. 
Condenser  mounting.    See  Mounting,  type  FT- 
Condenser,  panel  and  bus  bar.    See  Condenser,  type 

CA-55. 
Condenser  protective  device.   See  Protective  de- 
vice, type  PD-1. 
Conductor.    See  Wire. 
Conduit  nipple.    See  Nipple,  tjrpe  M-55. 
Conical  gong.    See  Gong,  type  M- 
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Connecting  block.    See  Block. 
Conne'^ting  block.    See  Block,  type  TM- 
Connecting  cord.    See  Cord. 
C3nne?tmg  plug.    See  Plug,  type  PL- 
Connecting  plug,  service  buzzer.    Sec  Plug,  type 

PI^l. 
Connecting  terminal.    See  Terminal. 
CDnnector.    See  Jacks,  type  JK,  and  Plugs,  type 

PL- 
Connector,  service  buzzer.    See  Connector,  type 

TM-32. 
Connector  stud.    See  Stud,  type  FD-49. 
Connector,  wire  sheU  fire.    See  Connector,  type 

TM-33. 
Connector,  1914  buzzer  .See  Connector,  type  TM-32. 
Construction  tool  chest.    See  Equipment,  type 

TE-15. 
Contact  file.    SeeYil^. 
Contact  machine,  time-interval.   See  Time-interval 

apparatus,  type  EE-56. 
Contact  point.    See  Contact. 
Contact  screw  assembly.    See  Contact. 
Contact  spring,  terminal.    See  I'erminal. 
Control  box,  lamp.    See  Set  box. 
Control  clock,  time-Interval.    See  Clock. 
Control  relay.    See  Relay. 
Control  switch.    See  Switch. 
Controller,  fire-control  dial  telegraph.    See  Aero- 

soope. 
Controller,  stop-watch.    See  Controller. 
Controller^  time-interval.    See  Time-interval  appa- 
ratus, type  EE-56. 
Copper  foil  condenser.    See  Condenser. 
Copper-mica  protective  device.    See  Arrester. 
Cord.    See  also  Twine  and  Rope. 
Cord  connector.    See  Plug. 
Cord,  lamp.    See  Wire. 
Cord,  measuring.    See  Rope. 
Cord  terminal.    See  Terminals,  type  TM- 
Cord  terminal  3.    See  Terminals,  type  TM- 
Coston  flare.    See  Flare,  green;  Flare,  white;  and 

Flare,  red. 
Cotton  signaling  panel.    See  Panels,  type  AL- 
Cotton  tape.    See  Tape,  type  TL-26. 
Coupling  coil.    See  Coil. 
Crank,  gMierator.    See  Crank. 
Cross  connecting  wire.    See  Wire,  types  W-35  and 

W-36. 
Crossarm  brace.    See  Brace,  tjrpe  PF- 
Crossarm  brace,  diagonal.    See  Brace,  type  PF- 
Crossarm  cleat.    See  Cleat,  type  PF- 
Crossarm,  insulator.    See  Crossarm,  type  PF- 
Crossarm,  iron.    See  Crossarm,  type  PF- 
Crossarm,  pin.    See  Pin,  type  PF- 
Crossarm,  wood.    See  Crossarm,  type  PF- 
Crystal  detertor.    See  Crystal. 
Crystal  detector  stand.    See  Stand. 


Cut-out  box.    See  Panel. 
Cut-out  panel.    See  Panel. 
Cut-out  panel  cabinet.    See  Cabinet,  type  BE. 
Cylinder  wagon,  gas.    See  Wagon,  type  K-ll. 
"  D"  type  receiver.    See  Set  box,  type  BC-36. 
Damped  wave  sets.    See  Sets,  radio,  type  SCR . 
D'arsonval  galvanometer  reflector.    See  Galvano- 
meter, type  I- 
Desk  telephone.    See  Telephone  and  apparatus  box. 
Detector  contact  spring.    See  Contact. 
Detector  crystal.    See  Crystal. 
Detector  galvanometer,  differential  vertical.    See 

Galvanometer,  type  I- 
Detector  stand.    See  Stand. 
Detector  stand,  crystal.    See  Stand. 
Detector,  vacuum  tube.    See  Equipments,  types 

DT-3,  DT-3-A,  and  Sets,  types   SCR-55  and 

SCR-55-A. 
Device,  circuit-breaking.    See  Circuit  breaker. 
Device,  sketching.    See  Sketching  device. 
Diagonal  crossarm  brace.    See  Brace,  type  PF- 
Dial,  indicating,  meteorological.    See  Aeroscope. 
Dial  switch.    See  Switch. 
Dial  type  rheostat.    See  Rheostat,  type  RS-37. 
Die  set.    See  Tap  and  die  set,  type  TL-96. 
Die  stock.    See  Tap  and  die  set. 
Dies.    See  Tap  and  die  set. 
Differential  vertical  detector  galvanometer.    See 

Galvanometer,  type  I- 
Dilecto  insulator.    See  Insulator. 
Disk,  cipher.    See  Cipher  disk. 
Disk,  spark  gap.    5««  Electrode.  . 
Disk,  indicating.    See  Indicating  disk. 
Dispatch  case.    See  Case,  type  CS-9. 
DistilUng  stijl.    5^6  Still. 
Distributing  block.    See  Block. 
Distributing  frame.    See  Frames,  type  FM- 
Distributing  rack.    See  Rack,  type  PF- 
Distributing  wire,  outside.    See  Wire,  type  W-38. 
Ditch  marker,  cable.    See  Marker,  type  M-28. 
Double  end  wrench.    See  Wrench. 
Double  groove  insult  tor.    See  Insulators,  type  IN- 
Double  petticoat  insulator.    See  Insulator,  type 
Drawing  triangle.    See  Triangle. 
Drills  set.    See  Equipments,  type  TE- 
Dry  battery.    See  Battery,  type  BA- 
Dry  battery,   Eveready  No.   703.    See   Battery, 

type  BA-9. 
Dry  battery,   Eveready  No.  763.    See  Battery , 

type  BA-2. 
Dry  battery,  Eveready  No.  778-8.    See  Battery, 

type  BA-3. 
Dry  battery,  type  A.    See  Battery,  type  BA-l. 
Duplex  wire.    See  Wire. 
Dynamo.    See  Generator. 
Dynamotor  case.    See  Box,  types  BC-48,  BC-25, 

BC-25-A. 
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Earth  telegraph  set.    See  Set,  type  TPg. 

Edison  accumulator.    See  Battery,  type  BB- 

Edison  lamp  socket.    See  Sockets,  type  SO- 

Edison  primary  cell.    See  Battery,  type  BA-14. 

Edison  storage  battery.    See  Battery,  type  BB- 

Electrlc  bell.    Sw  Bell. 

Electric  flashlight.    See  Flashlight. 

Electric  vulcanizer.    See  Vulcanizer,  type  MC-5. 

Electrical  engineer's  tool  chest.    See  Equipment, 

type  TE-18. 
Electrical  instrument  case.    See  Case,  type  CS-12. 
Electricians'  knife.    See  Jacknife,  type  KM- 4. 
Electrode  brush.    See  Brush,  electrode,  Xyve  M-22. 
Electrolyte  reagent  case.    See  Case,  type  CS-10. 
Electromagnetic    circuit    breaker.     See   Circuit 

breaker,  tyi)e  SW-55. 
Electron  relay.    See  Tube,  tjrpe  VT- 
Electrone  valve.    See  Tube,  type  VT- 
Electrose  insulator.    See  Insulator. 
Emergency  pigeon  basket.    See  Basket,  t3T)e  PG-1. 
Emplacement  outlet  box.    See  Outlet  box. 
End  wrench.    See  Wrench. 
Envelope,  message.    See  Message  envelope,  type 

M-40. 
Equipment,  soldering.    See  Soldering  outfit. 
Eveready  No.  703  battery.    Su  Battery,  type  BA-9. 
Eveready  No.  763  battery.    See  Battery,  type  B  A-2. 
Eveready  No.  778-8  Battery.    See  Battery,  type 

BA-3. 
Everstick  anchor.    See  Anchor,  type  AH-2. 
Expansion  bit.    See  Bit,  t)rpe  TL-63. 
Extension  bell.    See  Bell. 
Extension  cord.    See  Cord. 
Eye  clip.    See  Terminal- 
Fahrenheit  thermometer.    See  Thermometer. 
Fan,  driving.    See  Air£an. 
Fan-driver  generator.    See  Generator. 
Faraday  buzzer.    See  Buzzer. 
Fiber  carrying  case.    See  Case,  type  CS- 
Field  artillery  telephone.    See  Telephone,   field 

artillery. 
Field  bracket.    See  Bracket,  type  PF-. 
Field  glass  compass.    See  Compass  1-37. 
Field  message  book.    See  Message  book,  tyi^  M-41. 
Fie^d  telegraph  induction.    Su  Set,  induction  field 

telegraph,  type  EE-21. 
Field  telephone.    See  Telephone,  types  EE-3  and 

EE-8. 
Field  telephone,  model  1912.    See  Telephone,  tjrpe 

EE-58. 
Field  wire.    See  Wires,  types  W-39  and  W-40. 
Field  wire  guide.    See  Wire  guide. 
Field  wire,  light.    See  Wire,  type  W-41. 
Filament  resistance.    See  Resistance. 
File  handle.    See  Handle. 
File  set.    See  Equipments,  tjrpe  TE-. 
FUler,  oil  can.    See  Oil  filler,  type  OC-2. 


Fire-alarm  location  lamp.  •  See  Lamp. 
Fire-alarm  telephone.    See  Telephone,  t3rpe  EE-13. 
Fire-control  dial  telegraph.    See  Aeroscope. 
Fire  control  switch  key  set.    See  Switch  key  set. 
Fire-control  telephone.    See  Telephone. 
Firing   signal,    battery   commander's.    See    Set, 

firing-signal,  type  EE-22. 
Firing  signal,  pit.    See  Firing  signal,  type  EE-23. 
Fish  weight,  antenna.    See  Weight,  tjrpe  WT-1. 
Fixed  condenser.    See  Condenser. 
Flag  cabinet,  signal.    See  Cabinet. 
Flag  handle.    Su  Flag  staff. 
Flag  kit,  artillery  signaling.    See  Flag  kit,  type 

N-45. 
Flag    parachute    rocket.    See    Signal    parachute 

rocket. 
Flag  pole.    See  Flag. 
Flameproof  key.    See  Key. 
Flare,  coston.    Su  Flare,  green;  Flare,  white;  and 

Flare,  red. 
Flare,  wing-tip.    See  Wing-tip  flare. 
Flashing  key.    See  Keys,  type  J-. 
Flashlight   stand,   photographic.    Su   Flashlight 

stand. 
Flat  terminal.    See  Terminal. 
Flush  switch.    See  Switch. 
Folding  malay  kite.    See  Kite,  type  KI-1. 
Form  3-5946  message  book,  pigeon.    See  Message 

book,  type  PG-24. 
Form  3-5956  message  book,  pigeon.    See  Message 

book,  type  PG-23. 
Form  207-A  message  book.    See  Message  book,  type 

M-41 
Forming  strip.    See  Terminal  strip. 
Foundation,  engine.    Su  Engine  base. 
Frame,  reel-carrier.    5ee  Frame,  type  FM-6. 
Friction  tape.    See  Tape. 
Fuller  cell.    See  Battery,  type  BA-13. 
Fullerphone.    See  Buzzerphone. 
Fuze,   monocord   switchboard.    See   Fuze,    type 

M-36. 
Galena  detector.    Su  Crystal. 
Galilean  binocular.    See  Field  glass. 
Galilean  field  glass.    Su  Field  glass,  t3rpe  E-1. 
Galilean  telescope.    See  Telescope,  type  E-4. 
Galvanized  iron  stake.    Su  Stake. 
Galvanometer,  differential  vertical  detector.    Set 

Galvanometer,  type  I-. 
Gap  gauge.    See  Gauge. 
Gap,  spark.    See  Spark  gap. 
Gas  cylinder  wagon.    Su  Wagon,  tjrpe  K-11. 
Gas  tank.    See  Cylinder. 
Gas  tank  cart.    Su  Cylinder  cart. 
Gasoline  engine.    See  Engine. 
Gasoline  tank.    See  Tank. 
General  service  thermometer.    See  Thermometeis^ 

types  Mlr-6  and  ML-?. 
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Generator  cover.    See  Cover,  type  BG- 

Generator  crank.    See  Crank. 

GeneratOT  hood.    See  Hood. 

Generator  mounting.    See  Mounting. 

Generator  stand.    See  Stand. 

Gibbs  shutter,  heliograph.    See  Shutter,  type  H  L-6. 

Glass  insulator.    See  Insulators,  type  IN- 

Glass  jar  storage  battery.    See  Batteries,  types 

BB-26  and  BB-27. 
Glasses,  field.    See  Field  glass. 
Gloves,  lineman's;    See  Lineman's  gloves. 
Gong  bracket,  iron.    See  Bracket,  type  FT- 
Goniometer.    See    Set,    direction   finding   radio, 

types,  SCR-122  and  SCR-129. 
Graph  paper.    See  Cross  section  paper. 
G  ravity  cell .    See  Battery,  type  B  A-1 2 . 
Gravity  (specific)  meter.    See  Hydrometer. 
Grid  condenser.    See  Condenser. 
Grid  current  jack.    See  Jack. 
Grid  leak  resistance.    See  Resistance. 
Ground  equipment.    See  Equipment,  type  GD- 
Ground  mat.    See  Mat. 
Ground  pin.    See  Stake. 
Ground  rod.    See  Stake  and  Rod,  ground. 
Ground  rod,  service  biuzers.    See  Ground  rod, 

typeGP-11. 
Ground  stake.    See  Stake. 
Ground  telegraph.    See  Set,  T PS- 
Guide  pulley  bracket.    See  Bracket,  types  M-16 

and  M-17. 
Guide,  wire.    See  Wire  guide. 
Gun  telephone.    See  Telephone,  type  EE-30. 
Guy  clamp.    See  Clamp,  type  FT- 
Guy  pin.    See  Stake. 
Guy  plate,  antenna  mast.    See  Plate. 
Guy  rope  fastener.    See  Fastener,  type  FT-9. 
Guy  stake.    See  Stake. 
Guy  thimble.    See  Thimble. 
Hack  saw  frame.    See  Frame. 
Hand  anemometer.    See  Anemometer,  type  ML-8. 
Hand  axe,  lineman's.    See  Lineman's  hand  axe. 
Hand  drill.    See  Drill,  type  TL-67. 
Hand  generator.    See  Generator. 
Hand  receiver.    See  Receiver,  type  R- 
Hand  reel.    See  Reel. 
Hand  set.    See  Telephone. 
Hand  telephone.    See  Telephone. 
Handle,  flag.    See  Fla?  staiT. 
Handle,  payout.    See  Handle,  type  MC-3. 
Hanger,  telautograph.    See  Telautograph  hanger. 
Hammer,    inspector's,    marking.    See    Hammer, 

type  HM- 
Hard  rubber  insulator.    See  Insulator. 
Harness,  head,  telephone.    See  Head  harness. 
Head  set.    See  Telephone. 
Head  set  transmitter.    See  Transmitter,  tjrpe  T-6. 


Heliograph..  See  Set,  heligraph,  type  EE-16. 
Heliograph  mirror.  See  Mirrors,  type  HL- 
Heliograph    mirror   bar.    See    Mirror    bar,    type 

HLr3. 
Heliograph  shutter.    See  Shutter,  type  HL-6. 
Heliograph  sighting  rod.    See  Sighting  rod,  type 

HL-4. 
Heliograph  tripod.    See  Tripod,  type  HL-5. 
High  frequency  choke  coil.    See  Coil. 
High  speed  indicator.    See  Speedometer. 
High  tension  binding  post.    See  Binding  post, 

type  TM-58. 
Holding  device,  telescope.    See  Telescope  holder. 
Hook,  receiver.    See  Switch. 
Hook  switch.    See  Switch. 
Hook,  telautograph.    See  Telautograph  hanger. 
Hook,  telephone.    See  Switch. 
Hook  terminal.    See  Terminal,  type  TM-28. 
Hook,  wire  pike.    See  Hooks,  type  HK. 
Horn,  megaphone.    See  Megaphone,  type  M-64. 
Horn,  signaling.    See   Set,   strombos-horn,   type 

EE-17. 
Hose,  air.    See  Hose,  type  M-50. 
Hose,  rubber.    See  Tubing. 
Hot  wire  ammeter.    See  Ammeter. 
House  bracket.    See  Bracket,  type  PF- 
House  wire.    See  Wire,  type  W-33. 
Housing,  barometer.    See  Case,  type  ML-19. 
Housing,  instrument.    See  Instrument  shelter. 
Housing,  panel.    See  Cabinet. 
Housing,  telephone.    See  Housing,  type  BE- 
Howlerphone.    See  Buzzerphone. 
Humidity  meter.    See  Hygrograph. 
Hundred    thousand    ohm    box.    See    Resistance 

type. 
Hydrogen  balloon,   meterological.    See  balloons, 

types  ML-22  and  ML-23. 
Hydrogen  gas  cylinder.    See  Cylinder. 
Hydrogen  wagon .    See  Wagon ,  type  K-1 1 . 
Hydrometer,  self  registering.    See  Hygrograph. 
Hydrometer  set,   Baum<5.    See  Hydrometer  set, 

type  EE- 
Hydrometer  syringe.    See  Syringe. 
Impregnated  cord.    See  Cord,  type  RP-6. 
Incandescent  lamp.    See  Lamps,  type  LM. 
Indicating  dial,  meteorological.    See  Aeroscope. 
Indicating  disk,  collapsible.    See  Indicating  disk 
Indicator  lamp.    See  Lamp. 
Indicator  of  wind  velocity.    See  Anemometer. 
Indicator,  polarity.    See  Polarity  indicator. 
Inductance.    See  Coil  and  variometer. 
In  luctance  coil.    See  Coil,  transformer  and  power 

buzzer. 
In  iuction  coil,  telephone.    See  Coil. 
In  Iuction  field  telegraph.    See  Set,  in  Iuction  field 

telegraph,  type  EE-21. 


Digitized  by  LjOOQ IC 


726 


SIGNAL  COBFS  STORAGE  CATAL0GX7E. 


In  luction  motor.    5ge  Motor. 

In  iuction  telegraph  transformer.    See  Transformer, 

type  C-26. 
Iniuctor.    See  Coil. 
Infantry  flag.    See  Flag. 
Infantry  marking  panels.    See  Panels. 
Infantry  signaling  panels.    See  Panels. 
Infantry  pigeon  basket.    See  Basket,  type  PG-1. 
Input  transformer.    See  Transformer. 
Insect  proof  telephone  box.    See  Apparatus  box, 

type  BE-3. 
Inside  triple  conductor.    See  Wire,  type  W-32. 
Inside  twisted  pair.    See  Wire,  type  W-31. 
Inspector's  marking  tools.    See  Equipment,  type 

TE-20. 
Inspector's    pocket    kit.    See    Equipment,    type 

TE-5. 
Inspection  reel.    See  Reel,  type  RL-4. 
Inspector's  steel  hammer.    See  Hammer,  type  HM- 
Instruction  set,  buzzer.    See  Set  buzzer,  instruc- 
tion, type- 
Instrument  case.    See  Case,  type  BC-30. 
Instrument,  equipment,  radio.    See  Equipment, 

type  IE- 
Instrument  housing.    See  Instnunent  sheltef! 
Instrument,  pole  changing.    See  Pole  changer. 
Instrument  shelter.    See  Stand. 
Insulating  bushing.    See  Bushing. 
Insulating  compound.    See  Compound,  tjrpe  MC. 
Insulating  staple.    See  Staple,  type  FT- 
Insulator  bracket.    See  Bracket,  type  PF- 
Insulator  crossarm.    See  Crossarm,  type  PF- 
Insulator,  lance  pole.    See  Insulators,  types  IN-22, 

IN-23,  and  IN-24. 
Insulator  pin.    See  Pin. 

Insulator,  split  ring.  See  Insulator,  type  IN- 28. 
Insulator,  tree  type.  See  Insulator,  type  IN-28. 
Insulator,  W.  E.  "Midway."    See  Insulator,  type 

IN-52. 
International  code  alphabet.    See  Flag  kit. 
Interphone.    See  Interphone  circuit,  type  BC-56, 

and  Sets,  types  SCR-57,  SCR-57-,  SCR-69,  and 

Equipment,  type  LS-l. 
Interrupter  and  transformer.    See  Power  buzzer, 

type  C-4. 
Iron  bracket.    See  Bracket. 
Iron  crossarm.    See  Crossarm,  type  PF- 
Iron  pole,  telegraph.    See  Pole,  type  PO-1. 
Iron  serving  mallet.    See  Mallet,  type  TL-68. 
Iron,  soldering.    See  Soldering  iron. 
Iron,  splicing  sleeve.    See  Sleeve,  type  FT-63. 
Iron  stake.    See  Stake. 
Jack,  cable  reel.    See  Cable  reel  jack. 
Jack  mounting.    See  Mounting. 
Key  batten.    See  Fittings,  type  FT-1. 
Key,  flashing.    See  Keys,  type  J- 
Key,  ringing  and  listening.    See  Keys,  type  J- 


Key,  set,  plotting-room.    See  Set,  type  E2-46. 

Key,  strap,  telegraph.    See  Keys,  type  J- 

Key,  telegraph.    See  Keys,  type  J- 

Key,  telephone.    See  Keys,  type  J- 

Keyboard  pedestal,  Ardols.  See  Pedestal,  type 
M-74. 

King  kite.    See  Kites,  types  KI-2  and  KI-3. 

Kit,  flag.    5ce  Flag  kit. 

Kit,  repair.  See  Equipments,  type  TE-,  and  Re- 
pair kit,  type  BE-27. 

Kit,  soldering.    See  Soldering  outfit. 

Kit,  tool.    See  Equipments,  type  TE- 

Kite,  king.    See  Kites,  types  KI-2  and  KI-3. 

Kite  reel.    See  Reel,  type  RI^lo. 

Knife,  battery.    See  Battery  knife. 

Knife,  cable  sheath.  See  Knives,  types  KN-2  and 
KN-3. 

Knife,  electricians.    See  Jackknife,  type  KM-4. 

Knife,  service.    See  Jackknife,  type  KM-1, 

Knife  switch.    See  Switch. 

Knife  switch  lug.    See  Lug,  type  M- 

Knob  insulator.    See  Insulators,  type  IN- 

Kolster  decremeter.    See  Decremeter. 

L^type  antenna.    See  Antenna. 

Lamp  control  box.    See  Set  box. 

Lamp  cord.    See  Wire. 

Lamp  fixture.    See  Fixture. 

Lamp,  incandescent.    See  Lamps,  type  LM- 

I^mp,  incandescent,  red.    See  Lamps,  type  LM- 

Lamp,  location.    See  I^amp,  type  LM-7. 

Lamp  outlet.    See  Outlet. 

Lamp  outlet,  zone  signal.    See  Outlet,  type  JM-7, 

Lamp,  signal.  See  Lamp,  type  LM-12,  and  Sets, 
signal-lamp,  type  EE. 

Lamp,  sigaal,  acetylene.  See  Set,  sigaal-lamp, 
type  EE-33. 

Lamp,  signal,  projector.    See  Projector,  type  M- 

Lamp,  signal  set.    See  Set,  signal-lamp,  type  EE- 

Lamp,  signal  sets.    See  Sets,  signal-lamp,  type  EE- 

Lamp,  signaling.    See  Projector. 

Lamp  socket.    See  Socket. 

I-.ance  polo  insulator.  See  Insulators,  types  IN-22, 
IN-23,  and  IN-24'. 

Lance  pole  tip.    See  Tip,  type  PF-20. 

Lance  pole  truck.    See  Lance  truck. 

Lantern,  Ardois  signal.    See  Lantern,  type  M-73. 

Lantern,  night  signal,  type  D.  See  Set.  signal- 
lamp,  type  E  E-3r,. 

Lantern,  signal.    See  Projector. 

Lead  acciunulator.    See  Battery,  type  BB- 

Lead  covered  cable.    See  Cable. 

I>ead  sleeving.    See  Sleeving,  type  FT- 

Lead  storage  battery.    See  Batteries,  tjpe  BB- 

Lead  wire.    See  Cord. 

Lead-in.    See  Cord. 

Leak  resistance.    See  Resistance. 

Leather  carrying  case.    See  Case,  type  BG. 
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Leather  helmet.    See  Hehnet. 

Legless  V&y,    See  Key,  type  J- 

Legless  key,  telegraph .    See  Keys,  type  J. 

Lens  set,  camera,  moving-picture.    See  Lens  set, 

type  PH-2. 
Lenses,  camera.    See  Lens,  set,  type  PH-2. 
Leyden  jar  •:ondenser.    See  Condenser. 
Liason  panels.    See  Panels. 
Lij^ht  field  wire.    See  Wire,  type  W-41. 
Lightning  arrester.    See  Arresters,  type  AR- 
Line  protector.    See  Arresters,  type  AR- 
Line  relay.    See  Relay, 
liinen  tape.    See  Tape. 
Linking  coil.    5«6  Coil. 
Loading  coil.    See  Variometer  and  Coil. 
Local  battery  switchboard.    See  Switchboard. 
Ivocation  lamp.    See  Lamp,  type  LM-7. 
Lodge-Mulrhead  set,  radio.    See  Set,  2-way  record- 
ing, typo  SCR-1. 
Long-range  camera.    See  Telephoto,  tjT)e  PH-4. 
Loop  radiotelegraph  set.    See  Set,  loop,  radiotele- 
graph, type  SCR-12fi. 
Loop,  terminal.    See  Terminal. 
Lord  Bury,  telescope.    See  Telescopes,  types  E-0, 

E-?,  and  E-8. 
Low  aerial  pole.    Set  Pole,  type  PO-4, 
Lozenge-shaped  signaling  panel.    See  Panel?,  type 

AI^ 
Lug,  battery.    See  Terminal,  type  TM-12. 
Lug,  switch.    See  Lug,  type  M- 
Ivuggage  strap.    See  Strap,  type  ST-9. 
Luminous  compass.    See  Compass,  type  I-l. 
Mai'hine  bolt.    See  Bolt. 
Magnavox.    See  Interphone  circuit,  type  BC-5tl; 

Transmitter,  type  T-2:  Set,  type  SCR-89. 
Magnet  wire.    See  Wire. 
Magneto,  telephone.    See  Generator. 
Magneto  switchboard.    See  Switchboard. 
Magneto-testing    set.    See    Set,    magneto-testing, 

types  EE-2=^.  EE-i2. 
Magazine,  motion-picture  camera.    See  Magazine, 

tj-pe  M-3S. 
Maintenance  truck.  No.  5,    See  Maintenance  truck, 

type  K-:^. 
Maintenance  set,  airplane  radio.    See  Set,  airplane 

radio  maintenance. 
Maintenance   tool   equipment.    See    Equipment, 

type  Ti:-l. 
Malay  kits,  folding.    See  Kits,  type  Kl-1. 
Mallet,  serving,  iron.    See  Mallet,  type  TL-68. 
Mallet,  serving  woo<l.    See  Mallet,  type  TI.r-09. 
Map  case,  carrying.    See  Case,  type  CS-9. 
Marking  band,  aluminum,  pigeon.    See  Marking 

band  type  PG- 
Marking   band,    (relluloid,    pigeon.    See   Markine 

band,  type  PG- 
Marking  hammer.    See  Hammer,  type  HM- 


Marking  tools,  inspector's.    See  Equipment,  type 

TE-20. 
Mason  arrester  cabinet.    See  Cabinet,  type  BE. 
Mast  cap  connector.    See  Connector. 
Mast  clamp.    See  Clamp  or  Coupler. 
Mast  coupler.    See  Clamp  or  Coupler. 
Mast  pMte  antenna.    See  1  late. 
Mast  top  insulator.    See  Insulator. 
Master  clock,  time  terminal.    See  Clock 
Master  switch,  buzzer.    See  Switches,  types  SW-49 

and  SW-64. 
Maximimi  thermometer.    See  Thermometer,  type 

ML-4. 
McKinney  type  key,  radio.    See  Keys,  types  J-26 

and  J-27. 
Measuring  cord. ,  See  Twine. 
Measuring  string.    See  Twine. 
Measuring  tape.    See  Tape. 
Measuring  twine.    See  Twine. 
Mechanic's  tool  chest.    See  Equipment,  types  TE- 1 

and  TE-6. 
Mercurial  barometer.    See  Barometer,  type  ME- 
Mercurial  barometer.    See  Barometers,  types  ML-I 

and  ML-2. 
Mercurial  thermometer.    See  Thermometers,  type 

ML- 
Message  adapter,  pigeon.    See  Message  adapter, 

type  PG-18. 
Message  book,   form  217-A.    See  Message  book, 

type  M-41. 
Message  book,  pigeon.    See  Message  booVs,  types 

PG-23  and  PG-24. 
Message  container,  pigeon.    See  Message  holder, 

typo  PG-14. 
Message  holder,  pigeon.    See  Message  holder,  type 

PG-14. 
Messenger  supports.    See  SupportfJ.  type  TF- 
Metal  pin.    See  Pin,  type  FT-B. 
Meter  case.    See  Case. 

Meter,  electric.    See  Ammeter  and  Voltmeter. 
Meter,  humidity.    See  Hygrograph. 
Meter,  wind  velocity.    See  Anemometer. 
Meteorological  balloon.    See  Balloons,  type  ML-22 

and  ML-28. 
Meteorological  instrument  shelter.    See  Instrument 

shelter,  type  ML-41. 
Meteorological  plotting  board.    See  Plotting  toard, 

type  MI^25. 
Meteorolopical  protractor.    See  Protractor. 
Metric  scale.    See  i  cale,  type  ML-39. 
Mica  condenser.    See  Condenser. 
Mica  condenser  protective  device.    See  Frotectixe 

de^  ice,  type  PD-1. 
Mica  separator.    See  Separator. 
Mifrrotelephone,  portable.    See  Hand  ?et.  type  TS- 
MiUiammeter.    See  Ammeter. 
Milli voltmeter.     See  Voltmeter. 
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Mineralic  compound,  insulating.  S^ee  Insulating 
compoun-l,  type  IC- 

Minimum  thermometer.  See  Thermometer,  type 
MI^5. 

Mirror  bar,  heliograph.    See  Mirror  bar,  type  HI^. 

Model  A  camp  telephone.  See  Field  telephone, 
type  EE-4. 

Model  1908  field  buzzer.  See  Field  buzzer.  Model 
1908. 

Moistureproof  wire.    See  Wire. 

Monocord  operator's  set.  See  Set,  monocord,  oper- 
ator's, type  EE-64. 

Monocord  switchboard  fuze.    See  Fuze,  type  M-36. 

Monocord  switchboard  unit.  See  Switchboard 
umt,  type  EE-2. 

Monocord  telephone  switchboaid.  See  Switch- 
boards, types  BD-9,  BD-10,  BD-11. 

Monotype  switchboard.  See  Switchboards,  types 
BD-9,  BD-10,  BD-11. 

Mortar  pit  outlet  box.    See  Outlet,  box. 

Mortar  shell.    See  Shells,  type  PY-. 

Mortar,  Signal  Corps,  model  1917.  See  Mortar,  type 
PY-5. 

Mortar  signal,  portable.    See  Mortar,  type  PY-5. 

Motion  picture  camera.    See  Camera,  tjrpe  PH. 

Motion-picture  camera  magazine.  See  Magazine, 
type  M-38. 

Motion-picture  camera  tripod.  See  Tripod,  type 
M-39. 

Motor-generator,  telautograph.    See  Booster. 

Motor  stand.    See  Stand,  type  GS. 

Mountain  artillery  type  reel.    See  Reel. 

Mountain  bracket.    See  Bracket. 

Mounting  frame.    See  Frame. 

Mounting  plate.    See  Plate. 

Multiple  pair  cables.  See  Cables,  types  WC-1  to 
WC-600. 

Murdock  circuit  detector.    See  Headset,  type  P-2. 

Nest  bowl,  pigeon.  See  Nest  bowl,  types  PG-19 
and  PG-29. 

Night  signal  lantern,  type  D-.  Se^  Set,  signal 
lamp,  type  EE-36. 

Night  signal  outfit.  See  Set,  signal  lamp,  type  EE- 
36. 

Nipple,  conduit.    See  Nipple,  type  M-55. 

No.  2  insulating  compound,  oxite.  See  Insulating 
compound,  type  IC-l. 

Oil-break  radiotelegraph  key.    See  Key,  type  J-. 

Oil-can  set.    See  Oil  set,  type  EE-18. 

Oil  condenser.    See  Condenser. 

Oil-insulated  condenser.    See  Condenser. 

Oil-set  tray.    See  Tray,  type  OC-1. 

Oilcloth  signaling  panel.    See  Panels,  type  AL-. 

Oiler.    See  Oil  cans,  type  0C-. 

One-theodolite  plotting  board.  See  Plotting  board, 
type  ML-25. 

Open-circuit  key,  telegraph.    See  Keys,  type  J-. 


Open  quenched  spark  gap.    See  Gap,  type  GA-1 . 
Operating  truck.    See  Truck,  radio  operating. 
Operator's  set.    See  Set,  monocord  operator's,  type 

EE-64. 
Oscillation  transformer.    See  Transformer  and  ofeo 

Coupler. 
Outfit,  signal-lamp.    See  Signal-lamp  outfit. 
Outfit,  soldering.    See  Soldering  outfit. 
Outlet  box,  emplacement.    Su  Outlet  box. 
Outlet  box  for  mortar  i^ts.    See  Outlet  box. 
Outlet  box  support.    See  Support,  type  M-75. 
Outlet,  lamp,  zone  signal.    See  Outlet,  tjrpe  JM-7. 
Outpost  wire.    See  Wires,  types  W-42,  W-43,  and 

W-44. 
Outside  distributing  wire.    See  Wire,  type  W-38. 
Outside  twisted  pair.    See  Wires,  types  W-49  and 

W-50. 
Oval  battery.    See  Batteries,  types  AA-ll  and 

BA-15. 
Ozite.    See  Insulating  compound,  type  IC-l. 
Ozite  compound.    See  Insulating  compounds,  type 

IC-. 
Pack  frame.    See  Frame. 
Pack  reel..  See  Reel,  type  RL-14. 
Pack  reel  cart.    See  Reel  cart,  pack,  tjrpe  RL-16. 
Pack  reel,  mountain  artillery  type.    See  Reel. 
Pack   set.    See   Set,   radiotelegraph   pack,   type 

SCR-49. 
Pack  set,  radio.    See  Sets,  tjrpe  SCR-44  and  SCR- 
49  and  SCR-127. 
Packing  chest.    See  Chest,  type  BC. 
Panel.    See  also  Power  board  and  Switchboard 

unit. 
Panel,  aerial  liaison,  signaling.    See  Panels,  t3rpe 

A1-. 
Panel  and  bus  bar  condenser.    See  Condenser,  tji^e 

CA-55. 
Panel,  cut-out.    See  Panel. 
Panel  hbusing.    See  Cabinet. 
Paper  condenser.    See  Condenser. 
Paper  cross-section.    See  Cross^ection  paper. 
Paper  and  tinfoil  condenser.    See  Condenser. 
Paper,  detail.    See  Detail  paper. 
Paper,  graph.    See  Cross-section  paper. 
Paper-insulated  cable.    See  Cable,  types  WC-30 

to  WC-500. 
Para-prism  telescope.    See  Telescope,  type  E-2. 
Para  rubber.    See  Compound,  type  MC. 
Paragon  metric  scale.    See  Scale,  type  ML-39. 
Pay-out  handle.    See  Handle,  typ   MC-3. 
Pay-out  reel.    See  Reel. 
Permanent    wireless   tower.    See    Towers,    types 

TR-1  and  TR-2. 
Photographic    flashlight    stand.    See    FlaahUifht 

stand. 
Pig  tail  insulator.    See  Insulators,  types  lN-22 

and  lN-24. 
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Pigeon  basket.    See  Basket  and  aviary. 

Pigeon  basket  cover.    See  Cover. 

Pigeon  cage,  collapsible.    See  Aviary,  type  PG-32. 

Pigeon  cage,  rat-proof.    See  Cage,  t3rpe  PG-13. 

Pigeon  corslet.    See  Corslet,  tjrpe  PO-33. 

Pigeon  feed  bag,  carrying.    See  Feed  bag. 

Pigeon  feed  box.    See  Feed  box. 

Pigeon  leg  message  case.    See  Message  holder,  type 

PG-14. 
Pigeon  marking  band.    See  Marking  bands,  types 

PG-15  and  PG-16. 
Pigeon  message  adapter.    See  Message  adapter, 

type  PG-18. 
Pigeon  message  book,  form  3-5946.    See  Message 

book,  type  PG-24. 
Pigeon  message  holder.    See  Message  holder,  type 

PG-14. 
Pigeon  nest  bowl.    See  Nest  bowl,  type  PG-19. 
Pigeon  sling.    See  Corslet. 
Pigeon  watering  tray.    See  Watering  trays,  types 

PG-20,  PG-21,  and  PG-22. 
Pigfton  wicker  stockade.    See  Aviary,  type  PG-32. 
Pike  hook,  wire.    See  Hooks,  type  HK- 
Pike  pole.    See  Wire  pike. 
Pike,  wire.    See  Wire  pike. 
Pill,  clip.    See  Terminal. 
Pin  connector.    See  Terminal. 
Pin,  crossarm.    See  Pin,  type  PF- 
Pin,  drift.    Stfc  Drift  pin. 
Pin,  ground.    See  Stake. 
Pin,  guy.    See  Stake. 
Pin  terminal.    See  Terminal. 
Pintle  wire  wagon.    See  Signal  cart,  type  K-4. 
Pipe  fitter's   tool   chest.    See   Equipment,    type 

TE-3. 
Pit  firing  signal.    See  Set,  firhig-signal,  type  EE-23. 
Plate-glass  condenser,    Sw  Condenser. 
Plate,  telegraph  transmitting.    See   Plate,  type 

M-83. 
Platinum  contact.    See  Contact  t  jT)e. 
Pliotron.    See  Tube,  type  VT- 
Plotter's  telephone.    See  Telephones,  types  EE-25 

and  EE^9. 
Plotting-room  key  set.    See  Key  set,  type  EE-46. 
Plug  adapter.    See  Adapter. 
Plug  attachment.    See  Plug. 
Plug,  connecting,  service  buzzer.    See  Plug,  type 

PL-1. 
Plug  switch.    See  Switch. 
Pocket  tool  kit.    See  Equipment,  type  TE-5. 
Polarized  relay.    See  Relay. 
Pole.    See  Mast. 

Pole  box  support.    See  Supports,  type  M. 
Pole  changer  switch.    See  Switch,  type  SW-61. 
Pole  changing  instrument.    See  Pole  changer. 
Pole  coupler.    See  Coupler. 
Pole,  flag.    See  Flagstaff. 


Pole,  iron.    See  Pole,  type  PO-4. 

Pole,  lance.    See  Lance  pole,  type,  PO-2. 

Pole,  low  aerial.    See  Pole,  type  PO-4. 

Pole,  pike.    See  Pike  pole,  type  PO-3. 

Pole  step.    See  Step. 

Pole  terminal  box.    See  Terminal  box. 

Pole  tip,  lance.    See  Tip,  type  PF-29. 

Pole  truck,  lance.    See  Lance  truck. 

Pole,  wire.    See  Wire  pike. 

Polyphase  dupleS  slide  rule.    See  Slide  rule,  type 

ML-40. 
Pony  insulator.    See  Insulator,  type  IN- 
Pony  relay.    See  Relay. 
Porcelain  insulator.    See  Insulctors,  type  IN- 
Porcelain  knob.    See  Insulators,  type  IN- 
Porcelain  nest  bowl,  pigeon.    See  Nest  bowl,  type 

PG-2.. 
Portable  microtelephone.    See  Hand  set,  type  TS- 
Portable  signal  mortar.    See  Mortar,  type  PY-^. 
Portable  telephone.    Se«  Telephone. 
Post,  binding.    See  Binding  post,  type  TM,  and 

Terminal,  type  TM. 
Post  line  switchboard.    See  Switchboard,  type 

BC-96. 
Post  testing  battery.    See  Battery,  type  BA-18. 
Post  tool  chest.    See  Equipment,  type  TE-14 
Potentiometer.    See  Resistance. 
Pot  head  wire.    See  Wire,  type  W-34. 
Power  cables.    See  Cables,  type  WC-601  to  WC-700. 
Power  equipment.    See  Equipments,  type  PE- 
Power  switchboard.    See  Panel  BD-and  Switch- 
board, type  B-15. 
Power  transformer.    See  Transformer. 
Power  tube.    See  Tube,  type  VT- 
Precipitation  gauge.    See  Gauge. 
Pressure  tank.    See  Tank,  type  M-48. 
Presteel  bracket.    See  Bracket,  type  P  F- 
Primary  cells.    See  Battery,  type  BA. 
Prismatic  binocular.    See  Field  glass. 
Prismatic  compass.    See  Compass. 
Prismatic  compass.    See  Compass,  type. 
Prismatic  telescope.    See  Telescope,  type  E-5. 
Projector.    See  Signal  lamp. 
Propeller.    See  Airfan. 
Propeller  puller.    See  Puller. 
Protector.    See  Arrester  and  fuze. 
Protector,  line.    See  Arrester,  type  AR- 
•Protector,telephcne.    See  Arrester,  type  AR- 
Prctractor,  meteorological.    See  Protractor,  type 

ML- 
Psychrometer  sling.    See  Sling,  psychrometer,  type 

ML-24. 
Pull  switch.    See  Switch. 

Pulley  bracket.    See  Bracket,  types  M-16  and  M-17. 
Push  button.    See  Switch. 
Push  button  switch.    See  Switch. 
PjTamidal  bell.    See  Gongs,  type  M- 
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Quadruple  register.    See  Register,  type  ML-27. 
Quenched  spark  gap.    See  Gap  type  and  Electrode. 
Radiation  ammeter.    See  Ammeter. 
Radio  casing,  streamline.    See  Casing,  type  CS-1. 
Radio  equipment;  receiving.    See  Equipment,  type 

RC- 
Radio  equipment,  transmitting.    See  Equipment, 

type  RT- 
Radio  equipment,  2-way.    See  Equipment,  type 

RE- 
Radio  instrument  equipment.    See  Equipment, 

type  IE- 
Radio  frequency  choke  coil.   See  Coil. 
Radio  ground  equipment.   See  Equipment,  type 

GD- 
Radio  loop  antenna.    See  Loop. 
Radio  maintenance  set.    See  Set,  airplane  radio 

maintenance. 
Radio  Maintenance  tool  equipment.   See  Equip- 
ment, type  TE-1. 
Radio  mast  section.    See  Mast  section. 
Radio  operating  truck.    See  Truck,  radio  operating 
Radio  operator's  switchboard.    See  Switchboards, 

type  BD- 
Radio  power  equipment.   See  Equipment,  type 

PE- 
Radio  receiver.    See  Set  box. 
Radio  receiver,  Cohen  type.    See  Set,  radio  receiv- 
ing, type  SCR-46. 
Radio  receiver  cord.    See  Cords. 
Radio  receiving  sets.   See  Sets. 
Radio  repair  truck.    See  Truck,  radio  repair. 
Radio  set.    See  Set. 

Radiotelegraph  key.    See  Keys,  type  J- 
Radiotelegraph  key,  oil  break.    See  Keys,  type  J- 
Radiotelegraph,  loop.    See  Set,  loop  radiotelegraph, 

type  SCR-126. 
Radiotelegraph  set.   See  Set,  radiotelegraph. 
Radiotelegraph  set,  table.    See  Set,  radiotelegraph 

table,  type  SCR-48. 
Radiotelegraph  station  set,  1-kw.    See  Set,  1  kw. 

station  radiotelegraph,  type  SCR-42. 
Radiotelegraph  station  set,  10  kw.    See  Set,  10  kw. 

station  radiotelegraph,  type  SCR-43. 
Radio  telegraph  and  telephone  sets.   See  Set,  radio 

telegraph  and  telephone,  type  SCR- 
Radiotelephone.    See  Set  box  type  BC- 
Radiotelephone  receiver.    See  Receiver. 
Radiotelephone  sets.    See  Sets,  radiotelephone. 
Radio  tent  equipment.    See   Equipment,   type 

PE- 
Radio  tower.    See  Tower. 
Radio  tractor.    See  Sets. 
Radio   tractor   tender.    See   Maintenance   truck, 

type  K-5. 
Radio  transmitter.    See  Set  box. 
Radio  transmitting  Panel.    See  Panels. 


Radio  wagon,  2  kw.    See  Set,  2  kw.  radio  wagon, 

type  SCR-41. 
2  kw.  radio  wagons.    See  Set,  2  kw.  radio  wagon, 

type  SCR-41. 
Rain  gauge.    See  Gauge. 
Ranging  rod,  surveyor'?.    See  Surveyor's  ranging 

rod. 
Ratchet  brace.    See  Brace. 
Rat-proof  pigeon  cage.   See  Cage,  type  PG-13. 
Rattler.    See  Cracker  jack. 
Reacting  coil.    See  Coil. 
Reagent  case.    See  Case,  type  CS-10. 
Receiver  band.    See  Head  set. 
Receiver  cap,  soft  rubber.    See  Receiver  cap. 
Receiver  cord.    See  Cord. 
Receiver  set.    See  Head  set. 
Receiver,  telautograph.    See  Telautograph  receiver. 
Receiver,  type  D.    See  Set  box,  type  BC-36. 
Receiver,  watchcase.    See  Receiver,  type  R- 
Receiving  equipment.    See  Equipment,  tjrpe  RC- 
Receiving  set,  Cohen,  static  coupled.    See  Set, 

radio  receiving,  type  SCR-46. 
Receiving  sets,  radio.    See  Set  box,  type  BC- 
Receiving  sets,  radio.    See  Sets,  radio  receiving, 

type  SCR- 
Receiving  tube.    See  Tube,  type  VT- 
Receptacle.    See  Socket. 

Recorder,  sun-shine.    See  Recorder,  type  ML-20. 
Recorder,  wind  velocity.    See  Anemometer,  type 

ML-26. 
Recording  barometer.    See  Barograph,  type  Mir- 
Recording  barometer,   aneroid.    See    Barographe 

typeML-3. 
Recording  radio  set.    See  Set,  2-way  recording,  t  ype 

SCR-1. 
Recording  rain  gauge.    See  Gauge,  type  ML-30. 
Recording  thermometer.    See  Thermograph,  type 

ML-18. 
Rectangular  signaling  panel,  aerial  liaison.    See 

Panels,  type  AL- 
Rectifier.    See  Stand,  crystal  and  equipment,  type 

DT-3-A. 
Red  incandescent  lamp.    See  Lamps,  type  LM- 
Reel  carrier  frame .   See  Frame. 
Reel  carrier  spool.    See  Spool,  type  ER-1. 
Reel  cart,  wire.    See  Wire  cart,  type  K-1. 
Reel  drums.    See  Spool  and  Drum. 
Reel  jack,  cable.    See  Cable  reel  jack,  type  MC-14. 
Reel,  pack,  mountain  artillery  type.    See  Reel. 
Reflecting   D' Arson val   galvanometer.    See    Gal- 
vanometer, type  I- 
Regimental  commander's  chest.    See  Equipment. 
Register,  wind  velocity.    See  Registers,  type  ML- 
Regulator  tube.    See  Tube,  type  TB- 
Relay,  electron.    See  Tube,  type  VT- 
Relay,  line.    See  Relay. 
Relay,  telegraph.    See  Relay. 
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Repair  equipment,  telephone.    See  Equipment, 

type  EE-34. 
Repair  kit.    See  Equipment,  type  TE- 
Repair  truck.    See  Truck.    See  Truck,  red  io  repair 
Repeating  coil,  telephone.    See  Coil. 
Reserve  No.  4-0  battery.    See  Battery,  type  B A-11. 
Reserve  No.  6  battery.    See  Battery,  type  BA-10. 
Resistance  metw.    See  Ohmmeter. 
Resistance  shunt.   See  Resistance. 
Resistance  testing  device.    See  Ohmmeter. 
Resistance,  variable.    See  Coil. 
Resistor.    See  Resistance. 
Retardation  coil.    See  Coil. 
Rifle  attachment  for  shooting  signals.    See  V-B 

rifle  discharger. 
Ri?id  crate,  pigeon.    See  Basket,  type  PG-1. 
Ringer  box,  telephone.    See  Apparatus  box. 
Ringing  and  listening  key.    See  Keys,  type  J- 
Rocket  gtm,  Watertown  arsenal,  1907.    See  Mortar 

type  P Y-5 . 
Rod,  anchor.    See  Stake. 
Rod,  ground.    See  Stake. 
Rod,  sighting,  heliograph.    See  Sighting  rod . 
Rod,  surveyor's  ranging.    See  Surveyor's  ranging 

rod. 
Rool,  tool.    See  Tool  roll. 
Rope.    See  Cord  or  Twine. 
Rope,  tar  impregnated.    See  Marlin,  type  RP-7. 
Rope  fastener.    See  Fastener,  type  FT-9. 
Rotary  condenser.    See  Condenser. 
Rotary  switch.    See  Switch. 
Round  gong.    See  Gongs,  type  M- 
Rubber    balloon,    meteorological.    See    Balloons, 

types  ML-22  and  MU-23. 
Rubber  gloves,  electrician's.     See  Gloves,  electri- 
cian's rubber. 
Rubber  insulated  wire.    See  Wire. 
Rubber  insulating   compound.    See  Compound, 

type  MC- 
Rubber  insulator.    See  Insulator. 
Rubber  pad.    See  Pad. 
Rubber  receiver  cap,  soft.    See  Receiver  cap. 
Rubber  tape.    See  Tape. 
Rubber  tube.    See  Tubing. 
Sash  cord.    See  Cord,  types  RP-3  and  RP-5. 
Scale,  atmosphere.    See  Atmosphere  scale. 
Scale  weights.    See  Set  of  weights,  type  ML-4o. 
Scales,  weighing.    See  Balance,  type  ML-44. 
Seamless  steel  tank.    See  Tank,  type  M-48. 
Searchlight,  signaling.    See  Projector. 
Searchlight  signaling  shutter.    See  Shutter. 
Seat  cushion,  wagon.    See  Cushion. 
Section,  mast.    See  Mast  section. 
Section,  transformer.    See  Transformer  section. 
Selector  switch.    See  Switch. 
Self-registering  hygrometer.    See  Hygrograph. 
Semaphore  flag.    See  Flag. 


Semicircular  signaling  panel,  aerial  liaison.    See 

Panels,  type  AL- 
Send-receive  switch.    See  Switch. 
Sending  key.    See  Key. 
Service  buzzer  connecting  plug.    See  Plug,  type 

PI^l. 
Service  buzzer  connector.    See  Connector,   type 

TM-32. 
Service  buzzer  connector.    See  Terminal. 
Service  buzzer  ground  rod.    See  Groimd  rod,  type 

GP-11. 
Service    buzzer    transmitter.    See    Transmitters, 

types  T-4-5  and  T-4-6. 
Service  knife.    See  Jacknife,  type  KM-1. 
Service,  resistance  testing.    See  Ohmmeter. 
Service,  telautograph.    See  Set,  service  telauto- 
graph, type  EE-49. 
Service  telephone  (Sumter).    See  Telephone,  type 

EE-61. 
Service  testing  battery.    See  Battery,  type  BA-20. 
Service  tool  bag.    See  Tool  case,  types  BG-28  and 

BG-27. 
Service  tool  bag.     See  Tool   case,  types  BG-28 

and  BG-27. 
Service  tool  bag,   canvas.    See  Tool  cas^  type 

BC-27. 
Service,    tool    bag,    complete.    See  Equipment, 

type  TE-4. 
Service  tool  bag,  leather.    See  Tool  case,  type 

BG-28. 
Serving  mallet.    See  Mallets,  type  TL- 
Serving  mallet.    See  Mallets,   types  TL-68  and 

TL-«9. 
Serving  mallet.    See  Mallets,  types  TLr-68  and  TL- 

69. 
Serving  mallet,  iron.    See  Mallet,  type  TL-68. 
Serving  mallet,  wooden.    See  Mallet,  t3T)e  TLr-69 
Set,  hand,  telephone.    See  Hand  set,  type  TS- 
Set,  key,  plotting  room.    See  Key  set,  tjrpe  EE-46. 
Set  of  bits.    See  Equipment,  type  TE- 
Set  of  drills.    See  Equipments,  type  TE- 
Set  of  flies.    See  Equipments,  type  TE- 
Set  of  lenses.    See  Lenses,  set,  type  PH-2. 
Set,  oil-can.    See  Oil  set,  type  EE-18. 
Set,    telautograph    transmitting    and    receiving. 

See  Set,  service  talautograph,  type  EE-49. 
Set,  telephone,  desk.    See  Desk  set. 
Set,  testing,  magneto.    See  Set,  magneto-testing, 

type  EE-32. 
Set,  zone-signal.    See  Set,  type  EE-20. 
Set,  }-kw.  radio  table.    See    Set,  radiotelegraph 

table,  type  SCR-48. 
Seven-conductor  socket.    See  Socket,  type  SO-ll. 
Shelf,  sliding.    See  Fittings,  type  FT-1. 
Shell  flre  connector,  wire.    See  Connector,  type 

TM-33. 
Shelter,  instrument.    See  Instrument  shelter. 
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Shelter,  instrument.    See  Stand. 

Shield,  rain.    See  Rain  shield. 

Shipping  crate,  pigeon.    See  Basket,  type  PG-1. 

Shoulder  strap.    See  Strap. 

Shunt  resistance.    See  Resistance. 

Shunt,    telephone.    See   Resistance. 

Shutter-type  signaling  panel,  aerial  liaison.    See 

Panel,  type  AL-1. 
Signal-cart  equipment.    See  Equipment. 
Signal  chest,  complete.    See  Equipment,  type  SE- 
Signal  control  box.    See  Control  box,  type  BC-92. 
Signal,  firing.    See  Sets,  firing-signal,  types  EE-22 

and  EE-23. 
Signal,  firing,  pit.    See  Set,  firing-^gnal,  type  ErE- 

23. 
Signal-flag  cabinet.    See  Cabinet. 
Signal  horn.    See  Set,  strombos  horn,  type  EE-17. 
Signal  lamp.    See  Lamp,  type  LM-12  and  Sets, 

signal  lamp,  type  EE- 
Signal  lamp,  Ardois.    See  Set,  signal-lamp,  type 

EE-36. 
Signal-lamp  plug.    See  Plugs,  type  PL- 
Signal-lamp  projector.    See  Projector,  type  M- 
Signal-lamp  set.    See  Set,  signal  lamp,  type  EE- 
Signal^amp  set.    See  Sets,  signal  lamp,  type  EE- 
Signal-lamp  socket.    See  Socket,  type  SO-. 
Signal-lamp  tripod.    See  Tripod,  type  M-90. 
Signal  lantern,  Ardois.    See  Lantern,  type  M-73. 
Signal  mortar,  portable.    See  Mortary,  type  PY-5. 
Signal  panels.    See  Panels. 
Signal  set,  visual.    See  Set,  type  EE-57. 
Signal  set,  zone.    See  Set,  type  EE-20. 
Signal  sets,  lamp.    See  Sets,  signal  lamp. 
Signal  shell.    See  Shells,  type  PY- 
Signaling  panel,  aerial  liaison.    See  Panels,  type 

AL-  and  Panel  sets,  type  AP- 
Signaling  shutter.    See  Shutter. 
Single-groove  insulator.    See  Insulators,  type  IN- 
Single-petticoat  insulator.    See  Insulators,  type  IN- 
Skeleton  carrying  case  for  tripod  or  mast  scction«<. 

See  Case,  type 
Sleeve,  splicing.    See  Sleeves,  type  FT- 
Sleeving,  lead.    See  Sleeving,  type  P  T- 
Slide  rule,  atmosphere.    See  Atmosphere  slide  rule. 
Slide,  tent.    See  Fastener,  type  FT-9. 
SUding  shelf.    See  Fittings,  type  FT-1. 
Sling,  pigeon.    See  Corslet. 
Small-arms  target  box.    See  Outlet  box. 
Smoke-screen  device.    See  Smoke  torch. 
Smoke  shell.    See  Shells,  type  PY- 
Snap  hook.    See  Hook. 
Socket  adapter.    See  Adapter. 
Soft-rubber  receiver  cap.    See  Receiver  cap. 
Soldering  set.    See  Soldering  outfit. 
Sound  signaling  device.    See  Set,  strombos  horn, 

type  EE-17. 
Spade  clip.    See  Terminal,  type  TM-28. 


Spade  clip.    See  Terminals,  types  TM-10,  TM-11. 

Spade  connector.    See  Terminal. 

Spanner  wrench.    See  Wrench. 

Spark  gap  electrode.    See  Electrode. 

Spark  gap  separator.    See  Separator. 

Spark  sets.    See  Sets,  radio,  type  SCR- 

Special  cables.    See  Cables,  types  WC-501  to  MO. 

Specific  gravity  meter.    See  Hydrometer. 

Speech  transformer.    See  Transformer  and  Coil. 

Speed  indicator.    See  Indicate. 

Spiral  coil.    See  Coil. 

Spiral  inductance.    See  Inductance. 

Splicing  sleeve.    See  Sleeves,  type  FT- 

Spllt  ring  insulator.    See  Insulator,  type  IN-28. 

Sponge  rubber  pad.    See  Pad. 

Spout.    See  Funnel. 

Spreader,  antenna.    See  Spreader,  t5rpe  FT-«0. 

Spring,  anchor  band.    See  Band,  type  FT-11. 

Spring  contact.    See  Contact  spring. 

Spring  contact  terminal.    See  Terminal. 

Spruce  mast.    See  Antenna  mast . 

Square  signaling  panel,  aerial  liaison.  See  Panels, 
type  AL- 

Stake,  ground.    See  Stake. 

Stall  basket,  pigeon.    See  Basket,  type  PG-1. 

Stand,  Ardois  keyboard.    See  Pedestal,  type  M-74. 

Stand,  crystal  detector.    See  Stand. 

Stand,  flashlight,  photographic.  See  Flashlight 
stand. 

Stand,  telautograph.    See  Stand. 

Standard  cord  terminal.    See  Terminals,  type  TM- 

Standard  cord  terminals  No.  1  to  No.  15.  See  Ter- 
minals, type  TM- 

Standard  junction  box.  See  Junction  box,  type  JB- 

Standard  thermometer.  See  Thermometers,  types 
ML-6  and  ML-7. 

Star-shaped  signaling  panel,  aerial  liaiscm.  See 
Panels,  type  AL- 

Station  mirror,  heliograph.    See  Mirror,  type  HL-1. 

Station  radio  sets.    See  Sets,  type  SC  R- 

Station  radiotelegraph,  1  kw.  See  Set,  1  kw.  stattoo 
radiotelegraph,  type  SCR-42. 

Station  radiotelegraph,  10  kw.  See  Set,  10  kw.  sta- 
tion radiotelegraph,  tjrpe  SCR-43. 

Station  wireless  set,  3  kw.    See  Set,  type  SC  R-40. 

Stationary  spark  gap.    See  Electrode. 

Steel  antenna  mast  section.    See  Mast  secticn. 

Steel  cable,  standard.    See  Cable,  type  R  P-8. 

Steel  crossarm.    See  Crossarm,  type  PF-64. 

Steel  crossarm  pin.    See  Pin,  type  PF- 

Steel  flagpole.    See  Flagstaff. 

Steel  tank.    See  Tank,  type  M-48. 

Steel  tape.    See  Tape. 

Steel  tower.    See  Tower. 

Step  by  step  dial  telegraph.    See  Aeroscope. 

Stillson  wrench.    See  Wrench. 

Stock  basket,  pigeon.    See  Basket,  typo  P<.;-1. 
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Stockade,  wicker,  pigeon.    See  Aviary,  type  PG-32. 
Stop  watch.    See  Watch. 
Stop  watch  controller.    See  Controller. 
Storage  battery.    See  Battery,  type  BB- 
Storage  battery  bench.    See  Stand. 
Storage  battery  box.    See  Boy,  type  BC- 
Storage  battery  cabinet  telephone.    See  Cabinet. 
Storage  battery  case.    See  Box,  type  BC- 
Storage   battery,   glass  jar.    See  Batteries,   tjrpe 

BB-26  and  type  BB-27. 
Storage  battery,  type  A.    See  Battery,  type  BB- 
Storage  battery,  t)i)e  B.    See  Battery,  type  BB- 
Storage  oil  can.*  See  Oil  can,  type  OC-6. 
Strain  insulator.    See  Insulators,  type  IN- 
Stranded  cable.    See  Cable,  type  RP-8. 
Stranded  wire.    See  Wire. 
Strap  key,  telegraph.    See  Keys,  type  J- 
Streamline  casing.    See  Casing. 
Streamline  insulator.    See  Insulator. 
String,  measuring.    See  Twine. 
Strip,  forming.    See  Terminal  strip  . 
Strombos  horn.    See  Set,  strombos-hom,  type  EE- 

17. 
Structural  steel  tower.    See  Towers,  types  TR-1 

and  TR-2. 
Stylus,  transmitting.    See  Stylus,  type  M-82. 
Submarine  cable.    See  Cable,   types   WC-1   and 

WC-200. 
Subterranean  cable.    See  Cable,  types  WC-201  to 

WC-300. 
Sulphuric  acid  electrolyte.    See  Electrolyte,  acid. 
Sumter  service  telephone.    See  Telephone,  type 

EE-61. 
Sun  mirror,  heliograph.    See  Mirror,  type  HL-2. 
Sunshine  recorder.    See  Recorder,  type  ML-20. 
Supply  cabinet.    See  Cabinet. 
Support  outlet  box.    See  Supports,  type  M- 
Supports,  messenger.    See  Supports,  type  TF- 
Surveyor's  pin.    See  Pin  type. 
Switch,  antenna.    See  Switch. 
Switch  box,  telephone.    See  Switch  boxes,  types 

BC-04  and  BC-95. 
Switch  lug.    See  Lug,  type  M- 
S  witch  master,  buzzer.    See  Switch,  types  8W-49 

and  SW-64. 
Switch  plug.    See  Plug,  type  PLr-32. 
Switch  plug.    See  Switch. 
Switch,  pole  changer.    See  Switch. 
Switch,   zone-signal  system,   push.    See  Switch, 

type  SW-63. 
Switchboard.    See  Panel. 

Switchboard  frame,  Monocord.    See  Frame  types. 
Switchboard  leg.    See  Leg,  type  M- 
Switchboard,  monocord.    See  Switchboards,  types 

BD-9,  BD-10,  and  BD-11. 
Switchboard,  monotype.    See  Switchboards,  types 

BD-9,  BD-10,  and  BD-11. 


Switchboard  plug.  See  Plug,  type  PL- 
Switchboard,  post  line.  See  Switchboard,  type 
BC-96. 

Switchboard,  power.    See  Panel,  type  BD- 

Switchboard,  radio  operator's.  See  Switchboards, 
type  BD- 

Switchboard,  time-interval.  See  Switchboard, 
type  BD-15. 

Syringe.    See  Battery  syringe  and  Hydrometer. 

Syringe,  battery.    See  Battery  syringe. 

T-type  aerial.    See  Antenna. 

Table  set,  radio.  See  Set,  radio  telegraph  table, 
type  SCR-48. 

Tank  cart,  hydrogen.    See  Cylinder  cart. 

Tank,  compressed  air.    See  Tank,  type  M-48. 

Tank  radio  mast.    See  Mast  section. 

Tap  set.    See  Tap  and  die  set,  type  TL-96. 

Tape,  friction.    See  Tape,  type  TL-83. 

Taps  and  dies.    See  Tap  and  die  set. 

Tar-impregnated  rope.    See  Marlin,  type  RP-7. 

Target  box,  small-arms  range.    See  Outlet  box. 

Target-range  buzzer  set.    See  Set,  type  EE-37. 

Target-range  outlet.    See  Outlet. 

Target-range  plug.  See  Plug,  type  PL- 
Telautograph  booster.    See  Booster. 

Telautograph  bracket.    See  Bracket,  type  PT-61. 

Telautograph  plug.  See  Plug,  type  PL- 
Telautograph  sender.  See  Telautograph  trans- 
mitter. 

Telautograph,  service.  See  Set,  service  telauto- 
graph, type  EE-49. 

Telautograph  socket.    See  Socket,  type  So-11. 

Telautograph  sounder.    See  Sounder. 

Telautograph  stand.    See  Stand. 

Telautograph  terminal.    See  Terminal. 

Telautograph  terminal  box.    See  Terminal  box. 

Telegraph,  field,  induction.  Su  Set,  induction 
field  telegraph,  type  EE-21. 

Telegraph,  firoKJontrol,  dial.    See  Aeroscope. 

Telegraph  key.    See  Key. 

Telegraph  key.    See  Keys,  type  J- 

Telegraph  pole  changer.    See  Pole  changer. 

Telegraph  pole,  iron.    See  Pole,  type  PL-1. 

Tel^raph,  radio,  loop.  See  Set,  loop  radiotele- 
graph, type  SCR-126. 

Telegraph  radio  sets.  See  Sets,  radio  telegraph, 
type  SCR. 

Telegraph  relay.    See  Relay. 

Telegraph  set.    See  Simplex  telegraph  set. 

TciCgraph  sounder.    See  Sounder. 

Telegraph  transformer,  induction.  See  Trans- 
former, type  C-26. 

Telephone  1375-B.    See  Telephone,  type  EE-5. 

Te.ephone,  antiaircraft  artillery.  See  Telephone, 
type  EE-9. 

Telephone,  battery  commander's.  See  Telephone, 
types  EE-24  and  EE-62. 
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Te'ephone  box.    See  Apparatus  box. 
Telephone  cable  testing.    See  Telephone. 
Telephone,  camp,  model  A     See  Telephone',  type 

EE-4. 
Telephone  coil,  induction.    See  Coil. 
Telephone  condenser.    See  Condenser. 
Telephone  cords.    See  Cord  types. 
Telephone,  desk.    See  Telephone  and  Apparatus 

box. 
Telephone  desk  set.    See  Desk  set. 
Telephone  extension  bell.    See  Bell. 
Telephone,  field.    See  Telephone,  types  EE-3  or 

EE-8. 
Telephone,  field,  model  1912.    See  Telephone,  type 

EE-58. 
Telephone  fire  alarm.    See  Telephone,  type  EE-13. 
Telephone  hand  set.    See  Hand  set,  type  TS- 
Telephone,  hand  set.     See  Telephone  and  hand 

set. 
Telephone  head  band.    See  Head  band. 
Telephone  head  harness.    See  Head  harness. 
Telephone  head  set.    See  Head  set. 
Telephone  helmet.    See  Helmet. 
Telephone  hook.    See  Switch. 
Telephone  induction  coil.    See  Coil. 
Telephone  jack.    See  Jack. 
Telephone  key.    See  Key,  type  J- 
Telephone,  monocord  unit.    See  Switchboard  unit, 

type  EE-2. 
Telephone,  plotter's  set.    See  Telephones,  types 

EE-2o  and  EE-59. 
Telephone  plus.    See  Plug. 
Telephone  pole,  iron.    See  Pole,  tyre  PL-1. 
Telephone,  portable.    See  Telephone. 
Telephone  protector.    See  Arrester. 
Telephone,  radio.    See  Set  boxes,  type  BC,  and 

Sets,  radio,  type  SC  R. 
Telephone  receiver.    See  Receiver. 
Telephone  repair  chest.   See   Equipment,  type 

EE-34. 
Telephone  ringer.   See  Ringer. 
Telephone  shunt.    See  Resistance. 
Telephone,  Sumter,  service.    See  Telephone,  type 

EE-61. 
Telephone,  switchboard.    See  Switchboard. 
Telephone  switchboard,  camp .    See  Switchboard . 
Telephone  switchboard,  monocord.    See  Switch- 
boards, types  BD-9,  BD-10,  and  BD-11. 
Telephone  switchboard  plug.    See  Plug. 
Telephone    switchbox.    See    Switchboxes,    type 

BC-94  and  BC-95. 
Telephone  terminal  box.    See  Terminal  box. 
Telephone  transmitter.    See  Transmitter. 
Telephone,  type  A  storage  battery.    See  Battery, 

type  BB- 
Telephone,  type  B  storage  battery.    Set  Battery, 

type  BB- 


Telephone,  wall.    See  Telephone. 
Telescope,  Galilean.    See  Telescope,  type  E-4. 
Telescope  holding  device.    Su  Telescope  holder. 
Telescope,  prismatic.    See  Telescope,  type  E-5. 
Telescope  support.    See  Telescope  holder. 
Telescope,  type  A.    See  Telescope,  type  E-2. 
Telescope,  type  C.    See  Telescope,  type  E-3. 
Telescope,  tjrpe  \).    aee  Telescope,  type  E-4. 
Telescope,  type  E-18-X.    See  Telescope,  type  E-o. 
Telescope,  type  G-24-X.    See  Telescope,  type  E-«. 
Telescope,  type  G-30-X.    See  Telescope,  type  E-7. 
Telescope,  type  G-40-X.    Ste  Telescope,  type  E-^. 
Telescopic  camera.    See  Telepheto*  camera,  typ« 

PH-4. 
Telescopic  galvanometer.    See  Galvanometer,  typ« 

I- 
Tender  for  radio  tractor.  No.  3.    See  Maintcnanct 

truck,  type  K-5. 
Tent  adapter.    See  Adapter,  type  FT-53, 54,  and  55. 
Tent  equipment.    See  Equipment,  type  LE-1. 
Tent  pin .   See  Pin  type . 
Tent  slide.    See  Fastener,  type  FT-9. 
Terminal.    See  Binding  post. 
Terminal  auxiliary.    See  Panel,  type  BD. 
Terminal,  standard  cord.    See  Terminal,  type  TM- 
Terrestrial  telescope.    See  Telescope,  type  E-3. 
Test  cord.    See  Cord  types. 
Test  set,  imiversal.    See  Set,  test,  universal,  type 

EE-65. 
Testing  battery,  post.    See  Battery,  type  BA-18. 
Testing  battery,  service.    See  Battery,  type  B A-20. 
Testing,  buzzer  set.    See  Set,  buzzer-testing,  type 

BC-57. 
Testing  set,  cable.   Su  Set,  testing,  cable. 
Testing  set,  magneto.    See  Set,  magneto-testinp, 

type  EE-32. 
Theodolite,  aircraft.    See  Theodolite,  type  ML-4:. 
Thermometer,  recording.    See  Thermograph,  type 

ML-18. 
Thimble,  guy.    See  Thimble. 
Three-electrode  tube.    See  Tube,  t3rpe  VT- 
Three4iimdred-foot  tower.    See  Tower,  type  TR-2. 
Tickler,  coil.    See  Coil. 
Time-interval  bell.   See  Bell. 
Time-interval  clock.    See  Clock. 
Time-interval  switdiboard.    See  Switchboard. 
Tin  foil  condenser.   See  Condenser. 
Tinsel  conductor  wire.    See  Wire. 
Tip,  lance  pole.    See  Tip,  type  PF-29. 
Toggle  switch.    See  Switch. 
Tool  box.    See  Tool  chest. 
Tool  case.    See  alio  Tool  kit. 
Tool  case.    See  Equipments,  type  TE- 
Tool  chest,  cable  splicer's.   Su  Equipment,  type 

TE-16. 
Tool  chest,  construction.   Su  Equipment,  type 

TE-15. 
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Tool  chest,  electrical  engineer's.    See  Equipment, 

type  TE-18. 
Tool   chest,   mechanic's.    See   Equipment,   type 

TE-1. 
Tool  chest,  post.    See  Equipment,  type  TE-14. 
Tool  equipment.    See  Equipment,  type  TE- 
Tool  kit.    See  Equipments,  type  TE- 
Tool  kit, inspector's,  pocket.    See  Equipment,  tjrpe 

TE-5. 
Tool  line  insulator.    See  Insulators,  type  IN- 
Tool  roll,  empty.    See  Tool  roll,  type  BG- 
Torch,  smoke  screen.    See  Smoke  torch. 
T.  p.  s.  buzzer.    See  Power  buzzer,  type  C-4. 
T.  p.  s.set.    See  Set,  T.  p.  s.,  types  SCR- 
Tractor,  radio.    See  Set,  U.  W.  radio  tractor,  tele- 
graph and  telephone,  type  SCR-97. 
Transfer  switch.    See  Switch,  type  SW- 
Transfer   switchboard   box.    See    Switch    boxes, 

types  BC-73  and  BC-74. 
Transformer  and  interrupter.    See  Power  buzzer, 

typeC-4. 
Transformer,    induction    telegraph.    See    Trans- 
former, type  C-26. 
Transformer,  oscillation.    See  Coupler,  type  CU- 
Transmitter,  head  set.    See  Transmitter,  type  T-6. 
Transmitter,   service  buzzer.    See   Transmitters, 

tjrpes  T-4-5  and  T-4-6. 
Transmitter,     telautograph.    See     Telautograph 

transmitter. 
Transmitter  cord.    See  Cord  types. 
Transmitting  equipment.    See  Equipment,  type 

RT- 
Transmitting  key.    See  Key. 
Transmitting  panel,  radio.   See  Panel. 
Transmitting  plate,  telegraph.    See  Plate,  type 

M-83. 
Transmitting  stylus.    See  Stylus,  type  M-82. 
Transmitting  tube.    See  Tube,  type  VT- 
Transposition  bracket.    See  Bracket,  type  PF- 
Tray,  pigeon  watering.    See  Watering  trays,  types 

PO-20,  PG-21,  and  PG-22. 
Trench  insulator.    See  Insulators,  type  IN- 
Trench  reel  carrier.    See  Reel  carrier,  type  RL-io. 
Triangulir  conductor  wire,  inside.    See  Wire,  type 

W-32. 
Triangular  pieeon  basket.    See  Basket,  type  PG-1. 
Triangular   signaling   panel,    aerial   liaison.    See 

Panel*?,  tjrpe  AL-. 
Tripod,  heliograph.    See  Tropd,  type  nL-5. 
Tripod,  signal-lamp.    See  Tripod,  type  M-90. 
Truck,  iance  pole.    Sec  Lance  truck,  type  K-2. 
Truck,  maintenance.    See  Maintenance  tnick,  type 

K-5. 
Truck,  repair.    S««  Repair  truck. 
Trunk.    See  Chest. 
Trunk,  tool.    See  Tool  chest. 
Tube  socket.    See  Socket. 


Timgsten  battery,  type  A.  See  Battery,  typo  C  A-1. 

Tuning  coil.    See  Coil. 

Turn  key  switch.    See  Switch,  type  SW- 

Twine.    See  Rope  and  Cord. 

Twisted  pair.    See  Wire. 

Twisted  pair,  outside.    See  Wires,  types  W-ls*  and 
W50 

Two-conductor  wire.    See  Wire. 

Two  himdred-foot  tower.    See  Tower,  type  TR-1. 

Typo  A  battery.    See  Battery  type  BA-l. 

Type  A  connector.    See  Connector,  type  TM-32. 

Type  A  storage  batiery.    See  Battery,  type  BB- 

Type  B  storage  battery.    See  Battery,  type  BB- 

Type  B  night-signal  lantern.    See  Set,  bignal-lamp, 
typeEE-3fi. 

Type  T)  receiver.    See  Set  box,  type  BC-3f). 

TypeE  cut-out  panel.    See  Panel,  type  BD- 

Umbrella  aerial.    See  Antenna . 

Undamped  wave  pack  set.    See  Set ,  type  SC  R-127. 

Unit,  monocord  switchboard.    See  Switchboard, 
unit,  type  EE-2. 

Universal  test  set.    See  Set,  test,  universal. 

Vaccuum  tube.    See  Tube,  type  VT- 

Vacuum  tube  adapter.    See  Adapter. 

Vacuum  tube  filter.    See  Filter,  type  FL- 

Vacuum  tube  socket.    See  Socket. 

Valve,  vacuum.    See  Tube,  Vt- 

Variahle  condenser.    See  Condenser. 

Variable  reactance  coil.    SceCoil. 

Variable  resistance.    See  Coil. 

Velocity  meter,  wind.    .S'c  Anemometer. 

Velocity  register,  wind.    See  Registers,  type  Ml.- 

Velocity, scale, wind.    See  Scale. 

Vertical  detector  galvanometer,  diflerential.    See 

Galvanometer,  type  I- 
Vibrating  bell.    See  Set,  firing  signal,  type  EE- 
Vibrator  contact.    See  Contact. 
Vibrator  weight.    See  Weight. 
Visual  signaling  set.    See  Set .  type  E  E-57. 
Voice  amplifier.    See  Megaphone,  type  M-64. 
Voltmeter  switch.    Sec  Switch. 
Wagon,  gas  cylinder.    Sec  Wagon,  type  K-U. 
Wagon,  lance  pole.    See  Lance  truck,  type  K-2. 
Wagon,  pintle  wire.    See  Signal  cart,  type  K-4. 
Wagon  radio  set,  2-kw.    See  Set,  2-kw.  radio  wagon, 

type  SCR-41. 
Wagon,  repair,  automobile.    See  Repair  truck. 
Wagon  seat  cushion.    See  Cushon. 
Wagon,  wireless.  2-kw.    See  Set,  2-kw.  wireless 

wagon,  type  SCR-47. 
Wagon,  wireless  set,  1-kw.    See  Set,  type  SCR-41. 
Wagon  wireless  set,  2.kw.    See  Set,  type  SCR-47. 
Wagon  wireless  set,  2-kw.    See  Set,  2-kw.  wireless 

wagon,  type  SCR-47. 
Wall  switch.    See  Switch. 
Wall  teleph  one.  See  Telephone  and  Apparatus  box. 
Waltham  automobile  clock.    See  Clock ,  type  I-l. 
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Watch ,  stop.    See  Stop  watch. 
Watch,  wrist.    See  Watch,  type  1-30. 
Watchcase  receiver.    See  Kecciver,  type  R- 
Watchcase  ^  olt-ammeter.    See  Volt-ammeter,  t>"pe 

1-23. 
Watchcase  voltmeter.    See  Voltmeter,  type  1-2^-. 
Water  still.    5«  Still. 
Watering  tray,  pigeon.    See  Waterins  trays,  types 

PO^20,  PG-21,  and  PG-22. 
Waterproof  cover,  pigeon  basket.    See  Cover. 
Wavemeter,  Kolster.    See  Decremeter. 
Weatherproof  wire.    See  Wire,  type  W-18. 
Weather  vane.    See  Wind  vane. 
Web  strap.    See  Strap. 
Weeding-out  circuit.    See  Filter. 
Weighing  scales.    See  Balance,  type  ML-44. 
^\ eights,  balance.    See  Set  of  weights,  type  MI^4i. 
Weights  set.    See  Set  oi  weights,  type  M  L-4 '. 
Western  Electric  telephone,  No.  1375.     See  Tele- 
phone, typeEE-5. 
Western  union  relay.    See  R clay. 
Whistler-type  wind  vane.    See  Vane,  type  ML-11. 
White  paraffine.    See  Paraffine,  type  WX-2,  and 

Parrowax,  type  WX-3. 
Wiclcer  carrying  boxes,  pieeon.    See  Basket,  tj'pe 

PG-1. 
Wind  arrow.    See  Wind  vane. 
Wind  wave  support.    See  Support,  type  ML-29  and 

31. 
Wind  velocity  indicator.    See  Anemometer. 
Wind-velocity  register.    See  Register,  type  ML- 
Wind  velocity  scale.    See  Scale. 
Wicker  lamp.    See  Lamp. 
Wire  buzzer.    See  Wire,  type  W-4.'>  and  W-46. 
Wire  carrier.    See  Reel  or  Drum. 
Wire  connector,  shell  wire.    See  Connector,  type 

CN-33. 
Wire  cord.    See  Cord  types. 
Wire,  cross  connecting.    See  Wire,  types  'V\  -S.*)  and 

W-3r.. 
Wire,  field.    See  Wire,  types  W  -39  and  W-40. 
Wire,  house.    See  Wire,  type  W-3S. 
Wire,  inside.    See  Wire,  type  W-31. 


Wire  message  planks.    See  Message  book,  type 

M-41. 
Wire,  outpost.    See  Wire,  types  W-42,  W-43,  and 

W-44. 
Wire,  outside  distributing.    See  Wire,  type  W-3S. 
Wire  pike  hook.    Sec  Hooks,  type  HK- 
Wire,  pot  head.    See  Wire,  type  W-34. 
Wire  rope  clip.    See  Clip,  type  FT-24. 
Wire,  stranded.     See  Wire. 
Wire  terminals.    See  Terminals,  type  CM- 
Wire  wagon,  pintle.    See  S  ignal  cart,  type  K-4. 
Wire,  weatherprooi.    See  Vv'ire.  type  W— JS. 
Wire  with  terminals  attached.    See  Cord. 
Wireless  key,  model  1911.    See  Key.  tjT)e  J-2?. 
Wireless  message  blanks.    See  Message  book,  type 

M-11. 
Wireless  outfit.    See  Set. 
Wireless  set.    See  Set. 

Wireless  telej^raph  key.    See  Key,  type  J- 
Wirel&ss  telegraph  kite.    See  Kite. 
Wireless  telegraph  set.    See  Sets,  radio  telegraph. 
Wireless  telephone  set.    See  Sets,  radio  telephone. 
Wireless   wagon,    2-kw.    See  Set,  2-kw.   wireless 

wagon,  type  SCR-17. 
Wood  crossarm.    See  Crossarm.  type  PF- 
Wood  crossarm  pin.    See  Pin,   type   PF- 
Wood  nest  bowl,  pigeon.    See  Nest  bowl,  type  PG- 

19. 
AVood  serving  mallet.    See  Mallet,  type  Tl^-f-O. 
Wooden  flagstaff.    Sec  Flagstall,  type  M- 
Wooden  knob  insulator.    See  Insulators,  type  I N- 
Wool-bunting  burgee.    See  Burgee. 
Wrench,  service  buzzer  socket.  See  Socket  wrench. 
Wrist  watch .    See  Watch .  type  1-30. 
Xylonite  protractor.    See  Protractor. 
Xylonite  triangle.    SeeTriangle. 
Yellow  smoke  torch.    Ste  Smoke  torch . 
Zone^ignal  bell.    See  Bell. 

Zone-signal  conduit  nipple.   See  Nipple,  type  M-5.5. 
Zone-signal  outlet.    See  Outlet. 
Zone-signal  outlet,  lamp.    See  Outlet,  tjrpe  JM-7. 
Zone-signal  plug.    See  Plug,  t  j'pe  PL. 
Zone-sign<il  set.    See  Set.  type  EE-20. 
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APPENDIX. 


MANUFACTURER'S  IDENTIFICATION  NUMBERS. 

In  a  few  isolated  oases  where  a  certain  kind  of  equipment  is  made  by  several  manufacturers  according  to 
their  own  specifications  it  has  seemed  desirable  to  add  a  suffix  to  the  ordinary  type  number  in  order  to  dis> 
tinguish  between  the  different  manufacturers'  products  serving  for  the  same  purpose,  since  they  are  not  in 
every  case  interchangeable;  for  example,  Engine,  type  GE-2-4.  The  figure  4  is  assigned  to  a  certain  mani> 
acturer,  and  whenever  used  in  this  manner,  it  always  refer  to  the  same  manufacturer. 

No. 

Copley  Manufacturing  CJo.,  42  Walnut  Street,  Newark,  N.  J 1 

Mayhew  Co.,  Milwaukee,  Wis ►. 2 

Domestic  Engineering  Co.,  Dayton,  Ohio 3 

J.  L.  Yarlan,  409  Bradley  Street,  Syracuse,  N.  Y ,-. .      4 

Western  Electric  Co.,  New|York,  N.  Y : 5 

Stromberg-Carlson  Telephone  Manufacturing  Co.,  Rochester,  N.  Y 0 

STANDARD  ABBREVIATIONS. 


alternating  current a.  c . 

amperes amp. 

ampere-hours amp.-hr. 

barrels 1>W. 

candlepo  wer c.  p . 

centimeters cm. 

cubic  centimeters cu.  cm . 

cubic  feet cu.  ft. 

cubic  inches cu.  in. 

cubic  yards cu.  yd. 

degrees  centigrade deg.  C. 

degrees  Fahrenheit... deg.  F. 

diam"  ^r. dia. 

direct  ciurent d.  c. 

double  cotton-covered d.  c.  c. 

double  silk-covered d.  s.  c. 

drawing dwg. 

electromotive  force emf . 

feet ft. 

figure fig. 

flat-headed f.h. 

foot-pounds ft.  lb. 

gallons gal. 

gram g. 

horsepower h.  p. 

hours hr. 

inches in. 

kilograms kg. 

kilometers km . 

kilovolts kv. 


kilovolt-amperes kva. 

kilowatts kw. 

kilowatt-hour kw.-hr. 

mlcrofiarad mfd. 

micro-microfiarad micro-mfd. 

miles miles. 

miles  per  hour m.  p.  h. 

millihenries mh. 

millimeters mm. 

minutes min. 

ohms ohms. 

oimces oz. 

per  second per  sec. 

pints pt. 

poimds lb. 

quarts qt. 

round-headed r.  h. 

single  cotton-covered s.  c.  c. 

single  silk-covered s.  s.  c. 

revolutions  per  minute r.  p.  m. 

specifications spec. 

square  centimeters sq.  cm. 

earth-induction  telegraph  (telegraphie 

par  sol) t.p.  1. 

undamped  wave u.  w. 

volts volts. 

watt-hours watt-hr. 

watts watti.  . 

yards yd. 
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